
G, A, HAYES, 
PAINT POT HANGER, 

APPLICATION FLED APR, 16, 1921. 

1,394,301. 
aza Zeta 

Patented 0ct, 18, 1921. 

Z7 I? 74 A. 

E. 
IA. 

i 
1. 

E. 

: 

Ye Z0 
s 

F-2A 
ZO 2 

INVESTOR 

2.É. BW2 

AISATTORMEKS 

  

  

  

  

  

    

  

  

  

  

  

  



IO 

25 

30 

35 

40 

50 

55 

UNITED STATES PATENT OFFICE. 
GEORGE A. HAYES, OF FORT LEE, NEWJERSEY. 

PANT-POT HANGER. 

1,394,301. Specification of Letters Patent. Patented Oct. 18, 1921. 
Application filed April 16, 1921. Serial No. 461,862. 

To all thom, it may concern: - 
Be it known that I, GEORGE A. HAYEs, a 

citizen of the United States, residing at 
Fort Lee in the county of Bergen and State 
of New Jersey, have invented an improve 
ment in Paint-Pot Hangers, of which the 
following is a specification. - 
This invention relates to a device for sup 

porting paint pots or other similar articles 
upon ladders for convenient use when the 
user is upon the ladder. Heretofore, for 
similar purposes hooks of various forms 
have been employed so that one end of the 
hook was passed over a rung of the ladder 
and the other end adapted to support, the 
paint pot or other similar receptacle or de 
vice. In the use of these hooks, as will be 
readily understood, the attachment, while 
Secure, was bound to support the paint pot 
in a position in which it was difficult to 
reach, and furthermore more or less dif 
ficulty has been experienced in shifting the 
position of paint pots and similar recepta 
cles when so supported. The object of the 
present invention is to overcome these dif 
ficulties, and in so doing to provide a de 
Vice for supporting paint pots and similar 
articles from either upright member of a 
ladder so that the same may be readily shift 
ed without entirely removing the device 
from the ladder upright when the user 
either ascends or descends the ladder. Still 
furthermore, as made in accordance with my 
present invention, the support device also 
includes a member for engaging and main 
taining in position a paintbrush in the paint 
pot, whereas heretofore no provision for the 
support of the paint brush has been pro 
vided and it has been customary to permit 
the paint brush when not in use to rest in 
position in the paint pot itself. 
The device made in accordance with my 

present invention will be hereinafter more 
particularly described in conjunction with 
the accompanying drawings, in which, 

Figure 1 is a perspective view illustrating 
the use of my improved paint pot hanger. 

Fig. 2 is a plan view of the hanger on an 
enlarged scale. 

Fig. 3 is a similar view illustrating the 
parts in position for use, and 

Fig. 4 is an edge elevation showing the 
upright member of a ladder in section. 

Referring particularly to the drawing the 
device made in accordance with this inven 
tion preferably comprises a body member 

or bar 10 having an enlarged portion 11 at 
One end and at the opposite sides of which 
there are teeth indicated at 12 and 13 re. Spectively adapted to engage one side of an 
pright. of a ladder when the hanger is 
Position for use as is plainly indicated in 

Fig. 3. At the opposite end the body mem 
ber or bar 10 is provided with a head 14 ad 
ber, there, are oppositely disposed notches 15 
and 16 adapted to receive the bail of a paint pot or similar receptacle. 
Associated with the body or bar member 

10, and preferably pivoted thereto, I employ 
a U-shaped strap or yoke member 17 adapt. 
ed to fit around one edge of an upright of a 
ladder. As clearly shown in the drawing, 
the free end of this U-shaped strap mem 
ber is provided with a tooth 18 and the op 
posite end is offset as indicated at 19 and 
pivotally connected to the body member 10 
as indicated at 20 SO that the U-shaped strap 
may be turned from the position as indi. 
cated in Fig. 2 to that indicated in Figs. 
3 and 4 for use. 
Also connected to the body member or 

ball 10 I prefer to employ a snap hook 21 
Which may be connected to the body mem 
bel' by a screw 22 or otherwise. This, in the 
use of the device, is adapted to receive the 
handle 23 of a brush 24 so as to support the 
brush in a substantially central position rel 
atively to the paint pot when the brush is not 
in use. This is indicated in Fig. 1, wherein 
the bail of the paint pot is indicated at 25 
and the paint pot at 26. 
When the paint pot hanger is not in use 

the U-shaped strap 17 may be turned to the 
position as shown in Fig. 2 so that the device 
is adapted to be thrown into the painter's kit 
and to take up a minimum amount of space 
therein. Whereas, in use, the U-shaped strap 
is turned to the position shown in Figs. i. 
3 and 4, wherein this spans one side of the 
upright 27 of a laddel' and the tooth 18 en 
gages the inner portion of the upright, 
whereas the tooth 12 or the tooth 13, de 
pending upon which side of the ladder the 
device is employed, engages the opposite 
side of the ladder to support the paint pot 
26. As will now be apparent, the device 
may be used on both sides of the ladder, be 
ing made reversible for this purpose, and also 
that the same may be readily slipped up 
and down on the ladder upright irrespec 
tive of on which side of the ladder the de 

jacent which in the edges of the body mem 
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vice is employed, and also that a brush which 
is not in use may be supported in the clip 21 
as shown in Fig. 1. 
From the drawing it will be noted that 

the spring clip member 21 may be so placed 
as to cause the side of the strap or yoke 
member to engage therewith when the parts 
are in the position shown in Fig. 2 in or 
der to maintain these parts in this position 
when not in use. 

I claim as my invention: 
1. In an article of the class described, a 

body member having an extended head at 
one end thereof in the extremities of which 
there are teeth adapted to engage the Outer 
portion of the upright of a ladder, and a U 
shaped strap pivotally connected in a cen 
tral position in the head of the body mem 
ber and extending laterally therefrom so as 
to span the upright of the ladder and en 
gage the same in a position oppositely dis 
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posed to that engaged by the said teeth on 
the head of the body member. 

2. In an article of the class described, a 
body member having at one end a head ex 
tending from both sides thereof and termi 
nating in teeth adapted to engage the side 
of the upright of a ladder, and a U-shaped 
strap pivotally connected in a centrally dis 
posed position to this end of the body mem 
ber and extending laterally therefrom So as 
to span the upright of a ladder and to en 
gage the inner surface of the upright of the 
ladder in a position oppositely disposed to 
that engaged by the teeth on the end of the 
body member, the said body member being 
thus reversible for attachment to either up 
right of a ladder and also being provided 
with recesses to retain the bail of a device 
supported therefrom. 
Signed by me this 6th day of April, 1921. 

GEORGE A. HAYES. 
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