Title: METHOD FOR PROCESSING THE SIGNALS FROM TWO OR MORE MICROPHONES IN A LISTENING DEVICE AND LISTENING DEVICE WITH PLURAL MICROPHONES

Abstract: The invention comprises a method for processing the signals from two or more microphones in a listening device which has a casing holding the microphones, and which further comprises a signal processing unit which is to provide an output signal in correspondence with the microphone signals and suited to the users hearing whereby a receiver unit for delivering the output signal to the user is provided, whereby the signals from the microphones are analysed in order to detect when the casing of the listening device is being touched, whereby further the signal processing of the signal processing unit changes whenever touching of the casing is detected. The invention also comprises a listening device having two or more microphones wherein means are provided for detecting when the casing material is being touched.
TITLE

Method for processing the signals from two or more microphones in a listening device and listening device with plural microphones.

AREA OF THE INVENTION

The invention relates to listening devices such as hearing aids and in particular to listening devices having a casing and an array of microphones comprising two or more microphones, a signal processing device, and a receiver for delivering an output to the user of the listening device. Such devices encompass hearing aids and headsets and various other assistive listening devices.

BACKGROUND OF THE INVENTION

In listening devices of this kind it is a problem that the microphones need to be closely matched in order for a possible directional computational algorithms to function optimally. In order that the microphone stay matched over a long period, an automatic matching process is introduced. Here the signals from the microphones are continually analysed to ensure that over time there is no big difference in the output level from the microphones. In such listening devices it is also a problem, that when the casing is accidentally touched or touched when applied to the ear, very loud sound output levels may be produced as the microphones are very sensitive to noise propagated through the material of the casing walls.

If substantial differences in the input to the microphones should occur, this might corrupt the outcome of the automatic matching process. Further it has been discovered that such large differences are most likely to coincide with the occurrence of large and unpleasant noises which the user would prefer not to hear like the noise which is produced when the casing is touched by the user. In hearing aids a large gain or amplification of the audio signal is introduced to compensate for the hearing loss of the user. This amplification amplifies all signals, wanted as well as non-wanted. The wanted signals usually originate some distance from the hearing aid and arrives travelling through the air. Noise from touching the hearing aid is very unpleasant since it results in a loud output.
signal from the hearing aid because of the frictional resistance, the banging from the acceleration of fingers etc. The noise increases as the origin of the noise moves closer to one of the microphones in a multi-microphone hearing aid.

SUMMARY OF THE INVENTION

To overcome to above problem the inventions provides a method for processing the signals from two or more microphones in a listening device whereby the signals from the microphones are analysed in order to detect when the casing is touched, whereby changes in the signal processing are effected whenever touching of the casing is detected.

According to the invention, the time dependent differences in short term energy in the signals from the microphones is determined. This time related change may in itself provide information as to possible touching of the hearing aid casing, and also it may be further analysed to detect the occurrence of something or somebody touching the hearing aid casing with a higher degree of certainty.

Preferably the time related change in difference in the short term energy content in the microphone signals is used to determine the rate of change in difference between the short term energy of the microphone signals. Here touching noise will change the difference in measured energy between the two microphones very fast compared to other signals received by the microphones. Noise generated by wind will also change the input, but since it originates from turbulence, the mean energy level from the two microphones will not change fast because of the uncorrelated nature of the wind noise. Other ways of detecting touching noise are possible, but the short term energy differences are easily detected and it is easy to determine a reliable threshold where the signal processing should react to compensate for the loud noise. The threshold may comprise both a threshold for the absolute value of the difference in short term energy and a threshold for the rate of change of the difference in short term energy.

In an embodiment of the invention, the changes in the signal processing which are effected whenever touching of the casing is detected comprises short term muting or
attenuation of the output signal in order to protect the user from the annoyance of the loud sounds caused by the touching of the casing.

In yet another embodiment of the invention, the changes in the signal processing which are effected whenever touching of the casing is detected comprises a time limited shut down of an automatic microphone matching process. In this way it is ensured, that the matching process is not disturbed by the large short term differences in the energy contents of the signal from the microphones.

In a further embodiment of the invention, the changes in the signal processing which are effected whenever touching of the casing is detected comprises lasting changes in the processing of the audio signal presented to the user of the listening device. Such changes could be program shifts, volume up or down or permanent muting of the listening device according to the wishes of the user.

BRIEF DESCRIPTION OF THE DRAWINGS

Fig. 1 shows the diagram of a detector to detect touch noise,
Fig. 2 shows the time related difference in short term energy content in two microphone channels where the sound level in the environment is low,
Fig. 3 shows the time related differences in short term energy content in two microphone channels where the sound level in the environment is high,
Fig. 4 shows the time related difference in short term energy content in two microphone channels whereby two distinct detections of touching events are made within a given time.

DESCRIPTION OF A PREFERRED EMBODIMENT

Figure 1 shows one way to detect touching noise. Two microphones are provided which transform acoustical signals to analog electric signals. The analog signals are transformed into the digital domain in analog to digital converters. The signals are then transferred to a DSP unit or similar signal processing element. In the DSP unit the digital
signal is treated in order to determine whether the signal from the microphones originates from the surroundings or is caused by something touching the shell of the hearing aid.

Initially a mean value of the energy in each of the two channels is calculated. One way to detect whether a signal originates from a touching noise is to analyse the difference or ratio between the energies in the two channels. If the ratio makes a fast shift, this is an indication that the signal originates from touching noise. When the presence of such a signal is determined a value within the DSP is shifted, and other parts of the DSP unit may react to the shift of this value. One reaction could be to stop the automatic procedure for amplitude and/or phase matching of the two microphones. In this way it is assured, that the microphone matching procedure is not influenced by the large differences in amplitude and/or phase which will occur when the hearing aid shell is touched. This may be extended such that the time pattern of the ratio between the two signals is determined for a given length of time. By doing this it becomes possible to determine the occurrence of repeated touching of the hearing aid. This could be used for communication of user input to the hearing aid. An example of user input could be program shifts or control of the volume.

In a further embodiment of the invention the sign of the difference between the energies or the size of the ratio is calculated, whereby it is possible to determine whether the hearing aid casing is touched near the one or near the other microphone opening. This can be used to distinguish between at least two different user inputs to the hearing aid.

As seen in fig. 1, a measure for the energy content of the signal in the two microphone channels is obtained by calculating the square of the signal value. Hereafter a mean value calculator is provided which will smooth the signal and dispense with very short term changes and further a down sampling of the microphone signals can be achieved, such that the power for the calculations is diminished. In the signal analyse block the difference or ratio between the energy of the microphone signals is determined, and the temporal changes in this value is analysed.

At the casing a sound generating element can be arranged, which when touched provides a well defined sound impulse to the casing. This sound impulse may be detected through
the analyses of the signal from the microphones. In this way the user can interact with the listening device through the microphones of the device in a secure manner. The advantage here is that the listening device can be made without an electro-mechanical button which is otherwise usual. The absence of the electro-mechanical button is advantageous as the electrical connection thereof to the signal processing device then becomes superfluous.

The analyse block determines whether the signal from the microphone originates from touching the casing or from a soundsource in the environment. The input to the analyse block is an estimate of the power in each channel. On figure 2 the time related ratio between the two microphone channels is shown, whereby the vertical axis is the ratio: Ch1/Ch2 and the horizontal axis is time. If the signal is a normal acoustic signal, then the ratio is constant over a short-term period, and this is shown as the horizontal line in the graph. If the environment is relatively quiet the noise from touching the microphone in channel 1 results in the ratio shown in fig. 2. The peak in fig. 2 originates from noise generated by touching of the casing material whereby a sudden change in the ratio between the energy contents in the two channels will occur which is registered by the analyse block. If the rate of change is above a given threshold and at the same time the size of the value of Ch1/Ch2 is above a given threshold, it is determined that the hearing aid casing is touched.

If the environment is not quiet the touching and possible closing or covering of the microphone channel results in an attenuation of the incoming signal. The ratio between the two channels in this case is as shown in fig. 3. This is useful in the event, where the user is to communicate with the hearing aid in an environment with very loud sound pressure. Here the microphones may be saturated and any additional sound, such as might be generated by touching the shell cannot be detected whereas the sudden absence of sound in one channel is easily detected as a sudden change of the value Ch1/Ch2 and can be acted upon.

The analyse block can then extend this functionality to both microphones, so that the system reacts differently depending on which microphone the touching noise is centred.
Another possibility is to measure the time between the touching of the inlets. The device could react differently if the inlets are touched more than ones in a specified time. This feature is showed in figure 4. By this possibility the user may be given the possibility to communicate with the hearing aid and have different actions like volume up, volume down or program changes effected.
CLAIMS

1. Method for processing the signals from two or more microphones in a listening device which has a casing holding the microphones, and which further comprises a signal processing unit which is to provide an output signal in correspondence with the microphone signals and suited to the users hearing whereby a receiver unit for delivering the output signal to the user is provided, whereby the signals from the microphones are analysed in order to detect when the casing of the listening device is being touched, whereby further the signal processing of the signal processing unit changes whenever touching of the casing is detected.

2. Method as claimed in claim 1, whereby the short term energy in the signals from the microphones is determined, and where further the change in difference over time in the short term energy between the microphone signals is determined.

3. Method as claimed in claim 2, whereby the time related change in difference in the short term energy content in the microphone signals is used to determine the rate of change in difference between the short term energy of the microphone signals.

4. Method as claimed in claim 2, whereby a value in the signal processing unit is changed whenever the rate of change in difference in the short term energy between the microphone signals reaches a pre-selected level in order to indicate that the casing is being touched.

5. Method as claimed in claim 3, whereby a microphone matching procedure is temporarily interrupted whenever it is determined that the casing is being touched.

6. Method as claimed in claim 3, whereby the output signal to the user is temporarily attenuated whenever it is determined that the casing is being touched.
7. Method as claimed in claim 3, whereby a lasting change in the signal processing is effected whenever it is determined that a non-accidental touch of the casing has occurred.

8. Listening device having two or more microphones and comprising a casing holding the microphones and a signal processing unit which is to provide an output signal in correspondence with the microphone signal and suited to the users hearing whereby further a receiver unit for delivering the output signal to the user is provided, whereby analysing means are provided for analysing the signals from the microphones in order to detect when the hearing aid casing is touched, whereby further means are provide for changing the signal processing of the listening device whenever touching of the casing of the listening device is detected.

9. Listening device as claimed in claim 7, whereby a sound generator for generating a specific sound when touched is provide at the casing, such that the user may touch the sound generator whenever a user input to the hearing aid is desirable.
Fig. 1

Fig. 2

Low SPL
Fig. 3

Fig. 4
# INTERNATIONAL SEARCH REPORT

## A. CLASSIFICATION OF SUBJECT MATTER

**IPC 7**
H04R25/00

According to International Patent Classification (IPC) or to both national classification and IPC.

## B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

**IPC**
H04R

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched.

Electronic database consulted during the international search (name of data base and, where practical, search terms used)

EPO—Internal, WPI Data, PAJ

## C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>AD 101 45 994 A1 (SIEMENS AUDIOLOGISCHE TECHNIK GMBH) 17 April 2003 (2003-04-17)</td>
<td>1, 8</td>
</tr>
<tr>
<td>A</td>
<td>the whole document</td>
<td>6, 7</td>
</tr>
<tr>
<td>A</td>
<td>US 5 276 739 A (KROKSTAD ET AL) 4 January 1994 (1994-01-04) column 12, line 44 - line 61</td>
<td>1, 8</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

## Patent family members are listed in annex.

<table>
<thead>
<tr>
<th>Special categories of cited documents:</th>
</tr>
</thead>
<tbody>
<tr>
<td>&quot;A&quot; document defining the general state of the art which is not considered to be of particular relevance</td>
</tr>
<tr>
<td>&quot;E&quot; earlier document published on or after the International filing date</td>
</tr>
<tr>
<td>&quot;L&quot; document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)</td>
</tr>
<tr>
<td>&quot;O&quot; document referring to an oral disclosure, use, exhibition or other means</td>
</tr>
<tr>
<td>&quot;P&quot; document published prior to the international filing date but later than the priority date claimed</td>
</tr>
</tbody>
</table>

"I" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

"A" document member of the same patent family

Date of the actual completion of the international search:

25 February 2005

Date of mailing of the international search report:

04/03/2005

Name and mailing address of the ISA:
European Patent Office, P.B. 5318 Patentlaan 2
NL—2280 HV Rijswijk
Tel: (+31—70) 940—2040, Tx: 31 651 epo nl,
Fax: (+31—70) 940—3016

Authorized officer:
Fülöp, I

Form PCT/ISA/210 (second sheet) (January 2004)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>DE 10145994 A1</td>
<td>17-04-2003</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 5396560 A</td>
<td>07-03-1995</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>