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To cut. Zvh-O77, it inctly concer'7. 
Beit known that I, JOHN C. BARRON, a citi 

Zen of the United States, residing at Ellisville, 
in the county of Jones and State of Mississippi, 
have invented a new and useful Standard for 
Logging-Cars, of which the following is a speci 
fication. 
My invention relates to improvements in 

standards for logging cars, sleds, and the like 
to prevent the logs from slipping off the bol 
sters; and it consists in the peculiar construc 
tion and combination of devices hereinafter 
fully described and claimed. 
In the accompanying drawings, Figure 1 is 

a transverse sectional view of a logging-car 
having a bolster provided with my improved 
standards. Fig. 2 is a detail perspective view 
of my invention. Fig. 3 is a detail sectional 
view of the same. 
Each of my improved standards 1 is pref 

erably pivoted on a bolt or pin 2 in the bifur 
cated outer end of a base-plate 3, which is 
bolted on the bolster of the car, sled, or other 
vehicle at the end thereof. Preferably the 
base-plate is rabbeted in the upper side of the 
bolster, so that the top of the base-plate is 
flush with the upper side of the bolster. The 
standard is of suitable length and is provided 
on its lower side, near its inner end, with a 
shoulder 4. Also pivoted in the bifurcated 
Outer end of the base-plate 3 on a bolt or pin 
5 is a detent 6, which is of the form shown, 
having the outward-extending arm 7 and the 
cam-shoulder 8 at its inner end, adapted to 
bear under the lower side of the standard to 
support the latter in an inclined position, as 
shown in the drawings, and when said detent 
7 is turned to a horizontal position to clear the 
shoulder 4 of said standard, and thereby per 
mit the latter to drop to a horizontal position, 
as indicated in dottedlinesin Fig. 3, and there 
by clear the upper side of the bolster at the 
end thereof and permit the logs to be readily 
rolled therefrom. 

It will be understood that one of my im 
proved standards, with its base-plate and de 
tent, is provided for each end of each of the 
bolsters of the car or sled. 
While I have here shown and described my 

improved standard and detent as pivoted in 
the bifurcated outer end of a base-plate which 
is bolted on the bolster, it will be understood 

that the base-plate may be dispensed with, 
the end of the bolster bifurcated by provid 
ing it with a vertical open slot, and the stand 
ard and detent pivotally mounted in said slot 
without departing from the spirit of my in 
vention; but it is of advantage to use the base 
plate, as hereinbefore described, in order to 
avoid wear at the end of the bolster and en 
able the standard and detent to be more read 
ily applied thereto, and, moreover, the base 
plate when provided with my improved stand 
ard and detent forms a new article of manu 
facture which may be readily kept in stock 
by dealers in devices of this class and applied 
readily to the bolster of a logging car or sled. 
The inner end of the pivoted detent 6 is 

curved where it bears against the under side 
of the standard, near the inner end of the lat 
ter, and it will be understood that the Weight 
of the extended arm 7 of the detent will nor 
mally maintain the said detent in such posi 
tion as to keep it engaged with the standard, 
and thereby lock the latter in its elevated po 
sition, it being necessary to raise the outer 
end of the arm 7 of the detent in order to trip 
and disengage the same from the standard 
before the latter can be released. It Will be 
furthermore understood that the pressure of 
the logs against the standard when the lat 
ter is secured by its detent in its elevated in 
clined position will create such friction be 
tween the standard and the rounded inner 
end of the detent as to assist in preventing 
the latter from becoming accidentally disen 
gaged from the standard. 

It will be understood that by the use of my 
improved devices the standards on one side 
of the logging-car may be almost instantly 
lowered out of engagement with the logs, and 
thus effect a great economy in the time re 
quired to unload a car. 
Having thus described my invention, I 

claim 
1. In a logging car or sled, the combination 

of a standard having its inner end pivotally 
connected to a bolster and provided on its un 
der side with a shoulder, and a detent pivot 
ally connected to the bolster, having an out 
ward-extending arm and provided at its in 
ner end with a cam to engage the under side 
of said standard, the said cam having a shoul 
der adapted to clear that of said standard 
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3. 

when said detent is turned to a horizontal po 
sition and thereby disengage said standard, 
for the purpose set forth, substantially as de 
scribed. 

2. As a new article of manufacture, a base 
plate adapted to be secured on the bolster of 
a car or the like and having a vertical open 
slot in its outer end, a standard having its 
inner end pivotally secured in said slot, said 
standard having a shoulder on its lower side, 
and a detent pivotally mounted in said slot, 
said detent having an outward-extending arm 
and rounded on one side at its inner end con 
centrically with its pivot and adapted to bear 
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against the under side of the standard, the 
said detent being further provided at its in 
ner end, with a shoulder which is adapted to 
disengage the shoulder of the standard when 
said detent is raised to a horizontal position 
and thereby release said standard, substan 
tially as described. 
In testimony that I claim the foregoing as 

my own I have hereto affixed my signature in 
the presence of two witnesses. 

JOHN C. BARRON. 
Witnesses: 

J. A. TINNON, 
MULFORD PARKER. 
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