METHOD AND SYSTEM FOR IMPROVING AIMING DURING OPTICAL COHERENCE TOMOGRAPHY ON YOUNG CHILDREN BY SYNCHRONIZATION WITH RETINAL BIFRINGENCE SCANNING

The present invention is directed to a method and system for improved aiming during Optical Coherence Tomography (OCT) on young children and those unable to cooperate with OCT imaging by synchronizing with retinal birefringence scanning (RBS). OCT is performed without knowing whether or not the subject is looking at the intended target. The present invention combines OCT retinal imaging, such as, but not limited to, time domain OCT, SDOCT, or SS-OCT, with RBS technology that provides accurate information on the presence or absence of foveal fixation. Therefore, the present invention only analyzes data during foveal fixation. A system combining OCT with RBS is implemented such that both systems cooperate in a specified alignment, such that when the RBS fixation detection system detects alignment with the fovea of the eye, the OCT system will be aimed at the retinal region of interest, usually but not necessarily including the macular area.
TZ, UG, ZM, ZW), Eurasian (AM, AZ, BY, KG, KZ, RU, TJ, TM), European (AL, AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HR, HU, IE, IS, IT, LT, LU, LV, MC, MK, MT, NL, NO, PL, PT, RO, RS, SE, SI, SK, SM, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, KM, ML, MR, NE, SN, TD, TG).

Published:
— with international search report (Art. 21(3))
METHOD AND SYSTEM FOR IMPROVING AIMING DURING OPTICAL COHERENCE TOMOGRAPHY ON YOUNG CHILDREN BY SYNCHRONIZATION WITH RETINAL BIFRINGENCE SCANNING

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims the benefit of U.S. Provisional Patent Application No. 61/885,794 filed on October 2, 2013, which is incorporated by reference, herein, in its entirety.

FIELD OF THE INVENTION

[0002] The present invention relates generally to medical imaging. More particularly, the present invention relates to a method and system for imaging the macular region of the eye.

BACKGROUND OF THE INVENTION

[0003] Today, if a retinal condition is suspected in an infant or toddler, the challenge to the ophthalmologist is to enable the child to achieve and maintain ocular fixation long enough for proper examination. To obtain a precise retinal examination, the choices are placing a child under general anesthesia (with many risks, such as pneumonia and potential death), perform a limited examination, or worse, to wait until the child grows older to identify what is wrong. For adults, where fixation and cooperation are usually not an issue, a technology known as optical coherence tomography (OCT) is used to provide 3-dimensional, and magnified cross-sectional images of the retina (e.g., images depicting the macula - Fig. 1). This standard of care for outpatient diagnosis and management of retinal disease in adults is generally well-tolerated in older children.

[0004] Most neonates can be adequately immobilized for retinal imaging, although not perfectly so. Infants, active toddlers and young children will not cooperate for such imaging, and thus a more suitable version of the OCT instrument is needed. Indeed, there may also be patients in other age groups unable to sit and hold still for such imaging. It is distressing that
treatable retinal conditions in young children and those who cannot cooperate with traditional
OCT exams are frequently missed because of this situation.

[0005] Due to the large amount of data needed to be processed after acquisition,
conventional OCT (including spectral domain OCT and even Swept Source OCT) does not
allow monitoring of the 2D/3D images in real time. This means that in the context of young
children and those unable to cooperate for OCT imaging, several seconds of 3D data need to
be first collected blindly, without information as to whether the OCT system's image includes
the fovea (the most sensitive and critical retinal region, in the center of the macula), i.e.
without knowing whether or not the child is actually looking at the intended target.

[0006] Accordingly, there is a need in the art for a system and method configured to
obtain OCT images, specifically, during confirmed foveal fixation.

**SUMMARY OF THE INVENTION**

[0007] The foregoing needs are met by the present invention which provides a system
combining Optical Coherence Tomography (OCT, SDOCT, SSOCT) with a Retinal
Birefringence Scanning fixation detection system. In accordance with the system of the
present invention, the OCT and RBS systems cooperate in a specified alignment, such that
when the RBS fixation detection system detects alignment with the fovea of the eye, the OCT
system will be aimed at the retinal region of interest, usually but not necessarily including the
macular area. For example, the region of interest might be centered upon the optic disc
instead of upon the macula, with the optic disc located approximately 15 degrees nasal to the
center of the macula.

[0008] In accordance with an aspect of the present invention, in the combination of a
retinal-birefringence-scanning fixation detection optical system with a scanning optical
coherence tomography optical system, the exit pupils of said two systems, within which exit
pupils the respective scanning beams pivot, are substantially coincident with one another, and
wherein said coincident exit pupils are further arranged to be moved together to be coincident with the pupil of the eye being examined.

[0009] In accordance with another aspect of the present invention, a method of synchronization between the two systems is configured such that detection of foveal fixation by the RBS system is signaled to the OCT system, thus enabling OCT data collection only during foveal fixation.

[0010] In accordance with another aspect of the present invention, a method of communication between the two systems, where OCT data are being collected continuously, while also an additional synchro-channel from the RBS system is recorded, carrying information about the presence or absence of foveal fixation. Then, during RBS-guided OCT analysis and reconstruction, only time intervals of foveal fixation are processed, thus reducing analysis time.

[0011] In accordance with yet another aspect of the present invention a method includes presenting fixation targets to the test subject during OCT data collection by means of a continuous movie aligned with the center of the RBS fixation detection scan.

[0012] In accordance with an aspect of the present invention, a system for imaging a fovea of a retina of a subject includes a system configured for optical coherence tomography (OCT), such that OCT data related to the fovea of the retina of the subject are collected. The system for imaging a fovea also includes a system configured for retinal birefringence scanning. Both the system configured for OCT and the system configured for RBS are further configured to cooperate in a specified alignment such that when the RBS fixation detection system detects alignment with the fovea of the eye, the OCT system will be aimed at a retinal region of interest, such that image collection is only executed during a period of foveal fixation of the subject.
In accordance with another aspect of the present invention, the system for imaging a fovea further includes an exit pupil of the system configured for OCT and an exit pupil of the system configured for RBS being substantially coincident with one another. The exit pupil of the system configured for OCT and an exit pupil of the system configured for RBS are also configured to be moved together to be coincident with a pupil of an eye being examined. An image display device is included to attract and maintain the interest of the subject, such that the fovea is attracted into the desired alignment with the RBS fixation detection system, whereby a retinal region of interest is imaged. Additionally, the system configured for RBS signals a presence of foveal fixation to the system configured for OCT, thus triggering data collection.

**BRIEF DESCRIPTION OF THE DRAWINGS**

The accompanying drawings provide visual representations, which will be used to more fully describe the representative embodiments disclosed herein and can be used by those skilled in the art to better understand them and their inherent advantages. In these drawings, like reference numerals identify corresponding elements and:

- **FIG. 1** illustrates images of a healthy macula and a diseased macula.
- **FIG. 2** illustrates a schematic diagram of OCT combined with RBS for imaging a fovea during foveal fixation, according to an embodiment of the present invention.

**DETAILED DESCRIPTION**

The presently disclosed subject matter now will be described more fully hereinafter with reference to the accompanying Drawings, in which some, but not all embodiments of the inventions are shown. Like numbers refer to like elements throughout. The presently disclosed subject matter may be embodied in many different forms and should not be construed as limited to the embodiments set forth herein; rather, these embodiments
are provided so that this disclosure will satisfy applicable legal requirements. Indeed, many modifications and other embodiments of the presently disclosed subject matter set forth herein will come to mind to one skilled in the art to which the presently disclosed subject matter pertains, having the benefit of the teachings presented in the foregoing descriptions and the associated Drawings. Therefore, it is to be understood that the presently disclosed subject matter is not to be limited to the specific embodiments disclosed and that modifications and other embodiments are intended to be included within the scope of the appended claims.

[0018] The present invention is directed to a method and system for improved aiming during Optical Coherence Tomography (OCT) on the eyes of young children and other patients who cannot cooperate with traditional OCT exams, by synchronization with retinal birefringence scanning (RBS). Contemporary OCT is performed without information as to whether the OCT system is centered on the fovea (the most sensitive, critical retinal region, in the center of the macula), that is without knowledge of whether or not the subject is looking at the intended target. The present invention combines OCT retinal imaging, such as, but not limited to, time domain OCT, SDOCT, or SSQCT, with RBS technology that provides accurate information on the presence or absence of foveal fixation. Therefore, the present invention may be configured to collect OCT data only during foveal fixation. Alternatively, simultaneously recorded information on the presence or absence of foveal fixation can help identify segments of continuously recorded OCT data when foveal fixation is present. A system combining OCT with RBS is implemented such that both systems cooperate in a specified alignment such that when the RBS fixation detection system detects alignment with the fovea of the eye, the OCT system will be aimed at the retinal region of interest. Because the OCT image covers at least 15-20 degrees, it may be advantageous for
the image of the macula to be near one edge of the OCT image rather than always in the very
center of the OCT image.

[0019] As noted above, a system and method according to the present invention combines
OCT (time domain OCT, SDOCT, or SSOCT) retinal imaging with RBS technology that
provides accurate information on the presence or absence of foveal fixation (Fig. 2). In RBS,
typically a spot of near-infrared polarized light is scanned in a circle on the retina. The
polarization signature of the retroreflected light depends on the precise area of the retina
being illuminated (scanned). Foveal fixation (when the patient's eye is looking at the center
of the scanned circle of light) is indicated by the presence of characteristic frequency
components in the polarization signature of the signal returned, that are multiples or multiples
of a fraction of the scanning frequency. The RBS subsystem signals the presence of foveal
fixation to the OCT subsystem, thus triggering data collection. Throughout the examination,
the unsuspecting child is typically viewing a cartoon on a small LCD computer screen, with
specific attention/fixation-locking targets appearing periodically in the center of the screen
while the main movie fades away. The examiner is thus able to obtain optical alignment of
the OCT device with the child's eye.

[0020] The OCT system scans a beam of infrared light across the retina in a raster pattern
to capture its image, with the optics of the OCT system arranged such that this beam of light
pivots about a small optically-defined, aerial "exit pupil" external to the instrument that is
mechanically moved to fit within the pupil of the eye being examined. The RBS fixation
detection system scans a different beam of light onto the retina, usually near-infrared, usually
in a circular scan pattern on the retina, also through an optically-defined, aerial "exit pupil"
that is substantially centered on the pupil of the eye. The RBS fixation detection system also
includes a visible-light fixation target, arranged to appear exactly in the center of the faint
ring of near-infrared light that the patient sees, such that when the patient looks directly at the
visible fixation target, the circular scan of near infrared light becomes centered upon the fovea of the patient's eye, and foveal fixation is detected by the RBS system.

[0021] The novel combination of the RBS fixation detection system and the OCT system is thus accomplished by optically arranging for the exit pupils of the two systems to coincide with each other and with the pupil of the eye being examined, and further arranged for the direction of fixation that is detected by the RBS fixation detection system to be aligned with the desired position of the fovea image within the OCT scanned image, not necessarily in the center of the OCT image.

[0022] This clinically suitable imaging method allows not only diagnosis of retinal diseases in young patients and in other patients who cannot cooperate with traditional OCT exams, but also monitoring of the progression or response to ocular therapy without a need for sedation or anesthesia.

[0023] The many features and advantages of the invention are apparent from the detailed specification, and thus, it is intended by the appended claims to cover all such features and advantages of the invention which fall within the true spirit and scope of the invention. Further, since numerous modifications and variations will readily occur to those skilled in the art, it is not desired to limit the invention to the exact construction and operation illustrated and described, and accordingly, all suitable modifications and equivalents may be resorted to, falling within the scope of the invention.
What is claimed is:

1. A system for imaging a region of interest of a retina of a subject comprising:
   a system configured for optical coherence tomography (OCT), such that OCT data related to the retina of the subject are collected;
   a system configured for retinal-birefringence-scanning (RBS) fixation detection; and, wherein, both the system configured for OCT and the system configured for RBS fixation detection are further configured to cooperate in a specified alignment, such that when the RBS fixation detection system detects alignment with the fovea of the eye, the OCT system will be aimed at the retinal region of interest, usually but not necessarily including the macular area.

2. The system of claim 1 wherein the system for OCT and RBS fixation detection are configured such that OCT image collection is only executed during a period of foveal fixation of the subject.

3. The system of claim 1 wherein the system for OCT and system for RBS fixation detection are configured such that data are continuously and synchronously recorded from the OCT sub-system and from the RBS fixation detection sub-system, whereby periods of foveal fixation detected by the RBS fixation detection system can be used to identify synchronized portions of the OCT data that will yield images of the region of interest of the retina.

4. The system of claim 1 further comprising an exit pupil of the system configured for OCT and an exit pupil of the system configured for RBS being substantially coincident with one another.
5. The system of claim 4 further comprising the exit pupil of the system configured for OCT and an exit pupil of the system configured for RBS being configured to be moved together to be coincident with a pupil of an eye being examined.

6. The system of claim 1 further comprising an image display device to attract and maintain the interest of the subject toward the center of the RBS fixation detection system, such that the retinal region of interest, in known spatial relationship to the fovea, is imaged.

7. The system of claim 1 wherein the system configured for RBS signals a presence of foveal fixation to the system configured for OCT, thus triggering data collection.

8. A system for imaging a region of interest of a retina of a subject comprising:
   a system configured for optical coherence tomography (OCT), such that OCT data related to the retina of the subject are collected;
   a system configured for retinal-birefringence-scanning (RBS) fixation detection; and,
   wherein, the system configured for OCT and the system configured for RBS comprise exit pupils and within these exit pupils the respective scanning beams pivot, the exit pupils are substantially coincident with one another, and wherein the exit pupils are further arranged to be moved together to be coincident with a pupil of the eye being examined.

9. The system of claim 8 wherein the system for OCT and RBS fixation detection are configured such that OCT image collection is only executed during a period of foveal fixation of the subject.
10. The system of claim 8 wherein the system for OCT and system for RBS fixation
detection are configured such that data are continuously and synchronously recorded from the
OCT sub-system and from the RBS fixation detection sub-system, whereby periods of foveal
fixation detected by the RBS fixation detection system can be used to identify synchronized
portions of the OCT data that will yield images of the region of interest of the retina.

11. The system of claim 8 further comprising an image display device to attract and
maintain the interest of the subject toward the center of the RBS fixation detection system,
such that the retinal region of interest, in known spatial relationship to the fovea, is imaged.

12. The system of claim 8 wherein the system configured for RBS signals a presence of
foveal fixation to the system configured for OCT, thus triggering data collection.

13. The system of claim 8 further comprising the system configured for OCT and the
system configured for RBS fixation detection being configured to cooperate in a specified
alignment, such that when the RBS fixation detection system detects alignment with the
fovea of the eye, the OCT system will be aimed at the retinal region of interest, usually but
not necessarily including the macular area.

14. A method for imaging a region of interest of a retina of a subject comprising:
synchronizing an optical coherence tomography (OCT) system with a retinal
birefringence scanning fixation detection (RBS) system;
detecting foveal fixation with the RBS system;
signaling detection of foveal fixation to the OCT system; and
enabling OCT data collection during foveal fixation.
15. The method of claim 14 further comprising communicating between the two systems where OCT data are being collected continuously.

16. The method of claim 14 further comprising recording an additional synchro-channel from the RBS system.

17. The method of claim 14 further comprising carrying information about the presence or absence of foveal fixation.

18. The method of claim 14 further comprising processing only time intervals of foveal fixation, during RBS-guided OCT analysis and reconstruction, thus reducing analysis time.

19. The method of claim 14 further comprising presenting fixation targets to the test subject during OCT data collection with a continuous movie aligned with the center of said RBS fixation detection scan.

20. The method of claim 14 further comprising optimizing the method for use with children and subjects that cannot remain still.
FIG. 1
A. CLASSIFICATION OF SUBJECT MATTER
A61B 3/10(2006.01)i, A61B 3/14(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
A61B 3/10; A61B 3/15; A61B 5/1455; A61B 3/14

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
eKOMPASS(KIPO internal) & Keywords: oct, retinal birefringence scanning, fixation

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 2010-0110377 A1 (PETER MALOCA et al.) 06 May 2010</td>
<td>1-20</td>
</tr>
<tr>
<td></td>
<td>See abstract, paragraphs [0062]-[0064] and figure 6.</td>
<td></td>
</tr>
<tr>
<td></td>
<td>See abstract, paragraphs [0030]-[0045] and figure 1.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 6027216 A (DAVID LEE GUYTON et al.) 22 February 2000</td>
<td>1-20</td>
</tr>
<tr>
<td></td>
<td>See abstract, column 13, lines 6-49 and figure 4a.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 2013-0107209 A1 (MARTIN HACKER et al.) 02 May 2013</td>
<td>1-20</td>
</tr>
<tr>
<td></td>
<td>See abstract, paragraphs [0026],[0027],[0061] and figure 1.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 2011-0105868 A1 (WESTFAL PETER) 05 May 2011</td>
<td>1-20</td>
</tr>
<tr>
<td></td>
<td>See abstract, paragraphs [0042]-[0049] and figure 8.</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
"A" document defining the general state of the art which is not considered to be of particular relevance
"E" earlier application or patent but published on or after the international filing date
"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
"O" document referring to an oral disclosure, use, exhibition or other means
"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"&" document member of the same patent family

Date of the actual completion of the international search
19 January 2015 (19.01.2015)

Date of mailing of the international search report
20 January 2015 (20.01.2015)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongna-ro, Seo-gu, Daejeon Metropolitan City, 302-701, Republic of Korea
Facsimile No. +82 42 472 3473

Authorized officer
KTM, Tae Hoon
Telephone No. +82-42-481-8407
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2010-0110377 Al</td>
<td>06/05/2010</td>
<td>CA 2678506 Al</td>
<td>28/08/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2124713 Al</td>
<td>02/12/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2008-101359 Al</td>
<td>28/08/2008</td>
</tr>
<tr>
<td>US 6027216 A</td>
<td>22/02/2000</td>
<td>AU 1999-03399 A</td>
<td>10/05/1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 741220 B2</td>
<td>29/11/2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2308172 Al</td>
<td>29/04/1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2308172 C</td>
<td>11/12/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1024741 Al</td>
<td>09/08/2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1024741 A4</td>
<td>30/05/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001-520067 A</td>
<td>30/10/2001</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 4268753 B2</td>
<td>27/05/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 99-20173 Al</td>
<td>29/04/1999</td>
</tr>
<tr>
<td>US 2013-0107209 Al</td>
<td>02/05/2013</td>
<td>DE 102010019657 Al</td>
<td>03/11/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2013-525045 A</td>
<td>20/06/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8801184 B2</td>
<td>12/08/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2011-137985 Al</td>
<td>10/11/2011</td>
</tr>
<tr>
<td>US 2011-0105868 Al</td>
<td>05/05/2011</td>
<td>DE 102008013821 Al</td>
<td>17/09/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 102008013821 B4</td>
<td>18/11/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 102009040854 Al</td>
<td>10/03/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2252200 A</td>
<td>24/11/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2014-0249392 Al</td>
<td>04/09/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8755855 B2</td>
<td>17/06/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2009-112009 Al</td>
<td>17/09/2009</td>
</tr>
</tbody>
</table>