(51) International Patent Classification:
C23C 14/00 (2006.01)  C23C 14/08 (2006.01)
C23C 14/24 (2006.01)  H01J 37/32 (2006.01)
C23C 14/56 (2006.01)

(21) International Application Number:
PCT/EP2014/063488

(22) International Filing Date:
26 June 2014 (26.06.2014)

(25) Filing Language:
English

(26) Publication Language:
English

(30) Priority Data:
13 174290.0 28 June 2013 (28.06.2013) EP

(71) Applicant: APPLIED MATERIALS, INC. [US/US];
3050 Bowers Avenue, Santa Clara, California 95054 (US).

(72) Inventors: and
71) Applicants (for US only): HOFFMANN, Gerd [DE/DE];
Langstr. 13, 63486 Bruchkoebel (DE). SCHRAMM, Sven
[DE/DE]; Friedenstr. 3, Kahl am Main 63796 (DE).
TRASSL, Roland [DE/DE]; Walter-Suskind-Str. 16,
35392 Giessen (DE).

(74) Agent: ZIMMERMANN & PARTNER; Josephspitalstr.
15, 80331 Munchen (DE).

(54) Title: EVAPORATION APPARATUS WITH GAS SUPPLY

(57) Abstract: An evaporation apparatus (100) for depositing material on a substrate (160) supported by a drum (170) is described. The evaporation apparatus includes a first set of evaporation crucibles (110) aligned in a first line (120) along a first direction (121) for depositing evaporated material on the substrate; a first gas supply pipe (130) extending in the first direction (121) and being arranged at least one of the evaporation crucibles of the first set of evaporation crucibles (110) and the drum (170); and a second gas supply pipe (140) extending in the first direction (121) for providing a gas between the first set of evaporation crucibles (110) and the drum (170) with openings (150) shaped and positioned to improve the uniformity of the deposition of the material.
EVAPORATION APPARATUS WITH GAS SUPPLY

TECHNICAL FIELD OF THE INVENTION

[0001] Embodiments of the present invention relate to an evaporation apparatus for depositing material on a substrate. Embodiments of the present invention particularly relate to an evaporation apparatus with a gas supply, specifically to an evaporation apparatus including an evaporation crucible and a gas supply.

BACKGROUND OF THE INVENTION

[0002] Depositing thin layers on a flexible substrate is a production process for many applications. The flexible substrates are coated in one or more chambers of a flexible substrate coating apparatus. The flexible substrates, such as foils made of plastics or pre-coated papers, are guided on rolls or drums and pass in this way the source of deposition material. Possible applications of the coated substrate range from providing coated foils for the packaging industry to depositing thin films for flexible electronics and advanced technology applications, such as smartphones, flat screen TVs and solar panels.

[0003] Different deposition processes may be used to achieve a layer with the desired properties. For instance, in a thermal evaporation process, thin layers of aluminum are metallized onto flexible substrates. Substrates coated in such a way may for instance be used for the production of protective packaging or decorative materials. In further processes, such as in reactive coating processes, gas is supplied to the substrate additionally to an evaporated material from the material source in order to provoke a chemical reaction influencing the layer deposited on the substrate. By using such processes, several characteristics of the substrate may be controlled, such as barrier characteristics for water vapor or oxygen, and transparency characteristics of the finished product.

[0004] For the finished product, it is desirable to have a reliable and optically acceptable layer on the substrate in order to have a product of high quality. At the same time, the productivity of the deposition process has to be considered in so far as a slow process yielding
a high quality product may not be acceptable for a customer due to the costs increasing with the production time. In known systems, the number of material sources may be adapted in order to improve the productivity, the guiding drums for the substrates may be adapted (such as cooled, or positioned in a suitable way) in order to achieve desired layer properties, and a control unit may monitor and optimize the process to avoid irregularities in the process operation.

[0005] However, irrespective of the measures taken, irregularities may still appear in the optical appearance of the coated substrate, which is not acceptable in case of packaging industry or decorative foils. In view of the above, it is an object of the present invention to provide an evaporation apparatus that overcomes at least some of the problems in the art.

**SUMMARY OF THE INVENTION**

[0006] In light of the above, an evaporation apparatus according to independent claim 1 and an evaporation apparatus according to independent claim 11 are provided. Further aspects, advantages, and features of the present invention are apparent from the dependent claims, the description, and the accompanying drawings.

[0007] According to one embodiment, an evaporation apparatus for depositing material on a substrate supported by a drum is provided. The evaporation apparatus includes a first set of evaporation crucibles aligned in a first line along a first direction for depositing evaporated material on the substrate, and a first gas supply pipe extending in the first direction and being arranged between at least one of the evaporation crucibles of the first set of evaporation crucibles and the drum. The evaporation apparatus further includes a second gas supply pipe extending in the first direction for providing a gas between the first set of evaporation crucibles and the drum with openings shaped and positioned to improve the uniformity of the deposition of the material.

[0008] According to another embodiment, evaporation apparatus for depositing material on a substrate supported by a drum is provided. The evaporation apparatus includes a first set of evaporation crucibles aligned along a first line extending in a first direction and a second set of evaporation crucibles aligned along a second line extending in the first direction, and a first gas supply extending in the first direction configured for supplying gas for the first set of evaporation crucibles and the second set of evaporation crucibles. The evaporation apparatus
further includes a second gas supply extending in the first direction for providing gas for the first set of evaporation crucibles and comprising a pipe, wherein the pipe comprises gas outlet openings substantially at the positions of the evaporation crucibles of the first set of evaporation crucibles along the first direction and is closed at the positions of the evaporation crucibles of the second set of evaporation crucibles along the first direction.

[0009] Embodiments are also directed at apparatuses for carrying out the disclosed methods and include apparatus parts for performing each described method step. These method steps may be performed by way of hardware components, a computer programmed by appropriate software, by any combination of the two or in any other manner. Furthermore, embodiments according to the invention are also directed at methods by which the described apparatus operates. The method includes method steps for carrying out every function of the apparatus.

**BRIEF DESCRIPTION OF THE DRAWINGS**

[0010] So that the manner in which the above recited features of the present invention can be understood in detail, a more particular description of the invention, briefly summarized above, may be had by reference to embodiments. The accompanying drawings relate to embodiments of the invention and are described in the following:

Fig. 1 shows a schematic top view of an evaporation apparatus according to embodiments described herein;

Fig. 2 shows a schematic front view of the evaporation apparatus shown in Fig. 1;

Fig. 3 shows a schematic side view of the evaporation apparatus shown in Fig. 1;

Fig. 4 shows a schematic top view of an evaporation apparatus having two sets of crucibles according to embodiments described herein;

Fig. 5 shows a schematic front view of the evaporation apparatus shown in Fig. 4;
Fig. 6 shows a schematic top view of an evaporation apparatus having a first, second, and third gas supply according to embodiments described herein;

Fig. 7 shows a schematic front view of the evaporation apparatus shown in Fig. 6;

Fig. 8 shows a schematic top view of an evaporation apparatus with gas supply pipes according to embodiments described herein;

Fig. 9 shows a schematic top view of an evaporation apparatus with gas supply pipes having openings according to embodiments described herein;

Fig. 10 shows a schematic top view of an evaporation apparatus with a first and a second gas supply pipe having openings according to embodiments described herein;

Fig. 11 shows a schematic front view of the evaporation apparatus shown in Fig. 10;

Fig. 12 shows a schematic top view of an evaporation apparatus with a first gas supply pipe and a second gas supply pipe having openings according to embodiments described herein;

Fig. 13 shows a schematic top view of an evaporation apparatus with a first gas supply pipe and a second gas supply pipe having openings according to embodiments described herein;

Fig. 14 shows a schematic top view of an evaporation apparatus with a first gas supply pipe and a second gas supply pipe having openings according to embodiments described herein;

Fig. 15 shows a schematic top view of an evaporation apparatus with a first gas supply pipe and a second gas supply pipe having openings according to embodiments described herein;
DETAILED DESCRIPTION OF EMBODIMENTS

[0011] Reference will now be made in detail to the various embodiments of the invention, one or more examples of which are illustrated in the figures. Within the following description of the drawings, the same reference numbers refer to same components. Generally, only the differences with respect to individual embodiments are described. Each example is provided by way of explanation of the invention and is not meant as a limitation of the invention. Further, features illustrated or described as part of one embodiment can be used on or in conjunction with other embodiments to yield yet a further embodiment. It is intended that the description includes such modifications and variations.

[0012] In known systems, such as reactive evaporation systems, substrates are coated with a material layer. However, sometimes the optical appearance of the finished product, such as a coated foil, is not satisfying. The optical appearance is one of the factors considered by the customer when deciding about buying a product or not. For instance, in case the coated substrate should be used as a transparent substrate providing defined barrier characteristics, the optical appearance is a criterion for the product not to be neglected. While the optical appearance is desirable to improve, it is at the same time preferred that the production costs do not increase. Also, the productivity should remain constant, or should even increase. Thus, it is desirable to provide an evaporation system, which is able to improve the optical appearance of the finished product, while offering an easy and reasonable priced process.
[0013] According to some embodiments described herein, an evaporation apparatus is provided for depositing material on a substrate supported by a substrate support, such as a drum. Fig. 1 shows an example of an evaporation apparatus 100 as described herein and a substrate 160 to be coated. The evaporation apparatus 100 may include a first set of evaporation crucibles 110 aligned in a first line 120 along a first direction 121 for depositing evaporated material on the substrate 160. The first set of evaporation crucibles 110 shown in Fig. 1 exemplarily includes crucibles 111 to 117. Generally, the first direction is shown in Fig. 1 as an arrow denoted with reference sign 121. A second direction 122 may be defined as being substantially perpendicular to the first direction 121. In one embodiment, the second direction is the direction, in which the substrate 160 moves during the deposition process.

[0014] In Fig. 1, a first gas supply pipe 130 is shown between at least one of the evaporation crucibles 111, 112, 113, 114, 115, 116, 117 of the first set of evaporation crucibles 110 and the substrate support. The substrate support is exemplarily shown in Fig. 2 as drum 170. The embodiment shown in Fig. 1 also shows a second gas supply pipe 140 for providing a gas between the first set of evaporation crucibles 110 and the substrate support 170 with openings 150 shaped and positioned to improve the uniformity of the deposition of the material.

[0015] It has been found that improving the uniformity of the material deposition improves the optical appearance and the uniformity of the barrier function over the length and the width of the coated substrate. Further, providing a second gas supply for providing gas for the first set of crucibles, and, in particular, shaping and positioning the openings in the second gas supply pipe accordingly, improves the uniformity of the coated layer in an uncomplicated and cost efficient way.

[0016] The evaporation apparatus may be an evaporation apparatus for a reactive evaporation process. According to some embodiments, the herein described crucibles may be adapted for providing evaporated material on the substrate to be coated. In one embodiment, the crucibles may provide one component of the material to be deposited as a layer on the substrate. For instance, the crucibles described herein may include a metal, which is evaporated in the crucibles. According to some embodiments, the evaporated material from the crucibles may react with a further component in the evaporation apparatus for forming the material or the desired layer to be deposited on the substrate.

[0017] In case the evaporation apparatus is a reactive evaporation apparatus, the layer uniformity is improved by the herein described embodiments by providing a first component
of the material to be deposited from a set of crucibles, such as the first set of crucibles, and a
second component of the material to be deposited by the first gas supply pipe and a second
gas supply pipe having defined openings. In one example, the component provided by the
5 crucibles is a metal, such as aluminum, and the second component is a reactive gas like
oxygen. The aluminum from the crucible together with the oxygen from the first and/or
second gas supply tube may form a layer of Al_2O_3 on the substrate in the evaporation
apparatus according to embodiments described herein. In a further example, the material
provided by the crucibles is Cu and the gas provided by the gas supply pipes is oxygen so as
to form a CuO_x layer on the substrate. According to some embodiments, any material,
specifically any metal, may be used as material in the crucibles as long as the vapor pressure
of the material may be achieved by thermal evaporation.

[0018] Furthermore, a set of crucibles as referred to herein should be understood as a set of
at least two crucibles. In particular, a set of crucibles may be described as being at least two
10 crucibles aligned in a line. For instance, the line along which the crucibles of a crucible set are
aligned may run through the center of the crucibles. Generally, the center of a crucible may be
defined as the geometrical center of the crucible in the first direction and in the second
direction as mentioned above, e.g. a center in the length and width direction of the crucible.
According to further embodiments, the center of a crucible may be defined as being the center
20 of gravity of the crucible.

[0019] In one embodiment, the crucibles in a set of crucibles may be from the same type or
have substantially the same size. While not shown in the schematic views of the figures, the
25 crucibles described herein may be equipped with a material supply for delivering the material
to be evaporated by the crucibles to the crucibles. Further, the crucibles described herein may
be configured for heating the material delivered to the crucibles to the melting and further to
the evaporation temperature.

[0020] According to some embodiments, a crucible as described herein may also be
30 comprised of an evaporator boat. For instance, an evaporator boat may include in one frame
an arrangement of crucibles. In the embodiments described herein, a set of crucibles may for
instance also be a set of evaporator boats. In one example, a set of evaporator boats may
include two evaporator boats being arranged along a line. However, for the sake of a better
overview, such evaporator boats are also referred to as a crucible. According to some
35 embodiments, the term "crucible" is synonymously used for the term "evaporation crucible."
[0021] Fig. 2 shows a schematic front view of the evaporation apparatus of Fig. 1. The substrate 160 is guided and supported by a drum 170 in the embodiment shown in Fig. 2. In the front view, the first crucible 111 of the first set of evaporation crucibles 110 can be seen. The first line 120 along the first direction 121 is indicated by a cross in the front view of Fig. 2. Between the drum 170 and the crucible 111, the first gas supply pipe 130 extends in the first direction. Also, the second gas supply pipe 140 for improving the layer uniformity can be seen in Fig. 2. The second gas supply pipe is exemplarily shown as being at the same height as the first gas supply pipe 130 in a third direction 123 being substantially perpendicular to the first direction 121 and the second direction 122.

[0022] The substrate 160 is subjected to the material evaporated by the first crucible set 110 and to the gas provided by the first gas supply 130 and the second gas supply 140. During operation, the substrate 160 is coated with a layer including the material evaporated by the crucibles and the gas supplied by the gas supply pipes. The layer may also include reactive products of the components provided by the crucible and the gas supply pipes.

[0023] A substrate as referred to herein may be understood as a substrate suitable for being coated in an evaporation apparatus, in particular in a reactive evaporation apparatus. For instance, the substrate may include a web, e.g. a web made from or containing plastics and polymers (such as polypropylene, PET substrates, substrates made from or containing OPP, BOPP, CPP, PE, LDPE, HDPE, OPA, PET), pre-coated paper, or biodegradable films (such as PLA).

[0024] Generally, the first gas supply pipe may be configured to be the "main" gas supply pipe delivering the majority of the reactive gas for the layer deposition. According to some embodiments, the first gas supply pipe may be arranged substantially at the center of an evaporation zone. For instance, as can exemplarily be seen in Fig. 2, the first gas supply pipe 130 may be arranged above the center of the crucible 111. In some embodiments, the first gas supply pipe may be located in an area between a crucible and the center of the drum, especially the first gas supply pipe may be arranged at a line extending substantially perpendicular from the crucible surface to the center of the drum. According to some embodiments, which may be explained in detail below, the first gas supply pipe may be located between a second gas supply pipe and a third gas supply pipe.
Fig. 3 shows a side view of the evaporation apparatus 100 shown in Figs. 1 and 2. The substrate 160 is guided over the drum 170 and passes the first set of crucibles 110 and the first gas supply pipe 130. The second gas supply pipe 140 is behind the first gas supply 130.

Fig. 4 shows an embodiment of the evaporation apparatus, which may be combined with other embodiments described herein, such as the embodiment shown and described with respect to Figs. 1 to 3. The embodiment of an evaporation apparatus 200 shown in Fig. 4 includes a first set of crucibles 210 including evaporation crucibles 211, 212, 213, and 214. The crucibles of the first set of crucibles 110 are aligned along line 220. The first line 220 runs through the center of the crucibles 211, 212, 213 and 214. The center of a crucible is indicated by a cross in the crucibles in Fig. 4. A first gas supply pipe 230 is provided between the evaporation crucibles 211, 212, 213, 214 of the first set of crucibles 210 and the substrate support 270 (which can exemplarily be seen as a drum in Fig. 5) supporting substrate 260. The second gas supply pipe 240 includes openings 250 for improving the deposition uniformity on the substrate 260.

The evaporation apparatus 200 may further include a second set of crucibles 280 including crucibles aligned in a second line 290 along the first direction 221. The second set of evaporation crucibles 280 includes crucibles 281, 282, 283, the center of which are indicated by crosses. The second line 290 runs through the centres of the crucibles 281, 282, 283.

Fig. 4 shows the first set of crucibles including four crucibles, and the second set of crucibles including three crucibles. However, the number of crucibles shown in the figures described herein, is an example for the sake of a better overview. For instance, the number of crucibles in the first set of crucibles and the second set of crucibles may be the same in one embodiment. The number of crucibles, either in the first set of crucibles or in the second set of crucibles, or in both, may typically be between 2 and 70, more typically between 2 and 40, and even more typically between 4 and 20. In one example, the first set of crucibles includes two crucibles and the second set of crucibles includes two crucibles. In a further example, the first set of evaporation crucibles and the second set of evaporation crucibles may each include seven crucibles.

In Fig. 4, the first line 220, along which the first set of crucibles 210 is arranged, and the second line 280, along which the second set of crucibles 280 is arranged, are displaced from each other in the second direction 222. Generally, the second direction 222 may be
substantially perpendicular to the first direction, along which the first line and the second line run. In the embodiment shown in Fig. 4, the crucibles 281, 282, 283 of the second set of crucibles 280 are also displaced in the first direction compared to the crucibles 211, 212, 213, 214 of the first set of crucibles 210. In one example, the displacement of the first line to the second line may be in the range of typically between about 20 mm and about 90 mm, more typically between about 40 mm and about 80 mm, and even more typically between about 60 mm and about 80 mm. According to some embodiments, the displacement of the crucibles of the first set of crucibles compared to the second set of crucibles in the first direction may be in the range of typically between 0 mm to about 80 mm, more typically between 0 mm and about 60 mm, and even more typically between 0 mm and about 40 mm.

[0030] According to some embodiments, the second gas supply pipe 240 improves the uniformity of the layer deposition by providing openings 250 with a defined shape and position. In the embodiment shown in Fig. 4, the position of the openings 250 of the second gas supply pipe 240 corresponds to the position of the crucibles of the first and second set of crucibles. Also, in the embodiment of Fig. 4, the number of openings 250 in the second gas supply pipe corresponds to the number of crucibles in the first and second set of crucibles. However, the embodiment shown in Fig. 4 should be understood as being an example. The number of openings in the herein described gas supply pipes may correspond to the number of the crucibles, but may also be independent from the number of crucibles.

[0031] The features described with respect to Fig. 4, such as the displacement of the first line to the second line in the second direction and/or the displacement of the crucibles of the first set of crucibles compared to the second set of crucibles in the first direction and/or the correspondence of the opening position to the crucible position may be used in other herein described embodiments and is not limited to the embodiment shown in Fig. 4. For instance, the displacement may be used in embodiments of the evaporation apparatus described in the following, such as the evaporation apparatuses shown in Figs. 6 to 17.

[0032] Fig. 5 shows a front view of the evaporation apparatus 200 shown in Fig. 4. The substrate 260 is supported and guided by drum 270. The first crucible 211 of the first set of crucibles 210 as well as the first crucible 281 of the second set of crucibles 280 can be seen in the front view of Fig. 5. The crosses in the crucibles 211 and 281 indicate the first line 220 and the second line 290 running in the first direction 221. The first gas supply pipe 230 is located between the crucibles of the first set of crucibles. The second gas supply pipe 240 is
located and configured to improve the coating uniformity. As can be seen in Fig. 5, the first
gas supply pipe 230 and the second gas supply pipe 240 are displaced from one another in the
second direction 222.

[0033] While the first gas supply pipe is described as being arranged between the first set of
5 crucibles and the substrate support 270, the skilled person will understand that the first gas
supply pipe may also be arranged between the first set of crucibles and the substrate support
and between the second set of crucibles and the substrate support. For instance, as can be seen
in Fig. 4, the crucibles of the first set of crucibles and the crucibles of the second set of
10 crucibles may have overlapping portions in the second direction. The first gas supply pipe 230
is thus arranged not only between the first set of crucibles and the substrate support but also
between the second set of crucibles and the substrate support. The skilled person will
understand that the features of overlapping portions of the first and second set of crucibles as
well as the feature of the first gas supply being also arranged between the second set of
crucibles and the substrate support is not limited to the embodiment of Figs. 4 and 5, with
15 respect to which the features are exemplarily described. Rather, the described features may be
combined with other embodiments described herein, such as embodiments relating to further
components of the evaporation crucible or embodiments relating to the positioning and the
shaping of the openings in the gas supply pipes.

[0034] Fig. 6 shows an embodiment of an evaporation apparatus 300 including a first set of
20 crucibles 310 arranged along a first line 320 extending in the first direction 321 and a second
set of crucibles 380 arranged along a second line 390 extending in the first direction 321. The
above described features of the arrangement of the first set of crucibles and the second set of
crucibles described with respect to Figs. 4 and 5 may also be applied to the embodiment
shown in Figs. 6 and 7. The evaporation apparatus 300 also includes a first gas supply pipe
30 330 and a second gas supply pipe 340, which may be like the first gas supply pipe and the
second gas supply pipe as described above. The evaporation apparatus 300, however, includes
a third gas supply pipe 395 extending in the first direction 321 for providing a gas between the
second set of evaporation crucibles 390 and the drum 370 with openings 396 shaped and
positioned to improve the uniformity of the deposition of the material on the substrate 360.

[0035] Generally, a gas supply pipe "for providing" a gas between a set of crucibles (or a
30 crucible) and the substrate support (such as a drum) should be understood as a gas supply pipe
configured to provide a gas between a set of crucibles (or a crucible) and the substrate
support. The gas supply pipe may be configured to supply gas between the crucible and the substrate support by being positioned and/or shaped so as to deliver gas in the respective space. In one embodiment, the gas outlets or openings of a gas supply pipe may be adapted, such as by adapting the shape or the position of the openings, for providing gas between a crucible and the substrate support. According to some embodiments, the gas supply pipe or the openings in the gas supply pipe may be directed towards the space, in which gas is to be supplied. Generally, a gas supply pipe is configured to provide gas between the crucible set and the substrate support if the majority of the gas amount delivered by the gas supply is supplied in the space between the crucible and the substrate support.

[0036] Fig. 7 shows a front view of the evaporation apparatus 300 of Fig. 6. The displacement of the first set of crucibles 310 and the second set of crucibles 380 in the second direction 322 can be seen as well as the first line 320 and the second line 390 extending in the first direction 321. The third gas supply pipe 395 is arranged between the second set of crucibles 380 and the drum 370 supporting and guiding the substrate 360. According to some embodiments, the first gas supply pipe is located between the second gas supply pipe and the third gas supply pipe in the second direction.

[0037] In the embodiment shown in Figs. 6 and 7, the uniformity of the deposited layer is influenced by the second gas supply pipe 340 supplying gas to the first set of crucibles 310 through openings 350 and the third gas supply pipe 395 supplying gas to the second set of crucibles 380 through openings 396. The presence of two additional gas supply pipes apart from the first gas supply pipe improves the consistency of the ratio between evaporated material from the crucibles and reactive gas, which, in turn, results in a constant deposition of material on the substrate. In particular, the openings 350 of the second gas supply pipe and the openings 396 of the third gas supply pipe may further be positioned (e.g. by the correspondence of the opening position to the crucible position) so as to improve the layer uniformity.

[0038] Fig. 8 shows an embodiment of an evaporation apparatus 400 including a first set of crucibles 410 arranged along a first line 420 extending in the first direction 421 and a second set of crucibles 480 arranged along a second line 490 extending in the first direction 421. The centres of the crucibles are exemplarily indicated by a cross. The evaporation apparatus 400 further includes a first gas supply 430 between at least the first set of crucibles 410 and the substrate support supporting substrate 460. In the embodiment shown in Fig. 8, the first gas
supply 430 is arranged between the first set of crucibles 410 and the substrate support supporting substrate 460 and between the second set of crucibles 480 and the substrate support supporting substrate 460. The crucibles of the first set of crucibles 410 and the crucibles of the second set of crucibles 480 overlap in the second direction 422.

[0039] According to some embodiments, the evaporation apparatus 400 further includes a second gas supply 440 for providing a gas between the first set of evaporation crucibles and the substrate support and a third gas supply 495 for providing a gas between the second set of evaporation crucibles 480 and the substrate support. The second gas supply pipe 440 and the third gas supply pipe 495 have openings 450, 496, respectively. The openings in the second and the third gas supply pipes may be shaped and positioned to improve the uniformity of the deposition of the material. In the embodiment shown in Fig. 8, the openings of the second gas supply pipe 440 are substantially at the positions of the evaporation crucibles of the first set of evaporation crucibles 410 along the first direction 421, while the second gas supply pipe 440 is substantially closed at the positions of the evaporation crucibles of the second set 480 of evaporation crucibles along the first direction 421. The openings of the third gas supply pipe 495 are substantially located at the positions of the evaporation crucibles of the second set of evaporation crucibles 480 along the first direction 421, while the third gas supply pipe 495 is substantially closed at the positions of the evaporation crucibles of the first set of evaporation crucibles 410 along the first direction 42 in the embodiment shown in Fig. 8.

[0040] The term "substantially" as used herein may mean that there may be a certain deviation from the characteristic denoted with "substantially." For instance, the term "substantially at a position" refers to a position, which may deviate from the exact position. In one example, the position described with "substantially" may deviate from the exact position by several percent of the extension of the element (such as about 15%), on which the position lies. As an example, such as in the case that a gas supply pipe extends over a length of about 1250 mm to about 4450 mm in the first direction, the deviation of a position at the gas supply pipe denoted with "substantially" may be in the range of up to 190 mm to about 670 mm.

[0041] It should be understood that the features described with respect to Figs. 6 to 8 (such as the second set of crucibles, or the arrangement of the two crucible sets to each other, or providing the second and third gas supply pipe, or the second and/or the third gas supply pipe having openings at the positions corresponding to the positions of the crucibles of the first and second set of crucibles, respectively) may be combined with other embodiments described
herein, for example embodiments described with respect to Figs. 1 to 5, or 9 to 17 as long as the features do not contradict each other.

[0042] Generally, an opening being positioned corresponding to the position of a further component of the evaporation apparatus, such as a crucible, may be positioned dependent on the position of the further component. According to some embodiments, an opening being positioned corresponding to the position of a crucible may be located at the same position as the crucible in one direction, but may be displaced in another direction. For instance, an opening may be displaced from the crucible in the second direction, but may have substantially the same position as the crucible in the first direction.

[0043] In the embodiment shown in Fig. 8, the crucibles can be described as being arranged in a staggered manner due to the displacement of the first line and the second line in the second direction, and in particular due to the additional displacement of the crucibles of the first set and the crucibles of the second set in the first direction. The installation of an additional gas line on each side of the crucible sets with openings (which may be configured to act as gas nozzles) at the position of the crucible that is closest to each gas line is beneficial for improving the uniformity of the coated layer on the substrate. One effect of the embodiment shown in Fig. 8 is that there is one gas supply pipe for each set of crucibles providing additional gas (such as oxygen) at the location where there may not be sufficient oxidation due to the amount of evaporated material from the crucibles. The result of the embodiment may be a uniform appearance of the transparent barrier layer directly after coating. The result may be achieved in a cost efficient way by providing the additional gas supply with the respectively positioned and/or spaced openings.

[0044] Staggered arrangements of crucibles are known in evaporation systems. In staggered systems, aluminum is evaporated in a staggered crucible arrangement and oxygen is fed uniformly into the middle of the aluminum cloud across the width of the evaporator.

[0045] It has been found that, due to the staggered arrangement of the crucibles in the known systems, there are positions (e.g. at the position of the crucibles) where there is a slightly different stoichiometry of the Al$_2$O$_3$ layer resulting in visible stripes on the coated substrate. While the visible stripes have no big impact on the barrier performance of the coated substrate, the visual appearance directly after coating is not uniform.
[0046] With the evaporation apparatus according to embodiments described herein, the stripes resulting from the staggered crucible arrangement may be avoided without omitting the staggered arrangement, which improves the optical appearance of the finished product and increases the acceptance of the product.

[0047] Fig. 9 shows an embodiment of an evaporation apparatus 500 including a first set of crucibles 510 along a first line 520 and a second set of evaporation crucibles 580 arranged along a second line 590. A first gas supply pipe 530 is provided at least between the first set of crucibles 510 and the substrate support supporting substrate 560. The first gas supply pipe 530 has openings 535 for supplying gas to the substrate 560. The evaporation apparatus 500 further includes a second gas supply pipe 540 for providing a gas between the first set of evaporation crucibles 510 and the substrate support. In the embodiment shown in Fig. 9, the openings 550 of the second gas supply pipe 540 are shaped and positioned to improve the uniformity of the deposition of the material by being located at positions corresponding substantially to the positions of the crucibles of the first set of crucibles 510 along the first direction 521. Generally, the number of openings in the first gas supply pipe may depend on the number of crucibles present in the evaporation apparatus. According to some embodiments, also the number of openings in the second and/or in a third gas supply pipe may depend on the number of crucibles or the number of crucibles of a respective crucible set.

[0048] In the embodiment shown in Fig. 9, the number of openings in the first gas supply pipe 530 is larger than the number of openings in the second gas supply pipe 540, particularly the number of openings in the first gas supply pipe 530 is larger than the number of openings in the second gas supply pipe per length unit 565. The length unit 565 exemplarily shown in Fig. 9 extends in the first direction over two crucibles of the first set of crucibles 510.

[0049] In the embodiment shown by Fig. 9, the second gas supply pipe 540 has only openings 550 at the positions of the crucibles of the first set of crucibles 510, while the first gas supply pipe 530 has openings 535 at the positions of the crucibles of the first set of crucibles 510 and the second set of crucibles 580. The number of openings in the first gas supply pipe 530 is thus twice as large as the number of openings in the second gas supply pipe 540 per length unit 565.

[0050] However, the skilled person will understand that Fig. 9 shows merely an example and that the relation of openings of the first gas supply pipe and the second gas supply pipe may deviate from the described embodiment. For instance, the number of openings in the first
gas supply pipe may be three times, four times, or even five or more times larger than the number of openings in the second gas supply pipe. In one embodiment, the number of openings of the first gas supply pipe is not an integer multiple of the number of openings in the second gas supply pipe. For instance, the number of openings in the second gas supply pipe is independent from the number of openings in the first gas supply pipe, but differs from the number of openings of the first gas supply pipe per length unit.

[0051] According to one embodiment, which may be combined with other embodiments described herein, the openings of the first gas supply pipe may be directed towards a shielding device, which homogenizes the gas distribution in the first direction of the evaporation apparatus. With a shielding device, a constant gas distribution may be achieved over the evaporator width in the first direction in the region of the first gas supply pipe. Alternatively, for achieving a constant gas distribution, a plurality of gas openings in the first gas supply pipe may be provided.

[0052] According to some embodiments, the length unit may be measured depending on the crucibles, but may also be defined independent from the crucibles. For instance, the length unit may be a fixed value, or may depend on the width of the substrate to be coated, or the like.

[0053] The second gas supply pipe of the embodiment of Fig. 9 helps to improve the uniformity of the deposited layer by adapting the number of the openings to the presence of evaporated material from the crucibles. Thus, the uniformity is improved by taking into account the stoichiometric conditions.

[0054] It should be understood that the features described with respect to Fig. 9 may also be used in an embodiment described before, such as an evaporation apparatus having only one set of crucibles, or an evaporation apparatus having a second set of crucibles and a third gas supply pipe, or an evaporation apparatus having a gas supply pipe with openings corresponding to the position of the crucibles, or further embodiments of an evaporation apparatus described herein. For instance, the embodiment shown in Fig. 9 may also be combined with features shown in Figs. 10 to 17, as long as the features do not contradict each other.

[0055] Fig. 10 shows an embodiment of an evaporation crucible 600 including a first set of crucibles 610 aligned along a first line 620 extending in a first direction 621, which may
extend substantially perpendicular to a second direction 622. The second direction 622 may be the direction of movement of the substrate 660 to be coated. The evaporation apparatus 600 further includes a first gas supply pipe 630 and a second gas supply pipe 640 having openings 650. The first and the second gas supply pipes 630 and 640 may be first and second gas supply pipes as described before.

[0056] In the embodiment shown in Fig. 10, the diameter of the second gas supply pipe 640 differs from the diameter of the first gas supply pipe 630. The difference of the diameter can be seen in Fig. 11, which is a front view of the embodiment shown in Fig. 10. The second gas supply pipe 640 has a diameter 641. The first gas supply pipe 630 has a diameter 631. As can be seen in Fig. 11, the diameter 641 is smaller than the diameter 631.

[0057] The embodiment described with respect to Fig. 10 may improve the uniformity by providing openings in a second gas supply pipe that has a smaller diameter than the first gas supply pipe. The stoichiometric conditions as well as the fluidic characteristics of the gas flow in the supply pipes may be taken into account for ensuring a uniform deposition of the material on the substrate.

[0058] It should be understood that the features described with respect to Figs. 10 and 11 are not only applicable in the embodiment shown in Fig. 10 and 11. Rather, the feature of differing diameters of the gas supply pipes may be combined with other embodiments described herein, such as the embodiments of Figs. 1 to 9 and 12 to 17. For instance, the differing diameter may also be applied to embodiments having three gas supply pipes. Also, the third gas supply pipe may have a diameter differing from the diameter of the first gas supply pipe. Further, the feature of differing diameters may be applied in an embodiment, in which the second and/or third gas supply pipe is displaced from the first gas supply pipe in the second direction 622 being substantially perpendicular to the first direction 621.

[0059] Fig. 12 shows an embodiment of an evaporation crucible 700 including a first set of crucibles 710 aligned along a first line 720 extending in a first direction 721, which may extend substantially perpendicular to a second direction 722. The second direction 722 may be the direction of movement of the substrate 760 to be coated. The evaporation apparatus 700 further includes a first gas supply pipe 730 and a second gas supply pipe 740 having openings 750. The first and the second gas supply pipes 730 and 740 may be first and second gas supply pipes as described before.
In Fig. 12, the openings 750 of the second gas supply pipe 740 may be displaced with respect to each other in the second direction. However, while Fig. 12 only shows a second gas supply pipe having displaced openings 750, a third gas supply pipe may be provided as described before. In one embodiment, the third gas supply may also have openings being displaced in the second direction. The third gas supply pipe may have displaced openings additionally or alternatively to the displaced openings of the second gas supply pipe.

The displacement of the openings of the second and/or third supply pipe in the second direction may further enlarge the area supplied by the gas, and, thus, may improve the uniformity of the deposition.

Fig. 13 shows an embodiment of an evaporation crucible 800 including a first set of crucibles 810 aligned along a first line 820 extending in a first direction 821, which may extend substantially perpendicular to a second direction 822. The second direction 822 may be the direction of movement of the substrate 860 to be coated. Also, a second set of crucibles 880 is provided aligned along a second line 890 extending in the first direction 821. The evaporation apparatus 800 further includes a first gas supply pipe 830 and a second gas supply pipe 840 having openings 850. The first and the second gas supply pipes 830 and 840 may be first and second gas supply pipes as described before.

According to some embodiments, the openings of the second gas pipe may improve the uniformity of the material deposition by having different sizes. In the embodiment shown in Fig. 13, the openings have alternating sizes. As can be seen in Fig. 13, the openings 850 of the second gas supply pipe 840 are larger at positions corresponding to positions of crucibles of the first set of crucibles 810 than at positions corresponding to positions of crucibles of the second set of crucibles 880.

Although Fig. 13 only shows a second gas supply pipe, a third gas supply pipe may be provided as described before. According to some embodiments, the third gas supply pipe may have openings of differing sizes, additionally or alternatively to the openings of differing sizes of the second gas supply pipe. In particular, the openings of the third gas supply pipe may be larger at positions corresponding to positions of crucibles of the second set of crucibles than at positions corresponding to positions of crucibles of the first set of crucibles.
[0065] Fig. 14 shows an embodiment of an evaporation crucible 900 including a first set of crucibles 910 aligned along a first line 920 extending in a first direction 921, which may extend substantially perpendicular to a second direction 922. The second direction 922 may be the direction of movement of the substrate 960 to be coated. The evaporation apparatus 900 further includes a first gas supply pipe 930 and a second gas supply pipe 940 having openings 950. The first and the second gas supply pipes 930 and 940 may be first and second gas supply pipes as described before.

[0066] The embodiment shown in Fig. 14 provides openings of the second gas supply pipe 940 having a size depending on the position of the opening in the first direction to improve the uniformity of the material deposition on the substrate. For instance, opening 951 has a larger diameter than opening 952 being located at another position along the first line. Further, in the embodiment shown in Fig. 14, the opening 953 has a smaller diameter than the openings 951 and 952. According to some embodiments, the size (i.e. the diameter in case of a circular opening) of the opening may increase towards the outer edge of the substrate 960 to be coated for improving the uniformity of the coating.

[0067] Fig. 15 shows an embodiment of an evaporation apparatus 1000, which includes a first set of crucibles 1010 being aligned along a first line 1020 extending in a first direction 1021. A second direction 1022 is substantially perpendicular to the first direction 1021. The evaporation apparatus 1000 shown in Fig. 15 further includes a first gas supply pipe 1030 arranged between the first set of crucibles 1010 and the substrate support supporting substrate 1060 to be coated. A second gas supply pipe 1040 is provided for supplying gas to the first set of crucibles 1010. The second gas supply pipe 1040 may have openings which act as a gas outlet.

[0068] In the embodiment shown in Fig. 15, the openings are rectangular. According to some embodiments, the size of the openings differs, which can be seen by the different sizes of openings 1051, 1052, and 1053 in Fig. 15. Apart from the differing size, the openings 1051, 1052, and 1053 have different dimensions compared to each other. For instance, the length and/or the width of the rectangular openings may differ from opening to openings along the first direction.

[0069] In the figures, the openings in the gas supply pipes are mostly shown in a substantially circular shape. However, the skilled person will understand that embodiments described herein are not limited to the circular or rectangular shapes shown in the examples of
the figures. Rather, the openings may have other shapes, such as an oval shape, a ring-like shape, a triangular-like shape, a polygon-like shape, or any shape suitable for delivering gas to the evaporation process, or in case of the second and the third gas supply pipe, suitable to improve the uniformity of the layer coated on the substrate.

[0070] Fig. 16 shows an embodiment of an evaporation apparatus 1100 including a first set of crucibles 1110 aligned along a first line 1120 extending in a first direction 1121, which may extend substantially perpendicular to a second direction 1122. The second direction 1122 may be the direction of movement of the substrate 1160 to be coated. Also, a second set of crucibles 1180 is provided aligned along a second line 1190 extending in the first direction 1121. The evaporation apparatus 1100 further includes a first gas supply pipe 1130 and a second gas supply pipe 1140 having openings 1150. The first and the second gas supply pipes 1130 and 1140 may be first and second gas supply pipes as described before.

[0071] According to some embodiments described herein, the openings in the second gas supply pipe 1140 may have differing shapes. In one embodiment, the openings of the second gas supply pipe 1140 being located at positions along the first direction, which correspond to the positions of the crucibles of the first set of crucibles 1110, may have a first shape. The openings of the second gas supply pipe 1140 being located at positions along the first direction, which correspond to the positions of the crucibles of the second set of crucibles 1180, may have a second shape different from the first shape. For instance, the opening 1151 may have a substantially circular shape, while opening 1152 may have a substantially rectangular shape. The different shapes at defined positions along the first direction taking into account the stoichiometric conditions may result in a uniform material deposition.

[0072] It should be understood that, although the feature of the differing shapes of the openings is described with respect to the second gas supply pipe, the third gas supply pipe may also be equipped with differently shaped openings, additionally or alternatively to the openings in the second gas supply pipe.

[0073] Fig. 17 shows a front view of an embodiment of an evaporation apparatus 1200. The evaporation apparatus 1200 shows a drum 1270 for supporting the substrate 1260 to be coated. The first set of crucibles 1210 can be seen being arranged along line 1220 extending in the first direction 1221. The evaporation apparatus 1200 further includes a first gas supply pipe 1230 being arranged between at least one of the evaporation crucibles of the first set of evaporation crucibles 1210 and the drum 1270. Also, a second gas supply pipe 1240 can be
seen in Fig. 12 for providing a gas between the first set of evaporation crucibles 1210 and the drum 1270 with openings shaped and positioned to improve the uniformity of the deposition of the material. In the embodiment of Fig. 17, which may be combined with further embodiments described above (such as embodiments shown in Figs. 1 to 16), the uniformity of the layer to be deposited may be improved by providing gas for the deposition process by the openings of the second gas supply 1240 having a smaller distance to the drum 1270 than the first gas supply pipe 1230 in the third direction 1223 being substantially perpendicular to the first direction 1221 and the second direction 1222.

[0074] The skilled person will recognize that the features described in the embodiments above, may be combined with other features described herein. In particular, the features described in Figs. 12, 13, 14, 15, 16, and 17 referring to the shaping and the positioning of the openings in the first, second and/or third gas supply pipe may be combined with evaporation apparatus arrangement described in other embodiments, such as the embodiments described in Figs. 1 to 11 (as long as the features do not contradict each other). Especially the features referring to the displacement of the openings to each other in the second direction, the different sizes of the openings dependent on the position of the crucibles, the different sizes of the openings dependent on the position in the first direction, the different kind of shapes of the openings, and the different shapes of the openings dependent on the position of the crucibles, may be combined with the embodiments, or used in the evaporation apparatuses described in the embodiments of Fig. 1 to 11.

[0075] According to some embodiments, the evaporation process takes places in a vacuum atmosphere, such as at a pressure of several 10⁻⁴ hPa. The skilled person will understand that the supply of gas from the second and/or third gas supply pipe do not substantially amend the pressure during the evaporation process as the gas is bonded by the material formed as deposited layer. Generally, the gas flow in the gas pipes depends on the size of the evaporation apparatus and the size of the substrate to be coated. In one embodiment of the evaporation apparatus may be provided for coating a substrate having a coating width in the first direction of typically between about 1200 mm to about 4500 mm, more typically between about 1250 mm and about 4450 mm, for instance 2450 mm. The gas supply pipes may provide a gas flow of typically between about 5000 seem and about 50000 seem, more typically between about 7000 seem and about 50000 seem, and even more typically between about 7000 seem and about 20000 seem. In particular, the gas flow in the evaporation apparatus according to embodiments described herein may be distributed to the two or three
gas supply pipes. For instance, the gas flow may be distributed in equal parts to the first gas supply pipe and the second gas supply pipe. However, the skilled person will understand that the distribution of the gas flow in the gas supply pipes depends i.a. on the stoichiometry set and/or the layer thickness desired, such that the above example should not be understood in a limiting way. Rather, each arbitrary distribution of the gas flow in the gas supply pipes may be chosen for a respective purpose.

[0076] In one embodiment, the second and/or the third gas supply pipe is adapted for ensuring an almost constant gas supply through the openings along the first direction from the first opening to the last opening of the gas supply pipe. For instance, the size of the openings may be adapted to the diameter of the gas supply pipes. In one embodiment, the opening size increases for an increasing pipe diameter. According to some embodiments, the gas supply pipes and the openings may be configured to be used in a vacuum environment. The gas supply pipes and the openings may be configured to deliver a constant gas supply over the width of the substrate to be coated in the first direction under vacuum conditions.

[0077] According to some embodiments, the diameter of a gas pipe as described herein may be typically between about 10 mm and about 30 mm, more typically between about 12 mm and about 20 mm, and even more typically between about 12 mm and about 18 mm. In some embodiments, the openings in the gas supply pipes may be between about 0.5 mm and about 1.5 mm, more typically between about 0.8 mm and about 1.2 mm, and even more typically between about 0.8 mm and about 1.0 mm. In one example, the evaporation apparatus is adapted for coating substrates having a width up to 2450 mm, and includes a gas supply pipe having a diameter of 12 mm with an opening diameter of 0.8 mm.

[0078] Generally, the herein described evaporation apparatus may be used in an evaporation system including a supply drum for providing the substrate to be coated and a take-up drum for storing the substrate after coating. The evaporation system may include further components, such as further drums or rolls for guiding and/or tensioning the substrate to be coated, cooling means for cooling the substrate during the deposition process, a control unit for monitoring and controlling the operation of the evaporation system, closed-loop automatic layer control, self-diagnostic out-of-range monitoring, high rate evaporation sources, and the like. In one embodiment, the evaporation system, in which the evaporation apparatus according to embodiments described herein may be used, may be adapted for avoiding contact of the coated side of the substrate with components of the system, such as guiding and
tensioning rolls. Generally, the evaporation apparatus described herein may be an evaporation apparatus suitable for being used in a vacuum deposition process. The evaporation apparatus may include components for maintaining a vacuum during operation, such as high-performance pumping systems, vacuum pumps, seals, and the like. According to some embodiments, the evaporation system, in which the herein described evaporation apparatus may be used, may be adapted for producing 20 nanometer thin, clear barrier coatings on PET substrates. In one embodiment, the evaporation system may be adapted for depositing a ten nanometer thin layer on the substrate. In one embodiment, the evaporation apparatus according to embodiments described herein may be used in an evaporation system for substrates to be coated over a width ranging from about 650mm to about 4500mm. The evaporation apparatus may be adapted for guiding the substrate with a speed of up to 17 meters-per-second.

[0079] With embodiments described herein, the optical appearance of the finished product, such as the coated substrate may be achieved by improving the uniformity of the deposited layer. With the evaporation apparatus according to embodiments described herein, a higher transparency for product visibility can be achieved while the operating costs are not significantly increased. Further, achieving a high uniformity of the deposited layer by shaping and positioning the openings of the gas supply pipes accordingly results in low defect rates of the finished product.

[0080] While the foregoing is directed to embodiments of the invention, other and further embodiments of the invention may be devised without departing from the basic scope thereof, and the scope thereof is determined by the claims that follow.
CLAIMS

1. An evaporation apparatus (100; 200; 300; 400; 500; 600; 700; 800; 900; 1000; 1100; 1200) for depositing material on a substrate (160; 260; 360; 460; 560; 660; 760; 860; 960; 1060; 1160; 1260) supported by a drum (170; 270; 370; 670; 1270), the evaporation apparatus comprising:

   a first set of evaporation crucibles (110; 210; 310; 410; 510; 610; 710; 810; 910; 1010; 1110; 1210) aligned in a first line (120; 220; 320; 420; 520; 620; 720; 820; 920; 1020; 1120; 1220) along a first direction (121; 221; 321; 421; 521; 621; 721; 821; 921; 1021; 1121; 1221) for depositing evaporated material on the substrate;

   a first gas supply pipe (130; 230; 330; 430; 530; 630; 730; 830; 930; 1030; 1130; 1230) extending in the first direction and being arranged between at least one of the evaporation crucibles of the first set of evaporation crucibles and the drum; and

   a second gas supply pipe (140; 240; 340; 440; 540; 640; 740; 840; 940; 1040; 1140; 1240) extending in the first direction for providing a gas between the first set of evaporation crucibles and the drum with openings (150; 250; 350; 450; 550; 650; 750; 850; 951; 952; 953; 1051; 1052; 1053; 1151; 1152) shaped and positioned to improve the uniformity of the deposition of the material.

2. The evaporation apparatus according to claim 1, further comprising a second set of evaporation crucibles (280; 380; 480; 580; 880; 1180) aligned in a second line (290; 390; 490; 590; 890; 1190) along the first direction (221; 321; 421; 521; 821; 1121), wherein the first line (120; 220; 320; 420; 520; 620; 720; 820; 920; 1020; 1120) of the first set of evaporation crucibles (110; 210; 310; 410; 510; 610; 710; 810; 910; 1010; 1110) is defined through the center of at least two of the crucibles in the first set of crucibles and the second line of the second set of evaporation crucibles is defined through the center of at least two of the crucibles in the second set of crucibles, wherein the first line and the second line are displaced with respect to each other in a second direction (222; 322; 422; 522; 822; 1122) substantially perpendicular to the first direction.
3. The evaporation apparatus according to claim 2, wherein the first line (120; 220; 320; 420; 520; 620; 720; 820; 920; 1020; 1120) and the second line (290; 390; 490; 590; 890; 1190) are displaced to each other by larger than 40 mm in the second direction (222; 322; 422; 522; 822; 1122).

4. The evaporation apparatus according to claim 2, wherein the first line (120; 220; 320; 420; 520; 620; 720; 820; 920; 1020; 1120) and the second line (290; 390; 490; 590; 890; 1190) are displaced to each other by equal to or larger than 60 mm.

5. The evaporation apparatus according to any of claims 2 to 3, further comprising a third gas supply pipe (395; 495) extending in the first direction (321; 421) for providing a gas between the second set of evaporation crucibles (380; 480) and the drum with openings (396; 496) shaped and positioned to improve the uniformity of the deposition of the material.

6. The evaporation apparatus according to any of claims 1 to 4, wherein at least one of the second gas supply pipe (140; 240; 340; 440; 540; 640; 740; 840; 940; 1040; 1140) and the third gas supply pipe (395; 495) is displaced to the first gas supply pipe (130; 230; 330; 430; 530; 630; 730; 830; 930; 1030; 1130) in a second direction (122; 222; 322; 422; 522; 622; 722; 822; 922; 1022; 1122) being substantially perpendicular to the first direction (121; 221; 321; 421; 521; 621; 721; 821; 921; 1021; 1121).

7. The evaporation apparatus according to any of claims 4 to 5, wherein the second gas supply pipe (140; 240; 340; 440; 540; 640; 740; 840; 940; 1040; 1140) and the third gas supply pipe (395; 495) are arranged at opposite sides of the first gas supply pipe (130; 230; 330; 430; 530; 630; 730; 830; 930; 1030; 1130).
8. The evaporation apparatus according to any of claims 1 to 6, wherein the second gas supply pipe (140; 240; 340; 440; 540; 640; 740; 840; 940; 1040; 1140) improves the uniformity of the deposition of the material by at least one of:

providing the openings (150; 250; 350; 450; 550; 650; 750; 850; 950; 1050; 1150) substantially at the positions of the evaporation crucibles of the first set of evaporation crucibles (110; 210; 310; 410; 510; 610; 710; 810; 910; 1010; 1110) along the first direction (121; 221; 321; 421; 521; 621; 721; 821; 921; 1021; 1121); and

being closed at the positions of the evaporation crucibles of the second set of evaporation crucibles (280; 380; 480; 580; 880; 1180) along the first direction.

9. The evaporation apparatus according to any of claims 4 to 7, wherein the third gas supply pipe (395; 495) improves the uniformity of the deposition of the material by at least one of:

providing the openings (396; 496) substantially at the positions of the evaporation crucibles of the second set of evaporation crucibles (380; 480) along the first direction (321; 421); and

being closed at the positions of the evaporation crucibles of the first set of evaporation crucibles (310; 410) along the first direction.

10. The evaporation apparatus according to any of claims 1 to 8, wherein at least one of the second gas supply pipe (140; 240; 340; 440; 540; 640; 740; 840; 940; 1040; 1140) and the third gas supply pipe (395; 495) provides openings of varying sizes.

11. The evaporation apparatus according to claim 9, wherein the size of the openings of at least one of the second gas supply pipe (140; 240; 340; 440; 540; 640; 740; 840; 940; 1040; 1140) and the third gas supply pipe (395; 495) varies dependent on the position of the openings along the first direction (121; 221; 321; 421; 521; 621; 721; 821; 921; 1021; 1121).
12. An evaporation apparatus (100; 200; 300; 400; 500; 600; 700; 800; 900; 1000; 1100) for depositing material on a substrate (160; 260; 360; 460; 560; 660; 760; 860; 960; 1060; 1160) supported by a drum (170; 270; 370; 670), the evaporation apparatus comprising:

a first set of evaporation crucibles (110; 210; 310; 410; 510; 610; 710; 810; 910; 1010; 1110) aligned along a first line (120; 220; 320; 420; 520; 620; 720; 820; 920; 1020; 1120) extending in a first direction (121; 221; 321; 421; 521; 621; 721; 821; 921; 1021; 1121) and a second set of evaporation crucibles (280; 380; 480; 580; 880; 1180) aligned along a second line (290; 390; 490; 590; 890; 1190) extending in the first direction;

a first gas supply (130; 230; 330; 430; 530; 630; 730; 830; 930; 1030; 1130) extending in the first direction configured for supplying gas for the first set of evaporation crucibles and the second set of evaporation crucibles; and

a second gas supply (140; 240; 340; 440; 540; 640; 740; 840; 940; 1040; 1140) extending in the first direction for providing gas for the first set of evaporation crucibles and comprising a pipe, wherein the pipe comprises gas outlet openings (150; 250; 350; 450; 550; 650; 750; 850; 951; 952; 953; 1051; 1052; 1053; 1151; 1152) substantially at the positions of the evaporation crucibles of the first set of evaporation crucibles along the first direction and is closed at the positions of the evaporation crucibles of the second set of evaporation crucibles along the first direction.

13. The evaporation apparatus according to claim 12, wherein the first line (120; 220; 320; 420; 520; 620; 720; 820; 920; 1020; 1120) of the first set of evaporation crucibles (110; 210; 310; 410; 510; 610; 710; 810; 910; 1010; 1110) is defined through the center of at least two crucibles in the first set of crucibles and the second line (290; 390; 490; 590; 890; 1190) of the second set of evaporation crucibles (280; 380; 480; 580; 880; 1180) is defined through the center of at least two crucibles in the second set of crucibles, wherein the first line and the second line are displaced to each other in a second direction (222; 322; 422; 522; 622; 722; 822; 922; 1022; 1122) substantially perpendicular to the first direction (121; 221; 321; 421; 521; 621; 721; 821; 921; 1021; 1121).
14. The evaporation apparatus according to any of claims 12 to 13, further comprising a third gas supply (395; 495) extending in the first direction (321; 421) for providing gas for the second set of evaporation crucibles (380; 480) and comprising a pipe, wherein the pipe comprises gas outlet openings (396; 496) substantially at the positions of the evaporation crucibles of the second set of evaporation crucibles (380; 480) along the first direction (321; 421) and is closed at the positions of the evaporation crucibles of the first set of evaporation crucibles (310; 410) along the first direction.

15. The evaporation apparatus according to any of claims 12 to 14, wherein at least one of the second gas supply (140; 240; 340; 440; 540; 640; 740; 840; 940; 1040; 1140) and the third gas supply (395; 495) is displaced to the first gas supply (130; 230; 330; 430; 530; 630; 730; 830; 930; 1030; 1130) in a second direction (122; 222 322; 422; 522; 622; 722; 822; 922; 1022; 1122) substantially perpendicular to the first direction (121; 221; 321; 421; 521; 621; 721; 821; 921; 1021; 1121)

16. The evaporation apparatus according to claim 15, wherein the second gas supply and the third gas supply are arranged at opposing sides of the first gas supply.

17. The evaporation apparatus according to any of claims 12 to 16, wherein the first gas supply 130; 230; 330; 430; 530; 630; 730; 830; 930; 1030; 1130) is configured for supplying gas for the first set of evaporation crucibles (110; 210; 310; 410; 510; 610; 710; 810; 910; 1010; 1110) and the second set of evaporation crucibles (280; 380; 480; 580; 880; 1180) by providing gas outlet openings, and wherein the number of gas outlet openings of the first gas supply per length unit is larger than the number of gas outlet openings per length unit of at least one of the second gas supply and the third gas supply.

18. Use of an evaporation apparatus (100; 200; 300; 400; 500; 600; 700; 800; 900; 1000; 1100; 1200) for depositing material on a substrate (160; 260; 360; 460; 560; 660; 760;
860; 960; 1060; 1160; 1260) supported by a drum (170; 270; 370; 670; 1270), the evaporation apparatus comprising:

a first set of evaporation crucibles (110; 210; 310; 410; 510; 610; 710; 810; 910; 1010; 1110; 1210) aligned in a first line (120; 220; 320; 420; 520; 620; 720; 820; 920; 1020; 1120; 1220) along a first direction (121; 221; 321; 421; 521; 621; 721; 821; 921; 1021; 1121; 1221) for depositing evaporated material on the substrate;

a first gas supply pipe (130; 230; 330; 430; 530; 630; 730; 830; 930; 1030; 1130; 1230) extending in the first direction and being arranged between at least one of the evaporation crucibles of the first set of evaporation crucibles and the drum; and

a second gas supply pipe (140; 240; 340; 440; 540; 640; 740; 840; 940; 1040; 1140; 1240) extending in the first direction for providing a gas between the first set of evaporation crucibles and the drum with openings (150; 250; 350; 450; 550; 650; 750; 850; 951; 952; 953; 1051; 1052; 1053; 1151; 1152) shaped and positioned to improve the uniformity of the deposition of the material.
A. CLASSIFICATION OF SUBJECT MATTER

INV. C23C14/00 C23C14/24 C23C14/56 C23C14/08 H01J37/32

ADD.

According to International Patent Classification (IPC) and to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

C23C H01J

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>JP 2009 235545 A (TORAY INDUSTRIES) 15 October 2009 (2009-10-15) paragraph [0035]; figures 8,9</td>
</tr>
<tr>
<td></td>
<td>YWO 2012/146312 AI (APPLIED MATERIALS INC) [US]; HOFFMANN Gerd [DE]; WOLFF ALEXANDER [DE] 1 November 2012 (2012-11-01) figure 12</td>
</tr>
<tr>
<td>Y</td>
<td>JP 2006 274308 A (FUJI PHOTO FILM CO LTD) 12 October 2006 (2006-10-12) paragraph [0063]; figure 3</td>
</tr>
</tbody>
</table>

1-18
1,5-11, 14-18
2-4, 12, 13

Further documents are listed in the continuation of Box C. X See patent family annex.

* Special categories of cited documents:
  - "A" document defining the general state of the art which is not considered to be of particular relevance
  - "E" earlier application or patent but published on or after the international filing date
  - "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - "O" document referring to an oral disclosure, use, exhibition or other means
  - "P" document published prior to the international filing date but later than the priority date claimed
  - "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  - "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  - "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  - "Z" document member of the same patent family

Date of the actual completion of the international search
18 July 2014

Date of mailing of the international search report
28/07/2014

Authorized officer
Peijzel, Paul
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>JP 2009235545 A</td>
<td>15-10-2009</td>
</tr>
<tr>
<td>Wo 2012146312 AI</td>
<td>01-11-2012</td>
<td>CN 103502502 A</td>
<td>08-01-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2702184 A</td>
<td>05-03-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20140041506 A</td>
<td>04-04-2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Wo 2012146312 AI</td>
<td>01-11-2012</td>
</tr>
<tr>
<td>JP 2006274308 A</td>
<td>12-10-2006</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (April 2005)