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2 Claims. (CI. 132-78) 
My invention relates to buffers for polishing 

finger nails. 
It is the object of my invention to produce a 

nail buffer composed of separable parts in which 
the polishing element, such as a strip of chamois 
skin or fabric, is stretched taut by an arched 
strip of spring metal adapted to be grasped by 
the hand of the user. 
Another object thereof is to provide in a device 

of said character convenient means for attaching 
the ends of the polishing strip upon the ends of 
the Spring strip by which the parts may be as 
Sembled and disassembled for the substitution or 
renewal of the buffer strip. 
A further object of my invention is to provide 

a handle or grip upon the spring holder by 
which the buffer may be grasped by the user 
when in use, and a still further object thereof is 
to produce a more simple, cheap, and efficient 
device of said character than has heretofore 
been attained. 
To these ends, my invention includes the com 

bination and arrangement of component parts to 
be hereinafter described and more particularly 
pointed out in the claims. 

In the accompanying drawing, in Which like 
reference characters indicate similar parts, 

Fig. 1 is a top view of one form of my device; 
Fig. 2 is a side view thereof; 
Fig. 3 is a detail sectional view of one end 

thereof; 
Fig. 4 is a detail in perspective of the fastening 

clip, and 
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Fig. 5 is a detail in perspective of the ends of 
the buffer strip. - 
My invention comprises, generally, a flat Strip 

of spring metal forming a holder, a grip upon its 
upper face, a strip of flexible buffing material 
of lesser length than the metal strip when re 
laxed, and means for separably attaching the 
ends of the buffing strip to the ends of the spring 
strip to stretch and tense the buffer and arch 
the holder. 

Referring now to the drawing, designates a 
holder comprising a strip of thin spring metal of 
a length, breadth and thickness that may be 
conveniently held in the hand of the user, when 
manicuring finger nails, upon the opposite ends 
of which is removably attached a strip of flex 
ible animal skin or fabric 2 of substantially the 
Width but of lesser length than the holder. Said 
flexible strip is preferably tapered in width at o 
adjacent its ends. The holder strip is provided, 
intermediate its ends, with two upstanding curved 
arms 3 Spaced apart from each other, forming 
grips to be conveniently grasped, - 

As shown in Figures 1 and 2 of the drawing, 
said grip is substantially U-shaped and is secured 
to the holder by rivets a or similar means, while 
as shown in the modification illustrated in Fig. 6, 
the arms 3a are integral with the holder being 
stamped or struck out of the metal plate. Both 
arms of the grip may be encased in a rubber tube 
b, or the like. 
In my invention, the flexible strip 2 is attached 

at its ends to the ends of the spring strip by 
clips 4. Said clips are V-shaped and are pro 
vided with a transverse slots at the angle there 
of. In assembly, each tapered end o of the strip 
2 is inserted in the clip and passed through the 
slot. The clip is then turned upon the strip to 
wrap the strip around the outside thereof as bet 
ter shown in Fig. 3 of the drawing. It will thus 
be seen that the flexible strip 2 is bound or tied 
to the clip, leaving space between one inner face 
thereof, and the layer of fabric therein for the 
insertion of the end of the spring holder , upon 
which it is clamped and securely held by the out 
ward spring pressure of the retracted and arched 
holder. 

It will be appreciated that a plurality of pol 
ishing flexible strips of different fabrics or ma 
terials may be interchangeably secured upon the 
spring holder and readily and conveniently as 
sembled, and disassembled therewith, and it will 
be further appreciated that the details of the 
parts thereof may be varied without departing 
from the spirit and scope of my invention. 

I claim: 
1. A finger nail buffer, comprising a spring 

strip or holder provided with upstanding arms or 
grips intermediate its ends, a flexible strip of 
fabric or animal skin of substantially the same 
width as the spring strip but of lesser length, a 
slotted V-shaped clip removably secured upon 
each end of the flexible strip adapted to be re 
movably attached to ends of the spring strip, 
whereby the parts are held in assembly by the 
expansive pressure of the spring strip, and said 
strip is arched and the flexible strip drawn taut, 
substantially as described. 

2. A finger nail buffer, comprising a spring strip 
or holder, a flexible strip of fabric or animal skin 
of substantially the same width as the spring 
holder and tapered in Width at both ends, a slot 
ted V-shaped clip movably attached to each end 
of the flexible strip, the tapered ends of the flex 
ible strip being threaded through the slot therein 
adapted to be removably attached to the ends of 
the spring holder, when said holder is arched and 
the flexible strip is held taut, Substantially as de 
scribed. 
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