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1,685,125 

PATENT OFFICE. 
MORRIs M. EINSON, CIF YONKERS, NEW YORK, ASSIGNOR TO EDNSON-FREEMAN Co., 

INC., A CORPORATION OF NEW YORK. 

coRIBINATION PACKING AND DISPLAY CONTAINER, 
Application filed January 20, 1926. serial No. 82,401. 

My invention relates to packing and dis 
play containers in which medium or small articles can be conveniently packed for SE 
ment by the manufacturer and which may 
opened by the retailer to display its contents 
in a convenient and attractive manner. " 
One of the objects of my invention is to pro 

vide a packing and display container, simple 
in construction and inexpensive to manufac 
ture, and which will be attractive in appear 
ance for counter use. 
Another object of my invention is to pro 

vide a packing container which when opened 
becomes a self-supporting display device. 
Another object of my invention is to pro 

vide a packing and display container, the 
cover of which, when opened, forms a straight 
line with the back of the portion containing 
the articles for sale and displays advertising 
matter. 
A further object of my invention is to pro 

vide means which will securely retain the 
cover in the open position while also acting 
as a support for the container while on dis 
play, allowing it to recline backward at a 
graceful angle. - 
With these and other objects in view, to 

be more fully set forth hereinafter, the in 
vention consists in the novel construction, 
combination of elements and arrangement of 
parts which will be exemplified in the opera 
tion and construction herein described in the 
following specification and illustrated in the 
accompanying drawings. 
The disclosure made the basis of exemplify 

ing the present inventive concept suggests a 
practical embodiment thereof, but the inven 
tion is not to be restricted to the exact details 
of this disclosure, and the latter, therefore, 
is to be understood from an illustrative, 
rather than a restrictive, standpoint. 
The invention will first be described in con 

nection with the accompanying drawings, 
wherein similar reference characters are 
used to designate corresponding parts 
throughout the several views, and more spe 
cifically defined and indicated in the append 
ed claims. 
The inventive idea involved is capable of 

receiving a variety of mechanical expressions, 
one of which, for the purposes of illustration, 
is shown in the accompanying drawings, in 
which- . 

Fig. 1 is a front elevation of my combina 

tion packing and display container with the 
cover closed for shipping purposes; 

Fig. 2 is an end view of same; 
Fig. 3 is a sectional view taken on the line 

3-3 of Fig. 1; 
Fig. 4 is a rear elevation with the cover 

raised upward; illustrating the means of sup 
port in its flattened or unassembled position; 

Fig. 5 is a plan view of same; 
Fig. 6 is a partial front view of my con 

tainer with the articles packed therein on dis 
play; . . . 

Fig. 7 is a side view of same; 
Fig. 8 is a partial sectional view of same 

taken on the line 8-8 of Fig. 7; and 
Fig. 9 is a partial plan view of the develop 

ment of that portion which forms the body 
or compartments of the container in which 
the articles are packed. 
The back 1, top 2 and cover 3 are formed 

by one sheet of material and are divided by 
the scored lines 4 and 5. The cover 3 may 
have an ornamental contour to conform with 
the advertising matter printed upon it. The 
support 6, glued or otherwise suitably fas 
tened to the rear face of the back 1, top 2 and 
cover 3 which is most clearly illustrated in 
Fig. 4 is divided into the center portion 7 to 
which the glue or other means of fastening 
is applied, and the sides or wings 8-8, said 
wings and center portion being defined by the 
scored lines 9-9. The irregular shaped cut 
out portion 10 is not glued or fastened to the 
back but is integral with the lower part of 
the center portion on the scored line 11. The 
portion forming the compartments into 
which the articles are inserted is made from 
one piece of material, said compartments be 
ing attached to one another by portions 12 
which are glued or otherwise fastened to the 
back 1. The compartments are comprised of 
the sides 13, the side tabs 14, the front por 
tions 15, the bottoms 16 and the bottom lock 
ing tabs 17. The sides 13 are defined from 
the portions 12, side tabs 14 and front por 
tions 15 by the scored lines 18, 19 and 20 re 
spectively and the front portions, bottoms 
and bottom locking tabs are defined by the 
scored lines 21 and 22. -- 
To form the compartments the portions 12 

and sides 13 are bent at right angles to one 
another on the scored lines 18 and the front 
portions 15 are also bent at right angles to 
the sides on the scored lines 20. The side tabs 
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14 are bent inward on the scored lines 19 and 
are held in position by the bottoms 16 and 
locking tabs 17 which are bent on the scored 
lines 21 and 22. (See Figures 3 and 5.) The 
compartments are rectangular in shape and 
are located directly above one another. 
When the articles A are inserted into the com 
partments, the back 1, top 2 and cover are 
bent downward at right angles to one another 
on the scored lines 4 and 5, which closes the 
container as illustrated in Figs. 1, 2 and 3. 
When the container is opened to display its 

contents the wings-8-8 are bent backward on 
the scored lines 9-9 until they assume the po 
sition illustrated in Figs. 7 and 8. The irreg 
ular shaped cut-out portion 10 is then bent 
downward on the scored line 11 until the V 
shaped notches 23-23 have been forced past 
the rounded out portions 24-24 and into the 
V-shaped notches 25-25 in the wings 8-8 
which securely locks the parts in their respec 
tive positions; the wings being prevented 
from swinging either to the right or left by 
the sides of the notches 23-23 and the cut 
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out portion 10 is prevented from swinging 
upward or downward by the sides of the 
notches 25-25 as illustrated in Figs. 7 and 8. 
The bending backward of the wings 8-8 
causes the top 2 and the cover 3 to be held in a 
straight line with the back 1 because of the 
direct pull exerted upon them by said wings 
8 -8. The bottoms of the wings are cut at a 
slight angle to the bottom of the center por 
tion 7 which causes the container to recline 
backward at a graceful angle, lending beauty 
to its appearance and making it appealing to 
the eye. 
In accordance with the provisions of the 

patent statutes, I have described my inven 
tion together with the construction which I 
now consider to represent the best embodi 
ment thereof, but I desire it understood that 
my invention is not confined to the particular 
form shown and described, the same bein 
merely illustrative, and that the invention 
can be carried out in other ways without de 
parting from the spirit of my invention, and 
therefore, I claim broadly the right to employ 
all equivalent instrumentalities coming with 
in the scope of the appended claims, and by 
means of which, objects of my invention are 
attained, and new results accomplished, as 
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herehn set forth, as it is obvious that the par 
ticular embodiments herein shown and de 
scribed are only some of many that can be 
enployed to attain these objects and accom 
plish these results. 
Having now described my invention, what 

I claim and desire to secure by Letters Patent, 
S 

1. In a combined display stand and carton, 
an outside enveloping member scored and 
folded to form side sections with a rectangu 
lar top section in between, a tier of pockets 
positioned upon one of the side sections, said 
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tier of pockets being formed of an integral 
section of scored and folded sheet material. 

2. In a combined display stand and carton, 
an outside enveloping member scored and 
folded to form side sections with a rectangu 
lar top section in between, a tier of pockets 
positioned upon one of said side sections, said 
tier of pockets formed of an integral portion 
of sheet material punched, scored and folded 
to define parallel end attachment members, 
with parallel cross members which when 
folded form a plurality of pockets positioned 
one above the other and secured by said at 
tachment members to said side section of said 
enveloping member. 

3. A combined display stand and carton 
comprising two sections of sheet material, the 
first section being scored and folded to form 
enveloping sides and top and the second sec 
tion being punched, scored and folded to de 
fine a tier of pockets positioned upon one of 
said sides, said tier having its lowermost wall 
contiguous to the edge of the side of the first 
section to which said second section is at 
tached, and its edges contiguous to opposite 
parallel edges of said section, whereby when 
said first section is folded the whole forms a 
rectangular package. 

4. In a combined display...stand and carton, 
a member of sheet material, said member be 
ing traversed adjacent its center by a pair of 
parallel score lines, dividing said member 
into two wider sections with a narrower rec 
tangular section in between, said score lines 
defining bends by which said member may be 
folded to form a pair of enclosing side walls 
and atop wall, pockets secured to one of said 
wider sections, the fronts of said pockets be 
ing positioned from the section to which said 
pockets are attached, a distance substantially 
equal to the distance between said score lines, 
whereby when said member is folded, said 
pockets will form spacing abutments to main 
tain said member in substantially rectangular 

g formation. 
5. In a combined display stand and carton, 

a member of sheet material, said member be 
ing traversed adjacent its center by a pair of 
parallel score lines dividing said member into 
two wider sections with a narrower rectangu 
lar section in between, said score lines defin 
ing bends by which said member may be 
folded to form a pair of enclosing side walls 
and a top wall, a tier of pockets covering the 
greater part of the area of one of said wider 
sections, said pockets having end walls at 
right angles to and contiguous to the edges of 
said section and fronts spaced from said sec 
tion a distance substantially equal to the dis 
tance between said score lines, whereby when 
said member is folded on said score lines, it 
forms with said pockets a rectangular pack 
age of which said member forms the sides and 
top and said pockets the bottom and ends. 

6. A blank to form a tier of pockets to be 
attached to a wall or other flat surface com 
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prising a pair of opposite parallel side at 
taching members, cross members extending 
from one of said attaching members to the 
other, each of said cross members being scored 

5 by two parallel lines dividing its surface into 
three sections, adapted when folded to form 
the front, back and bottom of a pocket, and 
each of said members scored, parallel to and 
adjoining said side members by a pair of 

10 score lines, the portion between said score 
lines defining the ends of the pocket when 

said blank is folded, said cross members be 
ing severed from said side members except 
at that portion of each cross member which 
defines the back of the pocket when said cross 15 
members are folded, to permit the portions of 
each cross member, defining the bottom and 
front of the pockets to be folded upward 
away from the body of the blank. 
This specification signed this 16th day of 20 

January, 1926. 
MORRIS M. ENSON. 


