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To all whon, it Troy CO7 ce/72. 
Be it known that I, EDMUNDA. PARKER, a 

citizen of the United States, residing at Meri 
den, in the county of New Haven and State of 

5 Connecticut, have invented certain new and 
useful Improvements in Cushion - Pads for 
Eyeglasses; and I do hereby declare the fol 
lowing to be a full, clear, and exact descrip 
tion of the invention, such as will enable oth 

Io sers skilled in the art to which it appertains 
to make and use the same. 
My invention has for its object to provide 

a cushion-pad for eyeglasses which shall be 
provided with a socket adapted to receive an 

I5 attaching-plate upon the glasses, the air-cush 
ion and socket being molded in a single piece 
and the cushion-pad being adapted to rest 
upon the nose of the wearer, so as to avoid 
irritation of the skin. 
With this end in view I have devised the 

novel cushion-pad for eyeglasses of which 
the following description, in connection with 
the accompanying drawings, is a specifica 
tion, numbers being used to designate the 

25 several parts. 
Figure 1 is an elevation illustrating the ap 

plication of my novel air-cushion to a pair of 
eyeglasses; Fig. 2, a longitudinal section of 
the pad and Socket on an enlarged scale, and 

3o Fig. 3 is a section on the line acac in Fig. 2. 
1 denotes the spring of an eyeglass, and 3 

an air-cushion which is molded from rubber 
and is inflated in the process of manufacture. 
4 denotes a socket which is provided with 

35 a central opening somewhat shorter than the 
socket itself. This socket is adapted to re 
ceive a plate 6, which is itself riveted to the 
spring of the eyeglasses. The air-cushion is 
attached in place by inserting one end of plate 

4o 6 into opening 5 in the socket and then stretch 
ing the socket sufficiently to permit the other 
end of the plate to be passed into the other 
end of the opening, the elasticity of the rub 
ber causing the socket to close over the plate 

45 and to retain the cushion-pad in place, but 
in such a manner that it may be readily re 
moved and a new one put in place should it 
become necessary. In practice the air-cush 

2O 

ion and the socket are molded together, and 

therein in the process of manufacture. 
the opening in the socket is likewise molded 

Ior 
dinarily form the socket wholly within the 
air-cushion, so as to avoid any appearance of 
clumsiness. 

It will be seen that as a whole my inven 
tion comprises an eyeglass the nose-piece of 
which comprises the two separate inflatable 
and detachable rubber tubes or cushions 33, 
each of which is provided with the socket 4, 
having a pocket at each end, and the curved 
metallic plates 6, which are mounted on the 
ends of the spring or nose-frame 1 and form 
the clamping-pieces of the eyeglass, each 
of said plates or clamping-pieces being con 
nected to its respective tube or cushion 3 by 
having its ends inserted in the recesses or 
pockets at the ends of the socket 4. 
Having thus described my invention, I 

claim 
1. In an eyeglass, the nose-piece compris 

ing two separate, inflatable and detachable 
rubber tubes, each having a recess or pocket 
solely at each end, and a curved metallic 
clamping -piece connected to each of said 
tubes by having its ends inserted in said re 
cesses or pockets, said clamping-piece being 
mounted upon a spring nose-frame and hold 
ing said tubes. 

2. The combination with the eyeglass 
spring I having the curved plates 6 riveted 
to its ends with their convex sides facing each 
other, of the air-cushions secured to said 
plates, each of said cushions consisting of a 
permanently-inflated portion 3 and the socket 
4 provided with an opening 5 of less length 
than that of the plate 6, the said cushion ex 
tending beyond and over the ends of the 
socket 4 and the normal length of the cush 
ion being greater than the length of the plate 
6 whereby the cushion is prevented from be- 9o 
ing drawn taut or flat when fitted to said 
plate, substantially as described. 
In testimony whereof I affix my signature 

in presence of two witnesses. 
EDMUND A PARKER. 
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Witnesses: 
WILBUR. F. DAVIs, 
HENRY T. KING, 

  


