METHOD AND APPARATUS FOR TENSILE COLONOSCOPY COMPRESSION

A method and apparatus for applying pressure to the abdomen of a patient to facilitate the insertion of a colonoscope is characterized by the use of a tensile compression device in the form of an elastic band which is wrapped around the patient's abdomen and secured in place. The tension of the band is adjusted to apply a desired degree of pressure to the patient's abdomen to reduce loops in the patient's colon so that the colonoscope can be fully inserted into the colon with minimal discomfort to the patient. The ends of the device are connected together when the desired degree of tension is obtained so that constant pressure and support are provided to the patient's colon. Addition pressure can be manually applied simultaneously with the pressure from the tensile device to reduce or eliminate more distal loops in the colon.
METHOD AND APPARATUS FOR TENSILE COLONOSCOPY COMPRESSION

FIELD OF THE INVENTION

[0001] The present invention relates to a method and apparatus for compressing and providing support to the abdominal wall to facilitate a colonoscopic examination.

BACKGROUND OF THE INVENTION

[0002] A colonoscopy is an examination of the large intestine or colon through the use of a colonoscope. A colonoscope is a flexible, tube-like inspection device having a camera at its end. Colonoscopies are performed for a variety of medical reasons including detection of inflamed tissue, ulcers, abnormal growths or polyps, and colorectal cancer. Colonoscopy as a screening tool to detect colorectal cancer has increased significantly since 2000.

[0003] During a colonoscopy, a colonoscope is inserted into a patient's rectum and then advanced to the beginning of the colon (an area known as the cecum) in order to examine the lining of the large intestine. The efficiency and accuracy of this procedure is largely dependent on the ease with which the colonoscope can be advanced. During the procedure, the colon may become over-distended or flopped in unnatural directions creating loops that hinder the advancement of the colonoscope and resulting in patient discomfort, longer examination times, and potentially inaccurate or incomplete screenings.

[0004] Currently, the difficulty in advancing the scope has been addressed by utilizing a surgical technician to manually support the patient's colon with pressure. This is time-consuming and dependent on the particular surgical assistant's strength, technique, and endurance, as well as training. Another way to apply differential pressure, particularly in larger patients, is to roll the patient from the left side to a supine or to a prone position. Often this is not an easy task with a sedated patient.

[0005] Devices and methods for addressing this problem are known in prior art. For example, the Klingstein U.S. patent No. 5,685,321 discloses a method and apparatus
for applying external compression to the colon through the use of a corset-like wrap containing a pneumatic, inflatable bladder. The device is wrapped around the patient's abdomen and the bladder, once inflated, applies force to the patient's colon, particularly to the sigmoid colon, in order to facilitate the procedure.

[0006] The Rindfleish U.S. patent No. 6,672,311 discloses a vest including multiple pneumatic bladders that are selectively inflated by the doctor performing the colonoscopy in order to apply pressure to specific areas of the patient's abdomen.

[0007] The Arber U.S. patent application publication No. US 2011/0087263 A1 discloses an abdominal wrap including multiple pneumatic bladders and a counter pressure plate in order to provide downward pressure to a patient's large intestines when the device is inflated.

[0008] While the prior devices operate satisfactorily, they require the use of a pneumatic mechanism to apply force to the patient's abdomen. The present invention was developed in order to overcome this and other drawbacks of the prior devices by providing a device in which force and support are generated by tension created when the device is secured around the patient's abdomen. The pressure applied to the patient is the result of the tensile properties of the device and of the material of which the device is composed. Furthermore, the present invention is distinguished from the prior art in that its design purposefully allows a surgical technician to apply additional pressure by manually compressing the abdomen while the device applies simultaneous pressure.

**SUMMARY OF THE INVENTION**

[0009] Accordingly, it is a primary object of the invention to provide a method and apparatus for applying pressure to the abdomen of a patient to ease the passage of a colonoscope during a colonoscopy. More particularly, the invention relates to a non-invasive, external tensile colonoscopy compression device that when applied to a patient, generates tension and exerts pressure upon and provides support to a patient's abdomen region, including the patient's colon, for the purpose of facilitating the advancement of the colonoscope during a colonoscopy.
In a preferred embodiment, the tensile colonoscopy compression device includes an abdominal wrap composed of a thin, flexible, breathable material capable of holding tension when the device is wrapped around a patient’s abdomen. The wrap is fastened by a closing mechanism. The device can be between 30 to 70 inches in length and between 4 to 16 inches in width. In one preferred embodiment, the width is between 6 and 8 inches.

The device is formed of a material capable of holding tension in order to exert pressure and provide support to the patient's abdomen. In one embodiment, the material is formed of thin, braided elastic and nylon bands sewn together with a stretchable fiber. In alternative embodiments, the material is a soft, foam-like rubber or neoprene, a manufactured fabric with elastic properties, or a flexible synthetic plastic or vinyl. The material could be disposable in nature, or classified as a medical consumable, in which case the device will be used on only one patient and then discarded.

The closing mechanism is preferably a combination of hook and pyle straps such as a VELCRO® material which are removably and adjustably connected. Other suitable closing mechanisms include a hinged closure, with a hinge on one end of the device through which the other end of the device is passed. The end of the device passed through the hinge has a VELCRO® material patch that adheres to any part of the device. Once this end of the device is passed through the hinge, it is looped back over and fastened.

The tensile colonoscopy compression device according to the invention preferably includes a thin plastic or paper liner that is attached to the inside of the device with fasteners, and rests between the patient's body and the device.

In yet another aspect, the invention relates to a method for compressing and supporting a patient's colon during a colonoscopy. The compression device is applied to the patient prior to sedation, thereby allowing the patient to provide the doctor with feedback regarding his or her comfort level and obviating the risk of over-compression. If greater pressure is needed after the patient has been sedated and the procedure has begun, the doctor may instruct a surgical technician to manually apply location-specific pressure through the device given its thin construction.
BRIEF DESCRIPTION OF THE FIGURES

[0015] Other objects and advantages of the present invention will become apparent from a study of the following specification when viewed in the light of the accompanying drawing, in which:
[0016] Fig. 1 is a schematic view of a colon with a colonoscope partially inserted therein;
[0017] Fig. 2 is a schematic view of a colon in which a sigmoid loop has developed due to an attempt to advance the colonoscope against an unsupported colon wall;
[0018] Fig. 3 is a schematic view of a colon showing the manual application of pressure to the colon to facilitate insertion of a colonoscope;
[0019] Fig. 4 is a perspective view of a tensile colonoscopy compression device according to a preferred embodiment of the invention.
[0020] Fig. 5 is a detailed plan view of a closing mechanism and wrap construction of the tensile colonoscopy compression device of Fig. 3;
[0021] Fig. 6 is a schematic illustration of the tensile colonoscopy compression device of Fig. 3 applied to a patient;
[0022] Fig. 7 is a schematic illustration of a patient's colon with a tensile colonoscopy compression device according to the invention applied to the patient's abdomen; and
[0023] Fig. 8 is schematic illustration similar to Fig. 7 but showing the application of manual pressure to the abdomen to supplement that applied by the tensile colonoscopy compression device.

DETAILED DESCRIPTION

[0024] Referring first to Figs. 1-3, there is shown in schematic form the sequence of steps of performing a colonoscopy. In Fig. 1, a colonoscope 2 is inserted into the patient's rectum and advanced to the cecum which is at the beginning of the colon 4. As the colonoscope is advanced through the colon, it often engages an area 6 where the
colon is distended or looped as shown in Fig. 2. In such areas, it is difficult to advance the colonoscope which causes discomfort to the patient and increases the time required for the colonoscopy. In order to reduce the distended or looped area, a surgical assistant presses on the abdomen of the patient in the area where the colonoscope has become inhibited in order to straighten the colon to allow the passage of the colonoscope as shown in Fig. 3.

The tensile colonoscopy compression device 8 according to the invention is used to apply pressure and support to the abdomen of a patient undergoing a colonoscopy is shown in Figs. 4 and 5. The device 8 is formed of an elongated tensile band or wrap 10 of sufficient length for placement around a patient's abdomen. A closing mechanism 12 is provided at the end of the band to secure the device around the patient so that it provides the desired amount of force.

The tensile wrap 10 preferably has a circumferential length between 15 and 75 inches in order to accommodate varying abdominal girths in patients. The preferred width of the wrap 10 is between 6 and 9 inches, although widths of between 4 and 16 inches may be used depending on the size of the patient. Because the tensile wrap 10 is used to generate pressure upon the patient's abdomen, it is preferred that the wrap be constructed of a material with elastic properties that is capable of holding tension. The degree of elasticity of the wrap will vary in accordance with the material used for the band. The wrap may be formed from a single band or composed of several bands of woven, elastic nylon fabric 14, each approximately 3 inches wide and spaced approximately 0.2 inches apart from one another as shown in Fig. 4. These bands are sewn together with elastic stitching 16 that bridges the space between each band. In the embodiment shown in Figs 4 and 5, two elongated bands 14 are provided. In the embodiment shown in Figs. 6-8, three spaced elongated bands are provided.

In the preferred embodiment, the closing mechanism 12 is a VELCRO® fastener including a pile pad 18 sewn onto one end of the wrap 10 and a hooked strip 20 sewn onto the other end of the wrap 10. The pad and strip are both of generally the same width as the wrap. The pad has a length of about six inches and the strip has a length of about two inches. To fasten the wrap 10, the pad 18 is pulled over top and pressed into the strip 20, which secures the two ends of the wrap 10 together.
Other types of closing mechanisms may be provided, including for example a hinged clamp, a strap and buckle arrangement, or a strap and loop arrangement. In addition, where the wrap is formed of a woven material, the closing mechanism may comprise a hooked portion connected at one end of the wrap. The wrap is wound about a patient's abdomen with the hooked end overlapping the wrap and fastening directly to the woven material of the wrap. It is important that the closing mechanism be adjustable in order to vary the pressure and support provided to the patient as will be developed in greater detail below.

In use, the tensile colonoscopy compression device 8 according to the invention is applied to the patient as shown in Figs. 6-8. The device is applied just before the patient is sedated as the patient lies on a stretcher in the colonoscopy room. The tensile colonoscopy compression device 8 is pulled under the patient while the patient is in a supine position and the wrap 10 is secured evenly around the lower abdomen via the closing mechanism 12. As shown in Fig. 6, the closing mechanism 12 is preferably situated in the front part of the patient's body in such a way that it is readily accessible to the surgical technician. The bottom of the wrap 10 is preferably aligned with the top of the patient's hips, and the top of the wrap 10 is positioned at or just below the level of the patient's umbilicus. Once in position, the tensile colonoscopy compression device 8 is adjusted to the desired level of tension by loosening or tightening the closing mechanism 2.

The tensile colonoscopy compression device 8 is applied to the patient before the patient is sedated so that the patient is able to provide feedback to the doctor regarding his or her level of comfort as the tension of the device 8 is adjusted. The patient is advised that the device 8 should exert pressure to the abdomen, but that at no time should it cause discomfort.

Once the device 8 is secured around the patient's lower abdomen at the desired level of tension, sedative medication is then delivered through the patient's IV and the patient is rolled into a left lateral position for the insertion of the colonoscope. Referring to Fig. 7, as the colonoscope is advanced into the patient's left lower colon, or sigmoid colon, the patient's abdomen is compressed and supported by the device 8 with gentle but adequate pressure to prevent a sigmoid loop from forming. This enables the
doctor to advance the colonoscope more quickly with less distension or stretching of the colon. The pressure applied by the tensile colonoscopy compression device 8 is sufficient to prevent loops from forming in the colon, thereby allowing the colonoscope to advance through the patient's colon without causing discomfort.

[0032] Even with the tensile colonoscopy compression device in place, a more proximal loop may form in the colon, for instance in the left or right upper quadrants (the splenic or the hepatic flexures) as shown in Fig. 8. The tensile colonoscopy compression device 8 according to the invention allows a surgical technician to apply pressure manually while the patient's abdomen remains simultaneous compressed by the device. Without the use of the tensile colonoscopy compression device, such simultaneous and uniform pressure would be hard to achieve and maintain due to limitations in the strength, endurance, training, and understanding of the procedure by the attending surgical technician.

[0033] In the preferred embodiment, once the colonoscope reaches the patient's cecum and abdominal compression is no longer needed, the tensile colonoscopy compression device 8 is released with a simple pull upon the top side of the closing mechanism 12 and the patient's colon is then examined as the scope is slowly withdrawn.

[0034] It will be appreciated that other suitable elastic materials may be used in place of nylon to form the wrap or band. Suitable alternatives include soft, foam-like rubber or neoprene, a manufactured fabric with elastic properties, or a flexible synthetic plastic or vinyl. The device may include a removable liner (not shown) which is arranged between the band and the patient. The liner is replaced for subsequent use of the compression device on other patients. Alternatively, the elastic material could be disposable in nature, or classified as a medical consumable, in which case the device will be used on only one patient and then discarded.

[0035] While the preferred forms and embodiments of the invention have been illustrated and described be apparent to those of ordinary skill in the art that various changes and modifications may be made without deviating from the inventive concepts set forth above.
WHAT IS CLAIMED IS:

1. Apparatus for applying pressure to the abdomen of a patient, comprising
(a) an elongated band of material capable of retaining tension; and
(b) a closure connected with at least one end of said elongated band for
   connecting said one end of the band with another portion of the band
   under a desired degree of tension, whereby when said band is
   positioned around the abdomen of a patient and said closure is
   operated to connect the band together, a selected degree of pressure
   and support is applied to the patient's abdomen in order to reduce
   loops in the patient's colon and facilitate passage of a colonoscope
during a colonoscopy.

2. Apparatus as defined in claim 1, wherein said elongated band of material
   comprises one of nylon, synthetic rubber, synthetic plastic, vinyl and
   neoprene.

3. Apparatus as defined in claim 2, wherein said band of material comprises
   a plurality of elongated spaced bands of material which are stitched
   together, said bands of material being of sufficient length to extend
   around the abdomen of the patient.

4. Apparatus as defined in claim 2, wherein said closure is adjustable to vary
   the tension applied by the band to the patient.

5. Apparatus as defined in claim 4, wherein said closure comprises a pile
   member connected with one end of said elongated band of material and a
   hook member connected with the other end of said elongated band of
   material, said hook and pile members cooperating to interconnect and
   join the ends of said elongated band of material.
6. A method for applying pressure to the abdomen of a patient, comprising the steps of
   (a) wrapping an elongated band of material capable of retaining tension about the abdomen of the patient;
   (b) tensioning the band of material to apply a desired degree of pressure to the patient; and
   (c) connecting one end of the band with another portion of the band to maintain the tension in the band in order to apply constant pressure and support to the patient, whereby the pressure reduces loops in the patient's colon to facilitate passage of a colonoscope during a colonoscopy.

7. A method as defined in claim 6, wherein a lower edge of said band is arranged adjacent to the hips of the patient and an upper edge of said band is arranged adjacent to the umbilicus of the patient.

8. A method as defined in claim 7, and further comprising the step of applying manual pressure to the patient to reduce a more proximal loop in the patient's colon.

9. A method as defined in claim 8, and further comprising the step of releasing the end of the band after the colonscope has been fully inserted into the patient, whereby the coloscope may be withdrawn to examine the interior of the patient's colon.
A. CLASSIFICATION OF SUBJECT MATTER

A61B 1/31(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

A61B 1/31; A61F 5/37; A61F 5/02; A61F 5/28; A61F 5/03; A41C 1/10; A61B 17/00; A01K 97/00

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

eKOMPASS(KIPO internal) & Keywords: colon, press, abdomen, band

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 2011-0087263 A1 BURTON RINDFLEISH 14 April 2011 See abstract, paragraphs [0033]-[0035],[0042]-[0043], claims 1,5 and figures 1-5.</td>
<td>1-6</td>
</tr>
<tr>
<td>A</td>
<td>US 2002-0108617 A1 BURTON RINDFLEISH 15 August 2002 See abstract, paragraphs [0024],[0026], claims 1-3,9 and figures 1-2.</td>
<td>1-9</td>
</tr>
<tr>
<td>A</td>
<td>JP 2005-021113 A (MARUKIYUU KK) 27 January 2005 See abstract, paragraphs [0018],[0025]-[0027], claim 1 and figures 1,3.</td>
<td>1-9</td>
</tr>
<tr>
<td>A</td>
<td>JP 3051938 U (PAREN KK) 17 June 1998 See abstract, paragraphs [0008]-[0010],[0019]-[0020], claims 1-2 and figures 1-9.</td>
<td>1-9</td>
</tr>
<tr>
<td>A</td>
<td>KR 20-0264387 Y1 (SKIN, MYOONG CHUL) 19 February 2002 See abstract, pages 3-4 and figures 1,3.</td>
<td>1-9</td>
</tr>
</tbody>
</table>

* Further categories of cited documents:
"A" document defining the general state of the art which is not considered to be of particular relevance
"E" earlier application or patent or published on or after the international filing date
"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of citation or other special reason (as specified)
"O" document referring to an oral disclosure, use, exhibition or other means
"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"K" document member of the same patent family

Date of the actual completion of the international search
27 March 2013 (27.03.2013)

Date of mailing of the international search report
01 April 2013 (01.04.2013)

Name and mailing address of the ISA/KR
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon Metropolitan City 302-701 Republic of Korea
Facsimile No. 82-42-472-7140

Authorized officer
KIM, Tae Hoon
Telephone No. 82-42-481-8407

Form PCT/ISA/210 (second sheet)(My 2009)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2002-01086 17 A1</td>
<td>15.08.2002</td>
<td>US 6672311 B2</td>
<td>06.01.2004</td>
</tr>
<tr>
<td>JP 3051938 U</td>
<td>17.06.1998</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>KR 20-0264387 Y1</td>
<td>19.02.2002</td>
<td>None</td>
<td></td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (July 2009)