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To all whom it may concern: 
Beit known that I, CHARLEs F. O'CoNNOR, 

a citizen of the United States, residing at 
Chicago, in the county of Cook and State of 
Illinois, have invented a new and useful 
Hinge Device for Window-Sashes, of which the following is a specification. 
My invention relates to an improvement in 

the class of windows in which each window 
involves a vertically movable sash (usually 
an inner and lower and an outer and upper 
sash) equipped with means for adapting it to 
be swung inwardly into the room provided 
with it to render accessile therein its outer 
as well as its inner surface for purposes of 
cleaning, therely to avoid all necessity for 
the dangerous practice of cleaning the outer 
surfaces of windows, particularly in elevated 
position, from the outside of buildings con 
taining them. 

Referring to the accompanying drawings - 
Figure 1 is a view in front elevation, slightly 
i roken away to show a detail, of a two-sash 
window provided with my improvement; Fig. 
2 is a broken view showing the two sashes as 
in Fig. 1, ut with the lower sash sufficiently 
raised to adapt it to be placed in hinged con 
dition for rendering it reversi le; Fig. 3 is an 
enlarged iroken section on line 3, Fig. 1: 
Fig. 4 is a view like that presented in Fig. 1, 
with parts broken away to show details of 
construction, i.ut showing the lower sash 
swung inwardly on its hinges; Fig. 5 is an 
enlarged iroken view showing the parts of 
the lowermost hinge-member on the lower 
sash ly full lines in normal condition with 
the sash down, and dotted lines in their con 
dition of engagement with the pintle or sup 
port provided on the window-casing to be en 
gaged by that member; Fig. 6 is an enlarged 
Section on line 6, Fig. 2; Fig. 7 is a broken 
section online 7, Fig. 6; and Fig. 8 is an en 
larged broken section on line 8, Fig. 4. 
The window-casing 9 is of any usual or 

suitable construction adapting it to hold a 
lower inner Sash 10 and an outer upper sash 
11 in a manner to adapt each to be raised and 
lowered. An inner permanent stop 12 ex 
tends along one side of the casing, and a 
similar stop 13 extends along its opposite 
side, for confining the lower sash.; Eut the 
lower part of the stop 13 which extends up 
wardly beyond the inner sash is a removable 
section containing a rotatable key 14 to 
register with a socket 15 provided in the ad 
jacent side of the casing to receive the key 

when the sash 10 is down. Behind the stop 
12 is a permanent stop 16 for one side of the 
outer sash, and for the opposite side thereof 
is provided, hehind the stop 13 (Fig. 8), a 
stop 17 formed with a lower reimovale Sec 
tion confined in place by a latch 18 pivotally 
hung to overlap it froin the lower end of the 
upper section of that stop. 
The lower end of the removable section of 

the stop 17 carries a stud 19 (Fig. 4) to enter 
| a socket 20 in the base of the casing. Each 
sash is hung in the usual manner on Topes, Ol' 
the like, passing over pulleys in the casing 

; sides and carrying in the latter sash-weights 
(not shown) for the ordinary counterbalanc 
ing purpose. The rope 21 for the side of the 
lower sash adjacent to the stop 13 is detach 
able from the sash, being provided with an 
eye 22 on its free end to engage with a hook 
23, oi' pin, at the lower end of a longitudinal 
groove 24 provided in the outer face of the 
respective sash-rail; and when the rope is de 
tached to permit swinging the lower sash, as 
hereinafter described, its eye 22 is engaged 
with a hook 25 depending on the casing-side 
just below the fixed upper portion of the stop 
13, where it is covered by and let into the up 
per end of the removable section of that stop. 
The rope (not shown) of the upper sash, 
which corresponds with the lower-sash rope 
21, is equipped, like the latter, with an eye on 
its free end to engage detachably with a hook 
or pin, in the lower end of a longitudinal 
groove, like the groove 24, in the face of the 
respective upper-sash rail. 

E. the stop 12 are secured and properly 
spaced apart two upwardly-projecting hooks 
29 and 30, and similar hooks, 31 and 32, are 
provided on the stop 16, these hooks afford ing pintles or hinges, the other parts of which 
are on the adjacent rails of the sashes. Near 
each end of the side-rail of each sash adjacent to the casing-side provided with the perma 
nent stops 12 and 16, is countersunk into and 
firmly secured in the rail-face a slotted metal 
plate 33 forming a hinge-leaf and having piv 
otally secured in the outer end of its slot an 
arm 34 terminating at its free end in a verti 

I call socket-head 35. The arm contains in its 
upper side, near its pivotal end, a vertical 
recess or notch 36 to receive, for the purpose 
hereinafter explained, the free-end portion of 
a latch 37 pivoted at one end to the face of 
the plate 33 adjacent to the inner end of its 
contained slot. When, in the normal condi 
tion of the window, the arms 34 are turned 

60 

65 

70 

75 

80 

90 

95 

00 

105 

10 



O 

5 

20 

30 

2 

into the slots of and thus housed in the plates 
33 flush with their outer surfaces, the latches : 
37 are turned to the position shown in Fig. 5, 
in which they overlap the pivotal arms 34 
and thus hold them against displacement by 
protrusion. 
To swing the lower sash, it is raised suffi 

ciently to carry the plates 33 upon it respec 
tively above the planes of the pintles 29 and 
30, the key 14 is turned to unlock the lower , the Key section of the stop 13, which is thereupon re 
moved, and the rope 21 is detached at its eye 
22 from the pin 23 and attached to the hook 
25, to hold the respective sash-weight against 
dropping; then the latches 37 are raised to 
remove them from obstructing the arms 34 of 
these plates and permit the arms to be turned 
On their pivots out of the slots to extend each 
at a right-angle to the face of its plate, and 
the latches 37 are lowered to enter the re 
cesses 36 in the extended arms for locking 
them or rendering them rigid in their out 
turned condition. In that condition the 
sockets on the ends of the arms register, re 
spectively, with the pintles 29 and 30, and by 
lowering the sash these sockets are seated 
about the pintles, when the sash may be 
turned. On its hinges, thus formed, to the po 
sition, in which it is represented in Fig. 4, of 
projecting inwardly, or into the room, in 
which its outer surface is thus accessible for 
cleaning. 
The upper sash is swung, (while the lower 

sash is in its swung position) in the same way 
as that described of the lower sash. It is 
first lowered to bring its upper edge below 
the upper end of the removable section of the 
stop 17, when the latch 8 is turned to release 
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that section, which is then removed. The 
upper sash is then turned slightly for access 
to the hooked end of its rope, and the latter 
is unhooked and its eye is applied to the hook 
25 to hold the sash-weight. The arms 34 of 
the plates 33 on the upper sash are then 
turned outwardly, fastened by the 
latches 37, therefor, and the sash is lowered to 
engage the sockets on the arms with the pin 
tles 3 and 32, whereupon the upper sash 
may be swung inwardly into the room. 
To return a sash to normal condition, its 

rope that was detached is re-attached, the 
sash is raised off its pintles and the arms 34 
are returned into their slots in the plates and 
secured by adjusting the latches 37, and the 
removable stop-section for the sash is adjust 
ed into place. 
Of course, as will be understood, where a 

window contains only one vertically-mov 
able sash, a single set of the described means 
for adapting it to be swung is provided. 
What I claim as new, and desire to secure 

by Letters Patent, is 
The combination of a metal plate provided 

with a slot extending into it from one lateral 
edge, an arm pivotally confined in the Outer 
end of said slot and terminating at its free 
end in a socket, with a notch in the arm be 
tween its ends, and a latch pivotally support 
ed on the plate to engage said notchin its 
outwardly-turned position relative to the 
slot, for the purpose set forth. 

CHARLES F. O'CONNOR. 

In presence of - 
R. SCHAEFER, 
L. KIRKLAND. 
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