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(57) ABSTRACT 

Disclosed are systems and methods which provide trial 
stimulators Suited for use interoperatively and during patient 
trial. Trial stimulator embodiments provide a patient interface 
and/or clinician interface which appears and functions Sub 
stantially the same as an interface of a pulse generator con 
troller which will be used after a trial period. A compliance 
monitor feature may be provided to facilitate verifying the 
proper use of the trial stimulator during a trial period. A 
diagnostic feature may be provided to facilitate verifying 
proper operation of various aspects of a trial stimulator. Such 
as electrode impedance analysis. Trial stimulators of embodi 
ments provide stimulation to a plurality of tissues and/or areas 
of the body, such as spinal cord stimulation, deep brain stimu 
lation, etcetera. Embodiments provide for multi-electrode 
stimulation and multi-stimulation programs. Embodiments 
are configured to provide active discharge of stimulation 
pulses as well as to utilize constant current sources in provid 
ing the stimulation pulses. 
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MULT-PROGRAMMABLE TRIAL 
STIMULATOR 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation of U.S. applica 
tion Ser. No. 12/243,632, filed Oct. 1, 2008, pending, which is 
a continuation of U.S. application Ser. No. 1 1/122,540, filed 
May 5, 2005, now abandoned, which claims the benefit of 
U.S. Provisional Application No. 60/568,384, filed May 5, 
2004 and is related to commonly assigned U.S. application 
Ser. No. 11/122,706, filed May 5, 2005, now U.S. Pat. No. 
7.359,751, the disclosures of which are fully incorporated 
herein by reference. 

TECHNICAL FIELD 

0002 The present invention relates generally to electronic 
tissue stimulators and, more particularly, to electronic tissue 
stimulators adapted for use in stimulation trial situations. 

BACKGROUND OF THE INVENTION 

0003. The use of electronic stimulation systems to control 
pain by nerve or muscle stimulation has been in use for a 
number of years. For example, spinal cord stimulation (SCS) 
is a technique that has been used for pain management since 
the 1960s. SCS systems generally feature a pulse generator 
coupled to one or more percutaneous leads having a plurality 
of electrodes disposed in an area in which neurostimulation is 
desired. 
0004. The pulse generator may be provided in various 
configurations, such as a totally implanted pulse generator 
(IPG) or a radio frequency (RF) system. A typical IPG con 
figuration comprises a Surgically implanted, internally-pow 
ered pulse generator and multi-electrode lead. A typical RF 
system configuration comprises a Surgically implanted, pas 
sive receiver and a transmitter which is worn externally. In 
operation, the transmitter communicates, through an RF sig 
nal, to the implanted receiver to provide stimulation energy 
and control. 
0005. The leads used with any of the foregoing pulse gen 
erators may be positioned within a patient's epidural space, 
typically parallel to the axis of the spinal cord. The electrodes 
are used to deliver a particularized electric field to a specific 
region of the spinal cord or Surrounding tissue. Applying an 
electric field across one or more nerve bundles and/or nerve 
roots can produce paresthesia, or a Subjective sensation of 
numbness, tingling or “pins and needles at the affected 
nerves dermatomes. This paresthesia, if properly directed 
and produced at the necessary levels, can “mask' certain 
forms of chronic pain. 
0006 Implantation of a pulse generator, whether a fully 
implanted IPG or a RF system receiver/transmitter, necessar 
ily requires a neurostimulation patient to undergo an implan 
tation Surgery. Additionally, routing a lead subdermally 
between an implanted pulse generator and the tissue area to be 
stimulated typically requires a relatively invasive procedure, 
Such as a tunneling procedure. However, a lead having elec 
trodes thereon suitable for providing neurostimulation when 
coupled to a pulse generator may be implanted through much 
less invasive means, such as through a laparoscopic needle 
procedure. 
0007. The focus, characteristics and intensity of the gen 
erated electric field are determined by the electrode configu 
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ration (i.e., the polarity, if any, assumed by each electrode) 
and the electric pulse waveform (collectively “stimulation 
setting”). The waveform properties include, at least, a stimu 
lation frequency, a stimulation pulse width and phase infor 
mation. 
0008 Accordingly, a physician, nurse, or clinician (re 
ferred to collectively hereinas clinician) may advantageously 
couple a pulse generator to a lead or leads in the course of 
performing a lead and/or generator implantation procedure 
on a patient in order to confirm proper operation of neuro 
stimulation. For example, a clinician may couple a pulse 
generator to a lead during a lead implantation procedure to 
confirm the electrodes are disposed at a proper location 
within the patient. Similarly, prior to implantation of a pulse 
generator, a clinician may couple a pulse generator to a lead to 
determine the stimulation setting to implement in the 
implanted pulse generator in order to achieve the desired 
results. 
0009. Additionally or alternatively, a patient may wish to 
experience neurostimulation for a period of time, before 
undergoing procedures for implanting a pulse generator and 
subdermally coupling a lead thereto, in order to determine if 
the feeling associated with paresthesia is acceptable to the 
patient and that the therapy acceptably masks the patient's 
pain. Accordingly, a lead or leads (perhaps “trial leads to be 
removed and subsequently replaced with “permanent' leads 
upon Successful conclusion of a trial period) may be laparo 
scopically or Surgically inserted, with an end distal to the 
electrodes left external for coupling to a pulse generator. With 
a suitable pulse generator coupled to the lead, the patient may 
experience the prescribed neurostimulation therapy for a trial 
period, e.g., several hours to 30 days, to determine if the 
therapy is satisfactory before undergoing implantation pro 
cedures. 
0010 Various forms of pulse generators have been pro 
vided in configurations adapted for the foregoing trial uses 
(such pulse generators being referred to hereinas “trial stimu 
lators'). These trial stimulators have typically been relatively 
limited in their functionality and features. For example, trial 
stimulators available today provide for connection to either 4, 
8, or 16 electrodes and no more. 
0011 Generally, the same trial stimulator configuration is 
used whether the patient or the clinician is conducting the 
trial, although a patient may be restricted from accessing 
certain features of the trial stimulator. For example, a micro 
switch bank may be provided to allow a clinician to select 
stimulation pulse widths and amplitudes, with a cover being 
provided to prevent a patient from accessing the micro-switch 
bank during their trial period. Additionally or alternatively, a 
lockout Switch or mechanism may be implemented to prevent 
a patient having physical access to particular control means, 
Such as the aforementioned micro-switch bank, from altering 
particular operational aspects of the trail stimulator. 
0012. The foregoing trial stimulators do not present an 
interface which is equally easy to use in the various situations 
they are expected to be used in, e.g., interoperatively in the 
operating room and patient trial. For example, where features 
or functions are provided for ready access when used inter 
operatively, Such as to provide complex control alternatives 
for establishing a precisely tailored stimulation program, the 
trial stimulator is typically not well suited for use by the 
patient. Likewise, where relatively simple and intuitive fea 
tures or functions are provided for simplified access during a 
patient trial. Such as to facilitate a patient manipulating a 
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relatively complex stimulation program to experience various 
stimulation parameters in a home trial, the trial stimulator is 
typically not well suited for use by the clinician. 
0013 Trial stimulators that have been provided in the past 
have generally delivered constant Voltage pulses to the lead 
electrodes. Traditional wisdom has been that by delivering 
constant Voltage, if an electrode should fail (e.g., become 
disconnected from the stimulator) the Voltage to the system 
would remain unchanged, thus having no change on battery 
life and presenting little risk of over stimulation because the 
Voltage to the remaining electrodes would remain Substan 
tially unchanged. 
0014. Although providing some form of real-time variable 
stimulation, the trial stimulators available today do not pro 
vide true continuous multi-stimulation programs. By multi 
stimulation programs, it is meant that a first set of stimulation 
parameters (e.g., amplitude, pulse width, frequency, and elec 
trodes) are implemented to provide a first desired therapy 
(e.g., relieve pain associated with a first portion of the body) 
and a second set of stimulation parameters are implemented 
to provide a second therapy (e.g., relieve pain associated with 
a second portion of the body). Multi-stimulation programs of 
prior trial stimulators have implemented each stimulation 
parameter set for a predetermined period of time (multiple 
stimulation pulses) before moving to a next stimulation 
parameter set. Even where a few different stimulation pro 
gram sets are used, e.g., 3, the cycle time for the trial stimu 
lator returning to the first stimulation program set may be 
high. Patients have stated that such a periodic cycling of 
stimulator parameter sets sometimes results the patient being 
able to feel the stimulation cycles as a “fluttering” which, 
although not particularly unpleasant, is noticeable. 
0015. Another attempt at providing a patient with multiple 
stimulation programs using a trial stimulator has been to 
implement dual stimulation. For example, a trial stimulator 
having 8 channels may be provide a first stimulation param 
eter set to 4 electrodes while providing a second stimulation 
program parameter set to a different 4 electrodes. 

BRIEF SUMMARY OF THE INVENTION 

0016. The present invention is directed to systems and 
methods which provide stimulators well suited for use in a 
plurality of situations, such as interoperatively and during 
patient trial (e.g., trial stimulators). Additionally, trial stimu 
lators of the present invention are adapted to provide robust 
functionality, preferably with respect to their programming as 
well as their operation. 
0017 Preferred embodiments of the present invention pro 
vide a trial stimulator having a user interface which is well 
suited for patient trial use. For example, a trial stimulator 
configured according to embodiments of the present inven 
tion preferably provides an intuitive interface having graphi 
cal, textual, and/or aural prompting and simple user input. 
According to one embodiment, graphical displays such as 
may include a battery life indicator, stimulation pulse ampli 
tude and/or frequency, etcetera is provided to aid a user in 
readily interpreting the status of various aspects of a trial 
stimulator. Trial stimulator embodiments preferably provide 
a patient interface which appears and functions Substantially 
the same as a user interface of a pulse generator controller 
which will be used for controlling a pulse generator (im 
planted or otherwise) after the trial period, thereby allowing a 
patient to learn a single interface. 
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00.18 Embodiments of the present invention additionally 
or alternatively provide a trial stimulator having a user inter 
face which is well suited for clinician use. For example, a trial 
stimulator user interface configured according to embodi 
ments of the present invention may facilitate simplified use 
between a plurality of patients by automatically resetting 
stimulation parameter sets and/or other parameters to an ini 
tialization State (or perhaps querying a clinician in this regard) 
when a clinician mode is entered. 
0019. A compliance monitor feature is preferably pro 
vided by a clinician interface of embodiments of the invention 
to facilitate a clinician verifying the proper use of the trial 
stimulator during a trial period. For example, a compliance 
monitor may record information with respect to the operation 
of a trial stimulator, including stimulation parameters, pro 
grams implemented, time and duration of operation of stimu 
lation sets, etcetera, in order to allow a clinician to Subse 
quently determine if a patient has used the trial stimulator 
according to a prescribed therapy, to diagnose a patient's 
reported indications, etcetera. 
0020. A diagnostic feature is preferably provided by a 
clinician interface of embodiments of the invention to facili 
tate a clinician verifying proper operation of various aspects 
of a trial stimulator. For example, diagnostic algorithms may 
be implemented which check system integrity. According to 
preferred embodiments, diagnostic algorithms provide for 
electrode impedance analysis, Such as for testing electrodes, 
determining if electrodes should be replaced when a stimu 
lation generator is being replaced, determining if open or 
short circuits are present, etcetera. For example, a diagnostic 
algorithm of one embodiment may step a test signal through 
combinations of electrodes to determine if an acceptable 
impedance is present with respect to each bipole pair, possi 
bly providing a graphical display to readily show if imped 
ances are acceptable or not. Impedance determinations 
according to the foregoing may utilize constant current cir 
cuitry described below in providing a sampling signal (e.g., a 
square wave) to electrodes for measuring impedance. 
0021 Full clinician user interface functionality, such as 
may include initialization, programming, monitoring, status 
reporting, etcetera, is preferably included within a trial stimu 
lator of the present invention. For example, a clinician inter 
face incorporated within a trial stimulator of an embodiment 
may provide an interface which appears and functions Sub 
stantially the same as a clinician interface of a pulse generator 
controller which will be used for controlling a pulse generator 
(implanted or otherwise) after the trial period, thereby allow 
ing a clinician to learn a single interface. 
0022. In order to facilitate the aforementioned intuitive 
patient interface and full featured and intuitive clinician inter 
face without presenting a number of inputs and/or outputs 
which, although present in a patient trial mode, are not used 
by a patient, embodiments of the present invention implement 
an external clinician interface, preferably in addition to the 
aforementioned internal clinician interface. For example, 
according to embodiments of the present invention, an exter 
nal platform having appreciable input/output capability, Such 
as a laptop computer or a personal digital assistant (PDA), is 
adapted to cooperate with a trial stimulator to provide a cli 
nician interface according to the present invention. Accord 
ingly, although a clinician may be enabled to access all fea 
tures and functions through manipulation of an interface 
integral with the trial stimulator, a more robust interface, 
perhaps using enhanced graphics, color, Sound, speech rec 
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ognition, etcetera, may be provided to a clinician using the 
aforementioned external platform. 
0023 The aforementioned external clinician interface 
platforms may be coupled to a trial stimulator of the present 
invention using wired (e.g., universal serial bus (USB), Eth 
ernet, fiber optic, etcetera) links and/or wireless links (e.g., 
infrared, bluetooth, Institute of Electrical and Electronic 
Engineers (IEEE) 802.11 wireless communication, etcetera). 
Accordingly, preferred embodiments of the present invention 
provide a clinician interface which may easily be disposed at 
various locations convenient to the clinician, even locations 
beyond the sterile field of an operating room. 
0024 Trial stimulators of embodiments of the present 
invention are adapted for use in providing stimulation to a 
plurality of tissues and/or areas of the body, such as spinal 
cord stimulation, deep brain stimulation, etcetera. Accord 
ingly, a user interface provided according to embodiments of 
the present invention provides multi-mode patient and/or cli 
nician interfaces adapted to present an interface specific to a 
particular use. For example, although perhaps sharing a num 
ber of features and functions, separate patient and/or clinician 
interfaces for spinal cord stimulation and deep brain stimu 
lation may be provided with respect to a trial stimulator. 
Utilization of a particular mode may provide for different trial 
stimulator operating characteristics, such as to implement 
Smaller or larger amplitude increments when adjusting a 
stimulation pulse amplitude parameter in the various modes 
of operation. 
0025 Embodiments of the present invention provide 
multi-channel trial stimulators. For example, an embodiment 
of the present invention provides 32 separate channels allow 
ing control of 32 electrodes in any of three states (positive 
polarity, negative polarity, and neutral). According to 
embodiments, the plurality of channels may be coupled to one 
or more leads, each having one or more electrodes. For 
example, a single lead having 32 electrodes may be controlled 
by a trial stimulator of embodiments of the present invention. 
Likewise, 2 leads having 8 electrodes each and 1 lead having 
16 electrodes may be controlled by a trial stimulator of 
embodiments of the present invention, Such as to provide 
neurostimulation of different parts of a patient's body. Of 
course, all channels provided by a trial stimulator need not be 
coupled to a corresponding electrode, if desired. Moreover, 
embodiments of the present invention provide for simulta 
neously controlling leads placed in different tissue types, 
Such as to stimulate spinal regions and brain areas, using a 
single trial stimulator. 
0026. A trial stimulator configuration of an embodiment 
of the present invention provides a lead cable extension for 
coupling the trial stimulator to one or more of the foregoing 
leads. For example, a midline connector may be provided 
with respect to a trial lead cable configuration to allow the 
trial stimulator to be disposed at various locations convenient 
to the clinician, even locations beyond the sterile field of an 
operating room, while allowing a relatively short lead cable to 
be used during patient trial. In use, the midline connector may 
be decoupled after interoperative use of a trial stimulator by a 
clinician to facilitate removal of a lead extension from the trial 
stimulator and connection of the trial stimulator to the trial 
lead, thereby avoiding excess lengths of lead cable during 
Subsequent patient trial. 
0027. In energizing the aforementioned plurality of elec 
trodes, embodiments of the present invention provide mul 
tiple stimulation programs. For example, a first stimulation 
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program may be implemented with respect to a particular 
time of day or when a patient is involved in a particular 
activity, whereas a second stimulation program may be 
implemented with respect to a different time of day or when 
the patient is involved in another activity. According to a 
preferred embodiment, 24 different stimulation programs 
may be stored in a trial stimulator, Such as for selection by a 
user and/or automated implementation by the trial stimulator 
control algorithms. 
0028. According to embodiments of the invention, stimu 
lation programs may implement multiple stimulation param 
eter sets (a set of stimulation parameters such as may specify 
amplitude, pulse width, frequency, and electrodes), thereby 
providing multi-stimulation programs. The stimulation 
parameter sets implemented by a stimulation program of a 
preferred embodiment trial stimulator are changeable 
dynamically during operation of the stimulation program 
(e.g., "on the fly). For example, stimulation parameters such 
as amplitude, pulse width, frequency, polarity, and/or selec 
tion of electrodes may be changed as a stimulation program 
continues to operate to provide stimulation. Accordingly, 
selecting appropriate stimulation settings, even where mul 
tiple stimulation parameter sets are employed, is streamlined 
according to embodiments of the invention. Moreover, inter 
action between multiple stimulation parameter sets may be 
detected and compensated for more easily using dynamic 
stimulation parameter adjustment provided according to pre 
ferred embodiments. For example, a clinician may implement 
a first stimulation parameter set, leave that stimulation set 
running, and then bring in another stimulation parameter set 
along side of it and see if the combination of stimulation 
parameter sets (e.g., multi-stimulation program) is better for 
the patient actively, rather than testing each individually and 
then trying to join them together to ask the patient how the 
combination feels. Accordingly, a clinician may adjust stimu 
lation parameter sets dynamically and interactively with the 
patient to change and optimize the stimulation therapy. 
0029. In operation according to preferred embodiments, 
the multiple stimulation parameter sets of a multi-stimulation 
program are implemented in an interleaved fashion (e.g., a 
first stimulation parameter set is energized for a single pulse, 
followed by a second stimulation parameter set being ener 
gized for a single pulse) rather than energizing each stimula 
tion parameter set for a predetermined period of time (e.g., 
multiple stimulation pulses) before moving to a next stimu 
lation parameter set. Of course, stimulation programs of 
embodiments of the present invention may energize one or 
more stimulation parameter set of a multi-stimulation pro 
gram for a predetermined period of time, where desired. 
0030 To facilitate operation of multi-stimulation pro 
grams, such as those implemented in an interleaved or pulse 
by-pulse fashion as described above, embodiments of the 
invention are configured to provide active discharge of elec 
trode energizing pulses. Specifically, embodiments of the 
present invention utilize active discharge techniques to 
reduce the time constant of a resistor/capacitor (RC) circuit 
associated with deploying neurostimulation electrodes in a 
human body. Because the resistance of the living tissue is 
typically quite large and the capacitor used to deliver Stimu 
lation pulses of desired magnitudes while blocking direct 
current (DC) are also typically relatively large, the RC time 
constant can limit the frequency at which stimulation pulses 
may be delivered (such as to 250 Hz) and/or result in stimu 
lation pulse wave forms which are other than optimal (e.g., 
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not substantially a square pulse). Accordingly, rather than 
allowing a DC blocking capacitor to drain into the tissue 
Surrounding the electrode, embodiments of the present inven 
tion follow a stimulation pulse by driving the circuit in the 
opposite direction to actively discharge the DC blocking 
capacitor, thereby reducing the circuits effective time con 
Stant. 

0031. According to embodiments of the invention, active 
discharge of electrode energizing pulses may be implemented 
selectively. For example, active discharge may be imple 
mented when the frequency of energizing pulses exceeds a 
threshold, such as 200 Hz, as may be associated with multi 
stimulation programs. Additionally or alternatively, different 
active discharge modes may be selectively implemented. For 
example, a first mode (e.g., 1 to 4 energizing pulse to dis 
charge driving pulse) may be implemented with respect to a 
first frequency range, such as 200Hz to 500 Hz, and a second 
mode (e.g., 1 to 2 energizing pulse to discharge driving pulse) 
may be implemented with respect to a second frequency 
range, such as 500 Hz to 1000 Hz. 
0032. In providing active discharge according to embodi 
ments of the invention, constant current electrode stimulation 
energization pulses are utilized along with corresponding 
constant currents driven in opposite direction. Moreover, con 
stant current stimulation is utilized to provide additional or 
alternative advantages according to embodiments of the 
invention. For example, using constant current electrode 
stimulation according to embodiments, even if the impedance 
associated with one or more electrode changes over time, the 
stimulation therapy experienced by the patient will remain 
unchanged because it is the current between the electrodes, 
the current density, that triggers the therapeutic nerve 
response. 

0033 Embodiments of the present invention which imple 
ment constant current electrode stimulation employ a maxi 
mum voltage override. For example, in order to prevent accel 
erated battery drain and a risk of over stimulation in a 
situation where constant current is used to stimulate a plural 
ity of electrodes, one of which has failed such that no current 
is delivered thereby, a maximum voltage override may be 
relied upon to prevent excessive Voltage from being delivered 
to the remaining electrodes. According to embodiments, the 
maximum Voltage override may be set with some headroom 
(e.g., 10%) above the voltage expected to be experienced 
when delivering the prescribed constant current to facilitate 
the aforementioned changes in impedance which are likely to 
occur during treatment. 
0034) Trial stimulators configured according to embodi 
ments of the invention include a broken circuit detection 
feature to recognize when an electrode is not receiving a 
stimulation pulse. A broken circuit detection circuit of a pre 
ferred embodiment provides an alarm or other alert to a user 
to provide notification of the broken circuit and/or stops 
delivering stimulation pulses, such as to avoid a patient or 
clinician increasing pulse magnitude before realizing a lead 
has become disconnected and thereby over stimulating the 
patient when the lead is Subsequently reconnected. The afore 
mentioned maximum Voltage override of embodiments of the 
invention may be utilized in providing a broken circuit detec 
tion feature. For example, when a maximum Voltage override 
threshold for a particular channel is reached, a trial stimulator 
operating program may conclude that a circuit has been bro 
ken with respect to that channel. 
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0035 Embodiments of the present invention provide one 
or more holsters for use in carrying and/or protecting a trial 
stimulator. According to one embodiment, a protective hol 
ster is provided for patient use to hold the trial stimulator and 
facilitate the trial stimulator being attached to a patient's 
article of clothing, such as through use of a clip on the holster. 
A protective holster is also preferably provided for clinician 
use to hold the trial stimulator and facilitate the trial stimula 
tor being coupled to an external interface platform. Each Such 
holster preferably is adapted to allow access to inputs, out 
puts, interfaces, etcetera appropriate to use by the corre 
sponding user (e.g., patient or clinician). 
0036. The foregoing has outlined rather broadly the fea 
tures and technical advantages of the present invention in 
order that the detailed description of the invention that fol 
lows may be better understood. Additional features and 
advantages of the invention will be described hereinafter 
which form the subject of the claims of the invention. It 
should be appreciated that the conception and specific 
embodiment disclosed may be readily utilized as a basis for 
modifying or designing other structures for carrying out the 
same purposes of the present invention. It should also be 
realized that such equivalent constructions do not depart from 
the invention as set forth in the appended claims. The novel 
features which are believed to be characteristic of the inven 
tion, both as to its organization and method of operation, 
together with further objects and advantages will be better 
understood from the following description when considered 
in connection with the accompanying figures. It is to be 
expressly understood, however, that each of the figures is 
provided for the purpose of illustration and description only 
and is not intended as a definition of the limits of the present 
invention. 

BRIEF DESCRIPTION OF THE DRAWING 

0037 For a more complete understanding of the present 
invention, reference is now made to the following descrip 
tions taken in conjunction with the accompanying drawing, in 
which: 
0038 FIG. 1 shows a trial stimulator system configured 
according to an embodiment of the present invention; 
0039 FIG. 2 shows additional detail with respect to a trial 
stimulator of FIG. 1; 
0040 FIG. 3 shows an alternative embodiment of a lead 
cable assembly according to an embodiment of the invention; 
0041 FIG. 4 shows a high level block diagram of a trial 
stimulator configured according to an embodiment of the 
present invention; 
0042 FIG. 5A shows a graph of passive discharge pro 
vided with respect to a stimulation pulse of a trial stimulator 
adapted according to embodiments of the present invention; 
and 
0043 FIGS. 5B-5C show graphs of active discharge pro 
vided with respect to stimulation pulses of a trial stimulator 
adapted according to embodiments of the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

0044) Directing attention to FIG.1, trial stimulator system 
100 configured according to a preferred embodiment is 
shown. Trial stimulator system 100 is adapted to provide 
delivery of electronic stimulation to a patient, such as for 
neurostimulation, during a trial period, Such as to determine if 
the patient is responsive to electronic stimulation therapy, to 
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determine the parameters of a particular therapy to be imple 
mented, etcetera. Accordingly, trial stimulator system 100 (or 
portions thereof) is preferably adapted for use in a plurality of 
situations, such as interoperatively and during patient trial. 
Moreover, trial stimulator system 100 (or portions thereof) is 
preferably adapted for use in providing stimulation to a plu 
rality of tissues and/or areas of the body, such as spinal cord 
stimulation, deep brain stimulation, etcetera. 
0045 Trial stimulator system 100 of the illustrated 
embodiment includes trial stimulator 110, lead cable assem 
bly 120, lead 130, and external interface platform 140. 
Although not shown in FIG. 1 for simplicity, trial stimulator 
system 100 may include one or more trial stimulator holsters 
for holding and/or protecting trial stimulator 110, as will be 
discussed in further detail below. 

0046. To facilitate user control thereof, trial stimulator 110 
of the illustrated embodiment includes a user interface having 
keypads 111 and 113, display 112, and audio (not shown) 
which may include a speaker for audio output and/or a micro 
phone for audio input. The user interface of trial stimulator 
110 preferably provides a plurality of user interface modes 
which appears and functions Substantially the same as a user 
interface of a pulse generator controller which will be used for 
controlling a pulse generator after the trial period. For 
example, a first user interface of trial stimulator 110 may 
provide a spinal cord stimulation (SCS) patient interface 
which appears and functions Substantially the same as a 
patient user interface of an implanted pulse generator (IPG) 
controller. A second user interface of trial stimulator 110 may 
provide a SCS clinician interface which appears and func 
tions Substantially the same as a clinician user interface of an 
IPG controller. A third user interface of trial stimulator 110 
may provide a deep brain stimulation patient interface which 
appears and functions Substantially the same as a patient user 
interface of an IPG controller while a fourth user interface of 
trial stimulator 110 provides a deep brain stimulation clini 
cian interface which appears and functions Substantially the 
same as a clinician interface of an IPG controller. 

0047 Trial stimulator 110 couples to one or more lead 
cable assemblies 120, which in turn couple to one or more 
leads 130, to provide electronic stimulation pulses to elec 
trodes 131. Lead 130 is inserted into a patient and positioned 
such that the end including electrodes 131 is disposed near 
nerves or other tissue (e.g., muscle) for which electronic 
stimulation is desired. Lead 130 may comprise a trial lead 
(e.g., a lead which is not for permanent use. Such as may be 
limited to use during a trial period of 30 days) or a permanent 
lead (e.g., a lead that is to remain implanted after conclusion 
of a trial period using trial stimulator 110. Where a permanent 
lead is used, an extension (not shown) may be coupled to the 
lead to externalize the lead and to provide a suitable interface 
to lead cable assembly 120. 
0048. The end of lead 130 including connectors 132 is 
inserted into quick connect receiver 124 of lead cable 120 of 
the illustrated embodiment for electrical connection of elec 
trodes 131 to appropriate signal lines of lead cable 120. Lead 
cable 120 of the illustrated embodiment may be coupled to 
trial stimulator 110 at either of connectors 121 or 123. For 
example, connector 121 may be coupled to trial stimulator 
110, with connector 123 coupled to connector 122, to provide 
an extended lead cable as may be useful for clinician opera 
tion of trial stimulator 110 during implantation of lead 130. 
However, connector 122 may be coupled to trial stimulator 
110, with the portion of lead connector 130 including con 
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nectors 121 and 122 removed, to provide a shortened lead 
cable as may be useful for patient trial operation of trial 
stimulator 110. 

0049 Lead cable connectors, such as connectors 121 and 
123, utilized according to embodiments are preferably com 
prised of connector configurations which securely lock into 
trial stimulator 110, and the operation of which is readily 
understood by users thereof. For example, the illustrated 
embodiment employs a modular connector configuration cor 
responding to that of an RJ458 pin connector, which are in 
wide spread use for digital telephones and computer net 
works. The RJ45 connector configuration includes a locking 
tab which provides appreciable locking capabilities as well as 
presenting a form factor which is familiar to a great number of 
users. Moreover, connectors produced according to an R345 
connector configuration may be mass produced relatively 
inexpensively. However, although adopting an RJ45 connec 
tor configuration, or other familiar form factor, preferred 
embodiments of the present invention do not utilize a connec 
tor which is directly interchangeable with a connector used 
for other, non-medical, systems. For example, an RJ45 con 
nector configuration of embodiments may include a key pro 
trusion and/or detent in a surface thereof to prevent the lead 
cable from being inserted into an inappropriate interface, 
Such as a computer network interface, and/or to prevent an 
inappropriate cable, such as a computer network cable, from 
being inserted into the trial stimulator. 
0050 Trial stimulator 110 of the illustrated embodiment 
includes a plurality of multi-channel interfaces for coupling 
to one or more leads as shown in FIG. 2. Specifically, the 
illustrated embodiment includes multi-channel interface 221 
(shown in FIG. 2) as well as 3 additional multi-channel inter 
faces (not visible behind respective ones of flaps 222). The 
multi-channel interfaces provide connectivity of multiple 
stimulation channels (e.g., channels 1-8, channels 9-16, chan 
nels 17-24, and channels 25-32 respectively) external to trial 
stimulator 110, such as by mating with connector 121 of lead 
cable 120. When not in use, a multi-channel interface, such as 
multi-channel interface 221 may be covered by a correspond 
ing one of flaps 222 for protection. 
0051. It should be appreciated that, although the illus 
trated embodiment of trial stimulator 110 includes multi 
channel interfaces accommodating 8 channels and leads hav 
ing 8 electrodes, embodiments of the invention may provide 
for any number of channels and electrodes. Likewise, there is 
no limitation with respect to the use of 4 multi-channel inter 
faces or providing 32 independent stimulation channels 
according to the present invention. For example, referring to 
FIG.3, lead cable “Y” adapter320 is shown which facilitates 
coupling multiple leads, Such as 2 leads having 4 electrodes 
each, to a single multi-channel interface, such a multi-chan 
nel interface 221. Embodiments of the invention may utilize 
leads having fewer electrodes than the number of channels 
supported by a trial stimulator interface to which they are 
connected. For example, trial stimulator 110 may detect (or a 
clinician may indicate) that a 4 electrode lead has been 
inserted into one or more of the multi-channel interfaces. Such 
as multi-channel interface 221. 

0.052 FIG. 4 provides a high level functional block dia 
gram of trial stimulator 110 according to an embodiment of 
the present invention. Trial stimulator 110 of FIG. 4 includes 
central processing unit (CPU) 410, memory 420, input/output 
controller 430, external interface 440, interface control cir 
cuitry 450, and clock 480, all coupled by bus 400. Addition 
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ally, trial stimulator 110 of FIG. 4 includes multi-channel 
interface 460 and stimulation power source 470 coupled 
through interface control circuitry 450. Accordingly, trial 
stimulator 110 of a preferred embodiment provides an inte 
grated pulse generator and stimulation pulse control system. 
0053 CPU 410 preferably operates under control of an 
instruction set and algorithms, as may be stored in memory 
420, defining operation as described herein. In addition to 
storing the foregoing instruction set and algorithms, memory 
420 may store operational data, Such as stimulation param 
eters, stimulation programs, compliance monitor informa 
tion, patient information, clinician information, historical 
information, user help information, and/or the like. 
0054) Input/output controller 430 of the illustrated 
embodiment is coupled to keypad 431, Such as may corre 
spond to keypads 111 and 113 of FIG. 1, display 432, such as 
may correspond to display 112 of FIG. 1, and audio 433, such 
as may comprise an audio speaker and/or microphone, to 
facilitate user control and interaction with trial stimulator 
110. Accordingly, trial stimulator 110 may receive user input, 
Such as through manipulation of keys of keypad 431 and/or by 
aural input through audio 433. Likewise, trial stimulator 110 
may provide output to a user, Such as by textual and graphical 
presentation on display 432 and/or by aural output through 
audio 433. 
0055 Display 432 is preferably configured to provide a 
relatively large display area. According to a preferred 
embodiment, display 432 comprises a 4 line by 20 character 
dot matrix liquid crystal display suitable for displaying text 
characters as well as bit mapped graphics. Display 432 may 
be adapted to provide gray scale display, such as 4 or 8bit gray 
scale, and/or may provide color display. Such as 16 bit color, 
and preferably includes a back light for easy viewing in many 
light conditions. 
0056 External interface 440, such as may correspond to 
interface 114 of FIG. 1, provides an external data connection 
for communication with devices external to trial stimulator 
110. For example, external interface 440 may provide a bi 
directional data link for interfacing an external clinician user 
interface platform, such as may be provided by external inter 
face platform 140 of FIG. 1. 
0057 External interface 440 may provide a wireline inter 
face, such as may comprise a serial interface (e.g., USB), a 
parallel interface, a local area network (LAN) interface (e.g., 
Ethernet), a fiber optic interface, and/or the like. Additionally 
or alternatively, external interface 440 may provide a wireless 
interface. Such as may comprise a bluetooth interface, an 
IEEE 802.11 interface, an IEEE 802.16 interface, a cellular 
interface, a personal communications system (PCS) inter 
face, an infrared interface, and/or the like. Accordingly, exter 
nal interface 440 of embodiments of the present invention 
may provide for near field, far field, and/or long distant 
remote interfacing with trial stimulator 110, such as to pro 
vide control, polling, programming, status monitoring, etcet 
era. It should be appreciated, therefore, that external interface 
440 of embodiments may provide connectivity to external 
devices in addition to or in the alternative to the aforemen 
tioned external interface platform. For example, external 
interface 440 may be utilized to provide connectivity to an 
external cathode ray tube (CRT), LCD flat panel display, or 
other display device to accommodate larger or improved dis 
play of user output. Similarly, external interface 440 may be 
utilized to provide connectivity to an external keyboard, digi 
tizing tablet, digital pointer (e.g., mouse), or other input 
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device to accommodate larger or more complex user input. 
Likewise, external interface 440 may be coupled to a com 
munication device, Such as a modem, network interface card 
(NIC), and/or wireless access point, in order to facilitate 
desired connectability with respect to trial stimulator 110. 
0.058 Additionally or alternatively, external interface 440 
may comprise an access port for reprogramming trial stimu 
lator 110. For example, in addition to providing an interface to 
an external platform such as external interface platform 140 
of FIG. 1, external interface 440 may comprise a hidden 
access port providing a proprietary interface for facilitating 
Software upgrades, low level diagnostics, core dumps, debug 
ging, etcetera. According to one embodiment, external inter 
face 440 provides an access port from which instruction sets 
and algorithms of memory 420 may be reflashed. 
0059 Interface control circuitry 450 operates under con 
trol of CPU 410 to provide stimulation pulses from stimula 
tion power source 470 to selected channels of multi-channel 
interface 460. Such as may comprise one or more interfaces 
such as multi-channel interface 221 of FIG. 2. For example, 
stimulation power source 470 of a preferred embodiment may 
comprise a battery and circuitry to function as a constant 
current source which may be selectively coupled to one or 
more independent stimulation channels of multi-channel 
interface 460 by interface control circuitry 450 to provide 
stimulation pulses of desired magnitude, frequency, pulse 
width, etcetera. Similarly, stimulation power source 470 may 
be selectively coupled to stimulation channels of multi-chan 
nel interface 460 by interface control circuitry 450 to provide 
an active discharge pulse following a corresponding stimula 
tion pulse. 
0060 Stimulation power source 470 preferably utilizes a 
commercially available battery, such as a 9 volt alkaline bat 
tery as is widely available through retail outlets. Accordingly, 
a user of trial stimulator 110 may readily replace the battery of 
stimulation power source 470 as needed. Additionally or 
alternatively stimulation power source 470 may utilize a 
rechargeable battery to facilitate recharging of the battery 
without replacement. However, such a rechargeable battery 
configuration, without a replaceable battery, may necessitate 
careful operation of trial stimulator 110 to avoid depleting the 
battery during a time or location that recharging is not prac 
ticable. 

0061 The battery of stimulation power source 470 pro 
vides energy for operation of circuitry of trial stimulator 110 
in addition to interface control circuitry 450 according to a 
preferred embodiment. For example, the aforementioned bat 
tery may provide power for operation of CPU 410, memory 
420, input/output controller 430, external interface 440 and/ 
or clock 480. Accordingly, backup power circuitry, Such as 
may comprise a capacitor or rechargeable cell, may be pro 
vided to maintain energy to select circuits for a minimum 
amount of time to facilitate a battery change or recharge 
period. For example, backup power circuitry may be provided 
with respect to memory 420 so that stimulation programs, 
stimulation parameter sets, historical information, etcetera is 
retained during a battery change, thereby providing a Substan 
tially non-volatile memory configuration. 
0062 Clock 480 preferably provides date and/or time 
information useful in the operation of trial stimulator 110. For 
example, clock 480 may provide a clock by which the fre 
quency of stimulation pulses provided by interface control 
circuitry 450 is controlled. Additionally or alternatively, 
clock 480 may provide real time information, such as a time 
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of day and/or a day of the week, for use in implementing 
different stimulation programs, creating a historical database, 
monitoring compliance, instigating communications, etcet 
Ca 

0063 As described above, stimulation power source 470 
of a preferred embodiment provides a constant current Source 
which may be selectively coupled to one or more independent 
stimulation channels of multi-channel interface 460 by inter 
face control circuitry 450 to provide stimulation pulses of 
desired magnitude, frequency, pulse width, etcetera. Accord 
ingly, trial stimulator 110 of a preferred embodiment operates 
to provide constant current stimulation pulses. For example, 
interface control circuitry 450 may switchably couple a prop 
erly configured current source circuit of stimulation power 
source 470 to an appropriate channel of multi-channel inter 
face 460 according to clock 480 and thereby provide constant 
current stimulation pulses having a desired frequency. 
0064. It should be appreciated that, if electrode imped 
ances are identical, it does not matter whether a constant 
Voltage pulse or a current pulse is provided in achieving a 
desired level of stimulation. However, if the electrode imped 
ance changes over time, such as due to scar tissue forming 
around the electrodes, the lead shifting slightly due to patient 
movement, etcetera, constant current stimulation is preferred 
over constant Voltage stimulation because it is the current 
between the electrodes (the current density) that triggers the 
nerve to deliver therapeutic responses in neurostimulation. 
Accordingly, using a constant current stimulation pulse 
according to embodiments of the present invention, a constant 
current field is provided around the electrodes, irrespective of 
what the impedance change is, thereby consistently deliver 
ing the desired stimulation response. 
0065. It might be argued that use of a constant current 
Source in providing the foregoing stimulation runs a risk of 
depleting the battery faster and/or over stimulation (e.g., Volt 
ages appreciably in excess of those associated with desired/ 
prescribed currents with the expected impedance/load) in a 
situation where one or more electrodes become unexpectedly 
disconnected from the constant current source. For example, 
where a constant current source is configured to provide a 
desired current to 2 electrodes and 1 of those electrodes 
becomes disconnected (the impedance experienced by the 
system changes), the remaining electrode may be provided 
with a voltage twice that desired. However, it should be appre 
ciated that the constant Voltage configurations of prior art 
stimulators run a risk of over stimulation due to both Voltage 
and current being a part of Ohm's Law. In particular, if a 
constant Voltage stimulator loses an electrode due to it 
becoming short circuited (i.e., Substantially Zero Voltage 
across the electrode), the impedance of the system would 
change resulting in an increased current being delivered to 
electrodes and correspondingly an over stimulation situation 
(whereas, in a constant current system, the current would 
remain the same). 
0066. To address the foregoing risk of depleting the bat 
tery faster and/or over stimulation, preferred embodiments of 
interface control circuitry 450 implement a constant current 
which is voltage limited. For example, CPU 410 may operate 
to determine an appropriate Voltage limit (e.g., maximum 
override voltage threshold) to establish with respect to a con 
stant current pulse which may be utilized by interface control 
circuitry 450 to allow provision of a desired current while 
preventing an over stimulation situation by establishing a 
maximum Voltage for the stimulation pulse. By knowing the 
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impedance or Voltage at a current setting associated with an 
electrode, CPU 410 may select a voltage limit which allows 
Some amount of Voltage (e.g., a percentage, such as 10%) in 
excess of that associated with delivering a prescribed current 
to the tissue to be stimulated while providing adequate over 
stimulation protection. Such voltage limits are preferably 
determined automatically, such as upon a stimulation current 
level being selected or adjusted (e.g., a stimulation parameter 
set being adjusted), and may be established with respect to 
every stimulation pulse (including the pulses of a multi 
stimulation program). This Voltage limit information may be 
provided by CPU410 to interface control circuitry 450 foruse 
in controlling signals to multi-channel interface 460. 
0067 Voltage limits for use with respect to each stimula 
tion parameter set may be determined according to embodi 
ments using a Voltage ramping technique. For example, when 
a stimulation parameter set is selected or adjusted, embodi 
ments of the invention may operate to increase Voltage limit in 
Small increments, making a compliance check to see if the 
Voltage is high enough to deliver the desired or prescribed 
constant current pulse. If the desired or prescribed constant 
current pulse is not delivered with a particular value of volt 
age limit, the Voltage limit may again be increased until a 
current compliance check error is eliminated. The Voltage 
limitat that point (or perhaps some slightly increased value as 
discussed above) may be recorded for use with respect to the 
stimulation parameter set and the process repeated for each of 
the stimulation parameter sets within a multi-stimulation pro 
gram. Therefore, a constant current system of embodiments 
of the present invention implementing a Voltage limit will not 
over stimulate the patient or deplete the battery more quickly. 
In contrast, the prior constant Voltage systems may over 
stimulate the patient and continuous current systems without 
a Voltage limit may deplete the battery more quickly. 
0068 Additionally or alternatively, impedance testing is 
provided by the circuitry of trial stimulator 110 of preferred 
embodiments. For example, impedance testing may be uti 
lized according to embodiments of the invention in determin 
ing electrode impedances (e.g., determining the load to be 
driven by a constant current source), such as for use in auto 
matically establishing the foregoing Voltage limits. Likewise, 
impedance testing may be utilized in providing a broken 
circuit detector (e.g., as may be implemented periodically, 
before each stimulation pulse, before particular stimulation 
pulses, etcetera). Such as for use in alerting a patient or clini 
cian that an electrode or electrodes are not coupled to the trial 
stimulator and therefore stimulation pulses are not being 
delivered thereto. A broken circuit detection circuit of a pre 
ferred embodiment provides an alarm or other alert to a user 
to provide notification of the broken circuit and/or stops 
delivering stimulation pulses, such as to avoid a patient or 
clinician increasing pulse magnitude before realizing a lead 
has become disconnected and thereby over stimulating the 
patient when the lead is Subsequently reconnected. The afore 
mentioned maximum Voltage override of embodiments of the 
invention may be utilized in providing a broken circuit detec 
tion feature. For example, when a maximum Voltage override 
threshold for a particular channel is reached, a trial stimulator 
operating program may conclude that a circuit has been bro 
ken with respect to that channel. Such a maximum Voltage 
override threshold may be used in combination with imped 
ance data in determining a broken circuit condition according 
to embodiments of the invention. Impedance data may also be 
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used to help determine the proper location of the leads/elec 
trodes, predict battery life, help select implanted devices, 
etcetera. 

0069. Although some stimulation systems in the past have 
implemented a light emitting diode (LED) to indicate when 
current was flowing to an electrode or electrodes, such con 
figurations provide no information with respect to the imped 
ance. Moreover, in order for the LED to be illuminated 
according to such configurations, an appreciable Voltage level 
must be present, such as on the order of 1 Volt, thereby making 
their use in determining electrode connectivity without pro 
viding stimulation which is perceptible to a patient Substan 
tially impossible. Such voltage levels may not be present in 
particular situations, such as deep brain stimulation, without 
over stimulation, thereby making the LED configuration inef 
fective in Such situations. 

0070 According to an embodiment, interface control cir 
cuitry 450 operates under control of CPU 410 to provide 
impedance test signals by coupling circuitry of stimulation 
power source 470 to channels of multi-channel interface 460. 
In measuring impedance, interface control circuitry 450 may 
cause low level pulses to be applied to the electrodes for 
which impedance testing is being performed. Preferably, the 
pulses are of a low magnitude, such as on the order of 50 to 
100 microamps, and/or at a relatively high frequency. Such as 
on the order of 50 kHz (e.g., 10 microsecond pulse width), so 
that the impedance test signals do not provide stimulation 
which is detected by the patient. In operation according to an 
embodiment, CPU 410 analyzes the Voltage across the load 
during these impedance test signals to determine impedance. 
0071. According to a preferred embodiment, the imped 
ance test signals are provided as an alternating current (AC), 
Substantially square wave, wherein an electrode is an anode 
during a first portion of the square wave and a cathode during 
a second portion of the square wave. Accordingly, interface 
control circuitry 450 may switchably connect constant cur 
rent circuitry of stimulation power source 470 to the afore 
mentioned electrode in a forward and reverse configuration to 
provide high frequency impedance test signals without 
requiring substantial control of stimulation power source 470 
to provide the aforementioned square wave. In this configu 
ration, wherein a constant current Source is utilized, it should 
be appreciated that the Voltage across the load is proportional 
to the impedance. By applying the foregoing AC impedance 
test signal to electrodes for an appreciable time, e.g., on the 
order of milliseconds, the differential voltages may be aver 
aged, perhaps using filtering, to provide impedance informa 
tion. For example, the differential Voltage change across the 
load may be converted to a direct current (DC) value and 
provided to an analog to digital (A/D) converter for use in 
determining an impedance value by CPU 410. In particular, 
the DC voltage will be linearly proportional to impedance 
according to embodiments, thereby providing information 
useful for determining impedance. 
0072 The foregoing impedance testing technique imple 
mented according to preferred embodiments provides a very 
low pulse width and very low amplitude so that no perceptible 
stimulation will be delivered to a patient, including deep brain 
stimulation patients where the stimulation values are very low 
themselves. Moreover, filtering the differential voltages over 
a long period of time according to embodiments of the inven 
tion provides for very accurate impedance determinations, 
Such as within a few percent, and over a very large range. Such 
as over a range of from 100 Ohms to 5 kOhms. 

Aug. 25, 2011 

0073. It should be appreciated that in the foregoing imped 
ance testing may be utilized to provide an impedance value 
associated with an electrode or electrodes. Moreover, the 
foregoing impedance testing may be utilized in providing a 
broken circuit detector or other fault detector, such as by 
concluding that a broken circuit is present with respect to an 
electrode when an impedance value is determined to be 
excessively high and/or concluding that a short circuit is 
present with respect to an electrode when an impedance value 
is determined to be excessively low. The foregoing informa 
tion may be provided to a user, such as a patient or clinician, 
through output via a user interface of trial stimulator 110. 
0074 Embodiments of the present invention utilize 
impedance testing, Such as using the techniques described 
above, in providing system diagnostics. For example, upon 
power up, and/or at other appropriate times, trial stimulator 
110 may operate to provide system diagnostics to verify the 
operational status of aspects of system 100. Where a trial lead 
has been placed in a patient and a clinician is preparing to 
program trial stimulator 110 to provide stimulation, CPU 410 
may first operate to determine that the impedances associated 
with each electrode is within expected ranges, and thus that 
the electrodes are connected properly, that the lead is dis 
posed properly, that the patient is a suitable candidate for 
electrostimulation therapy, etcetera. 
(0075. According to a preferred embodiment, CPU 410 
controls interface control circuitry 450 to couplestimulation 
power source 470 to channels of multi-channel interface 460, 
and thus the corresponding electrodes. Specifically, elec 
trodes may be energized in bipole pairs (cathode and anode), 
“walking the test signals from bipole pair to bipole pair to 
obtain impedance information for each electrode and thereby 
test all the connections. For example, in determining system 
integrity a diagnostic algorithm may provide a test signal to 
channels 1 and 2 (corresponding to electrodes 1 and 2) 
wherein the electrodes are energized as bipoles (plus/minus), 
wherein this bipole energization is repeated for the other 
electrodes in bipole pairs (electrodes 2 and 3, electrodes 3 and 
4, etcetera). By measuring the impedance in each Such step, 
conclusions may be made with respect to each channel and 
associated electrode. For example, if an open circuit is 
detected with respect to channels 1 and 2 (electrodes 1 and 2), 
testing of channels 2 and 3 (electrodes 2 and 3) should provide 
information as to whether channel 1 (electrode 1) or channel 
2 (electrode 2) is the source of the open circuit. 
0076 CPU 410 may provide conclusions based upon 
impedances associated with an electrode being within an 
expected range (e.g., 200-3000 Ohms), too low, or too high. 
For example, if an impedance associated with an electrode is 
not within an expected range, a user interface of trial stimu 
lator 110 may provide a warning to the user, e.g., a clinician, 
and/or make Suggestions with respect to correcting the prob 
lem, e.g., Suggesting that the connections be checked, Sug 
gesting that the position of the lead be verified, etcetera. 
0077 Embodiments of the present invention are adapted 
to provide active discharge which respect to stimulation 
pulses in order to facilitate high pulse rate (high frequency) 
operation. For example, trial stimulator 110 of a preferred 
embodiment may be utilized to provide stimulation pulse 
frequencies anywhere in the range of from 2 Hz to 1200 Hz. 
However, the impedances associated with electrodes 
implanted in living tissue may be relatively high, Such as on 
the order of 1500 Ohms. In providing stimulation to the 
electrodes, DC current is preferably blocked to prevent tissue 
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damage, such as may result from electroplating. Accordingly, 
interface control circuitry 450 and/or multi-channel interface 
460 of preferred embodiments include DC blocking capaci 
tors with respect to each channel so that there is no net DC 
associated with the stimulation pulses. Accordingly, it should 
be appreciated that there will be a resistor/capacitor (RC) 
time constant associated with the stimulation circuit accord 
ing to embodiments. This RC time constant may be apprecia 
bly large because the pulses may be on the order of milliamps 
and the resistance may be relatively large. 
0078 Directing attention to FIG. 5A, a graph of a stimu 
lation signal associated with passive discharging of the fore 
going RC circuit is shown. In particular, passive discharge 
curve 501 represents the foregoing RC time constant, which if 
not allowed to reach a transient state will affect the subse 
quent stimulation pulse shape. From FIG. 5A it can be seen 
that passive discharging of the RC circuit may provide accept 
able results when stimulation pulses are spaced apart suffi 
ciently in time (e.g., low frequency stimulation, such as 250 
HZ or below). However, as stimulation pulses are moved 
closer and closer together in time, passive discharge curve 
501 will not be allowed to return to a transient state and, thus, 
subsequent stimulation pulses will be affected. 
0079 Embodiments of trial stimulator 110 provide for 
high frequency stimulation pulses. In particular, trial stimu 
lator 110 of a preferred embodiment provides for multi 
stimulation programs wherein stimulation parameter sets of 
multiple stimulation programs are interleaved on a pulse-by 
pulse basis. Even where a particular stimulation program 
provides for stimulation pulses with a frequency of 100 Hz (a 
relatively low frequency stimulation program), a multi 
stimulation program wherein 8 Such stimulation programs are 
interleaved on a pulse-by-pulse basis results in a stimulation 
pulse frequency of 800 Hz (a relatively high stimulation pulse 
frequency). 
0080 Active discharge is implemented according to 
embodiments of the present invention to facilitate high fre 
quency stimulation pulses. In providing active discharge 
according to embodiments, interface control circuitry 450 
couples stimulation power source 470 to channels of multi 
channel interface 460 such that current is driven in a first 
direction for a period of time, thereby providing a stimulation 
pulse, and then driven in a second, or reverse, direction for a 
period of time, thereby providing a discharge pulse. FIGS. 5B 
and 5C show graphs of stimulation signals associated with 
active discharging of the foregoing RC circuit. In particular, 
active discharge pulses 502 and 503 (of FIGS. 5B and 5C 
respectively) actively discharge the RC circuit, facilitating 
placing stimulation pulses closer together in time. 
0081. In order to provide complete discharge of the RC 
circuit, the energy of the discharge pulse (the area of the 
discharge pulse curves as shown in FIGS. 5B and 5C) is 
preferably equal to the energy of the proceeding stimulation 
pulse (the area of the stimulation pulse curves as shown in 
FIGS. 5B and 5C). However, as can be seen by discharge 
pulses 502 and 503, the pulse width and amplitude of the 
discharge pulses need not be the same as the pulse width and 
amplitude of the stimulation pulse. It should be appreciated 
that constant current stimulation implemented according to 
embodiments of the present invention simplifies implemen 
tation of active discharge as described above due to the pulse 
amplitudes (current) being known and constant. 
0082. According to a preferred embodiment, the ampli 
tude of a discharge pulse is Substantially minimized in order 
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to avoid its being perceived by the patient, or otherwise 
impacting the therapeutic effects of the stimulation pulse. 
Accordingly, where stimulation pulse frequency is lower, the 
pulse width of the discharge pulse may be lengthened (and 
correspondingly the amplitude of the discharge pulse may be 
decreased) as shown in FIG. 5C. However, as stimulation 
pulse frequency is increased, the pulse width of the discharge 
pulse may be shortened (and correspondingly the amplitude 
of the discharge pulse may be increased) as shown in FIG. 5B 
to facilitate stimulation pulses more closely spaced in time. 
I0083. The foregoing active discharge is implemented 
selectively, according to embodiments of the invention. For 
example, CPU 410 may operate to implement active dis 
charge when the frequency of energizing pulses exceeds a 
threshold, such as 200 Hz. Accordingly, where a stimulation 
program or multi-stimulation program provides stimulation 
pulses at a frequency of 200 Hz or below, passive discharge as 
shown in FIG. 5A may be used. CPU 410 of the illustrated 
embodiment may selectively implement different active dis 
charge modes. For example, a 1 to 4 energizing pulse to 
discharge driving pulse mode as illustrated in FIG. 5C may be 
implemented with respect to a first frequency range. Such as 
200 Hz to 500 Hz, and a 1 to 2 energizing pulse to discharge 
driving pulse mode as illustrated in FIG. 5B may be imple 
mented with respect to a second frequency range. Such as 500 
HZ to 1 OOOHZ. 

I0084 External interface platform 140, as may be used to 
interface with and/or control trial stimulator 110, may com 
prise any number of processor-based systems which provide 
Suitable input/output for providing a user interface as 
described herein and for interfacing with trial stimulator 110. 
For example, external interface platform 140 of embodiments 
of the present invention comprise a personal digital assistant 
(PDA), such as a pocket PC operable under control of the 
WINDOWSCE operating system, as are well known in the 
art. A PDA may provide a particularly desirable external 
interface platform because of their portability, their wide 
availability, their relatively versatile display and user input 
characteristics, their ability to be interfaced using a variety of 
media (whether wireless or wireline) and protocols, and their 
ability to be configured to provide dedicated operation (i.e., to 
the exclusion of other application programs) as an external 
interface according to the present invention. Accordingly, 
external interface platform 140 comprises a PDA operable 
under control of an instruction set defining operation as 
described herein, according to embodiments of the present 
invention. Of course, external interface platform 140 may 
comprise a processor-based system other than the aforemen 
tioned PDA. For example, external interface platform 140 of 
embodiments of the present invention comprises a general 
purpose portable computer system, Such as a notebook com 
puter operable under control of a WINDOWS, LINUX, MAC 
OS, UNIX, or operating system, and having an instruction set 
defining operation as described herein. According to alterna 
tive embodiments of the invention, external interface plat 
form 140 comprises a special purpose device. Such as may 
include application specific integrated circuits (ASICs), firm 
ware, etcetera, adapted to provide operation as described 
herein. 

I0085 Having described trial stimulator 110, lead cable 
assembly 120, lead 130, and external interface platform 140, 
of embodiments of the present invention, operation of trial 
stimulator system 100 in providing trial stimulation accord 
ing to embodiments of the invention shall be described. Trial 
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stimulator system 100 of embodiments of the present inven 
tion may be used in providing stimulation to a plurality of 
tissues and/or areas of the body, such as spinal cord stimula 
tion, deep brain stimulation, peripheral nerve stimulation, 
Vagas nerve stimulation, gastric stimulation, occipital nerve 
stimulation, Sacral root nerve stimulation, etcetera. Accord 
ingly, a user interface provided by trial stimulator 110 and/or 
external interface platform 140 provides multi-mode patient 
and/or clinician interfaces adapted to present an interface 
specific to a particular use. For example, although perhaps 
sharing a number of features and functions, separate patient 
and/or clinician interfaces for spinal cord stimulation and 
deep brain stimulation may be provided with respect to trial 
stimulator 110 and external interface platform 140. Utiliza 
tion of a particular mode may provide for different trial stimu 
lator operating characteristics, such as to implement Smaller 
or larger amplitude increments when adjusting a stimulation 
pulse amplitude parameter in the various modes of operation. 
I0086 Trial stimulator system 100 is adapted for use in a 
plurality of situations, including interoperative use and 
patient trial use. Accordingly, trial stimulator 110 of a pre 
ferred embodiment provides a user interface which is adapted 
for patient trial use. For example, trial stimulator 110 may 
provide an intuitive interface having graphical, textual, and/or 
aural prompting and simple user input. According to one 
embodiment, graphical displays such as may include a battery 
life indicator, Stimulation pulse amplitude and/or frequency, 
etcetera are provided to aid a user in readily interpreting the 
status of various aspects of a trial stimulator. Trial stimulator 
110 of a preferred embodiment provides a patient interface 
which appears and functions Substantially the same as a user 
interface of a pulse generator controller which will be used for 
controlling a pulse generator (implanted or otherwise) after 
the trial period, thereby allowing a patient to learn a single 
interface. 

0087 Embodiments of trial stimulator 110 additionally or 
alternatively provide a user interface which is adapted for 
clinician use. For example, a trial stimulator user interface 
configured according to embodiments of the invention may 
facilitate simplified use between a plurality of patients by 
automatically resetting stimulation parameter sets and/or 
other parameters to an initialization state (or perhaps query 
ing a clinician in this regard) when a clinician mode is 
entered. A clinician user interface of trial stimulator 110 may 
provide additional features, such as a compliance monitor, 
system diagnostic options, etcetera. For example, a compli 
ance monitor may record information with respect to the 
operation of a trial stimulator, including stimulation param 
eters, programs implemented, time and duration of operation 
of stimulation sets, etcetera, in order to allow a clinician to 
Subsequently determine if a patient has used the trial stimu 
lator according to a prescribed therapy, to diagnose a patient's 
reported indications, etcetera. Diagnostic options may facili 
tate a clinician verifying proper operation of various aspects 
of a trial stimulator, such as to implement the above described 
impedance testing techniques. Although such diagnostics 
may be implemented automatically, Such as on power up or 
upon entering a programming mode, the clinician user inter 
face may provide the results of Such diagnostics to the user. 
Moreover, such diagnostic routines may be implemented 
under control of a user, via the aforementioned user interface, 
Such as to facilitate testing of a lead and its electrodes when a 
pulse generator is being replaced at the end of its battery life. 
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Such diagnostics may allow a clinician to avoid the unneces 
sary replacement of a lead during the procedure. 
I0088 Full clinician user interface functionality, such as 
may include initialization, programming, monitoring, status 
reporting, etcetera, is preferably included within trial stimu 
lator 110. For example, a clinician interface incorporated 
within trial stimulator 110 of an embodiment may provide an 
interface which appears and functions Substantially the same 
as a clinician interface of a pulse generator controller which 
will be used for controlling a pulse generator (implanted or 
otherwise) after the trial period, thereby allowing a clinician 
to learn a single interface. 
I0089. In use, a clinician may insert lead 130 into a patient 
for which neurostimulation trial using trial stimulator 110 is 
desired. Lead 130 may be coupled to trial stimulator 110 via 
lead cable assembly 120. According to embodiments of the 
invention, trial stimulator 110 may remain outside of a sterile 
field associated with the patient by employing an extension 
cable portion of lead cable assembly which ends at connector 
122 and connector 121. In particular, lead cable assembly 120 
having the aforementioned extension cable portion included 
therewith provides a lead cable which is relatively long, such 
as on the order of 6 feet, to facilitate its being run beyond the 
drapes of a Surgical sterile field. 
0090. Once coupled to lead 130, a clinician may utilize 
keypads 111 and 113, display 112, and/or audio (not shown) 
of trial stimulator 110 to perform various functions, such as 
power up, diagnostics, patient initialization, stimulation 
parameter set programming, multi-stimulation program 
ming, etcetera. Of course, one or more of the foregoing may 
be performed without trial stimulator 110 being coupled to 
lead 130, if desired. 
0091. In operation according to a preferred embodiment, 
upon power up of trial stimulator 110 and/or when coupled to 
lead 130, when entering a clinician mode, diagnostic routines 
are preferably entered to provide impedance testing of the 
channels and associated electrodes. Accordingly, connection 
information, and perhaps alarms, may be provided to a clini 
cian or other user. Such information is particularly useful in 
providing programming of trial stimulator 110 because a 
connection between trial stimulator 110 and one or more of 
electrodes 131 may be missed, such as by misalignment of 
contacts 132 in quick connect assembly 124, resulting in a 
clinician believing that a patient is being stimulated when in 
fact the patent is not. With the foregoing impedance check, it 
can be confirmed that the stimulation pulses are in fact mak 
ing it into the patient's body. Additionally or alternatively, the 
foregoing impedance information may be utilized to deter 
mine if the patient is a good candidate for electrostimulation, 
Such as where the electrodes are disposed in a particularly 
high impedance spot making the patient poorly Suited for 
electrostimulation using an implantable generator (although 
perhaps a RF generator having a larger battery capacity may 
still provide suitable operation). 
0092 Additionally or alternatively, entry of a clinician 
mode trial stimulator 110 queries the clinician as to whether 
a new patient is trialing the stimulator so as to facilitate 
simplified resetting parameters as well as to ensure that a 
previous patient's stimulation programs are not accidentally 
implemented with respect to a Subsequent patient. 
0093. In clinician mode, a clinician may set/adjust the 
parameters of a stimulation program or programs. For 
example, a clinician may set amplitude, pulse width, fre 
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quency, and electrodes to create one or more stimulation 
parameter sets of a stimulation program or multi-stimulation 
program. 
0094. A clinician interface of trial stimulator 110 may 
provide for selection of amplitude with respect to any elec 
trode through programming a constant current source. 
According to a preferred embodiment, multiple ranges of 
amplitude are selectable, each of which provides multiple bits 
of amplitude resolution. For example, three amplitude ranges, 
such as from 0 to 6.125 milliamps, from 0 to 12.25 milliamps, 
and from 0 to 25.5 milliamps. According to an embodiment, 
each amplitude provides 256 bits of resolution. Accordingly, 
the 6.125 milliamp range provides for increments of 0.025 
milliamps, the 12.25 milliamp range provides for increments 
of 0.05 milliamps, and the 25.5 milliamp range provides for 
increments of 0.1 milliamps. Selection of the appropriate 
amplitude range and step size may be made by selecting the 
indication the trial stimulator is being used for. For example, 
selecting “deep brain stimulation” may select the 0 to 12.25 
milliamp range and provide for 0.05 milliamp adjustment 
increment steps, while selecting 'spinal cord stimulation” 
may select the 0 to 25.5 milliamp range and provide for 0.1 
milliamp adjustment increment steps. 
0095 Pulse width with respect to any electrode as select 
able through a clinician interface of trial stimulator 110 of an 
embodiment may provide a range of pulse widths from 20 
microseconds to 500 microseconds, although alternative 
embodiments provide for pulse widths in the range of 10 
microseconds to 1000 microseconds. The ranges of pulse 
widths made available according to embodiments of the 
invention may be adjusted based upon the particular type of 
stimulation being implemented, e.g., spinal cord stimulation, 
deep brain stimulation, etcetera. Trial stimulator 110 of an 
embodiment provides pulse width selection resolution of 10 
microsecond, although other pulse width resolutions may be 
implemented according to the concepts of the invention. 
0096 Frequency with respect to any electrode as select 
able through a clinician interface of trial stimulator 110 of an 
embodiment may provide a range of frequencies from 2 to 
1200 Hz. According to embodiments of the invention, fre 
quency selection step sizes provided by a clinician interface 
are adjusted to correspond to a frequency range of the stimu 
lation pulse. For example, when a stimulation pulse fre 
quency is low, frequency selection step sizes may be Small, 
e.g., 2 HZ, whereas when a stimulation pulse frequency is 
higher, frequency selection step sizes may be larger, e.g., 10 
HZ, and so on. According to a preferred embodiment, fre 
quency step sizes go from 2 to 250 Hz in 2 Hz steps, from 250 
to 500 Hz in 5 Hz steps, and from 500 to 1200 Hz in 10 HZ 
steps. 
0097 Embodiments of trial stimulator 110 implement 
active discharge as described above when stimulation pulse 
frequencies exceed a threshold. For example, when a stimu 
lation frequency, whether associated with a single stimulation 
program or a multi-stimulation program, exceeds 250 Hz, 
active discharge is implemented. 
0098. The foregoing clinician functions, as well as addi 
tional clinician functions well known in the art, are preferably 
provided by a clinician interface of trial stimulator 110 in a 
format corresponding to a clinician interface of a pulse gen 
erator expected to be used long term by the patient. Accord 
ingly, a clinician may be enabled to use the foregoing inter 
face without substantial or additional training. However, in 
order to facilitate an intuitive patient interface and full fea 
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tured and intuitive clinician interface without presenting a 
number of inputs and/or outputs which, although present in a 
patient trial mode, are not used by a patient, embodiments of 
the present invention implement an external clinician inter 
face as provided by external interface platform 140. 
0099. According to embodiments of the invention, exter 
nal interface platform 140 couples to trial stimulator 110 and 
allows the clinician to take control of trial stimulator 110 
using external interface platform 140. Accordingly, although 
a clinician may be enabled to access all features and functions 
through manipulation of an interface integral with trial stimu 
lator 110, a more robust interface, perhaps using enhanced 
graphics, color, Sound, speech recognition, etcetera, may be 
provided to a clinician using external interface platform 140. 
0100 External interface platform 140 of a preferred 
embodiment operates under control of trial stimulation soft 
ware to define operation as described herein. For example, 
menus may be presented to access various functions as 
described above with respect to a clinician interface of trial 
stimulator 110. However, external interface platform 140 
preferably utilizes resources thereof to provide enhanced 
input/output. For example, in implementing the aforemen 
tioned diagnostic modes, external interface platform 140 may 
present the impedance ranges of each electrode in graphical 
form, or some other easily understood format. Moreover, 
additional processing may be provided by external interface 
platform 140. Such as to place information in spreadsheets, to 
compile graphs, to analyze data, keep patient records, etcet 
Ca 

0101 Additionally or alternatively, external interface plat 
form 140 of embodiments may provide processing to Supple 
ment or replace that of trial stimulator 110 when coupled 
thereto. For example, the aforementioned techniques for 
determining impedances of electrodes may be sufficiently 
processor intensive to require appreciable time in completing 
diagnostics by trial stimulator 110. Accordingly, when 
coupled to external interface platform 140 the processing 
power of the external interface platform may be utilized to 
complete such diagnostic processing more rapidly. 
0102) A holster or housing is preferably provided for use 
by a clinician when external interface platform 140 is coupled 
to trial stimulator 110. For example, a piggyback holster 
arrangement, wherein a single holster assembly holds both 
trial stimulator and external interface platform 140 in a back 
to-back configuration facilitates the holding together of the 
foregoing devices for simplified use in the operating room. 
Preferably, such a piggyback holster provides protection of 
trial stimulator 110, such as to cover one or more key pad 
buttons, display, interface ports, etcetera for which access is 
not needed during programming or clinician trial. However, 
interfaces such as interface 221 and 114 are preferably unob 
structed by the aforementioned piggyback holster configura 
tion to facilitate coupling of trial stimulator 110 to lead cable 
assembly 120 and to external interface platform 140. Addi 
tionally, a preferred embodiment of a piggyback holster pro 
vides a gap to facilitate wrapping of excess cable, e.g., excess 
portions of lead cable assembly 120, around the holster while 
trial stimulator 110 and external interface platform 140 are in 
US 

0103. After having been programmed by a clinician, trial 
stimulator 110 is preferably made available for trial by a 
patient. Accordingly, where external interface platform 140 
has been used in programming, external interface platform 
140 is preferably uncoupled from trial stimulator 110. Like 
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wise, the aforementioned piggyback holster may also be 
removed. Because the patient is unlikely to need the length of 
lead cable used by a clinician, an extension portion of lead 
cable assembly 120 may be removed such that connector 123 
is directly interfaced with trial stimulator 110. Accordingly, a 
patient need not deal with an excessive amount of lead cable 
being coiled during a patient trial according to embodiments 
of the invention. 
0104. A holster or other housing is preferably provided to 
facilitate a patient's trial of the stimulator. For example, a 
protective holster having a clip which rotates 180 degrees 
may be provided to hold trial stimulator 110 on an article of 
clothing for patient access. The holster may provide a keypad 
cover to protect accidental keypad presses, preferably leaving 
particular keys available, such as stimulation off, increase/ 
decrease stimulation amplitude, or other keys typically 
accessed in normal use. 
0105. Although the present invention and its advantages 
have been described in detail, it should be understood that 
Various changes, substitutions and alterations can be made 
herein without departing from the invention as defined by the 
appended claims. Moreover, the scope of the present appli 
cation is not intended to be limited to the particular embodi 
ments of the process, machine, manufacture, composition of 
matter, means, methods and steps described in the specifica 
tion. As one will readily appreciate from the disclosure, pro 
cesses, machines, manufacture, compositions of matter, 
means, methods, or steps, presently existing or later to be 
developed that perform substantially the same function or 
achieve substantially the same result as the corresponding 
embodiments described herein may be utilized. Accordingly, 
the appended claims are intended to include within their 
Scope such processes, machines, manufacture, compositions 
of matter, means, methods, or steps. 

1.-6. (canceled) 
7. A system adapted for spinal cord stimulation (SCS) of a 

patient, the system comprising: 
a plurality of stimulation leads with each stimulation lead 

comprising a plurality of electrodes adapted for implan 
tation within the epidural space of the patient; 

a pulse generator for generating stimulation pulses for 
delivery to tissue of the patient through electrodes of the 
plurality of stimulation leads, wherein (i) the pulse gen 
erator is adapted to provide thirty-two (32) independent 
output channels, and (ii) the pulse generator comprises a 
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plurality of ports with each port adapted for electrical 
connection to a distinct subset of the thirty-two indepen 
dent output channels; and 

at least one splitter adapter, wherein the at least one splitter 
adapted to connect with one of the plurality of ports and 
to provide electrical connection to at least two of the 
plurality of stimulation leads, wherein each port com 
prises a greater number of output channels than a num 
ber of electrodes disposed on each of the at least two of 
the plurality of stimulation leads: 

a programmer device for communication with the pulse 
generator, wherein the programmer device is adapted to 
receive input data from a user that identifies specific lead 
types of the at least two of the plurality of stimulation 
leads selected for coupling to the at least one splitter 
adapter. 

8. The system of claim 7 wherein the pulse generator is 
adapted to provide active discharge of coupling capacitors of 
the pulse generator by (i) omitting active discharge pulses for 
stimulation pulse frequencies under a first frequency (ii) pro 
vide active discharge pulses with a first pulse width ratio 
above the first frequency and below a second frequency, and 
(iii) provide active discharge pulses with a second pulse width 
ratio above the second frequency. 

9. The system of claim 7 wherein the pulse generator is 
capable of providing pulse frequencies of 2 Hz to 1200 Hz. 

10. The system of claim 7 wherein pulse frequencies of 
operation of the pulse generator are selected according to a 
first frequency step size for pulse frequencies below a first 
frequency and according to a second frequency step size for 
pulse frequencies above the first frequency. 

11. The system of claim 7 wherein the pulse generator is 
capable of generating stimulation pulses according to a first 
frequency range for perception by the patient and the pulse 
generator is capable of generating stimulation pulses in a 
kilohertz range for pulses that are not perceptible by the 
patient. 

12. The system of claim 7 wherein (i) the pulse generator is 
a constant current pulse generator, (ii) the pulse generator is 
adapted to monitor energy usage for pulses generated accord 
ing to respective stimulation sets, and (iii) the pulse generator 
is operable, according to programmable limit parameters, to 
limit increased energy usage by a respective stimulation set 
caused by an increase in impedance for one or more elec 
trodes of the respective stimulation set. 

ck 


