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Description

Area of Invention

[0001] The invention generally relates to the field of
floor panels with mechanical locking systems with a flex-
ible and displaceable tongue allowing easy installation.
The invention provides a new installation methods.

Background of the Invention

[0002] In particular, yet not restrictive manner, the in-
vention concerns a mechanical locking system for rec-
tangular floor panels with long and short edges. It should
be emphasized that long and short edges are only used
to simplify the description. The panels could also be
square. However, the invention is as well applicable to
building panels in general. More particularly the invention
relates to the type of mechanically locking systems which
allow that all four edges of a panel could be locked to
other panels by a single angling action comprising a flex-
ible or partly flexible and displaceable tongue or a flexible
locking strip in order to facilitate the installation of building
panels.
[0003] A floor panel of this type is presented in
WO2006/043893, which discloses a floor panel with a
locking system comprising a locking element cooperating
with a locking groove, for horizontal locking, and a flexible
tongue cooperating with a tongue groove, for locking in
a vertical direction. The flexible tongue bends in the hor-
izontal plane during connection of the floor panels and
makes it possible to install the panels by vertical folding
or solely by vertical movement. By "vertical folding" is
meant a connection of three panels where a first and
second panel are in a connected state and where a single
angling action of a new panel referred to as the "folding
panel", connects two perpendicular edges of the new
panel, at the same time, to the first and second panel.
Such a connection takes place for example when a long
edge of the first panel in a first row is already connected
to a long edge of a second panel in a second row. The
new folding panel is then connected by angling to the
long edge of the first panel in the first row. This specific
type of angling action, which also connects the short edge
of the new folding panel and second panel, is referred to
as "vertical folding". The short edges are gradually folded
together and locked from one edge part to the other as
scissors when the panel is angled down to the subfloor.
It is also possible to connect two panels by lowering a
whole panel solely by vertical movement against another
panel. This specific type of locking is referred to as "ver-
tical locking" A first row in a flooring system, which is
designed to be locked with vertical folding, is often con-
nected with a vertical locking where one short edge is
pressed down vertically towards an another short edge.
The other rows are connected with vertical folding. It is
also possible to install a complete floor by connecting a
row with vertical locking. The whole row is then connected

to a previous installed row by angling.
[0004] Similar floor panels are further described in
WO2003/016654, which discloses locking system com-
prising a tongue with a flexible tab. The tongue is extend-
ing and bending essentially in a vertical direction and the
tip of the tab cooperates with a tongue groove for vertical
locking.
[0005] WO 01/51732 A1 relates to panel elements for
forming a floor covering. The panel elements comprises
connecting means in the form of a tongue and groove
joint. The tongue interacts with the groove in such a way
that two interconnected panel elements are protected
against separating forces.
[0006] WO 01/02670 A1 relates to a floor panel fas-
tening system using retaining profiles. Mutually matching
retaining profiles have complementary hook elements
that can be hooked into one another. The hook elements
have retaining surfaces by means of which the panels
are held against each other when mounted for the for-
mation of a gap-free surface.
[0007] Vertical locking and vertical folding of this type
creates a separation pressure at the short edges when
the flexible tongue or flexible parts of the tongue are dis-
placed horizontally during the angling of the long edges.
The inventor has analysed several types of floor panels
and discovered that there is a considerable risk that the
short edges could be pushed away from each other dur-
ing installation and that a gap could occur between the
edge portions of the short edges. Such a gap could pre-
vent further installation and the floor panels will not be
possible to connect. It could also cause serious damage
to the locking system at the short edges. Pushing the
floorboards sideways towards the short edges during in-
stallation could prevent the gap. Such an installation
method is however complicated and difficult to use since
three actions have to be combined and used simultane-
ously in connection with angling down of the long edges
as described below.

a) The edges of a new floor panel has to be brought
in contact with a first floor panel laying on the floor
and the long edge of the new panel has to be pressed
forward in angled position towards the first panel

b) The new panel has to be displaced sideways, in
the pressed and angled up position, and pressed
sideways against a short edge of a second panel
laying on the floor in order to counteract the counter
pressure of the tongue

c) The new panel must finally be angled down to the
floor and the forward and sideways pressure must
be maintained during the angling action.

[0008] The inventor has discovered that separation
and installation problems often occur when the panels
have a small thickness and small compact locking sys-
tems on the long edges or when the panel core comprise
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a material with smooth surfaces such as high density
fibreboard (HDF). Such problems could also occur when
the panels are short or in connection with the installation
of the first or last panel in each row since such installation
is generally made with panels which are cut to a smaller
length in order to adapt the floor to the wall position. Sep-
aration problems are of course extremely difficult to han-
dle in any type of panels using locking systems with a
strong flexible tongue that creates a substantial horizon-
tal separation pressure during the vertical folding. Such
strong tongues are very important in many applications
where a high quality vertical connection is required and
panels with such flexible tongues are very difficult to in-
stall with the known installation methods. The invention
aims to solve separation problems in flooring which is
intended to be installed with vertical folding or vertical
locking.

Definition of Some Terms

[0009] In the following text, the visible surface of the
installed floor panel is called "front face", while the oppo-
site side of the floor panel, facing the sub floor, is called
"rear face". The edge between the front and rear face is
called "joint edge". By "horizontal plane" is meant a plane,
which extends parallel to the outer part of the surface
layer. Immediately juxtaposed upper parts of two adja-
cent joint edges of two joined floor panels together define
a "vertical plane" perpendicular to the horizontal plane.
[0010] By "joint" or "locking system" are meant co-act-
ing connecting means, which connect the floor panels
vertically and/or horizontally. By "mechanical locking sys-
tem" is meant that joining can take place without glue.
Mechanical locking systems can in many cases also be
combined with gluing. By "integrated with" means formed
in one piece with the panel or factory connected to the
panel.
[0011] By a "flexible tongue" is meant a separate
tongue which has a length direction along the joint edges
and which is forming a part of the vertical locking system
and could be displaced at least partly horizontally during
locking. The whole tongue could for example be benda-
ble or it could have flexible and resilient parts that can
be bend to a locked position or that could bent and spring
back to its initial position.
[0012] By "angling" is meant a connection that occurs
by a turning motion, during which an angular change oc-
curs between two parts that are being connected, or dis-
connected. When angling relates to connection of two
floor panels, the angular motion takes place with the up-
per parts of joint edges at least partly being in contact
with each other, during at least part of the motion.
[0013] By an "angling locking system" is meant a me-
chanical locking system which could be connected ver-
tically and horizontally with angling comprising a tongue
and a groove that locks two adjacent edges in a vertical
direction and a locking strip with a locking element in one
edge of a panel called "strip panel" that cooperates with

a locking groove on another edge of a panel called
"groove panel" and locks the edges in a horizontal direc-
tion. The locking element and the locking groove have
generally rounded guiding surfaces that guide the locking
element into the locking groove and locking surfaces that
locks and prevents horizontal separation between the
edges.
[0014] With "installation angle" is meant the generally
used angel between two panels which are in the initial
stage of an angling installation when one panel is in an
upwardly angled position and pressed with its upper edge
against the upper edge of another panel laying flat on
the sub floor. The installation angle is generally about 25
degrees and in this position there is only two contact
points between the strip panel and the groove panel. In
very special cases, where there may be more than two
contact points between the connectors, the installation
angle is higher then 25 degrees.
[0015] With "three point contact angle" is meant the
angle between two floor panels during angling when
there are at least three contact points between parts of
the locking system.
[0016] With "contact angle" is meant the angle of the
folding panel when the short edge of one panel is brought
in the initial contact with the part of the flexible tongue
which is intended to be displaced horizontally and which
is active in the vertical locking at the short edges.
[0017] With "guiding angle" is meant the angle be-
tween two floor panels during angling when guiding sur-
faces of the locking element on the locking strip and/or
on the locking groove are in contact with each other or
with the upper part of the locking element or the lower
part of the locking groove respectively. Guiding surfaces
are often rounded or bevelled parts that during angling
press the upper edges of the panels towards each other
and facilitate the insertion of the locking element into the
locking groove. Most locking systems on the market have
a guiding angle of about 5 degrees
[0018] With "locking angle" is meant the angle between
two floor panels at a final stage of an angling action when
the active locking surfaces on the locking element and
the locking groove are in an initial contact with each other.
Most locking systems have locking angles of about 3 de-
grees or lover.
[0019] With "friction angle" is meant the angle when a
friction along long edges increase considerably during
angling from an installation angle due to the fact that more
than two contact points are active in an angling locking
system and counteracts displacement along the long
edges.
[0020] With "tongue pressure" is meant the pressure
in N when a tongue is in a predetermined position. With
"maximum tongue pressure" is meant the pressure of the
tongue when it is in the inner position during vertical fold-
ing and with " tongue pre tension" is meant the tongue
pressure in locked position when the tongue presses
against a part of the tongue groove.
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Summary of the Invention

[0021] The present invention aims at a set of floor pan-
els or a floating flooring with a mechanical locking system
which will improve installation of floor panel installed with
vertical folding and which will counteract or prevent sep-
aration of the short edges during installation. More pre-
cisely, the invention relates to an installation method as
defined in claim 1. Preferred embodiments are defined
in the dependent claims.
[0022] The invention is based on a first basic under-
standing that such separation problems are mainly relat-
ed to the locking system at the long edges. All known
locking systems, that are used to lock panels with angling,
are very easy to displace along the joint when the floor
panels are in an initial angled position in relation to each
other. The friction increases considerably at a low angle,
when the floor panels are almost in a locked position.
This means that the friction between the long edges is
not sufficient to prevent displacement of the short edges
during the initial stage of the vertical folding when the
angle is high and when a part of the flexible tongue has
to be pressed horizontally in order to allow the vertical
folding. The friction between long edges will in most lock-
ing systems increase at a low angle but this is a disad-
vantage since the short edges could already have been
separated and the locking system on the short edge is
not capable to overcome the friction in a low angle and
to pull together the short edges. The separation makes
installation more complicated since panels have to be
angled and pressed sideway during installation and there
is a considerable risk that the locking system on the short
edge will be damaged.
[0023] The main objective of the invention is to solve
the separation problem between the short edges by, con-
trary to the present technology, increasing the friction
between the long edges, when the long edges are in an
angled position and prior to their final locked position.
The increased friction between the long edges could
counteract or even prevent displacement along the joint
of the long edges during the vertical folding when the
flexible tongue is pressing the floor panels away from
each other and it could counteract or even completely
prevent separation of the short edges during such instal-
lation.
[0024] The invention is based on a second understand-
ing that the combined function of the long edge locking
system and the short edge locking system is essential in
a floor, which is designed to be installed with vertical fold-
ing. Long and short edge locking systems should be
adapted to each other in order to provide a simple, easy
and reliable installation.
[0025] The invention provides for new embodiments
of locking systems at long and short edges according to
different aspects offering respective advantages. Useful
areas for the invention are floor panels of any shape and
material e.g. laminate; especially panels with surface ma-
terials contain thermosetting resins, wood, HDF, veneer

or stone.
[0026] The invention comprises according a first prin-
ciple floor panels with long edges having a locking system
that at an angle, larger than used by the present known
technology, counteracts displacement along the joint
when panels are connected with vertical folding.
[0027] According to one embodiment of the first prin-
ciple, not forming part of the invention, it is provided a
set of essentially identical floor panels each comprising
long and short edges and provided with first and second
connectors integrated with the floor panels. The connec-
tors are configured to connect adjacent edges. The first
connector comprises a locking strip with an upwardly di-
rected locking element at an edge of one floor panel and
a downwardly open locking groove at an adjacent edge
of another floor panel for connecting the adjacent edges
horizontally in a direction perpendicular to the adjacent
edges. The second connector comprises a tongue at an
edge of one floor panel, extending horizontally perpen-
dicular to the edge and a horizontally open tongue groove
in an adjacent edge of another floor panel for connecting
the adjacent edges in vertical direction. The connectors
at the long edges are configured to be locked with angling
and the connectors at the short edge are configured to
be locked with vertical folding. A long edge of a new panel
in a second row is configured to be connected to a long
edge of a first panel in a first row by angling. A short edge
of the new panel and a short edge of a second panel in
a second row are configured to be connected with the
same angle motion. The connectors of the long edges
have at least three separate contact points or contact
surfaces between adjacent parts of the connectors when
the new panel is pressed with its upper edge against the
upper edge of the first panel at an angle against the prin-
cipal plane of at least 10 degrees.
[0028] As the floor panel according to the first principle
is provided with long edges which at an angling angle of
10 degrees have three contact points, a considerable
friction between long edges will be created and this fric-
tion will counteract or prevent displacement of the short
edges caused by the pressure of the tongue during the
vertical folding. The advantage is that the flexible tongue
could be formed and positioned on the short edge with
an initial contact point which is located close to the long
edge, for example at a distance of about 15 mm from the
long edge, and this will allow a vertical locking over a
substantial length of the short edge.
[0029] Improved installation function could be obtained
in some embodiments if the three point contact angle is
greater than 10 degrees, preferably 15 degrees or higher.
In other embodiments, more than 18 or even more than
20 degrees are required to obtain an easy installation.
[0030] According to a second principle, the position
and shape of a preferably flexible tongue at the short
edge and the locking system on the long edges are such
that the friction along the long edges will increase when
the panel is angled downwards from an installation angle
to a contact angle when the flexible tongue due to the
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vertical folding action will come into initial contact with
the adjacent short edge and when further angling will
cause a first flexible edge of the flexible tongue to be
displaced horizontally and to create a horizontal separa-
tion pressure of the short edges.
[0031] According to an embodiment of this second
principle, it is provided for a set of essentially identical
floor panels each comprising long and short edges and
provided with first and second connectors integrated with
the floor panels. The connectors are configured to con-
nect adjacent edges. The first connector comprises a
locking strip with an upwardly directed locking element
at an edge of one floor panel and a downwardly open
locking groove at an adjacent edge of another floor panel
for connecting the adjacent edges horizontally in a direc-
tion perpendicular to the adjacent edges. The second
connector comprises a tongue at an edge of one floor
panel, extending horizontally perpendicular to the edge
and a horizontally open tongue groove in an adjacent
edge of another floor panel for connecting the adjacent
edges in vertical direction. The connectors at the long
edges are configured to be locked with angling and the
connectors at the short edge are configured to be locked
with vertical folding. A long edge of a new panel in a
second row is configured to be connected to a long edge
of a first panel in a first row by angling. A short edge of
the new panel and a short edge of a second panel in a
second row are configured to be connected with the same
angle motion. The tongue at the short edges is made of
a separate material, connected to a connection groove
and has a flexible part with an edge section located clos-
est to the long edge of the first panel. The edge section
is configured to be displaced horizontally during the fold-
ing and to cooperate with the tongue groove of an adja-
cent short edge for locking the floor panels together in a
vertical direction. The first and second connectors on the
long edges are configured such that a friction force along
the long edges is lower in an installation angle than in a
contact angle when the panels are pressed against each
other with the same pressure force and with the upper
joint edges in contact. The installation angle is 25 degrees
and the contact angle is a lower angle corresponding to
an initial contact between the edge section and the ad-
jacent short edge.
[0032] The increased friction between the long edges
at the contact angle could be obtained in many alternative
ways for example by increasing the pressure between
contact points and/or by increasing the size of contact
surfaces at the contact points between the first and sec-
ond connections and/or by increasing the contact points
from 3 to 4.
[0033] According to a third principle a locking system
is provided on the long edges with friction means such
that the friction will be high along the long edges in an
angled position when there are only two contact points
between the connectors on the long edges.
[0034] According an embodiment of this third principle
it is provided for a set of essentially identical floor panels

each comprising long and short edges and provided with
first and second connectors integrated with the floor pan-
els. The connectors are configured to connect adjacent
edges. The first connector comprises a locking strip with
an upwardly directed locking element at an edge of one
floor panel and a downwardly open locking groove at an
adjacent edge of another floor panel for connecting the
adjacent edges horizontally in a direction perpendicular
to the adjacent edges. The second connector comprises
a tongue at an edge of one floor panel, extending hori-
zontally perpendicular to the edge and a horizontally
open tongue groove in an adjacent edge of another floor
panel for connecting the adjacent edges in vertical direc-
tion. The connectors at the long edges are configured to
be locked with angling and the connectors at the short
edge are configured to be locked with vertical folding. A
long edge of a new panel in a second row is configured
to be connected to a long edge of a first panel in a first
row by angling. A short edge of the new panel and a short
edge of a second panel in a second row are configured
to be connected with the same angle motion. The tongue
at the short edges is made of a separate material, con-
nected to a connection groove and has a flexible part
which is configured to be displaced horizontally during
the folding and to cooperate with the tongue groove of
an adjacent short edge for locking the floor panels to-
gether in a vertical direction. The first and second con-
nectors on the long edges comprise friction means con-
figured to increase friction along the long edges when
the panels are in an angle where there are only two con-
tact points between the first and second connectors.
[0035] The friction means could or could not be active
at lower angles when there are three or more contact
points in the locking system.
[0036] The third principle offer the advantages that fric-
tion along the long edges could be high even at a high
angle for example at the installation angle and this could
be used in connection with an installation method where
an edge of the flexible tongue is compressed by the dis-
placement of the long edge during an initial stage of the
vertical folding as shown in figures 4b and 4c. The friction
means will prevent or counteract displacement along the
long edges and separation of the short edges during ver-
tical folding.
[0037] Such friction means could comprise mechani-
cally formed devices as for example small protrusions
formed by rotating tools or pressure wheels on parts of
the locking system for example on the tongue and/or on
the locking strip. They could also comprise chemicals or
small particles, which are applied in the locking system
in order to increase friction along the long edges.
[0038] According to a fourth principle, not forming part
of the invention, a flooring system with a locking system
on the long and short edges is provided where the floor
panels could be locked with vertical folding and where
the position, shape and material properties of a prefera-
bly flexible tongue on the short edge is combined with a
long edge locking system comprising connectors which
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allow that a floor panel cut to a length of 20 cm could be
connected to an other panel in the same row with vertical
folding and that the friction between the long edges will
prevent separation of the short edges.
[0039] According to one embodiment of this fourth prin-
ciple a set of essentially identical floor panels each com-
prising long and short edges and provided with first and
second connectors integrated with the floor panels. The
connectors are configured to connect adjacent edges.
The first connector comprises a locking strip with an up-
wardly directed locking element at an edge of one floor
panel and a downwardly open locking groove at an ad-
jacent edge of another floor panel for connecting the ad-
jacent edges horizontally in a direction perpendicular to
the adjacent edges. The second connector comprises a
tongue at an edge of one floor panel, extending horizon-
tally perpendicular to the edge and a horizontally open
tongue groove in an adjacent edge of another floor panel
for connecting the adjacent edges in vertical direction.
The connectors at the long edges are configured to be
locked with angling and the connectors at the short edge
are configured to be locked with vertical folding. A long
edge of a new panel in a second row is configured to be
connected to a long edge of a first panel in a first row by
angling. A short edge of the new panel and a short edge
of a second panel in a second row are configured to be
connected with the same angle motion. The tongue at
the short edges is made of a separate material, connect-
ed to a connection groove and has a flexible part which
is configured to be displaced horizontally during the fold-
ing and to cooperate with the tongue groove of an adja-
cent short edge for locking the floor panels together in a
vertical direction. The connectors on long and short edg-
es are configured such that the second and new panel,
whereby one of said panels, cut to a length of about 20
cm, is not displaced away from the other panel when said
panels are in a contact position at an installation angle
and during the vertical folding.
[0040] The fourth principle offer the advantages that
floor panels with such a locking system could be installed
with high precision and that separation of short edges
will not take place even when panels are cut to small
pieces and installed as a first or a last panels in a row. A
separation of some 0,01 mm could be sufficient to create
problems and undesired gaps, which could be visible in
a floor surface or where moisture could penetrate into
the joint.
[0041] One object of the invention is to provide an in-
stallation method to connect floor panels with vertical
folding. The panels have an angling locking system on
the long edges and a vertical folding system on the short
edges for locking the panels vertically and horizontally,
whereby a first and a second panel are laying flat on a
sub floor with the long edges connected to each other,
characterized in that the method comprises the steps of

a) bringing a long edge of an angled new panel in
contact with the upper part of a long edge of the first

panel and

b) bringing a short edge of the new panel in contact
with a short edge of the second panel, whereby the
new panel is maintained in this position by the locking
system on the long and/or short edges,

c) pressing a short edge section of the new panel
downwards towards the sub floor and thereby con-
necting the first, second and third panel to each other
with vertical folding

[0042] This installation method allows that floor panels
will be maintained in an angled up position by for example
the upper part of a locking element and the lower part of
a locking groove. This will facilitate installation since the
installer could change hand position from bringing a pan-
el into an installation angle and then to a position suitable
to press down the short edge section of this panel towards
the sub floor. The advantage is that the combined actions
of pressing together upper edges in an angle, pressing
the panel sideways to avoid separation of short edges
and folding down the panel to the floor, could be avoided
and replaced by three separate and independent actions.
[0043] A third objective, not forming part of the inven-
tion, is to provide new locking system or combinations of
locking systems that could be used on long and/or short
edges and that are especially designed to reduce sepa-
ration problems. These locking systems could of course
be used separately to connect any type of floorboards or
building panels on short and/or long edges.
[0044] According to a first aspect of this third objective
a flexible tongue is provided that comprises two flexible
parts, an inner flexible part which is located in an inner
part of a displacement groove and an outer flexible part
located at the outer part of the displacement groove and
that locks into a tongue groove of an adjacent edge of
another panel. The inner part is preferably more flexible
than the outer part and could preferably be displaced to
a greater extent than the outer more rigid part that locks
the panels vertically. According to this aspect, it is made
possible to combine strength and low displacement re-
sistance.
[0045] According to a second aspect of this third ob-
jective a short edge locking system with a preferably flex-
ible tongue is combined with a compact tongue lock sys-
tem that could be locked with angling. Such a locking
system is cost effective and the geometry is favourable
and could be used to design a locking system that creates
considerable friction along the long edge during angling.
Such a tongue lock could replace the long edge locking
system with a protruding strip in all principles and meth-
ods described above. This embodiment has a first con-
nector which comprises a tongue with an upwardly di-
rected locking element at an upper part of the tongue at
an edge of one floor panel and a second connector com-
prising a downwardly extending locking groove located
in an undercut tongue groove at an adjacent edge of an-
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other floor panel for connecting the adjacent edges hor-
izontally and vertically. The connectors at the long edges
are even in this embodiment configured to be locked with
angling and the connectors at the short edge are config-
ured to be locked with vertical folding. As an example it
could be mentioned that according to the first principle,
the connectors of the long edges have at least three sep-
arate contact points or contact surfaces between adja-
cent parts of the connectors when the new panel is
pressed with its upper edge against the upper edge of
the first panel at an angle against the principal plane of
at least 10 degrees.
[0046] According to a third aspect of this third objective
a short edge locking system with a preferably flexible
tongue is provided which counteracts or prevents dis-
placement of the long edges during vertical folding. The
locking system comprises, as described before, a strip
with a locking element and a separate flexible tongue in
a strip panel, a tongue groove and a locking groove in
the folding panel. The locking surface of the locking
groove is essential vertical and parallel with the vertical
plane VP and has preferably a height, which is at least
0,1 time the floor thickness. The locking system is pref-
erably designed such that the locking element with its
upper part of the locking surface is in contact with the
lower part of the locking surface of the locking groove in
a locking angle when there are no contacts between the
fold panel and the flexible tongue. The essentially vertical
locking surface will prevent separation when the tongue
during further angling is in contact with the fold panel. A
part of the locking surfaces are in a preferred embodiment
located on a protrusion and in a cavity.
[0047] It is obvious that two or more or even all of the
principles described above could be combined and that
all embodiments of locking systems described in this ap-
plication could be used in combinations or independently
to connect long and/or short edges. The figures are only
used to show examples of different embodiments, which
could be used in various combinations on long and short
edges in a same panel type or in different panel types
intended to be connected to each other. All locking sys-
tems on long and/or short edges of a panel could be
formed in one piece with the core or they could comprise
separate materials, for example a separate tongue
and/or strip, which could be integrated with the floor panel
or connected during installation. Even the locking groove
and/or the tongue groove could be made of separate ma-
terials. This means that the invention also comprises one
piece locking systems on the short edges where parts of
the locking system, such as for example the tongue
and/or the strip and/or the locking element, are flexible
and preferably comprise wood fibre based material, for
example HDF, and which could be locked by vertical fold-
ing, provided that such locking systems create a sepa-
ration force during locking. A separate wood fibre based
material could also be fixed connected to the panel edge
by for example gluing, and it could be machined to a
locking system in the same way as the one piece system

described above.
[0048] The invention is useful in all types of floorings.
It is however especially suitable for short panels for ex-
ample 40 - 120 cm where the friction along the long edges
is low, for wide panels with a width of more than 20 cm
since the flexible tongue is long and will create an exten-
sive tongue pressure, and for panels with for example a
core of HDF, compact laminate or plastic materials and
similar where the friction is low due to very smooth and
low friction surfaces in the locking system. The invention
is also useful in thin panels, for example with a thickness
of 6-9 mm, more preferably thinner 8 mm and thinner and
especially is such panels with compact locking systems
on long edges, for example with locking strips shorter
than 6 mm, since such floor panels and such locking sys-
tem will have small contact surfaces with low friction.
[0049] Several advantages could be reached with a
flooring system configured according to one or several
of the principles described above. A first advantage con-
sists in that installation could be made in a simple way
and no sideway pressure has to be applied during instal-
lation in order to prevent floorboards to separate at the
short edges. A second advantage is that the risk of edge
separation, which could cause cracks in the locking sys-
tem during folding, is reduced considerably. A third ad-
vantage is that locking systems could be formed with
more rigid and stronger tongues that could lock the pan-
els vertically with higher strength and a substantial
tongue pre tension. Such tongues with substantial max-
imal tongue pressure and pre tension pressure in locked
position will create high separation forces during the ver-
tical folding. A fourth advantage is that the flexible tongue
could be positioned close to the long edge and a reliable
locking function could be obtained in spite of the fact that
such flexible tongue will create a separation pressure at
a rather high contact angle.
[0050] A measurement of the initial contact friction and
the installation friction should be made according to the
following principles. The contact angle of a new floor
board and a first floor board should be measured when
a first edge section of the flexible tongue, which is active
in the vertical locking, is in a first contact with the short
edge during the initial stage of the vertical folding action.
The contact friction along the long edge of a 200 mm
sample should be measured at this contact angle when
the panels are pressed against each other with a normal
installation pressure of 10 N. The installation friction
should be measured according to the same method at
an installation angle of 25 degrees. The contact friction
should be at least about 50% higher than the installation
pressure.
[0051] Friction means comprising mechanical devices
such as protrusions, brushed fibres, scraped edge and
similar in a locking system are easy to detect. Chemicals
are more difficult.
[0052] Another method should be used to measure in-
creased friction due to friction means if it is not clear and
obvious that mechanical devices, chemicals, impregna-
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tion, coating, separate materials etc have been used in
order to increase friction between floorboards in an in-
stallation angle. A new locking system with essentially
the same design as the original sample should be pro-
duced from the same original floor panels and core ma-
terial. The friction should be measured at the same in-
stallation angle and pressure and the friction between
the two samples, the original sample and the new sample,
should be compared. This testing method assumes of
course that the whole core does not contain friction-in-
creasing materials.
[0053] A lot of HDF based floor panels on the market
have been tested and the result is that a sample with a
200 mm long edge which is pressed against an other
long edge with a pressure of 10 N at an angle of 25 de-
grees generally have a friction of about 10 N or lower.
This is too low to prevent displacement of the short edges
during vertical folding. Friction means could increase the
friction considerably.
[0054] The contact angle is defined as the angle of the
new panel when an edge is in initial contact with the part
of the flexible tongue, which is intended to be displaced,
and is active in the vertical locking. There could be for
example protrusions at the edge of the tongue that are
not causing any major horizontal pressure during vertical
folding. Such protrusions and similar devices should not
be considered to be a part of the flexible tongue.
[0055] All references to "a/an/the [element, device,
component, means, step, etc]" are to be interpreted
openly as referring to at least one instance of said ele-
ment, device, component, means, step, etc., unless ex-
plicitly stated otherwise.

Brief Description of the Drawings

[0056]

Figs 1a-d illustrate a prior art locking system

Figs 2a-b show a prior art flexible tongue during the
locking action.

Figs 3a-b show a floor panels with a prior art me-
chanical locking system on a short edge.

Figs 4a-d show how short edges of two floor panels
could be locked with vertical folding ac-
cording to prior art.

Figs 5a-e show embodiments of short edge locking
systems which could be used in connec-
tion with the invention.

Figs 6 a-c shows displaceable tongues in embodi-
ments according to the invention.

Figs 7a-d shows in a 3D view separation between
panels during vertical folding

Figs 8a-d show separation pressure of the tongue
on the short edge, during installation.

Figs 9a-o show locking systems used in large vol-
umes on the market and contact points be-
tween surfaces in such systems at various
angles during installation with angling.

Figs 10a-c show embodiments of the long edge lock-
ing systems with a friction angle of 10 de-
grees according to the invention.

Figs 11a-c show embodiments of the long edge lock-
ing systems with a friction angle of 15 de-
grees according to the invention.

Figs 12a-c show long and short edge locking systems
and the position of a flexible tongue ac-
cording to embodiments of the invention

Figs 13a-d show embodiments of the panel position
at the contact angle.

Figs 14a-d show the position of the flexible tongue in
relation to the long edge according to em-
bodiments of the invention.

Figs 15a-c show an embodiment with friction means
according to the invention.

Figs 16a-d show a method to measure friction forces
at various angles according to embodi-
ments of the invention.

Figs 17a-c show alternative embodiments with three
contact points.

Figs 18a-c show further alternative embodiments
with three contact points.

Figs 19a-c show further alternative embodiments
with two and three contact points which
creates friction.

Figs 20a-c show alternative embodiments with four
contact points at an angle of 20 degrees
according to the invention.

Figs 21a-d show a flexible tongue with two flexible
parts

Figs 22a-c show installation of panels with a flexible
tongue according to the invention

Figs 23a-b show a tongue lock system

Figs 24a-e show locking system that could be used
in the invention
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Figs 25a-c show methods to measure contact points

Figs 26a-d show embodiments of the invention with
vertical locking surfaces

Figs 27a-c show locking systems on long and short
edges according to the invention

Description of Embodiments of the Invention

[0057] Figures 1 - 6 and the related description below
describe published embodiments and are used to explain
the major principles of the invention and to show exam-
ples of embodiments that could be used in the invention.
The showed embodiments are only examples. It should
be emphasized that all types of flexible tongues and one
piece tongues which could be used in a locking system
allowing vertical folding and/or vertical locking, could be
used and applicable part of this description form a part
of the present invention.
[0058] A prior art floor panel 1, 1’ provided with a me-
chanical locking system and a displaceable tongue is de-
scribed with reference to Figs 1a-1d.
[0059] Figure 1a illustrates schematically a cross-sec-
tion of a joint between a short edge joint edge 4a of a
panel 1 and an opposite short edge joint edge 4b of a
second panel 1’.
[0060] The front faces of the panels are essentially po-
sitioned in a common horizontal plane HP, and the upper
parts 21, 41 of the joint edges 4a, 4b abut against each
other in a vertical plane VP. The mechanical locking sys-
tem provides locking of the panels relative to each other
in the vertical direction D1 as well as the horizontal di-
rection D2.
[0061] To provide joining of the two joint edges in the
D1 and D2 directions, the edges of the floor panel have
in a manner known per se a locking strip 6 with a locking
element 8 in one joint edge, hereafter referred to as the
"strip panel" which cooperates with a locking groove 14
in the other joint edge, hereafter referred to as the "fold
panel", and provides the horizontal locking.
[0062] The prior art mechanical locking system com-
prises a separate flexible tongue 30 fixed into a displace-
ment groove 40 formed in one of the joint edges. The
flexible tongue 30 has a groove portion P1, which is lo-
cated in the displacement groove 40 and a projecting
portion P2 projecting outside the displacement groove
40. The projecting portion P2 of the flexible tongue 30 in
one of the joint edges cooperates with a tongue groove
20 formed in the other joint edge.
[0063] The flexible tongue 30 has a protruding part P2
with a rounded outer part 31 and a sliding surface 32,
which in this embodiment if formed like a bevel. It has
upper 33 and lower 35 tongue displacement surfaces
and an inner part 34.
[0064] The displacement groove 40 has an upper 42
and a lower 46 opening, which in this embodiment are
rounded, a bottom 44 and upper 43 and lower 45 groove

displacement surfaces, which preferably are essentially
parallel with the horizontal plane HP.
[0065] The tongue groove 20 has a tongue-locking sur-
face 22, which cooperates with the flexible tongue 30 and
locks the joint edges in a vertical direction D1. The fold
panel 1’ has a vertical locking surface 24, which is closer
to the rear face 62 than the tongue groove 20. The vertical
locking surface 24 cooperates with the strip 6 and locks
the joint edges in another vertical direction. The fold panel
has in this embodiment a sliding surface 23 which coop-
erated during locking with the sliding surface 32 of the
flexible tongue 30.
[0066] The flexible tongue could be wedge shaped and
could be locked in the tongue groove with pre-tension
which will press the folding panel 1’ against the strip pan-
el. Such an embodiment will give a very strong high qual-
ity joint.
[0067] Figure 3a shows a cross section A-A of a panel
according to figure 3b seen from above. The flexible
tongue 30 has a length L along the joint edge, a width W
parallel to the horizontal plane and perpendicular to the
length L and a thickness T in the vertical direction D1.
The sum of the largest groove portion P1 and the largest
protruding part P2 is the total width TW. The flexible
tongue has also in this embodiment a middle section MS
and two edge sections ES adjacent to the middle section.
The size of the protruding part P2 and the groove portion
P1 varies in this embodiment along the length L and the
tongue is spaced from the two corner sections 9a and
9b. The flexible tongue 30 has on one of the edge sections
a friction connection 36 which could be shaped for in-
stance as a local small vertical protrusion. This friction
connection keeps the flexible tongue in the displacement
groove 40 during installation, or during production, pack-
aging and transport, if the flexible tongue is integrated
with the floor panel at the factory.
[0068] Figure 2a and 2b shows the position of the flex-
ible tongue 30 after the first displacement towards the
bottom 44 of the displacement groove 40. The displace-
ment is caused essentially by bending of the flexible
tongue 30 in its length direction L parallel to the width W.
This feature is essential for this prior art. Embodiments
that are on the market have a maximum tongue pressure
of about 20 N.
[0069] The fold panel could be disconnected with a
needle shaped tool, which could be inserted from the
corner section 9b into the tongue groove 20 and press
the flexible tongue back into the displacement groove 40.
The fold panel could than be angled up while the strip
panel is still on the sub floor. Of course the panels could
also be disconnected in the traditional way.
[0070] Figure 4a shows one embodiment of a vertical
folding. A first panel 1" in a first row R1 is connected to
a second 1 panel in a second row R2. A new panel 1’ is
moved with its long edge 5a towards the long edge 5b
of first panel 1" at a normal installation angle of about
25-30 degrees, pressed to the adjacent edge and con-
nected with its long edge 5a to the long edge 5b of the
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first panel with angling. This angling action also connects
the short edge 4b of the new pane 1’ with the short edge
4a of the second panel 1. The fold panel 1’ is locked to
the strip panel 1 with a combined vertical and turning
motion along the vertical plane VP. The protruding part
P2 has a rounded and or angled folding part P2’ which
during folding cooperates with the sliding surface 23 of
the folding panel 1’. The combined effect of a folding part
P2’, and a sliding surface 32 of the tongue which during
the folding cooperates with the sliding surface 23 of the
fold panel 1’ facilitates the first displacement of the flex-
ible tongue 30. An essential feature of this embodiment
is the position of the projecting portion P2, which is
spaced from the corner section 9a and 9b. The spacing
is at least 10 % of the length of the joint edge, in this case
the visible short edge 4a.
[0071] Figure 4b-c show an embodiment of the set of
floor panels with a displaceable tongue and an alternative
installation method. In this embodiment the length of the
tongue is of more than 90% of the width WS of front face
of the panel, in other preferred embodiments the length
of the tongue is preferably in the range from 75% to sub-
stantially the same as the width WS of front face. Pref-
erably, the length of the tongue is about the total width
of the panel minus the width of the locking system of the
adjacent edges of the panel. A small bevel may be pro-
vided at the ends of the outer edge, but the straight part
of the tongue at the outer edge has preferably a length
substantially equal to the length of the tongue or desirable
more than 90%. The new panel 1’ is in angled position
with an upper part of the joint edge in contact with the
first panel 1" in the first row. The short edges 4a and 4b
are spaced from each other. The new panel 1’, is then
displaced sideways towards the second panel 1 until the
short edges 4a, 4b are essentially in contact and a part
of the flexible tongue 15 is pressed into the displacement
groove 40 as can be seen in the figure 4b. The new panel
1’ is then folded down towards the second panel 1. Since
the displacement of the new panel 1’ presses only an
edge section of the flexible tongue 30 into the displace-
ment groove 40, vertical folding will be possible to make
with less resistance. Installation could be made with a
displaceable tongue that has a straight outer edge. When
panels with the known bow shaped tongue 30 (see figure
2-4) are installed the whole tongue has to be pressed
into the displacement groove. When comparing the
known bow shaped tongue with a tongue according to
the invention less force is needed for a tongue with the
same spring constant per length unit of the tongue. It is
therefore possible, to use a tongue with higher spring
constant per length unit and higher spring back force,
resulting in more reliable final position of the tongue. With
this installation method, the bevelled sliding surface of
the fold panel is not necessary, or may be smaller, which
is an advantage for thin panel. The disadvantage of this
method is that the new panel has to be angled and
pressed sideways during the vertical folding. Figure 4c
show that all embodiments of a tongue could be on the

folding panel. Of course some adjustments are required.
[0072] It is generally an advantage to have the tongue
on the strip panel since rounded or bevelled parts on the
folding panel could be used to facilitate displacement of
flexible parts of the tongue. An embodiment with a
tongue, which is on the folding panel, as shown in figure
4d, will have the disadvantage that the tongue must slide
against a sharp edge of the panel surface.
[0073] A tongue could comprise of plastic material and
could be produced with for example injection moulding.
With this production method a wide variety of complex
three-dimensional shapes could be produced at low cost
and the flexible tongues may easily be connected to each
other to form tongue blanks. A tongue could also be made
of an extruded or machined plastic or metal section,
which could be further shaped with for example punching
to form a flexible tongue. The drawback with extrusion,
besides the additional productions steps, is that it is hard
to reinforce the tongue, e.g. by fibres.
[0074] Any type of polymer materials could be used
such as PA (nylon), POM, PC, PP, PET or PE or similar
having the properties described above in the different
embodiments. These plastic materials could, when injec-
tion moulding is used, be reinforced with for instance
glass fibre, Kevlar fibre, carbon fibre or talk or chalk. A
preferred material is glass fibre, preferably extra long,
reinforced PP or POM.
[0075] Figures 5a - 5e shows embodiments of flexible
tongues 30, which could be used to lock short edges
according to the invention. Figure 5a shows a separate
tongue 30 on the folding panel with a flexible snap tab
extending upwards. Figure 5b shows a separate tongue
30 on the strip panel with a flexible snap tab extending
downwards. Figure 5c shows a separate tongue with a
flexible snap tab inside a displacement groove 40. The
snap tab could extend upwards or downwards and could
be on the strip panel or on the folding panel according to
the same principles as shown in figures 5a and b. Figure
5d shows a flexible tongue comprising protrusions, as
shown in figure 6a and these protrusions could be located
in the displacement groove 40 or extend from the vertical
plane into the tongue groove 20. Figure 5e shows that
the tongue 30 could be formed in one piece with the panel
and locking could be obtained due to compression of
fibres or parts of the panel material and/or bending of the
strip 6.
[0076] Figure 6a-c shows embodiments of the tongue
30 which could be used according to the invention. They
are all configured to be inserted in a groove in a floor
panel. Figure 6a shows a flexible tongue 30 with flexible
protrusions 16. Figure 6b shows a bow shaped tongue
30 and figure 6c shows a tongue 30 with a flexible snap
tab 17.
[0077] A flexible tongue similar to the embodiment
shown in figures 1-4, 5d 6a and 6b could for example
also be produced from a wood fibre based material, for
example HDF, solid wood or plywood with several layers.
Extremely strong and flexible tongues could be made of
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HDF especially if the design is such that flexibility is ob-
tained essentially parallel with the fibre orientations of
the HDF fibres.
[0078] Figure 7a-d shows in 4 steps installation with
vertical folding and problems related to such installation.
In order to simplify the description, an embodiment is
shown with the flexible tongue 30 on the strip panel. As
explained before the tongue could be on the folding pan-
el. A new panel 1’ is moved in an installation angle with
its long edge 5a towards the long edge of a first panel
1" until the upper edges are in contact. The new panel is
thereafter displaced sideway until the short edge 4b is in
contact with a short edge of an adjacent second panel in
the same row, as shown in figure 7a. The new panel 1’
is than angled down to a contact angle when an edge
part 30’ of the flexible tongue 30 is in a first initial contact
with the short edge of the new panel as shown in figure
7b. Further angling, which for optimal function should be
made with contact between the short edges, will gradu-
ally push a larger part of the flexible tongue horizontally
and the flexibility of the tongue will create an increasing
pressure that could push the short edges 4a and 4b away
from each other. Un undesired gap G will be created as
shown in figure 7c. The locking element 8 will in many
cases not be able to pull back the short edges of the
panels since the friction between the long edges could
be substantial when the panels are at a low angle and
the gap G will be maintained in the connected stage as
shown in figure 7d. This could cause cracks or other dam-
ages in the locking system. Even very small remaining
gaps of 0,01 - 0,1 mm could cause major problems since
moisture could easily penetrate into the joint.
[0079] Figures 8a-8d show in detail the separation
problems caused by the flexible tongue 30. The panels
1, 1’ are according to figure 8a in a contact angle with
the sliding surfaces 23, 32 of the folding panel 1’ and the
flexible tongue in contact. Figure 8b and 8c shows that
the flexibility of the tongue will create a separation pres-
sure SP which could separate the panels 1, 1’ from each
other and create a gap G if the panels are not pressed
together by the installer. Figure 8d shows the panels in
locked position with a permanent gap G. In this case the
locking strip 6 is bended and the locking element 8 is
only partly in the locking groove 14. In the worst case
there will be cracks in the locking element 8 and the pan-
els will not be locked horizontally at the short edges.
[0080] Figures 9a - 9o shows 3 types of angling locking
systems which are used in large quantities in traditional
floorings locked with angling. Figures 9a-c show the floor
panels in an installation angle A of 25 degrees. In this
position there are only two contact points CP3 and CP2
or CP3, CP4 between the first and second connectors.
There is always an upper contact point CP3 or contact
surface at the upper joint edges and a second lower con-
tact point or contact surface CP4, CP2 on the lower part
of the tongue or somewhere between the inner lower part
of the tongue 10 and the locking groove 14. The displace-
ment friction along the joint edges is in this position very

low especially in HDF based floorings with smooth sur-
faces. Figures 9d-f shows further angling to an angle of
15 degrees and figures 9g-I shows an angle of 10 de-
grees. In these positions there are still only two contact
points and the friction remains low. Figures 9j-1 shows
the position at an angle of 5 degrees, which in these
embodiments is the friction angle. Figures 9j and 9k show
that the locking systems are in a locking angle where the
locking surfaces 51,52 are partly in contact. Figure 9-1
shows a locking system in a guiding angle with the guid-
ing surfaces 11,12 in contact. Figure 9j shows that this
locking system has 4 contact points, two upper contact
points at the upper joint edges CP3 and at the upper part
of the tongue CP1 and two lower contact points at the
lower part of the tongue CP2 and between the locking
surfaces CP4. Figure 9k shows two upper CP1, CP3 and
one lower contact point CP4. Figure 9l is similar to figure
9j but one lower contact point is between the guiding
surfaces 11, 12. The displacement friction along the joint
edges will in these positions increase considerably es-
pecially if there is a tight fit between the contact points
or contact surfaces and/or if the contact surfaces are of
a considerable size. Pre tension could increase the fric-
tion further and a displacement along the long edges in
connection with vertical folding could be counteracted
and in most cases completely eliminated even in small
pieces of floor panels. Such locking systems are however
not suitable on the long side in a vertical folding system
where the contact angle is higher than 5-8 degrees, es-
pecially if they are produced with a normal fit between
the connectors, since they will not prevent displacement
along the long edges and separation of the short edges.
[0081] Figure 10a shows an embodiment according to
the first object. Such a locking system could preferably
be used on the long edges in a vertical folding system
with a contact angle A of about 10 degrees and lower. It
will also be possible to use such a system in locking sys-
tems with a higher contact angle since such system will
prevent displacement already at 10 degrees when most
fold down locking systems create the highest displace-
ment pressure. Figure 10a show the position of panel 1’
at an angle of 15 degrees when only two points CP3,
CP2 are in contact. Panel 1’a is in a friction angle position
of 12 degrees with three contact points CP3, CP2, CP4’.
This position is characterized by the fact that there is only
one contact point CP2 on the tongue and that the guiding
surfaces 11,12 are in contact. This is an advantage since
the guiding surfaces will press the tongue into the groove
during further angling which is shown in figure 10b. The
friction has increased further and is caused by vertical
contacts and cooperation between the tongue 10 and the
tongue groove 9 (CP1,CP2), the horizontal contacts be-
tween the upper edges CP3 and the guiding surfaces 11,
12 which form the second lower contact point CP4. The
ideal position is preferably an embodiment with a contact
angle equal or lower than the friction angle and the guid-
ing angle. Such embodiment could for example have a
friction and guiding angle of about 10 degrees and a con-
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tact angle of about 8-9 degrees. The locking could be
made in an extremely simple way and only a downward
pressure on the new panel has to be applied when the
panel is positioned at a guiding angle. Figure 10c show
that the locking system is configured with a high angle
between the locking surfaces and that fibres during the
final stage of angling, shown by the position 1’a, must be
compressed at top edges CP4 and at locking surfaces
CP4 in order to allow locking. This configuration gives
several advantages. The friction will increase and be at
a high level when the separation force is at the highest
level. The floor panels will be maintained in an angled up
position by the locking element and the locking groove,
as shown in figure 10b independently or in combination
with a contact between the short edge of the folding panel
and an edge section of the flexible tongue. The friction
will prevent the short edge to slide away from the flexible
tongue. This will facilitate installation since the installer
could change the hand position from bringing the panel
into the installation angle to a vertical pressing action at
the short edge. It is therefore provided a vertical locking
system with a long edge angling system that allows one
panel to stay in an angled position against another panel
with upper joint edges in contact. It also provides a locking
system where there is an increasing pressure between
the upper joint edges and the locking element and/or be-
tween the tongue and the groove in an final stage of an-
gling when the a part of the locking groove 14 is in contact
with the locking element 8.
[0082] Figures 11a-11c show that the same principles
could be used to form a locking system with an even
higher friction angle A of for example 15 degrees as
shown in figure 11a. The locking element 8 has been
made higher and it extends in this preferred embodiment
vertically LH from the lowest point of the locking strip 6
about 0,2 times the floor thickness T. The tongue has a
lower part 54, which is essentially parallel with the hori-
zontal plane HP and which extends from the vertical
plane VP preferably along a distance TD of about 0,1
times the floor thickness T.
[0083] The importance of the contact angle and the
combined function of the long and short edges during
vertical folding and vertical locking will now be explained
with reference to figures 12a- 13d
[0084] Figure 12a shows a long edge locking system
1", 1’ and a short edge locking system 1,1’ in an installed
flooring system which is intended to be locked with ver-
tical folding or vertical locking. The long edges have a
locking system that is possible to lock with angling. The
short edges have a locking system that is possible to lock
with vertical locking or vertical folding
[0085] Figure 12b shows the position of the sliding sur-
face 23 of for example a new panel 1’ seen from a second
panel 1 towards the new panel 1’ when the new panel 1’
is moved vertically downwards. This locking could be
used to for example connect the first row. The sliding
surface 23 is in a plane which is located in the lower part
of the panel 1’

[0086] Figure 12c shows the position of sliding surface
32, the tip 31 of the flexible tongue and the sliding surface
23 when the first 1", and the second panel 1 are laying
flat on the floor.
[0087] Figures 12b and 12c show that position of the
flexible tongue in the length direction of the short edge
is not important in a vertical locking where the whole pan-
el is moved vertically downwards.
[0088] Figure 13a shows an embodiment of the same
locking system as in figures 12 during vertical folding The
edge of a flexible tongue 30 is in this embodiment posi-
tioned at a distance FD from the long edge of the first
panel 1" Figure 13b shows vertical folding of a corner
section CS and the position of the new panel 1’ when it
is close to a contact angle. Due to the bevelled sliding
surfaces 23, 32 there is not yet any contact between the
folding panel 1’ and the flexible tongue 30. Figure 13c
shows the contact angle, which in this embodiment is 10
degrees. The sliding surfaces 32,23 overlap each other
at an initial contact point CP5. Further angling will start
to create a gradually increased separation pressure be-
tween the short edges of the panels 1, 1’ since a larger
part TPC of the flexible tongue will be pressed horizon-
tally inwards into a displacement groove by the sliding
surface 23 of the folding panel 1’ as shown in figure 13d.
[0089] Figure 14a and 14b shows the position of the
flexible tongue 30 in two embodiments of the invention.
The flexible tongue 30 is in these embodiments bendable
in the length direction horizontally. The edge of the flex-
ible tongue is in the figure 14a located in a position FD1
close the long edge 5b, for example about 15 mm from
the edge. Such a locking system will in a laminate floor
with a normal thickness have a contact angle of about
10 degrees. The contact angle could be lower if the edge
of the tongue will be positioned at a distance FD2 further
away from the long edge 5b as shown in figure 14b. In
this case locking systems with a lower contact angle
could be used. Such an embodiment could be sufficient
in thick and stable floor panels or narrow floor panels. In
thinner floor boards, for example 6 - 8 mm laminate and
veneered floorings, it is an advantage if the flexible
tongue could lock the short edges close the to long edge
and over a substantial distance of the short edge. Figures
14c and 14d show the flexible tongue in an essentially
contact position when a first part of the flexible tongue
30 has been bended horizontally and pressed horizon-
tally inwards into the displacement groove. It is obvious
that the separation pressure will increase when a larger
part of the tongue is bended and pressed horizontally
sideways during the folding action. These and previously
described embodiments show that the long and short
edge locking systems are dependant of each other and
must be adapted to each order in order to guarantee a
simple and reliable locking function.
[0090] Figures 15a-c show friction means 53,53’ which
in this embodiment are formed as small local protrusions
on the upper part of the locking strip 6 on the strip panel
1 and on the lower part of the tongue or on the groove
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panel 1’. Such protrusions could be formed on other sur-
faces in the locking system and they will prevent displace-
ment at high angles for example when there are only two
contact points as shown in figure 15a. The friction means
could also comprise any type of materials or chemicals
such as small hard particles, rubber, binders and similar
materials that are applied in the locking system. Preferred
materials are soft waxes such as Microcrystalline waxes
or paraffin based waxes which could be applied on one
or several surfaces in the locking system, for example
on the tongue and or the tongue groove, on the strip, on
the locking element and/or in the locking groove, on one
or both guiding surfaces etc. and they could increase the
initial friction between especially HDF surfaces. In a ply-
wood core different layers and fibre structure could be
used to form a tongue 10 and a strip 6 such that high
friction is obtained during angling. The above mentioned
friction means could be combined. Local small protru-
sions, rough surfaces, oriented fibre structures etc could
for example be combined with wax or chemicals
[0091] Figure 16a-d show methods to measure friction
between long edges of floor panels. A sample of a groove
panel 1’ with a width W2 of about 200 mm is pressed with
a pressure force F1 of 10 N at an angle A against a strip
panel 1’’, which is fixed and has a with W1 exceeding
200 mm. The pressure force F1 is applied on the groove
panel 1’_with a wheel which rotates with low friction. The
displacement friction is defined as the maximal force F2
which is required to displace the groove panel 1’along
the joint. The curve Fa in Figure 16b shows measure-
ments made on a sample of a 8 mm laminated panel with
a surface of printed paper impregnated with thermoset-
ting resins and with a HDF core. Friction should be meas-
ured from an installation angle and gradually at lower
angles. The displacement friction of this sample is at an
installation angle IA about 10 N and almost the same at
a contact angle CA of 10 degrees. The friction angle FA
is in this sample about 5 degrees. Many HDF based lock-
ing systems on the market have a displacement friction
below 10 N at the installation angle. The friction could be
as low as 5 N. The long edges will in such locking system
only contribute marginally to counteract displacement of
the short edges during the initial stage of the vertical fold-
ing since the friction angle is lower than the contact angle.
The curve Fb shows a special locking system where the
friction, due to the geometry of the locking system, at an
installation angle is higher than at a lower angle. The
invention is based on the principle that friction should be
increased at the contact angle compared to a installation
angle or any other angle between the installation angle
and the contact angle where the friction force is at the
lowest level. A preferred embodiment is that the friction
at the contact angle exceeds 15 N and still more, prefer-
able 20 N. A preferred embodiment is also a vertical lock-
ing system with a flexible tongue that creates a tongue
pressure of more than 20 N, even more than 30 N
[0092] There are locking systems on the market that
show rather high friction at high angles. Such locking

systems are not possible to angle down from an instal-
lation angle to a contact angle or a guiding angle in a
normal way with a pressure F1 of 10 N, which corre-
sponds to a 60 N pressure force applied to a floor panel
of 120 cm during installation and they are a type of locking
systems where angling must be combined with very hard
pressure or a snap action in an angled position. Such
locking systems are not used in vertical folding systems.
They are not excluded according to the invention but they
are not favourable in an vertical folding system since they
will only marginally, in some specific applications, im-
prove installation compared to the traditionally used in-
stallation with angling short and long edges, snapping
short and long edges or angling long edges and snapping
short edges.
[0093] Figure 16c shows a more favourable locking
system according to the invention where the friction angle
FA is about 15 degrees and the contact angle CA 10
degrees. The friction angle FA is higher than the contact
angle CA and the friction between the long edges has
increased considerably at the contact angle CA com-
pared to the installation angle IA. Figure 16d shows how
two samples 1, 1’ with a width W3 of 200 mm are installed
and according to the forth principle of the invention, such
an installation should not cause a separation of the short
edges when the folding panel is pressed to the sub floor,
exclusively vertically and without any sideways pressure
towards the short edge, provided that the panels have
locking systems according to the invention. The test
could also be made with one full size panel 1 and one
panel 1’ cut to a length of about 20 cm. Such locking
system with a long edge friction that prevents displace-
ment of such small floor pieces, will allow an easy instal-
lation, not only of the ordinary floor panels but also of all
the cut to size floor panels close to the wall.
[0094] Figure 17a-c show how the locking system in
figure 11 could be adjusted in order to create a friction
with initially three contact points CP3, CP1 and CP4. The
friction is mainly obtained by the pressure between the
locking element 8/locking groove 14 and the upper part
of the tongue 10/ tongue-groove 9. The tongue has in
this embodiment a lower part 54 which is essentially par-
allel with the horizontal plane HP and which extends from
the vertical plane preferably along a shorter distance TD
then in figure 11 and which is less than 0,1 times the floor
thickness T.
[0095] Figure 18a-18c show that the locking system in
figure 11 could also be adjusted in order to create a fric-
tion with initially three other contact points CP3, CP1 and
CP3. The friction is mainly obtained by the pressure be-
tween the upper and lower parts of the tongue 10/tongue
groove 9. The tongue has in this embodiment a lower
part 54 which is essentially parallel with the horizontal
plane HP and which extends from the vertical plane pref-
erably along a the same distance TD as in figure 11. The
height LH of the locking element is however lower. Fric-
tion means 53 are shown in the form of wax, on the lower
part on the tongue 10. The wax should preferably be rath-
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er soft and it should preferably be possible to deform
during the angling. This soft wax will prevent initial dis-
placement along the joint. Such wax could be applied in
all locking system and it would prevent displacement es-
pecially against surfaces made of HDF.
[0096] Figure 17 and 18 show that a lot of combinations
of friction angles and friction points could be obtained if
the dimensions of the tongue 10, groove 9, strip 6 locking
element 8 and the locking groove 14 are adjusted within
the principles of the invention.
[0097] Figure 19a shows an embodiment with a friction
angle of 20 degrees where the friction is obtained with
only two contact points CP1 and CP2 between the upper
and lower parts of the tongue 10/ tongue-groove 9. The
tongue has in this embodiment also a lower part 54, which
is essentially parallel with the horizontal plane HP, and
which extends from the vertical plane along a distance
TD of more than 0,2 times the floor thickness T. The
tongue has in this embodiment a space 55 between the
lower part of the tongue and the tongue groove which
facilitates the locking and allows that the guiding surfaces
11,12 are overlapping at a high angle of for example 15
degrees as shown in figure 19b.
[0098] Figure 20a-c show that it is possible to design
a locking system with three contact points CP3, CP1 and
CP2 at an installation angle of 25 degrees as shown in
figure 20a. The locking element has been made even
higher (LH) than in the previous embodiments and the
groove panel 1’ has a protrusion 56 between the tongue
10 and the tongue groove 9. The upper portion of the
tongue has an angle against the horizontal plane and this
facilitates machining with large rotating tools of the
tongue groove 9.
[0099] A simple vertical locking on the short edge does
not give any major improvement over the present tech-
nology if it is not combined with a well functioning long
edge locking system with superior guiding and locking
properties that allow a connection of long and short edges
with a simple angling action. As can be seen from the
embodiments shown in for example figures 10b, 11a,
17a, 13c 18b, 19b and 20b, it is possible to form a locking
system with a combined friction angle and guiding angle
and with a locking element 8 and a locking groove 14
that holds the folding panel in an angled up position. The
only action, which is than required to lock the panels, is
a vertical pressing on the folding panel close to the short
edges.
[0100] The invention provides, based on this principle,
an installation method of three panels where the first 1’’
and the second panel 1 is laying flat on the sub floor with
the long edges connected to each other as for example
shown in figure 7a. The method comprises the steps of

a) bringing a new panel 1’ in an angled position with
a long edge 5a in contact with the upper part of a
long edge 5b of the first panel 1’’ and

b) bringing a short edge 4b of the new panel 1’ in

contact with a short edge 4a of the second panel 1
such that the new panel 1’ is maintained in this po-
sition by the locking system on the long and/or short
edges. The new panel 1’ could be maintained in this
position by the guiding surface of the locking element
and the locking groove as shown in figure 10a and/or
by the edge of the flexible tongue.

c) pressing a short edge section of the new panels
downwards towards the floor and thereby connec-
tion the first, second and third panel to each other
with vertical folding preferably without substantial
visible gaps between the short edges.

[0101] This installation method allows that floor panels
will be maintained in an angled up position by for example
the guiding surfaces 11,12 as shown in figure 10. This
will facilitate installation since the installer could change
hand position from a first position where the panel is
brought into an installation angle of 25 degrees, pressed
towards the edge of the already installed first panel 1’’
and preferably angle down slightly to the friction and guid-
ing angle. The installer can then move his hands to a
second position suitable to press down preferably both
short edge section of panel towards the sub floor. The
guiding surfaces will guide the locking element into the
locking groove and the tongue in the tongue groove. The
friction between long edges will prevent displacement.
The advantage is that the combined actions of pressing
together upper edges in an angle, pressing the panel
sideways to avoid separation of short edges and folding
down the panel to the floor, could be avoided and re-
placed by two or three separate and simple independent
actions.
[0102] Figures 21a - c show a flexible tongue 30 with
an inner 62 and an outer 61 flexible part. Flexible tongues
as shown in figures 5a- 5c suffers from the following dis-
advantages

1. They are generally made from an extruded plastic
section that is cost effective but the production tol-
erances are not sufficient to obtain a high quality
locking.

2. The flexibility is not sufficient due to the fact that
only one flexible snap tab is used that bends over a
very limited vertical distance in thin floorboards. This
low flexibility creates substantial separation forces
of the edges.

3. It is difficult to combine flexibility and locking
strength especially in flexible tongues as shown in
figures 5a, b. The embodiment according to the in-
vention reduces or eliminates the above-mentioned
problems. The inner flexible part 62 is not a part of
the vertical locking and could therefore be made very
flexible since its main function is to displace the flex-
ible tongue 30 in a displacement groove. The upper
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part 67 of the inner flexible part will be pressed
against an inner part of a displacement groove and
will be bended or compressed as soon as an edge
of a floor panel is pressed against the outer flexible
part 61. It is proffered that the outer part 61 is more
rigid and stronger than the inner part 62. The com-
bined flexibility of the inner and outer parts could be
designed to give a stronger locking with less sepa-
ration force than the known tongues. The flexible
tongue 30 could of course have one or several for
example W-shaped inner parts and/or outer parts
extending vertically up or down and this could be
used to create more flexibility and displacement.
Such tongue could also be made with a rigid outer
part that is not bendable. The tongue could be con-
nected to the folding panel. The outer flexible part
61 will in such an embodiment extend vertically up-
wards and lock against an upper part of a tongue
groove.

[0103] Figure 21b shows that an extruded tongue
made of for example plastic or metal could be equalized
by for example machining or grinding. This will improve
production tolerances considerably to a level similar to
injection moulding or even better. Displacement, locking
function and locking strength could be improved consid-
erably. In the shown embodiment the lower contact sur-
face 64 and/or the locking surface 65 has been equalized
prior to the insertion into the displacement groove 40. A
part of the flexible tongue, preferably the outer flexible
part 61 could be equalized when the tongue is or has
been connected to the edge. This could be obtained in
a separate production step or in line when the locking
system is formed. The flexible tongue could be designed
such that it bends horizontally in the length direction dur-
ing vertical folding. Such bending will be facilitated and
separation forces will be reduced if a tongue section 68
at an edge as shown in figure 21d is removed. This means
that the width W of the tongue 30 will vary along the length
L. Such tongue section could also be removed from the
inner resilient part 67 and the tongue will bend in the
length direction with less resistance and facilitate the ver-
tical folding. Such forming with a cut of part at an edge
section could be made in all types of extruded tongues
especially in such tongues that have a limited flexibility,
for example the embodiment with only one outer resilient
or flexible part as shown in figures 5a, 5b and 6c. The
flexible tongue could also be designed according to the
hinge principle with a rigid protrusion and a flexible knee
joint such that it does not bend horizontally during locking.
Such embodiment could give a strong locking. Consid-
erable separation forces could however occur. This could
be counteracted for example with an embodiment that
comprises several inner or outer individual flexible parts
61a, 61b which are separated with a cut 69 made by for
example punching or machining. Such individual flexible
parts could snap individually and this will make it possible
to reduce production tolerances especially if the tongues

are made with individual flexible parts that have lengths
which for example could vary some 0,1 mm and that are
designed to lock at specific predetermined levels in re-
lation to each other. This ensures that some individual
flexible parts always will be in a perfect locked position.
Individual separate parts could be combined with a flex-
ible tongue that is connected in a fixed manner to the
panel edge, preferably into a groove extending horizon-
tally.
[0104] The invention comprises also a separate ex-
truded flexible tongue designed to be used for vertical
locking of floorboard characterized in that such a tongue
has been equalized preferably on an upper 63 and/or
lower 64 contact surface and/or on a locking surface 65.
Such a tongue and the above described tongue with a
removed edge section could also have a shape similar
to the shapes shown in figures 5a-5c where the flexible
tongue comprises only an inner or an outer flexible snap
tab.
[0105] Machining, grinding and similar production
steps will generally create a surface that differs from the
extruded virgin surface. This could in most cases be de-
tected in a microscope. Such machining could also be
used to increase or decrease friction between the tongue
and the displacement groove.
[0106] Figures 22a-22c shows vertical folding or verti-
cal locking. One panel 1’ is moved preferably along the
vertical plane VP towards another panel 1. The inner flex-
ible part 62 will be bended vertically when an edge section
of the folding panel 1’ comes in contact with an outer part
of the flexible tongue 30, preferably the outer flexible part
61, and the flexible tongue will be displaced inwardly into
the displacement groove 40 where it is connected pref-
erably with a friction connection. Gradually even this out-
er flexible part 61 will start to bend as shown in figure
22b. Finally both the inner 62 and the outer parts 62 will
snap back towards its initial positions and the flexible
tongue will be displace in the displacement groove 40
towards the tongue groove 20. The locking surface 65 of
the flexible tongue 30 will lock against a part of a tongue
groove 20. The connection between the tongue and the
displacement groove could be made with a small play
allowing easy displacement and some tilting of the
tongue during locking. The outer flexible part 61 is pref-
erably during locking mainly displaced horizontally with
a minor turning around the upper knee 70. The lower
contact surface 65 could be made with an angle, which
is preferably less than 10 degrees against the horizontal
plane and this will increase the locking strength.
[0107] Figure 23a show a tongue lock system, which
could be locked with angling. The new panel 1’ has a first
connector comprising a tongue 10 with a locking element
8a at the upper part. The first panel 1" has an undercut
tongue groove 9 with an upper 6b and lower 6b lip and
a locking groove 14a formed in the upper lip 6b and ex-
tending downwards towards the lower lip 6a. The first
and second connectors lock the panels vertically and hor-
izontally. The lower lip 6a extends preferably beyond the
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vertical plane VP and has preferably a horizontal contact
surface, which is in contact with a lower part of the tongue
10. The locking system could for example be designed
such that it has three contact points CP1,2,3 at an angle
exceeding 15 degrees as shown in figure 23a. The
tongue lock could be used as an alternative to the strip
lock systems in all embodiments described above. A
tongue lock on long edges could be combined with a
hook system on the short edges, which preferably only
locks horizontally as shown in figure 24d.
[0108] Figure 24a shows a locking system with a dou-
ble tongue 10, 10’ and two corresponding tongue grooves
9,9’_which could be used to lock the long edges with
angling, snapping or even vertical locking if the tongues
and the strip is adjusted to allow a vertical snap action.
Such system could have more than four contact points
and the friction along the joint could be considerable.
[0109] Figure 24b shows a locking system with a sep-
arate strip 6’ which also could be used to lock the long
edges in the same way as the embodiment in figure 24a.
Such a strip could comprise a material or a surface that
has more favourable friction properties than the core ma-
terial.
[0110] Figure 24c shows a locking system with a sep-
arate tongue 10’ that could be flexible or rigid and that
could be connected to the strip panel 1’’ or the folding
panel 1’ on long and/or short edges in order to improve
friction properties or to save material.
[0111] Figure 24d shows a hook system, which only
locks horizontally.
[0112] Figure 24e show an embodiment of a locking
system with a flexible tongue 30 made in one piece with
the core. An undercut groove 71, which is formed behind
the flexible tongue 30, could increase the flexibility of the
tongue. Such a groove could be formed, preferably by a
scraping tool, when the short edges are machined. Such
scraping or broaching technology could be used to form
advanced shapes similar to extruded plastic sections es-
pecially in fibre-based material such as HDF but even in
solid wood and plastic materials. The flexible tongue 30
could also be formed with large rotating tools on the fold-
ing panel 1’ with an outer part that extend upwards. The
locking system could also have two flexible tongues - one
on each edge. Wood fibres in the flexible tongue could
be impregnated and/or coated with for example a binder
70 in order to increase the strength and flexibility. Im-
pregnation could be made prior or after the forming of
the tongue or the edge. The whole edge or parts of the
locking system for example the tongue groove 20, the
locking element 8 or the locking groove 14 could also be
impregnated and/or coated. The undercut groove could
be filled with flexible materials in order to improve
strength and flexibility. Vertical folding could be facilitated
if the strip 6 and/or the locking element 8 could flex during
the vertical folding. Wax in the locking system will facili-
tate locking. A essentially vertical groove 73, above the
strip in the folding panel 1’ or a cavity 72 in the strip 6
adjacent to the locking element 8 in the strip panell 1 will

increase the flexibility of the locking further system and
allow parts to be more flexible. Parts 78 of the lower side
of the strip and/or balancing layer could be removed and
this could increase the flexibility of the strip and allow
easier bending towards the sub floor. The folding panel
could have a protrusion 74 and preferably also locking
surfaces of the type as described in figure 27c. The flex-
ible tongue could also be formed from a separate mate-
rial, which is fixed connected to the panel by for example
gluing, friction or snapping. Such separate material could
for example be a rather local edge portion 77 that could
be connected to the edge prior to the final machining.
The undercut groove 71 could also be preformed before
the separate material 77 is connected to the edge of the
panel. Such a connection could be made on individual
panel edges or to a panel board that is thereafter cut to
individual floor panels. The separate material 75, 76
could also be connected to the edge of the strip panel 1
and/or the folding panel 1’ such that it comprises a major
parts of the locking system. Such separate material could
in a wood floor preferably be glued to the upper top layer
and the lower balancing layer. Separate materials could
comprise of for example solid wood which is preferably
hard and flexible such as rubber wood or birch, wood
impregnated with binders, for example acrylic binders,
plastic materials, compact laminate made of wood fibre
material and phenol which also could comprise glass fi-
bre, HDF or HDF reinforced by binders, HDF with essen-
tially a vertical fibre orientation, materials with several
layers comprising wood fibres and/or plastic materials
and/or glass fibre. Such materials could be used sepa-
rately or in combinations. The locking system could of
course also be made according to the principles de-
scribed above without the undercut groove 71, for exam-
ple according to the embodiment described in figure 5e
if appropriate materials and joint configurations are used
to allow the required flexibility.
[0113] A lot of chemicals could be used to impregnate
or to coat parts or the whole locking systems such as
melamine, urea, phenol, thermoplastic materials such as
PP or PUR. Such chemicals could be cured with for ex-
ample heat, microwave, UV or similar with or without
pressure.
[0114] The flexible tongue 70 could in a standard HDF
material flex a few tenths of a millimetre and this could
be sufficient to obtain a vertical locking especially in a
laminate floor. Impregnation and/or coating could in-
crease this flexibility considerably
[0115] A preferred embodiment comprising a short
edge locking system is provided that could be locked with
vertical folding or vertical locking and that is character-
ized in that the locking system comprises an edge with
a strip 6, a locking element 8, a flexible tongue 30 ex-
tending downwards and formed in one piece with a panel
core or in a separate material which is connected in a
fixed manner to the core. The flexible tongue 30 com-
prises an undercut groove 70 formed behind the tongue.
[0116] Figures 25a-c shows how the highest three
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point contact angle could be correctly determined in a
locking system mainly made in a wood fibre based core
material. There are several hundred different locking sys-
tems on the market used to connect laminate floorings
only. In most of them it is rather easy to measure the
highest three point contact angle. This is shown in figure
25a. A sample with a width W2 and length of about 100
mm is angled down from an installation angle with top
edges in contact until a resistance occurs from the con-
tact between the locking groove and the locking element.
The sample should in this position, which is the highest
three point contact angle, be able to maintain it’s up an-
gled position and it should not fall down to the sub-floor
due to the weight of the sample. Such a locking system
has a design, which is characterized in that the three
points are the upper edges CP3, the upper part of the
tongue and the groove CP1 and the locking element/
locking groove CP4. A locking system could however
have a design as showed in figures 25b,c where the three
contact points are the upper and lower parts of the tongue
together with top edges (CP1, CP2, CP3). Some of such
locking systems will however not stand up in an up angled
position. In such systems a cross section of a joint should
be analysed in a microscope. If lose fibres makes it dif-
ficult to define a three point contact angle, friction should
be measured as described in figure 16. Increased friction
is an indication that an additional contact point is active
in the locking system.
[0117] Figures 26a-26d shows an embodiment of a
locking system at the short edges that counteracts or
prevents displacement of the long edges during vertical
folding. Figure 26a show a cross section B-B of a short
side locking system close to the edge part where the
folding starts, as shown in figure 4a. This locking system,
as described before in connection to for example the fig-
ures 1-3, 5, and 8, comprises a strip 6 with a locking
element 8 and a separate flexible tongue 30 in a strip
panel 1, a tongue groove 20 and a locking groove 14 in
the folding panel 1’. The locking surfaces are essential
vertical and parallel with the vertical plane VP. Preferably
this locking system could be designed such that the lock-
ing element 8 with its upper part of the locking surface
8a is in contact with the lower part of the locking surface
14a of the locking groove 14 as shown in figure 26a,
when there are no contacts between the fold panel 1’ and
the flexible tongue 30. This could be accomplished due
to the fact that there is no tongue part close to the long
edge or that the tongue is bow shaped and has no pro-
truding part that is in contact with the folding panel 1’.
Figure 26b shows a cross cut at C-C in figure 4a. The
locking surfaces 8a,14a will prevent separation when the
tongue 30 is in contact with the fold panel provided that
they are essentially and preferably completely vertical
and that they extend vertically along a considerable dis-
tance so that they could prevent displacement at a angle
of preferably 10 degrees or higher, even in an embodi-
ment where the flexible tongue 30 is positioned close to
the long edge. The locking surfaces should preferably

have a height H which is at least 0,1 or even more than
0,15 time the floor thickness T. Vertical locking surfaces
could also be made with a height H of about 0,2*T or
more.
[0118] Several alternatives are possible within the
main principle of this invention. Figure 26d shows that
the function could be equivalent if only the locking surface
14a of the locking groove 14 meets the requirements
above. The function could also be the same if the locking
groove 14b is for example bow shaped towards the outer
edge, provided that there are at least two parts which are
located vertically along a vertical plane and that the dis-
tance is about 0,1*T.
[0119] Figure 27a shows an embodiment where the
locking element 8 and the locking groove 14 on the short
edge is used to prevent separation. It is an advantage if
the edge 8a of the locking element 8 is located close to
the long edge 5b of the first panel 1’’ since this edge will
grip into the locking groove of the new panel at a rather
high angle and the flexible tongue could be positioned
such that it locks close to the long edge. The flexible
tongue 30 is in this embodiment an extruded section with
a cut of edge section 68 that facilitates horizontal dis-
placement during folding. High and vertical locking sur-
faces on the short edges are especially suitable in locking
systems with a flexible tongue comprising an extruded
plastic section and especially if such a section has only
one outer flexible snap tab that due to limited flexibility
causes a considerable separation pressure.
[0120] Figure 27 shows that the flexible tongue 30
could be moved even further towards the long edge 5b
and prevent displacement along the long edge at an even
higher angle if a compact tongue lock system is used on
the long edges since such a locking system does not
comprise a strip 6a protruding far beyond the vertical
plane VP.
[0121] Figure 27c show a locking system with a pref-
erably extruded and flexible tongue 30 and essentially
vertical locking surfaces between the locking element 8
on the strip 6 and the locking groove 14 in the folding
panel 1’. The folding panel 1’ comprises a protrusion 74
adjacent to the locking surface of the locking groove 14
that is received in a adjacent cavity 72 on the strip 6 and
preferably an essentially horizontal lower contact surface
24 that locks vertically against an adjacent strip contact
surface 6’. This configuration is very suitable in flooring
with a HDF core since the cavity is formed in the lower
part of the core where the density is high. The cavity will
only to a limited extent decrease the strength of the lock-
ing system. The height H of the vertical locking surfaces
is preferably at least 0,1*T. In order to avoid cracks when
the floor shrinks and to facilitate the fixing of the separate
tongue 30 into the displacement groove 40, the design
of the locking system is preferably such that the locking
element 8 is located below a horizontal plane H2 that
comprises the lower part of the displacement groove 40
and the locking groove 14 is located under a horizontal
plane H1 that comprises the inner part and lowest part
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of the tongue groove 20.

Claims

1. An installation method to connect floor panels (1, 1’,
1’’) in rows by vertical folding, each floor panel being
rectangular or square and comprising two long edg-
es (5a, 5b) and two short edges (4a, 4b), the long
edges as well as the short edges being provided with
first and second connectors integrated with the floor
panel for locking two adjacent panels vertically and
horizontally, the first and second connectors (9, 10,
6, 8, 14) on the long edges being configured to be
locked with angling, while the first and second con-
nectors at the short edges (20, 30, 6, 8, 14) are con-
figured to be locked with vertical folding, wherein
each first connector comprises a locking strip (6) with
an upwardly directed locking element (8) at an edge
of the floor panel and a downwardly open locking
groove (14) at an opposite edge of the floor panel
(1, 1’, 1’’) for connecting the edges of two adjacent
panels horizontally in a direction perpendicular to the
edges, and
each second connector comprises a tongue (10, 30)
at an edge of the floor panel, extending horizontally
perpendicular to the edge and a horizontally open
tongue groove (9, 20) in an opposite edge of the floor
panel for connecting the edges of two adjacent pan-
els in vertical direction and wherein
a long edge of a new panel (1’) in a second row (R2)
is configured to be connected to a long edge (5b) of
a first panel (1’’) in a first row (R1) by angling, where-
by a short edge (4b) of the new panel (1) and a short
edge (4a) of a second panel (1) in a second row (R2)
are configured to be connected with the same angle
motion,
wherein at least a part of the first and second con-
nectors at the short edges (4a, 4b) which is active in
the vertical locking at the short edges, is flexible and
is configured to be displaced horizontally during ver-
tical folding, thereby creating a horizontal separation
pressure (SP) between adjacent short edges (4a,
4b),
in which method a first (1’’) and a second panel (1)
are laying flat on a sub floor with the long edges
connected to each other,
the method comprising the steps of

a) bringing a first long edge (5a) of an angled
new panel (1’) in contact with the upper part of
a second long edge (5b) of the first panel (1’’)
and
b) bringing a short edge (4b) of the new panel
(1’) in contact with a short edge (4a) of the sec-
ond panel, whereby the new panel (1’) is main-
tained in this position by the connectors on the
long and/or short edges,

c) pressing a short edge section (4b) of the new
panel (1’) downward towards the sub floor and
d) connecting the first (1’’), second (1) and new
panel (1’) to each other with vertical folding,
whereby

the method is characterized in that the method step
b) comprises the additional step of bringing the first
panel (1’’) and the new panel (1’) to an intermediate
position where the long edges have vertical upper
(CP1) and lower (CP2) contact points and horizontal
inner (CP3) and outer (CP4) contact points between
adjacent surfaces of the first and second long edges
(5a, 5b) while pressing the upper edge of the first
panel (1’’) against the upper edge of the new panel
(1’), whereby in said intermediate position the new
panel (1’) is angled so that its short edge (4b) is in
initial contact with said flexible part of the short edge
(4a) of the second panel (1) which is intended to be
displaced horizontally during vertical folding, where-
by preferably the new panel (1’) is at an angle against
the principal plane of about 10 degrees in said inter-
mediate position.

2. The installation method according to claim 1, where-
in the tongue (10, 30) at the short edges (4a, 4b) of
the floor panel comprises a separate material con-
nected to a connection groove (40) in said short edg-
es and is provided with a flexible part which is con-
figured to be displaced horizontally during the folding
and to cooperate with the tongue groove (9, 20) in
the short edge of an adjacent floor panel for locking
the floor panels together in a vertical direction (D1)
parallel to the vertical plane (VP).

3. The installation method of claim 2, wherein a part of
the tongue (10, 30) is arranged displaceable in its
connection groove (40).

Patentansprüche

1. Installationsverfahren zum Verbinden von Boden-
platten (1, 1’, 1") in Reihen durch vertikales Einklap-
pen, wobei jede Bodenplatte rechteckig oder qua-
dratisch ist und zwei lange Kanten (5a, 5b) sowie
zwei kurze Kanten (4a, 4b) umfasst, die langen Kan-
ten und die kurzen Kanten mit ersten und zweiten
Verbindern versehen sind, die in die Bodenplatte
zum vertikalen und horizontalen Verriegeln zweier
benachbarter Platten integriert sind, die ersten und
die zweiten Verbinder (9, 10, 6, 8, 14) an den langen
Kanten so eingerichtet sind, dass sie mit Abwinkeln
verriegelt werden, während die ersten und die zwei-
ten Verbinder an den kurzen Kanten (20, 30, 6, 8,
14) so eingerichtet sind, dass sie mit vertikalem Ein-
klappen verriegelt werden, wobei
jeder erste Verbinder einen Verriegelungsstreifen
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(6) mit einem nach oben gerichteten Verriegelungs-
element (8) an einer Kante der Bodenplatte sowie
einer nach unten offenen Verriegelungsnut (14) an
einer gegenüberliegenden Kante der Bodenplatte
(1,1’,1") zum horizontalen Verbinden der Kanten
zweier benachbarter Platten in einer Richtung senk-
recht zu den Kanten versehen ist, und
jeder zweite Verbinder eine Feder (10, 30) an einer
Kante der Bodenplatte, die horizontal senkrecht zu
der Kante verläuft, sowie eine horizontal offene Fe-
dernut (9, 20) an einer gegenüberliegenden Kante
der Bodenplatte zum Verbinden der Kanten zweier
benachbarter Platten in vertikaler Richtung umfasst,
und
eine lange Kante einer neuen Platte (1’) in einer zwei-
ten Reihe (R2) so eingerichtet ist, dass sie durch
Abwinkeln mit einer langen Kante (5b) einer ersten
Platte (1") in einer ersten Reihe (R1) verbunden wird,
und eine kurze Kante (4b) der neuen Platte (1) sowie
eine kurze Kante (4a) einer zweiten Platte (1) in einer
zweiten Reihe (R2) so eingerichtet sind, dass sie mit
der gleichen Winkelbewegung verbunden werden,
wenigstens ein Teil der ersten und der zweiten Ver-
binder an den kurzen Kanten (4a, 4b), der beim ver-
tikalen Verriegeln an den kurzen Kanten aktiv ist,
flexibel und so eingerichtet ist, dass er bei vertikalem
Einklappen horizontal verschoben wird und dadurch
einen horizontalen Trenndruck (SP) zwischen be-
nachbarten kurzen Kanten (4a, 4b) erzeugt,
bei dem Verfahren eine erste (1") und eine zweite
Platte (1) flach auf einem Unterboden liegen und die
langen Kanten miteinander verbunden sind,
und das Verfahren die folgenden Schritte umfasst:

a) Herstellen von Kontakt einer ersten langen
Kante (5a) einer abgewinkelten neuen Platte (1’)
mit dem oberen Teil einer zweiten langen Kante
(5b) der ersten Platte (1"),
und
b) Herstellen von Kontakt einer kurzen Kante
(4b) der neuen Platte (1’) mit einer kurzen Kante
(4a) der zweiten Platte, wobei die neue Platte
(1’) durch die Verbinder den langen und/oder
kurzen Kanten in dieser Position gehalten wird,
c) Pressen des Abschnitts (4b) der kurzen Kante
der neuen Platte (1’) nach unten auf den Unter-
boden zu, und
d) Verbinden der ersten (1"), der zweiten (1) und
der neuen Platte (1’) miteinander mit vertikalem
Einklappen, wobei

das Verfahren dadurch gekennzeichnet ist, dass
der Verfahrensschritt b) den zusätzlichen Schritt um-
fasst, in dem die erste Platte (1") und die neue Platte
(1’) an eine Zwischenposition gebracht werden, an
der die langen Kanten vertikale obere (CP1) und un-
tere (CP2) Kontaktpunkte sowie horizontale innere
(CP3) und äußere (CP4) Kontaktpunkte zwischen

benachbarten Flächen der ersten und der zweiten
langen Kanten (5a, 5b) haben, während gleichzeitig
die obere Kante der ersten Platte (1") an die obere
Kante der neuen Platte (1’) gepresst wird und in der
Zwischenposition die neue Platte (1’) so abgewinkelt
wird, dass ihre kurze Kante (4b) in Anfangskontakt
mit dem flexiblen Teil der kurzen Kante (4a) der zwei-
ten Platte (1) ist, die bei vertikalem Einklappen ho-
rizontal verschoben werden soll, und sich die neue
Platte (1’) in der Zwischenposition vorzugsweise in
einem Winkel zu der Hauptebene von ungefähr 10°
befindet.

2. Installationsverfahren nach Anspruch 1, wobei die
Feder (10, 30) an den kurzen Kanten (4a, 4b) der
Bodenplatte ein separates Material umfasst, das mit
einer Verbindungsnut (40) in den kurzen Kanten ver-
bunden ist, und mit einem flexiblen Teil versehen ist,
der so eingerichtet ist, dass er beim Einklappen ho-
rizontal verschoben wird und mit der Federnut (9,
20) in der kurzen Kante einer benachbarten Boden-
platte zusammenwirkt, um die Bodenplatten in einer
vertikalen Richtung (D1) parallel zu der vertikalen
Ebene (VP) aneinander zu verriegeln.

3. Installationsverfahren nach Anspruch 2, wobei ein
Teil der Feder (10, 30) in seiner Verbindungsnut (40)
verschiebbar angeordnet ist.

Revendications

1. Procédé d’installation pour raccorder des panneaux
de plancher (1, 1’, 1") en rangées par pliage vertical,
chaque panneau de plancher étant rectangulaire ou
carré et comprenant deux bords longs (5a, 5b) et
deux bords courts (4a, 4b), les bords longs ainsi que
les bords courts étant prévus avec des premier et
second connecteurs intégrés avec le panneau de
plancher pour bloquer deux panneaux adjacents
verticalement et horizontalement, les premier et se-
cond connecteurs (9, 10, 6, 8, 14) sur les bords longs
étant configurés pour être bloqués par obliquité,
alors que les premier et second connecteurs au ni-
veau des bords courts (20, 30, 6, 8, 14) sont confi-
gurés pour être bloqués avec le pliage vertical, dans
lequel
chaque premier connecteur comprend une bande
de blocage (6) avec un élément de blocage dirigé
vers le haut (8) au niveau d’un bord du panneau de
plancher et une rainure de blocage ouverte vers le
bas (14) au niveau d’un bord opposé du panneau de
plancher (1, 1’, 1") pour raccorder les bords de deux
panneaux adjacents horizontalement dans une di-
rection perpendiculaire aux bords, et
chaque second connecteur comprend une languette
(10, 30) au niveau d’un bord du panneau de plan-
cher, s’étendant horizontalement, perpendiculaire
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au bord et une rainure de languette horizontalement
ouverte (9, 20) dans un bord opposé du panneau de
plancher pour raccorder les bords de deux planchers
adjacents dans la direction verticale, et dans lequel
un bord long d’un nouveau panneau (1’) dans une
deuxième rangée (R2) est configuré pour être rac-
cordé à un bord long (5b) d’un premier panneau (1")
dans une première rangée (R1) par obliquité,
moyennant quoi un bord court (4b) du nouveau pan-
neau (1) et un bord court (4a) d’un second panneau
(1) dans une deuxième rangée (R2) sont configurés
pour être raccordés avec le même mouvement
d’obliquité,
dans lequel au moins une partie des premier et se-
cond connecteurs au niveau des bords courts (4a,
4b), qui est active dans le blocage vertical au niveau
des bords courts, est souple et est configurée pour
être déplacée horizontalement pendant le pliage ver-
tical, créant ainsi une pression de séparation hori-
zontale (SP) entre les bords courts (4a, 4b) adja-
cents,
dans lequel procédé, un premier (1") et un second
panneau (1) sont posés à plat sur un sous-plancher
avec les bords longs raccordés entre eux,
le procédé comprenant les étapes consistant à

a) amener un premier bord long (5a) d’un nou-
veau panneau (1’) oblique en contact avec la
partie supérieure d’un second bord long (5b) du
premier panneau (1"), et
b) amener un bord court (4b) du nouveau pan-
neau (1’) en contact avec un bord court (4a) du
second panneau, moyennant quoi le nouveau
panneau (1’) est maintenu dans cette position
par les connecteurs sur les bords longs et/ou
courts,
c) comprimer une section de bord court (4b) du
nouveau panneau (1’) vers le bas vers le sous-
plancher, et
d) raccorder le premier (1"), le second (1) et le
nouveau panneau (1’) entre eux, par pliage ver-
tical, moyennant quoi

le procédé est caractérisé en ce que l’étape b) du
procédé comprend l’étape supplémentaire consis-
tant à amener le premier panneau (1") et le nouveau
panneau (1’) dans une position intermédiaire dans
laquelle les bords longs ont des points de contact
verticaux supérieur (CP1) et inférieur (CP2) et des
points de contact horizontaux interne (CP3) et ex-
terne (CP4) entre des surfaces adjacentes des pre-
mier et second bords longs (5a, 5b) tout en compri-
mant le bord supérieur du premier panneau (1") con-
tre le bord supérieur du nouveau panneau (1’),
moyennant quoi, dans ladite position intermédiaire,
le nouveau panneau (1’) est oblique de sorte que
son bord court (4b) est en contact initial avec ladite
partie souple du bord court (4a) du second panneau

(1) qui est prévue pour être déplacée horizontale-
ment pendant le pliage vertical, moyennant quoi de
préférence le nouveau panneau (1’) est à un angle
par rapport au plan principal d’environ 10 degrés,
dans ladite position intermédiaire.

2. Procédé d’installation selon la revendication 1, dans
lequel la languette (10, 30) au niveau des bords
courts (4a, 4b) du panneau de plancher comprend
un matériau séparé raccordé à une rainure de rac-
cordement (40) dans lesdits bords courts et est pré-
vue avec une partie flexible qui est configurée pour
être déplacée horizontalement pendant le pliage et
pour coopérer avec la rainure de languette (9, 20)
dans le bord court d’un panneau de plancher adja-
cent pour bloquer les panneaux de plancher ensem-
ble dans une direction verticale (D1) parallèle au plan
vertical (VP).

3. Procédé d’installation selon la revendication 2, dans
lequel une partie de la languette (10, 30) est agencée
de manière déplaçable dans sa rainure de raccor-
dement (40).
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