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(57) ABSTRACT 

A vehicular imaging and display system includes a rear 
backup camera at arear portion of a vehicle, a video processor 
for processing image data captured by the rear camera, and a 
Video display Screen responsive to the video processor to 
display video images. During a reversing maneuver of the 
equipped vehicle, the video display Screen displayS Video 
images captured by the rear camera. During forward travel of 
the equipped vehicle, the video display screen is operable to 
display images representative of a portion of the field of view 
of the rear camera to display images representative of an area 
sideward of the equipped vehicle responsive to at least one of 
(a) actuation of a turn signal indicator of the vehicle, (b) 
detection of a vehicle in a side lane adjacent to the equipped 
vehicle and (c) a lane departure warning system of the 
vehicle. 
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IMAGING AND DISPLAY SYSTEM FOR 
VEHICLE 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

0001. The present application claims the benefit of U.S. 
provisional applications, Ser. No. 61/351.513, filed Jun. 4, 
2010, and Ser. No. 61/238,862, filed Sep. 1, 2009, which are 
hereby incorporated herein by reference in their entireties. 

FIELD OF THE INVENTION 

0002 The present invention relates generally to the field of 
vision systems and display systems for vehicles. 

BACKGROUND OF THE INVENTION 

0003 Road safety issues associated with side lane blind 
spots are known. Drivers often attempt or execute a side lane 
change maneuver unaware of the presence of another vehicle 
overtaking the vehicle in the immediate adjacent side lane. 
The driver of the vehicle usually is not able to view the 
overtaking vehicle in the driver's side view mirror due to the 
restricted field of view provided by that side view mirror. The 
overtaking vehicle, not being visible to the driver using his or 
her side view mirror and not yet visible in the driver's periph 
eral vision, is essentially in a side lane blind spot. Numerous 
mirror-based solutions to Such blind spot concerns have been 
suggested, such as described in U.S. Pat. No. 6,315,419. 
which is hereby incorporated herein by reference in its 
entirety. It has also been suggested to place multiple cameras 
around and about the vehicle to provide an improved blind 
spot detection and alert system, such as described in U.S. Pat. 
Nos. 5,289,321, 5,679,935 and/or 7, 111,968, which are 
hereby incorporated herein by reference in their entireties. 
Such prior systems involve mirrors and/or multiple cameras 
and multiple displays, and thus require complexity and cost. 

SUMMARY OF THE INVENTION 

0004. The present invention provides an imaging or vision 
system, with a video display screen (such as a video display 
screen disposed at or in or near the interior rearview mirror 
assembly of the vehicle) that displayS Video images captured 
by a camera or image sensor of the vehicle. Such as a rearward 
facing camera of a reverse backup-aid rear vision system 
present on the vehicle for capturing images of the rear blind 
Zone area immediately rearward and to the sides of the vehicle 
for assisting the driver of the equipped vehicle in making a 
reversing maneuver. In accordance with the present inven 
tion, the video display screen viewable to the driver of the 
vehicle (preferably a video mirror display) displays video 
images captured by the rearward-facing video camera during 
a reversing maneuver to provide real-time video of a rearward 
blind Zone for monitoring potential hazards present to the rear 
(such as children or obstacles or the like) as part of a backup 
assist functionality when the driver is executing a reverse 
back-up maneuver, and the same video display screen selec 
tively displays during forward driving situations a portion or 
portions of the video images captured by the same or common 
rearward-facing video camera while the vehicle is being 
driven forward, in order to provide a real-time video display 
principally of a side lane adjacent to the vehicle so as to 
provide a side lane blind spot monitoring/lane change aid 
functionality, and Such functionality may be responsive to the 
driver of the equipped vehicle actuating a turn signal indicator 
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or responsive to machine vision detection of another vehicle 
in or at or approaching a side blind spot of the equipped 
vehicle or responsive to a lane departure warning system or 
the like. 

0005. The rear backup video camera captures video image 
data for processing by a video image processor, and the video 
image data comprises at least two image data sets that encom 
pass a respective Zone or region of the field of view of the rear 
backup camera. For example, the video image data set may 
comprise a left Zone image data set and a right Zone image 
data set, with the left Zone image data set encompassing video 
images of another vehicle approaching from the rear of and/or 
overtaking the equipped vehicle in the left side lane, and with 
the right Zone image data set encompassing video images of 
another vehicle approaching from the rear and/or overtaking 
the equipped vehicle in the right side lane. The video images 
captured in orderived from the image data sets are selectively 
displayed on the video display screen, and may be displayed 
on one or more portions or regions of the video display screen. 
0006 For example, the video display screen may be oper 
able or addressable in at least two (and optionally and pref 
erably at least three) addressable or operable or actuatable 
Zones or regions (such as a left region, a center region and a 
right region) to display respective portions of the rearward 
images captured by the rear backup camera at the rear of the 
equipped vehicle. The two or three (or more) Zones or regions 
of the video display screen may have similar or different cross 
dimensions depending on the particular application and 
desired display options of the vision and display system. 
Optionally, the video display screen (either at a Zone or region 
that is currently displaying video images or at one of the Zones 
or regions that is not currently displaying video images) may 
display an iconistic representation of the equipped vehicle 
(either as an addition/enhancement to or a replacement for the 
real time video display of video images captured by the rear 
camera) and/oran alert or warning indication/signal to further 
enhance the driver's cognitive recognition and awareness of 
the displayed scene at the mirror assembly or at another 
display location in the vehicle. 
0007 According to an aspect of the present invention, a 
vehicular vision system includes a rearward facing camera at 
a rear portion of a vehicle and a video display screen operable 
to display video images captured by the rearward facing 
camera (such as in response to the driver of the vehicle shift 
ing a gear actuator to a reverse gear position to initiate a 
reversing maneuver), preferably utilizing the full field of view 
of the rearward facing camera to display rearward images 
during a reversing maneuver of the vehicle. The system 
includes a video processor or control that processes video 
image data captured by the rearward facing camera to provide 
an enhancement or selective display or selective cropping or 
Zooming or adaptation of a display of a blind spot for viewing 
by the driver of the vehicle. The system, when the vehicle is 
driving in a forward direction of travel, may be operable to 
detect the presence of another vehicle at the side of and/or 
rearward of the equipped vehicle. Such as via machine vision 
utilizing an video processor and/or image processor capable 
of object detection, and is operable to display a video image 
of the area or region rearward and sideward of the equipped 
vehicle at which the other vehicle is detected, to automati 
cally alert the driver of the equipped vehicle of the presence of 
the other vehicle. 
0008 Optionally, the video display screen may display 
Video images of the local region or area rearward and 
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sideward of the equipped vehicle at a portion of the video 
display screen and may display an iconistic display or alert or 
graphic overlay at that portion of the video display Screen 
and/or at another portion of the same or common video dis 
play screen to alert the driver of the equipped vehicle and to 
enhance the driver's cognitive awareness of the purpose of the 
Video images being displayed by the video display screen and 
to enhance the driver's situational awareness of vehicles 
approaching or in a side lane blind spot when the driver is 
contemplating and/or is executing a lane change maneuver 
into that adjacent side lane. For example, if the system detects 
another vehicle at or approaching to the rear and left side of 
the equipped vehicle (or if the driver actuates a turn signal 
indicating a lane change into that side lane), the video display 
screen may display a left side region of the captured rearward 
image at a left side or portion of the video display Screen and 
may display an iconistic representation of a vehicle to the left 
and rear of a subject vehicle at the right side of the video 
display screen, to enhance the driver's cognitive awareness 
and understanding of the displayed image. 
0009 Optionally, and preferably, the video display screen 
may be disposed at or in an interior rearview mirror assembly 
of the vehicle and behind a mirror reflective element. Option 
ally, the video display screen, when operated to display 
images or information, may be viewable through a transflec 
tive mirror reflector of a reflective element of the mirror 
assembly. The portion of the video display screen that dis 
plays the video images (such as via backlighting of a liquid 
crystal video display or the like) may be viewable through the 
transflective mirror reflector while the portion of the video 
display that does not display video images may be dark (i.e., 
may be non-emitting) or otherwise non-displaying or not 
actuated, or may display non-video information, such as an 
iconistic representation of what may be happening about the 
vehicle or a graphic overlay or the like. The driver viewing the 
mirror at the non-video displaying portion of the video dis 
play screen views a reflected image as reflected by the trans 
flective mirror reflector of the mirror reflective element other 
than where non-video information may be being displayed, 
thus maximizing the rear vision capability of the interior 
mirror while the driver is driving down the road or highway. 
In this regard, having a high contrast ratio for the video 
display device used is beneficial and is preferred. The vision 
and display system of the present invention thus provides a 
blind spot side lane display or alert at the interior rearview 
mirror assembly without substantially interfering with the 
driver's rearward field of view at the mirror reflective element 
of the interior rearview mirror assembly. 
0010. In applications where the video display is part of a 
transflective interior video mirror assembly, the presence of 
the video screen is at least substantially covert when not 
displaying video or other information, and so when the 
vehicle is driven in a forward direction, the video mirror 
display of side blind spot video images is on-demand and 
displays when needed/appropriate to the driver's driving task: 
and when the video display is not displaying information or 
images, the full mirror reflectance functionality is available 
from the full surface area of the transflective mirror reflector 
that the video display is disposed behind and that emits 
through when activated to display information. 
0011 Optionally, the video processor of the system may 
include a decoder that decodes a NTSC signal from the rear 
ward facing camera or image sensor of the vehicle. The 
decoder may have a microprocessor that is operable to control 
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the video display Screen, Such that the images are processed 
and displayed with a common microprocessor, thereby obvi 
ating the need for a separate microprocessor for the video 
display screen. The decoder may be operable to at least pro 
vide on Screen display capability, provide video decoding, at 
least partially control dimming of the transflective electro 
chromic mirror reflective element, and at least partially con 
trol the intensity of the video display screen. 
0012. Therefore, the vision system or display system of 
the present invention provides a combined rear vision system 
or blind Zone display or backup assist system and a side lane 
blind spot vision system or lane change assist system that 
utilizes a single or common rearward facing camera at the rear 
of the vehicle, and preferably provides display at a single or 
common video display of the vehicle in a manner that is 
cognitively recognizable, appreciable and usable by the 
driver of the equipped vehicle. The image data captured by the 
rearward facing camera may be processed to display rearward 
images of the scene behind the vehicle when the vehicle is 
shifted into reverse and during a reversing maneuver, and the 
Video image data captured by the rearward facing camera may 
be processed and cropped or manipulated to display rearward 
and sideward video images of the scene rearward and 
sideward of the equipped vehicle to alert the driver of the 
presence of another vehicle at or in or approaching the 
equipped vehicle at that side of the vehicle, such as responsive 
to the driver of the equipped vehicle actuating a turn signal 
indicator to change lanes while driving along a road or 
responsive to detection of another vehicle at the side or rear or 
at or near or approaching a side blind spot area of the 
equipped vehicle. Graphics, icons and/or other overlays or 
computer generated indicia may be generated and co-dis 
played with the captured video image or portion of the cap 
tured video image in a manner that is accretive to and that 
enhances the driver's situational awareness to the rear and to 
the side of the equipped vehicle. 
0013 The rearward facing camera thus serves a dual func 
tion (backup assist and blind spot or lane change assist) in 
that, when the driver is executing a reversing maneuver, the 
rearward facing camera and its associated driver-viewable 
Video display provides arear backup reverse aid functionality, 
presenting to the driver a wide angle rearward and sideward 
view (such as preferably at least about 130 degrees, more 
preferably at least about 170 degrees and more preferably at 
least about 180 degrees) of a blind Zone to the rear and to the 
sides of the vehicle while reversing. When the equipped 
vehicle is not reversing and is normally driven forward, the 
same or common rear camera and the same or common asso 
ciated driver-viewable video display selectively presents 
Video images (preferably accompanied by appropriate 
graphic overlays or icons that enhance the driver's cognitive 
situational awareness) that show to the driver what may be 
present or not present in or at a side blind spot area of the 
vehicle or rearwardly approaching the side region of the 
vehicle when the driver is contemplating and/or executing a 
side lane maneuver. Such selective display may be triggered 
by the likes of the driver's selection of a turn signal or by 
machine vision detection of another vehicle at or in or 
approaching the side blind spot area (Such as detected by a 
lane departure warning system of the vehicle or such as 
detected by a blind spot detection system of the vehicle or 
Such as by processing video images captured by the rearward 
facing camera or other sensor) so as to object detect in a 
manner known in the image processing arts. 
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0014. These and other objects, advantages, purposes and 
features of the present invention will become apparent upon 
review of the following specification in conjunction with the 
drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0015 FIG. 1 is a schematic of a vehicle equipped with the 
rear vision and display system in accordance with the present 
invention, showing the field of view of the rearward facing 
camera of the vehicle: 
0016 FIG. 1A is a block diagram of the components of the 
rear vision and display system of FIG. 1; 
0017 FIGS. 2-5 are schematics of the equipped vehicle 
showing the rearward and sideward field of view of the rear 
ward facing camera as another vehicle approaches and passes 
the equipped vehicle at the left side of the equipped vehicle: 
0018 FIG. 6 is a plan view of a mirror assembly incorpo 
rating a video display screen having left and right display 
Zones or regions in accordance with the present invention; 
0019 FIGS. 7-10 are schematics of the equipped vehicle 
showing the rearward and sideward field of view of the rear 
ward facing camera as another vehicle approaches and passes 
the equipped vehicle at the right side of the equipped vehicle: 
0020 FIG. 11A is a plan view of a display of the equipped 
vehicle, showing the rearward left side region of the captured 
image and showing an iconistic representation of another 
vehicle at the left side and rearward of the equipped vehicle: 
0021 FIG. 11B is a plan view of a display of the equipped 
vehicle, showing the rearward right side region of the cap 
tured image and showing an iconistic representation of 
another vehicle at the right side and rearward of the equipped 
vehicle: 
0022 FIG. 12 is a schematic of the equipped vehicle show 
ing the rearward and sideward fields of view of the rearward 
facing camera as other vehicles approach and pass the 
equipped vehicle at each side of the equipped vehicle: 
0023 FIG. 13 is a plan view of a display of the equipped 
vehicle, showing a larger iconistic representation of a vehicle 
at the rearward left side region and showing a blind spot icon 
to the right of the iconistic representation; 
0024 FIG. 14 is a plan view of a display of the equipped 
vehicle, showing a larger iconistic representation of a vehicle 
at the rearward right side region and showing a blind spot icon 
to the left of the iconistic representation; 
0025 FIG. 15 a plan view of the display of FIG. 6 or 13, 
showing a graphic overlay at the displayed image to enhance 
the driver's cognitive awareness of the location of and dis 
tance to the other vehicle at the side and rearward of the 
equipped vehicle; 
0026 FIG. 16 is a plan view of a mirror assembly incor 
porating a video display Screen having left, middle and right 
display Zones or regions in accordance with the present inven 
tion; 
0027 FIG. 17 is a schematic of the equipped vehicle show 
ing the rearward and sideward field of view of the rearward 
facing camera as another vehicle approaches and passes the 
equipped vehicle at the left side of the equipped vehicle: 
0028 FIG. 18 is a plan view of the mirror and display of 
FIG.16, showing the rearward left side region of the captured 
image at the left display Zone or region of the display and 
showing an iconistic representation of the Subject vehicle and 
an alert at the middle display Zone or region of the display; 
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(0029 FIG. 19A is a schematic representation of the 
equipped vehicle showing the rearward field of view provided 
by a driver side exterior rearview mirror; 
0030 FIG. 19B is a plan view of the driver side exterior 
rearview mirror of the equipped vehicle, showing the rear 
ward field of view of the driver of the vehicle that encom 
passes a rearward approaching vehicle: 
0031 FIG. 20 is a plan view of the mirror and display of 
FIG.16, showing the rearward captured image and showing a 
graphic overlay to assist the driver during a reversing maneu 
ver of the equipped vehicle: 
0032 FIG. 21A is a plan view of the mirror and display of 
the present invention, showing the left side region of the 
captured image at a left display Zone or region of the display 
and showing an arrow at the left display Zone or region to 
indicate to the driver that the displayed image is of a vehicle 
in the left side lane; 
0033 FIG.21B is a plan view of the mirror and display of 
the present invention, showing the right side region of the 
captured image at a left display Zone or region of the display 
and showing an arrow at the left display Zone or region to 
indicate to the driver that the displayed image is of a vehicle 
in the right side lane; 
0034 FIG. 22 is a block diagram of the components of 
another rear vision and display system in accordance with the 
present invention; 
0035 FIG.23 is a iconistic representation of common road 
signs for the United States: 
0036 FIGS. 24 and 25 are plan views of a mirror assembly 
displaying signs in accordance with the present invention; 
0037 FIG. 26 is a block diagram of a video encoder suit 
able, for use in the imaging and display system of the present 
invention; 
0038 FIG. 27 is a block diagram of an imaging and dis 
play system in accordance with the present invention; 
0039 FIG. 28 is another block diagram of an imaging and 
display system in accordance with the present invention; and 
0040 FIG. 29 is a schematic of a vehicular mirror and 
accessory system in accordance with the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0041 Referring now to the drawings and the illustrative 
embodiments depicted therein, a vehicular vision system 10 
includes arearward facing video camera or imaging sensor 12 
disposed at a rear portion 14a of a vehicle 14, a video display 
screen 16 disposed at an interior cabin of the vehicle and at or 
near the windshield 14b of the vehicle, and a video processor 
18 for processing image data captured by the rearward facing 
camera 12 (FIGS. 1 and 1A). The video display screen 16 is 
responsive to the video processor 18 (which may be operable 
to crop the video images, may be operable for machine vision 
objection detection, may be operable for electronic image 
distortion reduction and/or may be operable for graphic over 
lay generation) and is operable to display video images cap 
tured by the rearward facing camera 12 for viewing by the 
driver of the vehicle when the driver is normally operating the 
vehicle. The video display screen 16 may, responsive to the 
driver of the vehicle shifting the gear actuator of the vehicle to 
a reverse gear position to initiate a reversing maneuver, dis 
play video images captured by the rearward facing camera 12 
of the scene occurring behind the vehicle to assist the driver in 
making a reversing maneuver, as discussed below. Such 
reversing or rear backup cameras are typically provided with 
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a wide-angle rearward field of view (preferably at least about 
130 degrees, more preferably at least about 170 degrees and 
more preferably at least about 180 degrees, such as about 185 
degrees such as shown in FIG. 1) So as to image objects and/or 
persons and/or animals immediately to the rear of and a 
distance behind the equipped vehicle and also in the side lane 
areas sideward of and rearward of the equipped vehicle. Thus, 
the wide angle field of view of the rearward facing camera 
encompasses the side lane regions and the rearward facing 
camera captures images of objects or other vehicles that are at 
or approaching the equipped vehicle in the side lanes adjacent 
to the equipped vehicle. The video display screen 16 may, 
during forward driving of the equipped vehicle, and Such as 
responsive to the driver actuating a turn signal indicator of the 
vehicle and/or responsive to detection of another vehicle at or 
near or approaching a blind spot at one or both sides of the 
equipped vehicle, display video images for viewing by the 
driver of the vehicle with the field of display of the images 
restricted to a sideward and rearward region of the captured 
images so as to selectively only display the pertinent side lane 
blind spot area/region (and the approaching vehicle or over 
taking vehicle or passing vehicle therein) to alert the driver of 
the presence of the other vehicle and/or to assist the driver in 
making a lane change, as also discussed below. 
0042. In the illustrated embodiment, the video display 
screen 16 is disposed at an interior rearview mirror assembly 
20 of the vehicle (such as in, a mirror casing 20a and behind 
a reflective element 20b of the mirror assembly 20 such that 
displayed information is viewable through the reflective ele 
ment of the mirror assembly, such as shown in FIGS. 6, 11A 
and 11B and as discussed below). The interior mirror assem 
bly may comprise an electro-optic reflective element, such as 
an electrochromic reflective element, having a transflective 
mirror reflector (such as one or more thin metallic films or 
coatings disposed on a Surface of a substrate of the reflective 
element, such as disposed on the front Surface of the rear 
substrate, commonly referred to as the third surface of the 
mirror reflective element) that is partially transmissive of 
visible light therethrough and partially reflectant of visible 
light incident thereon, such as a mirror reflective element of 
the types described in U.S. Pat. Nos. 7,274.501; 7.255.451: 
7,195,381; 7,184, 190; 5,668,663; 5,724,187 and/or 6,690, 
268, which are all hereby incorporated herein by reference in 
their entireties). Thus, the video display screen, when oper 
ating to display video images or the like, is viewable through 
the transflective mirror reflector and the mirror reflective ele 
ment by the driver of the vehicle and, when the video display 
screen is not operating to display video images or the like, the 
video display screen is not readily viewable or observable or 
discernible to the driver of the vehicle, such that the presence 
of the video display screen is rendered covert by the trans 
flective mirror reflector and the driver of the vehicle normally 
views the mirror reflector and reflective element to view the 
reflected rearward image at the mirror reflective element. 
Optionally, the video display Screen may be disposed else 
where in the vehicle. Such as at or in an accessory module or 
windshield electronics module or overhead console or center 
stack region of the instrument panel or elsewhere at the instru 
ment panel or other areas of the vehicle, while remaining 
within the spirit and scope of the present invention. The vision 
system and display system of the present invention may uti 
lize aspects of the display systems described in U.S. Pat. Nos. 
5,786,772; 5,929,786; and/or 6, 198,409, which are hereby 
incorporated herein by reference in their entireties. Option 
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ally, the vision system and display system may utilize aspects 
of the blind spot detection systems of the types described in 
U.S. Pat. Nos. 7,720,580; 7,038,577; 6,882,287; 5,929,786 
and/or 5,786,772, and/or U.S. patent application Ser. No. 
1 1/239,980, filed Sep. 30, 2005 (Attorney Docket DONO1 
P-1238), which are all hereby incorporated herein by refer 
ence in their entireties. 

0043. In the illustrated embodiment, and as shown in FIG. 
1, the rearward facing camera 12 has a wide angle rearward 
field of view 22 that encompasses about 185 degrees (fields of 
view larger and Smaller than this and that encompass the side 
lane regions may be contemplated while remaining within the 
spirit and scope of the present invention). Thus, during a 
reversing maneuver, the rearward facing camera 12 and video 
processor 18 and video display screen 16 can operate to 
display entire images (or Substantially entire images) cap 
tured by the rearward facing camera (such as, for example, 
images encompassed by the about 185 degree field of view of 
the camera in FIG. 1), in order to provide video images to the 
driver of the vehicle of a wide area or region or blind Zone 
immediately rearward of the vehicle to assist the driver of the 
vehicle in making the reversing maneuver (Such as shown in 
FIG. 20 and discussed below). The rearward facing camera 
and/or video processor and/or video display screen and/or 
backup assist system may utilize aspects of the systems 
described in U.S. Pat. Nos. 5,550,677; 5,760,962; 5,670,935; 
6,201,642; 6,396,397; 6,498,620; 6,717,610; 6,757,109: 
7,005,974; and/or 7.265,656, which are hereby incorporated 
herein by reference in their entireties. 
0044) Typically, such a rearward facing camera for a rear 
vision system or backup assist system is activated responsive 
to the driver of the equipped vehicle shifting the gear actuator 
into a reverse gear position, whereby video images captured 
by the camera are displayed at the video display screen. When 
the reversing maneuver is completed. Such as when the driver 
of the vehicle finally shifts the gear actuator out of the reverse 
gear position (and into either a park or neutral position or a 
forward gear position), display of the images captured by the 
camera ceases and the camera is often deactivated. 

0045. The present invention utilizes the rearward facing 
camera during Such reversing events or reversing maneuvers 
and also utilizes the rearward facing camera during non 
reversing events or maneuvers (such as when the vehicle is 
being driven in a forward direction along a road), so as to 
provide rearward and/or sideward images to the driver of the 
vehicle when the driver is driving the equipped vehicle in a 
forward direction of travel. Thus, the rearward facing camera 
and/or the video display Screen may remain activated or ener 
gized during forward travel maneuvers of the vehicle and/or 
may be episodically activated during forward travel maneu 
vers (such as in response to the driver of the vehicle actuating 
a turn signal indicator or such as in response to a detection 
(such as via the likes of machine vision or via radar or ultra 
Sonic or time of flight infrared sensing) of another vehicle at 
orin or approaching a side blind spot of the equipped vehicle). 
0046. During such forward travel driving situations, the 
rearward facing camera may turn on/off or remain activated 
and, when activated, may capture images at the rear or rear 
ward of the vehicle and the video processor or control or 
Video decoder and video display screen of the vision system 
may operate to display a selected or appropriate portion or 
portions of the captured video images at the video display 
screen to display the side lane blind spot area to the driver of 
the equipped vehicle or to alert the driver of the presence of a 
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detected vehicle at or near or approaching the side lane blind 
spot area of the equipped vehicle. For example, the video 
display Screen 16 of vision system 10 may display a portion 
(FIGS. 6 and 11A-B) of the images captured by the rearward 
facing camera 12 and may display a selected or appropriate 
portion of the captured images relevant to a particular driving 
condition in a manner that is cognitively readily recognizable 
to, and usable by, the driver of the equipped vehicle. For 
example, and as shown in FIG. 6, the video display screen 16 
may have at least two (or more) separately addressable or 
operable Zones or regions, such as a left Zone or region 16a 
and a right Zone or region 16b, for separately displaying 
respective portions of the video images captured by the rear 
camera 12. The cropped or partial or side lane-viewing field 
of view at the selected side lane is selected (such as appropri 
ate for the particular vehicle equipped with the system) so as 
to principally display what is being imaged in the respective 
side lane adjacent the road lane being traveled by the 
equipped vehicle. For example, the side lane viewing 
restricted field of display may have a field of view rearward of 
greater than about 10 degrees and less than about 75 degrees 
or thereabouts. 

0047. The rear camera video image data thus is fed to the 
Video processor, and the video processor may determine 
(such as via machine vision processing of captured image 
data) an approach of another vehicle close to the rear/side 
blind spot of the side mirror of the equipped vehicle, whereby 
the system automatically turns on or displays video of the 
“cropped” blind spot viewing field of view (the portion of the 
captured rearward image that encompasses the rearward and 
sideward region adjacent to and rearward of the equipped 
vehicle). Such video processing and/or cropping may be 
achieved via any suitable video processing means, and may 
include, for example, a Techwell decoder available from 
Techwell Inc. of San Jose, Calif., or an EyeCTM image pro 
cessor from MobilEye of Jerusalem, Israel (for example, such 
as the EyeC2TM Video image processor), such as at or in the 
video mirror assembly or the like. Optionally, the video pro 
cessor and/or associated image processor may be disposed at 
or in the interior mirror assembly or elsewhere at the vehicle 
and/or may be disposed at the rear-mounted camera device 
and/or may be part of incorporated at or in the camera or the 
like, while remaining within the spirit and scope of the 
present invention. 
0048. For example, and with reference to FIGS. 2-5 and 
11A, if the driver of the equipped vehicle actuates a left turn 
signal or if another vehicle 24 is detected (such as via any 
Suitable detection means, such as image processing of the 
images captured by the rearward facing camera 12 or via a 
radar sensing device or system or via a lane departure warning 
system of the vehicle or a blind spot detection system of the 
vehicle or the like) rearward of the equipped vehicle 14 and at 
or approaching a blind spot area at the rear and left side of 
equipped vehicle, the video display screen 16 may display a 
left side region 22a of the field of view 22 encompassed by the 
rearward facing camera 12. In the illustrated embodiment of 
FIG. 11A, the video display may utilize a left portion 16a of 
the video display screen 16 (such as a left half or left Zone or 
region or such as a left third (or any other fraction) of the 
screen) for displaying the real time video images of the left 
side region 22a captured by the rear camera (as captured at a 
left portion of the field of view of the video camera that 
encompasses a left side lane adjacent to the equipped vehicle) 
or for displaying iconistic representations of a detected 
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approaching and overtaking vehicle at the left side lane adja 
cent to the equipped vehicle (with the displayed images being 
viewable through the transflective mirror reflector and the 
mirror reflective element). Optionally, the video display may 
also display in the left Zone 16a an iconistic display or rep 
resentation 21a of the left side of the equipped or subject 
vehicle and optionally may display an iconistic display 23 of 
a vehicle at or near or approaching the equipped vehicle (also 
viewable through the transflective mirror reflector and mirror 
reflective element), so as to enhance the driver's cognitive 
understanding of the partial video display at the video display 
screen. Optionally, the display system may, when displaying 
Video images at the left display Zone 16a, utilize a right Zone 
or region or portion 16b (and/or a middle portion or Zone or 
region) of the video display Screen 16 for displaying an 
iconistic display or representation of the left side of the 
equipped or Subject vehicle and/or an iconistic display of a 
vehicle at or near or approaching the equipped vehicle (view 
able through the transflective mirror reflector and mirror 
reflective element), so as to enhance the driver's cognitive 
understanding of the partial video display at the video display 
screen. As shown in FIGS. 2-5, the displayed blind spot 
region may display the other vehicle 24 approaching the left 
side blind spot region (FIG.2), entering the left side blind spot 
region (FIG. 3), where the front side portion of the vehicle 
may be displayed, overtaking and passing the left side blind 
spot region (FIG. 4), where the rear side portion of the vehicle 
may be displayed, passing or exiting the left side blind spot 
region (FIG. 5), where only a small rear portion of the vehicle 
may be displayed but the vehicle at that time would be view 
able in the peripheral vision of the driver of the equipped 
vehicle 14 at the left side of the vehicle. 

0049. As shown in FIGS. 4 and5, the bulk orportion of the 
other vehicle 24 may still be in the side blind spot area of the 
equipped vehicle 14, while only a small rear portion of the 
vehicle 24 is being imaged. Such a small portion may not be 
readily viewable or discernible to the driver of the equipped 
vehicle when the system displays the small portion at the 
partial display area of the video display screen. Thus, it is 
envisioned that, if the system detects and images the other 
vehicle approaching and passing the equipped vehicle, the 
system may optionally reconstruct the detected vehicle for 
displaying at the video display Screen. For example, the video 
processor or control may reconstruct or graphically generate 
or represent the non-imaged portion of the other vehicle in 
Video display to Supplement or add to the Small rearward 
portion that is being imaged. For example, when the rear end 
of the other vehicle is imaged and the other vehicle is partially 
in the side lane blind spot of the equipped vehicle, the system 
can, rather than losing the full displayed image of the other 
vehicle as it progresses beyond the field of view of the rear 
ward facing camera, continue to show or represent the whole 
vehicle (or substantial portion thereof) even though the other 
vehicle has physically left/or partially left the field of view of 
the rearward facing camera. The system thus may provide a 
graphic overlay and/or computer generated images to repre 
sent the forward portion or non-imaged portion of the other 
vehicle and may display them at the video display screen (so 
as to be viewable through the transflective mirror reflector and 
mirror reflective element) to enhance the driver's cognitive 
awareness of the other vehicle and to enhance the driver's 
situational awareness as to the location of the other vehicle 
relative to the side lane blind spot of the equipped vehicle. 
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0050. Because the overtaking and/or passing vehicle is 
imaged as it approaches the equipped vehicle from the rear, 
the system may be operable to reconstruct or generate a 
graphic representation of that particular vehicle or vehicle 
type to graphically or electronically construct an image of the 
passing vehicle at the video display screen. For example, the 
Video display screen may display the imaged rear portion of 
the overtaking vehicle, and may display a graphic represen 
tation of at least part of the non-imaged portion of the over 
taking vehicle to enhance the driver's awareness of the pres 
ence and location of the overtaking and passing vehicle 
relative to the equipped vehicle. The graphic representation 
may include a graphic representation of a side portion of the 
equipped vehicle to further enhance the driver's awareness of 
the location of the overtaking and passing vehicle relative to 
the equipped vehicle. Thus, the system of the present inven 
tion may generate a representation of the non-imaged portion 
of the detected vehicle to make sure that the driver of the 
equipped vehicle is aware of the presence of the other vehicle 
as it is passing the equipped vehicle and is not being fully or 
Substantially imaged by the rearward facing camera but may 
still be at least partially in the side lane blind spot area of the 
equipped vehicle. 
0051. Similarly, and with reference to FIGS. 7-10 and 
11B, the video display screen 16 of vision system 10 may 
display a right portion (FIG. 11B) of the images captured by 
the rearward facing camera 12 and may display a selected or 
appropriate portion of the captured images relevant to a par 
ticular driving condition. For example, if the driver of the 
equipped vehicle actuates a right turn signal or if another 
vehicle 25 is detected (such as via any suitable detection 
means, such as image processing of the images captured by 
the rearward facing camera 12 or via a radar sensing device or 
system or via a lane departure warning system of the vehicle 
or a blind spot/side object detection system of the vehicle or 
the like) rearward of the equipped vehicle 14 and at or 
approaching a blind spot area at the rear and right side of 
equipped vehicle, the video display screen 16 may display a 
right side region 22b of the field of view 22 encompassed by 
the rearward facing camera 12. In the illustrated embodiment 
of FIG. 11B, and in a similar manner as described above for a 
vehicle passing on the left side of the Subject or equipped 
vehicle, the video display screen may, when a vehicle is 
approaching and overtaking and passing on the right side of 
the Subject or equipped vehicle, utilize the right Zone or 
region or portion 16b of the video display screen 16 (such as 
a right half orportion or Zone or region or Such as a right third 
(or any other fraction) of the display Screen) for displaying the 
real time video images of the right side region 22b (as cap 
tured at a right portion of the field of view of the video camera 
that encompasses a right side lane adjacent to the equipped 
vehicle) or for displaying iconistic representations of a 
detected approaching and overtaking vehicle at the right side 
lane adjacent to the equipped vehicle (with the displayed 
Video images and/or icons being viewable through the trans 
flective mirror reflector and mirror reflective element). 
Optionally, the video display may display in the right Zone 
16b an iconistic display or representation 21b of the right side 
of the equipped or Subject vehicle and optionally may display 
an iconistic display 23 of a vehicle at or near or approaching 
the equipped vehicle (also viewable through the transflective 
mirror reflector and mirror reflective element), so as to 
enhance the driver's cognitive understanding of the partial 
video display at the video display screen. Optionally, the 

Jun. 21, 2012 

display system may, when displaying video images at the 
right display Zone 16a, utilize the left Zone or region or 
portion 16a (and/or a middle portion or Zone or region) of the 
Video display screen 16 for displaying an iconistic display or 
representation of the right side of the equipped or subject 
vehicle and/or an iconistic display of a vehicle at or near or 
approaching the equipped vehicle (viewable through the 
transflective mirror reflector and mirror reflective element), 
So as to enhance the driver's cognitive understanding of the 
partial video display at the video display Screen. As shown in 
FIGS. 7-10, the displayed blind spot region may display the 
other vehicle 25 approaching the right side blind spot region 
(FIG. 7), entering the right side blind spot region (FIG. 8), 
where the front side portion of the vehicle may be displayed, 
overtaking and passing the right side blind spot region (FIG. 
9), where the rear side portion of the vehicle may be dis 
played, passing or exiting the right side blind spot region 
(FIG. 10), where only a small rear portion of the vehicle may 
be displayed but the vehicle at that time would be viewable in 
the peripheral vision of the driver of the equipped vehicle 14 
at the right side of the vehicle (and the system may be oper 
able to graphically represent the non-imaged portion of the 
overtaking and passing vehicle to enhance the driver's cog 
nitive awareness of the presence and location of the passing 
vehicle relative to the equipped vehicle, as discussed above). 
0.052 Optionally, and with reference to FIG. 12, the sys 
tem may detect a vehicle 24, 25 at each side of or approaching 
a side lane blind spot area of the equipped vehicle 14. In such 
a situation, the system may display captured images of both 
side regions 22a, 22b at respective sides or portions of the 
display screen to alert the driver of the presence of vehicles at 
or approaching both sides of the vehicle. Optionally, the 
system may overlay the iconistic representation at the respec 
tive display portion to enhance the driver's cognitive aware 
ness and understanding of the displayed images. 
0053) Optionally, the system may be operable to provide a 
larger iconistic or cartoon-like representation of the captured 
images at a portion of the video display (and optionally with 
the typical blind spot icon at the video display as well), such 
as by utilizing aspects of the display system described in U.S. 
Pat. Nos. 7,005,974 and/or 7.265,656, which are hereby 
incorporated herein by reference in their entireties. For 
example, and as shown in FIGS. 13 and 14, the video display 
screen may, instead of displaying video images of the side 
blind spot area (as captured by the rearward facing camera), 
display an iconistic or cartoon-like or graphic representation 
ofa Vehicle detectedatorin or approaching the side blind spot 
area (responsive to detection of an approaching and overtak 
ing vehicle). Optionally, the video display Screen may also 
display an iconistic representation of the side portion 21a. 
21b of the vehicle at which the approaching and overtaking 
vehicle is detected, and/or the video display Screen may dis 
play the typical iconistic blind spot detection representation 
23 at or near or adjacent to the cartoon-like representation, 
Such as in a similar manner as discussed above (and viewable 
through the transflective mirror reflector and mirror reflective 
element). Optionally, the video display Screen may display 
the video images and a cartoon-like iconistic rendering of the 
displayed video images of the side-approaching and overtak 
ing vehicle, which thus may provide machine vision com 
bined with real time or human vision. Optionally, and as 
shown in FIG. 15, the system may provide graphic overlays 
17 at the video image display or cartoon-like display to 
enhance the driver's cognitive awareness and understanding 
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of the displayed images, and optionally to provide distance 
markers to enhance the driver's understanding of the location 
of the detected and/or displayed vehicle relative to the 
equipped vehicle (with the graphic overlays also being view 
able through the transflective mirror reflector and mirror 
reflective element). The graphic overlay thus may allow dis 
tance/perspective gauging by the driver of the equipped 
vehicle relative to the side blind spot area at the side of the 
equipped vehicle, and can be used to give a sense of distance 
or perception depth for the driver to gauge how far away the 
overtaking or approaching vehicle may be from the equipped 
vehicle and also where the overtaking or approaching vehicle 
is relative to a side blind spot of the equipped vehicle. 
0054 Optionally, and with reference to FIG. 16, the video 
display screen 16' (which may be disposed in an interior 
rearview mirror assembly 20 and behind the reflective ele 
ment of the mirror assembly) may comprise a left Zone or 
region 16a (Such as a left third or Zone or region for selec 
tively displaying an image captured at the left side and rear 
ward of the vehicle), a right Zone or region 16b (such as a 
right third or Zone or region for selectively displaying an 
image captured at the right side and rearward of the vehicle), 
and a center or middle Zone or region 16c (Such as a center 
third or Zone or region for selectively displaying an image 
captured at the center and rearward of the vehicle). Thus, for 
example, and with reference to FIGS. 17 and 18, when a 
vehicle is approaching the subject vehicle 14 from the left 
and rear of the subject vehicle, the approaching vehicle 25 
(such as the motorcycle shown in FIG. 17) may be detected 
and images of the approaching vehicle may be captured at the 
left region or Zone of the rear backup camera 12, and the 
captured images of the approaching vehicle may be displayed 
at the left Zone or region 16a' of the video display screen 16 
(such as shown in FIG. 18). In the illustrated embodiment of 
FIG. 18, the video display screen 16' utilizes the left portion 
16a' of the video display screen 16" for displaying the real 
time video images of the vehicle at the left side region 22a (as 
captured by the rear camera in the left portion of the field of 
view of the rear camera), and may darken or otherwise not 
utilize the other Zones or regions 16b', 16c of the video 
display screen 16'. Optionally, and as shown in FIG. 18, the 
video display screen 16' may utilize the middle Zone or region 
or portion 16c of the video display screen 16' for displaying 
an iconistic display or representation 21 of the side of the 
equipped or Subject vehicle and optionally may display an 
iconistic alert signal or warning sign 23' (while the right Zone 
or region 16b of the video display screen 16' may be entirely 
darkened or otherwise non-active or deactivated or the like) 
So as to enhance the driver's cognitive understanding of the 
partial video display at the video display screen. Although 
shown in FIGS. 17 and 18 as displaying video images at the 
left Zone of the display screen to display real time video 
images of the scene occurring at the left side lane adjacent to 
the left side of the equipped vehicle, clearly the vision and 
display system of the present invention functions in a similar 
manner to display video images at the right Zone of the dis 
play screen to display real time video images of the scene 
occurring at the right side lane adjacent to the right side of the 
equipped vehicle. 
0055 As can be seen with reference to FIGS. 19A and 
19B, as the approaching vehicle approaches the rear of the 
equipped vehicle and is not yet in the blind spot or blind Zone 
of the exterior rearview mirror assembly 15 of the vehicle 14, 
the approaching vehicle may be viewed by the driver at the 
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mirror reflective element of the exterior rearview mirror 
assembly of the equipped vehicle. Such as in a known manner. 
As the approaching vehicle gets closer to the equipped 
vehicle, the approaching/passing vehicle may not be view 
able by the driver of the equipped vehicle at the exterior 
rearview mirror assembly, but will be displayed at and view 
able at the video display screen at the interior rearview mirror 
assembly when the approaching vehicle is at the left side 
region of the field of view of the wide angle rear backup 
camera of the equipped vehicle. 
0056. Optionally, and with reference to FIGS. 21A and 
21B, the video display may utilize a portion of the video 
display (such as the left portion 16a" of video display screen 
16") to display video images of the scene occurring at either 
side region of the vehicle as captured by the rear backup 
camera (while the other portion 16b" of the video display 
screen 16" may not display any information or images and 
thus may not be observable or discernible through the trans 
flective mirror reflector of the mirror reflective element of the 
mirror assembly 20). In the illustrated embodiment, the dis 
play includes an arrow or other indicator to indicate to the 
driver of the vehicle which side of the vehicle the displayed 
image is pertaining to. For example, the display may include 
a leftward directed arrow 21a" (FIG. 21A) to indicate to the 
driver that the displayed video images are from the left region 
orportion of the field of view of the rear camera and show the 
scene that is occurring at the left side lane adjacent to the left 
side of the vehicle, and may include a rightward directed 
arrow 21b" (FIG. 21B) to indicate to the driver that the dis 
played video images are from the right region orportion of the 
field of view of the rear camera and show the scene that is 
occurring at the right side lane adjacent to the right side of the 
vehicle. Such displays and arrows/indicators may be auto 
matically displayed at one or more portions or Zones or 
regions of the video display screen responsive to at least one 
of (a) actuation of a left or right turn signal indicator of the 
vehicle, (b) detection of a vehicle in or approaching the left or 
right side lane adjacent to the equipped vehicle and (c) a lane 
departure warning system of the vehicle. Such as in a similar 
manner as described above. 

0057 The displayed images thus show the right hand side 
or left hand side of the blind spot area at either side of the 
vehicle with an arrow at or below the displayed video images 
indicating which side of the vehicle is being viewed. In the 
illustrated embodiment, the display is only utilizing half of 
the video display screen but could utilize the full video dis 
play Screen (or other portion of the video display Screen) as 
desired. In the illustrated embodiment, the display is only 
using the left region or Zone of the video display screen for 
selectively showing the left side lane images and the right side 
lane images (such as by only activating a left bank or array of 
backlighting LEDs or by darkening pixels on the right and 
middle regions or Zones of the display screen or via any other 
Suitable means for using only a portion or Zone of the video 
display screen while having the other portion be non-view 
able or non-discernible through the transflective mirror 
reflector of the mirror reflective element behind which the 
display Screen is disposed). Optionally, the display could use 
only the right region or Zone to display the video images or 
could use both or all of the regions or Zones of the video 
display Screen to display the video images. Optionally, the 
screen usage area for displaying the video images may be 
dynamic, and may be increased as the vehicle approaches or 
responsive to a detected unsafe lane change condition or the 
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like (and may be optimized for each customer or mirror 
application). Optionally, the screen area under the image 
shows an arrow or other indicator as to the side of the vehicle 
at which the imaged scene is occurring and, optionally, the 
arrow or indicator may be shown as a flashing arrow or 
indicator or may be otherwise highlighted as the detected 
vehicle enters the blind spot. Optionally, the size of the dis 
played image or indicator and/or intensity of the displayed 
image or indicator and/or a flashing or flash rate of the dis 
played image or indicator may be responsive to detection of 
an unsafe lane change condition or the like. Such as respon 
sive to the user actuating a turn signal indicator toward the 
side of the vehicle at which an approaching/overtaking 
vehicle is located, in order to warn the driver of an unsafe lane 
change condition. Other means for indicating the presence 
and/or location of a detected vehicle at the blind spot area 
adjacent the equipped vehicle may also or otherwise be 
implemented while remaining within the spirit and scope of 
the present invention. 
0058 As shown in FIGS. 11A, 11B, 18, 21A and 21B, the 
portion or Zone or region of the video display screen that is 
operated to display the video images is viewable through the 
transflective mirror reflector while the portion or portions or 
Zones or regions of the video display 16 that is/are not oper 
ated to display video images may be dark or otherwise may 
not display video information or other information (but 
optionally may display one or more iconistic representations 
or the like), whereby the driver viewing the mirror reflective 
element at the non-video displaying portion of the video 
display views a reflected rearward image as reflected by the 
transflective mirror reflector of the mirror reflective element. 
Thus, the non-displaying Zone (or Zones) of the video display 
screen remains covert or non-observable by the driver of the 
equipped vehicle, whereas the displaying Zone (or Zones) of 
the video display is visible as a display on demand video 
display. During normal driving, the driver readily becomes 
accustomed to the cognitive association of the left display 
Zone location to the right display Zone location and thus 
readily cognitively associates the appearance of images at the 
left Zone to be associated with an overtaking vehicle in the left 
side lane and readily cognitively associates the appearance of 
images at the right Zone to be associated with an overtaking 
vehicle in the right side lane. This cognitive association of a 
left displaying covert display and an adjacent right displaying 
covert display (all occurring at the driver side of the mirror 
assembly) readily assists and assures the driver's cognitive 
recognition and use of the displayed information. The vision 
and display system of the present invention thus provides a 
blind spot side lane display or alert at the interior rearview 
minor assembly that does not substantially interfere with the 
driver's rearward field of view at the mirror reflective element 
of the interior rearview mirror assembly. 
0059. The selection of the particular Zone that is used to 
display the video images at the side lane area of the vehicle 
during forward travel of the vehicle may depend on the par 
ticular application and desired appearance and performance 
of the display System. For example, the left display region 
may display the left side lane images while the right display 
region may display the right side lane images (and both dis 
play regions may operate at the same time to display the left 
and right side lane images responsive to a vehicle being 
detected in both side lanes adjacent to the equipped vehicle), 
or the left display region may be used for displaying either of 
the side lane images so that the displayed images are at the 
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same portion of the mirror reflective element (such as at or 
near the perimeter side region of the reflective element) for 
viewing by the driver of the vehicle (and optionally with an 
iconistic display to indicate which side of the equipped 
vehicle the displayed image is derived from). Other display 
configurations or schemes that selectively utilize one or more 
regions of the display screen based on image data sets that 
encompass two or more areas or Zones exterior and rearward 
and/or sideward of the vehicle may be utilized while remain 
ing within the spirit and scope of the present invention. 
0060. In the illustrated embodiments, the video display 
screen is disposed in the interior mirror assembly and behind 
the mirror reflective element and at a left or driverside of the 
mirror assembly when the minor assembly is normally 
mounted in the equipped vehicle. Such a configuration and 
display location is preferred for vehicles with the driver side 
at the left side of the vehicle. For vehicles (such as vehicles for 
driving in Europe) with the driverside at the right hand side of 
the vehicle, the video display screen may be disposed in the 
interior mirror assembly and behind the mirror reflective ele 
ment and at a right or driverside of the mirror assembly when 
the mirror assembly is normally mounted in Such an equipped 
vehicle, without affecting the scope of the present invention. 
0061 Optionally, and preferably, the video display screen 
comprises a reconfigurable thin film transistor liquid crystal 
display screen that is backlit by a plurality of white light 
emitting light emitting diodes, such as described in U.S. 
patent application Ser. No. 12/091,525, filed Apr. 25, 2008 
(Attorney Docket DONO1 P-1300), which is hereby incorpo 
rated herein by reference in its entirety. The reconfigurable 
Video display screen comprises multiple individually addres 
sable pixels, with each pixel operable under electronic control 
to be light transmitting (i.e., “bright', such that visible light 
emitted by the rear backlighting is substantially transmitted 
therethrough) or any given pixel or pixels, under electronic 
control, can be rendered Substantially non-light transmitting 
(i.e., "dark’, such that visible light emitted by be rear back 
lighting is substantially attenuated or blocked by the dark 
pixels). The backlighting array of multiple individual white 
light-emitting light emitting diodes (in conjunction with the 
likes of diffusers, reflectors, brightness enhancement films 
and/or the like. Such as described in U.S. patent application 
Ser. No. 12/091,525, filed Apr. 25, 2008 (Attorney Docket 
DONO1 P-1300), which is hereby incorporated herein by 
reference in its entirety) generates a generally uniform back 
lighting intensity of at least about 30,000 candelas/m, more 
preferably at least about 60,000 candelas per square meter 
(cd/m), and more preferably at least about 90,000 cd/m. 
Such uniform and intense backlighting is enabled to pass 
through individually addressable RGB liquid crystal pixels to 
be, in turn, incident at the rear substrate of the mirror reflec 
tive element involved, so as to, in turn, pass through the 
transflective mirror reflector of the mirror reflective element 
and thereafter ultimately pass out of the front surface of the 
mirror reflective element involved so as to be viewed by the 
driver of the equipped vehicle when the subject interior video 
mirror assembly is installed and normally operated in the 
equipped vehicle. 
0062 Preferably, and as discussed below, the video dis 
play screen provides a high contrast ratio (preferably greater 
than about 350:1, more preferably greater than about 650:1 
and more preferably greater than about 900: 1) so that the 
darkened or non-video-displaying portion or portions of the 
video display screen are substantially dark relative to the 
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Video displaying portion orportions to enhance viewability of 
the displaying portions and non-discernibility of the non 
Video-displaying portions of the video display screen through 
the transflective mirror reflector of the mirror reflective ele 
ment when the reflective element and mirror assembly are 
normally mounted in the vehicle. By having the pixels of a 
non-displaying portion of the video display screen be non 
emitting (i.e., "dark’) and when the video display Screen is 
disposed behind a transflective mirror reflector in a video 
mirror assembly, the driver's use of the mirror reflector for 
rear vision is maximized. Also, by having the preferred high 
contrast ratio, light bleed-through is limited or minimized. 
0063 Typically, such a backlit video display screen may 
include an array of light emitting diodes (LEDs). Such as 
white light-emitting LEDs, and Such as an array of at least 
about 15 white light-emitting LEDs, more preferably at least 
30 white light-emitting LEDs, and more preferably at least 
about 45 white light-emitting LEDs or the like, such as by 
utilizing aspects of the video displays described in Such as 
described in U.S. Pat. Nos. 7, 195,381 and/or 7,370,983, and/ 
or U.S. patent application Ser. No. 12/091,525, filed Apr. 25, 
2008 (Attorney Docket DONO1 P-1300), which are hereby 
incorporated herein by reference in their entireties. During a 
reversing maneuver, the video display screen may be acti 
vated and backlit to display images captured by the rear 
backup camera of the vehicle. When the driver of the vehicle 
is normally operating the vehicle and driving the vehicle 
forward along a road, the video display screen may be deac 
tivated, whereby (for applications where the video display 
screen is disposed in the interior rearview mirror assembly of 
the vehicle and behind a transflective mirror reflector of the 
mirror reflective element) the mirror reflective element pro 
vides a typical rearward field of view to the driver of the 
vehicle. With the vision system of the present invention, when 
the driver actuates a turn signal of the vehicle (such as a left 
turn signal in anticipation of a lane change to a lane to the left 
of the vehicle), the whole array of LEDs that backlight the 
Video display Screen (at the left, middle and right Zones or 
regions of the display) may be activated or energized or 
illuminated. As can be seen with reference to FIG. 18, the 
liquid crystal pixels of the backlit liquid crystal display Screen 
at the middle display Zone or region (except where one or 
more icons or the like may be displayed) or right display Zone 
or region are dark (i.e., non-light transmitting so that light 
emitted by the backlighting LEDs is substantially attenuated 
or blocked so as to not pass through or bleed through those 
particular addressed and “darkened liquid crystal pixels) or 
otherwise not activated or operating to display images and/or 
information, and thus these Zones or regions of the video 
display screen are not viewable through the transflective mir 
ror reflector of the transflective mirror reflective element of 
the mirror assembly. Thus, when the driver of the equipped 
vehicle views the mirror and the video display screen, the 
middle and right Zones or regions or areas of the video display 
area of the mirror are viewed as the normal mirror reflector (so 
the video display screen is substantially or wholly covert at 
those regions). In other words, the driver operating the vehicle 
sees the normal mirror reflector at the middle and right Zones, 
while viewing the displayed images and/or icons and/or the 
like at the activated and displaying left Zone or region of the 
Video display Screen (when the left Zone or region operates to 
display Such images and/or icons and/or the like. Such as 
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responsive to the driver actuating a turn signal or a detection 
of an object in the adjacent side lane or a lane departure 
warning system or the like). 
0064. Thus, the backlighting LEDs of the liquid crystal 
Video display Screen (comprising a plurality of individually 
addressable or controllable liquid crystal pixels that are view 
able when backlit by respective LEDs or banks of LEDs or the 
like) may be all activated as a single bank or array of LEDs, 
whereby the pixels of the backlit liquid crystal display screen 
may be selectively darkened at the Zones or regions where the 
display is not to be viewable by the driver of the vehicle, such 
that the driver of the vehicle only views captured images at the 
Zone or portion that is to be viewed (such as the left Zone or 
region in FIG. 18) while the other Zones or regions of the 
video display screen are not viewable by the driver of the 
vehicle through the mirror reflector of the mirror reflective 
element and those areas of the mirror assembly are thus 
viewed as a typical mirror reflective element. Optionally, the 
Video display screen may have the backlighting LEDs 
arranged or configured in separate banks of LEDs (such as a 
left bank or array of LEDs, a center bank or array of LEDs and 
a right bank or array of LEDs or the like), whereby the 
individual or separate banks or arrays of LEDs may be selec 
tively individually activated to backlight a respective Zone or 
region of the liquid crystal display Screen. In applications 
where a separate bank or array of LEDs is used for each 
display Zone or region, it is envisioned that an iconistic rep 
resentation of the vehicle or an alert signal or warning sign 
may be displayed at the activated Zone (such as at the left 
display Zone in FIG. 18 instead of the middle display Zone) so 
that the array of LEDs at the middle display Zone and the array 
of LEDs at the right display Zone may remain deactivated or 
de-energized or otherwise non-operating during the display 
process. Optionally, the backlighting LEDs and/or the liquid 
crystal pixels of the backlit display may be individually 
addressable or energizable to activate/backlight/display the 
appropriate Zones or regions of the display while not activat 
ing or displaying the other Zones or regions. 
0065. The video display screen device or module may 
comprise any Suitable type of video screen and is operable to 
display images in response to an input or signal from a control 
or imaging system. For example, the video display Screen 
may comprise a multi-pixel liquid crystal module (LCM) or 
liquid crystal video display (LCD), preferably a thin film 
transistor (TFT) multi-pixel liquid crystal video display (such 
as discussed below), or the video screen may comprise a 
multi-pixel organic electroluminescent video display or a 
multi-pixel light emitting diode (LED) video display, Such as 
an organic light emitting diode (OLED) or inorganic light 
emitting video diode display or the like, or an electrolumi 
nescent (EL) video display or the like. 
0.066 Video display screens used in interior video mirror 
assemblies typically have a display area typically greater than 
about 20 cm, and more preferably greater than about 30 cm, 
but typically are less than about 70 cm or thereabouts. The 
video display screen, preferable and usable in a video mirror 
application, preferably provides a display Screen or area that 
is greater than at least 2.4 inches diagonal, and more prefer 
ably greater that at least about 3.3 inches diagonal and more 
preferably greater than at least about 3.5 inches diagonal and 
less than or equal to about 4.7 inches diagonal. The video 
display screen may include QVA size (320x240 pixel) output 
pins or WQVA size (480x234 pixel) output pins, and may 
provide a resolution of at least about 75,000 pixels, more 
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preferably at least about 85,000 pixels, and more preferably at 
least about 95,000 pixels orthereabouts (with the pixels com 
prising individually addressable liquid crystal pixels). The 
Video display screen may provide a display Screen or area of 
any suitable aspect ratio. Such as an aspect ratio of about 4:3 
or 15:9 or 16:9 or the like, without affecting the scope of the 
present invention. The industry standard that can be used 
includes 4:3 screen resolution provided by VGA (640x480), 
SVGA (800x600), XGA (1024x768) or SXGA (1280x1024), 
and includes 16:9 screen resolution provided by similar stan 
dards or WXGA (1366x768). Preferably, the video display 
screen is a high resolution video display comprising a high 
resolution reconfigurable thin film transistor (TFT) multip 
ixel liquid crystal display screen having an addressable pixel 
density of at least about 2,000 pixels/cm of addressable 
backlit video screen area, more preferably an addressable 
pixel density of at least about 2,500 pixels/cm of addressable 
backlit video screen area, and more preferably an addressable 
pixel density of at least about 2,800 pixels/cm of addressable 
backlit video screen area, and more preferably at least about 
3,600 pixels/cm of addressable backlit video screen area, 
and more preferably at least about 10,000 pixels/cm of 
addressable backlit video screen area (such as, for example, 
about 1-4 Megapixels/cm or about 20-35 Megapixels/cm of 
addressable backlit video screen area). Preferably, the video 
display screen provides a contrast ratio preferably of at least 
about 250:1, more preferably at least about 350:1, more pref 
erably at least about 650:1, and more preferably at least about 
900:1 or 1,000:1 or thereabouts. The higher contrast ratio 
allows for enhanced viewability of the displayed cropped 
images while providing sufficient darkness at the non-video 
displaying portion of the display screen so that the non-video 
displaying portion of the screen is not readily viewable or 
discernible through the transflective mirror reflector to a per 
son viewing the mirror reflective element when the mirror 
assembly is normally mounted in a vehicle and so that driver 
rear vision using the mirror reflector is enhanced or maxi 
mized. 
0067. Although the display screen may provide a large 
display area (Such as a display area having a 33 inch or 3.5 
inch diagonal dimension or thereabouts) in the likes of an 
about 16:9 aspect ratio), typically it is desired to restrict the 
size of the real-time video display during forward driving so 
as to not utilize the entire available display area (which may 
reduce the reflective area of the mirror reflective element 
when the display is activated to display video images). Thus, 
the video display Screen may utilize only a portion (Such as a 
left portion or a right portion) of the video display screen for 
displaying the video images in particular, and also any asso 
ciated iconistic or computer-generated images. Typically, 
when the video display screen is activated, its backlighting 
(such as an array of LEDs or the like such as described in U.S. 
Pat. Nos. 7,195.381 and/or 7,370.983, and/or U.S. patent 
application Ser. No. 12/091,525, filed Apr. 25, 2008 (Attor 
ney Docket DONO1 P-1300), which are hereby incorporated 
herein by reference in their entireties) is activated. Thus, the 
Video processor may darken (i.e., render black or non-light 
emitting or Substantially non-light emitting) the non-video 
displaying portion by making dark or black the LCD pixels 
that are not displaying video images. Thus, a higher contrast 
ratio is desired to enhance the viewability of the displaying 
portion of the video display screen and to enhance the non 
discernibility of the non-video displaying portion of the video 
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display screen by a driver viewing the reflective element 
when the mirror assembly is normally mounted in a vehicle. 
0068. In a preferred embodiment, and such as for use in an 
interior rearview video mirror assembly (such as a video 
mirror utilizing aspects of the systems described in U.S. Pat. 
Nos. 6,690,268; 6,902,284; 7,184, 190; 7,195,381; 7,255,451: 
7,274,501; 7,338,177; 7,370,983; 7,490,007; and/or 7,540, 
620, and/or U.S. patent application Ser. No. 10/538,724, filed 
Jun. 13, 2005 (Attorney Docket DONO1 P-1123); Ser. No. 
11/226.628, filed Sep. 14, 2005 by Karner et al. (Attorney 
Docket DONO1 P-1236); Ser. No. 12/091,525, filed Apr. 25, 
2008 (Attorney Docket DONO1 P-1300); Ser. No. 12/578, 
732, filed Oct. 14, 2009 (Attorney Docket DONO1 P-1564); 
Ser. No. 09/585,379, filed Jun. 1, 2000; and/or Ser. No. 
10/207,291, filed Jul. 29, 2002, and/or PCT Application No. 
PCT/US2010/25545, filed Feb.26, 2010, which are all hereby 
incorporated herein by reference in their entireties), the video 
display screen may provide a resolution of about 480xRGBx 
272 dots, with a striped pixel arrangement. The active area of 
the display screen may be about 77.76 mm (W)x43.52 mm 
(H), with a pixel pitch of about 0.162 (W)x0.16 (H). The 
active area diagonal dimension may be about 3.51 inches or 
thereabouts, with a viewing direction at 12 o'clock. The inter 
face to the video display Screen may comprise a 24bit parallel 
interface, and the video display screen may provide a 16.7 
million color resolution. The display may comprise a thin film 
transistor (TFT) liquid crystal display (LCD), which is a 
normally white, transmissive type of display. The display 
screen may have a minimum of at least about 45 degrees 
viewing angle in all directions, more preferably at least about 
50 degrees viewing angle in all directions, and more prefer 
ably at least about 55 degrees viewing angle in all directions, 
and preferably has a contrast ratio of at least about 1,000:1. 
The video display screen, when operated to display video 
images, preferably may have an intensity as viewed through 
the transflective mirror reflector (preferably a third surface 
transflective mirror reflector comprising at least one metallic 
transflective thin film such as described in U.S. Pat. Nos. 
7,274,501; 7,255.451; 7,195,381; 7,184, 190; 5,668,663; 
5,724,187 and/or 6.690,268, which are all hereby incorpo 
rated herein by reference in their entireties) of the video 
mirror of at least about 1,500 candelas per square meter 
(cd/m) nominal. Optionally, the video display screen and 
mirror assembly may utilize aspects of the display systems 
described in U.S. provisional application Ser. No. 61/332, 
375, filed May 7, 2010 (Attorney Docket DONO1 P-1618), 
which is hereby incorporated herein by reference in its 
entirety. 
0069 Optionally, and desirably, when the video display is 
part of a video mirror assembly, a contrast ratio (such as 
measured in accordance with ANSI ITT.215-1992: Data Pro 
jection Equipment and Large Screen Data Displays—Test 
Methods and Performance Characteristics available from the 
American National Standards Association of Washington 
D.C., USA, which is hereby incorporated herein by reference 
in its entirety) of at least about 500:1 is preferred, at least 
about 750:1 more preferred and at least about 1,250:1 most 
preferred. Dynamic contrast control (Such as known in the 
display art and such as is disclosed by H. Chen et al. in 
“Locally pixel-compensated backlight dimming on LED 
backlit LCD TV, JSID 15/12 (2007), pp. 981-988, which is 
hereby incorporated herein by reference in its entirety) may 
be used in displays and/or systems in accordance with the 
present invention. For example, contrast within the individual 
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Video image frames (or sequence of video frames) being 
displayed (simultaneous contrast) can be increased when the 
Video screen backlighting is locally dimmed (such as by 
locally and selectively dimming backlighting provided by 
individual banks of backlighting light emitting diodes 
(LEDs) or local grouping of backlighting LEDs). 
0070 Thus, the system of the present invention utilizes the 
video display screen for both video display and for iconistic 
display and does so in a cognitively recognizable manner, 
Such that the driver can readily associate the appearance of the 
icon on the right (or left) hand side orportion of the screen and 
the video display on the left (or right) hand side or portion of 
the video screen with a display of the left (or right) side 
rearward region captured by the rearward facing camera. 
Optionally, the iconistic display may be displayed over or at 
the video images displayed at the display Screen (for example, 
the left side portion of the video display screen may include 
the video images and may have the iconistic display while the 
right side portion of the video display screen may not include 
any display information or the video display Screen may 
display the left side region video images over Substantially 
the entire display region of the display Screen and may 
include the iconistic display at a portion thereof. Such as at an 
upper right portion of the video display screen or the like for 
displayed images of the left side rearward area of the captured 
images). 
0071. Thus, the display system of the present invention 

utilizes a rearward facing camera of a backup assist system to 
display rearward video images of the blind Zone area imme 
diately rearward and to the sides of the vehicle during revers 
ing maneuvers and to also display a sideward and rearward 
region of the captured images during forward driving situa 
tions. The sideward and rearward region that is displayed 
displays the area to the rear and side of the equipped region to 
the driver so that the driver can see if there is another vehicle 
approaching and/or overtaking the equipped vehicle in that 
side lane, and Such display may be provided upon detection of 
an approaching or overtaking vehicle and/or upon actuation 
ofa turn signal indicator by the driver of the equipped vehicle. 
0072 The system of the present invention thus provides a 
dual purpose reverse aid/blind spot detection camera 
mounted at or near a rear portion of the vehicle (Such as at or 
near a rear bumperor license plate holder or rear stop light or 
center high mounted stop lamp or the like of the equipped 
vehicle, and Such as utilizing aspects of the vision systems 
described in U.S. patent application Ser. No. 1 1/672,070, 
filed Feb. 7, 2007 (Attorney Docket DONO1 P-1320), which 
is hereby incorporated herein by reference in its entirety). 
Thus, in accordance with the present invention, the likes of a 
reverse camera display at a mirror that is present in the vehicle 
principally to display to the driver of the vehicle what is 
rearward of the vehicle when that driver is backing up, has 
extended utility so as to provide to that driver an awareness 
and/or alert of rearward approaching traffic so that the driver 
of the equipped vehicle can more safely execute lane change 
maneuvers when traveling in a forward direction. In accor 
dance with the present invention, the very same rear backup 
Video camera and video display already present in the vehicle 
delivers this added utility, and the side lane information is, 
preferably, provided to the driver via a combination of real 
time video images and computer generated overlays and/or 
icons and/or animation all displaying on the same video dis 
play that is part of the rear camera reverse aid system. 
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0073. Thus, the present invention provides a dual function 
for a reverse aid backup camera system. The images captured 
by the rearward facing reverse aid camera may be displayed 
on the video display screen (Such as at or in the rearview 
mirror of the vehicle or Such as at or in an accessory module 
or windshield electronics module or center stack or overhead 
console or instrument panel or other areas of the vehicle). The 
backup blind Zone implementation provides effective infor 
mation display by utilizing a wide angle rearward facing 
camera, Such as a camera having about a 185 degree or greater 
field of view or thereabouts. The side lane blind spot moni 
toring feature may be activated responsive to the driver of the 
vehicle actuating the right or left turn indicator or responsive 
to machine vision detection of a vehicle at or in or approach 
ing a blind spot area at one or both sides of the equipped 
vehicle. Thus, the present invention provides a video image of 
the side lane blind spot area of the equipped vehicle to the 
driver before the driver turns or changes lanes. Optionally, the 
Video processor can Superimpose a graphic overlay depicting 
actuation of the turn signals as part of the side lane blind spot 
monitoring feature to remind the driver that the turn signals 
have been actuated. 

0074 For example, when the driver activates either the 
right or left turn signal or indicator, the reverse aid camera 
may be activated and the video display screen may display 
images of the side lane blind spot area of the vehicle utilizing 
the reverse aid camera. The system may process the captured 
images and crop the images or display a portion of the images. 
For example, the system may display a left or right sideward 
portion depending on which direction the driver is attempting 
to turn orchange lanes. The video screen may utilize only that 
side of the screen for displaying the video images, and the 
unused portion or portions of the video display screen (that 
does not display video images) may optionally show an icon 
or other information, such as, for example, a traditional icon 
that represents or indicates that a vehicle is present in the 
blind spot area at that side of the vehicle. Such “smart crop 
ping can be implemented to utilize different percentages of 
the video display area dependent on the customer or type of 
vehicle or the like. Optionally, the rearward facing camera 
may have a Zoom capability that can be used with the blind 
spot feature (or the video processing may process the cap 
tured image data to enlarge the displayed images) in order to 
enlarge the blind spot area that is displayed on either a portion 
of the video display screen or across the entire video display 
screen. Alternatively, or additionally, electronic Zooming can 
be provided via the video processor via algorithmic manipu 
lation of the video images fed thereto from the rear video 
camera, and in addition, the multi-function video processor 
may be operable to electronically reduce image distortion via 
algorithmic means So as to reduce or eliminate any “fish-eye’ 
distortion in the image being displayed. 
0075. The vision and display system thus comprises a 
single camera and a single display Screen, while providing a 
dual function of a backup assist system and a blind spot 
detection system/lane change assist system. Although 
described as a single camera, clearly the camera or imaging 
sensor of the system of the present invention may involve 
more than one imager or imaging device that are grouped 
locally in a common imaging package, while remaining 
within the spirit and scope of the present invention. Option 
ally, for example, the rear camera may encompass a monocu 
lar vision camera or a stereo vision camera. While the camera 
may typically comprise a monocular camera with one imag 
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ing chip and associated lenses or lens optics, it is envisioned 
that the imager may comprise multiple sensing devices or 
arrays and associated lenses or lens optics that may be pack 
aged together as an imaging unit or module, while remaining 
within the spirit and scope of the present invention. 
0076 Accordingly, in a preferred embodiment of the 
present invention, a reverse backup camera is provided at the 
rear of the vehicle (such as at a rear license plate or the like of 
the vehicle) and the video images captured by the rearward 
facing reverse backup camera are fed (Such as via a twisted 
wire pair or wireless communication or vehicle network or 
bus) to an interior video mirror assembly (with the captured 
images or image data typically received at the video mirror 
assembly as a standard protocol video signal Such as an NTSC 
signal or the like). The interior video mirror assembly com 
prises both the video display screen and the video processor 
and, preferably, the video processor comprises object detec 
tion machine vision image processing. In this manner, a com 
bined rear backup aid/side blind spot monitoring system may 
be provided for a vehicle utilizing the same or common rear 
backup camera and interior video mirror combination already 
present on the vehicle for the camera-based rear backup sys 
tem alone. 

0077. Typically, a forward driving event is distinct and 
different from a reverse driving event and is distinguished by 
the vehicle electronics from reversing, and thus the side view 
ing functionality of the present invention may be disabled 
during reversing maneuvers. However, during a reversing 
maneuver, the entire field of view (such as the rearward field 
of view 22 shown in FIG. 1) is displayable to the driver, and/or 
parts thereof are selectively displayable to the driver, in 
response to, for example, object detection by an image pro 
cessor, an ultrasonic sensor, a time of flight infrared detector 
or the like. For example, and with reference to FIG. 20, the 
entire (or substantially entire) rearward field of view 22 of the 
camera 12 may be displayed at the video display screen 16 
(using both or all of the display Zones or regions of the video 
display screen) to assist the driver during a reversing maneu 
Ver of the equipped vehicle and, optionally, a graphic overlay 
26 may be established at the displayed image to further 
enhance the driver's cognitive recognition and awareness of 
the displayed image information and to further assist the 
driver during the reversing maneuver. Optionally, a camera 
based cross traffic feature can be provided whereby when a 
vehicle, vertically parked between adjacent parked vehicles 
(such as in the likes of a parking lot or the like), commences 
reversing out of the parking space, the rearward facing cam 
era and video processor function to detect vehicles or objects 
to the sides of the equipped vehicle and the video display 
screen may alert the driver as to the presence of a detected 
sideward vehicle or object, Such as by utilizing aspects of the 
systems described in PCT Application No. PCT/US2010/ 
25545, filed Feb. 26, 2010, which is hereby incorporated 
herein by reference in its entirety. 
0078. Optionally, aspects of the cropping and display of a 
portion of the captured images may apply during a reversing 
maneuver in a similar manner as discussed above. For 
example, during a reversing maneuver, if an object is detected 
(such as by machine vision processing of the captured images 
via an image processor Such as described in U.S. Pat. Nos. 
7,720,580 and/or 7,038,577, and/or U.S. patent application 
Ser. No. 1 1/239,980, filed Sep. 30, 2005 (Attorney Docket 
DONO1 P-1238), which are all hereby incorporated herein by 
reference in their entireties) at or toward one side of the 
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vehicle, the video display Screen may display that portion of 
the captured rearward image to enhance the driver's cognitive 
awareness of the presence of the detected objectator near the 
rear side of the equipped vehicle. Such a display may be 
provided in conjunction with an icon or the like to assist the 
driver in recognizing where the displayed object is located 
relative to the vehicle. 

007.9 The vision and display system may display the 
image portions at the display Zones or regions via any Suitable 
manner. For example, the captured image data may be pro 
cessed. Such as by machine vision image processing or the 
like, or the video images may be processed or cropped or the 
like. Optionally, the image processing and/or cropping may 
occur in or at a video ECU or a DAS (Driver Assistance 
System) ECU, Such as by utilizing aspects of the systems 
described in PCT Application No. PCT/US10/038477, filed 
Jun. 14, 2010, and/or PCT Application No. PCT/US2010/ 
025545, filed Feb. 26, 2010, which are hereby incorporated 
herein by reference in their entireties. Such a DAS may be 
located at a Head Unit (as such are commonly known in the 
automotive art) of a vehicle, where typically other functions 
(such as infotainment functions and/or navigation functions 
and/or the like) are also handled. Optionally, the image/dis 
play processing may be handled in or at the rear camera itself. 
Such as via digital signal processing (DSP) techniques or 
components incorporated in or included in the rear camera 
package or module itself. 
0080 Optionally, the vision and display system may 
include a forward facing camera or image sensor for detecting 
road signs ahead of the equipped vehicle, whereby the video 
display screen may be operable to display images or iconistic 
representations of detected signs to enhance the driver's cog 
nitive awareness of the presence of such signs to enhance the 
drivers awareness of the driving situation or road condition or 
situation that the vehicle is approaching. For example, and 
with reference to FIGS. 22-25, a vehicular vision system 110 
includes a rearward facing camera or imaging sensor 112 with 
a rearward field of view behind the vehicle, a forward facing 
camera or imaging sensor 114 with a forward field of view 
ahead of the vehicle (such as through a windshield of the 
vehicle and Such as through a region of the windshield that is 
cleaned by a windshield wiper of the vehicle), a video display 
screen 116 disposed at an interior cabin of the vehicle and 
viewable by the driver of the vehicle, and a video processor 
118 for processing image data captured by the cameras 112 
and 114. The video display screen 116 is responsive to the 
video processor 118 (which may be operable to crop the video 
images, for machine vision objection detection, for electronic 
image distortion reduction and/or for graphic overlay genera 
tion) and is operable to display video images captured by the 
rearward facing camera 112 for viewing by the driver of the 
vehicle when the driver is normally operating the vehicle, 
Such as in a similar manner as described above. The video 
display screen 116 is responsive to the video processor 118 to 
also display color images of signs detected ahead of the 
equipped vehicle as the equipped vehicle is traveling in a 
forward direction along a road. 
I0081 For example, the video processor may process 
image data captured by the forward facing camera 114 and 
may detect the presence of typical road signs, such as a stop 
sign, a yield sign and/or the like. The video display Screen 
may display the detected road sign (or an iconistic represen 
tation of the detected road sign type or a stored photograph or 
representation of the detected road sign type or the like) to 
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enhance the driver's cognitive awareness of the presence of 
the road sign ahead of the equipped vehicle. Preferably, the 
sign displayed is in the color, shape and form—i.e., national 
or regional standard form—that the driver is used to seeing on 
the roads that driver travels on. Optionally, and desirably, the 
Video display Screen may display an iconistic representation 
or stored full-color image of a detected road sign responsive 
to detection of a road sign. Because many road signs are of 
uniform or standard design and construction in a given coun 
try (for example, all stop signs in the United States are red 
octagonal signs), the system may have images or iconistic 
representations the various types of signs stored in memory 
(such as signs of the types shown in FIG. 23), and the video 
display screen may display in full-color the image or iconistic 
representation or stored photograph or rendering of a detected 
sign type. 
0082 For example, if the video processor processes cap 
tured image data captured by the forward facing camera and 
determines that a pre-stop sign warning sign 130a indicating 
that the vehicle is approaching a stop sign ahead of the 
equipped vehicle, the video display Screen may display an 
image or iconistic representation of the detected sign (such as 
shown in FIG. 24) to alert the driver as to the presence of the 
detected road sign. Likewise, if the video processor processes 
captured image data captured by the forward facing camera 
and determines that a stop sign 130b is ahead of the equipped 
vehicle, the video display Screen may display an image or 
iconistic representation of the detected Stop sign (such as 
shown in FIG. 25) to alert the driver as to the presence of the 
detected road sign. 
I0083. As shown in FIGS. 23 and 24, the video display 
screen may display the image of the detected sign at a rela 
tively small portion or region of the display Screen or display 
area (such as at or near an upper left corner of the video 
display screen), while the rest of the display screen may 
remain dark so that the mirror reflective element maintains its 
reflected rearward field of view to the driver of the vehicle 
over a substantial portion of the video display screen. Thus, 
the video display screen may provide an image or iconistic 
display of a detected sign type for viewing by the driver of the 
vehicle while the driver is normally operating the vehicle and 
without substantially affecting the driver's rearward field of 
view at the interior rearview mirror assembly. The vision and 
display system thus may process captured image data to 
detect a sign and to identify or recognize the type of sign (such 
as by utilizing aspects described in U.S. Pat. No. 7,526,103, 
and/or U.S. patent application Ser. No. 12/781,119, filed May 
17, 2010, which are hereby incorporated herein by reference 
in their entireties), and may display a stored image of that type 
of sign at the video display screen to alert the driver as to the 
presence of the detected sign. After the vehicle has passed the 
sign, the display may cease displaying the detected sign (this 
can be sensed, for example, such as by machine vision rec 
ognition of the actual stop sign by the forward-facing camera 
and/or by the vehicle coming to a stop and/or from GPS data 
on location of stop signs and/or other signs). 
0084 Optionally, the detection of the sign or signs along 
the road on which the vehicle is traveling may be GPS 
assisted. For example, a GPS or navigation system may be 
used infusion with the machine vision system or may be used 
in isolation to detectoralert the driver as to the presence of the 
signs. For example, as the vehicle travels along a road, the 
global positioning system may determine when the vehicle is 
approaching a sign (such as by comparing the then current 
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geographical location of the vehicle to a known or pro 
grammed or stored geographical location of known signs), 
and the system may display the sign (or image or iconistic 
representation thereof) to alert the driver as to the presence of 
the sign ahead of the vehicle. 
0085. In the illustrated embodiments, the interior rearview 
mirror assembly includes or houses the video display screen, 
which is disposed within the mirror casing and behind the 
reflective element. Optionally, the mirror reflective element 
may comprise a transflective mirror reflector such that the 
Video display screen is operable to display information or 
images for viewing by the driver or other occupant or occu 
pants of the vehicle through the transflective mirror reflector 
of the reflective element when the video display screen device 
is operated to display information and/or video images, and is 
substantially not viewable or discernible through the trans 
flective mirror reflector of the reflective element when not 
operated to display information and/or video images, as dis 
cussed below. Optionally, the video display screen may be 
disposed elsewhere within the cabin of the vehicle, such as at 
or in an accessory module of the vehicle or windshield elec 
tronics module of the vehicle or an overhead console of the 
vehicle or the like, while remaining within the spirit and scope 
of the present invention. 
I0086. The video display screen device or module may 
comprise any type of video screen and is operable to display 
images in response to an input or signal from a control or 
imaging system. For example, the video display screen may 
comprise a multi-pixel liquid crystal module (LCM) or liquid 
crystal display (LCD), preferably a thin film transistor (TFT) 
multi-pixel liquid crystal video display (Such as discussed 
below), or the screen may comprise a multi-pixel organic 
electroluminescent video display or a multi-pixel light emit 
ting diode (LED) video display, such as an organic light 
emitting diode (OLED) or inorganic light emitting diode 
display or the like, or an electroluminescent (EL) video dis 
play, or the like. For example, the video display screen may 
comprise a video screen of the types disclosed in U.S. Pat. 
Nos. 7,370,983; 7,338,177; 7,274,501; 7,255,451; 7,195,381: 
7,184, 190; 6,902,284; 6,690,268; 6,428,172; 6,420,975; 
5,668,663 and/or 5,724,187, and/or U.S. patent application 
Ser. No. 10/538,724, filed Jun. 13, 2005 (Attorney Docket 
DONO1 P-1123); Ser. No. 1 1/226.628, filed Sep. 14, 2005 by 
Karner et al. (Attorney Docket DONO1 P-1236); Ser. No. 
12/091,525, filed Apr. 25, 2008 (Attorney Docket DONO1 
P-1300); Ser. No. 12/578,732, filed Oct. 14, 2009 (Attorney 
Docket DONO1 P-1564); Ser. No. 09/585,379, filed Jun. 1, 
2000; and/or Ser. No. 10/207,291, filed Jul. 29, 2002, and/or 
PCT Application No. PCT/US2010/25545, filed Feb. 26, 
2010, which are hereby incorporated herein by reference in 
their entireties. 

I0087. The video display screen device may be in commu 
nication with or may receive an input or video signal (such as 
a NTSC video signal or the like) from a corresponding imag 
ing sensor or camera or imaging system and may display the 
image or images provided by the input or signal on the video 
display screen. Alternately, a video signal may be conveyed to 
the mirror assembly or system as a digital signal. The video 
display Screen device or an imaging or vision system of the 
vehicle may include a control, which may be in communica 
tion with the video display screen via a wireless communica 
tion link or via an electrical connector or wiring or cable or the 
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like. Optionally, the video signals may be transmitted via a 
vehicle communication bus or the like. Such as an Ethernet or 
the like of the vehicle. 

0088 Optionally, the rear backup video camera may com 
prise any Suitable image capture device or camera, such as a 
Video camera suitable for a low resolution display, such as a 
VGA Standard camera (such as a video camera having around 
0.3 Megapixels resolution or the like). However, when the 
vision system includes a high resolution video display screen, 
it is preferred to use a high resolution video camera, Such as a 
Video camera having 1 Megapixels or greaterpixel resolution 
(and Such as having an addressable pixel density of at least 
about 2,000 pixels/cm of addressable backlit video screen 
area, preferably an addressable pixel density of at least about 
2,500 pixels/cm of addressable backlit video screen area, 
and more preferably an addressable pixel density of at least 
about 2,800 pixels/cm or more of addressable backlit video 
screen area). Optionally, and preferably, the video feed from 
the video camera to the high resolution video display may be 
carried by a high baud rate or high video transmission rate 
communication link or data link, such as a LVDS or an Eth 
ernet link between the high resolution video camera and the 
high resolution display screen and/or between the high reso 
lution video camera and the likes of a DAS or surround 
view/multi-camera ECU (such as by utilizing aspects of PCT 
Application No. PCT/US2010/025545, filed Feb. 26, 2010 
and/or PCT Application No. PCT/US 10/038,477, filed Jun. 
14, 2010, which are hereby incorporated herein by reference 
in their entireties). 
0089. The control is operable to control the video display 
screen in response to an input or signal. Such as a signal 
received from one or more cameras or image sensors of the 
vehicle, such as a video camera or sensor, such as a CMOS 
imaging array sensor, a CCD sensor or the like. Such as the 
types disclosed in U.S. Pat. Nos. 5,550,677; 5,760,962: 
6,396,397; 6,097,023; 5,877,897; and 5,796,094, and/or U.S. 
patent application Ser. No. 10/534,632, filed May 11, 2005, 
which are hereby incorporated herein by reference in their 
entireties, or from one or more imaging systems of the 
vehicle, such as a reverse or backup aid system, Such as a 
rearwardly directed vehicle vision system utilizing principles 
disclosed in U.S. Pat. Nos. 5,550,677; 5,760,962; 5,670,935; 
6,201,642; 6,396,397; 6,498.620; 6,717,610 and/or 6,757, 
109, which are hereby incorporated herein by reference in 
their entireties, a trailer hitching aid or tow check system, 
such as the type disclosed in U.S. Pat. No. 7,005,974, which 
is hereby incorporated herein by reference in its entirety, a 
cabin viewing or monitoring device or system, such as a baby 
viewing or rear seat viewing camera or device or system or the 
like, such as disclosed in U.S. Pat. Nos. 5,877,897 and/or 
6,690.268, which are hereby incorporated herein by reference 
in their entireties, a video communication device or system, 
such as disclosed in U.S. Pat. No. 6,690.268, which is hereby 
incorporated herein by reference in its entirety, and/or the 
like. The imaging sensor or camera may be activated and the 
display screen may be activated in response to the vehicle 
shifting into reverse, such that the display screen is viewable 
by the driver and is displaying an image of the rearward Scene 
while the driver is reversing the vehicle. 
0090. Optionally, the video display screen may be oper 
able responsive to other cameras and/or navigation systems 
and/or the like, and may be operable at any time during 
operation of the vehicle. Thus, the video display screen may 
be operable during daytime and nighttime driving conditions 
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and may be operable when the variable reflectivity reflective 
element is dimmed or darkened. Thus, the intensity of the 
display may be adjusted to account for a reduced transmis 
sivity of the reflective element. 
0091. Optionally, the video processor or video decoder 
may receive video feeds from multiple cameras at the 
equipped vehicle (such as a rearward facing camera at the rear 
of the vehicle, one or more forward facing cameras at the front 
of the vehicle (such as at the front fender or bumper of the 
vehicle) and one or more sideward facing cameras at the sides 
of the vehicle, such as at the side exterior rearview mirror 
assemblies of the vehicle) and may process the video image 
data and seamlessly merge the image data or images in the 
multiple video feeds to generate, for display on a single video 
display screen, a Surround view or top-view or panoramic 
view or “birds-eye’ view of the area at and around the 
equipped vehicle. Such as by utilizing aspects of the vision 
systems described in SAE Technical Paper 1999-01-0655, 
titled "Panoramic Electronic Rear Vision for Automotive 
Applications', published Mar. 1, 1999 by Rich Hicks, Ken 
Schofield, Paul Tarno and Mike Veiseh, and/or U.S. patent 
application Ser. No. 12/508,840, filed Jul. 24, 2009, and pub 
lished Jan. 28, 2010 as U.S. Pat. Publication No. US 2010 
0020170, and/or U.S. Pat. Nos. 7,592,928; 7,145,519; 7,161, 
616; and/or 5,670.935, which are hereby incorporated herein 
by reference in their entireties. 
0092 Optionally, the video processor may generate 
graphic overlays and/or indicia and/or visual aids to assist the 
driver's interpretation and use of the surround view or similar 
image displayed on the single video display (preferably this is 
a video mirror display such as described in U.S. Pat. Nos. 
6,690,268; 6,902,284; 7,184, 190; 7,195,381; 7,255,451: 
7,274,501; 7,338,177; 7,370,983; 7,490,007; and/or 7,540, 
620, and/or U.S. patent applications, Ser. No. 10/538,724, 
filed Jun. 13, 2005 (Attorney Docket DONO1 P-1123); Ser. 
No. 12/091,525, filed Apr. 25, 2008 (Attorney Docket 
DONO1 P-1300), which are all hereby incorporated herein by 
reference in their entireties, or the single video display may be 
a center stack or center console display or the like, Such as is 
commonly used in navigation/infotainment systems). 
Optionally, an image processor or image processing capabil 
ity may be included in the video processor or video decoder 
chip, or may be provided as a separate chip Such as via the 
likes of an EyeCp2TM chip available from MobilEye of Jerusa 
lem, Israel. The image processor so provided may be operable 
for machine vision analysis of the multiple video feeds/ 
merged composite image so as to perform functions such as 
vehicle detection in the vicinity of the equipped vehicle, 
pedestrian detection in the vicinity of the equipped vehicle 
and/or object detection in the vicinity of the equipped vehicle. 
In the likes of a birds-eye or top-view surround vision display 
system, the video decoder may generate an iconistic or car 
toon-like representation of the equipped vehicle in a central 
dead space of the displayed image, with the top-view/birds 
eye view merged video images displayed therearound so that 
the driver of the equipped vehicle can readily discern the side 
views from the front and rear views and the rear view from the 
front view. The video processor may receive the video feeds 
from the multiple cameras via any link or communication 
means, such as via a twisted wire cable carrying standard 
video analog formats (such as NTSC or PAL or the like), or 
may receive digital signals such as viaan LVDS protocoloran 
Ethernet protocol or via a MOST fiber optical link or the like. 
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0093 Optionally, and desirably, the intensity or brightness 
or contrast of the video display screen may be automatically 
adjusted in response to an ambient light sensor orglare detec 
tor, such as a sensor of the display screen device, or of the 
interior rearview mirror assembly or vehicle or of a console or 
module or the like, such as the types disclosed in U.S. Pat. 
Nos. 4.793,690 and/or 5,193,029, which are hereby incorpo 
rated herein by reference in their entireties. In applications 
where the display screen device is implemented with an elec 
tro-optic or electrochromic mirror reflective element assem 
bly, the display Screen device may be automatically adjusted 
in response to the ambient light sensor or glare detector asso 
ciated with the electro-optic or electrochromic circuitry or 
system. The display intensity of the display Screen may be 
adjusted in response to the photo sensor or light sensor, and 
may be increased during daytime lighting conditions and 
reduced at dusk or during nighttime lighting conditions. The 
intensity and/or contrast and/or brightness of the display may 
be substantially continuously adjusted or may be adjusted 
intermittently or in steps in response to the light sensor or 
sensors, such as by utilizing aspects of the displays described 
in U.S. Pat. Nos. 7,370,983; 5,416,313 and 5,285,060, and/or 
U.S. patent application Ser. No. 12/091,525, filed Apr. 25, 
2008 (Attorney Docket DONO1 P-1300), which are hereby 
incorporated herein by reference in their entireties. 
0094 Optionally, the video display screen may be oper 
able to adjust the intensity of the displayed images in response 
to a degree of dimming of the electro-optic (such as electro 
chromic) reflective element of the mirror assembly. The video 
display screen thus may be adjusted responsive to an output 
signal of the glare light sensor or an output of the mirror 
reflective element dimming circuitry or the like. For example, 
as the reflective element is dimmed or darkened (such as in 
response to a detection of glare light at the mirror assembly) 
to reduce glare to the driver of the vehicle, the video display 
screen may be automatically brightened. Desirably, the video 
display Screen is brightened relative to the degree of dimming 
so that the displayed images remainiata Substantially constant 
intensity as viewed by the driver of the vehicle, so that the 
increasing/decreasing intensity of the video display is not 
readily discernible to the driver of the vehicle. Such an auto 
matic intensity adjustment function is particularly Suitable for 
a video display screen that may be operable in response to 
various camera inputs and/or navigation system inputs and/or 
the like, and not only responsive to a rear vision camera 
(where the dimming controls are typically deactivated when 
the vehicle is shifted into a reverse gear). 
0095. In such an application, the mirror dimming control 
may still be inhibited when the vehicle is shifted into a reverse 
gear, but will be active during other driving conditions, and 
the video display screen will also be active during reverse and 
forward driving conditions. Thus, when the video decoder 
(that may be part of the video display device or module) 
determines that there is a valid video signal, the video decoder 
may communicate to the mirror microprocessor to activate 
the back light of the display module, and the mirror circuitry 
and/or display circuitry may adjust the intensity of the video 
display screen in response to a detected ambient lighting 
condition and a detected glare lighting condition (and/or in 
response to a degree of dimming of the reflective element as 
set by the mirror circuitry). As the mirror reflective element is 
dimmed or darkened, the video display screen may 
re-brighten the video display intensity based on the EC col 
oring or dimming percentage in front of the video display 
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screen. Likewise, as the mirror reflective element is bleached 
or undimmed, the video mirror display Screen may reduce its 
intensity accordingly. 
0096. Desirably, the video mirror display screen emits 
light that is bright enough to be readily viewable and discern 
ible during high ambient lighting conditions, such as are 
typically encountered on a sunny day. Preferably, the video 
mirror display luminance (and especially for a TFT LCD 
display element showing video or full color video or still 
images) is greater than about 500 candelas per square meter 
(cd/m), more preferably greater than about 1,000 cd/m, and 
more preferably greater than about 1,500 cd/mas viewed by 
the driver viewing the transflective mirror reflector of the 
transflective mirror reflective element that the video display is 
disposed behind and is emitting light therethrough. This is to 
help ensure that the driver can discern any video image being 
displayed against the Sunlight streaming in through the rear 
window and incident at the display screen at the interior 
mirror assembly that will tend to wash-out the video image 
unless the video image is sufficiently bright. Optionally, and 
preferably, the display screen may utilize aspects of the dis 
play element described in U.S. patent application Ser. No. 
12/091,525, filed Apr. 25, 2008 (Attorney Docket DONO1 
P-1300), which is hereby incorporated herein by reference in 
its entirety. 
0097 Conventionally, a video system may include a 
decoder for receiving and decoding video signals from the 
cameras or image sensors, and the video system further 
includes a connection or communication of the signals to a 
microprocessor of the video display device. The likes of 
conventional prismatic video mirrors typically utilize a two 
board approach with two separate processors: one processor 
on the video display screen device or module (typically, the 
Video display device is provided as a liquid crystal video 
screen device or module or LCM with integrated backlighting 
and various brightness enhancing means) and another proces 
sor on the printed circuit board or circuit element or mirror 
board or mirror PCB. The processor on the mirror PCB may 
be operable to control various functions, such as the video 
display dimming, the power Supply to the video display 
device module, the human-machine interface (HMI) switch 
for turning the video display on/off, and to provide protection 
and regulated power Supply to the video display module and 
back light. 
0098. Optionally, the present invention may provide a 
multi-feature or multi-function video decoder that includes a 
microprocessor built into the package and with “OSD’ (On 
Screen Display) capability. Thus, the control circuitry on the 
mirror circuit element or PCB may be moved into the decoder 
and thus combine the display module circuit element or PCB 
decoder electronics with the mirror circuit element or PCB 
electronics. Such combined circuitry can eliminate the need 
for an additional processor on the mirror PCB and will com 
bine all feature control into the decoder. This saves system 
cost, improves EMC, reduces the PCB size and gives 
enhanced or full control of the video mirror system to one 
processor. 

0099 Optionally, such a combined circuitry decoder may 
include additional enhancement to the existing decoder chip 
so that the decoder may also control the dimming of a variable 
reflectivity reflective element or electro-optic or electrochro 
mic reflective element. This would eliminate the mirror EC 
PCB assembly and would combine all the mirror electronics 
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on a single or common circuit element or PCB that would 
have the decoder control all the video and reflective element 
dimming features. 
0100 For example, a decoder, such as a Techwell 8817 
decoder available from Techwell Inc. of San Jose, Calif., or 
other Suitable decoder, may be disposed at a video display 
screen and may receive standard video signals, such as NTSC 
signals or PAL signals or the like, from one or more cameras 
of the vehicle. The decoder may decode the NTSC signals and 
may digitize the signals and send the digital signal to the 
display screen or TFT LCD screen. The decoder provides on 
screen display (OSD) capabilities and may provide other 
signals or messages with the video feed to the video screen. 
Such a Techwell 8817 decoder provides a highly integrated 
low cost TFT flat panel display controller supporting digital 
panels (that may supporta wide variety of digital single pixel 
active matrix TFT panels and may support 3, 4 and 6 bits per 
pixel format and the like). The decoder may integrate a 
SECAM/NTSC/PAL video decoder supporting composite 
video, CVBS and S-Video inputs, an 8-bit microprocessor 
control unit (MCU), a cold cathode fluorescent lamp (CCFL) 
controller and a backlighting LED controller. The decoder 
may integrate a high quality NTSC/PAL/SECAM 2D video 
decoder and a 2D de-interlacer/scaler. The decoder may sup 
port analog inputs including CVBS & S-Video signals, and 
may support digital panel up to SVGA resolution or the like, 
and may have an integrated 8-bit 8051 microprocessor con 
trol unit (MCU), a CCFL controller and a backlighting LED 
controller. The decoder may have built-in 8 color font based 
OSD with about 200 ROM and 75 RAM fonts, and may 
Support multi-color fonts by combining three single color 
fonts. The decoder may include embedded image enhance 
ment, such as programmable CTI, hue, brightness, saturation, 
contrast and sharpness control, black/white stretch, program 
mable favorite color enhancement up to three colors (such 
as skin, grass and sky or the like), and programmable gamma 
correction table and/or the like. 

0101. Optionally, such a decoder (such as a Techwell 8817 
Decoder or the like) may be implemented with a video screen 
for a prismatic video mirror application. For example, the 
decoder may have a microprocessor and/or other data pro 
cessing resources, such as memory, converters (such as A/D 
converters and/or the like), and/or CAN/LIN controllers and/ 
or the like, incorporated into the same integrated circuit chip 
or package and may include OSD capability too. Thus, as well 
as functioning as a decoder, the same chip or package can 
provide intelligence/data processing/control for another 
function/functions or accessory/accessories in the mirror 
assembly, Such as automatic dimming control of an antiglare 
electrochromic rearview mirror and/or intensity control of 
display backlighting, such as responsive to a photosensor of 
the interior rearview mirror assembly. Current prismatic 
video mirrors may utilize a two board approach with two 
separate processors (one processor may be on the mirror PCB 
in order to control the video display dimming, power Supply 
to the LCM or display screen, the HMI Switch for turning the 
video display ON/OFF and/or supply protection and regu 
lated power supply to the LCM or video display screen and 
back light. 
0102 For example, such a decoder 210, such as the Tech 
well 8817 Decoder, and with reference to FIG. 26, may 
include a board or substrate 212 with circuitry established 
thereon, including a video decoder 214 (that receives the 
standard video signal or NTSC signal, and that may provide 
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advanced synchronization processing and may include two 
10-bit ADCs and analog clamping circuit, built-in analog 
anti-aliasing filter, fully programmable static gain or auto 
matic gain control for the Y or CVBS channel, programmable 
white peak control for the Y or CVBS channel, software 
selectable analog inputs, digital phase-locked loop (PLL) for 
both color and horizontal locking, automatic color control 
and color killer and the like), a built-in microcontroller (that 
may support external a serial peripheral interface (SPI) bus 
and/or an IC master interface with a general purpose input/ 
output (GPIO), and may support 2LED signal interface with 
GPIO, and may support a universal asynchronous receiver/ 
transmitter (UART) interface with GPIO and may support IR 
or interrupt with GPIO), a CCFL controller 216 (such as a 
single channel CCFL controller based on push-pull architec 
ture, with analog or digital brightness control and a low power 
standby mode), OSD circuitry 218 (such as built-in font OSD 
with 202 ROM and programmable 227 RAM fonts, with 
multi-window OSD support with color pallet and support for 
OSD overlay with alpha blending), image enhancement cir 
cuitry 220 (which may include a built-in 2D de-interlacing 
engine 222 and a high quality Scalar 224, and may provide 
programmable hue, brightness, Saturation, contrast, sharp 
ness control with vertical peaking, programmable color tran 
sient improvement control, panorama/water-glass Scaling, 
programmable Gamma correction tables, black/white stretch, 
programmable favorite color enhancement and the like), and 
an LED controller 226 (for controlling the backlighting LEDs 
of the TFT backlit video display, and with DC and pulse width 
modulation (PWM) dimming control and built-in open LED 
protection and 1 MHz fixed switching frequency and resistor 
programmable LED current). The decoder may also include 
other circuitry as desired or appropriate depending on the 
particular application of the decoder and video display mod 
ule. The decoder may support a two-wire serial bus interface 
for interfacing with a bus system or network of the vehicle. 
0103) Thus, the Techwell decoder may control many fea 
tures of a video display screen, such as, for example, a 3.51 
inch or thereabouts, 16:9 aspect ratio, video display screen of 
an interior video mirror. The Techwell decoder is a low cost 
highly integrated TFT flat panel controller for digital displays 
with an on board 8-bit 8051 microprocessor control unit 
(MCU) and On Screen Display capability built in to the 
decoder. The Techwell decoder application specific inte 
grated circuit (ASIC) chip decodes the analog NTSC video 
signal and sets up the registers to control the digital panel. 
Preferably, an external microprocessor is not required or used 
because the on board 8-bit 8051 MCU is used to do the 
communication, computations, and input/output (I/O) con 
trol for the electrochromic mirror (EC) drive, video display 
backlighting control and optical sensing for the ambient and 
glare photo sensors. The 8-bit 8051 MCU is also used as the 
human machine interface (HMI) for any switches and the 
reverse inhibit signal as well as the EC indicator control. The 
backlighting control is an algorithm based thermal manage 
ment system that reads at least two thermistors that are stra 
tegically placed close to the backlighting LEDs. The dim 
ming curve utilizes multiple dimming steps (such as at least 
about 25 dimming steps, more preferably at least about 50 
dimming steps, and more preferably at least about 100 dim 
ming steps) and is responsive to the glare and ambient photo 
sensor inputs as well as responsive to the onboard thermistors 
to control the heat management of the system. The Techwell 
decoder has On Screen Display (OSD) capability which 
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allows for rudimentary graphics display or graphics overlay 
Superimposed on moving video images from one or more 
cameras on the vehicle. Full alpha blending and multiple 
graphic window regions allows for reconfigurable high qual 
ity graphics to enhance and expand the number of ways that 
the display can be used. 
0104. The Techwell decoder thus provides TFT display 
control, including an analog video decoder, Scalar and panel 
control. The backlighting control provides dimming control, 
backlighting on/off control, thermistorinput forthermal man 
agement (such as 2 on the backlighting PCB, such as a circuit 
element or board or substrate with the backlighting LEDs 
disposed thereat). The electrochromic (EC) mirror drive con 
trol is operable to drive or control the EC mirror cell of an 
inside electrochromic mirror assembly and may drive or con 
trol the EC mirror cell or cells of one or two exterior electro 
chromic mirror assemblies of the vehicle. The IC communi 
cation for optical sensing may utilize an ambient photo sensor 
and a glare photo sensor. The On Screen Display (OSD) 
capability of the decoder Supports multi-color fonts, has multi 
window OSD support with color pallet, and supports OSD 
overlay with alpha blending. The input/output control has a 
reverse inhibit input, an electrochromic mirror on/off switch 
input and an electrochromic mirror indicator LED output. 
The Software running on the decoder may accommodate an 
external memory, such as about 1 Meg of external memory (or 
more or less). 
0105. The present invention thus moves control circuitry, 
Such as, for example, a microprocessor and allied circuitry 
associated with EC dimming of the mirror element, that is 
currently on the mirror printed circuit board or PCB into the 
decoder and combines the video display module or LCM 
PCB decoder electronics with at least a portion of the mirror 
PCB electronics into a single unitary integrated circuit or chip 
or package. Such combination and incorporation of the elec 
tronics onto a single decoder board limits or Substantially 
precludes the need for an additional processor on the mirror 
PCB and combines all feature control into the decoder. The 
present invention thus reduces system cost, improves EMC, 
reduces PCB size and may provide full control of the video 
mirror system to one processor. 
0106 Optionally, the decoder of the present invention may 
be used in an electrochromic (EC) video mirror assembly. For 
example, the above described decoder may be carried over 
and with additional enhancement to the existing decoder chip 
could be a viable solution to also control the EC feature 
utilizing the decoder too. Such a configuration may limit or 
substantially preclude or eliminate the mirror EC PCB assem 
bly and may combine all electronics on a single circuit ele 
ment or board or PCB, whereby the decoder may control all 
the video and EC features. 

0107 Thus, the decoder of the present invention may be 
readily attached to or connected to a video display module or 
screen, such as at the rear of the display module. The decoder 
may be electrically connected to the wire or wires from the 
camera/cameras and to any other wires of the mirror assem 
bly, whereby the decoder is ready for operation. The decoder 
thus provides video decoding functions and on screen display 
functions in a single decoder board. The NTSC (or other 
standard video input or signal) thus is received by the decoder 
and is decoded by the decoder, whereby the OSD of the 
decoder may generate the display signal to the video screen 
and may send the video display images by themselves or may 
mix the video signal/images with other display information, 
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Such as graphic overlays or textual information or iconistic 
display information or the like. 
0.108 For example, the decoder may control the video 
display screen to display video images of a scene captured by 
one or more cameras of the vehicle, and may generate a 
graphic overlay that is electronically generated and Superim 
posed on the video image by the decoder. Optionally, the 
decoder may function to display on the video display other 
messages or signals for viewing by the driver of the vehicle. 
For example, the decoder may function to display camera 
status information, EC dimming status information, toll 
information and toll payment card status information, blind 
spot detection or object detection information, directional 
heading information, fuel gauge status information, tele 
phone call status information or other telematics system 
information, vehicle fluid level status information, seatbelt 
status information, tire pressure information, directional 
heading and/or temperature information, and/or the like, Such 
as by utilizing aspects of the display systems described in 
U.S. patent application Ser. No. 12/578,732, filed Oct. 14, 
2009 (Attorney Docket DONO1 P-1564), and/or PCT Appli 
cation No. PCT/US2010/25545, filed Feb. 26, 2010, which 
are hereby incorporated herein by reference in their entireties. 
0109 Typically, a backlit video screen utilized in an inte 
rior rearview mirror that utilizes a transflective reflector is 
provided as a package or module that typically has a 2.4 inch 
to 4.3 inch diagonal dimension (typically around 3.5 inches) 
and an aspect ratio of width to height of about 4:3 or about 
15:9 or 16:9, and typically has an active area of around 72 mm 
wide and 53 mm high for a typical 3.5 inch diagonal screen 
with a 4:3 aspect ratio, with around 70,000-80,000 or there 
abouts TFT (thin film transistor) RGB (red, green, blue) pixel 
resolution, or a typical 16:9 aspect ratio Screen may have an 
active area of around 71 mm wide and 43 mm high, with 
around 96,000 orthereabouts TFT RGB pixel resolution. The 
Video screen module or package has a circuit board and its 
control circuitry disposed at a rear of the package or module, 
such as by utilizing aspects of U.S. Pat. Nos. 7.004,593 and 
7.370.983, which are hereby incorporated herein by reference 
in their entireties. Preferably, the circuitry required for opera 
tion of the display itself (including the video decoding and 
control of the backlighting and/or the like) and of the associ 
ated rearview minor (such as electrochromic dimming and/or 
the like) is established on a printed circuit board or equivalent 
that attaches at the rear of the video display screen module or 
package and is roughly dimensioned to be the same as or close 
to the size and shape of the video display screen module or 
package. 
0110 Thus, and with reference to FIG. 27, the vision and 
display system 10 of the present invention includes a rear or 
reversing video camera 12, a video processor 18 and a video 
display screen 16. The video display 16 may comprise a 
backlit TFT LCD video display screen, and may be backlit by 
a plurality of white light-emitting light emitting diodes or 
LEDs 19. The video processor 18 may comprise a video 
processor ASIC, and may include the video decoder, Scalar, 
overlay and microcontroller and the like as discussed above. 
The video processor may control the dimming of the electro 
chromic minor reflective element 20b of the interior rearview 
mirror assembly, such as via an EC drive 30 or the like, and 
Such as in response to a forward photo sensor 32a and a rear 
photo sensor 32b (such as via an IC bus or the like). Option 
ally, and with reference to FIG. 28, the video processor ASIC 
18" may control the electrochromic mirror reflective element 
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or cell 20b via the EC drive 30 responsive to a microcontroller 
34, which may be responsive to the forward and rear photo 
sensors 32a, 32b, while remaining within the spirit and scope 
of the present invention. The video display screen and back 
lighting LEDs and video processor may all be part of or 
incorporated in a video module that may be disposed at or in 
the interior rearview mirror assembly of the vehicle equipped 
with the vision and display system, and the video module may 
communicate with or receive video signals from the rear 
camera 12 via a vehicle bus, such as a LIN bus or an Ethernet 
link or the like of the equipped vehicle. 
0111. Thus, the decoder may decode the video signal and 
may provide OSD capability and EC control capability, and 
may receive inputs from sensors (such as imaging sensors or 
photosensors or the like), and may receive Switch inputs and 
may control various accessories in response to the user inputs 
or Switch inputs. The decoder may share or access photo 
sensors to control the dimming of the display. The decoder 
thus provides a highly integrated TFT flat panel display con 
troller at a reduced cost, and integrates a microprocessor in 
the single circuit element or board or chip. The decoder may 
provide UART capability, IC capability, SPI capability and/ 
or the like. Optionally, the decoder may include a transceiver 
or the like and the decoder may connect to or link to a LIN 
node of a network system of the vehicle. 
0112. As vehicle mechanical and electrical technology 
improves, the vehicle life cycles are increasing in duration 
while the life cycles of consumer product electronic devices 
are decreasing in duration. Thus, conflicts exist between the 
consumer's desire to have a vehicle that will last a long time 
and their desire to enjoy the latest consumer product features 
throughout the life cycle of their vehicle. The outputs of most, 
if not all, consumer electronics products are sensory in nature 
in that the outputs can be seen, heard and/or felt by the 
consumer, while their inputs are primarily touch and/or 
audible inputs. While the sensory systems of vehicles are 
mature, the content and interfacing aspects of products con 
tinue to improve. Thus, the vehicle may include an upgrade 
able interface device or system or feature that will allow the 
consumerto upgrade or replace the interface device to accom 
modate communication with new consumer products and/or 
the like. Optionally, and desirably, the upgradeable interface 
device may comprise an interior rearview mirror assembly, 
which may be coupled to the vehicle architecture and may be 
removable and replaceable and upgradable (in whole or in 
part) to provide enhanced and upgraded communication tech 
nology for use with consumer products in the vehicle. 
0113 Conventionally, interior rearview mirror assemblies 
are Supplied to an automobile manufacturer as a complete 
interior rearview mirror assembly that may be replaced in 
whole due to warranty failure or the like, and typically the 
interior rearview mirror assembly is configured and intended 
for use over the lifetime of the vehicle without being upgraded 
or enhanced. In accordance with the present invention, com 
ponents and/or circuitry (such as electronic components and/ 
or antennae and/or the like) of the interior rearview mirror 
assembly may be replaced or upgraded, or the entire interior 
rearview mirror assembly may be replaced or upgraded, to 
provide enhanced/upgraded communication with the latest in 
wireless technology products that a consumer may purchase 
and use in the vehicle. Optionally, the upgradeable system of 
the present invention may utilize aspects of the mirror assem 
blies described in U.S. patent application Ser. No. 1 1/861, 
904, filed Sep. 26, 2007 (Attorney Docket MAG04 P-1381); 
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and/or Ser. No. 10/538,724, filed Jun. 13, 2005 (Attorney 
Docket DONO1 P-1123), and/or U.S. Pat. Nos. 7,012,727; 
6,902,284; 6,648,477; 6,428,172; 6,026,162; and/or 5,940, 
503, which are all hereby incorporated herein by reference in 
their entireties. 

0114 Typically, the interior rearview mirror assembly as 
installed in the vehicle as initially manufactured is the interior 
rearview mirror assembly utilized throughout the life of the 
vehicle, which may be a period of up to ten years or more. 
During that period, the vehicle manufacturer (such as, for 
example, Ford or Chrysler or General Motors) may have 
brought forward and/or developed new or upgraded mirror 
based features that are not present in the particular interior 
rearview mirror assembly originally installed in the vehicle. 
However, the interior rearview mirror assembly of the present 
invention is designed and constructed to anticipate and/or 
accommodate such an event. In the inventive interior rearview 
mirror assembly, the owner may purchase a new or upgraded 
module or plug-in (such as from an aftermarket Supplier or 
from the vehicle manufacturer) and may replace the existing 
module or feature (with an upgraded one) or may install the 
new module in the interior rearview mirror assembly (such as 
via a plug-in attachment or the like). Thus, the owner does not 
have to replace the entire interior rearview mirror assembly 
(the mirror casing, mirror mounting structure and the reflec 
tive element or cell of the interior rearview mirror assembly 
are likely not changing over the vehicle lifetime and would 
not require replacement), but may selectively and at-will add 
new or upgraded features without replacing the interior rear 
view mirror assembly. 
0115 Optionally, the interior rearview mirror assembly of 
the vehicle may be in communication with a display or video 
display (Such as a display with touch and/or audio interfacing 
aspects and utilizing aspects of the displays discussed above), 
and the display may be in communication with other vehicle 
systems or accessories, such that the mirror assembly or 
portions thereofmay be replaced to provide upgraded content 
and technology, Such as for wireless connectivity (such as for 
example, baud rate, photocell and/or the like). For example, 
and with reference to FIG. 29, an interior rearview mirror 
system 310 includes an interior rearview mirror assembly 
312, which is in communication with a disassociated display 
device 314 (such as a video display device operable to display 
Video images), which in turn is in communication or connec 
tion with one or more other vehicle systems and/or accesso 
ries 316. The mirror assembly 312 may include wireless 
connectivity features for wireless communication with one or 
more vehicle accessories or systems and/or consumer acces 
sories or systems. By replacing the mirror assembly 312 with 
a new or upgraded mirror assembly (such as an upgraded 
mirror assembly having enhanced or latest technology in 
wireless connectivity and the like), the electronics systems 
and/or accessories at or in the vehicle may be upgraded or 
added, while the mirror assembly and accessory systems of 
the vehicle may be adapted to communicate with Such new 
features or technology. 
0116. In the illustrated embodiment, interior rearview mir 
ror assembly 312 is detachably attached or mounted at an 
interior portion of a vehicle (such as via attachment of a 
mounting base to a windshield mounted mirror mounting 
button that is adhered to an in-cabin surface of the vehicle 
windshield), and is in communication (Such as via a wireless 
or hardwired communication link 318) with display device 
314. The communication between the mirror assembly con 
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tent and the display device may be via hardwired connection 
and/or wireless communication. The display device is in 
communication with one or more vehicle systems or acces 
sories 316 (such as via hardwired connection or wireless 
communication link320). The display device 314 is disasso 
ciated from the mirror assembly and is not incorporated into 
the mirror assembly, and includes touch and/or audio inter 
face aspects and interfaces with the interior rearview mirror 
assembly 312, which can provide the latest technology for 
wireless connectivity. 
0117 Thus, it is desirable to incorporate interfacing fea 
tures in a replaceable and upgradeable mirror assembly (or in 
replaceable and upgradeable components and/or circuitry of a 
mirror assembly) so that, by replacing the interior rearview 
mirror assembly with an upgraded or newer mirror assembly 
(or by replacing the components and/or circuitry of the mirror 
assembly with upgraded or newer components and/or cir 
cuitry) having enhanced or the latest interface technology, the 
consumer may readily upgrade his or her vehicle to commu 
nicate with and interface with the latest in consumer product 
technology. The hard wired connection to the vehicle systems 
or accessories is mature technology and would not require 
upgrading to accommodate new consumer product technolo 
gies and the like. Thus, with an interior rearview mirror 
assembly of the present invention connected to a disassoci 
ated display device, the vehicle can be continually upgraded 
by changing the mirror assembly or components and/or cir 
cuitry thereof (with the new replacement mirror assembly or 
components/circuitry of the mirror assembly containing the 
latest technology in wireless connectivity). The upgraded 
mirror assemblies and/or components/circuitry thereof may 
be provided as aftermarket mirror assemblies or attachments 
or the like, and may be customized to provide the desired 
content and/or connectivity and/or appearance and/or func 
tionality, such as desired by the consumer or owner of the 
vehicle. 
0118 Optionally, the mirror assembly may comprise an 
electro-optic or electrochromic mirror assembly and may 
include an electro-optic or electrochromic reflective element. 
The electrochromic mirror element of the electrochromic 
mirror assembly may utilize the principles disclosed in com 
monly assigned U.S. Pat. Nos. 6,690.268; 5,140.455; 5,151, 
816; 6,178,034; 6,154,306; 6,002,544: 5,567,360; 5,525,264; 
5,610,756; 5,406,414: 5,253,109; 5,076,673; 5,073,012: 
5,117,346; 5,724, 187; 5,668,663; 5,910,854; 5,142,407 and/ 
or 4,712,879, and/or PCT Application No. PCT/US2010/ 
029173, filed Mar. 30, 2010, which are hereby incorporated 
herein by reference in their entireties, and/or as disclosed in 
the following publications: N. R. Lynam, “Electrochromic 
Automotive Day/Night Mirrors”, SAE Technical Paper 
Series 870636 (1987); N. R. Lynam, “Smart Windows for 
Automobiles', SAE Technical Paper Series 900419 (1990); 
N. R. Lynam and A. Agrawal, “Automotive Applications of 
Chromogenic Materials. Large Area Chromogenics: Mate 
rials and Devices for Transmittance Control, C. M. Lampert 
and C. G. Granquist, EDS. Optical Engineering Press, Wash. 
(1990), which are hereby incorporated by reference herein in 
their entireties; and/or as described in U.S. Pat. No. 7, 195, 
381, which is hereby incorporated herein by reference in its 
entirety. Optionally, the electrochromic circuitry and/or a 
glare sensor (Such as a rearward facing glare sensor that 
receives light from rearward of the mirror assembly and 
vehicle through a port or opening along the casing and/or 
bezel portion and/or reflective element of the mirror assem 
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bly) and circuitry and/or an ambient light sensor and circuitry 
may be provided on one or more circuit boards of the mirror 
assembly. The mirror assembly may include one or more 
other displays, such as the types disclosed in U.S. Pat. Nos. 
5.530,240 and/or 6,329,925, which are hereby incorporated 
herein by reference in their entireties, and/or display-on-de 
mand transflective type displays, such as the types disclosed 
in U.S. Pat. Nos. 7,274,501; 7,255,451; 7,195,381; 7,184, 
190; 5,668,663; 5,724, 187 and/or 6,690,268, and/or in U.S. 
patent application Ser. No. 1 1/226.628, filed Sep. 14, 2005 
(Attorney Docket DONO1 P-1236); and/or Ser. No. 10/538, 
724, filed Jun. 13, 2005 (Attorney Docket DONO1 P-1123), 
and/or PCT Application No, PCT/US03/29776, filed Sep. 9, 
2003, and published Apr. 1, 2004 as International Publication 
No. WO 2004/026633, which are all hereby incorporated 
herein by reference in their entireties. The thicknesses and 
materials of the coatings on the Substrates, such as on the third 
surface of the reflective element assembly, may be selected to 
provide a desired color or tint to the mirror reflective element, 
Such as a blue colored reflector, Such as is known in the art and 
such as described in U.S. Pat. Nos. 5,910,854; 6,420,036; 
and/or 7.274,501, and in PCT Application No. PCT/US03/ 
29776, filed Sep. 9, 2003, and published Apr. 1, 2004 as 
International Publication No. WO 2004/026633, which are 
all hereby incorporated herein by reference in their entireties. 
0119 Optionally, the interior rearview minor assembly 
may comprise a prismatic mirror assembly or a non-electro 
optic minor assembly or an electro-optic mirror assembly 
(such as an electrochromic mirror assembly or a liquid crystal 
mirror assembly). For example, the interior rearview mirror 
assembly may comprise a prismatic mirror assembly, Such as 
the types described in U.S. Pat. Nos. 7.249,860; 6,318,870; 
6,598,980; 5,327,288: 4,948,242; 4,826,289; 4,436,371; and 
4,435,042; and PCT Application No. PCT/US2004/015424, 
filed May 18, 2004, and published on Dec. 2, 2004, as Inter 
national Publication No. WO 2004/103772, which are hereby 
incorporated herein by reference in their entireties. Option 
ally, the prismatic reflective element may comprise a conven 
tional prismatic reflective element or prism or may comprise 
a prismatic reflective element of the types described in U.S. 
Pat. Nos. 7,420,756; 7,274,501; 7,249,860; 7,338,177; and/or 
7.255.451, and/or PCT Application No. PCT/US03/29776, 
filed Sep. 19, 2003, and published Apr. 1, 2004 as Interna 
tional Publication No. WO 2004/026633; and/or PCT Appli 
cation No. PCT/US2004/015424, filed May 18, 2004, and 
published on Dec. 2, 2004, as International Publication No. 
WO 2004/103772, which are all hereby incorporated herein 
by reference in their entireties, without affecting the scope of 
the present invention. A variety of mirror accessories and 
constructions are known in the art, Such as those disclosed in 
U.S. Pat. Nos. 5,555,136; 5,582,383; 5,680,263; 5,984,482; 
6.227,675; 6,229,319; and 6,315,421 (the entire disclosures 
of which are hereby incorporated by reference herein), that 
can benefit from the present invention. 
I0120 Optionally, the multi-pixel TFT reconfigurable 
Video display screen and/or mirror may include user interface 
inputs, such as buttons or Switches or touch or proximity 
sensors or the like, with which a user may adjust one or more 
characteristics of the imaging sensor and/or imaging system, 
Such as via the principles described in U.S. patent application 
Ser. No. 12/091,525, filed Apr. 25, 2008 (Attorney Docket 
DONO1 P-1300); and/or Ser. No. 1 1/239,980, filed Sep. 30, 
2005 (Attorney Docket DONO1 P-1238), and/or U.S. provi 
sional applications, Ser. No. 60/614,644, filed Sep. 30, 2004; 
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Ser. No. 60/618,686, filed Oct. 14, 2004; and Ser. No. 60/628, 
709, filed Nov. 17, 2004, which are hereby incorporated 
herein by reference in their entireties. Optionally, the images 
captured by the imaging sensor or camera may be processed 
by the control to extract information or data for different 
applications or systems, such as described in U.S. patent 
application Ser. No. 1 1/239,980, filed Sep. 30, 2005 (Attor 
ney Docket DONO1 P-1238), and/or U.S. provisional appli 
cation Ser. No. 60/618,686, filed Oct. 14, 2004, which are 
hereby incorporated herein by reference in their entireties. 
0121 The control of the mirror assembly and/or the dis 
play screen may receive image data or the like from an imag 
ing sensor or camera positioned elsewhere at or on or in the 
vehicle, such as at a forward or sideward portion of the vehicle 
with a forward or sideward exterior field of view, or such as at 
an interior portion (such as at or near or associated with the 
interior rearview mirror assembly or an accessory module or 
windshield electronics module or the like) of the vehicle with 
an interior field of view (such as into the vehicle cabin) or an 
exterior field of view (such as forwardly of and through the 
windshield of the vehicle). The signal from the camera or 
image data may be communicated to the control via various 
communication links or video transmission medium, Such as 
wires or cables (such as a CAT-3 shielded twisted pair wire or 
a CAT-5 coaxial cable or the like) or a fiber optic cable or via 
wireless communication, such as IR signals or VHF or UHF 
signals or the like, or via a multiplex bus system of the vehicle 
or the like. For example, the connection or link between the 
imaging sensor or controls and the mirror assembly and/or 
display screen module may be provided via vehicle electronic 
or communication systems and the like, and may be con 
nected via various protocols or nodes, such as BLUE 
TOOTHR, SCP, UBP. J1850, CAN J2284, FireWire 1394, 
MOST, LIN, FlexRayTM, Byte Flight and/or the like, or other 
vehicle-based or in-vehicle communication links or systems 
(such as WIFI and/or IRDA), or via wireless communications 
such as VHF or UHF signals, and/or the like, depending on 
the particular application of the mirror/display system and the 
vehicle. 

0122 The imaging sensor or camera may provide various 
image data signals, such as an NTSC signal or LVDS, Ether 
net, PAL, analog RGB, component video, SECAM, S-Video 
or the like. Optionally, the imaging system may be operable to 
selectively switch between, for example, PAL and NTSC, to 
adjust the imaging system and mirror/display system to 
accommodate European and U.S. applications. 
0123. The interior rearview mirror assembly may include 
a bezel portion and easing, Such as described above, or the 
mirror assembly may comprise other types of casings or bezel 
portions or the like, such as described in U.S. Pat. Nos. 7.338, 
177: 7,249,860; 6,439,755; 4,826,289; and 6,501,387; and/or 
PCT Application No. PCT/US2004/015424, filed May 18, 
2004, and published on Dec. 2, 2004, as International Publi 
cation No. WO 2004/103772, which are all hereby incorpo 
rated herein by reference in their entireties, without affecting 
the scope of the present invention. For example, the mirror 
assembly may comprise a flush or frameless or bezelless 
reflective element, such as the types described in U.S. Pat. 
Nos. 7,690,824; 7,626,749; 7,360,932; 7,274,501; 7,255.451; 
and/or 7.184,190, and/or in PCT Application No. PCT/ 
US2004/015424, filed May 18, 2004, and published on Dec. 
2, 2004, as International Publication No. WO 2004/103772: 
PCT Application No. PCT/US03/35381, filed Nov. 5, 2003, 
and published May 21, 2004 as International Publication No. 
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WO 2004/042457; and/or PCT Application No. PCT/ 
US2010/032017, filed Apr. 22, 2010, and/or in U.S. patent 
application Ser. No. 1 1/226,628, filed Sep. 14, 2005 (Attor 
ney Docket DONO1 P-1236); and/or Ser. No. 10/538,724, 
filed Jun. 13, 2005 (Attorney Docket DONO1 P-1123), which 
are all hereby incorporated herein by reference in their entire 
ties. 
0.124 Optionally, the mirror assembly may comprise a 
modular mirror construction, and may include back housing 
portions or the like. Such as cap portions of the types 
described in PCT Application No. PCT/US2004/015424, 
filed May 18, 2004, and published on Dec. 2, 2004, as Inter 
national Publication No. WO 2004/103772, which is hereby 
incorporated herein by reference in its entirety. The display 
screen may be provided as a modular display screen and may 
be mountable or installable in the appropriate or suitable 
mirror casing to provide a modular mirror assembly and 
display screen. For example, a rear casing or cap portion may 
include the display Screen module including the associated 
components, such as the rails and motor and the like, and may 
be attachable to a reflective element and/or bezel portion to 
assemble the modular mirror assembly. The display screen 
module thus may be provided as an optional component or 
accessory for a vehicle, and may be readily assembled to a 
common reflective element and/or bezel portion of the mirror 
assembly. 
0.125 Optionally, the mirror casing and/or reflective ele 
ment, and/or the display Screen casing and/or display Screen 
may include customized or personalized viewable character 
istics, such as color or symbols or indicia selected by the 
vehicle manufacturer or owner of the vehicle, such as the 
customization characteristics described in U.S. Pat. Nos. 
7.255.451 and/or 7,626,749, and/or PCT Application No. 
PCT/US2004/015424, filed May 18, 2004, and published on 
Dec. 2, 2004, as International Publication No. WO 2004/ 
103772; and/or U.S. patent application Ser. No. 1 1/243,783, 
filed Oct. 5, 2005, published Apr. 20, 2006 as U.S. Pat. Pub 
lication No. US 2006-0082192, which are hereby incorpo 
rated herein by reference in their entireties. For example, the 
frame or casing of the display module and/or the mirror 
assembly may be selected to have a desired color or combi 
nation of colors (or text or print or indicia thereon) to person 
alize the appearance of the mirror assembly. Optionally, the 
reflective element may include text or symbols or icons or 
other characters or indicia to provide a desired appearance or 
message at the mirror assembly or display screen, Such as by 
utilizing aspects of the mirror assembly described in U.S. Pat. 
No. 7,626,749 and/or PCT Application No. PCT/US2004/ 
015424, filed May 18, 2004, and published on Dec. 2, 2004, 
as International Publication No. WO 2004/103772; and/or 
U.S. patent application Ser. No. 1 1/243,783, filed Oct. 5, 
2005, published Apr. 20, 2006 as U.S. Pat. Publication No. 
US 2006-0082192, which are hereby incorporated herein by 
reference in their entireties. The icons or characters or indicia 
may be formed at or near or on the display screen, or may be 
provided via graphic overlays when the display Screen is 
extended and operating, or may otherwise be formed or pro 
vided at or on or in the display Screen casing or frame, without 
affecting the scope of the present invention. Optionally, the 
bezel or frame color or colors may be selected to be designer 
colors or may match or contrast the color of the mirror casing, 
and/or may have logos or icons or other indicia thereon. 
Optionally, the display Screen module may include warnings 
or other statements or alerts or messages printed or otherwise 
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formed on the bezel or frame portion of the display screen so 
that the messages or the like are readily viewable when the 
display Screen is extended. 
0126 Optionally, the mirror assembly and/or prismatic or 
electrochromic reflective element may include one or more 
displays, such as for the accessories or circuitry described 
herein. The displays may be similar to those described above, 
or may be of types disclosed in U.S. Pat. Nos. 5.530,240 
and/or 6,329.925, which are hereby incorporated herein by 
reference in their entireties, and/or may be display-on-de 
mand or transflective type displays, such as the types dis 
closed in U.S. Pat. Nos. 7,581,859; 7,338,177; 7,195,381: 
6,690,298; 5,668,663 and/or 5,724,187, and/or in U.S. patent 
application Ser. No. 1 1/226,628, filed Sep. 14, 2005 by 
Karner et al. (Attorney Docket DONO1 P-1236); and/or Ser. 
No. 12/091,525, filed Apr. 25, 2008 (Attorney Docket 
DONO1 P-1300), and/or in PCT Application No. PCT/US03/ 
29776, filed Sep. 19, 2003, and published Apr. 1, 2004 as 
International Publication No. WO 2004/026633, which are 
all hereby incorporated herein by reference in their entireties. 
Optionally, a prismatic reflective element may comprise a 
display on demand or transflective prismatic element (such as 
described in PCT Application No. PCT/US03/29776, filed 
Sep. 19, 2003, and published Apr. 1, 2004 as International 
Publication No. WO 2004/026633; and/or U.S. Pat. No. 
7.338,177, which are all hereby incorporated herein by ref 
erence in their entireties) so that the displays are viewable 
through the reflective element, while the display area still 
functions to substantially reflect light, in order to provide a 
generally uniform prismatic reflective element even in the 
areas that have display elements positioned behind the reflec 
tive element. 

0127 Optionally, the display and any associated user 
inputs may be associated with various accessories or systems, 
Such as, for example, a tire pressure monitoring system or a 
passenger airbag status or a garage door opening System or a 
telematics system or any other accessory or system of the 
mirror assembly or of the vehicle or of an accessory module 
or console of the vehicle. Such as an accessory module or 
console of the types described in U.S. Pat. Nos. 6,877,888; 
6,824,281; 6,690,268; 6,672,744; 6,386,742; and 6,124,886, 
and/or, and/or PCT Application No. PCT/US03/03012, filed 
Jan. 31, 2003, and published Aug. 7, 2003 as International 
Publication No.WO 03/065084, and/or PCT Application No. 
PCT/US03/40611, filed Dec. 19, 2003, and published Jul. 15, 
2004 as International Publication No. WO 2004/058540, and/ 
or PCT Application No. PCT/US04/15424, filed May 18, 
2004, and published on Dec. 2, 2004, as International Publi 
cation No. WO 2004/103772, which are hereby incorporated 
herein by reference in their entireties. 
0128 Optionally, the user inputs of the mirror assembly or 
display or module may comprise other types of buttons or 
Switches for controlling or activating/deactivating one or 
more electrical accessories or devices of or associated with 
the mirror assembly. The mirror assembly may comprise any 
type of Switches or buttons, such as touch or proximity sens 
ing Switches, such as touch or proximity Switches of the types 
described above, or the inputs may comprise other types of 
buttons or switches, such as those described in U.S. Pat. Nos. 
7,527.403 and/or 7.253,723, which are hereby incorporated 
herein by reference in their entireties, or such as fabric-made 
position detectors, such as those described in U.S. Pat. Nos. 
6,504,531; 6,501,465; 6,492,980; 6,452,479; 6,437,258; and 
6,369,804, which are hereby incorporated herein by reference 
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in their entireties. For example, the inputs may comprise a 
touch or proximity sensor of the types commercially available 
from TouchSensor Technologies, LLC of Wheaton, Ill. The 
touch or proximity sensor may be operable to generate an 
electric field and to detect the presence of a conductive mass 
entering the field. When a voltage is applied to the sensor, the 
sensor generates the electric field, which emanates through 
any dielectric material. Such as plastic or the like, at the 
sensor. When a conductive mass (such as a person's finger or 
the like, or metal or the like) enters the electric field, the 
sensor may detect a change in the field and may indicate Such 
a detection. Other types of switches or buttons or inputs or 
sensors may be incorporated to provide the desired function, 
without affecting the scope of the present invention. 
I0129. Optionally, the user inputs or buttons may comprise 
user inputs for a garage door opening system, Such as a 
vehicle based garage door opening system of the types 
described in U.S. Pat. Nos. 6,396,408; 6,362,771; 7,023,322; 
and 5.798,688, which are hereby incorporated herein by ref 
erence in their entireties. The user inputs may also or other 
wise function to activate and deactivate a display or function 
or accessory, and/or may activate/deactivate and/or com 
mence a calibration of a compass system of the mirror assem 
bly and/or vehicle. The compass system may include com 
pass sensors and circuitry within the mirror assembly or 
within a compass pod or module at or near or associated with 
the mirror assembly. Optionally, the user inputs may also or 
otherwise comprise user inputs for a telematics system of the 
vehicle, such as, for example, an ONSTARR) system as found 
in General Motors vehicles and/or such as described in U.S. 
Pat. Nos. 4,862,594; 4,937,945; 5,131,154: 5,255,442; 5,632, 
0.92; 5,798,688; 5,971,552:5,924.212; 6.243,003; 6,278.377; 
and 6,420,975; 6,477,464; 6,946,978; 7,308,341; 7,167,796; 
7,004,593; and/or 6,678,614, and/or PCT Application No. 
PCT/US03/40611, filed Dec. 19, 2003, and published Jul. 15, 
2004 as International Publication No. WO 2004/058540, and/ 
or PCT Application No. PCT/US03/308877, filed Oct. 1, 
2003, and published Apr. 15, 2004 as International Publica 
tion No. WO 2004/032568, which are all hereby incorporated 
herein by reference in their entireties. 
0.130 Optionally, the mirror assembly may include one or 
more other accessories at or within the mirror casing, Such as 
one or more electrical or electronic devices or accessories, 
Such as antennas, including global positioning system (GPS) 
or cellular phone antennas, such as disclosed in U.S. Pat. No. 
5,971,552, a communication module, such as disclosed in 
U.S. Pat. No. 5,798,688, transmitters and/or receivers, such as 
a garage door opener or the like, a digital network, Such as 
described in U.S. Pat. No. 5,798.575, a high/low headlamp 
controller, such as disclosed in U.S. Pat. Nos. 5,796,094 
and/or 5,715,093, a memory mirror system, such as disclosed 
in U.S. Pat. No. 5,796,176, a hands-free phone attachment, a 
video device for internal cabin Surveillance and/or video tele 
phone function, such as disclosed in U.S. Pat. Nos. 5,760,962 
and/or 5,877,897, a remote keyless entry receiver, lights, such 
as map reading lights or one or more other lights or illumi 
nation sources, such as disclosed in U.S. Pat. Nos. 6,690,268; 
5,938,321; 5,813,745; 5,820,245; 5,673,994; 5,649,756; 
5,178.448; 5,671,996; 4,646,210; 4,733,336; 4,807.096; 
6,042,253: 5,669,698; 7,195,381; 6,971,775; and/or 7,249, 
860, microphones, such as disclosed in U.S. Pat. Nos. 6.243, 
003; 6,278.377; and/or 6,420,975; and/or 7,657,052, and/or 
PCT Application No. PCT/US03/30877, filed Oct. 1, 2003, 
and published Apr. 15, 2004 as International Publication No. 
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WO 2004/032568, speakers, antennas, including global posi 
tioning system (GPS) or cellular phone antennas, Such as 
disclosed in U.S. Pat. No. 5,971,552, a communication mod 
ule, such as disclosed in U.S. Pat. No. 5,798,688, a voice 
recorder, transmitters and/or receivers, such as for a garage 
door opener or a vehicle door unlocking system or the like 
(such as a remote keyless entry system), a digital network, 
such as described in U.S. Pat. No. 5,798.575, a high/low 
headlamp controller. Such as a camera-based headlamp con 
trol, such as disclosed in U.S. Pat. Nos. 5,796,094 and/or 
5,715,093, a memory mirror system, such as disclosed in U.S. 
Pat. No. 5,796,176, a hands-free phone attachment, an imag 
ing system or components or circuitry or display thereof. Such 
as an imaging and/or display system of the types described in 
U.S. Pat. Nos. 7,526,103; 7,400,435; 6,690,268 and/or 6,847, 
487; and/or U.S. patent application Ser. No. 1 1/239,980, filed 
Sep. 30, 2005 (Attorney Docket DONO1 P-1238), provisional 
application Ser. No. 60/618,686, filed Oct. 14, 2004, a video 
device for internal cabin surveillance (such as for sleep detec 
tion or driver drowsiness detection or the like) and/or video 
telephone function, such as disclosed in U.S. Pat. Nos. 5,760, 
962 and/or 5,877,897, a remote keyless entry receiver, a seat 
occupancy detector, a remote starter control, a yaw sensor, a 
clock, a carbon monoxide detector, status displays, such as 
displays that display a status of a door of the vehicle, a 
transmission selection (4wd/2wd or traction control (TCS) or 
the like), an antilock braking system, a road condition (that 
may warn the driver of icy road conditions) and/or the like, a 
trip computer, a tire pressure monitoring system (TPMS) 
receiver (such as described in U.S. Pat. Nos. 6,124,647: 
6,294,989; 6,445,287; 6,472,979: 6,731,205; and/or 7,423, 
522, and/or U.S. provisional application Ser. No. 60/61 1,796, 
filed Sep. 21, 2004), and/or an ONSTARR) system, a com 
pass, such as disclosed in U.S. Pat. Nos. 5,924.212; 4,862, 
594; 4,937,945; 5,131, 154: 5,255,442; and/or 5,632,092, an 
alert System and/or components or elements thereof (Such as 
described in PCT Application No. PCT/US2010/25545, filed 
Feb. 26, 2010, which is hereby incorporated herein by refer 
ence in its entirety), and/or any other accessory or circuitry or 
the like (with all of the above-referenced patents and PCT and 
U.S. patent applications being commonly assigned to Don 
nelly Corporation, and with the disclosures of the referenced 
patents and patent applications being hereby incorporated 
herein by reference in their entireties). 
0131 Optionally, the accessory or accessories, such as 
those described above and/or below, may be positioned at or 
within the mirror casing and may be included on or integrated 
in a printed circuit board positioned within the mirror casing, 
Such as along a rear Surface of the reflective element or else 
where within a cavity defined by the casing, without affecting 
the scope of the present invention. The user actuatable inputs 
and/or touch sensors and/or proximity sensors and displays 
described above may be actuatable to control and/or adjust 
the accessories of the mirror assembly/system and/or over 
head console and/or accessory module and/or vehicle. The 
connection or link between the controls and the display 
screen device and/or the navigation system and/or other sys 
tems and accessories of the mirror system may be provided 
via vehicle electronic or communication systems and the like, 
and may be connected via various protocols or nodes, such as 
BLUETOOTHR, SCP, UBP. J1850, CAN J2284, FireWire 
1394, MOST, LIN, FlexRayTM, Byte Flight and/or the like, or 
other vehicle-based or in-vehicle communication links or 
systems (such as WIFI and/or IRDA) and/or the like, or via 
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VHF or UHF or other wireless transmission formats, depend 
ing on the particular application of the mirror/accessory sys 
tem and the vehicle. Optionally, the connections or links may 
be provided via various wireless connectivity or links, with 
out affecting the scope of the present invention. 
I0132 Changes and modifications in the specifically 
described embodiments may be carried out without departing 
from the principles of the present invention, which is intended 
to be limited only by the scope of the appended claims as 
interpreted according to the principles of patent law. 

1. A vehicular vision system comprising: 
a rear backup video camera at a rear portion of a vehicle; 
a video processor operable to process video image data 

captured by said rear backup video camera, wherein said 
video image data comprises at least a left Zone image 
data set and a right Zone image data set; 

wherein said left Zone image data set comprises video 
images of a left Zone that encompasses where another 
vehicle may approach from the rear of and/or may over 
take the equipped vehicle in a left side lane adjacent to 
the equipped vehicle: 

wherein said right Zone image data set comprises video 
images of a right Zone that encompasses where another 
vehicle may approach from the rear and/or may overtake 
the equipped vehicle in a right side lane adjacent to the 
equipped vehicle: 

a video display screen for displaying video images; 
wherein, during a reversing maneuver of the equipped 

vehicle, said video display screen displays video images 
captured by said rear backup video camera; 

wherein, during forward travel of the equipped vehicle, 
said video display screen is operable to display images 
representative of said left Zone image data set captured 
by said rear backup video camera to display images 
representative of the scene occurring at the left side lane 
at the left side of the equipped vehicle responsive to at 
least one of (a) actuation of a left turn signal indicator of 
the equipped vehicle, (b) detection of another vehicle in 
or approaching the left side lane adjacent to the equipped 
vehicle and (c) a lane departure warning system of the 
equipped vehicle; and 

wherein, during forward travel of the equipped vehicle, 
said video display screen is operable to display images 
representative of said right Zone image data set captured 
by said rear backup video camera to display images 
representative of the scene occurring at the right side 
lane at the right side of the equipped vehicle responsive 
to at least one of (a) actuation of a right turn signal 
indicator of the equipped vehicle, (b) detection of 
another vehicle in or approaching the right side lane 
adjacent to the equipped vehicle and (c) a lane departure 
warning system of the equipped vehicle. 

2. The vehicular vision system of claim 1, wherein said 
Video image data comprises a middle Zone image data set that 
comprises video images of a middle Zone between the left and 
right Zones. 

3. The vehicular vision system of claim 1, wherein images 
representative of the scene occurring at the left side lane or 
right side lane are displayed a portion of said video display 
SCC. 

4. The vehicular vision system of claim 3, wherein said 
Video display Screen displays an icon at another portion of 
said video display screen to enhance the driver's cognitive 
awareness and understanding of the displayed image. 
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5. The vehicular vision system of claim 3, wherein said 
Video display Screen comprises a left display region and a 
right display region, and wherein said video display screen is 
operable to (a) display images representative of the scene 
occurring at the left side lane on said left display region 
responsive to at least one of (i) actuation of a left turn signal 
indicator of the equipped vehicle, (ii) detection of another 
vehicle in the left side lane adjacent to the left side of the 
equipped vehicle and (iii) a lane departure warning system of 
the equipped vehicle, and (b) display images representative of 
the scene occurring at the right side lane on said right display 
region responsive to at least one of (i) actuation of a right turn 
signal indicator of the equipped vehicle and (ii) detection of 
another vehicle in the right side lane adjacent to the right side 
of the equipped vehicle and (iii) a lane departure warning 
system of the equipped vehicle. 

6. The vehicular vision system of claim 5, wherein said 
Video display screen comprises a middle display region 
between said left display region and said right display region, 
and wherein, during a reversing maneuver, said left, middle 
and right display regions display a wide angle rearward view. 

7. The vehicular vision system of claim 5, wherein said 
Video display screen comprises a middle display region 
between said left display region and said right display region, 
and wherein said middle display region of said video display 
screen displays an iconistic warning responsive to detection 
of another vehicle in the left side lane or right side lane 
adjacent to the equipped vehicle. 

8. The vehicular vision system of claim 1, wherein said 
Video display screen comprises a reconfigurable thin film 
transistor liquid crystal screen that is backlit by a plurality of 
white light-emitting light emitting diodes. 

9. The vehicular vision system of claim 8, wherein said 
Video display Screen is disposed in an interior rearview mirror 
assembly of the equipped vehicle and behind a transflective 
mirror reflector of a transflective mirror reflective element of 
said interior rearview mirror assembly, wherein said video 
display Screen, when displaying video images, is viewable by 
a driver of the equipped vehicle, and is substantially not 
viewable by the driver of the equipped vehicle when not 
displaying video images. 

10. The vehicular vision system of claim 9, wherein said 
backlit liquid crystal display Screen comprises at least about 
85,000 individually addressable pixels. 

11. The vehicular vision system of claim 1, comprising 
dynamic contrast control of said video display Screen. 

12. The vehicular vision system of claim 11, wherein said 
dynamic contrast control is operable to increase the contrast 
within individual video image frames when the video screen 
backlighting is locally dimmed. 

13. The vehicular vision system of claim 1, wherein said 
Video display Screen is disposed in an interior rearview mirror 
assembly of the equipped vehicle and behind a transflective 
mirror reflector of a transflective electrochromic mirror 
reflective element of said interior rearview mirror assembly, 
wherein said video display Screen, when displaying video 
images, is viewable by a driver of the equipped vehicle, and is 
substantially not viewable by the driver of the equipped 
vehicle when not displaying video images. 

14. The vehicular vision system of claim 13, wherein said 
Video processor is operable to at least (a) provide on Screen 
display capability, (b) provide video decoding, (c) at least 
partially control dimming of said transflective electrochromic 
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mirror reflective element, and (d) at least partially control the 
intensity of said video display screen. 

15. The vehicular vision system of claim 13, wherein said 
interior rearview mirror assembly is configured to selectively 
receive at least one accessory module therein to update said 
interior rearview mirror assembly to provide at least one new 
function or feature. 

16. The vehicular vision system of claim 13, comprising a 
forward facing camera having a forward field of view forward 
of the equipped vehicle and in the direction of travel of the 
equipped vehicle. 

17. The vehicular vision system of claim 16, wherein said 
Video processor processes image data captured by said for 
ward facing camera to detect and recognize a road sign ahead 
of the equipped vehicle, and wherein said video display 
screen displays an iconistic representation of the detected and 
recognized road sign for viewing by the driver of the equipped 
vehicle, wherein said iconistic representation displayed by 
said video display screen is viewable through said transflec 
tive mirror reflector of said interior rearview mirror assembly 
and is substantially not viewable by the driver of the equipped 
vehicle when said video display screen is not operating to 
display said iconistic representation. 

18. The vehicular vision system of claim 17, wherein said 
road sign comprises a stop sign. 

19. The vehicular vision system of claim 1, wherein, when 
said video display screen is operating to display video 
images, said video display screen provides a contrast ratio of 
greater than about 250:1. 

20. The vehicular vision system of claim 1, wherein said 
rear backup video camera has a rearward field of view of at 
least about 180 degrees. 

21. The vehicular vision system of claim 1, wherein, when 
said video display screen is operating to display video 
images, said video display screen provides a contrast ratio of 
greater than about 900:1. 

22. The vehicular vision system of claim 1, wherein said 
Video image data comprises a middle Zone image data set that 
comprises video images of a middle Zone between the left and 
right Zones, and wherein, during the reversing maneuver, said 
Video images displayed by said video display screen are rep 
resentative of said left Zone image data set, said middle Zone 
image data set and said right Zone image data set. 

23. A vehicular vision system comprising: 
a rear backup video camera at a rear portion of a vehicle; 
a video processor operable to process video image data 

captured by said rear backup video camera, wherein said 
video image data comprises a left Zone image data set, a 
middle Zone image data set and a right Zone image data 
Set, 

wherein said left Zone image data set comprises video 
images of a left Zone that encompasses where another 
vehicle may approach from the rear of and/or may over 
take the equipped vehicle in a left side lane adjacent to 
the equipped vehicle: 

wherein said right Zone image data set comprises video 
images of a right Zone that encompasses where another 
vehicle may approach from the rear and/or may overtake 
the equipped vehicle in a right side lane adjacent to the 
equipped vehicle: 

wherein said middle Zone image data set comprises video 
images of a middle Zone between the left and right 
Zones: 

a video display screen for displaying video images; 
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wherein, during a reversing maneuver of the equipped 
vehicle, said video display Screen displays video images 
captured by said rear backup video camera; 

wherein, during forward travel of the equipped vehicle, 
said video display screen is operable to display images 
representative of said left Zone image data set captured 
by said rear backup video camera to display images 
representative of the scene occurring at the left side lane 
at the left side of the equipped vehicle responsive to at 
least one of (a) actuation of a left turn signal indicator of 
the equipped vehicle, (b) detection of another vehicle in 
or approaching the left side lane adjacent to the equipped 
vehicle and (c) a lane departure warning system of the 
equipped vehicle: 

wherein, during forward travel of the equipped vehicle, 
said video display screen is operable to display images 
representative of said right Zone image data set captured 
by said rear backup video camera to display images 
representative of the scene occurring at the right side 
lane at the right side of the equipped vehicle responsive 
to at least one of (a) actuation of a right turn signal 
indicator of the equipped vehicle, (b) detection of 
another vehicle in or approaching the right side lane 
adjacent to the equipped vehicle and (c) a lane departure 
warning system of the equipped vehicle; 

wherein said video display screen comprises a left display 
region and a right display region, and wherein said left 
display region is operable to display said displayed 
images representative of the scene occurring at the left 
side lane and said right display region is operable to 
display images representative of the scene occurring at 
the right side lane; and wherein said video display Screen 
comprises a middle display region between said left 
display region and said right display region, and 
wherein, during a reversing maneuver, said left, middle 
and right display regions display a wide angle rearward 
V1eW. 

24. The vehicular vision system of claim 23, wherein, 
during the reversing maneuver, said video images displayed 
by said video display screen are representative of said left 
Zone image data set, said middle Zone image data set and said 
right Zone image data set. 

25. The vehicular vision system of claim 23, wherein said 
Video display Screen displays an iconata portion of said video 
display Screen to enhance the driver's cognitive awareness 
and understanding of the displayed image. 

26. The vehicular vision system of claim 23, wherein said 
rear backup video camera has a rearward field of view of at 
least about 180 degrees. 

27. The vehicular vision system of claim 23, wherein said 
Video display Screen is operable to (a) display images repre 
sentative of the scene occurring at the left side lane on said left 
display region responsive to at least one of (i) actuation of a 
left turn signal indicator of the equipped vehicle, (ii) detection 
of another vehicle in the left side lane adjacent to the left side 
of the equipped vehicle and (iii) a lane departure warning 
system of the equipped vehicle, and (b) display images rep 
resentative of the scene occurring at the right side lane on said 
right display region responsive to at least one of (i) actuation 
of a right turn signal indicator of the equipped vehicle and (ii) 
detection of another vehicle in the right side lane adjacent to 
the right side of the equipped vehicle and (iii) a lane departure 
warning system of the equipped vehicle. 
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28. The vehicular vision system of claim 27, wherein said 
middle display region of said video display Screen is operable 
to display an iconistic warning responsive to detection of 
another vehicle in the left side lane or right side lane adjacent 
to the equipped vehicle. 

29. The vehicular vision system of claim 23, wherein at 
least one of (a) said video display screen comprises a recon 
figurable thin film transistor liquid crystal screen that is back 
lit by a plurality of white light-emitting light emitting diodes, 
and (b) said video display Screen is disposed in an interior 
rearview mirror assembly of the equipped vehicle and behind 
a transflective minor reflector of a transflective mirror reflec 
tive element of said interior rearview mirror assembly, 
wherein said video display Screen, when displaying video 
images, is viewable by a driver of the equipped vehicle, and is 
substantially not viewable by the driver of the equipped 
vehicle when not displaying video images. 

30. The vehicular vision system of claim 23, wherein said 
Video processor is operable to at least (a) provide on Screen 
display capability, (b) provide video decoding, (c) at least 
partially control dimming of said transflective electrochromic 
mirror reflective element, and (d) at least partially control the 
intensity of said video display screen. 

31. The vehicular vision system of claim 23, comprising a 
forward facing camera having a forward field of view forward 
of the equipped vehicle and in the direction of travel of the 
equipped vehicle, and wherein said video processor processes 
image data captured by said forward facing camera to detect 
and recognize a road sign ahead of the equipped vehicle, and 
wherein said video display screen is disposed in an interior 
rearview mirror assembly of the equipped vehicle and behind 
a transflective minor reflector of a transflective mirror reflec 
tive element of said interior rearview mirror assembly, and 
wherein said video display Screen displays an iconistic rep 
resentation of the detected and recognized road sign for view 
ing by the driver of the equipped vehicle, wherein said iconis 
tic representation displayed by said video display Screen is 
viewable through said transflective mirror reflector of said 
interior rearview mirror assembly and is substantially not 
viewable by the driver of the equipped vehicle when said 
Video display screen is not operating to display said iconistic 
representation. 

32. The vehicular vision system of claim 23, wherein, 
when said video display Screen is operating to display video 
images, said video display screen provides a contrast ratio of 
greater than about 900:1. 

33. A vehicular vision system comprising: 
a rear backup video camera at a rear portion of a vehicle; 
a video processor operable to process video image data 

captured by said rear backup video camera, wherein said 
video image data comprises at least a left Zone image 
data set and a right Zone image data set; 

wherein said left Zone image data set comprises video 
images of a left Zone that encompasses where another 
vehicle may approach from the rear of and/or may over 
take the equipped vehicle in a left side lane adjacent to 
the equipped vehicle: 

wherein said right Zone image data set comprises video 
images of a right Zone that encompasses where another 
vehicle may approach from the rear and/or may overtake 
the equipped vehicle in a right side lane adjacent to the 
equipped vehicle: 

a video display screen for displaying video images; 
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wherein said video display Screen comprises a reconfig 
urable thin film transistor liquid crystal screen that is 
backlit by a plurality of white light-emitting light emit 
ting diodes; 

wherein, during a reversing maneuver of the equipped 
vehicle, said video display Screen displays video images 
captured by said rear backup video camera; 

wherein said video display screen is disposed in an interior 
rearview mirror assembly of the equipped vehicle and 
behind a transflective mirror reflector of a transflective 
electrochromic mirror reflective element of said interior 
rearview mirror assembly, wherein said video display 
Screen, when displaying video images, is viewable by a 
driver of the equipped vehicle, and is substantially not 
viewable by the driver of the equipped vehicle when not 
displaying video images; 

wherein, during forward travel of the equipped vehicle, 
said video display screen is operable to display images 
representative of said left Zone image data set captured 
by said rear backup video camera to display images 
representative of the scene occurring at the left side lane 
at the left side of the equipped vehicle responsive to at 
least one of (a) actuation of a left turn signal indicator of 
the equipped vehicle, (b) detection of another vehicle in 
or approaching the left side lane adjacent to the equipped 
vehicle and (c) a lane departure warning system of the 
equipped vehicle: 

wherein, during forward travel of the equipped vehicle, 
said video display screen is operable to display images 
representative of said right Zone image data set captured 
by said rear backup video camera to display images 
representative of the scene occurring at the right side 
lane at the right side of the equipped vehicle responsive 
to at least one of (a) actuation of a right turn signal 
indicator of the equipped vehicle, (b) detection of 
another vehicle in or approaching the right side lane 
adjacent to the equipped vehicle and (c) a lane departure 
warning system of the equipped vehicle; and 

wherein said video processor is operable to at least (a) 
provide on screen display capability, (b) provide video 
decoding, (c) at least partially control dimming of said 
transflective electrochromic mirror reflective element, 
and (d) at least partially control the intensity of said 
Video display Screen. 

34. The vehicular vision system of claim 33, wherein said 
Video image data comprises a middle Zone image data set that 
comprises video images of a middle Zone between the left and 
right Zones. 

35. The vehicular vision system of claim 34, wherein, 
during the reversing maneuver, said video images displayed 
by said video display screen are representative of said left 
Zone image data set, said middle Zone image data set and said 
right Zone image data set. 

36. The vehicular vision system of claim 33, wherein said 
rear backup video camera has a rearward field of view of at 
least about 180 degrees. 

37. The vehicular vision system of claim 33, wherein 
images representative of the scene occurring at the left side 
lane are displayed at a left display region of said video display 
screen and wherein images representative of the scene occur 
ring at the right side lane are displayed at a right display 
region of said video display Screen. 

38. The vehicular vision system of claim 37, wherein said 
Video display screen displays an icon at a middle display 
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region of said video display screen to enhance the driver's 
cognitive awareness and understanding of the displayed 
image. 

39. The vehicular vision system of claim 33, wherein said 
Video display Screen comprises a left display region and a 
right display region, and wherein said video display screen is 
operable to (a) display images representative of the scene 
occurring at the left side lane on said left display region 
responsive to at least one of (i) actuation of a left turn signal 
indicator of the equipped vehicle, (ii) detection of another 
vehicle in the left side lane adjacent to the left side of the 
equipped vehicle and (iii) a lane departure warning system of 
the equipped vehicle, and (b) display images representative of 
the scene occurring at the right side lane on said right display 
region responsive to at least one of (i) actuation of a right turn 
signal indicator of the equipped vehicle and (ii) detection of 
another vehicle in the right side lane adjacent to the right side 
of the equipped vehicle and (iii) a lane departure warning 
system of the equipped vehicle. 

40. The vehicular vision system of claim 39, wherein said 
Video display screen comprises a middle display region 
between said left display region and said right display region, 
and wherein, during a reversing maneuver, said left, middle 
and right display regions display a wide angle rearward view. 

41. The vehicular vision system of claim 39, wherein said 
Video display screen comprises a middle display region 
between said left display region and said right display region, 
and wherein said middle display region of said video display 
screen displays an iconistic warning responsive to detection 
of another vehicle in the left side lane or right side lane 
adjacent to the equipped vehicle. 

42. The vehicular vision system of claim 33, comprising a 
forward facing camera having a forward field of view forward 
of the equipped vehicle and in the direction of travel of the 
equipped vehicle, and wherein said video processor processes 
image data captured by said forward facing camera to detect 
and recognize a road sign ahead of the equipped vehicle, and 
wherein said video display Screen displays an iconistic rep 
resentation of the detected and recognized road sign for view 
ing by the driver of the equipped vehicle, wherein said iconis 
tic representation displayed by said video display Screen is 
viewable through said transflective mirror reflector of said 
interior rearview mirror assembly and is substantially not 
viewable by the driver of the equipped vehicle when said 
Video display screen is not operating to display said iconistic 
representation. 

43. The vehicular vision system of claim 33, wherein, 
when said video display Screen is operating to display video 
images, said video display screen provides a contrast ratio of 
greater than about 900:1. 

44. A vehicular vision system comprising: 
a rear backup video camera at a rear portion of a vehicle; 
a video processor operable to process video image data 

captured by said rear backup video camera, wherein said 
video image data comprises a left Zone image data set, a 
middle Zone image data set and a right Zone image data 
Set, 

wherein said left Zone image data set comprises video 
images of a left Zone that encompasses where another 
vehicle may approach from the rear of and/or may over 
take the equipped vehicle in a left side lane adjacent to 
the equipped vehicle: 

wherein said right Zone image data set comprises video 
images of a right Zone that encompasses where another 
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vehicle may approach from the rear and/or may overtake 
the equipped vehicle in a right side lane adjacent to the 
equipped vehicle: 

wherein said middle Zone image data set comprises video 
images of a middle Zone between the left and right 
Zones; 

a video display screen for displaying video images; 
wherein, during a reversing maneuver of the equipped 

vehicle, said video display Screen displays video images 
captured by said rear backup video camera, and wherein, 
during the reversing maneuver, said video images dis 
played by said video display screen are representative of 
said left Zone image data set, said middle Zone image 
data set and said right Zone image data set; 

wherein, during forward travel of the equipped vehicle, 
said video display screen is operable to display images 
representative of said left Zone image data set captured 
by said rear backup video camera to display images 
representative of the scene occurring at the left side lane 
at the left side of the equipped vehicle responsive to at 
least one of (a) actuation of a left turn signal indicator of 
the equipped vehicle, (b) detection of another vehicle in 
or approaching the left side lane adjacent to the equipped 
vehicle and (c) a lane departure warning system of the 
equipped vehicle: 

wherein, during forward travel of the equipped vehicle, 
said video display screen is operable to display images 
representative of said right Zone image data set captured 
by said rear backup video camera to display images 
representative of the scene occurring at the right side 
lane at the right side of the equipped vehicle responsive 
to at least one of (a) actuation of a right turn signal 
indicator of the equipped vehicle, (b) detection of 
another vehicle in or approaching the right side lane 
adjacent to the equipped vehicle and (c) a lane departure 
warning system of the equipped vehicle; and 

wherein images representative of the scene occurring at the 
left side lane or right side lane are displayed at a portion 
of said video display screen. 

45. The vehicular vision system of claim 44, wherein said 
Video display Screen displays an icon at another portion of 
said video display screen to enhance the driver's cognitive 
awareness and understanding of the displayed image. 
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46. The vehicular vision system of claim 45, wherein said 
Video display Screen comprises a left display region and a 
right display region, and wherein said video display screen is 
operable to (a) display images representative of the scene 
occurring at the left side lane on said left display region 
responsive to at least one of (i) actuation of a left turn signal 
indicator of the equipped vehicle, (ii) detection of another 
vehicle in the left side lane adjacent to the left side of the 
equipped vehicle and (iii) a lane departure warning system of 
the equipped vehicle, and (b) display images representative of 
the scene occurring at the right side lane on said right display 
region responsive to at least one of (i) actuation of a right turn 
signal indicator of the equipped vehicle and (ii) detection of 
another vehicle in the right side lane adjacent to the right side 
of the equipped vehicle and (iii) a lane departure warning 
system of the equipped vehicle. 

47. The vehicular vision system of claim 46, wherein said 
Video display screen comprises a middle display region 
between said left display region and said right display region, 
and wherein, during a reversing maneuver, said left, middle 
and right display regions display a wide angle rearward view. 

48. The vehicular vision system of claim 47, wherein said 
rear backup video camera has a rearward field of view of at 
least about 180 degrees. 

49. The vehicular vision system of claim 46, wherein said 
Video display screen comprises a middle display region 
between said left display region and said right display region, 
and wherein said middle display region of said video display 
screen displays an iconistic warning responsive to detection 
of another vehicle in the left side lane or right side lane 
adjacent to the equipped vehicle. 

50. The vehicular vision system of claim 44, wherein said 
Video display screen is disposed in an interior rearview mirror 
assembly of the equipped vehicle and behind a transflective 
mirror reflector of a transflective mirror reflective element of 
said interior rearview mirror assembly, wherein said video 
display Screen, when displaying video images, is viewable by 
a driver of the equipped vehicle, and is Substantially not 
viewable by the driver of the equipped vehicle when not 
displaying video images. 
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