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To att, whom it mily concern: 
Be it known that I, CHARLES BENSENE, a 

citizen of the United States, and a resident of 
Tess Corners, in the county of Waukesha and 
State of Wisconsin, have invented certain 
new and useful Improvements in Wagon-Seat 
Supports; and I do hereby declare that the 
following is a full, clear, and exact descrip 
tion thereof. - - 
My invention has for its object, to provide 

for ready vertical adjustment of wagon-seats; 
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and it consists in certain peculiarities of con 
struction and combination of parts hereinaf 
ter set forth with reference to the accompa 
nying drawings, and subsequently claimed. 

Figure 1 of the drawings represents apartly 
sectional side elevation of an assemblage of 
parts embodied in my invention, and Fig. 2 
a detail rear elevation of certain of said parts. 

Referring by letter to the drawings, Arep 
resents a plate provided with upper and lower 
cylindrical guide protuberances B for a stand 
ard C, the latter being a section of ordinary 
gas-pipe. The plate is provided with lateral 
ear extensions b, having apertures thereinfor 
the passage of screws or bolts employed to 
fasten said plate to a wagon-body side-board. 

In pivotal connection with a pair of ears C, 
extending from the upper guide protuberance 
of the plate A, is a lever D, opposed by a 
spring d, arranged as shown. A latch-luge 
extends in Ward from the upper end of the le verthrough an aperture in the adjacent guide 
protuberance of plate A to engage with any 
one of a series of apertures fat intervals lon 
gitudinally of standard C, and in screw-thread 
connection with the upper end of the stand 
ard is a socket f, depending from a head E, 
that constitutes a rest for a spring F, bolted 
or otherwise rigidly secured thereto, this 
spring being for connection with one end of 
a Wagon-seat. However, the latter spring may 
be omitted and said head made fast to said 
Wagon-seat. 
While one guide protuberance on each 

plate A may be found sufficient, it is prefer 
able to, employ two, as herein shown, the 

found most convenient or desirable. 

length of each being proportioned with re 
spect to economy in the matter of metal. 
The plate A, with its cylindrical guide pro 

tuberances, the lever D, and standard-head E 
are metal castings. Hence with the inclusion 
of the gas-pipe standard C the device as a 
whole is very simple and economical in the 
matter of cost. 

It is necessary that there be two assem 
blages of the parts herein set forth for each 
wagon-seat, and the elevation of the latter is 
dependent upon the vertical adjustment of 

: the gas-pipe standards, the apertures in each 
being at greater or less intervals apart, as 

It also 
follows that the Wagon-seat may be readily 
displaced with its springs and standards. 

Having thus described my invention, what 
I claim as new, and desire to secure by Letters 
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Patent, is- - 
1. The combination of a plate having at 

least one cylindrical guide protuberance and 
lateral apertured ear extensions, a gas-pipe 
standard apertured at intervals of its length 
and engageable with the plate protuberance, 
a spring-latch in pivotal connection with said 
plate protuberance for engagement with any 
one of the standard-apertures, and a head in 

2. The combination of a plate having upper 
and lower cylindrical guide protuberances 
and lateral apertured ear extensions, a gas 
pipe standard apertured at intervals of its 
length and engageable with both plate protu 
berances, a spring-latchin pivotal connection 
with said upper plate protuberance for en 
gagement with any one of the standard-aper 
tures, and a head in screw-thread connection 
with said standard. 
In testimony that I claim the foregoing I 

have hereunto set my hand, at Tess Corners, 
in the county of Waukesha and State of Wis 
consin, in the presence of two witnesses. 

CHARLES BENSENE. 
Witnesses: 

GEO. S. ROSENBERG, 
HENRY ROSENBERG. 
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screw-thread connection with said standard. 
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