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UNITED STATES PATENT OFFICE. 
ARDO HERING, OF PHILADELPHIA, PENINSYLVANIA, 
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To all whom it may concern: 
Be it known that I, ARDO HERING, a citi 

Zen of the United States, and residing at 
Philadelphia, in the county of Philadelphia 
and State of Pennsylvania, have invented 
certain new and useful. Improvements in 
Stands, of which the following is a specifica 
tion. 
This invention relates to stands for Sup 

porting and suspending articles of Wearing 
apparel and has for its object to provide in 
a manner as hereinafter set forth a stand of 
such class which is capable of supporting as 
well as suspending a plurality of articles of 
wearing apparel. 

Further objects of the invention are to 
provide a stand for the purpose set forth 
which is extremely simple in its construc 
tion, quickly assembled, strong, durable, at 
tractive in appearance, convenient in its use, 
and comparatively inexpensive to manufac 
ture. 
With the foregoing and other objects in 

view, the invention consists of the novel con 
struction, combination and arrangement of 
parts as hereinafter more specifically de 
scribed and illustrated in the accompanying 
drawings wherein is shown the preferred 
embodiment of the invention, but it is to be 
understood that changes, variations and 
modifications can be resorted to which come 
within the scope of the claims hereunto ap 
pended. 

In the drawings wherein like reference 
characters denote corresponding parts 
throughout the several views: Figure 1 is a 
vertical sectional view of a stand in accord 
ance with this invention. Fig. 2 is a section 
on line X-X broken away, and, Fig. 3 is a 
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vertical sectional view broken away of a 
modification. 
A stand in accordance with this invention 

is constructed of any suitable material pref 
erably metal and comprises a body-portion, 
a plurality of garment supporting and sus 
pending members, and a plurality of Sup 
porting legs. 
As shown in Fig. 1, the body-portion con 

sists of a vertically-disposed hollow cylin 
drical member 1, open at each end and having 
its upper end off-set as at 2, 3, 4 and 5 to 
provide a plurality of seats 6. Mounted in 
the upper end of the body-portion 1 and 
bent to extend in the seats 6 and overhang 
the upper end of the body-portion 1 is a 

plurality of combined garment supporting 
and suspending members. Each member con 
sists of a bar of material bent upon itself to 
provide a supporting portion 7 which extends 
within the body-portion 1 and has the upper 
part thereof Snugly engaging in the seat 6. 
The Supporting portion 7 is substantially V 
shaped in contour and each end thereofter 
minates in a semi-circular loop 8 constitut 
ing a Support for a hat and each of said 
loops 8 terminate in a suspension arm 9 
which merges at its lower end in a hook 10 
for suspending a garment. As shown two 
combined garment supporting and suspend 
ing members are employed and they are dis 
posed at right angles with respect to each 
other within the upper end of the body por 
tion 1 and one of said members has its sup porting portion arranged above the support 
ing portion of the other of the members. 

In the construction shown in Fig. 3, the 
body-portion of the stand which is indicated 
by the reference character 11 is not provided 
with the off-set portions as is the body-por 
tion 1 of the form of stand shown in Fig. 1. 
The combined garment supporting and sus 
pending members in Fig. 3 are indicated by 
the reference character 12. 
The supporting legs for the body portion 

1 each consists of an inverted V-shaped bar 
13 having curved ends as at 14. The bars 13 
extend within the lower end of the body-por 
tion 1. Two bars are employed and one is 
disposed at right angles with respect to the 
other. - 

When the combined garment supporting 
and suspension members are mounted in po 
sition within the body-portion 1, that por 
tion of said members which extend in the 
body-portion 1 Snugly engage the inner face 
thereof. The material from which the mem 
bers are formed is slightly resilient which 
maintains the members in position. The bars 
from which the legs are constructed are also 
somewhat resilient and snugly engage the 
inner face of the body-portion 1 when the 
supporting legs are mounted in position. 
What I claim is: 
1. A stand comprising a tubular body 

portion, members bent to provide V-shaped 
portions extending in the upper end of said 
body-portion and further bent to provide 
supporting loops and suspension arms ter 
minating in hooks, and inverted V-shaped 
bars extending in the lower end of said 
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body-portion and constituting supporting 
legs. 

2. A stand comprising a tubular body 
portion, a pair of bars having the central 
portion thereof substantially V-shaped in 
contour and extending in the upper end of 
said body-portion, Said V-shaped portions 
of said bars disposed at right angles with 
respect to each other, each of said bars fur 
ther bent to provide a pair of supporting 
loops and a pair of Suspension hooks, and 
supporting means for the body-portion. 

3. A stand comprising a tubular body 
portion, a pair of bars extending in and 
projecting from the upper end of said body 
portion and each provided with a pair of 
supporting loops and a pair of suspension 
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hooks, and supporting legs extending in the 
lower end of said body-portion. 

4. A stand comprising a tubular body 
portion, a pair of bars extending in and pro 
jecting from the upper end of said body-por 
tion and each provided with a pair of sup 
porting loops and a pair of Suspension 
hooks, and inverted V-shaped bars extend 
ing into the lower end of said body-portion 
and constituting supporting legs for the lat 
ter. 

In testimony whereof I affix my signature 
in presence of two witnesses. 

ARDO HERING. 
Witnesses: 

WALTER E. HERING, 
THOMAS E. EvANs. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D. C.’ 
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