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This invention relates to means for mounting 
a nail file upon a Suitable member, such as a 
scrub brush, whereby the unit becomes person 
alized for individual usage and sterilization, par 
ticularly where the invention is employed by sur 
geons and the like in hospitals. A primary ob 
ject of the invention in addition to the advan 
tages above enumerated resides in the fact that 
the nail file and cleaner is mounted upon a hold 
er to make the file available for immediate usage 
without having to hang it on a string or the like 
at the side of a lavatory as has heretofore been 
the Widespread practice. Moreover, a further 
important object of the invention is to provide 
an extremely simplified structure which will tend 
to induce the usage of the article rather than 
an avoidance thereof. Further objects and ad 
Wantages, including the simplicity of the struc 
ture will be understood by those versed in the 
art in the following description of the invention 
as illustrated in the accompanying drawing, in 
Which 

Fig. 1 is a top plan view of a structure embody 
ing the invention; 

Fig. 2, a view in end elevation; 
Fig. 3, a view in side elevation and partial sec 

tion; 
Fig. 4, a top plan view of a structure in slightly 

modified form; 
Fig. 5, a View in transverse section on the line 

5-5 in Fig. 4; and 
Fig. 6, a view in side elevation of that modified 

form with the nail file extending from its mount 
ing base. 

Like characters of reference indicate like parts 
throughout the several Views in the drawing. 

Referring first to that form of the invention 
as illustrated in Figs, 1-3 inclusive, a hand Scrub 
bing brush O is illustrated as the mounting base. 
The upper side of this base is provided with a 
recess f having a longitudinal edge 2 from 
which transversely extends an edge 3. A link 
4 is pivotally connected to the base 9 by any 

suitable means, such as the screw 5, in such 
manner that the link 4 may Swing from a posi 
tion along the edge 2 through substantially 90 
degrees of travel to the dash line position as 
indicated in Fig. 1 where an edge of the link fl. 
connes into contact with the vertical edge 3 as 
the OutWard limiting stop. 
To the outer end of the link 4 is pivotally 

connected the nail file and cleaner 6 by any 
suitable means, such as by the rivets ... The 
mounting of the inner end of the link f about 
the screw 5, and also the mounting of the nail 
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file 6 through the rivet T to the link 4 are 
made in such manner that there is frictional 
resistance to movement of those two elements 
one in respect to the other and of the linkin 
respect to the base (). The depth of the re 
cess is made to be substantially 'equal to the 
vertical thickness of the link 4 plus the head 
of the screw 5 so that the nail file f 6 may slide 
ably extend over the top face of the base fo to 
the position indicated in Fig.1. 
The assembly thus described may be sterilized 

as such in any of the conventional ways. When 
the brush is to be used, it may be gripped by 
the operator's hand without the nail file or 
cleaner in any way interfering so that the bris 
tles 8 may be applied and utilized, all in the cus 
tomary manner. During the cleaning opera 
tion, the operator may swing the nail file out to 
the dash line position, for example, as indicated 
in Fig. 1, whereby the outer extending portion 
of the link 4 and the heel of the nail cleaner 
6 may be gripped in the operator's hand to have 

the point end of the cleaner project therefrom 
for convenience in the cleaning operation, the 
base coming up Snugly against the under por 
tion of the operator's hand and against the small 
finger which serves as a stop and also as a COun 
terbalance, in effect, to make the cleaning op 
eration through use of the cleaner 6 more ef 
fective. 
Where the type of brush 9 as shown in Figs, 

4-6 may be employed, to have the usual bristles 
20 in addition to the nail cleaning brush 2. 
within a channel 22 longitudinally of the upper 
side of the brush 9, the nail cleaner 6 and its 
mounting link 4 may be applied to the side of 
the brush 9 by providing a recess 23 on a side 
face of the brush 9 to have the link 4 mounted 
therein by a screw 24 toward the inner end of 
that recess so that the link 4 may swing into 
and out of the recess as indicated in Fig. 6. In 
this case, a recess 25 of a shallower depth than 
the recess 23 is preferably provided to extend 
along the side of the brush 9 from the recess 
23 so that the outer pointed end of the cleaner 
6 may rest therein and therea cross as indicated 
by the dash lines in Fig. 6 when the cleaner is 
in the inoperative position so that the brush 9 
may be gripped in the usual manner without in 
terference Of the cleaner along its side, 
While I have herein shown and described my 

invention in the best form as now known to me, 
obviously it is possible to employ modifications 
Without departing from the Spirit of the inven 

5 tion, and I therefor do not desire to be limited 
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to the precise forms shown and described be 
yond the limitations as may be imposed by the 
following claims. 

I claim: 
1. The combination of a mounting base having 

a recess therein opening from one face and de 
fined by a longitudinal shoulder and a trans 
verse shoulder extending therefrom; a link long 
er than said transverse shoulder and having one 
end pivoted to said base within said recess ad 
jacent the juncture of said shoulders; and a nail 
tool hinged to the other end of said link where 
by the tool may be swung clear of said base, and 
returned across said recess with said link in the 
receSS. 
2. The combination of a mounting base hav 

ing a recess therein opening from One face and 
defined by a longitudinal shoulder and a trans 
verse shoulder extending therefrom; a link long 
er than said transverse shoulder and having one 
end pivoted to said base within said recess adja 
cent the juncture of said shoulders; and a nail 
tool hinged to said link whereby the tool may be 
swung clear of said base, and returned across 
said recess with said linkin the recess; Said shoul 
ders serving as limiting stops for travel of said 
link, and said tool being hinged to that end of 
said link removed from its pivot. 

3. The combination of a mounting base hav 
ing a recess therein opening from One fare and 
defined by a longitudinal shoulder and a trans 
verse shoulder extending therefrom to said face; 
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4. 
a link pivoted by one end to said base within 
Said recess adjacent the juncture of said shoul 
ders, said link being greater in length than the 
length of Said transverse shoulder whereby the 
other end of the link may be swung from along 
said longitudinal shoulder to extend along said 
transverse shoulder and beyond said face; a nail 
tool hinged to said other end of Said ink Where 
by Swinging of said link may carry said tool clear 
of Said base face; and said base having a second 
receSS in Said face of less depth than that of the 
first recess, said Second recess continuing from 
the first recess longitudinally of said longitudinal 
shoulder, whereby said link may be rocked into 
said first recess and have said tool extend there 
along from the Outer link end and thereover into 
Said second recess. 
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