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To all chon it may concern: 
Be it known that I, WILLIAM. C. HILKER, 

of St. Louis, St. Louis county, Missouri, have 
invented a certain Improvement in Peg-Cut 
ters, of which the following is a specification: 
My improvement consists in a cutter-head 

pivoted on the stem and channeled on the un 
cler side, and having a cutter occupying a trans 
verse slot, and being adjustable and removable. 

in the drawings, Figure 1 is a perspective 
view of my improvement as attached to a bench 
Or Counter. Fig. 2 is an upper perspective 
view of same in hand form. Fig. 3 is a lon 
gitudinal section. Fig. 4 shows a modification 
laying two cutters. 
A (see Fig. 1) is a standard, supporting the 

Stein B, which latter may be removable, so as 
to allow the substitution of another tool. D 
is the cutter-head, pivoted at C to the end of 
the stem. This head has two runners, d d, 
which are in contact with the shoe-sole, when 
the instrument is in use, to prevent the cutter 
from entering too deeply. E is the cutter, 
which phsses through a transverse slot, d, in 
the head, and which is secured to the latter by 
a screw, e. This cutter is made removable, to 
admit of easy sharpening of the edge and to 
allow of its being set in the proper relative po 
sition with the runners as it is ground or worn 
away. The edge of the cutter will ordinarily 
be flush with the edges of the runners, so as 
to cut the pegs, and the ridge raised by their 
passage, down even with the general level of 
the insole, and to leave a smooth, hard surface, 
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instead of leaving a surface raised up and un- . 
even, as with the ordinary peg-cutter, whose 
Serrations break the pegs and roughen up the 
leather. 

In Fig. 2, A is the handle, the stem and 
head being similar to those in Fig. 1. 

In Fig. 4 is shown a modification, which dif. 
fers from that before described in having a 
cutter at each end instead of only one. 
The operation of this instrument is so well 

known to the trade that any description of its 
use is superfluous. I will merely say that the 
playof the head upon the pivot C is sufficient 
to allow of its use either to cut out tile pegs 
of the heel or forward part of the shoe-in 
the former case the head being nearly or quite 
at, right angles with the stem, and in the lat 
ter case more or less inclined. The runners d 
d and the rounded end of the head act as safety 
guides to prevent the contact of the cutter with 
the upper of the shoe or boot. 

I claim as my invention 
The peg-cutter, having a head pivoted to 

the stem and provided with runners d and 
slot d, through which passes a cutter, E, 
which is secured and adjusted by a set-screw, 
e, as and for the purpose set forth. 
Witness my hand this 3d day of February, 

874. 

WILLIAM C. HILKER. 
Witnesses: 

SAML. KNIGHT, 
ROBERT BURNS. . 


