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1. Claim. (Cl. 248–21,5) 

The present invention relates to a can holder and more 
particularly to a can holder for firmly but releasably Sus 
pending food, oil, paint and the like cans from a con 
venient support such as a wall, a door and the like. 
The general object of the present invention is the pro 

vision of a can holder of the character described which 
will be of comparatively strong and simple construction, 
inexpensive to manufacture and highly efficient and reli 
able im use. 

Still another object of the present invention is the pro 
vision of a can holder of the character described which 
will be capable of supportinga plurality of cans of Various 
sizes andshapes in a minimum of space. 
Yet another important object of the present invention 

is the provision of a can holder of the character described 
whichmay be used instead of shelves. 
A further object of the present invention is the pro 

vision of a can holder of an improved spring clip of Simple 
construction and adapted to hold the can by its bead, 
said bead being generally of uniform thickness in different 
types and sizes of cans. 
Yet another important object of the present invention 

is the provision of a spring clip in a can holder which will 
disengage the can upom a simple swinging movement of 
the latter. 
The foregoing and other important objects of the pres 

ent invention will become more apparent during the fol 
lowing disclosure and by referring to the drawings in 
which: 

Figure 1 is a perspective view of the can holder, accord 
ing to the invention, holding two cans of different sizes, 

Figure 2 is a perspective fractional view, partly im sec 
tion, of the holding bar mountinga spring clip; 

Figure 3 is a cross-section of the bar and an elevation 
of the spring clip showing how a can is engaged by the 
latter; 

Figure 4 is a view similar to that of Figure 3 showing 
the can in Secured position; and 
Figure 5 is a view similar to that of Figure 3 showing 

how the can is removed. 
Referring now more particularly to the drawings in 

which like reference characters indicate like elements 
throughout, the can holder, according to the invention, 
comprises a metal angle bar 1 secured at both ends to 
a door, wall or the like by means of screws 2 im such a 
manner that the flange 3 will overhang the main flange 4. 
The bar 1 is secured in spaced relationship to the walor 
the like support and for that purpose the areas of the 
flange 4 surrounding the screwholes form bosses 5 on 
the face of Said flange 4 next to saidwall. 
A plurality of spring clips 6 are freely slidable on the 

bar i and Serve to hook or secure cans of various sizes 
or shapes such as indicated at A and B in Figure 1. 
Each clip 6 is made of a band of resilient metal bent 

to form substantially a right triangle enclosing the angle 
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bar i and resting on the horizontal side fange 3. iThe 
hypotenuse of said right triangle is constituted by two 
aligned opposed spaced legs 7 and 8, respectively depend 
ing from the horizontaly extending side 9 and vertically 
extending side 9 of the triangular clip 6. The leg 7 is 
shorter than the leg 8 and its free end 11 is rounded and 
convex, while the free end 12 of the leg 8 is concave to 
form two side tips 13 for engaging underneath the bead 
of the cans A or B. The cams A or B which may be 
held by the clips 6 are of the beaded type in which the 
bead, formed at least allong one edge of Said. can, projects 
from the Side wall as indicated at C and from the end 
wallas indicated at D. 
To Secure a can, Said can is pressed against the lower 

leg 8 to bend the latter inward?y and then moved upwardly 
as shown in Figure 3 whereby the upper leg 7 engages 
inside the bead while the tips 13 of the lower leg 8 engage 
undermeath said bead as shown in Figure 4. 
To remove the can, Said. can is swung outwardly and 

upward?y as shown in Figure 5 thereby causing outward 
bending of the ?ower leg 8 which disengages the bead. 
Upon further upward movement of the can, the outer 
edge of the bead abuts against the free edge of the flange 
3 of the angle bar 1. which acts as a fulcrum about which 
the can is pivoted to complete removal of the latter from 
the clip 6. 
The clips 6 may be positioned along the angle bar: 1 

according to the width of the warious cans A and B. 
While a preferred embodiment according to the inven 

tion has been ilustrated and described, it is understood 
that Various modifications may be resorted to without 
departing from the spirit and scope of the appended 
claim. 

I claim: 
A device of the character described for supporting a 

plurality of cans of the type having an endless bead 
formed along at least one edge thereof, said device com 
prising an angle bar, means to secure said angle bar to 
a wall or the like vertical Support in spaced relationship 
therewith and in a position in which one flange of said 
baris in a horizontal plane and overhangs the otherfiange, 
a plurality of spring clips slidable on said bar and sur 
rounding the same, each clip consisting of a resilient band 
bent to form two right angle sides in sliding contact with 
the respective flanges of Said angle bar, said sides bent 
adjacent the Outer edges of the fanges of said angle bar 
to provide two straight legs which are aligned when said 
legs are in unstressed condition, said legs having their 
free ends opposed and Spaced to receive therebetween and 
Secure the bead of a can which is thereby hung from the 
clip, the outer edge of Said overhanging flange serving 
as a fulcrum against which said can piwots when said 
can is swung upwardly for its release from the clip, the 
leg depending from the side of said clip in contact with 
the overhanging flange of the angle bar, being shorter 
than the other leg, the free end of said, shorter leg being 
convex and the free end of the longer leg being concave 
to form two side projecting tips engageable under the 
bead of the can. 
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