Title: MODULE FOR USE IN DATA HALL INFRASTRUCTURE SYSTEM

Abstract: A method of constructing a data hall utilising a plurality of data hall modules, each data hall in the form of a container comprising a top, a bottom, a first pair of opposed sides and second pair of opposed sides, and at least one side of the first pair of opposed sides is open and has a removable panel. For the purpose of transportation, the panel is removably fixed to the open side, and during construction the plurality of data hall modules are bayed in side-by-side relationship so that their open sides are adjacent to each other and/or in end-to-end relationship so that their open ends are adjacent to each other.
Module For Use In Data Hall Infrastructure System

Technical Field
The present invention relates to data hall modules and there use in constructing a data hall infrastructure system. In particular the present invention is described with reference to an embodiment including heat capture means that in use captures low grade heat emanating from IT equipment housed in a data hall, and using same to at least partially power chilling equipment via a thermal powered compressor (heat powered ejector chiller) to improve overall energy efficiency of the data hall infrastructure system.

Background
Datacentres provide a controlled operating environment for Information and Communication Technology (ICT) equipment. The ever increasing demand for productivity gains achievable through ICT, and the continuous rapid improvement in processing and storage densities of ICT equipment, has made it increasingly difficult for legacy datacentre designs and construction practices to keep pace with the provision of space, power and cooling necessary to support ICT operations.

Traditionally, datacentres have been housed in conventional brick and mortar facilities that remain relatively static in terms of floor space capacity, power capacity and cooling capacity over their 15 to 20 year life spans. Expanding the space, power and cooling capacity of legacy datacentres often requires lengthy building development applications and approvals, custom engineering and site-specific construction projects involving expensive skilled contractors.

Datacentres are typically constructed to be initially over-sized so that capacity requirements can grow into the facilities. This is "capital expenditure" inefficient. It is also operationally inefficient because of the need to cool (control the environment) for a large area.

Modern datacentre facilities, require specialised expertise that is not readily available from the general construction industry. Today's datacentres now need to be able to rapidly expand (or contract) their floor space capacity, power supply capacity or cooling capacity or a combination of all of these to optimally support dynamic ICT requirements.

Datacentre infrastructure is typically categorised into one of two categories, namely "ICT Infrastructure" or "Site Infrastructure". ICT infrastructure is use to perform operations such as data transfer, manipulation and processing and includes equipment such as computer server equipment, data storage equipment and data communication equipment. Site Infrastructure includes all the supporting plant and equipment such as Uninterruptible Power Supplies (UPS),
Power Distribution Units (PDU), back-up generators, Computer Room Air Conditioning (CRAC), chillers, cooling towers, fire detection and suppression equipment and general lighting.

Attempts have been made to utilise portable modular units, some the size of ISO shipping containers as datacentre modular units. Some examples of these include International Publications WO2007/139560(Google, Inc.) and WO2008/033921(Sun Microsystem, Inc) and US Patent Appln publication No. 2008/0094797(Cogliotore et al.).

Attempts have been made to retrofit standard ISO shipping containers. This provides a less than optimal solution in many circumstances. The internal air temperature of a standard intermodal shipping container that is exposed to the sun can rise significantly. If a standard intermodal shipping container were used to house ICT equipment, then a considerable amount of energy would be required to condition the air temperature resulting from exposure to the sun.

Previous attempts to containerise datacentre facilities have failed to deliver a system that provides an expandable floor space for the "data hall". In this specification "data hall" is the area in which ICT infrastructure/hardware is housed.

While the majority of ICT infrastructure can be installed into a standard 19-inch rack, some equipment does not. Therefore it is important that if containerised units are used for the purpose of a "data hall", it is advantageous to be able to expand floor space to accommodate all varieties of ICT equipment, otherwise containerised systems will be limited in their application.

In existing prior art datacentres, cooling and humidifying surplus space is very inefficient and therefore removing surplus floor space is likely to be an important energy efficiency strategy for datacentres of the future.

In the prior art, attempts to containerise datacentre facilities have tended to focus on cramming IT infrastructure into shipping containers, and have given little or inadequate consideration to important "Site Infrastructure" elements and general environmental considerations. Previous attempts have failed to deliver a complete "Site Infrastructure" solution. Prior art containerised solutions still require a substantial amount of custom engineering and on-site project effort to deploy the solution, and so do not fully realise the benefits associated with prefabrication and assembly line manufacturing.

A comprehensive system that includes all necessary datacentre "Site Infrastructure" components in the form of prefabricated, factory assembled modules in the form of "data hall modules" will minimize (or eliminate) complexity and costs associated with large construction
projects. However, it is necessary that a comprehensive system exist, otherwise a large
construction project will still be required to fill the gaps, and the advantages of prefabrication
will be diluted.

A comprehensive Site Infrastructure approach to containerised datacentres gives rise to better
overall energy utilisation and management practices. Waste energy in one part of the Site
Infrastructure solution may be harnessed to do useful work in another part of the Site
Infrastructure solution. A complete site infrastructure solution also gives rise to better overall
energy management, enabling end-to-end energy monitoring and control system to achievable
real time optimisation of energy usage.

It is also proposed to utilise containerised datacentres (or data hall modular units) to include site
infrastructure such as specialised "chiller equipment", with the aim of developing a complete
containerised infrastructure solution for datacentres.

A conventional electric chiller operates on the heat pump principle, where heat is removed from
the datacentre and dumped to the outside air. On hot days, the surrounding air is often warmer
than the desired temperature for the datacentre cabinets, so heat must be "pumped" using
external energy, usually electricity.

A heat pump works by circulating a refrigerant fluid in a closed circuit, through an evaporator,
a pump (compressor), a condenser and an expansion valve. The configuration of a prior art
"conventional electric chiller" is shown in Fig. 14. The various temperatures of the refrigerant
fluid shown at different locations of the circuit in Fig 14 are for example purposes only and
may vary.

Heat is absorbed (i.e. cooling effect is produced) in the evaporator 4 by the evaporation of a
refrigerant fluid at low pressure. The refrigerant vapour is then compressed by an electric pump
(compressor) 6 to higher pressure and temperature, consuming electricity. In addition to the
heat absorbed by evaporator 4, most of the energy consumed by compressor 6 also ends up in
the compressed refrigerant fluid resulting in high temperature at the outlet of compressor 6.

The heat must then be discarded from the system to the surroundings in condenser 2.
Compressed vapour is cooled by forcing air past condenser 2, analogous to the operation of a
car radiator. Thus the vapour coming in to condenser 2 must be hotter than the surrounding air
if it is to lose heat. As such, compressor 6 will need to draw more electricity on hot days to
provide sufficient condensing temperature to allow heat to be rejected through condenser 2. The
higher temperature requirement on hot days manifests as higher pressure at the compressor outlet, hence the increased compression effort required at compressor 6.

At the outlet of condenser 2, the vapour has condensed to liquid at high pressure. The expansion valve drops the liquid pressure before the liquid returns to the evaporator for further cooling.

The performance of a heat pump is defined by a figure of merit called the co-efficient of performance (COP). The COP is usually defined by the ratio of the amount of heat pumped from the evaporator (the cooling effect) to the amount of energy put into the system. For an electric chiller, the COP is defined by the cooling effect in kW divided by the electrical power consumption of the compressor, also in kW. A high COP is associated with a good heat pump.

The COP can be greater than one and this is a common source of confusion. One might clarify this by understanding that the cold is not created; the energy is used only to move heat. A typical 40 kW electric heat pump might have a COP of 4.5.

Since there is a direct relationship between electricity consumption and greenhouse gas emissions, there is an implicit relationship between COP and greenhouse gas emissions.

Care is required in the use of the COP. The rated value is only valid for the rated conditions and any departure in the operating conditions will have significant ramifications for COP. For example, load operation under partial load or changes to the evaporating or condensing temperatures.

The COP can be misleading for other reasons, particularly when comparing electrically driven systems to heat driven systems. In the latter case, customers usually place a higher value on the electrical energy they purchase rather than the waste heat that drives the cooling cycle. Thus a redefined COP expression is warranted. Three definitions are often used:

**Thermodynamic COP (COPth)** - The thermodynamic COP defined as the ratio of cooling effect to total energy required to produce that cooling effect (as above). For a standard heat pump, this might be 4.5

**Electrical COP (COP_e)** - The electrical COP is the ratio of cooling effect to electrical energy required. For conventional heat pumps, this is the same as COP_h.

**Primary energy (COP_p)** - The primary energy COP is the ratio of cooling effect to primary energy consumed including the supply chain (e.g. the coal mine and power station). For a conventional heat pump in Australia, this is typically 0.85.
The COP_{pe} is the preferred definition since it relates most closely to the problems facing heat pump air conditioners, namely greenhouse gas emissions and electricity grid loading.

The COP, electricity consumption and greenhouse gas emissions of a heat pump is largely dictated by the temperature lift between its evaporator and condenser. Thus, a reduction in condensing temperature is most beneficial to reducing greenhouse gas emissions.

For a chiller employed in a containerised datacentre (or data hall), a reduction in condensing temperature of one degree Celsius is equivalent to a reduction of 0.4kW of compressor electricity consumption.

The idea of operating the electric chiller at night when the ambient temperature is lower than the daytime, and then storing the cooling capacity for later use, would be an obvious approach. However, feasibility studies suggest that the logistics and expense of the extra facilities would not be workable.

In order to reduce energy consumption it is necessary to unload the condenser when it is most under stress. However, in order to do so in a containerised datacentre it must importantly be achieved using both minimal extra equipment and minimal additional space.

The ejector or jet pump principle has been used for some time to produce vacuum for industrial processes using low grade heat. Steam ejectors were used up until the 1930s for cooling purposes, but went out of favour when higher performance vapour compression units became available. Steam driven ejectors up to several hundred kilowatts cooling capacity were not uncommon wherever waste steam or heat was available. Since there is only one moving part (a pump) in an ejector heat pump, they would typically run for twenty years with no maintenance. Most of the effort in ejector research today is targeted towards coupling ejectors to solar collectors.

Whilst the COP_{th} of standard heat pump (electric chiller) might be about 4.5, ejector heat pumps typically have a COP_{a} of 0.6.

Whilst the COP_{e} of a standard heat pump (electric chiller) might the same as the COP_{th}, but ejector heat cycles COP_{e} typically range from 15-50.

Whilst the COP_{pe} of a standard heat pump (electric chiller) in Australia is typically about 0.85, an ejector heat pump COP_{pe} is about 12-45. As such, based on COP_{pe} use of an ejector heat pump cycle is desirable.
One object of the present invention is to provide a data hall module, and method of constructing a data hall infrastructure system that overcomes at least one of the problems associated with the prior art.

Another object of the present invention is to provide a method, apparatus and system that overcomes at least one of the problems associated with the cooling of containerised datacentres (data hall modules). The present invention achieves this by utilising thermal powered compressor (or ejector) technology.

**Summary of the Invention**

In a first aspect the present invention consists in a data hall module in the form of a container comprising a top, a bottom, a first pair of opposed sides and second pair of opposed sides, and at least one side of said first pair of opposed sides is open and has a removable panel, wherein for the purpose of transportation, said panel is removably fixed to said open side, and wherein upon delivery to a site said panel may be removed from said open side, so that said data hall module may be bayed adjacent to an open side of at least one like data hall module thereby forming a data hall.

Preferably said module may be removably connected to said like data hall module using connector means, and a sealing means is disposed between said data module and said like data module to effect a seal therebetween.

Preferably said connector means comprises a plurality of elongate plate members.

Preferably said plurality of elongate plate members comprises a top connection plate, a bottom connection plate and two end connection plates.

Preferably said data hall module comprises a plurality of corners, each corner having an associated corner casting with apertures therein, and said top and bottom connection plates each having a plurality of stubs protruding therefrom and adapted to align and engage with apertures in said corner castings.

Preferably said sealing means comprises a gasket.

Preferably in one embodiment said container is rectangular and has a longitudinal axis, and said first pair of opposed sides are sides oriented substantially parallel to said longitudinal axis, so that the baying of said data hall module with the open side of a like data hall module is done in side-by-side relationship and the opposed sides do not intersect said longitudinal axis.
Preferably in another embodiment said container is rectangular and has a longitudinal axis, and said first pair of opposed sides are sides oriented in planes substantially at right angles to said longitudinal axis, so that the baying of said data hall module with the open side of a like data hall module in end-to-end relationship is done at an interface plane that intersects said longitudinal axis.

Preferably utility services enter said data hall through an access port on at least one side of said second pair of opposed sides.

Preferably said data hall module has a shape, size and corner castings of an ISO standard shipping container.

Preferably said data hall module comprising a heat capture device coupled to a refrigerant fluid circulating in a closed circuit through to a chilling device.

Preferably in one embodiment said chilling device is internal of said data hall module.

Preferably in another embodiment said chilling device is external of said data hall module.

Preferably said chilling device comprises an evaporator, at least a primary compressor, a condenser and an expansion valve; a heat recuperation means for recuperating at least a portion of the heat captured from IT equipment housed within said module; and a second thermal powered compressor operably powered by said at least a portion of the recuperated heat for supplementing the compressing of the refrigerant fluid carried out by said primary compressor.

In a second aspect the present invention consists in a method of constructing a data hall utilising a plurality of data hall modules, each data hall in the form of a container comprising a top, a bottom, a first pair of opposed sides and second pair of opposed sides, and at least one side of said first pair of opposed sides is open and has a removable panel, wherein for the purpose of transportation, said panel is removably fixed to said open side, and wherein during construction said plurality of data hall modules are bayed in side-by-side relationship so that their open sides are adjacent to each other and/or in end-to-end relationship so that their open ends are adjacent to each other.

Preferably said bayed data hall modules are connected to each other by removable connector means.

Preferably during connection of said bayed data hall modules, said connection includes the placement of sealing means to affect a fluid-proof seal at the interface between interconnected bayed data hall modules.

Preferably in one embodiment at least one data hall module comprises a heat capture device
coupled to a refrigerant fluid circulating in a closed circuit through to a chilling device.

Preferably in one embodiment said chilling device is internal of said data hall module.

Preferably in another embodiment said chilling device is external of said data hall module.

Preferably said chilling device comprises an evaporator, at least a primary compressor, a condenser and an expansion valve; a heat recuperation means for recuperating at least a portion of the heat captured from IT equipment housed within said module; and a second thermal powered compressor operably powered by said at least a portion of the recuperated heat for supplementing the compressing of the refrigerant fluid carried out by said primary compressor.

Preferably in another embodiment at least one data hall module is provided with heat capture means that in use captures low grade heat emanating from IT equipment housed in said data hall, and using same to at least partially power chilling equipment via a thermal powered compressor.

In a third aspect the present invention consists in a data hall assembly system, said system comprising:

a plurality of data hall modules, each data hall module comprising a top, a bottom, a first pair of opposed sides and second pair of opposed sides, and at least one side of said first pair of opposed sides is open and has a removable panel;

a plurality of connection means for interconnecting said plurality of data hall modules when said data hall modules are bayed in side-by-side and/or end-to-end relationship; and a plurality of sealing means, each sealing means used to effect a fluid-proof seal at the interface between bayed data hall modules interconnected by a respective one of said connection means.

Preferably at least one data hall module is provided with heat capture means that in use captures low grade heat emanating from IT equipment housed in said data hall, and using same to at least partially power chilling equipment via a thermal powered compressor.

In a fourth aspect the present invention consists in a device for chilling a containerised datacentre unit for housing IT equipment, said chilling device comprising:

a first refrigerant fluid circulating through a first closed circuit through an evaporator, at least a first compressor, a condenser and an expansion valve; and

a heat capture means for capturing at least a portion of the heat emanating from said IT equipment in use; and wherein said at least first compressor is a thermal powered compressor being powered by said heat.

Preferably said device has a second electric powered compressor.
Preferably said second electric powered compressor is the primary compressing unit of a second refrigerant fluid circulating through a second closed circuit and said thermal powered compressor of said first closed circuit is a supplementary compressing unit that reduces the heat load imposed on the second closed circuit.

In a fifth aspect the present invention consists in a device for chilling a containerised datacentre unit for housing IT equipment said device comprising two integrated closed cooling circuits, being a first closed cooling circuit comprising a first refrigerant fluid circulating through an evaporator, at least a first electric compressor, a de-superheater, a first condenser, a pre-cooler and an expansion valve; and

a second closed cooling circuit comprising a second refrigerant fluid through a thermal powered compressor, wherein said thermal powered compressor is powered by heat from said de-superheater and provides cooling to said pre-cooler, and wherein heat withdrawn from said second cooling circuit is expelled through a second condenser.

In a sixth aspect the present invention consists in a method of chilling a containerised datacentre unit for housing IT equipment, said method comprising:

(i) circulating a first refrigerant fluid through a first closed circuit including an evaporator, at least a first compressor, a condenser and an expansion valve;

(ii) capturing of waste heat emanating from said IT equipment, and utilising said waste heat to power a second thermal powered compressor in a second closed circuit through which a second refrigerant fluid circulates; and

(iii) utilising the second closed circuit to reduce the heat load imposed on the first circuit.

In a seventh aspect the present invention consists in a method of recycling energy used to power IT equipment housed in a datacentre, said method comprising the steps of

(i) capturing at least a portion of the waste heat emanating from said IT equipment and passing through a first closed chilling circuit;

(ii) delivering said at least a portion of the waste heat to a thermal powered compressor in a second closed chilling circuit for operably powering same; and

(iii) and using said second closed chilling circuit to reduce the heat load in said first closed chilling circuit.

In an eighth aspect the present invention consists in a containerised datacentre modular unit for housing IT equipment, said unit comprising:

a chilling device including a first refrigerant fluid circulating in a first closed circuit through an evaporator, a primary compressor, a condenser and an expansion valve;
a heat capture means for capturing at least a portion of the heat emanating from said IT equipment in use; and

a second refrigerant fluid circulating in a second closed circuit through a secondary thermal powered compressor operably powered by said at least a portion of the heat for supplementing the cooling of the first refrigerant fluid carried out by said primary compressor.

In a ninth aspect the present invention consists in a system for cooling a containerised datacentre for housing IT equipment, said system comprising:

(i) a first chilling means including a first refrigerant fluid circulating in a first closed circuit through an evaporator, a first primary compressor, a condenser and an expansion valve;

(ii) a second chilling means including a second refrigerant fluid circulating in a second closed circuit through a second thermal powered compressor means operably powered by waste heat for supplementing the cooling of the first refrigerant fluid carried out by said primary compressor; and

(iii) a control unit for managing and controlling any of said chilling means, said heat capture means and said second thermal powered compressor means.

**Brief Description of Drawings:**

Fig. 1 is a perspective view of a data hall module in accordance with a first preferred embodiment of the invention, where the longitudinal side is an open side;

Fig. 2 is an elevational schematic view of the data hall module of Fig. 1, with side panel attached to the open side;

Fig. 3 is an elevational schematic view of the data hall module of Fig. 1, with side panel removed from the open side;

Fig. 4 is an elevational exploded schematic view of the connection means used to bay a data hall module to another;

Fig. 5 is an end exploded schematic view of the connection means shown in Fig. 4 used to bay a data hall module to another;

Figs. 6(a)-6(c) are enlarged detailed plan, elevation and end views of the stubs of the top (or bottom) connection plates;

Fig. 7 is an exploded end view of two data hall modules of the type shown in Fig. 1 and connection means shown to connect them;

Fig. 8 is an assembled end view of two data hall modules and connection means shown in Fig.
Fig. 9 depicts the five steps of "connection procedure" of two data hall modules of the type shown in Fig. 1:

Fig. 10 is a plan view of three data hall modules of the type shown in Fig. 1 bayed and connected in side-by-side relationship to form a data hall;

Fig. 11 is a plan view of two data hall modules of the type shown in Fig. 18 bayed and connected in end-to-end relationship to form a data hall;

Fig. 12 is a plan view of six data hall modules of the types shown in Figs. 1 and 18 bayed and connected in a combination of both side-by-side and end-to-end relationship;

Fig. 13 is a perspective view of a data hall module in accordance with a second preferred embodiment where the end side is the open side.

Fig. 14 is a schematic circuit of prior art conventional electric chiller;

Fig. 15 is a schematic circuit of an ejector chiller in accordance with a first embodiment of the present invention;

Fig. 16 is a schematic circuit of a second embodiment of the present invention, where a chiller is coupled to the cabinets within the data hall modules of a data hall using a chilled water loop;

Fig. 17 is a schematic circuit of the second embodiment as shown in Fig. 3, with identification of the heat extraction points;

Fig. 18 is a schematic circuit of a third embodiment of the present invention, with the integration of an electric chiller and the addition of two heat exchangers; and

**Mode of Carrying Out Invention**

The Figures 1 to 18 depict a data hall module 100 and its use with other like data hall modules to create a larger data hall 150, and components that can be use for "Site Infrastructure" thereof. The data hall modules 100 are used in combination with other components not only to provide the data hall, but to provide a "datacentre infrastructure system" that provide an environment for operating ICT equipment. The data hall modules 100 are used as prefabricated data hall enclosures and site infrastructure components necessary to provide expandable space, power and cooling to facilitate the efficient deployment and operation of datacentre capacity.

Data hall modules 100 are designed with high grade insulation to establish a controlled temperature environment that is not effected by outside ambient conditions. This is critically
important for establishing an effective heat recuperation system that can function in a wide range of climates.

Data hall modules 100 may employ heat recuperation systems such as direct coupled systems that may connect directly to ICT equipment that may for example be fitted with technology as heat plate and/or heat pipe technology. Data hall modules 100 may employ heat recuperation such as air coupled to ICT equipment, with such technology as Hot Aisle Containment systems and Cold Aisle Containment systems as examples, which can be readily deployed inside data hall modules 100.

Ideally, the size of any constructed data hall using the data hall modules 100 should preferably be just large enough to enclose the ICT equipment and to allow for safe maintenance access but not too large that cooling and humidification resources are wasted on conditioning surplus space. A single contiguous space facilitates efficient operation and maintenance practices in a datacentre facility, however, datacentre floor space requirements tend to expand and contract dramatically over time as ICT operations cycle through periods of ICT equipment consolidation to remove legacy ICT systems and periods of ICT equipment expansion as investment in the latest ICT begins anew. A system for rapidly expanding (and contracting) datacentre floor space is a feature of using data hall modules 100 to construct a "data hall" or "Data Centre Infrastructure System", which supports right-sizing of data hall floor space for improved efficiency.

Figures 1 to 3 depict an embodiment of data hall module 100 in the form of a container, which preferably has a shape, size and corner castings of an ISO standard shipping container. Data hall module 100 comprises a top 101, bottom 102, two opposed longitudinal sides 103 and two opposed ends 104. Data hall module 100 extends longitudinally with respect to a "longitudinal axis" such that its ends 104 are substantially at right angles to both its side walls 103 and longitudinal axis L.

Data hall module 100 comprises removable side wall panels 108 that may be fixed to the container for the purpose of secure transportation, and then removed upon delivery to site to enable the data hall module 100 to be "bayed" to the side of another like data hall module 100a to form a data hall 150 (see Fig 8). Subsequent data hall modules 100 may be bayed to incrementally expand the size of the data hall. Conversely, data hall modules 100 may be "unbayed" and refitted with side wall panels 108 to reduce the overall size of data hall 150. The removable side wall panels 108 may take the form of simple fixed panels or hinges door panels.
The connection means (parts) required to bay the data hall modules 100 and 100a together are shown in Figs 4-8. The connection means (parts) comprise top connection plate 101, bottom connection plate 102, end connection plate 103 and a sealing means in the form of rubber gasket 114.

The various steps (or procedure) of connecting (joining) the containers is illustrated in Fig. 9 and begins with positioning a bottom connection plate 112 on a flat surface, as shown in step 1 of Fig. 9. Bottom connection plate 112 spans the length of the side of data hall modules 100,100a that are being bayed together. The bottom connection plate 112 comprises a pair of guide stubs 122 that protrude upwards at each end of the plate 112 and are designed to fit precisely into the bottom corner castings 105 of the two data hall modules 100,100a see Figs 6(a)-6(c). In this way the bottom edge of the data hall modules 100, 100a are able to be precisely positioned together. "Step 2" shows the placement of a data hall module 100 on bottom connection plate 112 by aligning corner castings 105, whilst "Step 3" shows the placement of module 100a in a like manner.

Similarly, as see in "Step 4" a top connection plate 111 comprising stubs 121 protruding downwards at each end of the plate 111 are designed to fit precisely into the top corner castings 106 of the two data hall modules 100, 100a. In this way the top edge of the data hall modules are able to be precisely positioned together. With the bottom and top connection plate in position, the two like data hall modules 100, 100a are now aligned and separated by a precise gap determined by the guide stubs 121, 122 located on the connection plates 111, 112. The bottom connection plate 112 and top connection plate 111 also provide a protective cover over the bottom side and the top side of the join.

Gasket 114, which traverses the entire perimeter of the join, may be punched into the precise gap that has been created between the two data hall modules 100, 100a. The rubber gasket 104 forms a fluid tight (air tight and water tight) seal around the perimeter of the join. This occurs between Steps 4 and 5.

The stubs 121, 122 on each connection plate 111,112 are pre-tapped, so that they may receive a bolt from the end wall side of each respective corner casting 105,106. An end connection plate 113 may span the height of the joined data hall modules 100,100a. End connection plate 113 comprises a pair of bolt holes that align with the exposed end side of each corner casting 105,106 and also align precisely with the tappings in the stubs 121,122 that now sit inside the corner castings. As shown in "Step 5" end plates 113 are then bolted to the stubs 121,122 to cover the end wall sides of the join between data hall modules 100,100a. The pair of end
connection plates 113 provides a secure cover over the end wall sides of the join. A detailed view of the stubs is presented in Figures 6(a)-6(c).

In this first embodiment, utility services such as electrical services, mechanical services, and communications services and personnel access doors may be fitted to the end wall side so as to not interfere with the detachable side wall panels and baying process. Connection to external electrical, mechanical and communications services may occur through the first deployed data hall module 100. Subsequent data hall deployments may take electrical services, mechanical services and communication services from the first deployed data hall module 100. In this way subsequent data hall modules do not require additional external service connections.

Such an array of three data hall modules 100, 100a bayed and connected in side-by-side relationship to form a data hall 150a is shown in Fig 10.

A second embodiment of an expandable data hall module, as shown in Fig. 13 may comprise an end wall 104 that is open with removable side wall panel 108a fitted to that end to allow expansion from the end side of data hall module 100. In this second embodiment, utility services such as electrical services, mechanical services, and communications services and personnel access doors may fitted to the side wall 103, so as to not interfere with the detachable end wall panels attached to ends 104 and baying and connection procedure. An example of such an array of two data hall modules 100, 100b bayed and connected in end-by-end relationship to form a data hall 150b, is shown in Fig 11.

It is also possible to combine the baying and connecting of data hall modules 100, 100a and 100b, in both side-by-side relationship and end-to-end-relationship so that an expanding data hall is constructed. An example of data hall 150c comprising six data hall modules is shown in Fig 12.

A comprehensive "Site Infrastructure" approach to constructing data halls (data centres) 150 by assembling a plurality of data hall modules 100, gives rise to better overall energy utilisation and management practices. Waste energy in one part of the "Site Infrastructure" may be harnessed to do useful work in another part of the Site Infrastructure. Better overall energy management from an end-to-end energy monitoring and control system is when a comprehensive Site Infrastructure approach is adopted. One approach to this is discussed below, where "heat capture means" are employed in one or more data hall modules 100 to recuperate heat from IT equipment housed therein and used to supplement power to the chilling system used to cool the data hall.
Fig 14 depicts a basic ejector chiller system (prior art in its simplest form) employed in the cooling of ICT equipment housed in the data hall modules 100. The ejector chiller system is used to recycle the steady source of low grade heat 8 emanating from the ICT equipment contained within the cabinet(s) of the data hall modules 100.

The ejector chiller system of Fig 14 may be similar to the prior art conventional electric-powered chiller, in that it may employ a refrigerant fluid passing through a condenser 2, expansion valve 3 and an evaporator 4. The ejector chiller system of Fig 14, which can be referred to as an "ejector heat pump" employs a cooling effect achieved by evaporation of a refrigerant to a vapour at low pressure in evaporator 4. The cold vapour then absorbs heat but must be recompressed for the cycle to continue.

However, in ejector chiller system of Fig. 15 the "electrical compressor" of the prior art has been now replaced by a "heat powered" or "thermal powered" compressor, otherwise known as ejector 5. The heat of compression is then passed through condenser 2.

Ejector 5 is suited to operating from steady sources of heat, and in this embodiment is particularly suited to operating using as the low grade waste heat from data centres, depicted as heat source 8. Ejector 5 can be made to operate from low grade heat with temperatures as low as 7°C provided that the evaporating temperature is not too low.

The energy supply to ejector 5 is partly heat recovered as noted and partly from high pressure provided by an auxiliary pump 6a. Only a few hundred watts of electricity are required to operate pump 6a. The refrigerant fluid is expanded through a supersonic nozzle inside ejector 5, creating a low pressure region in the vicinity of an evaporator port. This provides the suction effect of the ejector 5. The geometry of the internal passages of ejector 5 is responsible for the subsequent thermodynamic compression effect, comprising a supersonic shock and a subsonic diffusion process.

The performance of ejector 5 is dependent upon the pressures (and thus temperatures) at each of its ports as well as its internal geometry.

The selection of refrigerant for the ejector system is much less restricted than for a conventional heat pump since there are no issues of lubricant compatibility, compressor slugging and less performance sensitivity. Indeed water is the appropriate choice for this embodiment since the evaporation temperature of ejector 5 will preferably be higher than usual for prior art steam ejectors.
The low grade heat emanating from the ICT equipment within the data hall modules 100, 100a, 100b will be captured by a "heat capture system". In a second embodiment this heat capture system may involve circulating water circulating chilled water between the ICT equipment and the chillers, as shown in Fig 16. A heat recuperator such as a rack mounted fan/coil heat exchange unit may be used to allow chilled water to absorb heat could then be transported back to the electric chillers for removal through the compressor/condenser. Chilled water would typically leave the chiller at 10°C, see location 15 and return at 13°C, see location 17. Although large variation in the set point for the chilled water supply temperature can be achieved, it is likely that the temperature will be set sufficiently low to achieve some dehumidification of the air in the data hall space. However, if dehumidification is not required and direct coupling is used in the heat capture system then additional energy efficiency can be achieved by having the set point as high as 60°C.

The heat captured from the data hall 150 can be removed at the electrical compressor 7 to drive the ejector 5, see Fig 17. This has the distinct advantages of low capital cost, small space requirement and high yield. Whenever the compressor 7 is running, heat would be available to drive ejector 5. There is also an excellent synergy arising from the direct correlation between compression temperature and condensing temperature.

The additional cooling capacity provided by the ejector 5 is introduced before the chiller's expansion valve 3 to sub-cool the high pressure refrigerant liquid. This is a well established refrigeration technique that results in increased cooling capacity of the electric chiller at the evaporator and hence a higher COP.

In a further third embodiment heat could be extracted from the electric chiller through a heat exchanger known as a de-superheater 9, see Fig. 18. De-superheater 9 removes the highest quality (temperature) heat in the cycle, thus allowing the ejector 5 to operate effectively and simultaneously reducing the heat load on the condenser 2. The condenser 2 thus has a greater cooling capacity which benefits the COP.

Ejector 5 operates to provide cooling in its own evaporator, now renamed the pre-cooler 11 in the integrated system. Pre-cooler 11 provides sub-cooling to the refrigerant liquid leaving the condenser 2. This reduction in temperature of the refrigerant liquid entering the electric chiller's evaporator 4 results in increased cooling capacity there and thus improves the COP of the electric chiller.
The heat withdrawn by the ejector system from both the de-superheater 9 and the pre-cooler 11 could be expelled through a second condenser 12. This is much smaller than the electric chiller condenser.

The integration of the two cooling circuits in this manner would substantially increases the COP of the electric chiller at the time at which it is most required. The electric chiller's resultant increasing effectiveness with rises in ambient temperature correlates well with increasing demand for cooling and thus peak electricity demand. A central monitoring and control system (not shown) is preferably manage and control one or more of the components components and optimise the energy performance of the overall system.

Although ejectors are most commonly used to provide direct refrigeration, their performance is substantially increased when the pre-cooler temperature is allowed to moderate from the usual 8°C to the 20°C in this application. This allows the ejector 5 to be driven from a lower than normal temperature heat source while maintaining reasonable performance.

One might consider solar energy as an alternative source of heat for the ejector system performance. This option currently brings high capital cost and has low energy yield since the daily solar radiation on the limited area of surface of fixed orientation is not large compared to the chiller electricity consumption. However, there will be some coincidence of solar availability and cooling demand and it may be possible to optionally retrofit a solar energy system that will further boost the performance of an integrated ejector system.

The abovementioned embodiments are described with reference to cooling ICT equipment such as computers and other hardware housed in cabinets the data hall modules. Such a containerised data centre may be a "modular unit" for use with other such units. The chilling equipment as described in the abovementioned embodiments would be contained within the modular unit.
(UJMS)

1. A data hall module in the form of a container comprising a top, a bottom, a first pair of opposed sides and second pair of opposed sides, and at least one side of said first pair of opposed sides is open and has a removable panel, wherein for the purpose of transportation, said panel is removably fixed to said open side, and wherein upon delivery to a site said panel may be removed from said open side, so that said data hall module may be bayed adjacent to an open side of at least one like data hall module thereby forming a data hall.

2. A data hall module as claimed in claim 1, wherein said module may be removably connected to said like data hall module using connector means, and a sealing means is disposed between said data module and said like data module to effect a seal therebetween.

3. A data hall module as claimed in claim 2, wherein said connector means comprises a plurality of elongate plate members.

4. A data hall module as claimed in claim 3, wherein said plurality of elongate plate members comprises a top connection plate, a bottom connection plate and two end connection plates.

5. A data hall module as claimed in claim 3 or 4, wherein said data hall module comprises a plurality of corners, each corner having an associated corner casting with apertures therein, and said top and bottom connection plates each having a plurality of stubs protruding therefrom and adapted to align and engage with apertures in said corner castings.

6. A data hall module as claimed in claim 2, wherein said sealing means comprises a gasket.

7. A data hall module as claimed in claim 1, wherein said container is rectangular and has a longitudinal axis, and said first pair of opposed sides are sides oriented substantially parallel to said longitudinal axis, so that the baying of said data hall module with the open side of a like data hall module is done in side-by-side relationship and the opposed sides do not intersect said longitudinal axis.

8. A data hall module as claimed in claim 1, wherein said container is rectangular and has
a longitudinal axis, and said first pair of opposed sides are sides oriented in planes substantially at right angles to said longitudinal axis, so that the baying of said data hall module with the open side of a like data hall module in end-to-end relationship is done at an interface plane that intersects said longitudinal axis.

9. A data hall module as claimed in any of claims 1 to 8, wherein utility services enter said data hall through an access port on at least one side of said second pair of opposed sides.

10. A data hall module as claimed in claim 1, wherein said data hall module has a shape, size and corner castings of an ISO standard shipping container.

11. A data hall module as claimed in claim 1, said module comprising: a heat capture device coupled to a refrigerant fluid circulating in a closed circuit through to a chilling device.

12. A data hall module, as claimed in claim 11, wherein said chilling device is internal of said data hall module.

13. A data hall module, as claimed in claim 11, wherein said chilling device is external of said data hall module.

14. A data hall module as claimed in any of claims 11 to 13, wherein said chilling device comprises an evaporator, at least a primary compressor, a condenser and an expansion valve; a heat recuperation means for recuperating at least a portion of the heat captured from IT equipment housed within said module; and a second thermal powered compressor operably powered by said at least a portion of the recuperated heat for supplementing the compressing of the refrigerant fluid carried out by said primary compressor.

15. A method of constructing a data hall utilising a plurality of data hall modules, each data hall in the form of a container comprising a top, a bottom, a first pair of opposed sides and second pair of opposed sides, and at least one side of said first pair of opposed sides is open and has a removable panel, wherein for the purpose of transportation, said panel is removably fixed to said open side, and wherein during construction said plurality of data hall modules are bayed in side-by-side relationship so that their open sides are adjacent to each other and/or in end-to-end relationship so that their open ends are adjacent to each other.

16. A method of constructing a data hall as claimed in claim 15, wherein said bayed data hall modules are connected to each other by removable connector means.
17. A method of constructing a data hall as claimed in claim 16, wherein during connection of said bayed data hall modules, said connection includes the placement of sealing means to affect a fluid-proof seal at the interface between interconnected bayed data hall modules.

18. A method of constructing a data hall as claimed in claim 15, wherein at least one data hall module comprises: a heat capture device coupled to a refrigerant fluid circulating in a closed circuit through to a chilling device.

19. A method of constructing a data hall as claimed in claim 18, wherein said chilling device is internal of said data hall module.

20. A method of constructing a data hall as claimed in claim 18, wherein said chilling device is external of said data hall module.

21. A method of constructing a data hall as claimed in claims 18 to 20 wherein said chilling device comprises an evaporator, at least a primary compressor, a condenser and an expansion valve; a heat recuperation means for recuperating at least a portion of the heat captured from IT equipment housed within said module; and a second thermal powered compressor operably powered by said at least a portion of the recuperated heat for supplementing the compressing of the refrigerant fluid carried out by said primary compressor.

22. A method of constructing a data hall as claimed in claim 15, wherein at least one data hall module is provided with heat capture means that in use captures low grade heat emanating from IT equipment housed in said data hall, and using same to at least partially power chilling equipment via a thermal powered compressor.

23. A data hall assembly system, said system comprising:

   a plurality of data hall modules, each data hall module comprising a top, a bottom, a first pair of opposed sides and second pair of opposed sides, and at least one side of said first pair of opposed sides is open and has a removable panel;

   a plurality of connection means for interconnecting said plurality of data hall modules when said data hall modules are bayed in side-by-side and/or end-to-end relationship; and

   a plurality of sealing means, each sealing means used to effect a fluid-proof seal at the interface between bayed data hall modules interconnected by a respective one of said connection means.

24. A data hall assembly system as claimed in claim 23, wherein at least one data hall module is provided with heat capture means that in use captures low grade heat
emanating from IT equipment housed in said data hall, and using same to at least partially power chilling equipment via a thermal powered compressor.

25. A device for chilling a containerised datacentre unit for housing IT equipment, said chilling device comprising:

- a first refrigerant fluid circulating through a first closed circuit through an evaporator, at least a first compressor, a condenser and an expansion valve; and
- a heat capture means for capturing at least a portion of the heat emanating from said IT equipment in use; and wherein said at least first compressor is a thermal powered compressor being powered by said heat.

26. A device as claimed in claim 25, wherein said device has a second electric powered compressor.

27. A device as claimed in claim 26, wherein said second electric powered compressor is the primary compressing unit of a second refrigerant fluid circulating through a second closed circuit and said thermal powered compressor of said first closed circuit is a supplementary compressing unit that reduces the heat load imposed on the second closed circuit.

28. A device for chilling a containerised datacentre unit for housing IT equipment said device comprising two integrated closed cooling circuits, being a first closed cooling circuit comprising a first refrigerant fluid circulating through an evaporator, at least a first electric compressor, a de-superheater, a first condenser, a pre-cooler and an expansion valve; and
- a second closed cooling circuit comprising a second refrigerant fluid through a thermal powered compressor, wherein said thermal powered compressor is powered by heat from said de-superheater and provides cooling to said pre-cooler, and wherein heat withdrawn from said second cooling circuit is expelled through a second condenser.

29. A method of chilling a containerised datacentre unit for housing IT equipment, said method comprising:

- (i) circulating a first refrigerant fluid through a first closed circuit including an evaporator, at least a first compressor, a condenser and an expansion valve; and
- (ii) capturing of waste heat emanating from said IT equipment, and utilising said waste heat to power a second thermal powered compressor in a second closed circuit through which a second refrigerant fluid circulates; and
- (iii) utilising the second closed circuit to reduce the heat load imposed on the first...
circuit.

30. A method of recycling energy used to power IT equipment housed in a datacentre, said method comprising the steps of

(i) capturing at least a portion of the waste heat emanating from said IT equipment and passing through a first closed chilling circuit;
(ii) delivering said at least a portion of the waste heat to a thermal powered compressor in a second closed chilling circuit for operably powering same; and
(iii) and using said second closed chilling circuit to reduce the heat load in said first closed chilling circuit.

31. A containerised datacentre modular unit for housing IT equipment, said unit comprising:

a chilling device including a first refrigerant fluid circulating in a first closed circuit through an evaporator, a primary compressor, a condenser and an expansion valve;
a heat capture means for capturing at least a portion of the heat emanating from said IT equipment in use; and

a second refrigerant fluid circulating in a second closed circuit through a secondary thermal powered compressor operably powered by said at least a portion of the heat for supplementing the cooling of the first refrigerant fluid carried out by said primary compressor.

32. A system for cooling a containerised datacentre for housing IT equipment, said system comprising:

(i) a first chilling means including a first refrigerant fluid circulating in a first closed circuit through an evaporator, a first primary compressor, a condenser and an expansion valve;
(ii) a second chilling means including a second refrigerant fluid circulating in a second closed circuit through a second thermal powered compressor means operably powered by waste heat for supplementing the cooling of the first refrigerant fluid carried out by said primary compressor; and
(iii) a control unit for managing and controlling any of said chilling means, said heat capture means and said second thermal powered compressor means.
Fig. 14 (Prior Art)
**INTERNATIONAL SEARCH REPORT**

**A**  CLASSIFICATION OF SUBJECT MATTER

Int C1

**E04H 1/00 (2006 0 1)  H05K 5/02 (2006 0 1)**

According to International Patent Classification (IPC) or to both national classification and IPC

**B**  FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and when practicable, search terms used)

EPDDOC, WPI H05K and G06F plus keywords data+, IT, comput+, ICT, communicat+, container+, join+, hnk+, connect+, modular, portable, seal+, panel+, side+, end+, etc Google Patent and Scholar searches with similar keywords

**C**  DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
</table>

Further documents are listed in the continuation of Box C

See patent family annex

* Special categories of cited documents

**A** document defining the general state of the art which is not considered to be of particular relevance

**E** earlier application or patent but published on or after the international filing date

**L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

**O** document referring to an oral disclosure, use, exhibition or other means

**P** document published prior to the international filing date but later than the priority date claimed

**T** later document published after the international filing date or priority date and not in conflict with the application but cued to understand the principle or theory underlying the invention

**X** document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

**Y** document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

**&** document member of the same patent family

Date of the actual completion of the international search 04 August 2010

Date of mailing of the international search report 14/09/2010

Name and mailing address of the ISA/AU

AUSTRALIAN PATENT OFFICE
PO BOX 200, WODEN ACT 2606, AUSTRALIA
E-mail address pct@ipaustralia.gov.au
Facsimile No +61 2 6283 7999

Authorized officer

HONG YU

AUSTRALIAN PATENT OFFICE

(ISO 9001 Quality Certified Service)

Telephone No +61 2 6283 7946

Form PCT/ISA/210 (second sheet) (July 2009)
### INTERNATIONAL SEARCH REPORT

**Box No. II** Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. **Claims Nos.:**
   - because they relate to subject matter not required to be searched by this Authority, namely

2. **Claims Nos.**
   - because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. **Claims Nos.**
   - because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a)

**Box No. III** Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

See separate page

1. **As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.**
2. **As all searchable claims could be searched without effort justifying additional fees, this Authority did not invite payment of additional fees.**
3. **As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:**

4. **No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claims Nos.: 1-24**

**Remark on Protest**

- [x] The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of a protest fee.
- [ ] The additional search fees were accompanied by the applicant's protest but the applicable protest fee was not paid within the time limit specified in the invitation.
- [ ] No protest accompanied the payment of additional search fees.

Form PCT/ISA/2 10 (continuation of first sheet (2)) (July 2009)
This International Application does not comply with the requirements of unity of invention because it does not relate to one invention or to a group of inventions so linked as to form a single general inventive concept.

In assessing whether there is more than one invention claimed, I have given consideration to those features which can be considered to potentially distinguish the claimed combination of features from the prior art. Where different claims have different distinguishing features they define different inventions.

This International Searching Authority has found that there are different inventions as follows:

- Claims 1-24 are directed to a data hall module, a method of constructing a data hall, and a data hall assembly system. It is considered that buying or interconnecting a plurality of data hall modules so that they are adjacent to one another in a side-by-side and/or end-to-end arrangement to form a data hall comprises a first distinguishing feature.

- Claims 25-32 are directed to a device and a method of chilling a containerised datacentre unit, a method of recycling energy used to power IT equipment in a datacentre, a containerised datacentre modular unit, and a system for cooling a containerised datacentre unit. It is considered that capturing and utilising waste heat produced by IT equipment housed in a containerised datacentre unit to operate a thermal powered compressor in a refrigeration circuit comprises a second distinguishing feature.

PCT Rule 13.2, first sentence, states that unity of invention is only fulfilled when there is a technical relationship among the claimed inventions involving one or more of the same or corresponding special technical features. PCT Rule 13.2, second sentence, defines a special technical feature as a feature which makes a contribution over the prior art.

Each of the abovementioned groups of claims has a different distinguishing feature and they do not share any feature which could satisfy the requirement for being a special technical feature. Because there is no common special technical feature it follows that there is no technical relationship between the identified inventions. Therefore the claims do not satisfy the requirement of unity of invention a priori.

The International Searching Authority believes that, given the technical differences that exist between the two inventions, search and examination for the second invention will require more than negligible additional effort over that for the first invention, and therefore an additional search fee is warranted.
This Annex lists the known “A” publication level patent family members relating to the patent documents cited in the above-mentioned international search report. The Australian Patent Office is in no way liable for these particulars which are merely given for the purpose of information.

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>US 2009229194 EP 2101017</td>
<td></td>
</tr>
<tr>
<td>US 2008055846 CA 2653817</td>
<td>CN 101501599 US 7738251-</td>
</tr>
<tr>
<td>US 2010091449 WO 2007139560'</td>
<td></td>
</tr>
<tr>
<td>US 7278273 NONE</td>
<td></td>
</tr>
<tr>
<td>WO 2008033921 EP 2074337 us 2008062647</td>
<td>us 751 1960</td>
</tr>
<tr>
<td>US 2008123288 us 7551971</td>
<td>us -2008060372</td>
</tr>
<tr>
<td>US 2008060790 us 2008064317</td>
<td>us 2009198388</td>
</tr>
</tbody>
</table>

Due to data integration issues this family listing may not include 10 digit Australian applications filed since May 2001.

END OF ANNEX