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To cult, whon, it nay conce7n 
Beit known that I, ALEXANDER DOMI, a resi 

dent of Mount Healthy, in the county of Ham 
ilton and State of Ohio, have invented certain 
new and useful Improvements in Temporary 
Binders, of which the following is a specifica 
tion. . 
My invention relates to improvements in 

temporary binders for books, periodicals, 
pamphlets, music, and the like. 
The several features of my invention, and 

the various advantages resulting from their 
use, conjointly or otherwise, will be apparent 
from the following specification and claims. 

In the accompanying drawings, Figure 1 
represents a view of the interior of a binder, 
illustrating my invention, the binder being 
Wide open. Fig. 2 represents a view in per 
spective of the back of the binder, the cloth 
being removed. Fig. 3 represents a central 
vertical longitudinal section of the binder, 
taken at the dotted line at a of Fig. 1. Fig. 4 
represents a detached view of one of the end 
pieces employed to support the adjacent ends 
of the bars or rods. Figs. 5 and 6 represent 
lmodifications of certain features of my inven 
tion. 

I employ a back, A, of any suitable form 
and description, serving as a foundation and 
Support for my device. At or near each end 
of the back, and projecting therefrom, are a 
Series of rod or bar supports, preferably 
formed together, and constituting one flange 
or ridge, B. Each of these rod-supports is 
provided with holes C, and where a flange B 
is employed this flange contains these holes 
C. These rod or bar supports are suitably 
connected to the back. Where a flange, as B, 
is employed, a desirable method of securing 
the flange to the back consists, as shown, in 
forming a foot, ID, on the lower edge of the 
flange, bent at right angles to the flange B, 
and screwed, nailed, or otherwise fastened to 
the back. Into these holes C are inserted the 
ends of the rods or bars E, one end of a rod 
or bar being inserted into the hole in the 
flange B at one end of the back, and the other 
end of the rod being inserted into the hole in 
that flange B which is at the other end of the 
back. 

Suitable means or stops for preventing the 
rods or bal's from slipping longitudinally in 

the holes C are to be employed. A preferred 
means for preventing the rods or bars from 
thus slipping longitudinally consists in the 55 
following provision-viz: A plate, H, is lo 
cated at or near the end of the back and On 
that side of the adjacent flange B which is 
nearest to the adjacent end of the said back 
A. This plate His preferably located at the 
end of the back, and forms an end finish for 
the back itself. This plate is secured in any 
suitable manner to the back. This plate may, 
also, instead of being separated from the 
flange B, beformed in one piece with or united 
thereto in any suitable manner. A preferred 
mode of thus securing it consists in forming 
it in one piece with the flange B by extend 
ing the latter at its upper or otherwise free 
end, and bending the said free end so extend 
ed over and down, as shown in Figs. 1, 2, 3, 
and 4. The flange will then be united to the 
plate H by the bend I. - 
The construction of the rod or bar Support 

and stop at each end of the back is preferably 
the Saime. - 

In removing a rod or bar E the same is 
beint at its middle portion away from the back. 
Such bending will shorten the length of the 
bar so far as the back is concerned, and with 
draw its end or ends from the holes Cafore 
mentioned. A book or pamphlet or folded 
sheet, &c., being so placed so that its folded 
back is next to the back A of the binder, one 
of the rods or bars E is laid in the inside of 85 
said fold or back of said book, pamphlet, fold 
ed sheet or the like. The respective ends of 
the rods or bars are now inserted into the re 
spective holes C in the supports B by bending 
the rod or bar, as a forementioned. These rods 
or bal's are made of any suitable material, 
preferably of elastic or spring metal, in order 
that after being bent or flexed in the act of 
removai from the supports B or insertion 
therein, they may resume their original 95 
straight shape. 
As before inentioned, the means for stop. 

ping the longitudinal movement of the rods 
or bars in the supports nay be varied. These 
means for stopping the said lengthwise move- IOo 
ment may be extraneous from the bar or rod, 
or be connected with and form a part of the 
rod or bar. In the latter case I have shown 
in Fig. 5 a few of the various modes in which 
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the stop may be connected with the rod or 
bar. Thus a represents a bar shouldered 
down at a, and having an extension, a, to 
enter the hole of the support B, and b repre 
sents a bar or rod shouldered down at one 
side, b, and having an extension, b, to enter 
the hole of the support B. 

c represents a rod or bar provided with an 
annular flange or collar, c, serving as a stop. 
d represents a rod or bar bent at d so as to 

form a shoulder to serve as a stop. 
The bars or rods may be of any desired 

shape in cross-section, bars flat or round be 
ing preferred, and the ends of the bars or rods 
entering the holes in the supports may be of 
any desired shape in cross-section, and the 
holes in the supports are preferably formed 
to correspond to the shape of the bars. Thus 
in Fig. 4 a few of the various shapes of said 
holes are shown. The holes may also be in 
two or more parallel lines, and dodge each 
other, as shown. 
The covers K of the binders may be united 

to back in any suitable manner. 

What I claim as new and of my invention, 
and desire to secure by Letters Patent, is 

1. The combination of the rods E and the 
supports B, each provided at its lower edge 
with a flange, D, connected to back A, and 
the end plate, H, placed at the rear of the ad 
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jacent support B, and forming a stop for the 
rods E, substantially as and for the purposes 
specified. - 

2. In a binder, the supports B, provided 
with the holes C, and connected at its lower 
edge with the flange or plate D, extending at 
right angles to support B and attached to the 
inner portion of the back A, and end plate, 
H, connected at its top edge to the top edge 
of support B by bend I and the rods E, sub 
stantially as and for the purposes set forth. 

ALEXANDER DOM. 

Witnesses: 
W. E. DOM, 
A.M. ROBERTS. 
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