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To all, whon, it inctly conce71. 
Be it known that I, CHARLES EDWIN JEW 

ELL, a citizen of the United States, and a resi 
dent of Seneca Falls, in the county of Seneca 
and State of New York, have invented cer 
tain new and useful Improvements in Spring 
Actuated Letter-Files, of which the following 
is a specification, reference being had to the 
accompanying drawings, forming a part there 
of, in which similar figures of reference indi 
cate corresponding parts. 
This invention relates to letter-files, bill 

files, and similar articles; and the object there 
of is to provide a spring-actuated clamping 
device of this class which is simple in con 
struction and effective in operation and which 
is comparatively inexpensive. 
The invention is fully disclosed in the fol 

lowing specification, of which the accompany 
ing drawings form a part, in which 

Figure 1 is a longitudinal section through 
the back board of the file. Fig. 2 is a per 
spective view of the front sides thereof. Fig. 
3 is a view of the back of the file, showing the 
operating-spring; and Fig. 4 is a perspective 
view, partially in section, of a modification of 
construction. 

Referring to the drawings, the numeral 2 
designates the backboard of a file constructed 
in accordance with my improvement, which 
is provided in the upper or inner end thereof 
with an opening or hole 3, as clearly shown in 
the drawings. 
In the construction shown in Figs. 1, 2, and 

3 I secure to the back board 2, at opposite 
sides of the opening 3 and a short distance 
below it, two tubes 4, each of which is rigidly 
secured to the board by base-pieces 5, and 
the upper and projecting ends of said tubes 
are cut away at an inclination to the sides 
adjacent to the opening or hole 3, as clearly 
shown at 6. On the opposite side of the open 
ing or above the same is pivoted or hinged 
by means of plates 7 transfer-wires 8, con 
sisting of spring-wires having an angular cen 
tral piece 9, which passes over the central 
portion of said opening or hole 3 in the back 
board of the file and is bent backwardly on 
each side, as shown, and passed through or 
under the plate 7, forming the pivotal or 
hinged connection above described, and each 

side thereof is then curved abruptly out 
Wardly from the plate S at right angles there 
to, forming side arms 10, each of which is pro 
vided with a curve 11, so formed that the 
ends thereof are adapted to enter and rest 
within the cut-away portion of the tubes 4, 
as clearly shown in Figs. I and 2. 

Pivotally connected with the central por 
tion 9 of the transfer-wires is an arm 12, which 
passes through said opening 3 and is pivot 
ally connected with an angular in Wardly-di 
rected portion 13, formed on the lower por 
tion 14 of the angular spring 15, the sides 16 
of which are bent at right angles to the trans 
verse portion and rigidly secured to the back 
board of the file near the lower end thereof. 

In the normal position of the parts the ends 

55 

11 of the arms of the transfer-wires on the 
front sides of the file are held in contact With 
or rest within the cut-away portion of the 
tubes 4, as shown in Figs. 1 and 2, by the 
operation of the spring 15 on the back of the 
file, as will be readily understood. 
The tubes 4 constitute the means for attach 

ing the bills, letters, and other papers, which 
are inserted thereon in the usual manner, 
which is Well understood in this class of de 
vices, and whenever it is desired to connect 
such bills, letters, or other documents with 
the said file the spring 15 at the back of the 
file is depressed by means of force exerted 
upon the face or upper surface of the file, by 
which means the arms 10 of the transfer-wire 
S will be thrown backwardly against the op 
eration of the spring 15, and after the letters, 
bills, and other documents shall have been 
placed in position upon the tubes 4 the pres 
sure can be released from the front or upper 
surface of the file, and the arms 10 Will auto 
matically enter the tubes 4 by the action of 
the spring 15 and the letters, bills, and other 
documents be securely retained in position, 
and by this construction it will be observed 
that the arms 10 can be thrown backwardly 
by the pressure exerted upon the front or 
upper surface of the file by one hand while 
the other hand is used to manipulate the 
papers, bills, or other documents to be placed 
upon or removed from the file. 
In the construction shown in Fig. 4 I have 

illustrated a slight modification of the con 
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struction of Figs. 1 and 2, wherein I employ 
a backboard 20, centrally of one end of which 
is secured a plate 21, from which project 
tubes 22, arranged at the opposite lower cor 
ners of said plate, and the upper portion of 
which tubes are cut away in the manner 
shown in Figs. 1 and 2. 
Secured to the lower side of the back board 

20 is a spring 23, which is provided with a 
cross-bar or transverse portion 24, to which 
are connected rods 25, the free ends of which 
rods are connected with cranks 26, formed on 
the lower ends of the transfer-wires 27, one 
of Said rods being employed for each transfer 
wire, but only one of which is shown in the 
dra Wings, and by means of the rods the trans 
fer-wires 27 are revolved when the spring 23 
is operated. 
Mounted on the transfer-wires 27 and rest 

ing on the plate 21 are ratchet-wheels 28, the 
reverse movement of which is controlled by 
pivoted pawls 29, mounted on said plate ad 
jacent to said ratchet-wheels, and in operat 
ing this file it is only necessary to exert force 
Or pressure upon the face of the back board, 
whereby the spring 23 is operated, which in 
turn, through the rods 25, rotates the trans 
fer-wires 27 out of engagement with the tubes 
22, in which position said transfer-wires may 
be secured by means of the pawls 29, and after 
the papers or other documents shall have been 
secured in position upon the tubes 22 the 
pawls may be released and the spring 23 will 
revolve the transfer-wires and bring the same 
into engagement with the tubes 22, as will be 
readily understood. It will thus appear that 
I accomplish the object of my invention by 
means of a device which is simple in construc 
tion and operation and which is comparatively 
inexpensive, while being perfectly adapted 
to Secure the result for which it is intended. 

I do not limit myself to the exact form of 
construction and combination of parts shown 
and described, as it is evident that many 
changes in and modifications of the same may 
be made without departing from the scope of 
my invention. 
Having fully described my invention, what 

I claim, and desire to secure by Letters Pat 
ent, is- - 

l. Aletter-file, consisting of a back piece or 
plate, to which are secured upwardly-directed 
tubes, a transfer-wire attached to the back 
piece or plate and adapted to enter said tubes 
and the spring upon the back of the file con 
nected with said transfer-wire to force the 
ends thereof into the tubes, the ends of the 
transfer-wire being released from the tubes 
by means of pressure on the back of the file. 

2. In a file for letters, bills and the like, the 
combination with a back board having an 
Opening or openings therein, of the tubes se 
cured thereto, a transfer-wire mounted on said 
plate or back and having upwardly-curved 
arms, the ends of which are adapted to enter 
the tubes, and a spring device upon the back 
of the board to actuate said curved arms 

whereby by pressure upon the back, the spring 
device is operated to disengage the transfer 
wire from the tubes. 

3. In a file for letters, bills and the like, the 
combination with a back board having an 
opening therein, of the tubes secured adja 
cent thereto, a transfer - Wire mounted in 
plates and having upwardly-curved arms, the 
ends of which are adapted to enter the tubes, 
the curved spring mounted on the back of 
said board and an arm connecting the free 
end of said spring to said transfer-wire to 
actuate the curved arms which are disengaged 
from the tubes by pressure on the back of the 
file substantially as described. 

4. In a file for letters, bills or other docu 
ments the combination with the back board 
having an opening or hole therethrough near 
one end thereof, of a transfer-wire pivoted or 
hinged to the front of said board adjacent to 
said opening or hole and having a central an 
gular portion extending over said opening, 
and curved arms extending outwardly from 
said board and forwardly and adapted to en 
ter tubes upon the back board to secure the 
said letters, bills or other documents in posi 
tion, and a spring secured to the back of said 
board and pivotally connected with an arm 
which extends through said opening and is 
pivotally connected with the center piece of 
the transfer-wire, whereby the same is oper 
ated, substantially as described. 

5. In a file for letters, bills or other docu 
ments, the combination. With a back board 
having an opening therethrough near One end 
thereof, tubes or rods secured to the front side 
of said board and projecting outwardly there 
from a short distance below or in front of the 
said opening and at each side thereof, a spring 
operated transfer-wire pivoted or hinged to 
said board on the opposite side of said open 
ing and having a curved central portion ex 
tending over said opening and provided with 
side arms extending outwardly from said 
board and at right angles thereto, and curved 
at their outer ends to come in contact with 
the ends of said tubes or rods, and a spring 
secured at the back of said board and pivot 
ally connected with an arm which extends 
through said opening and is pivotally con 
nected with the center piece of the transfer 
wire, substantially as shown and described. 

6. In a file for letters, bills or other docu 
ments, the combination with the back board 
thereof, which is provided with an opening 
near one end, of tubes secured to the board 
in front of or below said opening at each side 
thereof and extending outwardly therefrom 
and having their ends cut away at an incli 
nation on the side adjacent to said opening, 
a transfer-wire consisting of heavy spring 
wire, pivoted or hinged to said board at each 
side of said opening and slightly above the 
same, and having a central curved portion 
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extending over said opening, and provided 
with side arms, extending outwardly from 
said board and at right angles thereto, and 
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curved at their outer ends to come in contact 
with the cut-away portion of said tube, and 
a spring rigidly secured to the back of the 
board and pivotally connected with the arm 
extending through said opening, said arm be 
ing also pivotally connected with the central 
piece of the transfer-wire, substantially as 
shown and described. 

3. 

In testimony that I claim the foregoing as 
my invention I have signed my name, in pres- ?o 
ence of the subscribing witnesses, this 19th 
day of September, 1895. 

CHARLES EDWIN JEWELL. 
Witnesses: 

JENNIE JEWELL, 
CLARENCE AUGUSTUS GANOUNG. 

  


