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This invention relates to an improved fountain 
pen and more particularly a Writing unit in 
cluding interlocking feed bar members between 
which a two-way flat pen point is interlocked 
for insertion with the feed bar members into the 
Section of a fountain pen. 

It is an object of this invention to provide a 
fountain pen with a flat two-way pen point. 

It is also an object of this invention to provide 
a fountain pen with a flat two-way pen point 
constructed to be interlocked between feed bar 
members engageable in the fountain pen sec 

It is a further object of this invention to pro 
vide a fountain pen with a feed bar of the split 
type, constructed to lockingly interft with a flat 
two-way per) point which when engaged in an 
ink supply holder with the feed bar can be used 
to Write with from both sides of the pen point 
tip. 

It is furthermore an object of this invention to 
provide a fountain pen with an apertured fiat 
two-Way pen point which is lockingly engaged 
in a split feed bar Yenicer engageable in the 
fountain pen Section, said feed bar adapted to 
supply ink to either side of the flat pen point 
depending upon which side of the pen point nas 
are being used to Write Wit. 
Another object of the invention is to provide a 

fountain pen with an improved Writing unit con 
sisting of male and female feed bar rembers 
adapted to lockingly inters it with one another 
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and with a two-way flat pen point, to hold the per 
point against slidable movement in the feed base 
which is so constructed that ink may be fed to 
either side of the per point, thereby permitting 
the opposite sides of the flat pen point to be 
Selectively used for writing. 

It is an important object of this invention to 
provide a Writing pen consisting of a flat mount 
ing shank which terminates at one end in a fia 
split head portion which is tapered to provide 
a two-way Writing tip permitting either side of 
the pen point tip to be used for Writing. 
Other and further important objects of this 

invention will be apparent from the disclosures 
in the specification and the accompanying draw 
ing. 
The invention (in a preferred form) is illus 

trated in the drawing and hereinafter more fully 
described. 
On the drawing: 
Figure 1 is a fragmentary elevational view of 

a fountain pen barrel and section having mount 
ed therein an improved sectional bar and a flat 

two-way pen point embodying the principles of 
this invention. 

Figure 2 is an enlarged elevational view of the 
two-way flat pen point removed from the 
fountain pen. 

Figure 3 is an enlarged bottom end view of the 
pen point. 

Figure 4 is a vertical detail section taken on 
line IV-V of Figure 1. 

Figure 5 is an elevational view of the pen point 10 
and One section of the feed bar, the other feed 
bar section being removed. 

Figure 6 is an enlarged transverse detail sec 
tion taken on line W-VI of Figure 5 showing 
both feed bar sections in place and interlocked is 
with the pen point. - 

Figure is a side elevational view of a modified 
form of Writing unit for 8, fountain pers, showra 
ing the lining sleeve of the fountain pen section 
engaged around the feed bar members and inter- 20 
fitting with the shank portion of the pen point. 

Eigure 8 is a sectional view taken on line 
W-VII of Figure 7 showing the modified form 
of Writing unit engaged in a fountain pen sec 
tion. 

Figure 9 is a fragmentary sectional view sini 
lar to Figure 4 but discosing another modified 
for Ya of a sectional feed bar, lockingly engaging 
the flat two-way pen point, with the feed far 
designed for use in a fountain pen of the plunger 30 
filling type 82nd including an ink intake tube cons 
nected with the feed bar. 
As shown on the drawing: 
the reference nurneral indicates a fountain 

pen berrel having secured in one end thereof a 35 
section 2 the outer end of which is provided with 
an extension sleeve or collar 3 which serves as 
an ink guard member extending to the outside 
of a peripheral stop bead or flange 4. 

Projecting through the chambered ink guard 40 
3 and up through the Section 2 in tight frica 
tional engagement with the inner Wall thereof 
is an improved writing init embodying the princi 
ples of this invention. The writing unit com 
prises a split or multiple sectioned ink feed bar. 
means consisting of a female feed bar 5 semi 
cylindrical in shape and terminating at one end 
in a tapered finger portion 6. The female feedi 
bar 5 is ilat on its inner side and said flat sur 
face is provided with a plurality of parallel ink 60 
feed grooves as clearly illustrated in Figure 5. 
The inner flat side of the finger or tip end 6 of 
the female feed bar 5 is provided with a pair of 
spaced receSSes Or sockets 8 for the removable 
reception of a pair of teeth or lugs 9. The teeth 55 
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or lugs 9 are integrally formed on the flat inner 
side of the finger or tip portion to of a semi 
cylindrical male feed bar section. ff. The inner 
flat side of the male feed bar is also pro 
vided with a plurality of parallel ink feed 
grooves . 
The female and male feed bar members are 

adapted to be engaged with one another with 
the flat inner surfaces contacting each other to 
permit the teeth or lugs 9 of the male feed bar 
to project into and seat in the notches 8 of the 
female feed bar. As clearly illustrated in Figure 
6, the teeth or lugs 9 of the male feed bar project 
through openings 2 provided in the shank por 
tion 3 of a flat metal pen point the shankportion 
3 of which flares outwardly and has integrally 
formed on the enlarged end thereof a tapered tip 
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4. The tip portion 4 of the pen point is pro 
vided with a longitudinal slot 5 which splits the 
tip of the pen point to provide a pair of writing . 
nibs 6 on each side of the tip of the pen point 
to make the same a two-way or multiple type pen 
point. As clearly illustrated in Figures 2 and 5, 
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the inner end of the pen point slot 5 term 
nates in an opening or pocket T provided for 
the purpose of receiving ink from the feed bar 
feed grooves 7 which are positioned on opposite 
sides of the flat pen point shank 3 so that tak 
from the fountain pen barrel may be fed to either 
side of the two-way pen point to a selected pair 
of the Writing nibs 6 thereby making it possible 
to write from either side of the tip portion of the 
improved pen point. 

in the modified form of Writing unit illustrated 
in Figures 7 and 8 of the drawing, a pair of in 
terfitting male and female feedbar sections and 
lf similar to those illustrated in Figures 4 and 6 
are positioned with the flat sides thereof abutting 
one another so that the tapered finger portions 
and ?o engage against Opposite sides of a flat 

metal pen point comprising a shank Or body por 
tion having a pair of openings therein for 
the reception of the teeth or lugs 9 formed on 
the inner fat side of the male feed bar member 

f. As clearly illustrated in Figure 8 the outer 
end of the pen point shank it has the corners 
thereof cut away to provide stop shoulders 19 
positioned on opposite sides of a reduced tail piece 
20. Integrally formed on the widened end of the 
pen point shank is a pen tip 2 which is flat 
and lies in the same plane as the flat shank por 
tion of the pen point. The tapered tip 2 of 
the pen point is provided with a longitudinally 
disposed slot 22 the inner end of which terminates 
in a pocket or opening 23 for receiving ink from 
the feed groove of the feed bars 5 and po 
sitioned on opposite sides of the pen point and 
interlocked therewith. The pen point slot 22 di 
wides the tapered end of the tip 2 to form a 
pair of writing nibs 24 on each side of the writing 
tip of the flat pen point to make the same a 
nultiple or two-Way pen point. 
For the purpose of holding the feed bars and 

the pen point associated with One another a sleeve 
25 is engaged over the semi-cylindrical shank 
ends of the feed bars to hold the same clamped 
together in locking engagement with the flat pen 
point. One end of the sleeve 25 is provided with 
a pair of diametrically opposite notches 2S into 
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which the shoulder portion 9 of the shank por 
tion of the pen point seat to hold the retaining 
sleeve 25 against rotation with respect to the feed, 
bar unit. As illustrated in Figure the feed bar 
members interlocking with the flat pen point, 
and the sleeve 25 engaged over the feedbar mem 

8,019,784 
bers and interlocking with the pen point form 
a writing unit which is adapted to be tightly in 
serted into the section 2 of the fountain pen 
similar to the arrangement illustrated in Fig 
lure 8. 5 

Figure 9 illustrates a modified form of a writing 
unit consisting of a two-way pen point and a Sec 
tional or split feed bar constructed for use in a 
plunger fling type of fountain pen equipped with 
an ink intake tube. In this type of Writing unit ) 
the pen point is constructed identical with the 
pen point illustrated in Figure 2 and like parts 
are numbered accordingly. The pen point is 
clamped between a female feed bar member 27 
and a male feed bar member 28 which lockingly lis 
interfit one another similar to the arrangement 
of the feed bar members illustrated in Figure 6. 
The male feed bar member has teeth or lugs 9 
which project through openings in the flat pen 
point and engage in recesses provided in the 20 
inner flat side of the female feed bar men 
ber 27. Each of the feed bar members 27 and 
28 is provided with one or more ink feed or sup 
ply grooves 29 positioned on opposite sides of the 
shank of the pen point. The upper ends of 25 
the ink feed grooves 29 converge and connect up 
with a single ink Supply groove. O formed in the 
female feed bar member 27 and having the end 
thereof terminating in the end surface of the 
feed bar member 2 and in conununication with 30 
the ink supply chamber of the fountain pen barrel 
f. The abutting upper or inner ends of the feed 
bar members 2 and 28 are provided with an 
axial pocket or opening in which the lower or 
intake end of an ink intake tube 3 of the foun- 35 
tain per is engaged. For the purpose of feeding 
ink into the fountain pen the male feed bar 
member 28, is provided with an ink intake passage 
2 the inner end of which communicates with 
the passage in the ink intake tube 3 while the 40 
lower end of the passage 32 opens through one 
side of the Outer end portion of the male feed 
bar member 28. 
When the writing end of the fountain pen of 

the type illustrated in Figure 9 is inserted into 45 
a quantity of ink and the fountain pen filler 
mechanism is operated ink is drawn upwardly 
through the intake passage 32 and into the ink 
intake tube S from which it enters the link sup 
ply chamber of the fountain pen barrel I. When 50 
the fouritain pen is used to write with, ink from 
the fountain pen barrel is discharged through 
the outlet passage 30 and flows into the ink feed 
grooves 29 of the feed bar members 2 and 28 
to supply ink to the Writing nibs 6 on one side 55 
of the tip portion of the pen point which is being 
used to write with the pen point is of the two 
way type hereinbefore described so that the nibs 

on either side of the tip of the pen point may 
be selectively used for writing purposes. 
From the foregoing description it will be noted 

that an improved writing unit has been developed 
which is adaptable for use in various types of 
fountain pens, said writing unit consisting of a 
two-way flat pen point which is lockingly engaged 65 
between grooved ink feed bar members which in 
terfit one another and also interfit the pen point 
to hold the same in position and prevent removal 
thereof from the fountain pen when the feed bar 
members are engaged in a fountain pen section. 70 
The interlocking arrangement of the feed bar 
members and the pen point insures a positive 
fool-proof positioning of the pen point with re 
spect to the feedbar members and the ink supply 
grooves thereof, Attention is also called to the 75 
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fact that the flat two-way pen point may have 
the Writing nibs on opposite sides of the tip por 
tion thereof formed to provide a fine writing tip 
On one side of the pen point and a heavier writing 
tip on the Opposite side of the pen point tip. 

It will of course be understood that various des . 
tails of construction may be varied through a wide 
range without departing from the principles of 
this invention and it is therefore not the purpose 
to limit the patent granted hereon otherwise than 
necessitated by the scope of the appended claims. 

claim as my invention: 
1. A fountain pen writing unit comprising inter 

fitting male and female feed bar members, and a 
flat two-way pen point clamped between the feed 
bar members and including means formed on the 
male feed bar member and projecting through the 
pen point to seat in the female feed bar member 

2. A fountain pen Writing unit comprising inter 
fitting feed bar members, a pen point clamped 
therebetween, and a sleeve engaged around the 
feed bar members and notched at one end to re 
ceive the pen point and hold the same againstro 
tation with respect to said sleeve. 

3. A fountain pen writing unit comprising a re 
cessed feed bar member, a second feed bar mem 
ber having projections thereon fitting into the 

recesses of said first mentioned feed bar member, 
and a flat apertured two-way pen point engaged 
between the feed bar members and having the 
projections of the second feed bar member pro 
jecting through the pen point apertures. s 

4. A fountain pen writing unit comprising a re 
Cessed feed bar member, a second feed bar mem 
ber having projections thereon fitting into the 
recesses of said first mentioned feed bar member, 
and a flat apertured two-way pen point engaged 0. 
between the feed bar, members, and having the 
projections of the second feed bar member pro 
jecting through the pen point apertures, and a 
sleeve means engaged Over the feed bar members 
to hold the same ciamped against opposite sides 15 
of the two-way pen point. 

5. A fountain pen Writing unit for insertion into 
a pen section, said unit comprising a plurality of 
interfitting feed bar members, a flat two-way 
Writing pen point clamped between the feed bar 20 
members and interfitting therewith, and a notched 
sleeve engaged around the feed bar members with 
the notches of said sleeve having portions of the 
pen point seated therein to hold the pen point 
locked against rotation with respect to said sleeve. 25 
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