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To all whom it may concern. 
Be it known that I, BYRON B. PARRISH, a 

citizen of the United States, residing at 
Mineral Wells, in the county of Palo Pinto 
and State of Texas, have invented a certain 
new and useful Improvement in Pistol 
Holsters, of which the following is a speci 
fication. 
My invention relates to new and useful 

improvements in pistol, or automatic maga 
zine gun holsters, and its object is to pro 
vide a substantial holster which will permit 
a gun therein from being accidentally re 
moved, and which will properly and se 
curely retain the gun in proper position for 
its removal when desired for use. 

It is the further object of the invention 
to provide a cheap, but perfectly reliable, 
accessible, durable, and convenient carrier, 
or holster, for pistols, and automatic guns 
of this type. 
With the above and various other objects 

in view my invention has relation to certain 
novel features of the construction and use, 
and is described in the following specifica 
tion and illustrated in the accompanying 
drawing wherein: 

Figure 1 is a side view of my improved 
gun holster, showing the gun in position 
therein, the lower end being broken to illus 
trate the construction thereof. Fig. 2 is a 
front view of the holster, with a gun shown 
in place therein, and illustrating the posi 
tion of the metal belt clasp support. Fig. 3 
is a top view of the holster containing the 
gun, and Fig. 4 is a view of the holster 
alone, showing its simple construction and 
accessibility. Referring now more particu 
larly to the drawing wherein like reference 
numbers designate similar parts in all the 
figures, the numeral 1 represents a metallic 
shield of the proper length to accommodate 
the gun as shown in Fig. 1, having the lower 
end shaped as shown in Fig. 4, to protect 
the muzzle, and limit any downward move 
ment of the gun when in proper position in 
the holster. 
To this shield 1, and forming a substan 

tial part of the holster, metallic strips 2 
are securely fastened, said strips being 
brazed or soldered together, and shaped, as 
shown in Fig. 4, to conform in general to 
the shape of the breech of the gun, to hold 
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sides of the 

the gun in place, and to limit the movement 
thereof, but to permit the complete accessi 
bility to the stock for quick removal of the 
gun from the holster. A substantial metal 
lic band hook, or clasp, 3 is suitably shaped 
and fastened to the metallic element 2, 
Yherewith to maintain the holster upon a 
belt. A metallic clasp 4 forms an integral 
part of the shield 1, and is shaped to prop 
erly hold the gun barrel, and is provided 
With a lip 5 of sufficient size and shape to 
constitute a support for the trigger guard 
of the gun. A metal pin 6, slightly smaller 
than the gun bore is securely fastened into 
the lower end of the shield 1, by means of 
the rivet 7, or in any suitable manner, which 
pin will serve as a directive agent in placing 
the gun in the holster, and also limit any 
movement of the muzzle in a lateral direc 
tion. 

erly come within the scope of the following 
claims: . . 
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The invention is presented as including 
all such modifications and changes as prop 75 

1. A gun-holster comprising a metallic 
shield comprising two side pieces for the 

cured at one end to the shield to embrace 
and support the sides and top of the breech 
Of the gun, and a lip secured to the shield 
to receive and support the trigger guard, 
said strips and lip constituting the means 
for connecting the side pieces of the shield. 

2. A gun-holster comprising a metallic 
shield comprising two side pieces for the 
sides of the gun barrel, metallic strips se 
cured at one end to the shield to embrace 

gun barrel, metallic strips se 80 

85. 

90 
and support the sides and top of the breech 
of the gun, and a lip secured to the shield 
to receive and support the trigger guard, 
said strips and lip constituting, the means 
for connecting the side pieces of the shield 95 
in combination with a clasp secured to the 
shield opposite to said strips and adapted 
to be traversed by a belt securing the hol 
ster to the person. . . . 

In testimony whereof I have signed my 
name to this specification in the presence of 
two subscribing witnesses. 

BYRON B. PARRISH. 
Witnesses: 

CHARLEs H. RUSSELL, 
; FRANK JoHNSON. 

five cents each, by addressing the “Commissioner of Patents, 
Washington, D.C.' 
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