PROCESSING APPARATUS, TRACE UNIT AND DIAGNOSTIC APPARATUS

A processing circuit (4) is responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of at least one condition flag (22). A trace circuit (6) is provided for generating trace data elements indicative of operations performed by the processing circuit (4). When the processing circuit (4) processes at least one selected instruction, then the trace circuit (6) generates a trace data element including a traced condition value indicating at least the subset of condition flags (22) required to determine the outcome of the conditional instruction. A corresponding diagnostic apparatus (12) uses the traced condition value to determine a processing outcome of the at least one conditional instruction.
PROCESSING APPARATUS, TRACE UNIT AND DIAGNOSTIC APPARATUS

FIELD OF THE INVENTION

The present invention relates to the field of data processing. More particularly, the invention relates to tracing processing operations performed by a processing apparatus, and analysing the trace data produced during tracing.

BACKGROUND OF THE INVENTION

In a processing apparatus, a trace circuit may be provided for monitoring processing operations performed by a processing circuit and generating trace data indicative of the processing operations performed. A diagnostic apparatus may analyse the trace data, in order to deduce a processing outcome of the processing operations. The processing outcome can be checked against an expected outcome to verify whether or not the processing apparatus is operating correctly.

A processing apparatus may execute conditional instructions which specify an associated condition. The processing outcome of a conditional instruction is dependent on whether the associated condition is satisfied at the time of execution of the conditional instruction. When execution of a conditional instruction is traced by a trace circuit, then the trace circuit may generate trace data including an indication of whether or not the condition was passed or failed. When analysing the trace data then the pass/fail indication can be used to determine the outcome of the conditional instruction.

However, when tracing some advanced processors, the pass/fail result of a conditional result can be difficult to obtain. Some processors may comprise processing pipelines having multiple execution stages in parallel with one another. Some processors may perform out-of-order execution of instructions to improve performance. Accordingly, it can be difficult to predict in advance when, and at which point in the pipeline, the pass/fail result will become available. The present technique seeks to simplify the tracing of conditional instructions.

SUMMARY OF THE INVENTION

Viewed from one aspect, the present invention provides a processing apparatus comprising:
processing circuitry configured to perform processing operations in response to program instructions;

a condition status storage location configured to store at least one condition flag indicating a condition of said processing circuitry; and

trace circuitry configured to generate trace data elements indicative of said processing operations performed by said processing circuitry in response to said program instructions; wherein:

said processing circuitry is responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; and

said trace circuitry is configured, in response to said processing circuitry processing at least one selected instruction, to generate a trace data element including a traced condition value indicative of at least said subset of said at least one condition flag, said traced condition value providing information for determining a processing outcome of said at least one conditional instruction.

A processing apparatus may have a condition status storage location (e.g. a register) for storing at least one condition flag indicating a condition of the processing circuit. The processing circuit may execute a conditional instruction in dependence on a current value of at least a subset of the at least one condition flag. For example, when a conditional instruction is executed, then its associated conditional operation may be performed if the current value of the subset of the condition flags satisfies a given condition, while no operation may be performed if the condition is not satisfied. The trace circuitry may be configured, in response to the processing circuitry processing at least one selected instruction, to generate a trace data element including a traced condition value indicative of at least the subset of the at least one condition flag on which the conditional instruction is dependent. The traced condition value provides information for determining the processing outcome of the at least one conditional instruction.

The present technique recognises that the values of the condition flags are typically more easily available than the pass/fail result of the conditional instruction. For example, the condition flags are often part of the architectural state of the processing apparatus, and so the condition flags can be read at an early stage of a processing pipeline without needing to
monitor when, and at which stage of the pipeline, the execution result of the instruction becomes available. Therefore, by tracing the condition flag values rather than the pass/fail result, the configuration of the trace circuitry is simplified.

The traced condition value may have different forms. In one example, the traced condition value may comprise the current values of at least the subset of the at least one condition flag. Hence, the trace data element identifies the condition flag values directly.

Alternatively, the traced condition value may comprise an identifier identifying a value of at least the subset of the at least one condition flag. This may in some cases be more efficient than tracing the actual values of the condition flags. For example, if certain patterns of values of the condition flags are more common than other patterns, then the most common patterns can be assigned a particular identifier having fewer bits than the actual values of condition flags. This will tend to reduce the amount of trace data generated by the trace circuit, thus easing constraints on trace bandwidth.

The point of the instruction stream at which the condition flags are traced may vary and need not necessarily be the conditional instruction whose outcome is to be determined using the traced condition value. The traced condition value may be output at any selected instruction.

In one example, the processing circuitry is responsive to at least one condition updating instruction to perform an associated processing operation and update the at least one condition flag in dependence on a processing outcome of the associated processing operation. In this case, the at least one selected instruction which triggers tracing of the condition flags may comprise the at least one condition updating instruction. For example, the condition updating instruction may comprise a compare instruction which compares two data values and updates the at least one condition flag based on the result of the comparison, and the at least one condition flag may be traced on execution of the compare instruction. The traced condition value included in the trace stream when the at least one condition flag is updated provides information for determining whether any subsequent conditional instructions passed or failed their associated condition.
When the traced condition value is output upon execution of the at least one condition updating instruction, then the traced condition value may indicate an updated value of the condition flag which results from processing the at least one condition updating instruction. Hence, this updated value can be used to determine outcomes of any subsequent conditional instructions which occur before a next update of the condition flag.

The at least one condition updating instruction need not include every condition updating instruction that is executed by the processing circuit. In some situations, there may be several condition updating instructions occurring in succession without any intervening conditional instruction, in which case only the condition flag value resulting from the last condition updating instruction would be used by a conditional instruction. Hence, it would not be necessary to generate a traced condition value for all of the condition updating instructions.

Alternatively, or in addition to the at least one condition updating instruction, the at least one selected instruction may include at least one of the at least one conditional instruction. In some situations, at the time of execution of the condition updating instruction it may be difficult to determine whether any subsequent condition instruction will actually use the updated condition flag value generated by that condition updating instruction. Hence, it may be more efficient to instead wait until a conditional instruction uses the at least one condition flag before tracing at least the subset of the at least one condition flag that is used by that conditional instruction.

When the traced condition value is output upon execution of a conditional instruction, then the traced condition value may indicate the current value of at least the relevant subset of the at least one condition flag at the time of processing the conditional instruction.

Again, it is not always necessary to output a traced condition value upon execution of every conditional instruction. A program may include a complementary pair of conditional instructions associated with mutually exclusive conditions. For example a first conditional instruction which is dependent on a previous processing operation generating an "equal" result may be followed by a second conditional instruction which is dependent on the previous processing operation generating a "not equal" result. In this case, it would not be necessary to trace the condition flag value for the second conditional instruction because its processing
outcome can be determined from a traced condition value generated for the first conditional instruction. Hence, in some situations it may be preferable for the selected instruction to comprise a first conditional instruction processed after an update of the at least one condition flag.

Not all types of conditional instruction or condition updating instruction need to be traced by the trace unit. In some examples, only a subset of types of instruction may be of interest. In this case, only the relevant subset of the conditional instructions or conditional updating instructions would trigger output of the trace data element including the traced condition value. The trace circuit may be configured to select which of the program instructions are included in the at least one selected instruction for triggering generation of the trace data element including the traced condition value. For example, the trace circuitry may be responsive to control signals indicating the instructions for which the condition flags should be traced, for example only particular conditional instructions such as conditional store instructions.

Note that some kinds of instruction may be both a conditional instruction and a condition updating instruction. For example, a conditional compare instruction may have an associated condition and may specify a comparison to be performed if the associated condition is satisfied. On execution of the conditional compare instruction, if the associated condition is satisfied by the current values of the at least one condition flag then the comparison is performed and the at least one condition flag is updated based on the result of the comparison. The conditional compare instruction may therefore be traced either as a conditional instruction or as a condition updating instruction, or both, depending on the configuration of the trace circuitry.

The trace circuitry may be configured to store a control flag and the trace circuitry may be responsible to the control flag to select whether a particular program instruction triggers generation of the trace data element including the traced condition value. For example, the trace circuitry may use the control flag to keep track of whether the current state of the at least one condition flag has already been traced, and then use the control flag to determine whether or not the at least one condition flag should be traced on a subsequent instruction.
In one example, the control flag has a first state and a second state. For example, the control flag may comprise a bit having a "0" value indicating one of the first and second states and a "1" value indicating the other of the first and second states. The trace circuitry may be responsive to an update of the at least one condition flag to place the control flag in the first state, and may be responsive to the processing circuitry processing a conditional instruction to (a) determine whether said control flag is in said first state; and (b) if said control flag is in said first state, generate a trace data element including said traced condition value and place said control flag in said second state.

Hence, the first state of the control flag indicates that the at least one condition flag has been updated, but that the updated value of the at least one condition flag has not yet been traced. If the control flag is in the first state when a conditional instruction to be traced is executed, then a trace data element is generated including the traced condition value, so that the processing outcome of the conditional instruction can be determined from the trace data. Following generation of a trace data element including a traced condition value, the control flag is placed in the second state to indicate that the current state of the at least one condition flag has already been traced and so it is not necessary to trace the at least one condition flag again on execution of a subsequent conditional instruction. The control flag is returned to the first state when the at least one condition flag has been updated once more. This technique helps to reduce the amount of trace data, because the trace data element including the traced condition value is not generated if the processing outcome of the corresponding instruction can already be determined from the traced condition value included in a previously generated trace data element.

In some embodiments, the condition status storage location may be configured to store a plurality of condition flags corresponding to respective conditions of the processing circuitry. For example, in processors designed by ARM Limited of Cambridge, UK, the condition flags typically include an N flag indicating whether or not a previous processing result was a negative value, a Z flag indicating whether or not a previous processing result was zero, a C flag indicating whether or not a previous processing operation resulted in a carry operation, and a V flag indicating whether or not a previous processing operation resulted in an overflow. Other types of condition flags are also possible.
In the case where there are a plurality of condition flags, a particular conditional instruction need not be dependent on all of the condition flags, but may be dependent on any subset of those condition flags. When tracing the current value of the condition flags, then the amount of trace data can be reduced by generating the trace data element with the traced condition value indicating the relevant subset of the plurality of condition flags. Condition flags which are not part of the subset may be omitted from being included in the trace data element.

On the other hand, the trace circuitry may also be configured to generate the trace data element with the traced condition value being indicative of all of the plurality of condition flags, regardless of which subset of condition flags are actually being used by the conditional instruction. This may in some situations reduce the complexity of the hardware provided for accessing values of the condition flags, since then it would not be necessary to provide circuitry for accessing individual flags of the condition status storage location.

In an embodiment, the trace circuitry may be configured to store a plurality of control flags corresponding to the plurality of condition flags. The trace circuitry may be responsive to each control flag to select whether or not to generate for a given program instruction a trace data element including a traced condition value indicative of the corresponding condition flag. Each control flag may, for example, be used to track whether or not the corresponding condition flag has already been traced since the most recent update of that flag, and hence to determine whether or not that condition flag needs to be traced on execution of a later program instruction.

In one example, the plurality of control flags each have a first state and a second state, said trace circuitry is responsive to an update of any of said plurality of condition flags to place in said first state at least the control flags corresponding to condition flags that have been updated; and said trace circuitry is responsive to said processing circuitry processing one of said at least one conditional instruction that is dependent on a required subset of condition flags to: (a) determine whether any of the corresponding control flags corresponding to said required subset of condition flags are in said first state; and (b) if any of said corresponding control flags are in said first state, generate a trace data element including a traced condition value indicative of at least the condition flags of said required subset whose corresponding
control flags are in said first state, and to place said corresponding control flags in said second state.

Hence, when any of the condition flags are updated then at least the control flags corresponding to the updated condition flags are placed in the first state, indicating that the corresponding condition flags have not yet been traced in their updated form. When a conditional instruction is encountered that is dependent on a required subset of the condition flags, then it is determined whether or not any of the corresponding control flags corresponding to that subset are in the first state. If any of these corresponding control flags are in the first state, then this indicates that the corresponding condition flags have not yet been traced and so a trace data element is generated including a traced condition value indicative of at least the condition flags of the required subset whose corresponding control flags are in the first state. When a particular condition flag is traced then its corresponding control flag is placed into the second state. When a conditional instruction is encountered and one of the required subset of condition flags has a corresponding control flag in the second state, then this indicates that the condition flag has already been traced and does not need to be traced again. This technique helps to reduce the amount of trace data by tracing the condition flags which have not yet been traced in their current form and which are required for determining a processing outcome of a particular conditional instruction.

In one embodiment all of the plurality of control flags may be placed in the first state on a condition update, even if only a subset of the condition flags are updated. This can simplify the hardware for implementing the present technique, since then there would be no need to check which flags were actually updated as a result of a condition updating instruction.

In the embodiment where a plurality of control flags are provided, the greatest reduction in the amount of trace data may be achieved by tracing only the condition flags of the required subset whose control flags are in the first state. Nevertheless, it is also possible to trace values of all of the condition flags if any of the corresponding control flags corresponding to the required subset of condition flags are in the first state on execution of a conditional instruction. This can simplify the hardware for reading the state of the condition flags.
The one or more control flags have been described above as being placed in the first state when an update of the condition flags occurs. However, this need not be the only occasion on which the control flags are reset to the first state. Various other events may also cause the control flags to be placed in the first state.

As mentioned above, the present technique need not be applied to all types of conditional instruction. The technique may for example be used for only a subset of conditional instructions. In one example, the conditional operation of the at least one conditional instruction may be a non-branch operation. Some trace circuits may have a separate mechanism for determining results of conditional branch instructions, for example using branch prediction schemes. Therefore, the present technique may in some embodiments only be applied to conditional non-branch instructions with the tracing of conditional branch instructions being handled separately by the trace circuit.

Viewed from another aspect, the present invention provides a processing apparatus comprising:

processing means for performing processing operations in response to program instructions;

condition status storage means for storing at least one condition flag indicating a condition of said processing means; and

trace means for generating trace data elements indicative of said processing operations performed by said processing means in response to said program instructions; wherein:

said processing means is responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag;

and said trace means is configured, in response to said processing means processing at least one selected instruction, to generate a trace data element including a traced condition value indicative of at least said subset of said at least one condition flag, said traced condition value providing information for determining a processing outcome of said at least one conditional instruction.

Viewed from a further aspect, the present invention provides a trace unit for monitoring processing operations performed by a processing apparatus in response to program
instructions, said processing apparatus comprising a condition status storage location configured to store at least one condition flag indicating a condition of said processing apparatus, said processing apparatus being responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; said trace unit comprising:

trace circuitry configured to generate trace data elements indicative of said processing operations performed by said processing apparatus in response to said program instructions; wherein:

said trace circuitry is configured, in response to said processing apparatus processing at least one selected instruction, to generate a trace data element including a traced condition value indicative of at least said subset of said at least one condition flag, said traced condition value providing information for determining a processing outcome of said at least one conditional instruction.

Viewed from a further aspect, the present invention provides a trace unit for monitoring processing operations performed by a processing apparatus in response to program instructions, said processing apparatus comprising condition status storage means for storing at least one condition flag indicating a condition of said processing apparatus, said processing apparatus being responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; said trace unit comprising:

trace means for generating trace data elements indicative of said processing operations performed by said processing apparatus in response to said program instructions; wherein:

said trace means is configured, in response to said processing apparatus processing at least one selected instruction, to generate a trace data element including a traced condition value indicative of at least said subset of said at least one condition flag, said traced condition value providing information for determining a processing outcome of said at least one conditional instruction.

Viewed from yet another aspect, the present invention provides a diagnostic apparatus for analysing trace data indicative of processing operations performed by a processing apparatus in response to program instructions, said processing apparatus comprising a condition status storage location configured to store at least one condition flag indicating a
condition of said processing apparatus, said processing apparatus being responsive to at least
one conditional instruction to perform a conditional operation in dependence on a current
value of a subset of said at least one condition flag; said diagnostic apparatus comprising:

a trace input configured to receive trace data including at least one trace data element
generated in response to said processing apparatus processing at least one selected instruction,
said at least one trace data element including a traced condition value indicative of at least said
subset of said at least one condition flag; and
diagnostic circuitry configured to determine a processing outcome of said at least one
conditional instruction in dependence on said traced condition value included in said at least
one trace data element.

A diagnostic apparatus receives the trace data that was generated by the corresponding
trace unit. The diagnostic apparatus has diagnostic circuitry for analysing the trace data.
Using the traced condition value indicated in the trace data element, the diagnostic circuitry
may determine a processing outcome of the at least one conditional instruction.

The diagnostic apparatus may receive an indication of which instructions were
executed by the processing apparatus while it was being traced. This indication may have
several forms. It is possible to provide information within the trace stream for indicating
which instructions were executed by the processing apparatus. However, a more efficient
implementation may be provided by allowing the diagnostic apparatus to either have access to
the memory storing the program instructions that were executed (for example by providing the
diagnostic apparatus with an instruction address from which the program execution began), or
by providing the diagnostic apparatus with a corresponding memory for storing a
corresponding copy of the program that was executed by the processing apparatus. The
diagnostic apparatus may use this indication of which instructions were executed by the
processing apparatus to determine when to expect a trace data element that includes the traced
condition value. In one example, in response to an indication of the at least one selected
instruction, then the diagnostic apparatus may deduce that a corresponding data element has
been included in the trace stream and by locating this data element the diagnostic circuitry
may determine a processing outcome of at least one conditional instruction. The selected
instruction may be at least one condition update instruction, or at least one of the at least one
conditional instruction.
The diagnostic circuitry may be configured to store a diagnostic control flag having a first state and a second state; said trace input may receive an indication of said program instructions processed by said processing apparatus; said diagnostic circuitry may be responsive to an indication of said processing apparatus updating said at least one condition flag to place said diagnostic control flag in said first state; and said diagnostic circuitry may be responsive to an indication of said processing apparatus processing a conditional instruction to: (a) determine whether said diagnostic control flag is in said first state; (b) if said diagnostic control flag is in said first state, locate in said trace data an associated trace data element for said conditional instruction and determine said processing outcome of said conditional instruction in dependence on said traced condition value included in said associated trace data element, and place said diagnostic control flag in said second state; and (c) if said diagnostic control flag is in said second state, locate in said trace data a further trace data element associated with a previous conditional instruction, and determine said processing outcome of said conditional instruction in dependence on said traced condition value included in said further trace data element.

Thus, the diagnostic circuitry may maintain a diagnostic control flag corresponding to the control flag used by the trace unit when generating the trace stream. When the diagnostic circuitry receives an indication of a program instruction executed by the processing circuit which resulted in an update of the at least one condition flag (the indication may be an explicit indication of a condition update in the trace stream, or an implicit indication arising when the diagnostic circuitry encounters a condition updating instruction while processing the trace stream, for example), then the diagnostic apparatus places its diagnostic control flag in the state, indicating that the next time an indication of a conditional instruction is found then the diagnostic circuitry should expect the trace stream to include an associated trace data element including a traced condition value.

When the diagnostic circuitry receives an indication of the processing apparatus processing a conditional instruction, then the diagnostic apparatus determines whether or not the diagnostic control flag is in the first state, and if the diagnostic control flag is in the first state then the diagnostic apparatus locates the associated trace data element for that conditional instruction and determines the processing outcome of the conditional instruction in
dependence on the traced condition value included in the associated trace data element. The diagnostic apparatus then places the diagnostic control flag in the second state, indicating that the outcome of any subsequent conditional instructions may be deduced from the traced condition value included in the associated trace data element. Then, if an indication of a conditional instruction is detected when the diagnostic control flag is in the second state, then the diagnostic apparatus can go back to the trace data element that was associated with a previous conditional instruction and determine the processing outcome of the latest conditional instruction in dependence on the traced condition value that was included in the earlier trace data element. This technique allows the diagnostic apparatus to determine the outcomes of the processing operations in a corresponding way to the technique performed by the trace circuit.

If the condition status storage location of the processing apparatus stores a plurality of condition flags corresponding to respective conditions of said processing apparatus, then the diagnostic circuitry may be configured to store a plurality of diagnostic control flags corresponding to said plurality of condition flags, said plurality of diagnostic control flags each having a first state and a second state; said trace input may receive an indication of said program instructions processed by said processing apparatus; said diagnostic circuitry may be responsive to an indication of said processing apparatus updating any of said plurality of condition flags to place in said first state at least the control flags corresponding to condition flags that have been updated; and said diagnostic circuitry may be responsive to an indication of said processing apparatus processing a condition instruction that is dependent on a required subset of condition flags to: (a) determine whether any of the corresponding diagnostic control flags corresponding to said required subset of condition flags are in said first state; (b) if at step (a) any of said corresponding diagnostic control flags are in said first state, locate in said trace data an associated trace data element for said conditional instruction, said associated trace data element including a first traced condition value indicative of at least the condition flags whose corresponding diagnostic control flags are in said first state, and place said corresponding diagnostic control flags in said second state; (c) if at step (a) any of said corresponding diagnostic control flags are in said second state, to locate in said trace data at least one further trace data element for at least one previous conditional instruction, said at least one further trace data element including at least one further traced condition value indicative of at least the condition flags whose corresponding diagnostic control flags are in
said second state; and (d) determine said processing outcome of said conditional instruction in dependence on at least one of said first traced condition value and said at least one further traced condition value.

This algorithm corresponds to the algorithm of the trace unit in which separate condition control flags are provided corresponding to the respective condition flags. The diagnostic circuitry is able to determine from the diagnostic control flags whether or not the trace stream includes a trace element for a given conditional instruction, indicating values of the relevant subset of condition flags, or whether it is necessary to go back to one or more further trace data elements for earlier conditional instructions to determine the required condition flag values. The processing outcome of the current conditional instruction may be determined in dependence on one or both of the traced condition value included in the trace data element for the current conditional instruction and the traced condition value included in at least one earlier trace data element for an earlier conditional instruction.

Viewed from another aspect, the present invention provides a diagnostic apparatus for analysing trace data elements indicative of processing operations performed by a processing apparatus in response to program instructions, said processing apparatus comprising condition status storage means for storing at least one condition flag indicating a condition of said processing apparatus, said processing apparatus being responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; said diagnostic apparatus comprising:

input means for receiving a trace data element generated in response to said processing apparatus processing at least one selected instruction, said trace data element including a traced condition value indicative of at least said subset of said at least one condition flag; and diagnostic means for determining a processing outcome of said at least one conditional instruction in dependence on said traced condition value included in said trace data element for said at least one selected instruction.

Viewed from a further aspect, the present invention provides a method of data processing comprising steps of:

in response to program instructions, performing processing operations using a processing apparatus;
storing at least one condition flag indicating a condition of said processing apparatus; and

generating trace data elements indicative of said processing operations; wherein:
said step of performing processing operations includes performing, in response to at least one conditional instruction, a conditional operation in dependence on a current value of a subset of said at least one condition flag; and
said step of generating trace data elements includes generating, in response to at least one selected instruction, a trace data element including a traced condition value indicative of at least said subset of said at least one condition flag, said traced condition value providing information for determining a processing outcome of said at least one conditional instruction.

Viewed from yet another aspect, the present invention provides a method for analysing trace data elements indicative of processing operations performed by a processing apparatus in response to program instructions, said processing apparatus comprising a condition status storage location configured to store at least one condition flag indicating a condition of said processing apparatus, said processing apparatus being responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; said method comprising steps of:
receiving a trace data element generated in response to said processing apparatus processing at least one selected instruction, said trace data element including a traced condition value indicative of at least said subset of said at least one condition flag; and
determining a processing outcome of said at least one conditional instruction in dependence on said traced condition value included in said trace data element for said at least one selected instruction.

A computer program may be provided for controlling a computer to perform the method of analysing trace data elements described above. The computer program may be provided on a non-transitory storage medium.

Viewed from a further aspect, the present invention provides a processing apparatus comprising processing circuitry configured to perform processing operations in response to program instructions; and
trace circuitry configured to generate trace data elements indicative of said processing operations performed by said processing circuitry in response to said program instructions; wherein:

said processing circuitry is responsive to at least one conditional instruction to perform a conditional operation in dependence on a condition of said processing circuitry;

said trace circuitry is configured to store a control flag having a first state and a second state;

said trace circuitry is responsive to an update of said condition of said processing circuitry to place said control flag in said first state; and

said trace circuitry is responsive to said processing circuitry processing one of said at least one conditional instruction to: (a) determine whether said control flag is in said first state; and (b) if said control flag is in said first state, generate a trace data element including an outcome indicating value for providing information on a processing outcome of said at least one conditional instruction and place said control flag in said second state.

The control algorithm described above for determining whether or not to trace the condition flag values for a given conditional instruction may be extended to apply to the tracing of any outcome indicating value which provides information for determining a processing outcome of the conditional instruction. For example, the outcome indicating value may include the traced condition value as described above, but may also include other kinds of outcome indicating value such as a pass/fail result of the conditional instruction. By using this algorithm, the amount of trace data is reduced because the outcome indicating value is included for the first conditional instruction following an update of the condition of the processing circuitry, but is not included for subsequent instructions for which the processing outcome can be determined using trace data generated for a previous instruction.

Viewed from another aspect, the present invention provides processing apparatus comprising:

processing means for performing processing operations in response to program instructions; and

trace means for generating trace data elements indicative of said processing operations performed by said processing means in response to said program instructions; wherein:
said processing means is responsive to at least one conditional instruction to perform a conditional operation in dependence on a condition of said processing means;
said trace means is configured to store a control flag having a first state and a second state;
said trace means is responsive to an update of said condition of said processing means to place said control flag in said first state; and
said trace means is responsive to said processing means processing one of said at least one conditional instruction to: (a) determine whether said control flag is in said first state; and (b) if said control flag is in said first state, generate a trace data element including an outcome indicating value for providing information on a processing outcome of said at least one conditional instruction, and place said control flag in said second state.

Viewed from another aspect, the present invention provides a method of data processing comprising steps of:
in response to program instructions, performing processing operations using a processing apparatus, said performing processing operations including performing, in response to at least one conditional instruction, a conditional operation in dependence on a condition of said processing circuitry; and
generating trace data elements indicative of said processing operations, said trace data elements being generated in dependence on a control flag having a first state and a second state;
wherein said step of generating trace data elements includes:
in response to an update of said condition of said processing circuitry, placing said control flag in said first state; and
in response to processing of one of said at least one conditional instruction, (a) determining whether said control flag is in said first state; and (b) if said control flag is in said first state, generating a trace data element including an outcome indicating value for providing information on a processing outcome of said at least one conditional instruction, and placing said control flag in said second state.

Further aspects, embodiments and features of the present technique will be apparent from the following description and the accompanying drawings in which:
18

BRIEF DESCRIPTION OF THE DRAWINGS

Figure 1 schematically illustrates a processing apparatus, trace circuit and diagnostic apparatus;

Figure 2 illustrates examples of condition flags and condition states used in the processors designed by ARM Limited of Cambridge, UK;

Figure 3 illustrates an example of identifiers for identifying particular sets of values of the condition flags;

Figure 4 illustrates a method of tracing the values of condition flags upon execution of a condition updating instruction;

Figure 5 illustrates a corresponding method of analysing trace data generated in the method of Figure 4;

Figure 6 illustrates an example of a trace stream generated in the method of Figure 4 and an example of the analysis of the trace stream according to the method of Figure 5;

Figure 7 illustrates an example of a sequence of program instructions in which multiple condition updating instructions occur in succession without any intervening conditional instructions;

Figure 8 illustrates a method of tracing the values of the condition flags upon execution of a conditional instruction;

Figure 9 illustrates a corresponding method of analysing trace data produced in the method of Figure 8;

Figure 10 illustrates an example of a trace stream generated in the method of Figure 8 and an example of the analysis of the trace stream according to the method of Figure 9;

Figure 11 illustrates a method of tracing the values of at least a required subset of condition flags upon execution of a conditional instruction;

Figure 12 illustrates a corresponding method of analysing trace data generated in the method of Figure 11; and

Figure 13 illustrates an example of generating a trace stream using the method of Figure 11 and an example of analysing the trace stream using the method of Figure 12.

DESCRIPTION OF EMBODIMENTS

Figure 1 illustrates a processing apparatus 2 comprising a processing circuit 4 for performing processing operations in response to program instructions. The processing apparatus 2 is provided with a memory system 8 which comprises one or more cache units or
memory units for storing program instructions to be executed by the processing circuit 4 and/or data to be processed by the processing circuit 4.

The processing apparatus 2 includes a trace circuit 6 for monitoring the processing operations performed by the processing circuit 4. The trace circuit 6 generates trace data elements indicating characteristics of the processing operations performed by the processing circuit 4. The trace circuit 6 outputs the generated trace data elements over an output port 10. The trace circuit 6 need not be implemented on the same integrated circuit as processing circuit 4 and in some embodiments may be provided as a separate trace unit.

A diagnostic apparatus 12 is provided for analysing the trace data elements generated by the trace circuit 6. The diagnostic apparatus 12 receives the trace data elements over an input port 14. The diagnostic apparatus 12 also receives an indication of which program instructions were executed by the processing circuit 4. This indication may be provided by the trace circuit 6 indicating in the trace stream which instructions were executed. Alternatively, the diagnostic apparatus 12 may be provided with an address indicating the location within the memory system 8 of the first program instruction that was executed by the processing circuit 4. The diagnostic apparatus 12 may also be provided with a memory (not illustrated in Figure 1) for storing a corresponding copy of the program that was executed by the processing circuit 4. The diagnostic apparatus 12 analyses step-by-step the instructions that were executed by the processing circuit 4, and determines processing outcomes of the instructions based on the information included in the stream of trace data elements.

The trace data elements need not be output directly from the trace circuit 6 to the diagnostic apparatus 12 but may be, for example, stored in a memory or other storage device and then accessed from the storage device by the diagnostic apparatus 12 when desired. The diagnostic apparatus 12 may be, for example, a general purpose computer programmed to execute a trace analysis method.

The processing apparatus 2 has a storage location, for example a condition status register (CPSR) 20, for storing one or more condition flags 22 indicating respective conditions of the processing apparatus 2. In the processors designed by ARM Limited of Cambridge, UK, the condition flags 22 may include NZCV (Negative, Zero, Carry, oVerflow) flags for
indicating whether a processing result is negative, zero, required a carry, or caused an overflow. Figure 2 illustrates various condition states which can be indicated by different combinations of the condition flags 22 in the condition status register 20.

It will be appreciated that the storage location for storing the condition flags 22 need not be a condition status register 20 but may also be a storage location within the memory system 8, or any other kind of storage location.

The processing circuit 4 may be responsive to at least one condition updating instruction to update one or more of the condition flags 22 in the condition status register 20. For example, a compare instruction may compare two data values and update the flags in dependence on the comparison, for example to indicate whether the values were equal or whether one value was less than or greater than the other value. Any instruction which causes the condition flags 22 to be updated may be considered to be a condition updating instruction.

For example, in the ARM instruction set architecture, the TST, TEQ, CMP and CMN instructions are examples of condition updating instructions.

The processing circuit 4 may also be responsive to at least one conditional instruction which is associated with a given condition. When a conditional instruction is executed, then the values of the condition flags 22 are compared with the given condition. If the condition flags 22 satisfy the condition, then an associated processing operation is performed. If the condition is not satisfied, then the associated processing operation is not performed (alternatively, for some kinds of conditional instruction a different processing operation to the associated processing operation may be performed if the condition is not satisfied).

For example, a conditional add instruction ADDEQ is associated with the EQ condition. Figure 2 indicates that the EQ condition is satisfied if the Z flag is set. When the conditional add instruction ADDEQ is executed, then if the Z flag is set then the associated add operation will be performed, while if the Z flag is not set then the add operation will not be performed.

The processing outcome of the conditional instruction cannot be determined from the instruction stream alone, since the instruction stream contains no information for determining
whether the condition was satisfied. Therefore, the trace circuit 6 is responsive to at least one selected instruction to generate a trace data element including a traced condition value indicative of the values of the condition flags 22. The diagnostic apparatus 12 can use the traced condition value included in the trace data element to determine whether the condition was satisfied, and therefore can determine the processing outcome of the corresponding conditional instruction.

The trace circuit 6 maintains one or more control flags 26 for monitoring whether or not the values of the condition flags 22 have been traced. The trace circuit 6 may select whether or not to trace the condition flag values on execution of a given instruction based on the current values of the one or more control flags 26. In one embodiment, the trace circuit 6 includes a single control flag 26 (see the embodiment of Figures 8-10 as described below), while in another embodiment the trace circuit 6 includes multiple control flags 26 each corresponding to one of the condition flags 22 (see the embodiment described below with respect to Figures 11-13).

The diagnostic circuit 16 maintains a corresponding set of control flags 28, which are used in a corresponding way to the control flags 26 of the trace circuit 6 to determine whether or not a trace data element including a traced condition value is expected to be provided in the trace stream for a given program instruction.

The traced condition value within the trace data elements may be indicated in different ways. In one example, the trace circuit 6 may include the actual values of at least a subset of the condition flags 22 in the trace data element. Where a conditional instruction is dependent on only a subset of the condition flags 22, then the trace circuit 6 may include just the relevant subset of condition flag values, or may include all of the condition flags 22.

Alternatively, the trace circuit 6 may include in the trace data element an identifying code indicating a particular combination of values of the condition flags 22. This may provide an efficient encoding if some combinations of condition values are more common than others. For example, Figure 3 shows an example in which a 2-bit identifier is used for three of the condition states (for example the state in which the C flag is set, the state in which the N flag is set, and the state in which the Z and C flags are set). A 4-bit identifier is then used for three
more of the different condition states. If one of the other combinations of condition flag values is required then a separate indication of the current condition flag values may be provided in the trace data element, using a different encoding to the scheme shown in Figure 3.

It will be appreciated that the encoding of the identifiers, and the selection of which condition states are represented by a particular identifier, is only an example. Nevertheless, this example demonstrates that the total amount of trace data can be reduced by allocating the identifiers having the fewest bits to the condition states which arise most frequently. For example, if the processing apparatus 2 is in one of the three condition states having a 2-bit identifier for 70% of the time, in one of the three states having a 4-bit identifier for 29% of the time, and in one of the other states for 1% of the time (and those other states are represented by an 8-bit identifier, say), then the average number of bits used to identify the current condition state would be 2*0.7 + 4*0.29 + 8*0.01 = 2.64 (the asterisk * indicates a multiply sign). Hence, the average number of bits included in the trace stream to indicate the current condition state would be less than the 4 bits that would be used if the trace data element simply included the current values of the condition flags.

The trace circuit 6 may trace the values of the condition flags 22 at different instructions of the program being executed by the processing circuit 4. The trace circuit 6 may select one or more selected instructions for triggering generation of a trace data element including condition flag indicating values. The selected instruction may be a conditional instruction, but may also be another instruction.

For example, Figures 4-6 show an example in which a trace data element including a traced conditional value is generated upon execution of a condition updating instruction. Figure 4 shows a method of generating trace data in response to operations of the processing circuit 4. At step 40, the processing circuit 4 processes a next instruction of the program being executed, and the trace circuit 6 monitors the processing of that instruction by the processing circuit 4. At step 42, the trace circuit 6 determines whether or not the instruction being executed by the processing circuit 4 is a condition updating instruction. If the instruction is a condition updating instruction, then at step 44 the trace circuit 6 generates and outputs a trace data element including a traced condition value indicating the updated value of the condition
flags 22 resulting from execution of the condition updating instruction. On the other hand, if
the instruction was not a condition updating instruction then step 44 is omitted. At step 46, it
is determined whether or not there is another instruction to be processed by the processing
circuit 4. If there is another instruction, then the method returns to step 40, while otherwise if
there are no instructions left then the method ends at step 48.

Figure 5 illustrates a corresponding diagnostic method for analysing the trace stream
produced by the trace circuit 6 using the method of Figure 4. The diagnostic apparatus 12
receives an indication of which instructions were executed by the processing circuit 4. At step
50, the diagnostic circuit 16 analyses a next instruction indicated as being executed by the
processing circuit 4. At step 52, the diagnostic circuit 16 determines whether or not the next
instruction is a conditional instruction. If the instruction is a conditional instruction, then at
step 54 the diagnostic circuit 16 locates in the trace data stream a trace data element associated
with the most recent condition updating instruction that was indicated in the indication of
program instructions. At step 56 the diagnostic circuit 16 determines the processing outcome
of the conditional instruction based on the traced condition value included in the located trace
data element. For example, the diagnostic circuit 16 can use the traced condition value to
determine whether or not the condition associated with the conditional instruction was
satisfied and accordingly whether or not the associated operation was performed or not. If at
step 52 the next instruction was determined not to be a conditional instruction then steps 54
and 56 are omitted. At step 58, it is determined whether or not there is another instruction to
be analysed. If there is another instruction, then the method returns to step 50, while if there
are no more instructions then the method ends at step 60.

Figure 6 illustrates an example of the generation of a trace stream according to the
method of Figure 4 and the analysis of the trace stream according to the method of Figure 5.
Figure 6 shows a set of program instructions that were executed by the processing circuit 4.
When a branch instruction is executed then a trace data element is generated indicating
whether or not the branch was taken. When a condition updating instruction (e.g. CMP) is
encountered, then according to step 44 of Figure 4 a trace data element is generated including
a traced condition value CPSR. When analysing the trace stream, then the diagnostic
apparatus can use the traced condition value to determine the processing outcomes of any
following conditional instructions (for example, the instructions MOVNE, MOVEQ, and ADDHI shown in Figure 6).

Some instructions may be both a condition updating instruction and a conditional instruction. For example, the program instruction at memory location 2100 in Figure 6 is a conditional compare instruction CCMPNE for controlling the processing circuit 4 to determine whether or not the current values of the condition flags 22 satisfy the not equal (NE) condition (see Figure 2). If the not equal condition is satisfied, then the processing circuit 4 performs a comparison operation and updates the condition flags 22 based on the comparison result. As the CCMPNE instruction is a conditional instruction, then the diagnostic circuit 16 determines the processing outcome of the CCMPNE instruction based on the traced condition value included in the trace stream at the most recent update of the condition flags (i.e. the CPSR value included for the compare instruction CMP at memory location 2000). If the NE condition is satisfied upon execution of the CCMPNE instruction, then the CCMPNE instruction is also a condition updating instruction and so the trace circuit 6 generates a trace data element for instruction CCMPNE including a traced condition value indicating the updated values of the condition flags 22. This trace data element can be used for determining the outcomes of any subsequent conditional instructions.

Alternatively, in some examples the CCMPNE instruction may be considered as a condition updating instruction regardless of whether the NE condition was satisfied, and thus a trace data element indicating the values of the condition flags could always be generated for the CCMPNE instruction. This could be useful if the NE condition has not yet been calculated at the time of tracing.

The technique shown in Figures 4-6 can be useful when a single condition updating instruction is followed by a chain of conditional instructions all dependent on the same set of condition values, because in this case a small amount of trace data is sufficient to determine the outcomes of several following instructions.

However, in some situations there may be many condition updating instructions which occur in succession without any intervening conditional instructions which use the updated values of condition flags. For example, in Figure 7 a sequence of program instructions
includes a number of compare CMP and bit test TST instructions which result in a condition flag update, but the first four of these instructions update the flags without those updated values ever being used by a conditional instruction. In such a situation it can be more efficient to generate the trace data element including the traced condition value upon execution of a conditional instruction (for example, as described below with reference to Figures 8-10 and 11-13). In the example shown in Figure 7 then the trace data element could be generated when the conditional instruction MOVNE is executed, rather than on each condition update.

It will be appreciated that a mixture of these techniques may be possible and so some trace units may generate traced condition values both on execution of a condition updating instruction and on execution of a conditional instruction.

Figure 8 shows a trace method in which the condition flags 22 are traced on execution of a conditional instruction. In this embodiment, the trace circuit 6 maintains a control flag 26 for determining whether or not to trace the values of the condition flags 22. The control flag 26 has a "clear" state and a "set" state (for example, the "clear" state may be the control flag 26 having a 0 value and the "set" state may be the control flag 26 having a 1 value, or vice versa).

At step 70 of Figure 8, the trace circuit 6 monitors the processing circuit 4 executing a next instruction. At step 72, the trace circuit 6 determines whether or not that instruction is a conditional instruction. If the instruction is a conditional instruction, then at step 74 the trace circuit 6 determines whether or not the control flag is clear. If the control flag is clear, then at step 76 the trace circuit 6 generates and outputs a trace data element including a traced condition value which indicates the current state of the condition status register 20. Then, at step 78 the control flag is set. On the other hand, if at step 74 the control flag was set, then steps 76 and 78 are omitted. If at step 72 the instruction was determined not to be a conditional instruction, then steps 74 to 78 are omitted.

Then, at step 80, it is determined whether or not the next instruction is a condition updating instruction. Note that some instructions may be both a conditional instruction and a condition updating instruction. If the instruction is a condition updating instruction, then at step 82 the control flag is cleared. Otherwise, step 82 is omitted. Then at step 84, it is
determined whether or not there is another instruction to be processed by the processing circuit.

4. If there is another instruction, then the method returns to step 70. If there are no more
instructions, then the method ends at step 86.

5. Some pseudocode for implementing the method of Figure 8 is indicated below (the

   term "marker" indicates the control flag 26):

   On an instruction:

   If instruction is conditional:
"   If marker is clear:
   Trace the CPSR
   Set marker
"   If instruction updates the CPSR:
   Clear marker

15. The method of Figure 8 helps to reduce the amount of trace data since the trace circuit
6 generates a trace data element including a traced condition value on the first conditional
instruction which occurs following a condition updating instruction. For subsequent
conditional instructions then there is no need to trace the condition value because a previous
conditional instruction already has an associated trace data element which contains
information indicating the state of the condition flags 22.

Figure 9 shows a corresponding diagnostic method for analysing the trace stream
produced in the method of Figure 8. The diagnostic apparatus 12 has a control flag 28 having
"clear" and "set" states corresponding to the states of the control flag 26 of the trace circuit 6.

At step 100, the diagnostic circuit 16 analyses the next instruction included in the indication of
the program instructions processed by the processing circuit 4. At step 102, it is determined
whether or not there is an indication of a conditional instruction. If the instruction is a
conditional instruction, then at step 104 it is determined whether or not the diagnostic control
flag 28 is clear. If the diagnostic control flag is clear, then at step 106 the diagnostic circuit 16
locates an associated trace data element for that conditional instruction and at step 108
determines a processing outcome of the conditional instruction based on the traced condition
value included in the associated trace data element. At step 110, the diagnostic control flag is
placed in the "set" state.
On the other hand, if at step 104 the diagnostic control flag was not clear, then the method proceeds to step 112 at which a further trace data element is located by the diagnostic circuit 16. The further trace data element is a data element associated with a previously analysed conditional instruction. At step 114, the diagnostic circuit 16 determines the processing outcome of the currently analysed conditional instruction based on the traced condition value included in the further trace data element generated for the previously analysed conditional instruction. If at step 102, the instruction was determined not to be a conditional instruction, then steps 104 to 114 are omitted.

Then, at step 116 it is determined whether or not the instruction being analysed is a condition updating instruction. The instruction may be both a conditional instruction and a condition updating instruction. If the instruction is a condition updating instruction then at step 118 the diagnostic control flag 28 is cleared, while if the instruction is not a condition updating instruction then step 118 is omitted. At step 120, it is determined whether or not there is another instruction to be analysed. If there is another instruction, then the method returns to step 100, while otherwise the method ends at step 122.

Thus, the diagnostic circuit uses a diagnostic control flag 28 corresponding to the control flag 26 of the trace circuit 6 to determine whether or not an associated trace data element is expected to be included in the trace stream for a given conditional instruction. If there is such an associated trace data element then the processing outcome of the conditional instruction can be determined based on the traced condition value included in the associated trace data element. If there is no associated trace data element, then there will be a trace data element associated with a previous conditional instruction that will contain a traced condition value enabling the processing outcome of the current conditional instruction to be determined. When a condition updating instruction is encountered, then the diagnostic control flag 28 is cleared to indicate that the next conditional instruction will be expected to have an associated trace data element.

Figure 10 illustrates an example of the application of the method of Figures 8 and 9 to the stream of program instructions shown in Figure 6. Again, the branch taken result of the branch instruction at memory location 1600 is traced. In response to execution of the
condition updating instruction CMP stored at memory location 2000, then the trace circuit 6, according to step 82 of Figure 8, clears its control flag 26. In a similar way, when the diagnostic circuit 16 analyses the instructions then it will respond to an indication of the condition updating instruction CMP by clearing its diagnostic control flag 28, according to step 118 of Figure 9.

When the trace circuit 6 encounters the conditional instruction MOVNE stored at memory location 2004, then the trace circuit 6 determines that the control flag 26 is currently in the cleared state, and so at step 76 of Figure 8 a trace data element is generated including a traced condition value CPSR. The control flag is then set, according to step 78 of Figure 8. In a corresponding way, when analysing the instructions, the diagnostic circuit 16 will detect an indication of the conditional instruction MOVNE at memory location 2004 and will then respond to the diagnostic control flag 28 being clear by locating the associated trace data element in the trace stream and determining the processing outcome of the MOVNE instruction based on the traced condition value included in the trace data element. The diagnostic circuit 16 then sets the diagnostic control flag 28 at step 110 of Figure 9.

Then, for subsequent conditional instructions at memory locations 2008 and 200C, the trace circuit 6 detects that the control flag 26 is in the set state, and so does not generate a corresponding trace data element. In a corresponding way, the diagnostic circuit 16 detects that the diagnostic control flag 28 is in the set state, and so following steps 112 and 114 of Figure 9 locates the trace data element associated with the previous conditional instruction stored at memory location 2004. The diagnostic circuit 16 determines the processing outcome of the instructions at memory locations 2008 and 200C based on the previous trace data element for the instruction at memory location 2004.

In this way, a trace stream can be generated in which the first conditional instruction to be executed following an update of the condition flags 22 triggers generation of a trace data element including a traced condition value.

Figures 11-13 show an embodiment in which the trace circuit 6 monitors which condition flags 22 have already been traced, and when generating a trace data element for a conditional instruction traces the additional condition flags required by that conditional
instruction which have not already been traced. This method makes use of a plurality of control flags 26 each corresponding to a respective one of the condition flags 22. Each control flag 26 has a "clear" state and a "set" state. The diagnostic circuit 16 has a corresponding group of diagnostic control flags 28 also having a "clear" state and a "set" state.

Figure 11 illustrates a method of tracing the operations of the processing circuit 4. At step 140, the processing circuit 4 executes a next instruction and the execution of this instruction is monitored by the trace circuit 6. At step 142, it is determined whether or not the instruction is a conditional instruction. If the instruction is a conditional instruction, then at step 144 the trace circuit 6 determines the subset of the condition flags 22 that is required for determining the outcome of the conditional instruction. For example, for each condition shown in Figure 2, the corresponding flags indicated in the table are the required subset of condition flags. The HI condition, for example, requires the C and Z flags.

At step 146, the trace circuit 6 determines whether any of the control flags 26 corresponding to the required subset of condition flags 22 are clear. If none of the control flags corresponding to the required subset of condition flags are clear, then the method proceeds to step 152. If any one or more of the control flags that correspond to the required subset of condition flags are clear, then at step 148 the trace circuit 6 generates and outputs a trace data element including a traced condition value which indicates at least the condition flags 22 of the required subset for which the corresponding control flags 26 are clear. Optionally, the trace condition value may also indicate other condition flags, or may indicate all of the condition flags 22. Then, at step 150, the trace circuit 6 sets the control flags corresponding to the condition flags that were indicated in the traced condition value. If at step 142, the instruction was determined not to be a conditional instruction then steps 144 to 150 are omitted.

At step 152, the trace circuit 6 determines whether or not the instruction being executed by the processing circuit 4 is a condition updating instruction. If the instruction is a condition updating instruction then at step 154 the trace circuit 6 clears at least the control flags 26 corresponding to condition flags 22 that are updated as a result of the condition updating instruction. Optionally, at step 154 the trace circuit 6 may also clear other control flags 26, or may clear all of the control flags 26. If the instruction is not a condition updating
instruction then step 154 is omitted. At step 156, it is determined whether or not there is another instruction to be processed by the processing circuit 4. If there is such an instruction, then the method returns to step 140. Otherwise, the method ends at step 158.

Pseudocode for implementing the method of Figure 11 is indicated below (the term "markers" refers to the control flags 26):

On an instruction:

If instruction is conditional:

If any markers for flags required by this instruction are clear:

Trace at least the flags required
Set markers for the required flags

If instruction updates the CPSR:

Clear at least the markers for updated flags

Alternatively, the following pseudocode could be used to implement the method of Figure 11:

On an instruction:

If instruction is conditional:

If any markers for flags required by this instruction are clear:

Trace at least the flags required
Set markers for the traced flags

If instruction updates the CPSR:

Clear at least the markers for updated flags

Figure 12 shows a method of analysing the trace stream generated by the method of Figure 11. At step 160, the diagnostic circuit 16 analyses a next instruction indicated in the indication of the instructions executed by the processing circuit 4. If at step 162 it is
determined that the next instruction is a conditional instruction, then at step 164 the diagnostic circuit 16 determines the required subset of condition flags for that instruction and determines whether the corresponding diagnostic control flags 28 to the required subset of condition flags are clear or set. At step 166, if step 164 determined that any of the diagnostic control flags 28 corresponding to the required subset of condition flags were clear, then the diagnostic circuit 16 locates in the trace stream an associated trace data element including a first traced condition value. The first traced condition value indicates at least the values of the required subset of condition flags corresponding to clear diagnostic control flags 28. The diagnostic circuit 16 then sets the diagnostic control flags 28 that are clear and correspond to a condition flag 22 of the desired subset.

At step 168, if step 164 determined that any diagnostic control flags 28 corresponding to the required subset of condition flags were set, then the diagnostic circuit 16 locates at least one further trace data element for at least one previous conditional instruction. The further trace data element includes at least one further traced condition value indicating values of the condition flags corresponding to those diagnostic control flags that were set. Then, at step 170 the diagnostic circuit 16 analyses the first traced condition value and/or the at least one further traced condition value (depending on which traced condition values were accessed at steps 166 and 168) and then determines the processing outcome of the current conditional instruction based on those traced condition values. If at step 162 the instruction was determined not to be a conditional instruction, then steps 164 to 170 are omitted.

At step 172, the diagnostic circuit 16 determines whether or not the next indicated instruction is a condition updating instruction. If the next instruction is a condition updating instruction then at step 174 the diagnostic circuit 16 clears at least the diagnostic control flags 28 corresponding to condition flags 22 that were updated as a result of execution of the condition updating instruction (the diagnostic circuit 16 can determine which condition flags 22 were updated based on a deduced processing outcome of the condition updating instruction). Optionally, at step 174 the diagnostic circuit 16 may also clear other of the diagnostic control flags 28, or may clear all of the diagnostic control flags 28. If at step 172 the next instruction is not a condition updating instruction, then step 174 is omitted. At step 176, it is determined whether or not there is another instruction to be analysed. If there is
another instruction then the method returns to step 160 while otherwise the method ends at step 178.

Figure 13 illustrates an example of the application of the method of Figures 11 and 12 to the stream of program instructions illustrated previously. In this example, it is assumed that all control flags 26 and diagnostic control flags 28 are cleared in response to a condition updating instruction, but as mentioned above it is also possible to provide an embodiment in which the trace circuit 6 and diagnostic circuit 16 clear only the control flags 26, 28 corresponding to condition flags 22 that have been updated.

In Figure 13, a branch taken result is indicated in the trace data element generated for a branch instruction. The branch taken result can be used by the diagnostic circuit 16 to determine which instructions were executed by the processing circuit 4.

On encountering a condition updating instruction CMP at memory location 2000, the trace circuit 6 clears all the control flags 26. Similarly, when the diagnostic circuit 16 encounters the condition updating instruction CMP then it clears all of its diagnostic control flags 28.

On execution of a conditional instruction MOVNE at memory location 2004, the trace circuit 6 determines that for the "not equal" condition NE the required subset of condition flags is the Z flag (see Figure 2). At step 146 of Figure 11, the trace circuit 6 determines that the control flag 26 corresponding to the Z condition flag is clear and so at step 148 generates a trace data element including a traced condition value indicating the value of at least the Z flag. The control flag corresponding to the Z flag is then set at step 150 of Figure 11.

In a corresponding way, when analysing the trace stream the diagnostic circuit 16 encounters the conditional instruction MOVNE at memory location 2004 and determines that the required subset of condition flags is the Z flag. At this point, the diagnostic control flag 28 corresponding to the Z condition flag is clear and so the diagnostic circuit 16 determines that there is an associated trace data element corresponding to the MOVNE instruction. The diagnostic circuit 16 locates the associated trace data element, which includes a traced condition value indicating a value of the Z flag. The diagnostic circuit 16 determines the
processing outcome based on the traced condition value for the MOVNE instruction stored at memory location 2004. The diagnostic circuit 16 then sets the diagnostic control flag 28 corresponding to the Z flag.

When the trace circuit 6 encounters the conditional instruction MOVEQ stored at memory location 2008, the trace circuit 6 determines that the required subset of flags for determining whether the "equals" condition EQ is satisfied is again the Z flag (see Figure 2). At step 146 of Figure 11, the trace circuit 6 determines that the control flag corresponding to the Z flag is set and so omits steps 148 and 150 of Figure 11 and does not generate a trace data element including a traced condition value. On analysing the trace stream, the diagnostic circuit 16 can similarly detect that the diagnostic control flag 28 corresponding to the Z flag is set. Therefore, the diagnostic circuit 16 will at step 168 of Figure 12 locate the trace data element for the previous conditional instruction MOVNE stored at memory location 2004, and determine the outcome of the MOVEQ instruction based on the traced condition value included in the trace data element for the MOVNE instruction.

At memory location 200C there is a conditional add instruction ADDHI which is dependent on the HI condition. When this instruction is executed, the trace circuit 6 determines that the required subset of condition flags is the C flag and the Z flag (see Figure 2). The trace circuit 6 determines the status of the corresponding control flags 26 corresponding to the C and Z flags, and determines that the control flag 26 corresponding to the Z condition flag is set, but the control flag 26 corresponding to the C condition flag is still clear. Therefore, at step 148 of Figure 11, the trace circuit 6 generates a trace data element including at least the value indicating the C flag. The control flag 26 corresponding to the C condition flag is then set.

On analysing the trace stream, the diagnostic apparatus 12 detects that the required subset of condition flags for the ADDHI instruction at memory location 200C is the C and Z flags. Since the diagnostic control flag 28 corresponding to the C flag is clear, at step 166 the diagnostic circuit 16 will locate in the trace stream a trace data element associated with the ADDHI instruction that indicates the C flag value. At step 168 of Figure 12, the diagnostic circuit 16 will also locate a further trace data element, because the diagnostic control flag 28 for the Z condition flag was set at step 164. In this example, the further trace data element is
the trace data element generated for the MOVNE instruction at memory location 2004. At step 170 of Figure 12, the diagnostic circuit 16 determines a processing outcome of the ADDHI instruction based on both the traced condition value included in the trace data element for the MOVNE instruction at memory location 2004 and the trace condition value included in the trace data element for the ADDHI instruction at memory location 200C.

In a similar way, the trace circuit 6 generates trace data and the diagnostic circuit 16 analyses the trace data for the subsequent instructions shown in Figure 13.

While the above embodiments have described the control flags 26 and diagnostic control flags 28 being cleared when the condition flags 22 are updated, other events may also trigger the control flags 26 or diagnostic control flags 28 to be cleared. For example, an exception event may cause the control flags to be cleared. If the exception handler triggered by the exception event is being traced by the trace circuit 6, then clearing the control flags 26 on occurrence of an exception event ensures that the condition flags 22 will be traced on initiation of the exception handler. Alternatively, if the exception handler is not being traced, then clearing the control flags 26 on occurrence of the exception event can ensure that the condition flags 22 will be traced following a return from exception handling.

Also, the trace circuit 6 may periodically clear the control flags, so that a traced condition value is included periodically in the trace stream to provide a reference point for the diagnostic apparatus 12. The diagnostic circuit 16 can begin analysing the trace data at the reference point, since the traced condition value included at the reference point enables the state of the condition flags to be determined without requiring information from previous trace data elements. This is useful since the diagnostic circuit 16 is able to jump directly to a region of the trace stream of interest rather than having to work through the entire trace stream to reach the region of interest.

Also, to improve processing performance some processors may perform speculative execution of instructions before it is known whether or not that instruction should actually be executed. Sometimes, one or more speculatively executed instructions should not in fact have been executed. On detecting a mis-speculation, the processor may reverse the results of any incorrectly executed instruction to recover the processor state arising before execution of the
incorrectly executed instruction. It may be unknown to the trace circuit 6 how many instructions were incorrectly executed. To ensure that the condition flag values resulting from correction of the mis-speculation can be determined from the trace stream, the trace circuit 6 may clear the control flags 26 on detection of a mis-speculation.

For any of these events, the trace circuit 6 may include in the trace stream information indicating that the control flags 26 have been cleared. The diagnostic circuit 16 may respond to this information by clearing the diagnostic control flags 28.

Figures 8-13 illustrate embodiments in which a traced condition value indicating values of the condition flags 22 is included in the trace stream to enable the outcome of a conditional instruction to be determined by the diagnostic apparatus 12. However, these techniques may also be applied to embodiments where another kind of outcome indicating value (for instance, a pass/fail result) is included in the trace stream to enable the outcome of the conditional instruction to be determined.

Although illustrative embodiments of the invention have been described in detail herein, with reference to the accompanying drawings, it is to be understood that the invention is not limited to those precise embodiments, and that various changes and modifications can be made by one skilled in the art without departing from the scope of the invention that is defined by the appended claims.
CLAIMS

1. A processing apparatus comprising:
   processing circuitry configured to perform processing operations in response to
   program instructions;
   a condition status storage location configured to store at least one condition flag
   indicating a condition of said processing circuitry; and
   trace circuitry configured to generate trace data elements indicative of said processing
   operations performed by said processing circuitry in response to said program instructions;

   wherein:
   said processing circuitry is responsive to at least one conditional instruction to perform
   a conditional operation in dependence on a current value of a subset of said at least one
   condition flag; and
   said trace circuitry is configured, in response to said processing circuitry processing at
   least one selected instruction, to generate a trace data element including a traced condition
   value indicative of at least said subset of said at least one condition flag, said traced condition
   value providing information for determining a processing outcome of said at least one
   conditional instruction.

2. The processing apparatus according to claim 1, wherein said traced condition value
   comprises an identifier identifying a value of at least said subset of said at least one condition
   flag.

3. The processing apparatus according to claim 1, wherein said traced condition value
   comprises a value of at least said subset of said at least one condition flag.

4. The processing apparatus according to any preceding claim, wherein
   said processing circuitry is responsive to at least one condition updating instruction to
   perform an associated processing operation and update said at least one condition flag in
   dependence on a processing outcome of said associated processing operation; and
   said at least one selected instruction comprises said at least one condition updating
   instruction.
5. The processing apparatus according to claim 4, wherein said trace circuitry is configured, in response to said processing circuitry processing one of said at least one condition updating instruction, to generate said trace data element with said traced condition value being indicative of an updated value of said at least one condition flag resulting from processing of said one of said at least one condition updating instruction.

6. The processing apparatus according to any preceding claim, wherein said at least one selected instruction includes at least one of said at least one conditional instruction.

7. The processing apparatus according to claim 6, wherein said trace circuitry is configured, in response to said processing circuitry processing said at least one of said at least one conditional instruction, to generate said trace data element with said traced condition value being indicative of the current value of at least said subset of said at least one condition flag at the time of processing said at least one of said at least one conditional instruction.

8. The processing apparatus according to any preceding claim, wherein said at least one selected instruction comprises a first conditional instruction processed after an update of said at least one condition flag.

9. The processing apparatus according to any preceding claim, wherein said trace circuitry is configured to select which of said program instructions are included in said at least one selected instruction for triggering generation of said trace data element including said traced condition value.

10. The processing apparatus according to any preceding claim, wherein said trace circuitry is configured to store a control flag, said trace circuitry being responsive to said control flag to select whether or not to generate for a given program instruction said trace data element including said traced condition value.

11. The processing apparatus according to claim 10, wherein said control flag has a first state and a second state;

    said trace circuitry is responsive to an update of said at least one condition flag to place said control flag in said first state; and
said trace circuitry is responsive to said processing circuitry processing a conditional instruction to:

(a) determine whether said control flag is in said first state; and

(b) if said control flag is in said first state, generate a trace data element including said traced condition value and place said control flag in said second state.

12. The processing apparatus according to any preceding claim, wherein said condition status storage location is configured to store a plurality of condition flags corresponding to respective conditions of said processing circuitry.

13. The processing apparatus according to claim 12, wherein said conditional operation is dependent on current values of a subset of said plurality of condition flags, and said trace circuitry is configured to generate said trace data element with said traced condition value being indicative of said subset of said plurality of condition flags.

14. The processing apparatus according to claim 12, wherein said trace circuitry is configured to generate said trace data element with said traced condition value being indicative of all of said plurality of condition flags.

15. The processing apparatus according to any of claims 12 to 14, wherein said trace circuitry is configured to store a plurality of control flags corresponding to said plurality of condition flags, said trace circuitry being responsive to each control flag to select whether or not to generate for a given program instruction a trace data element including a traced condition value indicative of the corresponding condition flag.

16. The processing apparatus according to claim 15, wherein said plurality of control flags each have a first state and a second state;

said trace circuitry is responsive to an update of any of said plurality of condition flags to place in said first state at least the control flags corresponding to condition flags that have been updated; and

said trace circuitry is responsive to said processing circuitry processing one of said at least one conditional instruction that is dependent on a required subset of condition flags to:
(a) determine whether any of the corresponding control flags corresponding to said required subset of condition flags are in said first state; and

(b) if any of said corresponding control flags are in said first state, generate a trace data element including a traced condition value indicative of at least the condition flags of said required subset whose corresponding control flags are in said first state, and to place said corresponding control flags in said second state.

17. The processing apparatus according to any preceding claim, wherein said conditional operation of said at least one conditional instruction is a non-branch operation.

18. A processing apparatus comprising:

processing means for performing processing operations in response to program instructions;

condition status storage means for storing at least one condition flag indicating a condition of said processing means; and

trace means for generating trace data elements indicative of said processing operations performed by said processing means in response to said program instructions; wherein:

said processing means is responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; and

said trace means is configured, in response to said processing means processing at least one selected instruction, to generate a trace data element including a traced condition value indicative of at least said subset of said at least one condition flag, said traced condition value providing information for determining a processing outcome of said at least one conditional instruction.

19. A trace unit for monitoring processing operations performed by a processing apparatus in response to program instructions, said processing apparatus comprising a condition status storage location configured to store at least one condition flag indicating a condition of said processing apparatus, said processing apparatus being responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; said trace unit comprising:
trace circuitry configured to generate trace data elements indicative of said processing operations performed by said processing apparatus in response to said program instructions; wherein:

said trace circuitry is configured, in response to said processing apparatus processing at least one selected instruction, to generate a trace data element including a traced condition value indicative of at least said subset of said at least one condition flag, said traced condition value providing information for determining a processing outcome of said at least one conditional instruction.

20. A trace unit for monitoring processing operations performed by a processing apparatus in response to program instructions, said processing apparatus comprising condition status storage means for storing at least one condition flag indicating a condition of said processing apparatus, said processing apparatus being responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; said trace unit comprising:

trace means for generating trace data elements indicative of said processing operations performed by said processing apparatus in response to said program instructions; wherein:

said trace means is configured, in response to said processing apparatus processing at least one selected instruction, to generate a trace data element including a traced condition value indicative of at least said subset of said at least one condition flag, said traced condition value providing information for determining a processing outcome of said at least one conditional instruction.

21. A diagnostic apparatus for analysing trace data indicative of processing operations performed by a processing apparatus in response to program instructions, said processing apparatus comprising a condition status storage location configured to store at least one condition flag indicating a condition of said processing apparatus, said processing apparatus being responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; said diagnostic apparatus comprising:

a trace input configured to receive trace data including at least one trace data element generated in response to said processing apparatus processing at least one selected instruction,
said at least one trace data element including a traced condition value indicative of at least said subset of said at least one condition flag; and

diagnostic circuitry configured to determine a processing outcome of said at least one conditional instruction in dependence on said traced condition value included in said at least one trace data element.

22. The diagnostic apparatus according to claim 21, wherein said at least one selected instruction comprises at least one condition updating instruction for controlling said processing apparatus to perform an associated processing operation and update said at least one condition flag in dependence on a processing outcome of said associated processing operation.

23. The diagnostic apparatus according to an of claims 21 and 22, wherein said at least one selected instruction comprises at least one of said at least one conditional instruction.

24. The diagnostic apparatus according to claim 23, wherein:
said diagnostic circuitry is configured to store a diagnostic control flag having a first state and a second state;
said trace input receives an indication of said program instructions processed by said processing apparatus;
said diagnostic circuitry is responsive to an indication of said processing apparatus updating said at least one condition flag to place said diagnostic control flag in said first state; and
said diagnostic circuitry is responsive to an indication of said processing apparatus processing a conditional instruction to:

(a) determine whether said diagnostic control flag is in said first state;

(b) if at step (a) said diagnostic control flag is in said first state, locate in said trace data an associated trace data element for said conditional instruction and determine said processing outcome of said conditional instruction in dependence on said traced condition value included in said associated trace data element, and place said diagnostic control flag in said second state; and

(c) if at step (a) said diagnostic control flag is in said second state, locate in said trace data a further trace data element associated with a previous conditional instruction, and
determine said processing outcome of said conditional instruction in dependence on said traced condition value included in said further trace data element.

25. The diagnostic apparatus according to claim 23, wherein:

said condition status storage location of said processing apparatus is configured to store a plurality of condition flags corresponding to respective conditions of said processing apparatus;
	said diagnostic circuitry is configured to store a plurality of diagnostic control flags corresponding to said plurality of condition flags, said plurality of diagnostic control flags each having a first state and a second state;
	said trace input receives an indication of said program instructions processed by said processing apparatus;
	said diagnostic circuitry is responsive to an indication of said processing apparatus updating any of said plurality of condition flags to place in said first state at least the control flags corresponding to condition flags that have been updated; and
	said diagnostic circuitry is responsive to an indication of said processing apparatus processing a condition instruction that is dependent on a required subset of condition flags to:

(a) determine whether any of the corresponding diagnostic control flags corresponding to said required subset of condition flags are in said first state;

(b) if at step (a) any of said corresponding diagnostic control flags are in said first state, locate in said trace data an associated trace data element for said conditional instruction, said associated trace data element including a first traced condition value indicative of at least the condition flags whose corresponding diagnostic control flags are in said first state, and place said corresponding diagnostic control flags in said second state;

(c) if at step (a) any of said corresponding diagnostic control flags are in said second state, locate in said trace data at least one further trace data element for at least one previous conditional instruction, said at least one further trace data element including at least one further traced condition value indicative of at least the condition flags whose corresponding diagnostic control flags are in said second state; and

(d) determine said processing outcome of said conditional instruction in dependence on at least one of said first traced condition value and said at least one further traced condition value.
26. A diagnostic apparatus for analysing trace data elements indicative of processing operations performed by a processing apparatus in response to program instructions, said processing apparatus comprising condition status storage means for storing at least one condition flag indicating a condition of said processing apparatus, said processing apparatus being responsive to at least one conditional instruction to perform a conditional operation in dependence on a current value of a subset of said at least one condition flag; said diagnostic apparatus comprising:

   input means for receiving a trace data element generated in response to said processing apparatus processing at least one selected instruction, said trace data element including a traced condition value indicative of at least said subset of said at least one condition flag; and

   diagnostic means for determining a processing outcome of said at least one conditional instruction in dependence on said traced condition value included in said trace data element for said at least one selected instruction.

27. A method of data processing comprising steps of:

   in response to program instructions, performing processing operations using a processing apparatus;

   storing at least one condition flag indicating a condition of said processing apparatus; and

   generating trace data elements indicative of said processing operations; wherein:

   said step of performing processing operations includes performing, in response to at least one conditional instruction, a conditional operation in dependence on a current value of a subset of said at least one condition flag; and

   said step of generating trace data elements includes generating, in response to at least one selected instruction, a trace data element including a traced condition value indicative of at least said subset of said at least one condition flag, said traced condition value providing information for determining a processing outcome of said at least one conditional instruction.

28. A method for analysing trace data elements indicative of processing operations performed by a processing apparatus in response to program instructions, said processing apparatus comprising a condition status storage location configured to store at least one condition flag indicating a condition of said processing apparatus, said processing apparatus being responsive to at least one conditional instruction to perform a conditional operation in
dependence on a current value of a subset of said at least one condition flag; said method comprising steps of:

receiving a trace data element generated in response to said processing apparatus processing at least one selected instruction, said trace data element including a traced condition value indicative of at least said subset of said at least one condition flag; and
determining a processing outcome of said at least one conditional instruction in dependence on said traced condition value included in said trace data element for said at least one selected instruction.

29. A non-transitory storage medium storing a computer program for controlling a computer to perform the method of claim 28.

30. A processing apparatus comprising:

processing circuitry configured to perform processing operations in response to program instructions; and

trace circuitry configured to generate trace data elements indicative of said processing operations performed by said processing circuitry in response to said program instructions; wherein:
said processing circuitry is responsive to at least one conditional instruction to perform a conditional operation in dependence on a condition of said processing circuitry;
said trace circuitry is configured to store a control flag having a first state and a second state;
said trace circuitry is responsive to an update of said condition of said processing circuitry to place said control flag in said first state; and

said trace circuitry is responsive to said processing circuitry processing one of said at least one conditional instruction to:

(a) determine whether said control flag is in said first state; and

(b) if said control flag is in said first state, generate a trace data element including an outcome indicating value for providing information on a processing outcome of said at least one conditional instruction and place said control flag in said second state.

31. A processing apparatus comprising:
processing means for performing processing operations in response to program instructions; and

trace means for generating trace data elements indicative of said processing operations performed by said processing means in response to said program instructions; wherein:

said processing means is responsive to at least one conditional instruction to perform a conditional operation in dependence on a condition of said processing means;

said trace means is configured to store a control flag having a first state and a second state;

said trace means is responsive to an update of said condition of said processing means to place said control flag in said first state; and

said trace means is responsive to said processing means processing one of said at least one conditional instruction to:

(a) determine whether said control flag is in said first state; and

(b) if said control flag is in said first state, generate a trace data element including an outcome indicating value for providing information on a processing outcome of said at least one conditional instruction, and place said control flag in said second state.

A method of data processing comprising steps of:

in response to program instructions, performing processing operations using a processing apparatus, said performing processing operations including performing, in response to at least one conditional instruction, a conditional operation in dependence on a condition of said processing circuitry; and

generating trace data elements indicative of said processing operations, said trace data elements being generated in dependence on a control flag having a first state and a second state; wherein said step of generating trace data elements includes:

in response to an update of said condition of said processing circuitry, placing said control flag in said first state; and

in response to processing of one of said at least one conditional instruction, (a) determining whether said control flag is in said first state; and (b) if said control flag is in said first state, generating a trace data element including an outcome indicating value for providing information on a processing outcome of said at least one conditional instruction, and placing said control flag in said second state.
33. A processing apparatus substantially as herein described with reference to the accompanying drawings.

34. A trace unit substantially as herein described with reference to the accompanying drawings.

35. A diagnostic apparatus substantially as herein described with reference to the accompanying drawings.

36. A method for data processing substantially as herein described with reference to the accompanying drawings.

37. A method for analysing trace data elements substantially as herein described with reference to the accompanying drawings.

38. A computer program substantially as herein described with reference to the accompanying drawings.
<table>
<thead>
<tr>
<th>Suffix</th>
<th>Flags</th>
<th>Meaning</th>
</tr>
</thead>
<tbody>
<tr>
<td>EQ</td>
<td>z set</td>
<td>Equal</td>
</tr>
<tr>
<td>NE</td>
<td>z clear</td>
<td>Not equal</td>
</tr>
<tr>
<td>CS or HS</td>
<td>c set</td>
<td>Higher or same (unsigned &gt;=)</td>
</tr>
<tr>
<td>CC or LO</td>
<td>c clear</td>
<td>Lower (unsigned &lt;)</td>
</tr>
<tr>
<td>MI</td>
<td>N set</td>
<td>Negative</td>
</tr>
<tr>
<td>PL</td>
<td>N clear</td>
<td>Positive or zero</td>
</tr>
<tr>
<td>VS</td>
<td>v set</td>
<td>Overflow</td>
</tr>
<tr>
<td>VC</td>
<td>v clear</td>
<td>No overflow</td>
</tr>
<tr>
<td>HI</td>
<td>c set and z clear</td>
<td>Higher (unsigned &gt;)</td>
</tr>
<tr>
<td>LS</td>
<td>c clear or z set</td>
<td>Lower or same (unsigned &lt;=)</td>
</tr>
<tr>
<td>GE</td>
<td>N and v the same</td>
<td>Signed &gt;=</td>
</tr>
<tr>
<td>LT</td>
<td>N and v differ</td>
<td>Signed &lt;</td>
</tr>
<tr>
<td>GT</td>
<td>z clear, N and v the same</td>
<td>Signed &gt;</td>
</tr>
<tr>
<td>LE</td>
<td>z set, N and v differ</td>
<td>Signed &lt;=</td>
</tr>
<tr>
<td>AL</td>
<td>Any</td>
<td>Always. This suffix is normally omitted.</td>
</tr>
<tr>
<td>CPSR identifier</td>
<td>Meaning</td>
<td></td>
</tr>
<tr>
<td>-----------------</td>
<td>----------------</td>
<td></td>
</tr>
<tr>
<td>00</td>
<td>C set</td>
<td></td>
</tr>
<tr>
<td>01</td>
<td>N set</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>Z and C set</td>
<td></td>
</tr>
<tr>
<td>0011</td>
<td>N and C set</td>
<td></td>
</tr>
<tr>
<td>0111</td>
<td>no flags set</td>
<td></td>
</tr>
<tr>
<td>1011</td>
<td>Z set</td>
<td></td>
</tr>
<tr>
<td>1111</td>
<td>null</td>
<td></td>
</tr>
</tbody>
</table>

FIG. 3
4. Trace:

- Trace next instruction

40.

- Condition updating instruction?

42.

  - Yes: Generate trace data element including traced condition value for updated condition flags

44.

  - Yes: Another instruction to be processed?

46.

  - No: END

48.

FIG. 4

5. Diagnostic analysis:

- Analyse next instruction

50.

- Conditional instruction?

52.

  - Yes: Locate trace data element for most recent condition updating instruction

54.

  - Determine processing outcome of conditional instruction based on traced condition value in trace data element

56.

  - Yes: Another instruction to be analysed?

58.

  - No: END

60.

FIG. 5
<table>
<thead>
<tr>
<th>Program instructions</th>
<th>Trace</th>
<th>Diagnostic interpretation</th>
</tr>
</thead>
<tbody>
<tr>
<td>1600 Branch (2000)</td>
<td>Branch taken</td>
<td>go to 2000</td>
</tr>
<tr>
<td>2000</td>
<td>CMP</td>
<td>use this CPSR for following conditionals</td>
</tr>
<tr>
<td>2004</td>
<td>MOV NE</td>
<td>determine outcome based on CPSR for 2000</td>
</tr>
<tr>
<td>2008</td>
<td>MOV EQ</td>
<td>determine outcome based on CPSR for 2000</td>
</tr>
<tr>
<td>200C</td>
<td>ADD HI</td>
<td>determine outcome based on CPSR for 2000</td>
</tr>
<tr>
<td>2100</td>
<td>CCMP NE</td>
<td>determine outcome based on CPSR for 2000, use new CPSR for following conditionals</td>
</tr>
<tr>
<td>2104</td>
<td>ADD EQ</td>
<td>determine outcome based on CPSR for 2100</td>
</tr>
</tbody>
</table>

FIG. 6

```
...
CMP
CMP
CMP
TST
CMP
MOV NE
...
```

FIG. 7
Trace

1. trace next instruction

2. conditional instruction?
   - yes
   - no

3. control flag clear?
   - yes
   - no

4. generate trace data element including traced condition value

5. set control flag

6. condition updating instruction?
   - yes
   - no

7. clear control flag

8. another instruction to be processed?
   - yes
   - no

END

FIG. 8
Diagnostic analysis

100 analyse next instruction

102 conditional instruction?

104 yes

106 diagnostic control flag clear?

108 no

106 locate associated trace data element

108 determine processing outcome of conditional instruction based on traced condition value of associated trace data element

110 set diagnostic control flag

112 yes

112 locate further trace data element associated with a previous conditional instruction

114 no

114 determine processing outcome of conditional instruction based on traced condition value of further trace data element

116 condition updating instruction?

118 yes

118 clear diagnostic control flag

120 another instruction to be analysed?

122 no

122 END

FIG. 9
<table>
<thead>
<tr>
<th>Program instructions</th>
<th>Trace</th>
<th>Control flag</th>
<th>Diagnostic interpretation</th>
</tr>
</thead>
<tbody>
<tr>
<td>1600</td>
<td>Branch (2000)</td>
<td>Branch taken</td>
<td>X</td>
</tr>
<tr>
<td>2000</td>
<td>CMP</td>
<td>clear to 0</td>
<td></td>
</tr>
<tr>
<td>2004</td>
<td>MOV NE</td>
<td>CPSR</td>
<td>set to 1</td>
</tr>
<tr>
<td>2008</td>
<td>MOV EQ</td>
<td>1</td>
<td>determine processing outcome based on CPSR for 2004</td>
</tr>
<tr>
<td>200C</td>
<td>ADD HI</td>
<td>1</td>
<td>determine processing outcome based on CPSR for 2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>2100</td>
<td>CCMP NE</td>
<td>clear to 0</td>
<td>determine processing outcome based on CPSR for 2004</td>
</tr>
<tr>
<td>2104</td>
<td>ADD EQ</td>
<td>CPSR</td>
<td>set to 1</td>
</tr>
</tbody>
</table>

FIG. 10
Diagnostic analysis

160 analyse next instruction

162 conditional instruction?

yes

164 determine required subset of condition flags and whether corresponding diagnostic control flags are clear or set

166 if any diagnostic control flags corresponding to required subset were clear, then locate associated trace data element including first traced condition value, and set those flags

168 if any diagnostic control flags corresponding to required subset were set, then locate at least one further trace data element for at least one previous conditional instruction, including at least one further traced condition value

170 determine processing outcome of conditional instruction based on first traced condition value and/or at least one further traced condition value

no

172 condition updating instruction?

yes

174 clear at least diagnostic control flags corresponding to updated condition flags

no

176 another instruction to be analysed?

yes

178 END

FIG. 12
<table>
<thead>
<tr>
<th>Program instructions</th>
<th>Trace</th>
<th>Control flags</th>
<th>Diagnostic interpretation</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>N</td>
<td>Z</td>
</tr>
<tr>
<td>1600</td>
<td>Branch (2000)</td>
<td>X</td>
<td>X</td>
</tr>
<tr>
<td></td>
<td>Branch taken</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>2000</td>
<td>CMP</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>2004</td>
<td>MOV NE</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>CPSR (Z)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>2008</td>
<td>MOV EQ</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>200C</td>
<td>ADD HI</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>CPSR (C)</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>2100</td>
<td>CMP NE</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>2104</td>
<td>ADD EQ</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>CPSR (Z)</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**FIG. 13**
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

INV. G06F9/38 G06F11/34 G06F11/36

ADD.

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

G06F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>col umn 20, l ines 7-65 ; f igure 2</td>
<td></td>
</tr>
<tr>
<td></td>
<td>col umn 2, l ines 8-16</td>
<td></td>
</tr>
<tr>
<td></td>
<td>col umn 3, l ines 1-67</td>
<td></td>
</tr>
<tr>
<td></td>
<td>col umn 7, l ines 50-63</td>
<td></td>
</tr>
<tr>
<td></td>
<td>cl aim 1</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>GB 2 459 652 A (IMAGINATION TECH LTD [GB]) 4 November 2009 (2009-11-04) figures 1,2</td>
<td>1-32</td>
</tr>
<tr>
<td></td>
<td>abstract</td>
<td></td>
</tr>
<tr>
<td></td>
<td>page 15, l ine 12 - page 16, l in e 20</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

* Special categories of cited documents:

**A** document defining the general state of the art which is not considered to be of particular relevance

**B** earlier document but published on or after the international filing date

**C** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another invention or any other special reason (as specified)

**O** document referring to an oral disclosure, use, exhibition or other means

**P** document published prior to the international filing date but later than the priority date claimed

**X** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

**Y** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

**Z** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

**M** document member of the same patent family

Date of the actual completion of the international search

29 March 2012

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

Date of mailing of the international search report

04/04/2012

Authorized officer

Weber, Vincent
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 5978902 A</td>
<td>02-11-1999</td>
<td>NONE</td>
</tr>
<tr>
<td>US 5715440 A</td>
<td>03-02-1998</td>
<td>NONE</td>
</tr>
<tr>
<td>GB 2459652 A</td>
<td>04-11-2009</td>
<td>EP 2283419 A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2459652 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2011519100 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009287907 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2009133354 A2</td>
</tr>
<tr>
<td>US 7707394 B2</td>
<td>27-04-2010</td>
<td>CN 101082875 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2438699 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2007323636 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2007294592 A1</td>
</tr>
</tbody>
</table>