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This invention relates to garment construc 
tion, and particularly to collar construction in 
coats and the like. " , v 
'An object of the invention is to provide means 

for clearly defining the fold or crease-line in such 
collars and for rendering this line firm and per 
manent. Another object is to provide in coat collars a. 
permanent fold or hinge means for locating the 
proper crease-line in the collar subsequent to fin 
ishing, laundering or dry cleaning of the gar 
ment. w . . . 

Another object of the invention is to provide 
means of the kind described which are particu 
larly adapted for use with garments of the light 
er or Washable variety. . 
Another object is to provide Such means O 

simple and efficient construction and which add 
nothing to the weight of the garment nor to the 
parts utilized in the collar construction. . 
These and other objects are attained by the 

means described herein and illustrated in the 
accompanying drawing, in which: 

Fig. 1 is a fragmental front view of a coat in 
wearing position and provided with the means of 
the present invention. 

Fig. 2 is a plan view of a coat collar construct 
... ed in accordance with the present ision t parts of the collar being broken away to show 
the construction details. 

Fig. 3 is an enlarged cross-sectional view of 
the collar of this invention in folded position. 

Fig. 4 is an enlarged cross-sectional view on. 
line 4-4 of Fig. 2. . s 

the collar. of this invention with the facing mas 
terial removed. 
One of the chief requisites in achieving the de 

sirable well-fitted appearance in coats and simi 
lar garments is the: proper set of the Collar. 
When garments are first turned out from the 
tailoring establishment, it is customary to pro 
vide the fold or crease of the collar along the 
proper line to achieve this effect, but the main 
taining of the crease-line without twisting or dis 
location thereof, and particularly the locating of 
the crease-line after a garment has been laun 
dered or dry cleaned, are problems which have 
not heretofore been satisfactorily dealt with. 
This is particularly true of garmenits of the light 
er or washable kind which are frequently laun 
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dered or dry cleaned. It is difficult, if not im possible, for the workman or operator to replace 
the crease-line in exactly the same location as 

w 

Fig. 5 is an enlarged fragmental/plan view of 

it was originally, with the result that the gar 
ment loses its trim and well-fitted appearance. 
The present invention overcomes these diffi 

culties by providing, in brief, a coat collar com 
prising the usual top collar and under collar, 5 
enclosing between them a pair of interlining 
pieces, one in the outer and one in the inner sec 
tion of the collar. These interlining pieces have 
their inner edges so formed and disposed rela 
tive to one another that they permanently de-, 10 
fine the proper crease-line in the collar and pro 
vide for. locating the crease-line subsequent to 
finishing, laundering or dry cleaning of the gar 
ment. In addition, these interlining pieces pro 
vide in the collar a firm, unwavering, and well- 15 
defined crease-line so that a collar constructed in 
accordance with this invention maintains in 
definitely its original well-fitted appearance. 
In greater detail and with reference to the 

drawing: 
Fig. 1 shows the upper portions of a coat com 

prising a collar which, so far as form and at 
tachment to the body of the garment are con 
cerned, may be of the usual type, that is, the col 
lar is of the type adapted to be folded or creased 25 
along an intermediate longitudinal line to pro 
vide an inner collar section B and an outer col 
lar section 9. This collar comprises a top col 
lar to and an under collar f, superimposed one 
upon the other. Between these parts, the inter- 30 
lining means of the present invention are posi 
tioned. These means comprise a pair of inter 
lining members 2 and 3 of material such as 
buckram or the like. These members are pref 
erably light in weight and, when placed side by 35 
side and in flat position, are adapted to substan 
tially conform to the shape of the top collar O 
and under collar if, between which they may be . 
secured by suitable stitching 14. The interlining 
pieces 3 is associated with the outer collar sec- 40 
tion 9 (Fig. 3) of the collar and the interlining 
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piece 2 is associated with the inner section 8 
thereof. The pieces 2 and 3 have their inner 
edges in close adjacency to one another and ex 
tending along the fold or crease-line of the col- 45 
lar. These adjacent inner edges are, as seen at 
5 and 6 (Figs. 3 and 4), preferably doubled 
upon themselves and stitched in this position to 
the under collar, to provide firm and non-ravel ing edges. When the collar has been completed, 50 
it will readily fold or crease along the hinge line 
provided by the inner edges 5 and 6 of the in 
terlining members 2 and 3. It will be seen in 
Fig. 3 that when the collar is so folded, the ad 
jacent doubled edges of the interlining members sis 
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and the fold line 7 of the under collar pro 
'ject upwardly into a substantially common plane 
So that a firm and permanent fold Or crease 
line is provided upon which the adjacent fold 
line portions 8 of the top collar O are support 
ed in a firm, untwisted and unwrinkled condi 
tion. The lowermost edge portions of the under 
collar ff of the collar, as indicated at 9 (Figs. 
2 and 3), may be folded over the adjacent edge 
portions of the interlining pieces f2 and 3. 
Thereafter, suitable stitching 20, is applied 
through these superimposed edge portions and 
likewise through the adjacent edge of the top 
collar f0. 
The means of this invention necessitate no 

additional parts in collar construction as previ 
Ously known since it has been usual to utilize in 
terlining members in collars. The peculiar in 
terlining means of this invention, however, pro 

20, vide a permanent guide whereby a proper crease 
line may be indefinitely maintained in the collar. 

Variations suggest themselves upon considera 
tion of the means herein described, but these are 
believed to be comprised within its scope. 
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What is claimed is: 
1. A coat or similar garment comprising a col 

lar of the type adapted to be folded and creased 
along an intermediate longitudinal line to pro 
vide an inner and an outer collar section, the 
collar being made up of a top collar and an un 
der collar superimposed one on the other, and a 
pair of interlining pieces in the collar, one in 
said outer and the other in said inner section and 
between the top collar and under collar thereof, \ 
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said interlining pieces in the flat or turned-up 
position of the collar having their adjacent lon 
gitudinal edges substantially in contact with One 
another and said edges stitched to said under 
collar only. 

2. A coat or similar garment comprising a col 
lar of the type adapted to be folded and creased 
along an intermediate longitudinal line to pro 
vide an inner and an outer collar section, the 
collar being made up of a top collar and an un 
der collar superimposed one on the other, and 
a pair of interlining pieces in the collar, one in 
said outer and the other in said inner section 
and between the top collar and under collar 
thereof, said interlining pieces in the flat or 
turned-up position of the collar having their 
adjacent longitudinal edges substantially in Con 
tact with one another and secured to said under 
collar Only. 

3. A coat or similar garment comprising a col 
lar of the type adapted to be folded and creased 
along an intermediate longitudinal line to pro 
vide an inner and an Outer collar section, the 
collar being made up of a top collar and an un 
der collar superimposed one on the other, and 
a pair of interlining pieces in the collar, One in 
said outer and the other in said inner section 
and ... between the top collar and under collar 
thereof, said interlining pieces in the flat or 
turned-up position of the collar having their 30 
adjacent longitudinal edges doubled and sub 
stantially in contact with one another and said 
edges stitched to said under collar only. 

JEROME GUSEFFI. 
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