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1. 
The present invention relates to an accessory 

used in the care of infants and is specifically di 
rected to a foldable table which can be erected 
Over a bathtub and upon which an infant may 
be bathed and thereafter dressed. 
In the rearing of infants and particularly small 

babies a great deal of attention must be directed 
to keeping the infants clean by bathing and fre 
quent changing. For convenience and safety 
a variety of types of bath tables have been de 
viser to Suit Several needs. Among these has been 
the provision of a bath table raised to such an ele 
vation that it is easy for the mother or nurse to 
handle the child without bending over. Another 
expedient has been to provide a shallow bath in 
Which the infant can be bathed with perfect 
Safety. Still another expedient has been the pro 
Vision of a bath table or stand capable of being 
collapsed compactly when not in use so that it, 
does not take up room which is needed for other household occupations. 
Among the most common accessories devoted 

to this purpose in the past has been a Wooden 
Stand provided with a collapsible canvas reser 
voir or container adapted to be filled with Water 
for bathing the baby and which is provided with 
a drain hose in the bottom for letting the Water 
out. These collapsible canvas accessories, while 
to Some extent Serving the required purpose, 
have failed in certain respects in that they can 
not, under all circumstances, be easily filled and 
emptied, and also because they must necessarily 
Occupy floor Space which is at a premium in a 
Small bathroom or kitchenette. When these de 
vices have been sought to be placed in bathtubs 
for which they are not properly designed, they 
tend to become unsafe because of being easily 
tilted or collapsed upon the infant While the in 
fant is in the collapsible canvas reservoir. De 
Vices of this SOrt have been unsafe also because 
of the fact that the infant is quite apt to side 
under water, and additional frames or slings have 
been needed in order to add to the safety of the 
collapsible reservoir. A further defect is the 
lack of an easy means of keeping the collapsible 
canvaS portions clean and Sanitary. 

It is, therefore, among the objects of the in 
vention to provide a new and improved combina 
tion bath and dressing table for infants which is 
rigid in erected position, which is safe at all times, 
and in which the Safety and rigidity of the de 
Vice in erected position in increased whenever a 
load is imposed Such as the load consisting of the 
Weight of the infant or other articles which might 
be piled upon the table. 
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2 
Another object of the invention is to provide a 

new and improved safe and sanitary combined 
bath and dressing table for infants which retains 
its rigidity whether in erected or collapsed posi 
tion and which can be easily folded into a con 
pact arrangement when not in use. 

Still another object of the invention is to pro 
vide a new and improved collapsible of foldable 
combination bath and dressing table for infants 
Which can be attached to the rin of a conver 
tional bathtub in Such a manner that the table is 
maintained in a fixed position perfectly safe at, 
all times and conveniently located inside of the 
rim of the tube So that during the bathing oper 
ation water from the bath will not leadily Splash 
upon the bathroom floor. 

Still another object of the invention is to pro 
vide a new and improved combination oath and 
dressing table for infants wherein the reservoir 
for the bath water regains rigid at all lines but 
which is provided with a supporting arrangement, 
of legs and braces. So constructed that the legs 
and braces, though light in weight, form a rigid 
support for positioning the device over a bathtub 
but which can be easily collapsed whenever Stor 
age of the device is desired. 
Also included among the objects of the inven. 

tion is a bath and dressing accessory for infant, 
care provided with foldable or collapsible leg sup 
ports and also incorporating other fixtures of the 
nature of Soap and towel racks, likewise collap 
Sible, and adapted to be retained in collapsed po 
Sition together with the leg supports when it is 
desired to Store the device. 
With these and other objects in view, the in 

wention consistS in the construction, arrangement 
and combination of the various parts of the de 
vice whereby the objects contemplated are at 
tained, as hereinafter more fully Set forth, pointed 
Out in the claims and illustrated in the acco 
panying drawings, in which: 

Figure 1 is an exploded perspective view of the 
device showing the relative location of the dif 
ferent parts as they might appear prior to as 
Sembly into the completed device. 

Figure 2 is a fragmentary longitudinal sectional 
View of One end of the device taken on the lie 
2-2 of Figure 1. 
Figure 3 is a fragmentary longitudinal Sec 

tional view of the device taken on the line 3-3 
of Figure 1. 

Figure 4 is a side elevational view. 
Figure 5 is a left end view showing the device 

in erected position and located over a conven 
tional bathtub. 
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Figure 6 is a fragmentary cross-sectional view 
showing one side of the device and the support 
ing structure therefor. 

Figure 7 is an end elevational view showing th2 
device in folded or collapsed position. 

In an embodiment, chosen to illustrate the in 
wention there is provide a rigid tray or reservoir 
it, herein shown as having a subtantially rectara 
gular outline, and provided with side Walls and 
f2 and end walls 3 and 4. The tray has a bot 
tona 5 curved downwardly from the lower edges 
of the side walls So that the lowest part of the 
bottom lies along the longitudinal nid-line 
wherein there are provided a series of large drain 
openings 6. 
So that a suitabie lightness in Weight may be 

preserved, the tray may be constructed of Such 
material as sheet aluminum or stainless steel of 
a relatively thin gauge reinforced and strength 
ened by a bead it around the tops of the side 
walls which may consist of the naterial of the 
side walls turned over a rib or bar (8. 

For supporting the tray above rims 28 of a con 
wentional bathtub there is provided a supporting 
neans or leg construction consisting of leg Inern 
bers located one on each side and rotatably Se 
cured to a portion of the structure which may be 
said to comprise the tray. 
The exploded view of Figure 1 is used primarily 

for the purpose of illustrating the relative loca 
tion of the different elements comprising the 
combined parts of the table and is not intended 
to show any pairticular step in the assembly of 
the device nor intended to suggest which parts 
may be a sembled in advance of other parts. 

For strengthening the bottom of the tray and 
for providing abutting devices for the leg men 
bers there is provided a series of transverse ribs 
2 downwardly curved in accordance with the 
curve of the botton of the tray. In the selected 
embodiment three such transverse ribs are shown 
located one adjacent the bottom edge of each 
end Wall and one at approximately the mid-point, 
as best shown in Figure 4. These ribs may be 
soldered or welded to the bottom of the tray. Up 
rights 2' may be provided at the corners. 

Longitudinal ribs 22 may be provided one at the 
botton edge of each side Wall, and these ribs 
likewise may be soldered or welded to either the 
ends of the transverse ribs or to the corners of the 
tray. 
The leg structure itself consists of a leg men 

ber on each of the long sides of the tray. Each 
leg member is identical, and a description of one 
Will Suffice for both. 

Each leg member, as shown in the present em 
bodiment, consists of a longitudinal rod 25 at each 
end of which is a cross-piece 25 anchored to the 
rod by Welding or some other suitable means. 
The end of each cross-piece remote from the rod 
is rotatably attached to a protruding portion 2 
of the longitudinal rib by provision, for example, 
of an eyelet 28 formed from the cross-piece and 
adapted to encircle the longitudinal rib. The 
primary of this construction is to permit the rod 
25 to rotate about the longitudinal rib 22, it 
should be noted in this connection that the length 
of the croSS-pieces 26 is approximately the same 
as or slightly in excess of the height of the side 
walls or 2 as the case may be. 

Legs 38, 3 and 32 are shown each secured at 
its upper end to the rod 25. In this embodiment 
the end legs 33 and 32 are located inwardly some 
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distance from the ends of the rod 25, and the 
leg 3 is located mid-way between the legs 36 
and 32. It should aiso be noted that each leg 
stands outwardly from the rod 23 at an obtuse 
angle relative to the direction of the croSS-piece 
28 which may be approximately at an angle of 
90°. 
At the bottom of each leg is a foot, here illus 

trated as comprising a substantialiy Straight por 
tion 33, terminating in a reversely directed curved 
portion 34 having a rubber or other resilient 
cover 35 along the portion which is adapted to en 
gage the rim 20 of the bathtub. 
To add to the rigidity of construction of the leg 

member, in each case braces 36 are provided ex 
tending from one to another of the legs at their 
OWeir ends. A brace is likewise provided at the 
upper ends of the legs, here shown as consisting 
of a stiffening member of shaft 3i, which is at 
tached to each leg by some method such as Weld 
ing and which extends beyond the end legs where 
bent end 33 are directed toward and engage with 
the rod 25. - 

It may be noted that because of the braced con 
struction just described the leg members may be 
relatively light in weight and of uniform diameter 
consisting of heavy Wire or light rods. i.here 
must, of course, be sufficient rigidity and tensile 
strength in the rods so that when bent in the 
form shown and Weided or otherwise attached one 
with respect to the other they will retain their 
positions. Brackets 4 may be provided, if de 
sired, on the end legs as a means for having 
thereon certain appurtenances such as a shower 
hose. 

In order to further complete the table or device, 
Which may also be designated as a bathing or 
dressing accessory, certain fixtures may be at 
tached to the tray. 
At one end there is shown a fixture constitut 

ing a combined towel rack and soap container 
Which consists of rack bars 45 and 45 at the sides 
and a central rack bar 3. The rack bars 45 and 
A6 may be bent in the manner shown in Figure 1 
and so arranged that one end 48 of each is bent 
around the bead and extends through a hole 49 
So that the towel rack and soap container may be 
conveniently rotated about the upper edge of the 
end Wall 4 to a position inside of the tray when 
collapsed or to an extended position, such as that 
shown in Figure 2. - 
In extended position the central rack bar 4, 

Which is provided With a depressed portion 50 and 
a downwardly bent portion 5, serves to press 
against the outer face of the end wall 4 in order 
to maintain the towel rack and soap container in 
position for use. w 
The Soap container, if preferred, may consist of 

a stamped sheet metal piece 52 which fits around 
and is retained by the rack bars. The outer ends 
of the rack bars may be bent over as at 53 in order 
to provide a Smooth rounded end in the interest 
of safety. 
At the opposite end of the tray there may be 

provided a receptacle 55 for such items as powder, 
oil, cotton and other appuirtenances. The recep 
tacle is here shown as consisting of a container 
56 having a strengthening bead 57 and one elon 
gated Side 58, the upper end of which is turned 
over into the form of a hook 59 adapted to be 
hung over the bead 7 at the top edge of the end 
wall 3. This receptacle may be readily removed 
and placed inside of the tray when the table is to 
be collapsed. ... . . . . . . . . . . 
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In use the table may be initially stored in a 

collapsed position such as that illustrated in Fig 
lure 7. In collapsed position the legs 30, 3 and 
32 will overlie the open top of the tray, and the 
feet will extend downwardly into the tray so that 
no portion thereof protrudes. The cross-pieces 
26 Will lie adjacent the corners in a position rela 
tively Snug against the ends of the side walls. In 
this position, also, the combined towel rack and 
Soap container will be folded into the tray under neath the legs. 
To place the device in use, the table may be 

held above a conventional bathtub and the leg 
members on one side and then the other folded 
outwardly into the positions best illustrated in 
Figure 5 where they may engage the rims of the 
tub. The legs will be rotated so that the rods 25 
will bear against the ribs 2 and thereby be re 
tained adjacent the botton of the tray and preSS 
ing thereagainst. Thus opened and erected the 
bent, portions 3: will engage the rim of the tub on 
both sides and tend to anchor the leg members in erected position. 
When erected any weight added to the tray will 

tend to increase the rigidity and stiffening effect 
of the leg members as they support the tray. 
Thereafter, the combination towel rack and Soap 
container may be folded out as shown in Figure 
2 and the container 55 hooked on the opposite 
end as illustrated in Figure 3. 

In erected position, as shown in Figures 4 and 
5, the device is ready for use either as a bath, a 
dressing table or both. The device may be aptly 
referred to as a bathing tray inasmuch as it is 
intended that the tray should not be filled with 
water but be used primarily as a supporting Sur 
face for the infant while the infant is sponge 
bathed Or showered. Most recently approved 
methods of bathing infants contemplate sponging 
or showering the infant so that the cleansing 
water is always clean, as contrasted with a bath 
of water which the infant may dirty. 
In this device Water used for sponging or show 

ring readily runs off through the openings f6 
into the bathtub below. For the infant's comfort 
a towel may be folded and laid on the bottom of 
the tray near one end or the other. 
With the towel rack and Soap container ex 

tended in the manner shown in Figure 2 the 
towels, receiving blankets, wash cloths and the 
like may be conveniently hung in a position handy 
to the person bathing the infant. Soap naturally 
may be kept in the soap container near the towels, 
and at the other end the remaining bathing ac 
cessories, such as powder, oil and the like, are 
kept conveniently in the container provided 
therefor in which all of then may be carried as 
a unit and placed within the tray whenever the 
tray is to be folded and stored. 
By the particular shape of the legs 30, 3 and 

32, the upright portions of the legs are maintained 
in an out-of-the-Way position. When the device is 
in use. At the same time, the legs provide a very 
marked stiffening effect by reason of their angular 
construction so that the members, of which the 
legs are a part, press firmly and steadily against 
the bottom of the tray while the feet are hooked 
around the inside of the rim of a bathtub. By 
slanting the legs 33 and 32 outwardly in an 
oblique direction the leg members are provided 
with a rigid construction retaining the tray 
against endwise as well as lateral movement. 

Also by reason of the construction illustrated 
and described, the leg members may be positioned 
and adjusted to fit virtually any size or type of 
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tub. By adhering to the construction shown, the 
tray may be kept light in weight, although rigid 
in construction, thereby providing the necessary 
safety features outlined in the objects, and the 
leg structure in general, while being made readily 
collapsible, is also maintained light in Weight 
without in any way sacrificing the necessary 
rigidity and reinforcing characteristics necessary 
to preserve perfect Safety in use of the device. 
Although the invention has been herein shown 

and described in what is conceived to be the most 
practical and preferred embodiment, it is rec 
ognized that departures may be made therefrom 
Within the scope of the invention, which is not 
to be limited to the details disclosed herein but 
is to be accorded the full Scope of the claims so 
as to embrace any and all equivalent structures. 
The invention having been herein described, 

What We claim as new and desire to secure by 
Letters Patent, is: 

... A Combination bath and dressing table for 
infants comprising a rigid tray having upstanding 
Walls and a bottom, and a supporting means 
adapted to hold the tray comprising a leg men 
ber on each side rotatably secured to the tray at 
locations remote from the center of the bottom 
and adjacent the lower edges of the respective 
side wall, said leg members having angularly dis 
posed portions greater in length than the height 
of the side Walls and in erected relation extend 
ing under and in engagement with the botton, 
and feet on the leg members adapted to Support 
the table when in erected position, said table 
having a folded position wherein the leg in embers 
are adapted to fold over the side walls and the top of the tray. 

2. A combination bath and dressing table for 
infants comprising a rigid tray having upstanding 
walls and a downwardly curved bottom, said bot 
ton having a Series of openings therein at the 
oWest part of the curve, and a Supporting means 
adapted to hold the tray above a conventional 
bathtub comprising parallel longitudinal ribs re 
note from the center line of the botton and 
adjacent the respective side wall, a leg member 
on each side of the tray rotatably secured to the 
ribs, said leg members having angularly disposed 
portions greater in length than the height of 
the side Walls and in erected relation extending 
under and in engagement with the bottom, and 
feet on the leg members adapted to engage the 
rin. Of the bathtub in erected position, Said table 
having a folded position wherein the leg members 
are adapted to fold over the Side Walls and the top of the tray. 

3. A combination bath and dressing table for 
infants comprising a rigid tray having side and 
end Walls and a downwardly curved bottom, said 
botton having a series of openings therein at the 
lowest part of the curve, and a supporting means 
adapted to hold the tray above a conventional 
bathtub comprising longitudinal ribs at the bot 
ton edge of each side Wall extending beyond the 
end Walls, a leg member on each side rotatably 
Secured to the ribs, said leg members having bent 
portions greater in length than the height of the 
Side Walls and in erected relation extending under 
and in engagement with the bottom, hooked feet 
on the leg members adapted to engage the inner 
side of the rin of the bathtub in erected position, 
said table having a folded position wherein the 
leg members are adapted to fold over the side 
Walls and the top of the tray. 

4. A combination bath and dressing table for 
infants comprising a rigid metallic tray having 
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side and end walls and a downwardly curved 
bottoni, said bottom having a Series of openings 
thereiia at the lowest part of the curve, and a Sup 
porting means adapted to hold the tray above a 
conventional bathtub comprising longitudinal 
libs at the botton edge of each side Wall extend 
ing beyond the end. Walls, a leg member on each 
side rotatably Secured to the ribs, said leg mem 
bers having bent portions greater in length than 
the height of the side Walls and in erected rela 
tion extending under and in engagement with the 
bottom, hooked feet on the leg members adapted 
to engage the inner side of the rim of the bathtub 
in erected position, a combined soap and towel 
rack having one end rotatably secured to the rinn 
of an end Wall and a foot member bearing later 
ally against the adjacent end Wall, said table hav 
ing a folded position wherein the rack is adapted 
to fold into the tray and the leg members are 
adapted to fold over the side walls and to ovellie 
the tray and the rack when folded therein. 

5. A combination bath and dressing table for 
infantS comprising a substantially rigid tray hav 
ing Side Walls and a botton, spaced longitudinal 
parallel ribs affixed to respectively adjacent low 
er Side edges of the tray, and a pair of foldable 
leg members located one on each side of the tray, 
each Said leg member comprising a longitudinal 
element adapted to bear upwardly against the 
bottom in erected position, cross-pieces at the 
ends of Said element rotatably engaging said re 
Spective longitudinal parallel ribs and having a 
length greater than the height of the side walls, 
legs attached to and extending from said longi 
tudinal element at an angle relative to the cross 
pleceS. 6. A combination bath and dressing table for 
infants comprising a substantially rigid tray 
having Side Wails and a botton, transverse ribs 
extending under and fixed to the botton, longi 
tudinal ribs affixed to the ends of the transverse 
ribs near the side edge of the botton, and a pair 
of foldable leg inenbers located one on each side 
of the tray, each said leg member comprising a 
longitudinai element adapted to bear upwardly 
against said libS in erected position, cross-pieces 
at the ends of said element rotatably engaging. 
said longitudinal ribs and having a length greater 
than the height of the side Walls, legs attached 
tO. and extending from Said longitudinal element 
at an obtuse angle relative to the Cross-pieces, 
and feet on the legs adapted to engage the rim 
of a conventional bathtub. 
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8. 
7. A combination bath and dressing table: for 

infantS comprising a rigid tray having side. Walls 
and a downwardly curved botton, transverse end 
and interraediate ribs extending under and fixed 
to the bottom, longitudinal ribs affixed to the 
ends of the transverse ribs near the side edge of 
the botton, and a pair of foldable leg members 
iCCated. One on each side of the tray, said leg 
members being of rod material and comprising 
each a longitudinal rod adapted to bear upwardly 
against Said ribs in erected position, cross-pieces 
at the ends of the rod rotatably encircling said 
respective longitudinal rib and having a length 
greater than the height of the side walls, end 
and intermediate legs attached to and extending 
from Said longitudinal ICC at an obtuse angle 
relative to the cross-pieces, curved feet on the 
legs each comprising a straight portion extending 
laterally from each leg and a curved portion ex 
tending from the Straight portion adapted to 
engage the inside of the rim of a tub. 

8. A combination bath and dressing table for 
infants comprising a rigid tray having side walls 
and a downwardly curved bottom, transverse end 
and intern ediate ribs extending under and fixed 
to the botton, longitudinal ribs affixed to the 
ends of the transverse itibS near the Side edge 
of the bottom having eXposed portions, and a 
pair of foldable leg members located one on each 
side of the tray, said leg members being of rod 
material of uniform diameter and comprising 
each a longitudinal rod adapted to bear upwardly 
against Said ribs in erected position, croSS-pieces. 
at the ends of the rod rotatably encircling said 
exposed portions of the respective longitudinal rib, 
and having a length greater than the height of 
the side Walls, end and intermediate legs at 
tached to and extending from said longitudinal 
rod at an obtuse angle relative to the cross-pieces, 
curved feet on the legs each comprising a straight 
portion extending laterally from each leg and 
a curved portion extending from the straight 
portion adapted to engage the inside of the rim. 
of a tub, and a stiffening inenber comprising a 
shaft spanning the tops of the legs Spaced from 
said longitudinal rod and bent ends on said shaft 
secured to said longitudinal rod. 
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