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TARGETED DATA TRANSMISSION AND 
LOCATION SERVICES USING DIGITAL 

TELEVISION SIGNALING 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a CIP of Ser. No. 10/210,847 filed Aug. 
31, 2002, which clams benefit of 60/309,267 filed Aug. 31, 
2001, and claims benefit of 60/344,988 filed Dec. 20, 2001, 
and is a CON of Ser. No. 09/887,158 filed Jun. 21, 2001 
ABN, which claims benefit of 60/265,675 filed Feb. 02, 
2001, and claims benefit of 60/281,270 filed Apr. 03, 2001, 
and claims benefit of 60/281,269 filed Apr. 03, 2001, and 
claims benefit of 60/293,812 filed May 25, 2001, and claims 
benefit of 60/293,813 filed May 25, 2001, and claims benefit 
of 60/293,646 filed May 25, 2001. 

This application Ser. No. 10/675,422 is a CIP of Ser. No. 
09/932,010 filed Aug. 17, 2001. This application Ser. No. 
10/675,422 is a CIP of Ser. No. 10/209,578 filed Jul. 31, 
2002, now U.S. Pat. No 6,735,812 which is a CON of Ser. 
No. 10/054,262 Jan. 22, 2002 ABN. This application Ser. 
No. 10/675,422 is a CON of Ser. No. 10/290,984 filed Nov. 
08, 2002, which claims benefit of 60/337,834 filed Nov. 09, 
2001. 

This application Ser. No. 10/675,422 is a CIP of Ser. No. 
10/397,068 filed Mar. 24, 2003, which is a CON of Ser. No. 
10/054,302 filed Jan. 22, 2002, now U.S. Pat. No. 6,559,800, 
which claims benefit of 60/343,819 Oct. 23, 2001. 

This application Ser. No. 10/675,422 is a CIP of Ser. No. 
10/353,669 filed Jan. 28, 2003, which is a CON of Ser. No. 
10/159,831 filed May 31, 2002 U.S. Pat. No. 6,522,297, 
which claims benefit of 60/336,542 filed Nov. 14, 2001. 

This application Ser. No. 10/675,422 is a CIP of Ser. No. 
10/159,478 filed May 31, 2002, which claims benefit of 
60/361,762 filed Mar. 04, 2002, and claims benefit of 
60/353,440 filed Feb. 01, 2002, and claims benefit of 60/332, 
504 filed Nov. 13, 2001. This application 10/675,422 claims 
benefit of 60/415,674 filed Oct. 03, 2002. 

This application Ser. No. 10/675,422 claims benefit of 
Korea Patent Application 10-2003-0067159 Sep. 27, 2003, 
which claims benefit of 60/414,039 Sep. 27, 2002. 

The Subject matter of all of the foregoing are incorporated 
herein by reference. 

BACKGROUND 

The present invention relates generally to data 
transmission, and particularly to targeted data transmission 
and location Services using DTV Signals. 

There have long been methods of two-dimensional 
latitude/longitude position location Systems using radio Sig 
nals. In wide usage have been terrestrial Systems. Such as 
Loran C and Omega, and a Satellite-based System known as 
Transit. Another Satellite-based System enjoying increased 
popularity is the Global Positioning System (GPS). 

Initially devised in 1974, GPS is widely used for position 
location, navigation, Survey, and time transfer. The GPS 
System is based on a constellation of 24 on-orbit Satellites in 
Sub-Synchronous 12 hour orbits. Each Satellite carries a 
precision clock and transmits a pseudo-noise Signal, which 
can be precisely tracked to determine pseudo-range. By 
tracking 4 or more Satellites, one can determine precise 
position in three dimensions in real time, world-wide. More 
details are provided in B. W. Parkinson and J. J. Spilker, Jr., 
Global Positioning System-Theory and Applications, Vol 
umes I and II, AIAA, Washington, D.C. 1996. 
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GPS has revolutionized the technology of navigation and 

position location. However in some situations, GPS is less 
effective. Because the GPS signals are transmitted at rela 
tively low power levels (less than 100 watts) and over great 
distances, the received signal strength is relatively weak (on 
the order of -160 dBw as received by an omni-directional 
antenna). Thus the Signal is marginally useful or not useful 
at all in the presence of blockage or inside a building. 

There has even been a proposed System using conven 
tional analog National Television System Committee 
(NTSC) television signals to determine position. This pro 
posal is found in a U.S. Patent entitled “Location Determi 
nation System And Method Using Television Broadcast 
Signals,” U.S. Pat. No. 5,510,801, issued Apr. 23, 1996. 
However, the present analog TV Signal contains horizontal 
and vertical Synchronization pulses intended for relatively 
crude synchronization of the TV set sweep circuitry. Further, 
in 2006 the Federal Communication Commission (FCC) 
will consider turning off NTSC transmitters and reassigning 
that valuable spectrum So that it can be auctioned for other 
purposes deemed more valuable. 

SUMMARY 

Advantages that can be seen in implementations of the 
invention include one or more of the following. Implemen 
tations of the invention may be used to position cellular 
telephones, wireless PDAs (personal digital assistant), 
pagers, cars, OCDMA (orthogonal code-division multiple 
access) transmitters and a host of other devices. Implemen 
tations of the inventions make use of a DTV signal which 
has excellent coverage over the United States, and the 
existence of which is mandated by the Federal Communi 
cation Commission. Implementations of the present inven 
tion require no changes to the Digital Broadcast Stations. 
The DTV signal has a power advantage over GPS of more 

than 40 dB, and Substantially Superior geometry to that 
which a Satellite System could provide, thereby permitting 
position location even in the presence of blockage and 
indoors. The DTV signal has roughly six times the band 
width of GPS, thereby minimizing the effects of multipath. 
Due to the high power and low duty factor of the DTV signal 
used for ranging, the processing requirements are minimal. 
Implementations of the present invention accommodate far 
cheaper, lower-speed, and lower-power devices than a GPS 
technique would require. 

In contrast to Satellite Systems. Such as GPS, the range 
between the DTV transmitters and the user terminals 
changes very slowly. Therefore the DTV signal is not 
significantly affected by Doppler effects. This permits the 
Signal to be integrated for a long period of time, resulting in 
very efficient signal acquisition. 
The frequency of the DTV signal is substantially lower 

that that of conventional cellular telephone Systems, and So 
has better propagation characteristics. For example, the 
DTV signal experiences greater diffraction than cellular 
Signals, and So is leSS affected by hills and has a larger 
horizon. Also, the Signal has better propagations character 
istics through buildings and automobiles. 

Unlike the terrestrial Angle-of-Arrival/Time-of-Arrival 
positioning Systems for cellular telephones, implementa 
tions of the present invention require no change to the 
hardware of the cellular base Station, and can achieve 
positioning accuracies on the order of 1 meter. When used to 
position cellular phones, the technique is independent of the 
air interface, whether GSM (global system mobile), AMPS 
(advanced mobile phone service), TDMA (time-division 
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multiple access), CDMA, or the like. A wide range of UHF 
(ultra-high frequency) frequencies has been allocated to 
DTV transmitters. Consequently, there is redundancy built 
into the System that protects against deep fades on particular 
frequencies due to absorption, multipath and other attenu 
ating effects. 

In general, in one aspect, the invention features an appa 
ratus comprising a receiver adapted to receive a broadcast 
digital television Signal comprising data relevant to one or 
more particular locations, a pseudorange unit adapted to 
generate a pseudorange based on the broadcast digital tele 
Vision Signal; and a processor adapted to determine the 
location of the apparatus based on the pseudorange and a 
location of a transmitter of the broadcast digital television 
Signal, and Select a portion of the data relevant to the one or 
more particular locations based on the location of the 
apparatus determined by the processor. 

Particular implementations can include one or more of the 
following features. an output device adapted to output the 
data Selected by the processor. The output device is Selected 
from the group consisting of a display; and a Speaker. A 
Signal generator adapted to generate a correlation reference 
Signal based on known characteristics of the broadcast 
digital television signal; and a correlator adapted to correlate 
the broadcast digital television Signal with the correlation 
reference Signal, thereby producing the pseudorange. The 
processor is further adapted to adjust the pseudorange based 
on a difference between a transmitter clock at the transmitter 
of the broadcast digital television Signal and a known time 
reference, and determine the location of the apparatus based 
on the pseudorange adjusted by the processor and the 
location of the transmitter of the broadcast digital television 
Signal. Implementations comprise a time-gated delay-lock 
loop to track the broadcast digital television signal. The data 
relevant to one or more particular locations is Selected from 
the group consisting of traffic information for the one or 
more particular locations, emergency information for the 
one or more particular locations, weather information for the 
one or more particular locations, maps of the one or more 
particular locations, and businesses in the one or more 
particular locations. Implementations comprise a computer 
comprising the apparatus, a personal digital assistant com 
prising the apparatus, and a television comprising the appa 
ratuS. 

In general, in one aspect, the invention features a method, 
apparatus, and computer-readable media comprising receiv 
ing a broadcast digital television signal comprising data 
relevant to one or more particular locations, generating a 
pseudorange based on the broadcast digital television Signal; 
and determining location of an apparatus based on the 
pseudorange and a location of a transmitter of the broadcast 
digital television Signal, and Selecting a portion of the data 
relevant to the one or more particular locations based on the 
determined location of the apparatus. 

Particular implementations can include one or more of the 
following features. Implementations comprise outputting 
the Selected data. Implementations comprise generating a 
correlation reference signal based on known characteristics 
of the broadcast digital television Signal; and correlating the 
broadcast digital television Signal with the correlation ref 
erence Signal, thereby producing the pseudorange. Imple 
mentations comprise adjusting the pseudorange based on a 
difference between a transmitter clock at the transmitter of 
the broadcast digital television signal and a known time 
reference, and determining the location of the apparatus 
based on the pseudorange adjusted by the processor and the 
location of the transmitter of the broadcast digital television 
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Signal. The data relevant to one or more particular locations 
is Selected from the group consisting of traffic information 
for the one or more particular locations, emergency infor 
mation for the one or more particular locations, weather 
information for the one or more particular locations, maps of 
the one or more particular locations, and businesses in the 
one or more particular locations. 
The details of one or more implementations are Set forth 

in the accompanying drawings and the description below. 
Other features will be apparent from the description and 
drawings, and from the claims. 

DESCRIPTION OF DRAWINGS 

FIG. 1 depicts an implementation of the present invention 
including a user terminal that communicates over an air link 
with a base Station. 

FIG. 2 illustrates an operation of an implementation of the 
invention. 

FIG. 3 depicts the geometry of a position determination 
using 3 DTV transmitters. 

FIG. 4 depicts an implementation of a Sampler for use in 
taking Samples of received DTV signals. 

FIG. 5 depicts an implementation of a noncoherent cor 
relator for use in Searching for the correlation peak of the 
DTV signal samples produced by the sampler of FIG. 4. 

FIG. 6 illustrates a simple example of a position location 
calculation for a user terminal receiving DTV Signals from 
two separate DTV antennas. 

FIG. 7 depicts the effects of a single hill on a circle of 
constant range for a DTV transmitter that is located at the 
Same altitude as the Surrounding land. 

FIG. 8 illustrates the structure of the ATSC frame. 

FIG. 9 illustrates the structure of the field synchronization 
segment of the ATSC frame. 

FIG. 10 illustrates the structure of the data segment of the 
ATSC frame. 

FIG. 11 shows a plot of the gain function for a filter used 
in producing an ATSC DTV signal. 

FIG. 12 depicts an implementation of a monitor unit. 
FIG. 13 illustrates one implementation for tracking in 

Software. 

FIG. 14 shows a plot of the output of the non-coherent 
correlator. 

FIG. 15 displays an example spectrum for a 1 millisecond 
sample of the signal from a KICU channel 52 DTV broad 
cast from San Jose. 

FIG. 16 shows the computed autocorrelation function for 
the in-phase and quadrature component of the resulting 6 
MHz signal. 

FIG. 17 shows the characteristics of the 6 MHZ signal. 
FIG. 18 depicts the results of a simulation of the operation 

of the correlator of FIG. 5. 

FIG. 19 shows a receiver according to one embodiment. 
FIG. 20 shows a process that can be performed by the 

receiver of FIG. 19 according to a preferred embodiment. 
The leading digit(s) of each reference numeral used in this 

Specification indicates the number of the drawing in which 
the reference numeral first appears. 

DETAILED DESCRIPTION 
Introduction 

Digital television (DTV) is growing in popularity. DTV 
was first implemented in the United States in 1998. As of the 
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end of 2000, 167 stations were on the air broadcasting the 
DTV signal. As of Feb. 28 2001, approximately 1200 DTV 
construction permits had been acted on by the FCC. Accord 
ing to the FCC's objective, all television transmission will 
Soon be digital, and analog signals will be eliminated. Over 
1600 DTV transmitters are expected in the United States. 

These new DTV signals permit multiple standard defini 
tion TV signals or even high definition signals to be trans 
mitted in the assigned 6 MHZ channel. These new American 
Television Standards Committee (ATSC) DTV signals are 
completely different from the analog NTSC TV signals, are 
transmitted on new 6 MHz frequency channels, and have 
completely new capabilities. 

The inventors have recognized that the ATSC signal can 
be used for position location, and have developed techniques 
for doing SO. These techniques are usable in the vicinity of 
ATSC DTV transmitters with a range from the transmitter 
much wider than the typical DTV reception range. Because 
of the high power of the DTV Signals, these techniques can 
even be used indoors by handheld receivers, and thus 
provide a possible Solution to the position location needs of 
the Enhanced 911 (E911) system. 

The techniques disclosed herein are also applicable to 
DTV signals as defined by the Digital Video Broadcasting 
(DVB) standard recently adopted by the European Telecom 
munications Standards Institute (ETSI). For example, the 
techniques described herein can be used with the Scattered 
pilot carrier signals embedded within the DVB signal. The 
DVB scattered pilot carrier signals are a set of 868 
uniformly-spaced pilot carrier Signals, each of which is 
frequency hopped in a chirp-like fashion over four 
Sequentially-increasing frequencies. These techniques are 
also applicable to DTV Signals as defined by the Japanese 
Integrated Service Digital Broadcasting-Terrestrial (ISDB 
T). These techniques are also applicable to other DTV 
Signals, including those which transmit a known Sequence of 
data. 

In contrast to the digital pseudo-noise codes of GPS, the 
DTV signals are received from transmitters only a few miles 
distant, and the transmitters broadcast Signals at levels up to 
the megawatt level. In addition the DTV antennas have 
Significant antenna gain, on the order of 14 dB. Thus there 
is often sufficient power to permit DTV signal reception 
inside buildings. 

Certain implementations of the present invention use only 
the DTV Signal Synchronization codes as opposed to 
demodulating and decoding the DTV 8-ary Vestigial Side 
band Modulation (8VSB) data signal. Consequently, the 
DTV signal can be correlated for a period roughly a million 
times longer than the period of Single data Symbol. Thus the 
ability to track Signals indoors at Substantial range from the 
DTV tower is greatly expanded. Furthermore, through the 
use of digital Signal processing it is possible to implement 
these new tracking techniques in a single Semiconductor 
chip. 
DTV signals carry high rate information in the range of 19 

Msps in the form of MPEG-2 packets. These packets can 
carry one or more digital television signals including High 
Definition TV video. In addition, many of the packets are 
unused or null packets, and can be used to carry digital data 
to a variety of users including mobile users. Indeed, digital 
television might in the future be primarily used by mobile 
rather than fixed users. 

The multiplicity of very high power digital TV signals 
each of high bandwidth dominates the communication 
capacity of other wireless acceSS methods Such as cellular, 
and has a much wider coverage area than wireleSS LAN. 
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Many gigabytes of data can be delivered each minute. 
The combination of these technologies then can provide a 

wide variety of data that is directed towards users in par 
ticular geographic areas. For example, a mobile computing 
platform which has knowledge of its location can filter or 
Screen incoming data for relevance to that location. Such 
data can include descriptions of traffic jams or roadway 
accidents, emergency information about a fire or impending 
disaster, weather information, Specific maps with hotels, 
restaurants, etc., and the like. 
A feature of this system is the availability of the very high 

power, typically megawatt transmitted power of these wide 
bandwidth (at least 6 MHz) TV channels. High speed digital 
TV standards have now been established around the world 
with standards for North America, Europe, Japan. Billions of 
dollars are being invested in these new broadcast technolo 
gies. There are and will continue to be more TV sets than 
telephones. Thus this technology is applicable with minor 
variations over much of the World, and the coverage areas 
are now rapidly expanding. 

Referring to FIG. 1, an example implementation 100 
includes a user terminal 102 that communicates over an air 
link with a base station 104. In one implementation, user 
terminal 102 is a wireless telephone and base station 104 is 
a wireleSS telephone base Station. In one implementation, 
base station 104 is part of a mobile MAN (metropolitan area 
network) or WAN (wide area network). 

FIG. 1 is used to illustrate various aspects of the invention 
but the invention is not limited to this implementation. For 
example, the phrase “user terminal' is meant to refer to any 
object capable of implementing the DTV position location 
described. Examples of user terminals include PDAs, mobile 
phones, cars and other vehicles, and any object which could 
include a chip or Software implementing DTV position 
location. It is not intended to be limited to objects which are 
“terminals' or which are operated by “users.” 
Position Location Performed by a DTV Location Server 

FIG. 2 illustrates an operation of implementation 100. 
User terminal 102 receives DTV signals from a plurality of 
DTV transmitters 106A and 106B through 106N (step 202). 

Various methods can be used to select which DTV chan 
nels to use in position location. In one implementation, a 
DTV location server 110 tells user terminal 102 of the best 
DTV channels to monitor. In one implementation, user 
terminal 102 exchanges messages with DTV location server 
110 by way of base station 104. In one implementation user 
terminal 102 selects DTV channels to monitor based on the 
identity of base station 104 and a stored table correlating 
base Stations and DTV channels. In another implementation, 
user terminal 102 can accept a location input from the user 
that gives a general indication of the area, Such as the name 
of the nearest city; and uses this information to select DTV 
channels for processing. In one implementation, user termi 
nal 102 Scans available DTV channels to assemble a fin 
gerprint of the location based on power levels of the avail 
able DTV channels. User terminal 102 compares this 
fingerprint to a Stored table that matches known fingerprints 
with known locations to select DTV channels for processing. 

User terminal 102 determines a pseudo-range between the 
user terminal 102 and each DTV transmitter 106 (step 204). 
Each pseudo-range represents the time difference (or equiva 
lent distance) between a time of transmission from a trans 
mitter 108 of a component of the DTV broadcast signal and 
a time of reception at the user terminal 102 of the 
component, as well as a clock offset at the user terminal. 

User terminal 102 transmits the pseudo-ranges to DTV 
location server 110. In one implementation, DTV location 
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Server 110 is implemented as a general-purpose computer 
executing Software designed to perform the operations 
described herein. In another implementation, DTV location 
Server is implemented as an ASIC (application-specific 
integrated circuit). In one implementation, DTV location 
server 110 is implemented within or near base station 104. 

The DTV signals are also received by a plurality of 
monitor units 108A through 108N. Each monitor unit can be 
implemented as a Small unit including a transceiver and 
processor, and can be mounted in a convenient location Such 
as a utility pole, DTV transmitters 106, or base stations 104. 
In one implementation, monitor units are implemented on 
Satellites. 

Each monitor unit 108 measures, for each of the DTV 
transmitters 106 from which it receives DTV signals, a time 
offset between the local clock of that DTV transmitter and 
a reference clock. In one implementation the reference clock 
is derived from GPS signals. The use of a reference clock 
permits the determination of the time offset for each DTV 
transmitter 106 when multiple monitor units 108 are used, 
since each monitor unit 108 can determine the time offset 
with respect to the reference clock. Thus, offsets in the local 
clocks of the monitor units 108 do not affect these determi 
nations. 

In another implementation, no external time reference is 
needed. According to this implementation, a Single monitor 
unit receives DTV signals from all of the same DTV 
transmitters as does user terminal 102. In effect, the local 
clock of the Single monitor unit functions as the time 
reference. 

In one implementation, each time offset is modeled as a 
fixed offset. In another implementation each time offset is 
modeled as a Second order polynomial fit of the form 

that can be described by a, b, c, and T. In either 
implementation, each measured time offset is transmitted 
periodically to the DTV location server using the Internet, a 
Secured modem connection or the like. In one 
implementation, the location of each monitor unit 108 is 
determined using GPS receivers. 
DTV location server 110 receives information describing 

the phase center (i.e., the location) of each DTV transmitter 
106 from a database 112. In one implementation, the phase 
center of each DTV transmitter 106 is measured by using 
monitor units 108 at different locations to measure the phase 
center directly. In another implementation, the phase center 
of each DTV transmitter 106 is measured by Surveying the 
antenna phase center. 

In one implementation, DTV location server 110 receives 
weather information describing the air temperature, atmo 
Spheric pressure, and humidity in the vicinity of user termi 
nal 102 from a weather server 114. The weather information 
is available from the Internet and other Sources Such as 
NOAA. DTV location server 110 determines tropospheric 
propagation Velocity from the weather information using 
techniques Such as those disclosed in B. Parkinson and J. 
Spilker, Jr. Global Positioning System-Theory and 
Applications, AIAA, Washington, D.C., 1996, Vol. 1, Chap 
ter 17 Tropospheric Effects on GPS by J. Spilker, Jr. 
DTV location server 110 can also receive from base 

Station 104 information which identifies a general geo 
graphic location of user terminal 102. For example, the 
information can identify a cell or cell Sector within which a 
cellular telephone is located. This information is used for 
ambiguity resolution, as described below. 
DTV location server 110 determines a position of the user 

terminal based on the pseudo-ranges and a location of each 
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of the transmitters (step 206). FIG.3 depicts the geometry of 
a position determination using three DTV transmitters 106. 
DTV transmitter 106A is located at position (x1, y1). The 
range between user terminal 102 and DTV transmitter 106A 
is r1. DTV 106B transmitter is located at position (x2, y2). 
The range between user terminal 102 and DTV transmitter 
106B is r2. DTV transmitter 106N is located at position (x3, 
y3). The range between user terminal 102 and DTV trans 
mitter 106N is r3. 
DTV location server 110 may adjust the value of each 

pseudo-range according to the tropospheric propagation 
velocity and the time offset for the corresponding DTV 
transmitter 106. DTV location server 110 uses the phase 
center information from database 112 to determine the 
position of each DTV transmitter 106. 

User terminal 102 makes three or more pseudo-range 
measurements to Solve for three unknowns, namely the 
position (x, y) and clock offset T of user terminal 102. In 
other implementations, the techniques disclosed herein are 
used to determine position in three dimensions Such as 
longitude, latitude, and altitude, and can include factorS Such 
as the altitude of the DTV transmitters. 
The three pseudo-range measurements pr1, pr2 and pris 

are given by 

pr3=r3+T (4) 

The three ranges can be expressed as 

where X represents the two-dimensional vector position (x, 
y) of user terminal, X1 represents the two-dimensional 
vector position (x1, y1) of DTV transmitter 106A, X2 
represents the two-dimensional vector position (X2, y2) of 
DTV transmitter 106B, and X3 represents the two 
dimensional vector position (X3, y3) of DTV transmitter 
106.N. These relationships produce three equations in which 
to solve for the three unknowns x, y, and T. DTV locations 
Server 110 Solves these equations according to conventional 
well-known methods. In an E911 application, the position of 
user terminal 102 is transmitted to E911 location server 116 
for distribution to the proper authorities. In another 
application, the position is transmitted to user terminal 102. 

In another implementation, user terminal 102 does not 
compute pseudo-ranges, but rather takes measurements of 
the DTV signals that are Sufficient to compute pseudo-range, 
and transmits these measurements to DTV location server 
110. DTV location server 110 then computes the pseudo 
ranges based on the measurements, and computes the posi 
tion based on the pseudo-ranges, as described above. 
Position Location Performed by User Terminal 

In another implementation, the position of user terminal 
102 is computed by user terminal 102. In this 
implementation, all of the necessary information is trans 
mitted to user terminal 102. This information can be trans 
mitted to user terminal by DTV location server 110, base 
station 104, one or more DTV transmitters 106, or any 
combination thereof. User terminal 102 then measures the 
pseudo-ranges and Solves the Simultaneous equations as 
described above. This implementation is now described. 
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User terminal 102 receives the time offset between the 
local clock of each DTV transmitter and a reference clock. 
User terminal 102 also receives information describing the 
phase center of each DTV transmitter 106 from a database 
112. 

User terminal 102 receives the tropospheric propagation 
velocity computed by DTV locations server 110. In another 
implementation, user terminal 102 receives weather infor 
mation describing the air temperature, atmospheric preSSure, 
and humidity in the vicinity of user terminal 102 from a 
weather Server 114. and determines tropospheric propaga 
tion Velocity from the weather information using conven 
tional techniques. 

User terminal 102 can also receive from base station 104 
information which identifies the rough location of user 
terminal 102. For example, the information can identify a 
cell or cell sector within which a cellular telephone is 
located. This information is used for ambiguity resolution, 
as described below. 

User terminal 102 receives DTV signals from a plurality 
of DTV transmitters 106 and determines a pseudo-range 
between the user terminal 102 and each DTV transmitter 
106. User terminal 102 then determines its position based on 
the pseudo-ranges and the phase centers of the transmitters. 

In any of these of the implementations, should only two 
DTV transmitters be available, the position of user terminal 
102 can be determined using the two DTV transmitters and 
the offset T computed during a previous position determi 
nation. The values of T can be Stored or maintained accord 
ing to conventional methods. 

In one implementation, base station 104 determines the 
clock offset of user terminal 102. In this implementation, 
only two DTV transmitters are required for position deter 
mination. Base station 104 transmits the clock offset T to 
DTV location server 110, which then determines the position 
of user terminal 102 from the pseudo-range computed for 
each of the DTV transmitters. 

In another implementation, when only one or two DTV 
transmitters are available for position determination, GPS is 
used to augment the position determination. 
Receiver Architecture 

FIG. 4 depicts an implementation 400 of a sampler for use 
in taking Samples of received DTV Signals. In one 
implementation, sampler 400 is implemented within user 
terminal 102. In another implementation, sampler 400 is 
implemented within monitor units 108. The sampling rate 
should be Sufficiently high to obtain an accurate represen 
tation of the DTV signal, as would be apparent to one skilled 
in the art. 

Sampler 400 receives a DTV signal 402 at an antenna 404. 
A radio frequency (RF) amp/filter 406 amplifies and filters 
the received DTV signal. A local oscillator clock 416 and 
mixers 408I and 408O downconvert the signal to produce 
in-phase (I) and quadrature (Q) samples, respectively. The I 
and Q Samples are respectively filtered by low-pass filters 
(LPF) 410I and 410O. An analog-to-digital converter (ADC) 
412 converts the I and Q samples to digital form. The digital 
I and Q Samples are Stored in a memory 414. 

FIG. 5 depicts an implementation 500 of a noncoherent 
correlator for use in Searching for the correlation peak of the 
DTV signal samples produced by sampler 400. In one 
implementation, correlator 500 is implemented within user 
terminal 102. In another implementation, correlator 500 is 
implemented within monitor units 108. 

Correlator 500 retrieves the I and Q samples of a DTV 
signal from memory 414. Correlator 500 processes the 
Samples at intermediate frequency (IF). Other implementa 
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tions process the Samples in analog or digital form, and can 
operate at intermediate frequency (IF) or at baseband. 
A code generator 502 generates a code Sequence. In one 

implementation, the code Sequence is a raised cosine wave 
form. The code Sequence can be any known digital Sequence 
in the ATSC frame. In one implementation, the code is a 
Synchronization code. In one implementation, the Synchro 
nization code is a Field Synchronization Segment within an 
ATSC data frame. In another implementation, the synchro 
nization code is a Synchronization Segment within a Data 
Segment within an ATSC data frame. In still another 
implementation, the Synchronization code includes both the 
Field Synchronization Segment within an ATSC data frame 
and the Synchronization Segments within the Data Seg 
ments within an ATSC data frame. 
Mixers 504I and 504Q respectively combine the I and Q 

samples with the code generated by code generator 502. The 
outputs of mixers 504I and 504Q are respectively filtered by 
filters 506I and 506Q and provided to summer 507. The sum 
is provided to square law device 508. Filter 509 performs an 
envelope detection for non-coherent correlation, according 
to conventional methods. Comparator 510 compares the 
correlation output to a predetermined threshold. If the cor 
relation output falls below the threshold, search control 512 
causes Summer 514 to add additional pulses to the clocking 
waveform produced by clock 516, thereby advancing the 
code generator by one symbol time, and the process repeats. 
In a preferred embodiment, the clocking waveform has a 
nominal clock rate of 10.76 MHz, matching the clock rate or 
symbol rate the received DTV signals. 
When the correlation output first exceeds the threshold, 

the process is done. The time offset that produced the 
correlation output is used as the pseudo-range for that DTV 
transmitter 106. 

In receiver correlators and matched filters there are two 
important Sources of receiver degradation. The user terminal 
local oscillator is often of relatively poor stability in fre 
quency. This instability affects two different receiver param 
eters. First, it causes a frequency offset in the receiver Signal. 
Second, it causes the received bit pattern to slip relative to 
the symbol rate of the reference clock. Both of these effects 
can limit the integration time of the receiver and hence the 
processing gain of the receiver. The integration time can be 
increased by correcting the receiver reference clock. In one 
implementation a delay lock loop automatically corrects for 
the receiver clock. 

In another implementation a NCO (numerically con 
trolled oscillator) 518 adjusts the clock frequency of the 
receiver to match that of the incoming received signal clock 
frequency and compensate for drifts and frequency offsets of 
the local oscillator in user terminal 102. Increased accuracy 
of the clock frequency permits longer integration times and 
better performance of the receiver correlator. The frequency 
control input of NCO 518 can be derived from several 
possible Sources, a receiver Symbol clock rate Synchronizer, 
tracking of the ATSC pilot carrier, or other clock rate 
discriminator techniques installed in NCO 518. 
Position Location Enhancements 

FIG. 6 illustrates a simple example of a position location 
calculation for a user terminal 102 receiving DTV signals 
from two separate DTV antennas 106A and 106B. Circles of 
constant range 602A and 602B are drawn about each of 
transmit antennas 106A and 106B, respectively. The position 
for a user terminal, including correction for the user terminal 
clock offset, is then at one of the intersections 604A and 
604B of the two circles 602A and 602B. The ambiguity is 
resolved by noting that base station 104 can determine in 
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which sector 608 of its footprint (that is, its coverage area) 
606 the user terminal is located. Of course if there are more 
than two DTV transmitters in view, the ambiguity can be 
resolved by taking the interSection of three circles. 

In one implementation, user terminal 102 can accept an 
input from the user that gives a general indication of the 
area, Such as the name of the nearest city. In one 
implementation, user terminal 102 scans available DTV 
channels to assemble a fingerprint of the location. User 
terminal 102 compares this fingerprint to a stored table that 
matches known fingerprints with known locations to iden 
tify the current location of user terminal 102. 

In one implementation the position location calculation 
includes the effects of ground elevation. Thus in terrain with 
hills and valleys relative to the phase center of the DTV 
antenna 106 the circles of constant range are distorted. FIG. 
7 depicts the effects of a single hill 704 on a circle of 
constant range 702 for a DTV transmitter 106 that is located 
at the same altitude as the Surrounding land. 
The computations of user position are easily made by a 

Simple computer having as its database a terrain topographic 
map which allows the computations to include the effect of 
user altitude on the Surface of the earth, the geoid. This 
calculation has the effect of distorting the circles of constant 
range as shown in FIG. 7. 
ATSC Signal Description 

The current ATSC signal is described in “ATSC Digital 
Television Standard and Amendment No. 1, Mar. 16, 2000, 
by the Advanced Television Systems Committee. The ATSC 
signal uses 8-ary Vestigial Sideband Modulation (8VSB). 
The symbol rate of the ATSC signal is 10.762237 MHz, 
which is derived from a 27.000000 MHZ clock. The struc 
ture 800 of the ATSC frame is illustrated in FIG. 8. The 
frame 800 consists of a total of 626 segments, each with 832 
symbols, for a total of 520832 symbols. There are two field 
Synchronization Segments in each frame. Following each 
field Synchronization Segment are 312 data Segments. Each 
Segment begins with 4 Symbols that are used for Synchro 
nization purposes. 

The structure 900 of the field synchronization segment is 
illustrated in FIG. 9. The two field synchronization segments 
900 in a frame 800 differ only to the extent that the middle 
set of 63 symbols are inverted in the second field synchro 
nization Segment. 

The structure 1000 of the data segment is illustrated in 
FIG. 10. The first four symbols of data segment 1000 (which 
are -1, 1, 1, -1) are used for segment Synchronization. The 
other 828 symbols in data segment 1000 carry data. Since 
the modulation scheme is 8VSB, each symbol carries 3 bits 
of coded data. A rate 2/3 coding Scheme is used. 

Implementations of the invention can be extended to use 
future enhancements to DTV signals. For example, the 
ATSC signal specification allows for a high rate 16VSB 
signal. However, the 16VSB signal has the same field synch 
pattern as the 8VSB signal. Therefore, a single implemen 
tation of the present invention can be designed to work 
equally well with both the 8VSB and the 16VSB signal. 

The 8VSB signal is constructed by filtering. The in-phase 
Segment of the Symbol pulse has a raised-cosine 
characteristic, as described in J. G. Proakis, Digital 
Communications, McGraw-Hill, 3 edition, 1995. The 
pulse can be described as 
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(8) 

p(t) = sinci) 

where T is the symbol period 

T = 1 (9) 
T 10.76x 106 

and B=0.5762. This signal has a frequency characteristic 

from which it is clear that the one-sided bandwidth of the 
signal is (1+(8)10.762237 MHz=5.38 MHz+0.31 MHz. In 
order to create a VSB Signal from this in-phase pulse, the 
Signal is filtered So that only a Small portion of the lower 
Sideband remains. This filtering can be described as: 

P(f)--P(f)(U(f)-H(f)) (11) 

where 

1, f> 0 (12) U(f)={ } 
where H(f) is a filter designed to leave a vestigal remainder 
of the lower sideband. A plot of the gain function for H(f) 
is shown in FIG. 11. The filter satisfies the characteristics 
H(-f)=-H(f) and H(f)=0, f>C. 
The response U(f)P(f) can be represented as 

where P(f)=-jsgn(f)P(f) is the Hilbert transform of P(f). The 
VSB pulse may be represented as 

. . . . . . (14) P.(f) = X(f) + (X(f) + 2X(f)H, (f)) 

and the baseband pulse signal 

where p(t) is the in-phase component, p, (t) is the quadra 
ture component, and 

Before the data is transmitted, the ATSC signal also 
embeds a carrier Signal, which has -11.5 dB leSS power than 
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the data Signal. This carrier aids in coherent demodulation of 
the Signal. Consequently, the transmitted Signal can be 
represented as: 

s(t) =X C, pv ( - nT)cos(of)- (17) 
p(t-nT)sin(cot)} + Acos(cot) 

where C is the 8-level data Signal. 
Monitor Units 

FIG. 12 depicts an implementation 1200 of monitor unit 
108. An antenna 1204 receives GPS signals 1202. A GPS 
time transfer unit 1206 develops a master clock signal based 
on the GPS signals. In order to determine the offset of the 
DTV transmitter clocks, a NCO (numerically controlled 
oscillator) field synchronization timer 1208A develops a 
master Synchronization Signal based on the master clock 
Signal. The master Synchronization signal can include one or 
both of the ATSC Segment Synchronization Signal and the 
ATSC field Synchronization signal. In one implementation, 
the NCO field synchronization timers 1208A in all of the 
monitor units 108 are synchronized to a base date and time. 
In implementations where a single monitor unit 108 receives 
DTV signals from all of the same DTV transmitters that user 
terminal 102 does, it is not necessary to Synchronize that 
monitor unit 108 with any other monitor unit for the pur 
poses of determining the position of user terminal 102. Such 
Synchronization is also unnecessary if all of the monitor 
stations 108, or all of the DTV transmitters, are synchro 
nized to a common clock. 
A DTV antenna 1212 receives a plurality of DTV signals 

1210. In another implementation, multiple DTV antennas 
are used. An amplifier 1214 amplifies the DTV signals. One 
or more DTV tuners 1216A through 1216N each tunes to a 
DTV channel in the received DTV signals to produce a DTV 
channel signal. Each of a plurality of NCO field synchro 
nization timers 1208B through 1208M receives one of the 
DTV channel signals. Each of NCO field synchronization 
timers 1208B through 1208M extracts a channel synchro 
nization signal from a DTV channel Signal. The channel 
synchronization signal can include one or both of the ATSC 
Segment Synchronization signal and the ATSC field Synchro 
nization Signal. Note that the pilot Signal and Symbol clock 
Signal within the DTV signal can be used as acquisition aids. 

Each of a plurality of Summers 1218A through 1218N 
generates a clock offset between the master Synchronization 
Signal and one of the channel Synchronization Signals. 
Processor 1220 formats and sends the resulting data to DTV 
location server 110. In one implementation, this data 
includes, for each DTV channel measured, the identification 
number of the DTV transmitter, the DTV channel number, 
the antenna phase center for the DTV transmitter, and the 
clock offset. This data can be transmitted by any of a number 
of methods including air link and the Internet. In one 
implementation, the data is broadcast in Spare MPEG pack 
ets on the DTV channel itself. 
Software Receivers 
One thorough approach to mitigating the effects of mul 

tipath is to Sample an entire autocorrelation function, rather 
than to use only early and late Samples as in a hardware 
Setup. Multipath effects can be mitigated by Selecting the 
earliest correlation peak. 

In the case that position can be computed with a brief 
delay, Such as in E911 applications, a simple approach is to 
use a Software receiver, which Samples a Sequence of the 
filtered Signal, and then processes the Sample in firmware on 
a DSP. 
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FIG. 13 illustrates one implementation 1300 for tracking 

in Software. An antenna 1302 receives a DTV signal. 
Antenna 1302 can be a magnetic dipole or any other type of 
antenna capable of receiving DTV signals. A bandpass filter 
1304 passes the entire DTV signal spectrum to an LNA 
1306. In one implementation, filter 1304 is a tunable band 
pass filter that passes the Spectrum for a particular DTV 
channel under the control of a digital signal processor (DSP) 
1314. 

A low-noise amplifier (LNA) 1306 amplifies and passes 
the selected signal to a DTV channel selector 1308. DTV 
channel selector 1308 selects a particular DTV channel 
under the control of DSP1314, and filters and downconverts 
the Selected channel Signal from UHF (ultra-high frequency) 
to IF (intermediate frequency) according to conventional 
methods. An amplifier (AMP) 1310 amplifies the selected IF 
channel Signal. An analog-to-digital converter and Sampler 
(A/D) 1312 produces digital samples of the DTV channel 
signal s(t) and passes these samples to DSP 1314. 
Now the processing of the DTV channel signal by DSP 

1314 is described for a coherent Software receiver. A nomi 
nal offset frequency for the downconverted Sampled Signal 
is assumed. If this signal is downconverted to baseband, the 
nominal offset is 0 HZ. The process generates the complete 
autocorrelation function based on Samples of a signal S(t). 
The process may be implemented far more efficiently for a 
low duty factor signal. Let T. be the period of data Sampled, 
(), be the nominal offset of the Sampled incident Signal, and 
let (or, be the largest possible offset frequency, due to 
Doppler shift and oscillator frequency drift. The process 
implements the pseudocode listed below. 
R=0 

Create a complex code Signal 

where C, is Zero for all symbols corresponding to data 
Signals and non-Zero for all Symbols corresponding to Syn 
chronization signals. 

For (0 = coin - Coofset to coin + (offset step 0.5 
i 

Create a complex mixing Signal 

Combine the incident signal S(t) and the mixing signal 
Sna (t) 

Compute the correlation function R(t)=S.S(t) 
If max, R(t)>R prax 

NeXt () 
Upon exit from the process, R(t) will Store the cor 

relation between the incident signal S(t) and the complex 
code signal s(t). R(t) may be further refined by 
Searching over Smaller Steps of (). The initial Step size for () 
must be less then half the Nyquist rate 
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The time offset t that produces the maximum correlation 
output is used as the pseudo-range. 
A technique for generating the non-coherent correlation in 

Software is now described. This approach emulates the 
hardware receivers of FIGS. 4 and 5. Note that while the I 
and Q channels are treated Separately in the block diagrams, 
the I and Q components may be combined to generate the 
mixing Signal in Software. Since the non-coherent correlator 
uses envelope detection, it is not necessary to Search over a 
range of intermediate frequencies. The process implements 
the pseudocode listed below. 
Create the in-phase and quadrature code Signals 
c(t)=XCp (t-nT), c(t)=XCp,(t-nT) where the Sum is 

Over n, C is Zero for all Symbols corresponding to data 
Signals and non-Zero for all Symbols corresponding to 
Synchronization Signals. Note that c, has autocorrelation 
R, c, has autocorrelation R, and that their cross 
correlation is R. 

T 
g 

For t=0 to T step T., where T is the period of the 
code being used, and T is the Sample interval 
Create a reference code mixing Signal 

where () is the nominal IF frequency of the incident 
Signal, u is the frequency offset of the mixing Signal 
relative to the incident signal, and p is the phase offset 
of the mixing Signal from the incident Signal. 

Combine the incident signal s(t) and the reference code 
mixing signal S(t). 

Low-pass filter S(t) to generate St.(t) Such that the 
expected value of s(t) is given by Est(t)=2R(t) 
cos(ut+(p)+2R(t)sin(Ut+(p) where we have used that 
fact that R(t)=-R(t) 

Perform envelope detection on s(t) (for example, by 
Squaring and filtering) to generate the non-coherent 
correlation: Z(t)=2|R(t)+R(t)) 
Next 

The time offset t that produces the maximum correlation 
output is used as the pseudo-range. 

Notice that the non-coherent correlation Z(t) makes use of 
the Signal power in both the in-phase and quadrature com 
ponents. However, as a result of this, the effective bandwidth 
of the Signal that generates the non-coherent correlation is 
halved. The output of the non-coherent correlator is illus 
trated in FIG. 14. The upper plot shows the correlation peak 
for an interval of roughly 8x10 seconds. The upper plot 
shows the effective 3 MHz bandwidth of the correlation 
peak. 
Experimental Results 
A technique similar to that described above for tracking in 

Software was applied to DTV transmissions arising from San 
Jose, Calif. and received indoors in Palo Alto, Calif. This 
example is presented for illustration purposes and not to 
limit the scope of the present invention. FIG. 15 displays an 
example spectrum for a 1 millisecond Sample of the Signal 
from a KICU channel 52 DTV broadcast from San Jose. The 
Signal was downconverted to a center frequency of 27 MHz, 
which corresponds to a digital frequency of 0.54 for a 
Sampling rate of 100 mega-Samples per Second. The Signal 
was digitally bandpass filtered to a bandwidth of 6 MHz. 
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The computed autocorrelation function for the in-phase 

and quadrature component of the resulting 6 MHZ signal is 
illustrated in FIG. 16. Note that this is the autocorrelation for 
only the 4 data Synchronization Symbols at the beginning of 
each Segment. 
The characteristics of the 6 MHZ signal are shown in FIG. 

17. FIG. 17 displays a portion of the autocorrelation peak for 
the in-phase channel. From the Smoothness of the curve, one 
can See that the Signal-to-noise ratio is high. In addition, the 
curvature of the peak indicates the high Signal bandwidth 
which makes this signal robust to multipath. 

FIG. 18 depicts the results of a simulation of the operation 
of correlator 500. The simulation was conducted using 
Mathematica Software produced by Wolfram Research. The 
Simulation input is the digital I and Q Samples Stored in a 
memory 414 by sampler 400. 

FIG. 18 shows the noncoherent correlation result for 
symbol-synchronous sampling at a 10.76 MHz complex 
Sample rate and an integration time of 242 milliseconds or 
10 fields. The simulation is a worst case where the samples 
are offset by % symbol or 0.05 microseconds. 
The Simulation also includes Gaussian noise and a signal 

to-noise ratio (SNR) in the 6 MHz bandwidth of -27 dB. 
With a phase offset of the sampling this result degrades by 
2 dB but clearly the performance would still be excellent. 
Normal DTV reception requires a SNR of approximately 
+18 dB. Correlator 500 can recover tracking information at 
a SNR 18+27=45 dB below normal DTV. This result 
requires accurate correction of the Sampling clock if a 
matched filter is employed. However, a time-gated delay 
lock loop (DLL) will automatically Synchronize its clock to 
that of the received signal and produce the same result. 
Selecting Information Based on Location 
As described above, DTV signals can be used to deter 

mine the location of a user terminal, which can take the form 
of a cell phone, PDA, laptop computer, and the like. In 
addition, the DTV signals can convey data using the unused 
or null packets in the DTV stream. This data can be relevant 
to one or more particular locations or areas of DTV cover 
age. In embodiments of the present invention, a processor in 
the user terminal, Such as the processor used to determine 
the location of the user terminal, Selects a portion of the data 
based on the location determined by the processor. 

FIG. 19 shows a apparatus 1900 according to one embodi 
ment. Apparatus 1900 comprises an antenna 1902, a filter/ 
amplifier 1904, a tuner 1906, a processor 1908, and an 
output circuit 1910. FIG. 20 shows a process 2000 that can 
be performed by apparatus 1900 according to a preferred 
embodiment. Antenna 1902 receives one or more TV signals 
(and GPS signals, if used), including at least one DTV signal 
(step 2002). Antenna 1902 can take many forms. For 
example, in a laptop computer implementation, a high 
performance bowtie or other antenna can be mounted on the 
rear panel of the laptop display. The Size of the rear panel can 
even permit the use of a set of dual polarized antennas or 
antennas oriented in different directions. A Smaller antenna 
could even be mounted along with the rest of apparatus 1900 
on a PCMCIA card that slots into the laptop computer or 
Some other mobile computing device. 
The antenna output is fed to tunable RF filter/amplifier 

module 1904 that could be integrated with antenna 1902. 
The output of filter/amplifier 1904 is fed to tuner 1906, 
which carriers our further filtering and frequency conver 
Sion. The output of tuner 1906 is sampled and quantized by 
processor 1908. Of course, this Sampling and quantizing 
could instead be performed by tuner 1906. Processor 1908 
performs various cross-correlation functions on the received 
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Synchronization codes and computes the pseudoranges for 
each transmitter, as described above (step 2004). The pseu 
doranges can be generated based on DTV signal components 
as described above, analog TV signal components Such as 
the ghost canceling reference (GCR) signal, and even GPS 
signal components. Processor 1908 then computes the loca 
tion of apparatus 1900 based on the pseudoranges and the 
locations of the transmitters of the TV signals (and GPS 
Signals, if used), and the clock offsets of the transmitters 
(step 2006), as described above. In other embodiments, the 
location computation is performed by a separate general 
purpose processor and Software, Such as the processor in a 
laptop computer. 

The TV transmitter symbol rate clock offset can be 
provided to processor 1908 by several methods. One or more 
of the TV transmitters can broadcast the clock information 
as part of the null packet data stream. Since apparatus 1900 
is demodulating and decoding these packets anyway, only 
added Software is required. AS an alternative these clock 
offset packets can be transmitted via a local area network 
(LAN) of built-in cell-phone short message service (SMS) 
or other data Service. 

Processor 1908 also processes the digital data stream 
within the DTV signals to obtain the digital data (step 2008). 
Standard packages are available for this function. Processor 
1908 selects the data that is relevant to the location of 
apparatus 1900 determined in step 2006 (step 2010) and 
outputs the selected data to output circuit 1910 (step 2012), 
which can comprise a display, a Speaker, and the like. 

Not only is the advent of digital TV and the analog ghost 
canceling reference (GCR) signal a powerful new means for 
robust computing of user position for laptop and other 
mobile computing devices, but it also serves a unique 
capability for targeted high Speed data transfer to users at 
that location or region. Digital television has bandwidth on 
the order of 200 MHz or more for broadcast. This huge 
bandwidth and the enormous investment of infrastructure 
can Serve purposes well beyond those envisioned by the 
developers of these Systems. Terrestrial broadcast of digital 
TV can Serve entirely new mobile computing markets that 
can revolutionize mobile computing and the TV market 
place. 
Alternate Embodiments 

The invention can be implemented in digital electronic 
circuitry, or in computer hardware, firmware, Software, or in 
combinations thereof. Apparatus of the invention can be 
implemented in a computer program product tangibly 
embodied in a machine-readable Storage device for execu 
tion by a programmable processor; and method Steps of the 
invention can be performed by a programmable processor 
executing a program of instructions to perform functions of 
the invention by operating on input data and generating 
output. The invention can be implemented advantageously 
in one or more computer programs that are executable on a 
programmable System including at least one programmable 
processor coupled to receive data and instructions from, and 
to transmit data and instructions to, a data Storage System, at 
least one input device, and at least one output device. Each 
computer program can be implemented in a high-level 
procedural or object-oriented programming language, or in 
assembly or machine language if desired; and in any case, 
the language can be a compiled or interpreted language. 
Suitable processors include, by way of example, both gen 
eral and Special purpose microprocessors. Generally, a pro 
ceSSor will receive instructions and data from a read-only 
memory and/or a random access memory. Generally, a 
computer will include one or more mass Storage devices for 
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Storing data files, Such devices include magnetic disks, Such 
as internal hard disks and removable disks, magneto-optical 
disks, and optical disks. Storage devices Suitable for tangi 
bly embodying computer program instructions and data 
include all forms of non-volatile memory, including by way 
of example Semiconductor memory devices, Such as 
EPROM, EEPROM, and flash memory devices; magnetic 
diskS Such as internal hard disks and removable disks, 
magneto-optical disks; and CD-ROM disks. Any of the 
foregoing can be Supplemented by, or incorporated in, 
ASICs (application-specific integrated circuits). 
A number of embodiments of the invention have been 

described. Nevertheless, it will be understood that various 
modifications may be made without departing from the Spirit 
and Scope of the invention. 

For example, while various Signals and Signal processing 
techniques are discussed herein in analog form, digital 
implementations will be apparent to one skilled in the 
relevant art after reading this description. 

For example, although one method for tracking the ATSC 
Signal using the in-phase and quadrature channels is 
described, it should be clear that one can use only the 
in-phase channel, only the quadrature channel or any com 
bination of the two to provide accurate tracking. Further 
more it should be clear that there are several methods of 
tracking these signals using various forms of conventional 
delay lock loops and through the use of various types of 
matched filters. 

Implementations of the present invention exploit the low 
duty factor of the DTV signal in many ways. For example, 
one implementation employs a time-gated delay-lock loop 
(DLL) Such as that disclosed in J. J. Spilker, Jr., Digital 
Communications by Satellite, Prentice-Hall, Englewood 
Cliffs N.J., 1977, Chapter 18–6 to track the DTV signal. 
Other implementations employ variations of the DLL, 
including coherent, noncoherent, and quasi-coherent DLLS, 
Such as those disclosed in J. J. Spilker, Jr., Digital Commu 
nications by Satellite, Prentice-Hall, Englewood Cliffs N.J., 
1977, Chapter 18 and B. Parkinson and J. Spilker, Jr., Global 
Positioning System-Theory and Applications, AIAA, 
Washington, D.C., 1996, Vol. 1, Chapter 17, Fundamentals 
of Signal Tracking Theory by J. Spilker, Jr. Other imple 
mentations employ various types of matched filters, Such as 
a recirculating matched filter. 

In some implementations, DTV location server 110 
employs redundant Signals available at the System level, 
Such as pseudoranges available from the DTV transmitters, 
making additional checks to validate each DTV channel and 
pseudo-range, and to identify DTV channels that are erro 
neous. One Such technique is conventional receiver autono 
mous integrity monitoring (RAIM). 

Accordingly, other embodiments are within the Scope of 
the following claims. 
What is claimed is: 
1. An apparatus comprising: 
a receiver adapted to receive a broadcast digital television 

Signal comprising data relevant to one or more particu 
lar locations, 

a pseudorange unit adapted to generate a pseudorange 
based on the broadcast digital television Signal; and 

a processor adapted to 
determine the location of the apparatus based on the 

pseudorange and a location of a transmitter of the 
broadcast digital television signal, and 

Select a portion of the data relevant to the one or more 
particular locations based on the location of the 
apparatus determined by the processor. 
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2. The apparatus of claim 1, further comprising: 
an output device adapted to output the data Selected by the 

processor. 
3. The apparatus of claim 2, wherein the output device is 

Selected from the group consisting of: 
a display; and 
a Speaker. 
4. The apparatus of claim 1, further comprising: 
a signal generator adapted to generate a correlation ref 

erence Signal based on known characteristics of the 
broadcast digital television Signal; and 

a correlator adapted to correlate the broadcast digital 
television signal with the correlation reference Signal, 
thereby producing the pseudorange. 

5. The apparatus of claim 1, wherein the processor is 
further adapted to: 

adjust the pseudorange based on a difference between a 
transmitter clock at the transmitter of the broadcast 
digital television signal and a known time reference; 
and 

determine the location of the apparatus based on the 
pseudorange adjusted by the processor and the location 
of the transmitter of the broadcast digital television 
Signal. 

6. The apparatus of claim 1, further comprising: 
a time-gated delay-lock loop to track the broadcast digital 

television Signal. 
7. The apparatus of claim 1, wherein the data relevant to 

one or more particular locations is Selected from the group 
consisting of: 

traffic information for the one or more particular loca 
tions, 

emergency information for the one or more particular 
locations, 

weather information for the one or more particular loca 
tions, 

maps of the one or more particular locations, and 
businesses in the one or more particular locations. 
8. A computer comprising the apparatus of claim 1. 
9. A personal digital assistant comprising the apparatus of 

claim 1. 
10. A television comprising the apparatus of claim 1. 
11. An apparatus comprising: 
receiver means for receiving a broadcast digital television 

Signal comprising data relevant to one or more particu 
lar locations, 

pseudorange means for generating a pseudorange based 
on the broadcast digital television Signal; and 

processor means for 
determining the location of the apparatus based on the 

pseudorange and a location of a transmitter of the 
broadcast digital television signal, and 

Selecting a portion of the data relevant to the one or 
more particular locations based on the location of the 
apparatus determined by the processor. 

12. The apparatus of claim 11, further comprising: 
output means for Outputting the data Selected by the 

processor. 
13. The apparatus of claim 11, further comprising: 
Signal generator means for generating a correlation ref 

erence Signal based on known characteristics of the 
broadcast digital television Signal; and 

correlator means for correlating the broadcast digital 
television signal with the correlation reference Signal, 
thereby producing the pseudorange. 
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14. The apparatus of claim 11, wherein the processor 
CS 

adjusts the pseudorange based on a difference between a 
transmitter clock at the transmitter of the broadcast 
digital television signal and a known time reference; 
and 

determines the location of the apparatus based on the 
pseudorange adjusted by the processor and the location 
of the transmitter of the broadcast digital television 
Signal. 

15. The apparatus of claim 11, further comprising: 
time-gated delay-lock loop means for tracking the broad 

cast digital television signal. 
16. The apparatus of claim 11, wherein the data relevant 

to one or more particular locations is Selected from the group 
consisting of: 

traffic information for the one or more particular loca 
tions, 

emergency information for the one or more particular 
locations, 

weather information for the one or more particular loca 
tions, 

maps of the one or more particular locations, and 
businesses in the one or more particular locations. 
17. A method comprising: 
receiving a broadcast digital television signal comprising 

data relevant to one or more particular locations, 
generating a pseudorange based on the broadcast digital 

television signal; 
determining location of an apparatus based on the pseu 

dorange and a location of a transmitter of the broadcast 
digital television Signal; and 

Selecting a portion of the data relevant to the one or more 
particular locations based on the determined location of 
the apparatus. 

18. The method of claim 17, further comprising: 
outputting the Selected data. 
19. The method of claim 17, further comprising: 
generating a correlation reference Signal based on known 

characteristics of the broadcast digital television Signal; 
and 

correlating the broadcast digital television Signal with the 
correlation reference Signal, thereby producing the 
pseudorange. 

20. The method of claim 17, further comprising: 
adjusting the pseudorange based on a difference between 

a transmitter clock at the transmitter of the broadcast 
digital television signal and a known time reference; 
and 

determining the location of the apparatus based on the 
pseudorange adjusted by the processor and the location 
of the transmitter of the broadcast digital television 
Signal. 

21. The method of claim 17, wherein the data relevant to 
one or more particular locations is Selected from the group 
consisting of: 

traffic information for the one or more particular loca 
tions, 

emergency information for the one or more particular 
locations, 

weather information for the one or more particular loca 
tions, 
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maps of the one or more particular locations, and 
businesses in the one or more particular locations. 
22. Computer-readable media embodying instructions 

executable by a computer to perform a method comprising: 
generating a pseudorange based on a broadcast digital 

television signal comprising data relevant to one or 
more particular locations, 

determining location of an apparatus based on the pseu 
dorange and a location of a transmitter of the broadcast 
digital television signal; and 

Selecting a portion of the data relevant to the one or more 
particular locations based on the determined location of 
the apparatus. 

23. The media of claim 22, wherein the method further 
comprises: 

outputting the Selected data. 
24. The media of claim 22, wherein the method further 

comprises: 
generating a correlation reference Signal based on known 

characteristics of the broadcast digital television Signal; 
and 

correlating the broadcast digital television Signal with the 
correlation reference Signal, thereby producing the 
pseudorange. 

15 

22 
25. The media of claim 22, wherein the method further 

comprises: 
adjusting the pseudorange based on a difference between 

a transmitter clock at the transmitter of the broadcast 
digital television signal and a known time reference; 
and 

determining the location of the apparatus based on the 
pseudorange adjusted by the processor and the location 
of the transmitter of the broadcast digital television 
Signal. 

26. The media of claim 22, wherein the data relevant to 
one or more particular locations is Selected from the group 
consisting of: 

traffic information for the one or more particular loca 
tions, 

emergency information for the one or more particular 
locations, 

weather information for the one or more particular loca 
tions, 

maps of the one or more particular locations, and 
businesses in the one or more particular locations. 
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