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. . . . To all whom it may concern: 
w , Y - Be it knowi that I, FREDRECH. E. S. HoEx 

it::to, a citizen'of the bited States of Arier. 
i.e., residing at the city of Si. i.ouis, in the 
State of issosari, have invenied certain new 
and useful improverinents in Metal-anti 
following is a filt, clear, and exact lescrip. 
tion, reference being had to the a&company. 
ing di'awings, forming part of this speci 
fication. 

vily invention relates to a metal and wood 
frame for window screens and has for its 
object the production of a frame of this de: 
scription embodying a maximum degree of 
strength and rigidity, thus furnishing a 
frame which is of marked durability. 

Figure is in part an elevation and in 
part a vertical section of my window screen 
frame. Fig. I is a cross section taken 
through the frame. Fig. III is a perspective 
view of a fragment of one of the cross pieces 
or side pieces of the frame, . Fig. IV is a 
perspective view of one of the corner pieces. 
Fig. W is across section taken through the 
bottom cross piece of the frame at the loca 
tion of one Öf the lifts applied to the frame. 

in the accompanying drawings: A desig 
nates, the side pieces and top and bottom 
cross pieces of my metal window screen 
fráine. All of these pieces A are constructed 
of sheet metal and each piece comprises a 
back member 1 extending the full width of 
the piece, and a pair of inner and outer box 
members 2 located upon said back piece and 
spaced apart from each other to firnish a 
groove 3 extending longitudinally between 
the inner and outer box members and which 
is adapted to receive strips to be hereinafter 
more particularly mentioned. The several 
frame pieces A are mitered at their ends so 
that they may be fitted together to produce 
a frame of rectangular shape and in each 
box member 2 of the frame pieces A are per 
'forations 4 that register with perforations in 
the back member of said frame piece. 

5 designates inner and outer metalangular 
corner pieces by which the frame pieces A. 
are connected to each other. There are two 
of these corner pieces located at each corner 
of the screen f ine, one corner piece having 
its anns located in the boxes of the inner co 
inciding box members that abut against each 
other, and the other corner piece having its 
arms located in the boxes of the outer box 
inenbers of the abutting frame pieces A. 
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* two going pieces at 
tie by being guited in the box members 

se frame pieces A separate from each 
i et and it different lines serve to hold the 

other and to brace the entire frame in an 
aficient manner. The corner pieces are con 
nected to the raise pieces A by rivets 7 that 
ai'e introduced tirough the perforations 4 in 
the box meinbers 2 of said frame pieces aid through perforations 6 in the corner pieces 
that are adapted to Tegister with the per 
forations 4. 
The grooves 3 in the frame pieces A serve 

to receive the Screen cloth B which is 
stretched across the frame pieces A and this 
Screen cloth is formed with pockets at its 
edges confined in said grooves by wooden re 
tainer strips 8 of such dimensions as will 
cause them to fit Snugly in the grooves after 
the screen clouh has been laid erein. The 
retainer strips 8 extend the full, lengths of 
the grooves 3 in the various frame pieces A. 
and, being of wood, they are naturally yield 
ing to 8 certain degree in order that they 

:line pieces in acci’ate relations to each. 

ach corner of the 
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will tightly bind the screen cloth in the 
grooves to prevent slippage thereof after the 
retainer strips have been put in place. The 
retainer strips are held in the grooves in the 
frame pieces by nails or brads 9 which are 
driven transversely through holes drilled in 
the sides of the box members of the frame 
pieces and which nails or brads, by entering 
into the retainer strips, serve to hoid them 
E. in the grooves in order that they will effectually retain the portions of the screen 
cloth in the grooves and cause the sheet of 
screen cloth to be held tightly stretched upon 
the frame. 
The herein described window screen frame 

is adapted to be mounted in metal channel 
glide strips 10, see Figs. I and II, that are 
adapted to be secured to a window frame 
and in which the screen frame may be raised 
and lowered. . 

il, see Fig. V, is a lift, of which there are 
preferably two, attached to the screen frame 
at the bottom thereof, this lift being secured 
to the frame by a strap 12 of pliabie mate 
rial, such as thin sheet metal and which is 

05 

folded into the groove in the bottom frame. 
piece A and is adapted to be held confined 
therein by the retainer strip 8 in said bot 
ton frame piece. 10 
The back member 1 of each, frame piece A. 

is provided with grooves extending longitu 
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and extending the inner wings of the box 

member spaced apart so as to provide a 

2 

dinally of the frame piece, and the outer 
portions of the box members 2 are so bent 
that the inner wings of these members ex 
tend rearwardly, (as seen in Figs. II, III, 
and V,) each wing bein seated in one of 
the iSE 1 properly disposed to receive it. By furnishing the back members of the 
frame pieces with the longitudinal grooves 
members into said grooves, I provide for 
said wigs being so seated that they will not 
yield laterally when the retainer strips 8 are 
introduced into the grooves 3 between the 
box members 2. 

claim: 
1. A window screen frame comprising 

frame pieces each having a back member 
and an inner box member and an outer box 

groove between them, inner angular corner 
pieces connecting the inner box members, 
outer angular corner" pieces connecting the 

929,251 

outer box members, a sheet of screen cloth 
fortined with pockets at its edges occupying 
the grooves, and retainer strips inserted in 
the pockets for securing the screen cloth. 

2. A window Screen frame comprising 
frame pieces each having a back member 
formed with parallel longitudinal grooves, 
and an inner box member and an outer box 
member spaced apart so as to provide a 
groove between them, and each having the 
edge of its inner wall inserted into a re 
spective longitudinal groove in the back 
member, a sheet of screen cloth formed with 
pockets at its edges occupying the grooves 
between the inner and outer box members, 
and retainer strips inserted into the pockets 
for securing the screen cloth. 
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