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Description

[0001] The present invention relates to a washing ma-
chine or washer-drier, of the type comprising a recovery
reservoir for the washing water.
[0002] An example of a washing machine of this type
is described in EP 0 607 628, in which a reservoir is pro-
vided for the recovery of the washing water, and partic-
ularly of the rinsing water, for the re-use of the water
during subsequent washing. In this document, the res-
ervoir is located, in the conventional way, in the upper
part of the machine.
[0003] To overcome the problems of balancing which
can affect a machine of this type during its operation, it
is necessary to provide one or more counterweights
which create a large weight capable of opposing the os-
cillations caused by the rotation of the drum, especially
during spin-drying.
[0004] A weight of this kind considerably increases
the weight of the machine and therefore gives rise to
problems of transport.
[0005] From WO 0042248 is known a washing ma-
chine with a main tube and a ballast tank located under
the main tube. The filling of the main tube with fresh wa-
ter or washing bath is carried out exclusively via ballast
tank. This solution provides a good balancing of the
washing machine but the fresh water becomes contam-
inated by the recovered washing liquid inside the ballast
tank.
[0006] The object of this invention is to provide a
washing machine which, while having a relatively low
weight, provides excellent characteristics of stability and
balancing during operation, obviating the drawbacks of
the known solutions.
[0007] According to the invention, this object is
achieved with a washing machine having the character-
istics defined in the claims.
[0008] With a machine designed in this way, it is pos-
sible to decrease the fixed balance weights, by using
the water present in the reservoir during operation as
an additional weight. Thus the washing machine accord-
ing to the present invention has a relatively low weight,
when not in operation, enabling it to be transported more
easily.
[0009] Moreover, the novel arrangement of the ele-
ments of the machine provides an additional advantage,
in that the user is able to load garments and linen into
the tub unit and remove them from it without excessive
bending, since the tub unit is in a relatively higher posi-
tion in this machine.
[0010] The novel arrangement of the elements of the
machine also makes it possible to recover the heat in
the environment and that developed during operation,
in order to preheat the water which is used, thus provid-
ing a corresponding saving in energy.
[0011] The characteristics and advantages of the
present invention are made clear by the following de-
tailed description, provided purely by way of example

and without restrictive intent, with reference to the at-
tached drawings, in which:

- Figure 1 is a schematic and partially sectional front
view of a first embodiment of washing machine ac-
cording to the present invention;

- Figure 2 is a schematic and partially sectional side
view, in the direction of the arrow II, of the washing
machine of Figure 1;

- Figure 2 is a schematic and partially sectional side
view of a washing machine with an inclined drum;

- Figure 3 is a schematic and partially sectional side
view, in the direction of the arrow III, of a portion of
the washing machine of Figure 1;

- Figure 4 is a schematic and partially sectional front
view of a second embodiment of a washing machine
according to the present invention;

- Figure 5 is a schematic and partially sectional side
view, in the direction of the arrow V, of the washing
machine of Figure 4;

- Figure 6 is a schematic and partially sectional side
view, in the direction of the arrow VI, of a portion of
the washing machine of Figure 1;

- Figure 7 is a schematic and partially sectional front
view of a third embodiment of a washing machine
according to the present invention; and

- Figure 8 is a schematic and partial sectional front
view of a fourth embodiment of a washing machine
according to the present invention.

[0012] Figures 1 to 3 show a first embodiment of a
washing machine according to the present invention.
This washing machine is provided with an outer box-
shaped casing 1. Within the upper portion of the casing
1 there is located a tub unit 10, which houses a spinning
drum 12, mounted rotatably on the rear portion of the
tub unit 10, and is connected with the exterior of the cas-
ing 1 by a closable hatch 15, the closing of which is made
watertight by a sealing gasket 16 (shown in Figure 2).
The tub unit 10 is supported in an oscillatory way by
dampers 17 connected in a known way to the casing 1.
[0013] A plurality of counterweights 19 is suspended
on the lower portion of the tub unit 10, in such a way as
to balance the tub unit 10 during operation. An electric
motor 20 is also fixed to the lower portion of the tub unit
10, in a median position with respect to the width of the
unit, and is interposed between two counterweights 19
placed symmetrically about the vertical plane containing
the principal axis of the drum 12. The motor 20 can
cause the drum 12 to rotate in a known way, by trans-
mission means 21 (shown in Figure 2), of the belt type
for example.
[0014] The washing machine according to the present
embodiment of the invention comprises, within the cas-
ing 1, a pair of water reservoirs 31 and 32, whose func-
tion is described below, positioned below the tub unit 10.
A mains water reservoir 31, having a smaller capacity,
is mounted on the base of the casing 1, while a recov-
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ered water reservoir 32, having a greater capacity, is
fixed to the upper surface of the reservoir 31. The res-
ervoirs 31 and 32 are preferably made from synthetic
material, for example plastic, and are produced, for ex-
ample, by moulding or blow moulding, and welded to
each other in such a way that there is a separating sur-
face 33 which prevents a direct flow of water between
the reservoirs 31 and 32. The two reservoirs 31 and 32
are made and joined together in such a way that the heat
exchange surfaces are as large as possible.
[0015] Housings are formed near the lateral edges of
the surface 33 for a first and a second electrically pow-
ered pump 41 and 42. Each pump unit 41 and 42, whose
operation is described below, comprises a double pump,
having two coaxial pump sections, and a water filter ca-
pable of completely filtering the solution which is treated.
[0016] Figures 1 and 2 show the arrangement of the
hydraulic circuit of the reservoir 31 of the washing ma-
chine according to the present invention. In these and
in the following figures, the direction of flow of liquids is
indicated by arrows inside the pipes. The reservoir 31
is connected to the external water mains via a solenoid-
operated filling valve 51 (Figure 2), which permits the
selective admission of water to the lower reservoir 31.
The lower reservoir 31 is also connected, through an
aperture 52, to a water supply tube 53, which runs up
the rear portion of the casing 1 to a detergent filling hold-
er 54 (shown in greater detail in figures 7 and 8), in which
the water can be mixed selectively with the detergent
and/or various additives, in a conventional way. From
here, the water is discharged by a tube (shown in Fig-
ures 7 and 8) into the tub unit 10. It is also possible for
the water to reach the tub unit 10 after bypassing, in a
known way, the compartments containing detergent or
additives of the holder 54.
[0017] In one particular embodiment, a further deter-
gent holder 54bis (Figure 2) is inserted in the closable
porthole hatch 15. This holder is connected for operation
to recycling pipes 59. This additional holder 54bis ena-
bles further detergent to be added during recycling. The
additional holder 54bis also completes the ideal profile
of the porthole hatch.
[0018] A base portion 55 of the tub unit 10 is connect-
ed to an outlet tube 56, which extends downwards to the
first pump unit 41. The pump unit 41, which is essentially
identical to a conventional drainage pump, is designed
in such a way that it can selectively pump the liquid, by
means of one or other section of the double pump, along
a recycling tube 57 or along a discharge tube 58, both
connected to the said pump unit. The recycling tube 57
extends upwards along the rear portion of the casing 1,
and is then connected to the tub unit 10 through a pipe
59 located near the hatch 15. In a different embodiment,
the pipe 59 supplies the additional holder 54bis de-
scribed above. The discharge tube 58, on the other
hand, extends along the rear portion of the casing 1 to
the external drainage network.
[0019] Figures 1 and 3 show the arrangement of the

hydraulic circuit of the upper reservoir 32 of the washing
machine according to the present invention. The reser-
voir 32 is connected to the pump unit 42, which is de-
signed in such a way that it can draw the liquid from this
reservoir, by means of a first section of the double pump,
and pump it along a delivery siphon 61 to the tub, this
siphon extending upwards along one side of the casing
1, reaching a point above the filling level of the liquid in
the tub unit (10). The tube 61 is then connected to the
tub unit 10 through an aperture 62. The base portion 55
of the tub unit 10 is connected to a recovery tube 63,
which extends downwards to the second pump unit 42.
The pump unit 42 is designed to be able to pump the
liquid, by means of a second section of the double pump,
along a delivery siphon 64 to the upper reservoir, this
siphon extending upwards along the rear portion of the
casing 1, reaching a point above the filling level of the
liquid in the tub unit 10, and closing the recovery circuit.
[0020] The operation of the washing machine accord-
ing to the present invention is controlled conventionally
by an electronic control unit, indicated schematically by
the number 70, which can be used to set different pro-
grams according to the different washing conditions.
[0021] The control unit opens the solenoid valve 51,
allowing the external mains water to fill the lower reser-
voir 31, the supply tube 53, and also, partially, the tub
unit 10. The tub unit 10 can be filled partially, to a pre-
determined level, after the recovery reservoir 32 has
been filled through the recovery tube 63, the pump unit
42, and the tube 64 for delivery to the reservoir.
[0022] The reaching of the predetermined level of fluid
in the tub 10 can be programmed by means of the entry
of water through the reservoir 31, or also through the
reservoir 32 for recovering the quantity of water which
has been stored in advance. However, some water is
always present in the reservoirs 31 and 32 during the
spinning operations, which require high rotation speeds
of the washing drum.
[0023] In the stages in which the reservoir 32 is filled,
the control unit operates to divert the flow of water, by
preventing its flow through the compartments of the
holder 54 containing detergent and/or additives, in such
a way that the water reaching the reservoir 32 is essen-
tially pure; when the reservoir 32 has been filled, on the
other hand, the water is introduced into the tub unit 10
after being made to pass through the compartments of
the holder 54 containing detergent and any necessary
additives.
[0024] Conventional heating means (not illustrated),
of the resistance type for example, heat the water flow-
ing into the tub unit 10 to a predetermined temperature;
some of this heated water flows into the upper reservoir
32. The heat is then partially transmitted from the res-
ervoir 32, through the separating surface 33, to the fresh
water present in the reservoir 31, thus pre-heating it for
any requisite further use during operation.
[0025] During the washing stage, the washing liquid
flowing out of the tub unit 10 through the outlet tube 56
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is made to recirculate through the recycling tube 57, and
is then reintroduced into the tub unit 10, thus increasing
the washing efficiency.
[0026] At the end of the washing stage, liquid deliv-
ered from the pump unit 41 is sent, not into the recycling
tube 57, but into the discharge tube 58 to discharge the
dirty liquid to the exterior, until the tub unit 10 is emptied.
[0027] This is followed by further stages, for example
a further filling of the tub unit 10 with water mixed with
predetermined additives, after which one or more rins-
ing stages start.
[0028] During rinsing, a first section of the pump unit
42 delivers the water from the reservoir 32 along the tub
delivery siphon 61 into the tub unit 10. The water leaves
the base portion 55 through the recovery tube 63, is re-
turned by the second section of the pump unit 42 and
forced back into the reservoir 32 through the siphon 64;
thus the water level in the reservoir 32 is kept essentially
constant. The water present in the reservoir 32 forms
an additional balance weight for the washing machine
which is required to stabilize the structure during oper-
ation, and especially during the spinning stage.
[0029] Finally, the pump unit 41 is turned on to dis-
charge the water to the exterior through the discharge
tube 58, until the tub unit 10 is emptied, and the reservoir
32 is also emptied by interaction with the pump unit 42.
It is also possible to specify a case in which the recovery
of clean water, for example the water from the final rinse,
is specifically carried out in advance, so that it can be
stored in the recovery reservoir.
[0030] Clearly, the presence of the weight of water in
the reservoirs 32 during the operation of the machine
provides the necessary stability and advantageously
enables the weight of the counterweights 19 to be re-
duced by comparison with conventional solutions.
[0031] Moreover, any water present in the reservoir
31 is heated naturally to the ambient temperature. Con-
sequently, the fact that water remains in the reservoir
31 enables the ambient temperature to be utilized, pro-
viding a saving of approximately 8°C for example.
[0032] Figures 3 to 6 show a second embodiment of
a washing machine according to the present invention.
The elements corresponding to those of Figures 1 to 3
are indicated with the same numerical references, while
those which are different are indicated with an apostro-
phe. The arrangement of the components and the
plumbing connections are essentially similar to those of
the first embodiment, except for the pair of water reser-
voirs located under the tub unit 10. A mains water res-
ervoir 31', having a smaller capacity, is made integral
with the tub unit 10, being fixed to the bases of the coun-
terweights 19, while a recovered water reservoir 32',
having a greater capacity, is fixed to the lower surface
of the reservoir 31'. Since it is now in a significantly high-
er position and above the reservoir 32', the reservoir 31'
is not in this case connected to the solenoid-operated
filling valve 51 directly, but is connected through a filling
tube 52'. The functions of the reservoirs 31' and 32' are

essentially the same, and in particular the heat ex-
change between them takes place through a separating
surface 33'.
[0033] Additionally, the motor 20 is in this case essen-
tially in contact with the upper reservoir 31', enabling the
heat dissipated by this motor to be recovered during op-
eration to additionally pre-heat the fresh water in the res-
ervoir 31', thus providing an additional relative saving in
energy. Advantageously, a plurality of fins 81' can be
placed on the contact surface between the motor 20 and
the upper reservoir 31'. These fins, being immersed in
the water in the reservoir 31, improve the transmission
of heat from the motor 20 to the upper reservoir 31'.
[0034] Additionally, since in this case the reservoirs
31' and 32' are fixed directly to the tub unit 10, it is pos-
sible to provide directly for the containment of the oscil-
lations of this unit, which can be improved by making
these reservoirs in a shape which takes into account the
distribution of the loads during the oscillations of the tub
unit 10. Thus the weight of the counterweights 19 can
be further decreased by 50% with respect to conven-
tional machines.
[0035] Figure 7 shows a third embodiment of a wash-
ing machine according to the present invention. The el-
ements corresponding to those of Figures 1 to 6 are in-
dicated with the same numerical references, while those
which are different are indicated with a double apostro-
phe. In this embodiment, a single reservoir 32'' is made
integral with the tub unit 10, being fixed to the bases of
the counterweights 19.
[0036] The fresh water enters the washing machine
through the solenoid-operated filling valve 51, which in
this case is located in the upper portion of the casing 1,
and flows directly into the detergent holder 54. Passing
through this holder, the water is sent into the tub unit 10.
The arrangement of the remaining components and the
plumbing connections are essentially similar to those of
the second embodiment, except for a recycling tube 57'',
which, as in the first two embodiments, departs from the
pump unit 41, but terminates in the detergent holder 54.
Thus the recycled water can be additionally mixed with
the detergent during the washing stage. In one embod-
iment, there is a pipe which connects the reservoir 32''
directly to the tub unit 10, to act as an overflow device.
[0037] The single reservoir 32'' essentially has the
same functions as those of the separate reservoirs 31'
and 32', but cannot be used to pre-heat the supplied
fresh water, since it is not connected directly to the ex-
terior. However, this single reservoir can be used to pre-
heat the water which is subsequently recovered and
stored in it.
[0038] A connection of this type is provided in a fourth
embodiment, shown in Fig. 8. In this figure, the elements
corresponding to those of Figures 1 to 7 are indicated
with the same numerical references, while those which
are different are indicated with a triple apostrophe. The
arrangement of the components and the plumbing con-
nections are essentially identical to those of the third
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embodiment, but the direct connection between the so-
lenoid-operated filling valve 51 and the reservoir 32'' is
formed by means of a bypass tube 91'''. Thus, the fresh
water entering through the solenoid-operated valve 51
can be diverted so that it passes directly into the reser-
voir 32'' instead of into the holder 54. This diversion is
carried out with known means, operated by the control
unit 70.
[0039] Thus the fresh water is pre-heated in the res-
ervoir 32'', by mixing with the hot water which is already
present in it.
[0040] The control unit can then add water at ambient
temperature to the water stored in the reservoir 32''.

Claims

1. Washing machine, comprising:

- a tub (10) which can be filled with liquid to a
specific level for washing garments;

- a reservoir (32; 32'; 32"), which can store rins-
ing liquid and is located under the tub (10),
forming an additional balance weight for the
washing machine; and

- pumping means (42) for drawing liquid from the
reservoir (32, 32', 32") and sending it to the tub
(10) and for returning the liquid from the tub (10)
into the reservoir (32, 32', 32"),

characterized in that the washing machine com-
prises a mains water reservoir (31, 31') connectable
to the external water mains and connected to the
tub (10), the two reservoirs (32, 32'; 31, 31') being
in contact with each other such as to prevent a direct
flow of water between the reservoirs (31, 31'; 32,
32') and to enable heat to be transmitted from the
liquid recovered in the reservoir (32, 32', 32'') to the
fresh water in the mains water reservoir (31, 31').

2. Washing machine according to Claim 1, comprising
an electronic control unit (70) designed to control
the operation of the pumping means (42) in such a
way as to maintain a predetermined liquid level in
the reservoir (32, 32', 32'') to stabilize the machine
during its operation.

3. Washing machine according to Claim 2, in which the
electronic control unit (70) is designed to control the
operation of the pumping means (42) in such a way
as to keep the reservoir (32, 32', 32'') essentially full
during the operation of the machine.

4. Washing machine according to Claim 1, in which the
reservoir (32, 32', 32'') is located in the lower part
of the machine.

5. Washing machine according to Claim 1, in which the

reservoir (32, 32', 32'') is suspended from the tub
(10).

6. Washing machine according to Claim 1, in which the
mains water reservoir (31, 31') is associated with
heating means (81') to transmit to the water con-
tained in it the heat generated by an electric motor
(20) for driving a drum (12) contained in the tub (10).

7. Washing machine according to Claim 1, in which the
pumping means (42) are connected:

- to the tub (10) by means of
a first length of tubing (61) for delivering water
from the reservoir (32, 32', 32'') to the tub (10)
and
a second length of tubing (63) for drawing liquid
out of the tub (10);
the said pumping means (42) are also connect-
ed

- to the reservoir (32, 32', 32'') through
a pipe for drawing the liquid to be sent from the
reservoir (32, 32', 32'') to the tub (10) and
a third length of tubing (64) for introducing into
the reservoir (32, 32', 32'') the liquid drawn out
of the tub (10) through the second length of tub-
ing (63).

8. Washing machine according to Claim 7, in which the
first length of tubing (61) is a siphon which rises to
a point above the said predetermined level of the
liquid in the tub (10).

9. Washing machine according to Claim 9, in which the
third length of tubing (64) is a siphon which rises to
a point above the said predetermined level of the
liquid in the tub (10).

Patentansprüche

1. Waschmaschine, die umfasst:

einen Laugenbehälter (10), der zum Waschen
von Kleidungsstücken bis zu einem bestimm-
ten Pegel mit Flüssigkeit gefüllt werden kann;

einen Behälter (32, 32', 32"), der Spülflüssigkeit
speichern kann und sich unter dem Laugenbe-
hälter (10) befindet und ein zusätzliches Aus-
gleichsgewicht für die Waschmaschine bildet;
und

eine Pumpeinrichtung (42), die Flüssigkeit aus
dem Behälter (32, 32', 32") absaugt, sie zu dem
Laugenbehälter (10) leitet und die Flüssigkeit
aus dem Laugenbehälter (10) in den Behälter
(32; 32'; 32") zurückleitet,
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dadurch gekennzeichnet, dass die Waschma-
schine einen Leitungswasserbehälter (31, 31') um-
fasst, der mit der externen Wasserleitung verbun-
den werden kann und mit dem Laugenbehälter (10)
verbunden ist, wobei die zwei Behälter (32, 32'; 31,
31') miteinander so in Kontakt sind, dass direkter
Strom von Wasser zwischen den Behältern (31, 31';
32, 32') verhindert wird und die Übertragung von
Wärme von der in dem Behälter (32, 32', 32") zu-
rückgewonnenen Flüssigkeit auf das frische Was-
ser in dem Leitungswasserbehälter (31, 31') ermög-
licht wird.

2. Waschmaschine nach Anspruch 1, die eine elektro-
nische Steuereinheit (70) umfasst, die so gestaltet
ist, dass der Betrieb der Pumpeinrichtung (42) so
gesteuert wird, dass ein vorgegebener Flüssig-
keitspegel in dem Behälter (32, 32', 32") aufrecht-
erhalten wird, um die Maschine während ihres Be-
triebes zu stabilisieren.

3. Waschmaschine nach Anspruch 2, wobei die elek-
tronische Steuereinheit (70) so gestaltet ist, dass
der Betrieb der Pumpeinrichtung (42) so gesteuert
wird, dass der Behälter (32, 32', 32") während des
Betriebes der Maschine im Wesentlichen voll ist.

4. Waschmaschine nach Anspruch 1, wobei sich der
Behälter (32, 32', 32") im unteren Teil der Maschine
befindet.

5. Waschmaschine nach Anspruch 1, wobei der Be-
hälter (32, 32', 32") an dem Laugenbehälter (10)
aufgehängt ist.

6. Waschmaschine nach Anspruch 1, wobei der Lei-
tungswasserbehälter (31, 31') mit einer Heizeinrich-
tung (81') versehen ist, um auf das darin enthaltene
Wasser die Wärme zu übertragen, die von einem
Elektromotor (20) erzeugt wird, der eine in dem
Laugenbehälter (10) enthaltene Trommel (12) an-
treibt.

7. Waschmaschine nach Anspruch 1, wobei die Pum-
peinrichtung (42) verbunden ist mit:

dem Laugenbehälter (10) mittels eines ersten
Röhrenabschnitts (61) zum Zuführen von Was-
ser aus dem Behälter (32, 32', 22") zu dem Lau-
genbehälter (10), und

einem zweiten Röhrenabschnitt (63) zum Ab-
saugen von Flüssigkeit aus dem Laugenbehäl-
ter (10);

wobei die Pumpeinrichtung (42) ebenfalls verbun-
den ist mit:

dem Behälter (32, 32', 32") über ein Rohr zum
Absaugen der von dem Behälter (32, 32', 32")
zu dem Laugenbehälter (10) zu leitenden Flüs-
sigkeit, und

einem dritten Röhrenabschnitt (64) zum Einlei-
ten der über den zweiten Röhrenabschnitt (63)
aus dem Laugenbehälter (10) abgesaugten
Flüssigkeit in den Behälter (32, 32', 32").

8. Waschmaschine nach Anspruch 7, wobei der erste
Röhrenabschnitt (61) ein Heberohr ist, das an einen
Punkt über dem vorgegebenen Pegel der Flüssig-
keit in dem Laugenbehälter (10) ansteigt.

9. Waschmaschine nach Anspruch 9, wobei der dritte
Röhrenabschnitt (64) ein Heberohr ist, das an einen
Punkt über dem vorgegebenen Pegel der Flüssig-
keit in dem Laugenbehälter (10) ansteigt.

Revendications

1. Machine à laver, comportant :

- une cuve (10) qui peut être remplie d'un liquide
à un niveau spécifique pour le lavage de
vêtements ;

- un réservoir (32 ; 32' ; 32") qui peut emmaga-
siner du liquide de rinçage et qui est placé sous
la cuve (10), formant une masse d'équilibrage
supplémentaire pour la machine à laver ; et

- un moyen de pompage (42) destiné à aspirer
du liquide depuis le réservoir (32, 32', 32") et à
l'envoyer à la cuve (10), et à renvoyer le liquide
de la cuve (10) dans le réservoir (32, 32', 32"),

caractérisée en ce que la machine à laver
comporte un réservoir (31, 31') d'eau courante pou-
vant être raccordé à la canalisation extérieure d'eau
courant et raccordé à la cuve (10), les deux réser-
voirs (32, 32' ; 31, 31') étant en contact l'un avec
l'autre d'une manière telle qu'un écoulement direct
d'eau entre les réservoirs (31, 31' ; 32, 32') est em-
pêché et que de la chaleur peut être transmise du
liquide récupéré dans le réservoir (32, 32', 32") à
l'eau fraîche se trouvant dans le réservoir (31, 31')
d'eau courante.

2. Machine à laver selon la revendication 1, compor-
tant une unité de commande électronique (70) con-
çue pour commander le fonctionnement du moyen
de pompage (42) d'une manière telle qu'un niveau
de liquide prédéterminé est maintenu dans le réser-
voir (32, 32', 32") afin de stabiliser la machine pen-
dant son fonctionnement.

3. Machine à laver selon la revendication 2, dans la-
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quelle l'unité de commande électronique (70) est
conçue de façon à commander le fonctionnement
du moyen de pompage (42) d'une manière telle que
le réservoir (32, 32', 32") est maintenu essentielle-
ment plein pendant le fonctionnement de la machi-
ne.

4. Machine à laver selon la revendication 1, dans la-
quelle le réservoir (32, 32', 32") est placé dans la
partie inférieure de la machine.

5. Machine à laver selon la revendication 1, dans la-
quelle le réservoir (32, 32', 32") est suspendu à la
cuve (10).

6. Machine à laver selon la revendication 1, dans la-
quelle le réservoir (31, 31') d'eau courante est as-
socié à un moyen chauffant (81') afin de transmettre
à l'eau qu'il contient la chaleur générée par le mo-
teur électrique (20) pour l'entraînement d'un tam-
bour (12) contenu dans la cuve (10).

7. Machine à laver selon la revendication 1, dans la-
quelle le moyen de pompage (42) est raccordé :

- à la cuve (10) au moyen d'une première lon-
gueur de tuyau (61) pour amener de l'eau du
réservoir (32, 32', 32") à la cuve (10), et d'une
seconde longueur de tuyau (63) pour aspirer du
liquide en sortie de la cuve (10) ;

ledit moyen de pompage (42) est également
raccordé

- au réservoir (32, 32', 32") par l'intermédiaire
d'un conduit pour aspirer le liquide devant être
envoyé du réservoir (32, 32', 32") à la cuve (10),
et d'une troisième longueur de tuyau (64) pour
introduire dans le réservoir (32, 32', 32") le li-
quide aspiré en sortie de la cuve (10) par la se-
conde longueur de tuyau (63).

8. Machine à laver selon la revendication 7, dans la-
quelle la première longueur de tuyau (61) est un si-
phon qui s'élève jusqu'à un point au-dessus dudit
niveau prédéterminé du liquide dans la cuve (10).

9. machine à laver selon la revendication 9, dans la-
quelle la troisième longueur de tuyau (64) est un
siphon qui s'élève jusqu'à un point situé au-dessus
dudit niveau prédéterminé du liquide dans la cuve
(10).
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