Abstract: A method, apparatus, and system for affecting neuromodulation based upon an evoking signal applied to a patient's body. An internal and/or external evoking and/or therapeutic signal is applied to a first target portion of a patient's body. Data relating to a physiological response resulting from the internal and/or external evoking and/or therapeutic signal is received. A neurotransmission characteristic of the patient's body is determined based upon the data relating to the physiological response. At least one parameter defining an electrical therapeutic signal provided by an implantable medical device is controlled based upon the determined neurotransmission characteristic to treat a disorder.
CONTROLLING NEUROMODULATION USING STIMULUS MODALITIES

BACKGROUND OF THE INVENTION

1. FIELD OF THE INVENTION

This invention relates generally to implantable medical devices and, more particularly, to methods, apparatus, and systems for affecting neuromodulation using an external evoking signal and/or an internal evoking signal to control a therapeutic stimulation signal applied by a medical device.

2. DESCRIPTION OF THE RELATED ART

The human nervous system (HNS) includes the brain and the spinal cord, collectively known as the central nervous system (CNS). The central nervous system comprises nerve fibers that transmit nerve signals to, from, and within the brain and spinal cord. The network of nerves in the remaining portions of the human body forms the peripheral nervous system (PNS). Some peripheral nerves, known as cranial nerves, connect directly to the brain to control various brain functions, such as vision, eye movement, hearing, facial movement, and feeling. Another system of peripheral nerves, known as the autonomic nervous system (ANS), controls blood vessel diameter, intestinal movements, and actions of many internal organs. Autonomic functions include blood pressure, body temperature, heartbeat and essentially all the unconscious activities that occur without voluntary control.

Like the rest of the human nervous system, nerve signals travel up and down the peripheral nerves, which link the brain to the rest of the human body. Many, but not all, nerve fibers in the brain and the peripheral nerves are sheathed in a covering called myelin. The myelin sheath insulates electrical pulses traveling along the nerves. A nerve bundle may
comprise up to 100,000 or more individual nerve fibers of different types, including larger diameter A and B fibers which comprise a myelin sheath and C fibers which have a much smaller diameter and are unmyelinated. Different types of nerve fibers, among other things, comprise different sizes, conduction velocities, stimulation thresholds, and myelination status (Le., myelinated or unmyelinated).

More generally, the endogenous electrical activity (Le., activity attributable to the natural functioning of the patient's own body) of a neural structure of a patient may be modulated in a variety of ways. In particular, the electrical activity may be modulated by exogenously applied (Le., from a source other than the patient's own body) electrical, chemical, or mechanical signals applied to the neural structure.

The modulation of neural activity (hereinafter referred to generally as "neurostimulation" or "neuromodulation") may involve the application of an exogenous signal for the induction of afferent action potentials, efferent action potentials, or both, in the neural structure, and may also involve blocking or interrupting the transmission of endogenous electrical activity traveling along the nerve. Electrical neurostimulation or modulation of a neural structure refers to the application of an exogenous electrical signal (as opposed to a chemical or mechanical signal), to the neural structure. Electrical neurostimulation may be provided by implanting an electrical device underneath the skin of a patient and delivering an electrical signal to a nerve such as a cranial nerve. The electrical neurostimulation may involve performing a detection, with the electrical signal being delivered in response to a detected body parameter. This type of stimulation is generally referred to as "active," "feedback," or "triggered" stimulation. Alternatively, the system may operate without a detection system once the patient has been diagnosed with epilepsy (or another medical condition), and may periodically apply a series of electrical pulses to the
nerve (e.g., a cranial nerve such as a vagus nerve) intermittently throughout the day, or over another predetermined time interval. This type of stimulation is generally referred to as "passive," "non-feedback," or "prophylactic," stimulation. The stimulation may be applied by an implantable medical device that is implanted within the patient's body.

The state-of-the-art also provides various methods for applying external signals to portions of a patient's body. An "external" signal, which may comprise an evoking signal and/or a therapeutic stimulation signal, refers to a signal delivered to the patient's body from a source outside the patient's body. The externally originating signal may, however, achieve its functional (e.g., stimulating and/or evoking) effect upon the target portion of the patient's body either internally or externally. For example, transcranial magnetic stimulation, an external signal, may be provided for internally stimulating various portions of the brain and/or cranial nerves. Further, external electrical stimulation may be provided by electrodes coupled to the patient's body externally. For example, electrodes coupled to various parts of a patient's face may stimulate various portions of the trigeminal nerve.

For many patients, the placement of the IMD, the associated electrodes and leads, in a particular location of the body may determine the efficacy of the neurostimulation delivered by the IMD. In some patients, neurostimulation of the left vagus nerve may be less effective than the neurostimulation provided to the right vagus nerve, or vice versa. This knowledge may be helpful in determining whether to implant the IMD on the right side or the left side of the patient, or on both left and right sides. The state-of-the-art generally lacks an effective manner of determining which side of a patient's body would be more conducive to stimulation from an IMD. More generally, effective screening methods are needed to assist in identifying, prior to implantation, those patients who are potential responders to neurostimulation therapy.
Additionally, different patients may exhibit dissimilar reactions to stimulation provided by the IMD. Generally, physicians estimate the value of various parameters (e.g., such as the amplitude, pulse widths, time periods between stimulation, etc.) when determining the type of therapeutic signal to be used for stimulation. These estimates may be based upon prior experience with other patients and may not be optimum for other patients. Therefore, the physicians have to wait to analyze the results of the neurostimulation before assessing whether a current set of stimulation parameters are appropriate for a particular patient. However, analyzing the results of a therapeutic stimulation regimen may be a long-term process when studying the effectiveness of the treatment. Valuable treatment opportunities, and time, may be lost due to a time-lag in determining whether particular stimulation parameters being employed in an IMD is indeed effective. Therefore, the recovery or the attenuation of a particular disorder may be delayed using the state-of-the-art processes for determining the effectiveness of a particular set of stimulation parameters.

The present invention is directed to overcoming, or at least reducing, the effects of one or more of the problems set forth above.

**SUMMARY OF THE INVENTION**

In one aspect, the present invention comprises a method for affecting a neuromodulation based upon an external evoking signal applied to a patient's body. The method comprises applying an external evoking signal to a first target portion of a patient's body. Data relating to a physiological response resulting from applying the external evoking signal to the patient's body is received. The evoked physiological response may comprise one or more of a sensory response, a motor response, a visceral response, an autonomic response, and a somatosensory response. A neurotransmission characteristic of the patient's body is determined based upon the data relating to the physiological response. At least one
parameter defining a therapeutic electrical stimulation signal provided by an implantable medical device is controlled based upon the neurotransmission characteristic to treat a disorder.

In another aspect, the present invention comprises a method for affecting a neuromodulation based upon an external evoking signal applied to a patient's body. An external evoking signal is applied to a first target portion of a patient's body. Data relating to a physiological response resulting from applying the external evoking signal to the patient's body is received. A neurotransmission characteristic of the patient's body is determined based upon the data relating to the physiological response. A determination is made as to a cranial nerve location or a cervical nerve location at which to couple an electrode for delivering a therapeutic electrical stimulation signal based on the neurotransmission characteristic.

In yet another aspect, the present invention comprises a method for identifying a patient as a candidate for a neurostimulation therapy based upon an external evoking signal applied to the patient's body. An external evoking signal is applied to a first target portion of a patient's body. Data relating to a physiological response resulting from applying the external evoking signal to the patient's body is received. A neurotransmission characteristic of the patient's body is determined based upon the data relating to the physiological response. A determination is made as to whether the patient is a potential candidate for a neurostimulation therapy based on the neurotransmission characteristic.

In another aspect, the present invention comprises a method for controlling a therapeutic neurostimulation signal provided by an implantable medical device based upon an external signal applied to the patient's body. A first signal from a source external to the implantable medical device is applied to a portion of a patient's body. Data relating to a
physiological response resulting from the first signal is received. A neurotransmission characteristic of the patient’s body is determined based upon the data relating to the physiological response. At least one parameter defining a therapeutic stimulation signal provided by the implantable medical device is adjusted based upon the neurotransmission characteristic to treat a disorder.

In yet another aspect, the present invention comprises a medical device system for providing neurostimulation therapy. The medical device system comprises at least one external stimulation system for delivering a first evoking signal to a first portion of a patient’s body. The medical device system includes at least one implantable medical device (IMD) for delivering a therapeutic electrical signal to a second portion of the patient’s body. The IMD includes a controller to receive data relating to a physiological response resulting from the first evoking signal. The controller is also adapted to determine a neurotransmission characteristic of the patient’s body based upon the data relating to the physiological response, and to control at least one parameter defining the therapeutic electrical signal based upon the neurotransmission characteristic to treat a disorder.

In another aspect, the present invention comprises a method for treating a neurological disorder and/or a neuropsychiatric disorder using an implantable medical device. An evoking signal comprising a sensory stimulus, a visceral stimulus, a motor stimulus, an autonomic nervous system stimulus and/or a somatosensory stimulus is provided to a portion of a patient’s body using a device external to the patient’s body. A physiological response to the evoking signal is detected. A determination is made as to whether a parameter related to the physiological response exceeds a target value. A neuromodulation signal is provided to a portion of a nerve of the patient using the implantable medical device based upon a determination that the parameter related to the physiological response exceeds the target value.
In yet another aspect, the present invention comprises a method for performing an adaptive adjustment of a stimulation parameter of an implantable medical device. An evoking signal is delivered to a first portion of the patient's body using the implantable medical device. A physiological response to the evoking signal is sensed. At least one parameter relating to a therapeutic neuromodulation signal provided by the implantable medical device is adjusted based upon the physiological response to the evoking signal.

**BRIEF DESCRIPTION OF THE DRAWINGS**

The invention may be understood by reference to the following description taken in conjunction with the accompanying drawings, in which like reference numerals identify like elements, and in which:

Figures 1A-1D provide stylized diagrams of an implantable medical device implanted into a patient's body for providing stimulation to a portion of the patient's body, in accordance with one illustrative embodiment of the present invention;

Figure 2 provides a stylized depiction of a therapeutic system that includes an external stimulation system and an internal stimulation system, in accordance with one illustrative embodiment of the present invention;

Figure 3 provides a stylized depiction of a first embodiment of an external stimulation system of Figure 2, in accordance with one illustrative embodiment of the present invention;

Figure 4 provides a stylized depiction of a second embodiment of an external stimulation system of Figure 2, in accordance with another illustrative embodiment of the present invention;
Figure 5 depicts a stylized diagram of a transverse section of the brain stem showing various cranial nerves that could be affected by the internal and/or external stimulation provided by illustrative embodiments of the present invention;

Figure 6A illustrates an exemplary electrical signal of a firing neuron as a graph of voltage at a given location at particular times during firing by the neurostimulator of Figure 2, when applying an electrical signal to the autonomic nerves, in accordance with one illustrative embodiment of the present invention;

Figure 6B illustrates an exemplary electrical signal response of a firing neuron as a graph of voltage at a given location at particular times during firing by the neurostimulator of Figure 2, when applying a sub-threshold depolarizing pulse and additional stimulus to the vagus nerve, in accordance with one illustrative embodiment of the present invention;

Figure 6C illustrates an exemplary stimulus including a sub-threshold depolarizing pulse and additional stimulus to the vagus nerve for firing a neuron as a graph of voltage at a given location at particular times by the neurostimulator of Figure 2, in accordance with one illustrative embodiment of the present invention;

Figure 7A, 7B, and 7C illustrate exemplary waveforms for generating the electrical signals for stimulating the vagus nerve for treating a neurological or neuropsychiatric disorder, according to one illustrative embodiment of the present invention;

Figure 8 provides a block diagram depiction of an implantable medical device, in accordance with one illustrative embodiment of the present invention;

Figure 9 provides a flowchart depiction of a method for adjusting the IMD stimulation parameters using an external evoking signal, in accordance with one illustrative embodiment of the present invention;
Figure 10 provides a more detailed flowchart depiction for the steps for performing a neuro-response analysis of Figure 9, in accordance with one illustrative embodiment of the present invention; and

Figure 11 provides a flowchart depiction of performing an adaptive adjustment of stimulation parameters, in accordance with one illustrative embodiment of the present invention.

While the invention is susceptible to various modifications and alternative forms, specific embodiments thereof have been shown by way of example in the drawings and are herein described in detail. It should be understood, however, that the description herein of specific embodiments is not intended to limit the invention to the particular forms disclosed, but on the contrary, the intention is to cover all modifications, equivalents, and alternatives falling within the spirit and scope of the invention as defined by the appended claims.

**DETAILED DESCRIPTION OF SPECIFIC EMBODIMENTS**

Illustrative embodiments of the invention are described herein. In the interest of clarity, not all features of an actual implementation are described in this specification. In the development of any such actual embodiment, numerous implementation-specific decisions must be made to achieve the design-specific goals, which will vary from one implementation to another. It will be appreciated that such a development effort, while possibly complex and time-consuming, would nevertheless be a routine undertaking for persons of ordinary skill in the art having the benefit of this disclosure.

Certain terms are used throughout the following description and claims refer to particular system components. As one skilled in the art will appreciate, components may be referred to by different names. This document does not intend to distinguish between
components that differ in name but not function. In the following discussion and in the claims, the terms "including" and "includes" are used in an open-ended fashion, and thus should be interpreted to mean "including, but not limited to." Also, the term "couple" or "couples" is intended to mean either a direct or an indirect electrical connection. For example, if a first device couples to a second device, that connection may be through a direct electrical connection or through an indirect electrical connection via other devices, biological tissues, or magnetic fields. "Direct contact," "direct attachment," or providing a "direct coupling" indicates that a surface of a first element contacts the surface of a second element with no substantial attenuating medium therebetween. The presence of substances, such as bodily fluids, that do not substantially attenuate electrical connections does not vitiate direct contact. The word "or" is used in the inclusive sense (Le., "and/or") unless a specific use to the contrary is explicitly stated.

As used herein, "stimulation" or "stimulation signal" refers to the application of an electrical, mechanical, magnetic, electro-magnetic, photonic, audio and/or chemical signal to a neural structure in the patient's body. In one embodiment, the stimulation comprises an electrical signal. The stimulation signal may induce afferent and/or efferent action potentials on the nerve, may block native afferent and/or efferent action potentials, or may be applied at a sub-threshold level that neither generates action potentials nor blocks native action potentials. In one embodiment, the stimulation signal is a signal that is capable of inducing afferent and/or efferent action potentials on the nerve.

The stimulation signal applied to the neural structure in embodiments of the present invention refers to an exogenous signal that is distinct from the endogenous electrical, mechanical, and chemical activity (e.g., afferent and/or efferent electrical action potentials) generated by the patient's body and environment. In other words, the stimulation signal
(whether electrical, mechanical, magnetic, electro-magnetic, photonic, audio or chemical in nature) applied to the nerve in the present invention is a signal applied from an artificial source, e.g., a neurostimulator.

As used herein, the terms "stimulating" and "stimulator" may generally refer to delivery of a stimulation signal to a neural structure. The effect of such stimulation on neuronal activity is termed "modulation"; however, for simplicity, the terms "stimulating" and "modulating", and variants thereof, are sometimes used interchangeably herein. In general, however, the delivery of an exogenous signal refers to "stimulation" of the neural structure, while the effects of that signal, if any, on the electrical activity of the neural structure are properly referred to as "modulation." The effect of delivery of the stimulation signal to the neural tissue may be excitatory or inhibitory and may potentiate acute and/or long-term changes in neuronal activity. For example, the "modulating" effect of the stimulation signal to the neural tissue may comprise one more of the following effects: (a) changes in neural tissue to initiate an action potential (bi-directional or uni-directional); (b) inhibition of conduction of action potentials (endogenous or externally stimulated) or blocking the conduction of action potentials (hyperpolarizing or collision blocking), (c) affecting changes in neurotransmitter/neuromodulator release or uptake, and (d) changes in neuro-plasticity or neurogenesis of brain tissue.

As used herein, the term "evoking signal" refers to a signal applied to a patient's body, through a stimulus modality acting internal or external to the patient's body, and it is intended to evoke a physiological response in the patient. The evoking signal may be delivered through any one or more of several modalities including but not limited to electrical, mechanical, magnetic, electro-magnetic, photonic, audio and/or chemical means. Examples of devices or equipment that may be used to provide an evoking signal to a
patient's body includes but are not limited to the following: an implantable nerve stimulation medical device, a transcranial magnetic stimulator, a transcutaneous stimulation system, electromyography equipment, a drug pump, an audio sound-emitting device, a light-emitting device, standard neurological tests, a biothesiometer, etc. Typically, an evoked signal causes a rapid physiological response on the order of less than 1 second, however it is envisioned that some physiological responses could occur in a time frame longer than 1 second.

As used herein, the terms "therapeutic signal", "therapeutic stimulation signal" and variants thereof, are sometimes used interchangeably herein. Each refers to the signal delivered to a patient's body with the intent of treating a disorder by providing a modulating effect to neural tissue. This is in contrast to the term "evoking signal" which as defined above is intended to evoke a physiological response in the patient.

Embodiments of the present invention provides for adjusting at least one parameter of a therapeutic stimulation signal generated by an implantable medical device using results of an external and/or internal stimulus delivered to a portion of a patient's body. Cranial nerve stimulation has been proposed to treat a number of nervous system disorders, including epilepsy and other movement disorders, mood and other neuropsychiatric disorders, dementia, coma, migraine headache, obesity, eating disorders, sleep disorders, cardiac disorders (such as congestive heart failure and atrial fibrillation), hypertension, endocrine disorders (such as diabetes and hypoglycemia), and pain, among others. See, e.g., U.S. Pats. Nos. 4,867,164; 5,299,569; 5,269,303; 5,571,150; 5,215,086; 5,188,104; 5,263,480; 6,587,719; 6,609,025; 5,335,657; 6,622,041; 5,916,239; 5,707,400; 5,231,988; and 5,330,515. Despite the recognition that cranial nerve stimulation may be an appropriate treatment for the foregoing conditions, the fact that detailed neural pathways for many (if not all) cranial nerves remain relatively unknown makes predictions of efficacy for any given
disorder difficult. Even if such pathways were known, moreover, the precise stimulation parameters that would energize particular pathways that affect the particular disorder likewise are difficult to predict.

In one embodiment of the present invention, methods, apparatus, and systems stimulate an autonomic nerve, such as a cranial nerve, e.g., a vagus nerve, using an electrical signal to treat an eating disorder. "Electrical signal" on the nerve refers to the electrical activity (Le., afferent and/or efferent action potentials) that is not generated by the patient's body and environment, but is instead applied from an artificial source, e.g., an implanted neurostimulator. Disclosed herein is a method for treating an eating disorder using stimulation of the vagus nerve (cranial nerve X). Other types of eating disorders include, but are not limited to, bulimia nervosa, anorexia nervosa, compulsive and binge eating, and obesity. Bulimia nervosa ("bulimia") is an eating disorder in which an individual experiences recurrent episodes of insatiable craving for food often resulting in episodes of binge eating followed by inappropriate compensatory behavior to prevent weight gain. The inappropriate compensatory behavior typically includes self-induced vomiting, fasting, excessive exercise, and use of laxatives and diuretics. People suffering from bulimia commonly engage in binge eating and inappropriate compensatory behavior an average of two times a week for a period of three or more months. Treatments to address these disorders include physiological treatments, as well as psychological and psychiatric treatments. Besides drug regimens, invasive medical procedures, and/or counseling, effective treatment of such diseases and disorders are somewhat limited. Further, certain patients may not react favorably to various types of drugs or other treatments. A generally suitable form of neurostimulator for use in the method and apparatus of the present invention is disclosed, for example, in U.S. Pat. No. 5,154,172, assigned to the same assignee as the present application. The neurostimulator may be referred to a Neurocybernetic Prosthesis (NCP®, Cyberonics, Inc., Houston, Texas,
the assignee of the present application). Certain parameters of the electrical stimulus generated by the neurostimulator are programmable, such as be means of an external programmer in a manner conventional for implantable electrical medical devices.

In one embodiment, treatment of neuropsychiatry mood disorders is proposed. Mood disorders for which treatment is contemplated include, but are not limited to, depression, major depressive disorder, bipolar disorder, dysthmic disorder, anxiety disorders. Anxiety disorders include, but are not limited to, obsessive compulsive disorder (OCD), post-traumatic stress syndrome (PTSD), panic disorder, generalized anxiety, simple phobia and social phobia. For ease of reference, the use of the term "mood disorder" herein also includes the above-named disorders.

Yet another embodiment includes treatment of a disorder of the endocrine stress system. This includes disorders associated with the hypothalmus-pituitary-adrenal (HPA) axis and sympathetic-adrenal medullary (SAM) axis and includes, but is not limited to, disorders of the hormone system, energy metabolism-related disorders, and reproductive disorders.

Embodiments of the present invention provide for an adaptive or feedback type adjustment of stimulation parameters for providing a therapeutic stimulation (e.g., neurostimulation) using an implantable medical device (IMD). An evoking signal may be applied using one or more external stimulation sources, one or more internal stimulation source (internal to the patient's body), and/or a combination of the internal and external sources.

An external evoking signal may be provided to a patient and the results of the external evoking signal may be analyzed. The external evoking signal may include various types of stimulation techniques, such as a transcranial stimulation or other type of external evoking
signal, such as electrical stimulation delivered through an electrode, an auditory stimulation, a visual stimulation, an evoked potential, etc. The external evoking signal may also refer to an externally applied stimulus that acts to achieve its evoked response internally. The may be a result of a signal that is exogenously applied (i.e., from a source other than the patient's own body) electrical, chemical, auditory, visual, and/or mechanical signals applied to the neural structure. The results of the external evoking signal may be examined to determine various factors that may be used to adjust internal stimulation parameters (i.e., parameters used by the IMD to generate stimulation signals). For example, the latency relating to the reaction in the patient's body due to an external evoking signal may be analyzed. This latency analysis may be initiated by various stimulation techniques, such as external stimulation that may be provided to induce a neuro-response, such as a somatosensory and/or a motor sensory response. This latency relating to the neuro-response may be logged and/or compared to a predetermined tabulated set of data that provides correlation between various stimulation parameters and particular expected latencies. The latencies or other indications resulting from the response to the external evoking signal may provide indications of neuro-pathway efficiency in a particular patient. Based upon a patient's response to external evoking signal, various adjustments to the stimulation parameter for delivering an internal stimulation may be performed.

Embodiments of the present invention also provide for analyzing the efficiency of the neuro-pathways of various portions of the patient's body. For example, respective factors relating to the left vagus nerve transmission may be compared to factors relating to the right vagus nerve transmission to determine whether the implantable medical device should be implanted in the right side or the left side of the patient's body.

Further, embodiments of the present invention provide for performing an adaptive adjustment of therapeutic stimulation parameters based upon the resultant physiological
response due to internal evoking signal (i.e., evoking signal provided by a source inside the
patient's body). For example, upon delivery of an internal evoking signal, various
physiological responses may be measured. A process for examining the physiological factors
may include recording, measuring, sensing, monitoring, and/or analyzing physiological data.
The physiological factors relating to the internal evoking signal may be compared with
baseline values, reference values, and/or expected values of various physiological responses.
Based upon this response, an adaptive adjustment to the stimulation parameters may be
performed for the subsequent delivery of a therapeutic stimulation for treating a disorder.
This adaptive process may be repeated in a predetermined fashion or in an automated fashion
wherein the adaptive adjustment process is continuously performed by the IMD. In this
manner, more effective delivery of therapeutic stimulation that is more tailored to a particular
patient may be provided. Embodiments of the present invention may provide for improving
the efficacy and the effectiveness of neurostimulation.

The evoking signal (whether provided by an internal or an external signal) may refer
to one or more of a number of stimulus modalities. The various modalities may include
number of diagnostic methods where a stimulus is applied to the body, such as an auditory
modality prompting audio evoked responses, a sensory evoking modality, a somatosensory
evoking modality, an autonomic nervous system evoking modality, a motor or neuromuscular
evoking modality, a somatosensory modality relating to a brainstem somatosensory evoked
responses (BSER), a visual system evoking modality, etc.

Although not so limited, a system capable of implementing embodiments of the
present invention is described below. Figures IA-ID depict a stylized implantable medical
system 100 for implementing one or more embodiments of the present invention. Figures
IA-ID illustrate an electrical signal generator 110 having main body 112 comprising a case
or shell 121 (Figure IA) with a header 116 (Figure 1C) for connecting to leads 122. The
generator 110 is implanted in the patient's chest in a pocket or cavity formed by the
implanting surgeon just below the skin (indicated by a dotted line 145, Figure IB), similar to
the implantation procedure for a pacemaker pulse generator.

A stimulating nerve electrode assembly 125, preferably comprising an electrode pair,
is conductively connected to the distal end of an insulated, electrically conductive lead
assembly 122, which preferably comprises a pair of lead wires (one wire for each electrode of
an electrode pair). Lead assembly 122 is attached at its proximal end to connectors on the
header 116 (Figure 1C) on case 121. The electrode assembly 125 may be surgically coupled
to a vagus nerve 127 in the patient's neck or at another location, e.g., near the patient's
diaphragm. Other cranial nerves may also be used to deliver the electrical neurostimulation
signal and/or an evoking signal. The electrode assembly 125 preferably comprises a bipolar
stimulating electrode pair 125-1, 125-2 (Figure ID), such as the electrode pair described in
U.S. Pat. No. 4,573,481 issued March 4, 1986 to Bullara. Suitable electrode assemblies are
available from Cyberonics, Lie, Houston, Texas, USA as the Model 302 electrode assembly.

However, persons of skill in the art will appreciate that many electrode designs could be used
in the present invention. The two electrodes are preferably wrapped about the vagus nerve,
and the electrode assembly 125 may be secured to the nerve 127 by a spiral anchoring tether
128 (Figure ID) such as that disclosed in U.S. Pat. No. 4,979,511 issued Dec. 25, 1990 to
Reese S. Terry, Jr. and assigned to the same assignee as the instant application. Lead
assembly 122 is secured, while retaining the ability to flex with movement of the chest and
neck, by a suture connection 130 to nearby tissue (Figure ID).

In one embodiment, the open helical design of the electrode assembly 125 (described
in detail in the above-cited Bullara patent), which is self-sizing and flexible, minimizes
mechanical trauma to the nerve and allows body fluid interchange with the nerve. The
electrode assembly 125 preferably conforms to the shape of the nerve, providing a low
stimulation threshold by allowing a large stimulation contact area with the nerve. Structurally, the electrode assembly 125 comprises two electrode ribbons (not shown), of a conductive material such as platinum, iridium, platinum-iridium alloys, and/or oxides of the foregoing. The electrode ribbons are individually bonded to an inside surface of an elastomeric body portion of the two spiral electrodes 125-1 and 125-2 (Figure 1D), which may comprise two spiral loops of a three-loop helical assembly. The lead assembly 122 may comprise two distinct lead wires or a coaxial cable whose two conductive elements are respectively coupled to one of the conductive electrode ribbons. One suitable method of coupling the lead wires or cable to the electrodes 125-1, 125-2 comprises a spacer assembly such as that disclosed in US 5,531,778, although other known coupling techniques may be used.

The elastomeric body portion of each loop is preferably composed of silicone rubber, and the third loop 128 (which typically has no electrode) acts as the anchoring tether for the electrode assembly 125.

In certain embodiments of the invention, sensors such as eye movement sensing electrodes 133 (Figure IB) may be implanted at or near an outer periphery of each eye socket in a suitable location to sense muscle movement or actual eye movement. The electrodes 133 may be electrically connected to leads 134 implanted via a cannula or other suitable means (not shown) and extending along the jaw line through the neck and chest tissue to the header 116 of the electrical pulse generator 110. When included in systems of the present invention, the sensing electrodes 133 may be utilized for detecting rapid eye movement (REM) in a pattern indicative of a disorder to be treated. The detected indication of the disorder can be used to trigger active stimulation.
Other sensor arrangements may alternatively or additionally be employed to trigger active stimulation and/or to detect a physiological response to an evoking signal. Referring again to Figure IB, electroencephalograph (EEG) sensing electrodes 136 may optionally be implanted and uniformly distributed on the skull, and connected to leads 137 implanted and extending along the scalp and temple, and then connected to the electrical pulse generator 110 along the same path and in the same manner as described above for the eye movement electrode leads 134.

In alternative embodiments, temperature sensing elements and/or heart rate sensor elements may be employed to trigger active stimulation. In addition to active stimulation incorporating sensor elements, other embodiments of the present invention utilize passive stimulation to deliver a continuous, periodic or intermittent electrical signal (each of which constitutes a form of continual application of the signal) to the vagus nerve according to a programmed on/off duty cycle without the use of sensors to trigger therapy delivery. Both passive and active stimulation may be combined or delivered by a single UvI&D according to the present invention. Either or both modes may be appropriate to treat the particular disorder diagnosed in the case of a specific patient under observation.

The electrical pulse generator 110 may be programmed with an external computer 150 using programming software of the type copyrighted by the assignee of the instant application with the Register of Copyrights, Library of Congress, or other suitable software based on the description herein, and a programming wand 155 to facilitate radio frequency (RF) communication between the computer 150 (Figure IA) and the pulse generator 110. The wand 155 and software permit non-invasive communication with the generator 110 after the latter is implanted. The wand 155 is preferably powered by internal batteries, and provided with a "power on" light to indicate sufficient power for communication. Another indicator
light may be provided to show that data transmission is occurring between the wand and the
generator.

A variety of stimulation therapies may be provided in implantable medical systems
100 of the present invention. Different types of nerve fibers (e.g., A, B, and C fibers being
different fibers targeted for stimulation) respond differently to stimulation from electrical
5 signals. More specifically, the different types of nerve fibers have different conduction
velocities and stimulation thresholds and, therefore, differ in their responsiveness to
stimulation. Certain pulses of an electrical stimulation signal, for example, may be below the
stimulation threshold for a particular fiber and, therefore, may generate no action potential in
the fiber. Thus, smaller or narrower pulses may be used to avoid stimulation of certain nerve
fibers (such as C fibers) and target other nerve fibers (such as A and/or B fibers, which
generally have lower stimulation thresholds and higher conduction velocities than C fibers).
Additionally, techniques such as pre-polarization may be employed wherein particular nerve
10 regions may be polarized before a more robust stimulation is delivered, which may better
accommodate particular electrode materials. Furthermore, opposing polarity phases
separated by a zero current phase may be used to excite particular axons or postpone nerve
fatigue during long term stimulation.

Turning now to Figure 2, a stylized diagram of a system 205 that includes an external
stimulation system and an internal stimulation system to affect the therapeutic stimulation
provided by implantable medical device is provided. Embodiments of the present invention
provide for applying an external evoking signal. The system 205 may combine various
elements related to an external evoking process, as well as a system related to an internal
therapeutic stimulation and evoking process that includes an IMD. The external stimulation
system 210 of Figure 2 is capable of providing various types of therapeutic stimulation and/or
evoking signals to a variety of portions of a patient's body. An example of the external
stimulation system 210 may include a transcranial magnetic stimulation (TMS) system and/or various electrical stimulation systems. The external stimulation system 210 may comprise various electrodes and other signal discharge devices to provide an external stimulation.

Delivery of an external stimulation may evoke various types of responses in the patient's body. As used herein, the term "physiological response" refers to an evoked response to a stimulus signal or to an evoking signal. Several types of physiological responses, such as somatosensory responses, motor responses, neuro-responses and/or cortical responses, etc., may be prompted by the external stimulation. Based upon the external evoking signal provided to the patient, data relating to various physiological responses may be received by the external stimulation system 210. The external stimulation result data may then be recorded for further analysis. Further details as to a first embodiment and a second embodiment of the external stimulation system 210 are provided in Figures 3 and 4, as well as the accompanying description below.

The system 205 may also comprise a neuro-response analysis module 220. The neuro-response analysis module 220 may analyze various neurological responses (e.g., somatosensory responses, visceral responses, motor responses, cortical responses, and/or any other types of neurological responses) resulting from the external evoking signal. The analysis of the physiological responses due to the external evoking process may be correlated to various physiological factors associated with a patient (e.g., the patient's disorder, physical characteristics, etc.). Further, the analysis provided by the neuro-response analysis module 220 may provide indications of various neuro-transmission characteristics or factors associated with a particular patient's body. This may provide an indication as to the types of signals provided by an implantable medical device that would be more effective for a particular patient. Neuro-transmission characteristics may include, but not be limited to, a time delay between delivery of a evoking signal and a physiological response, the magnitude
of a physiological response signal, a frequency of a physiological response signal, a
conduction velocity of an evoked response signal, a signal latency, and a spectral analysis
characteristic of a stimulus response signal. Other neuro-transmission characteristics or
factors may be those derived from nerve conduction tests such as the f-wave and h-reflex
response. Parameters associated with measurements of somatosensory evoked potentials
including onset latency, interpeak latency, morphology (i.e., presence and absence of
components), polarity, and dispersion. EEG or evoked potential recording electrodes can be
placed on the head or body to record the neurotransmission characteristics. Several types of
well known neurological tests involve measurement of evoked potentials and these tests
include Brainstem Auditory Evoked Potential (BAEP), Somatosensory Evoked Potential
(SSEP) and Visual Evoked Potential (VEP).

One example of a physiological response to external stimulation is a cortical response
that includes a combination of a somatosensory response and a motor response. Examples of
cortical responses may include performing a frontal cortex stimulation (e.g., transcranial
magnetic stimulation) that may provide a combination of a somatosensory and a motor
response. For example, based upon the delivery of frontal cortex stimulation, some patients
may exhibit a response characterized by a predictable movement of a finger (e.g., movement
of the thumb or the index finger). For example, certain frontal cortex stimulations may
prompt the thumb or the index finger of the patient to close, or to activate the patient's
contralateral first dorsal interosseous muscle (FDI). This response may be conducted through
motor as well as a somatosensory neural pathway.

Analyzing the physiological responses may provide an indication of latency between
the time that the external stimulation signal is applied and the time of the occurrence of the
response. Therefore, the exemplary frontal cortex stimulation described above and the
movement of the thumb in response, may provide a latency calculation relating to a neurotransmission factor of a particular patient.

This data may then be used to initially, or adaptively, adjust various stimulation parameters. Further, examples of providing an external stimulation and measuring the effects may include providing a contra-lateral effect test. An example of a contra-lateral test may be the blink test. For example, in this test the trigeminal or facial nerves are electrically stimulated resulting in reflex contraction of the orbicularis oculi. The blink reflex is a central nervous system effect and the latencies of the ipsilateral side of the face can be of shorter duration than the contralateral side. The latency time difference of the eye-blinking response is a function of neural conduction and synaptic transmission. By correlating differences in synaptic transmission rate to the IMD treatment parameters, it may be possible to optimize the IMD stimulation treatment parameters. Latency relating to the blink test may also be recorded for use in adjustments of stimulation parameters relating to neurostimulation provided by the IMD 200.

The system 205 may also provide an implantable medical system 250, which is capable of applying internal stimulus and therapeutic stimulation provided internally into the patient's body. The implantable medical system 250 comprises various components illustrated in Figures 1A-1D, which may include an implantable medical device (IMD) 200, an external device (described in Figure 8 and accompanying description below) to program and effect the operation of the IMD 200. The IMD 200 may comprise a pulse generator located external to the patient's body, coupled to an implanted stimulating electrode via a wireless link or through a primary coil adapted to be coupled with a subcutaneous secondary coil of an implanted receiving means for neuromodulation treatment.
The system 205 may also comprise a database 240 that may provide a tabulation of various patient characteristics to particular neuro-transmission parameters. Consultation into the database 240 may provide correlation between the types of internal stimulation that may be desirable based upon various physiological parameters of a particular patient. A stimulation parameter module 230 in Figure 2, may be capable of accessing data from the database 240 based upon data received from the neuro-response analysis module 220. Based upon such correlation, various components of the implantable medical system 250 may be programmed or reprogrammed to affect the operation of the therapeutic stimulation and/or evoking signals provided by the IMD 200. Therefore, various physiological responses due to an external stimulation may be used to adaptively affect the operation of an IMD 200 when delivering internal stimulation.

The external and internal stimulation systems 210, 250 may provide numerous types of evoking signals and/or therapeutic signals using various types of stimulation. The external and internal stimulation systems 210, 250 may deliver a therapeutic electrical stimulus to at least one cranial nerve and/or a sympathetic nerve. This process may also be used for brain stimulation (e.g., cortical, dural, subdural, deep-brain). In one embodiment, the therapeutic stimulation signal may be provided by a spinal cord stimulation system. The external and internal stimulation systems 210, 250 may provide evoking signals and/or therapeutic signals with a variety of parameters, such as constant frequency, patterned, coded, one or more sequential pulses separated by an inter-pulse interval, and/or a series of pulses separated by a pulse train or duty cycle interval. Further, the pulse amplitude, frequency, pulse width, intensity, power, or charge/pulse may vary among the pulses, and the current or voltage amplitude can be of opposite polarity during any portion of the pulse train. Multiple pulse paradigms can be interleaved, synchronous or asynchronous. By using interleaved
stimulation parameters, different frequency-dependent or network synapses may be modulated to achieve the effective treatment response.

Further, the external and internal stimulation systems 210, 250 may each represent a plurality of external and internal devices that are capable of delivering a plurality of external and internal therapeutic signals and/or evoking signals. Further, the device(s) within the external stimulation system 210 may be in communication (e.g., wireless communication and/or wired communication) with each other and/or with one or more devices associated with the internal stimulation system 250. Similarly, the device(s) within the internal stimulation system 250 may be in communication (e.g., wireless communication and/or wired communications) with each other and/or with one or more devices associated with the external stimulation system 210. In this manner, various external and internal therapeutic and/or evoking signals may be synchronized and coordinated. Further, the physiological results of the external and internal therapeutic and/or evoking signals may be shared by the external and internal stimulation systems 210, 250 for analysis to determine stimulation parameters relating to therapeutic stimulation.

Turning now to Figure 3, a stylized diagram of the external stimulation system 210, in accordance with a first embodiment of the present invention is depicted. Figure 3 illustrates a transcranial stimulation system 310 that is capable of delivering transcranial stimulation to a portion of the patient's cerebral cortex or other neural structure. In one embodiment, the transcranial stimulation system 310 provides a magnetic transcranial stimulation to the patient. The transcranial stimulation system 310 may comprise various components that are capable of generating and providing stimulation signals, such as a magnetic or an electrical stimulation signal. The transcranial stimulation system 310 may then deliver the therapeutic signals and/or evoking signals to a portion of the patient's brain or other neural structure via a stimulation delivery component 330. The stimulation delivery component 330 may be
capable of providing a magnetic field, an electrical field, and/or an electro-magnetic field. An electrical field as discussed herein could be performed by application of electro-convulsive therapy stimulation.

The external stimulation system 210 may also comprise a transcranial stimulation response sensor 320. The effect sensor 320 may comprise various circuitry and sensors that are capable of detecting responses, such as somatosensory responses, motor responses, cortical responses, visually evoked responses (VEP), auditory evoked potential (AEP), brainstem auditory evoked potentials (BSEP), and/or any type of neuro-response. The transcranial stimulation effect sensor 320 may detect various physiological responses and correlate them to the particular type of transcranial therapeutic signals and/or evoking signals that are delivered by the transcranial stimulation system 310. The transcranial stimulation effect sensor 320 may then tabulate and provide transcranial evoking signal response data to the system 205.

Turning now to Figure 4, a stylized diagram of the external stimulation system 210 of Figure 2, in accordance with a second illustrative embodiment of the present invention is provided. The embodiment of Figure 4 may provide for externally delivering electrical therapeutic signals and/or evoking signals. The external stimulation system 210 of Figure 4 may include an electrical stimulation system 410 that is capable of delivering therapeutic signals and/or evoking signals to various portions of the patient's body. The electrical stimulation system 210 may comprise various circuitry and devices to charge-up and deliver a predetermined amount of electric charge to an electrode that is attached to a portion of the patient's body. Various regions of the face, head, neck or other portions of the body may be stimulated externally.
The external stimulation system 210 of Figure 4 may also comprise an electrical stimulation response sensor 420. The sensor 420 may include various sensors and circuitry that are capable of detecting various somatosensory, visceral, motor, cortical and/or other neuro-responsive. The electrical stimulation effect sensor 420 is capable of correlating particular effects to particular therapeutic signals and/or evoking signals provided to the patient. Latency relating to the effects prompted by the delivery of electrical therapeutic signals and/or evoking signals may also be calculated and tabulated. The external stimulation system 210 then provides signal response data to the system 205 for further analysis, as illustrated in Figure 4.

Figure 5 illustrates, in a stylized fashion, various cranial nerves that may be stimulated by the therapeutic signals and/or evoking signals provided by the external stimulation system 210, which may induce an effect for further analysis. Various effects relating to the cranial nerves may be measured and analyzed to determine a latency or other neuro-transmission characteristic(s) for a particular patient. This information may then be used to adjust various stimulation parameters relating to a therapeutic neurostimulation provided by the IMD 200.

Generally, the cranial nerves comprise a system of nerves that include ten basic cranial nerves, which branch into further sections and sub-sections. In one embodiment, the implantable medical system 250 and/or the external stimulation system 210 may target the stimulation of cranial nerve I (CN I). The cranial nerve 1 relates to the olfactory nerve, which is a special sensory nerve. The olfactory nerve is generally located in the olfactory epithelium and exits from the cranium from the foramina in the cribriform plate of the ethmoid bone. An external stimulation that targets CN 1 may produce an effect that includes a nasal response (e.g., a smell response) in a patient. A neuro-response test may be provided where the patient responds to an external and/or internal evoking signal by indicating the
detection of nasal effect caused by the external stimulation. Latency relating to the time period of this effect may be measured. This latency may then be used to control various parameters of an internal stimulation provided by the IMD 200.

The implantable medical system 250 and/or the external stimulation system 210 may target cranial nerve II (CN II), which relates to the optic nerve. The optic nerve components are special sensory components, the cell bodies of which are located in the retina. CN II exits the cranial system via the optic canal. The external and/or internal evoking of the optic nerve may be detected by a patient via a vision response. This response may then be used to determine various neuro-transmission characteristics of a patient.

In yet another embodiment, the implantable medical system 250 and/or the external stimulation system 210 may target cranial nerve III (CN III), which relates to the oculomotor nerve. Cranial nerve III is a somatic motor component, wherein the location of its cell bodies is in the midbrain region. The oculomotor also has a visceral motor component as well, wherein the locations of its cell bodies are in the presynaptic midbrain region as well as in the postsynaptic ciliary ganglion. The cranial exit of the oculomotor nerve is via the superior orbital fissure. Various physiological responses resulting from an external and/or internal evoking signal sent to cranial nerve III may be measurable. These physiological responses may include a motor response of the eyelid and/or parasympathetic innervations of the pupil and the ciliary muscle, which may provide for a constriction of the pupil. These responses may be measured to determine a neuro-transmission characteristic of a particular patient, this information may then be used to generate and/or adjust the stimulation parameters for an internal therapeutic stimulation delivered by the IMD 200.

The implantable medical system 250 and/or the external stimulation system 210 may also target cranial nerve IV (CN IV), which relates to the trochlear nerve. Cranial nerve IV
relates to a somatic motor component, the cell bodies of which are located in the midbrain.
The cranial exit of CN IV is via the superior orbital fissure. Effects due to stimulation of CN IV may include a movement or turning of the eye inferolaterally, or turning of the eye inferiorly when adducted. The movement of the eye may then be measured relative to the time the external and/or internal evoking signal is sent to the CN IV is delivered, thereby calculating a latency or other neurotransmission characteristics of a particular patient.

The implantable medical system 250 and/or the external stimulation system 210 may target cranial nerve V (CN V), *Le.*, the trigeminal nerve, relates to the ophthalmic nerve, the maxillary nerve, and the mandibular nerve. The trigeminal nerve has a general sensory component and its cell bodies are located in the trigeminal ganglion. The cranial exit of the trigeminal nerve is via the superior orbital fissure, the foramen rotundum, and the foramen ovale, respectively for the ophthalmic, the maxillary, and the mandibular nerve components. External and/or internal evoking signal sent to the trigeminal nerve may cause a resultant effect of a sensation from the cornea, skin of the forehead, the scalp, eyelids, nose, etc. Delivery of external and/or internal evoking signals to the trigeminal nerve may also prompt a sensation of the upper lip or the maxillary sinuses and palate. Further, CN V may also include a sensation in the majority of a portion of the tongue of the patient. These various physiological responses from the delivery of external and/or internal evoking signals to the CN V may then be used to determine the latency or other neuro-responses of a particular patient. The timing of various facial responses to the external and/or internal evoking signals may then be measured to calculate the latency or other neurotransmission characteristics of the patient.

The implantable medical system 250 and/or the external stimulation system 210 of the present invention may also target cranial nerve VI (CN VI), which relates to the abducent nerve. Cranial nerve VI has a somatic motor component and is generally located in the pons.
The exit of CN VI is via the superior orbital fissure. The physiological responses of the deliver of external and/or internal evoking signals to CN VI may be a lateral movement of the eye, which may be used to determine the neuro-transmission factors for a particular patient.

Further, the implantable medical system 250 and/or the external stimulation system 210 may also target the cranial nerve VII (CN VII), which relates to the facial nerves. Cranial nerve VII affects the facial muscles. The cranial nerve VII may be externally and/or internally evoked to prompt various external responses such as changes in facial expressions. Cranial nerve VII relates to a special sensory nerve and comprises various components, such as the bronchial motor and the visceral motor. Other physiological responses may relate to a taste response, as well as parasympathetic innervations, e.g., a parasympathetic innervations of the salivary glands. Based upon the neuro-transmission characteristics developed by the analysis response to the stimulation of CN VII, a latency or transmission characteristics of a particular patient may be determined.

The implantable medical system 250 and/or the external stimulation unit 210 may also target the cranial nerve VIII (CN VIII), which relates to the vestibulocochlear. The vestibulocochlear includes the vestibular nerve and the cochlear nerve. Cranial nerve VIII relates to special sensory components, for which the cell bodies are located in the vestibular ganglion and the spiral ganglion. The cranial exit of CN VIII is via the internal acoustic meatus. The physiological response due to an external and/or internal evoking signal sent to CN VIII may relate to a particular movement of the head that may be detected by the patient or a physician. The physiological response may also include a hearing sensation resulting from the external and/or internal evoking signals of the cochlear component of CN VIII. The latency or other characteristics observed from the physiological response to the external and/or internal evoking signals sent to CN VIII may be used to determine various neuro-transmission characteristics of a particular patient.
The implantable medical system 250 and/or the external stimulation system 210 may also target cranial nerve IX (CN IX), which is the glossopharyngeal nerve. The glossopharyngeal nerve includes various components, such as the bronchial motor component, the visceral motor component, and the visceral sensory component. The glossopharyngeal nerve is characterized by a special sensory component and a general sensory component. The cell body locations of the CN IX are the medulla, the otic ganglion, the superior ganglion, and the inferior ganglion. The cranial exit of the CN IX is via the jugular foramen. Various sensory conditions may result from the delivery of the external and/or internal evoking signal to the CN IX. The physiological response may include a sensation when swallowing, a sensation in the sinus, or a sensation in the middle ear including balancing conditions, an effect on the tongue, and a sensation from the external ear.

The implantable medical system 250 and/or the external stimulation system 210 may also target cranial nerve X (CN X), which relates to the vagus nerve. The vagus nerve also contains many components, such as the bronchial motor components, the visceral motor components, and/or the visceral sensory component. The vagus nerve includes special sensory components and the general sensory components. The vagus nerve in the cranium contains cell bodies in the medulla neurons, proximate to the viscera, the superior ganglion, and the inferior ganglion. The cranial exit of the vagus nerve is via the jugular foramen. Various effects due to the delivery of external and/or internal evoking signal to the vagus nerve may be detected. These effects include, but are not limited to, various sensations of the muscles of the pharynx, larynx muscles of the palate, various portions of the esophagus, various sympathetic innervations of the muscles of the trachea, the bronchi, the digestive tract, and the cardiac muscles of the heart. The physiological response may include a visceral sensation from the base of the tongue, pharynx, larynx, trachea, bronchi, heart, esophagus,
stomach, and/or intestine. Other sensations, such as taste from the epiglottis and palate, sensation from the external acoustic meatus, the auricle, and/or the posterior cranial fossa may also be detectable. The physiological responses described above may be detected to determine the neurotransmission condition of the patient based upon the external stimulation of the vagus nerve.

In another embodiment, the implantable medical system 250 and/or the external stimulation system 210 may also provide evoking signals to cranial nerve XI (CN XI), which relates to the spinal accessory nerve. The component of the spinal accessory nerve is a somatic motor component. The cell bodies of the spinal accessory nerve are located in the spinal cord. The cranial exit of the spinal accessory is the jugular foramen. The physiological responses due to evoking the spinal accessory may include motor effects to the sternocleidomastoid and the trapezius. These motor effects may be analyzed to determine the neurotransmission condition of the patient based upon the external and/or internal evoking of the spinal accessory nerve.

In yet another embodiment, the implantable medical system 250 and/or the external stimulation system 210 may stimulate cranial nerve XII (CN XII), which relates to the hypoglossal nerve. The component of the hypoglossal nerve is a somatic motor component. The cell bodies of the hypoglossal nerve are located in the medulla. The cranial exit of the hypoglossal nerve is the hypoglossal canal. The physiological responses of external and/or internal evoking of the hypoglossal nerve may be the motor manipulation of the intrinsic and extrinsic muscles of the tongue. Therefore, an external and/or internal evoking of the hypoglossal nerve may be followed by a motor response of the tongue, the timing of which may be determined. Based upon this timing, latency and/or other neuro-transmission characteristics of the patient may be determined.
Further, external and/or internal evoking signals may be delivered to a portion of the cervical nerves, such as the greater occipital nerve and/or the lesser occipital nerve. Various physiological responses may result from the internal and/or external evoking signal. These physiological responses may be analyzed to determine a latency and/or other neuro-transmission characteristics of a particular patient.

Figure 6A provides a stylized depiction of an exemplary electrical signal of a firing neuron as a graph of voltage at a given location at particular times during firing, in accordance with one embodiment of the present invention. A typical neuron has a resting membrane potential of about -70 mV, maintained by transmembrane ion channel proteins. When a portion of the neuron reaches a firing threshold of about -55 mV, the ion channel proteins in the locality allow the rapid ingress of extracellular sodium ions, which depolarizes the membrane to about +30 mV. The wave of depolarization then propagates along the neuron. After depolarization at a given location, potassium ion channels open to allow intracellular potassium ions to exit the cell, lowering the membrane potential to about -80 mV (hyperpolarization). About 1 msec is required for transmembrane proteins to return sodium and potassium ions to their starting intra- and extracellular concentrations and allow a subsequent action potential to occur. The present invention may raise or lower the resting membrane potential, thus making the reaching of the firing threshold more or less likely and subsequently increasing or decreasing the rate of fire of any particular neuron.

Referring to Figure 6B, an exemplary electrical signal response is illustrated of a firing neuron as a graph of voltage at a given location at particular times during firing by the neurostimulator of Figure 2, in accordance with one illustrative embodiment of the present invention. As shown in Figure 6C, an exemplary stimulus including a sub-threshold depolarizing pulse and additional stimulus to a cranial nerve, such as the vagus nerve 235 may be applied for firing a neuron, in accordance with one illustrative embodiment of the
present invention. The stimulus illustrated in Figure 6C depicts a graph of either current or voltage at a given location at particular times by the IMD 200.

The neurostimulator may apply the stimulus voltage of Figure 6C to the autonomic nerve 105, which may include afferent fibers, efferent fibers, or both. This stimulus voltage may cause the response voltage shown in Figure 6B. Afferent fibers transmit information to the brain from the extremities; efferent fibers transmit information from the brain to the extremities. The vagus nerve may include both afferent and efferent fibers, and the IMD 200 may be used to stimulate either or both.

Autonomic nerve(s) that may be stimulated by the IMD 200 may include fibers that transmit information in the sympathetic nervous system, the parasympathetic nervous system, or both. Inducing an action potential in the sympathetic nervous system may yield a result similar to that produced by blocking an action potential in the parasympathetic nervous system and vice versa.

The IMD 200 may generate an electrical signal (therapeutic and/or evoking signal) according to one or more programmed parameters for therapeutic stimulation and/or evoking of an autonomic nerve, e.g., the vagus nerve. In one embodiment, the stimulation parameter may be selected from the group consisting of a current or voltage magnitude, a pulse frequency, a signal width, on-time, and off-time. An exemplary table of ranges for each of these stimulation parameters is provided in Table 1. The stimulation parameter may be of any suitable waveform; exemplary waveforms in accordance with one embodiment of the present invention are shown in Figures 7A-7C. Specifically, the exemplary waveforms illustrated in Figures 7A-7C depict the generation of the electrical signal that may be defined by a factor related to a condition relating to a mood disorder, an epilepsy disorder, an eating
disorder, a hormonal disorder, a reproductive disorder, a metabolic disorder, a chronic pain disorder, and/or a heart rhythm disorder, relative to a value within a defined range.

According to one illustrative embodiment of the present invention, various electrical signal patterns may be employed by the IMD 200. These electrical signals may include a plurality of types of pulses, e.g., pulses with varying amplitudes, polarity, frequency, etc. For example, the exemplary waveform 7A depicts that the electrical signal may be defined by fixed amplitude, constant polarity, pulse width, and pulse period. The exemplary waveform 7B depicts that the electrical signal may be defined by a variable amplitude, constant polarity, pulse width, and pulse period. The exemplary waveform 7C depicts that the electrical signal may be defined by a fixed amplitude pulse with a relatively slowly discharging current magnitude, constant polarity, pulse width, and pulse period. Other types of signals may also be used, such as sinusoidal waveforms, etc. The electrical signal may be controlled current or voltage signals.

<table>
<thead>
<tr>
<th>PARAMETER</th>
<th>RANGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Output current</td>
<td>0.1-6.0 mA</td>
</tr>
<tr>
<td>Pulse width</td>
<td>10-1500 μsec</td>
</tr>
<tr>
<td>Frequency</td>
<td>0.5-2500 Hz</td>
</tr>
<tr>
<td>On-time</td>
<td>1 sec and greater</td>
</tr>
<tr>
<td>Off-time</td>
<td>0 sec and greater</td>
</tr>
<tr>
<td>Frequency Sweep</td>
<td>10-100 Hz</td>
</tr>
<tr>
<td>Random Frequency</td>
<td>10-100 Hz</td>
</tr>
</tbody>
</table>

On-time and off-time parameters may be used to define an intermittent pattern in which a repeating series of signals may be generated for stimulating the nerve 105 during the on-time. Such a sequence may be referred to as a "pulse burst." This sequence may be
followed by a period in which no signals are generated. During this period, the nerve is allowed to recover from the stimulation during the pulse burst. The on/off duty cycle of these alternating periods of stimulation and idle periods may have a ratio in which the off-time may be set to zero, providing continuous stimulation. Alternatively, the idle time may be as long as one day or more, in which case the stimulation is provided once per day or at even longer intervals. Typically, however, the ratio of "off-time" to "on-time" may range from about 0.5 to about 10.

In one embodiment, the width of each signal may be set to a value not greater than about 1 msec, such as about 250-500 µsec, and the signal repetition frequency may be programmed to be in a range of about 20-250 Hz. In one embodiment, a frequency of 150 Hz may be used. A non-uniform frequency may also be used. Frequency may be altered during a pulse burst by either a frequency sweep from a low frequency to a high frequency, or vice versa. Alternatively, the timing between adjacent individual signals within a burst may be randomly changed such that two adjacent signals may be generated at any frequency within a range of frequencies.

Turning now to Figure 8, a block diagram depiction of one embodiment of the EvID 200, in accordance with one illustrative embodiment of the present invention, is provided. The IMD 200 may comprise a controller 810 capable of controlling various aspects of the operation of the IMD 200. The controller 810 is capable of receiving internal data and/or external data and generating and delivering a stimulation signal to target tissues of the patient's body. For example, the controller 810 may receive manual instructions from an operator externally, or may perform stimulation based on internal calculations and programming. The controller 810 is capable of affecting substantially all functions of the IMD 200.
The controller 810 may comprise various components, such as a processor 815, a memory 817, etc. The processor 815 may comprise one or more microcontrollers, microprocessors, etc., that are capable of performing various executions of software components. The memory 817 may comprise various memory portions where a number of types of data (e.g., internal data, external data instructions, software codes, status data, diagnostic data, etc.) may be stored. The memory 817 may comprise random access memory (RAM) dynamic random access memory (DRAM), electrically erasable programmable read-only memory (EEPROM), flash memory, etc.

The IMD 200 may also comprise a stimulation unit 820. The stimulation unit 820 is capable of generating and delivering therapeutic signals and/or evoking signals to one or more electrodes via leads. A number of leads 122, 134, 137 may be coupled to the IMD 200. Therapy may be delivered to the leads 122 by the stimulation unit 820 based upon instructions from the controller 810. The stimulation unit 820 may comprise various circuitry, such as stimulation signal generators, impedance control circuitry to control the system impedance, and other circuitry that receives instructions relating to the type of stimulation to be performed. The stimulation unit 820 is capable of delivering a controlled current or voltage stimulation signal over the leads 122.

The IMD 200 may also comprise a power supply 830. The power supply 830 may comprise a battery, voltage regulators, capacitors, etc., to provide power for the operation of the IMD 200, including delivering the stimulation signal. The power supply 830 comprises a power-source battery that in some embodiments may be rechargeable. In other embodiments, a non-rechargeable battery may be used. The power supply 830 provides power for the operation of the IMD 200, including electronic operations and the stimulation function. The power supply 830 may comprise a lithium/thionyl chloride cell or a lithium/carbon
monofluoride cell. Other battery types known in the art of implantable medical devices may also be used.

The EMD 200 also comprises a communication unit 860 capable of facilitating communications between the IMD 200 and various devices. In particular, the communication unit 860 is capable of providing transmission and reception of electronic signals to and from an external unit 870. The external unit 870 may be a device that is capable of programming various modules and stimulation parameters of the IMD 200. In one embodiment, the external unit 870 is a computer system that is capable of executing a data-acquisition program. The external unit 870 may be controlled by a healthcare provider, such as a physician, at a base station in, for example, a doctor's office. The external unit 870 may be a computer, preferably a handheld computer or PDA, but may alternatively comprise any other device that is capable of electronic communications and programming. The external unit 870 may download various parameters and program software into the IMD 200 for programming the operation of the implantable device. The external unit 870 may also receive and upload various status conditions and other data from the IMD 200. The communication unit 860 may be hardware, software, firmware, and/or any combination thereof. Communications between the external unit 870 and the communication unit 860 may occur via a wireless or other type of communication, illustrated generally by line 875 in Figure 8.

The IMD 200 also comprises a detection unit 895 that is capable of detecting various conditions and characteristics physiological responses (e.g., evoked potential) due to an external and/or internal therapeutic and/or evoking signal. Various responses, such as heart rate, blood pressure, appetite, satiety, body temperature, respiration, homeostasis, brain waves (e.g., electroencephalogram), and/or evoked potentials resulting from the body stimulus (e.g., an external and/or internal therapeutic and/or evoking signal). The detection
unit 895 may comprise means for deciphering data from various sensors that are capable of measuring the physiological factors described herein. Based upon the data deciphered by the detection unit 895, the IMD 200 may adjust one or more parameters relating to a therapeutic stimulus delivered by the IMD 200.

The IMD 200 may also comprise a stimulation target unit 890 that is capable of directing an internal therapeutic and/or evoking signal to one or more electrodes that is operationally coupled to various portions of the autonomic nerves. The stimulation target unit 890 may direct an internal therapeutic and/or evoking signal to various portions of a patient's body such as different portions of an autonomous nerve including, but not limited to, the left vagus main trunk, and/or the right vagus main trunk. Therefore, based upon a particular type of data detected by the detection unit 895, the stimulation target unit 890 may provide an internal therapeutic and/or evoking signal to a selective portion of an autonomic nerve to treat a disorder (e.g., a mood disorder, an epilepsy disorder, an eating disorder, a hormonal disorder, a reproductive disorder, a metabolic disorder, a chronic pain disorder, a heart rhythm disorder, and/or various other disorders. The IMD 200 may select various portions of the autonomous nerve described herein to perform an efferent, afferent, or an afferent-efferent combination stimulation in order to treat or alleviate the disorder.

The IMD 200 also comprises an adaptive stimulation adjustment unit 895. The adaptive stimulation adjustment unit 895 is capable of performing an adaptive modification of various stimulation parameters relating to an internal therapeutic and/or evoking signal. The parameters may be modified based upon assessment of a patient's neuro-transmission characteristics. Therefore, based upon the results from the internal and/or external therapeutic and/or evoking signal described above, various assessments relating to the patient's physiological characteristics (e.g., neuro-transmission characteristics) may be used
by the adaptive stimulation adjustment unit 895 to perform adjustments to internal stimulation parameters. The adaptive stimulation adjustment unit 895 may perform an initial adjustment of parameters, a constant adjustment of parameters, and/or a periodic adjustment of parameters determined by a predetermined interval.

The adaptive stimulation adjustment unit 895 may receive data results from previous stimulation processes from the external unit 870. Based upon this data, the adaptive stimulation adjustment unit 895 may look up various tables that may be stored in the memory 817 to adjust various stimulation parameters. Further, the adaptive stimulation adjustment unit 895 is capable of sensing physiological data from the detection unit 895 and automatically adjusting various characteristics of the internal therapeutic and/or evoking signals described above. The adaptive stimulation adjustment unit 895 may be a software, hardware or a firmware unit that is a stand-alone module, or alternatively, a module that is integrated into the controller 810.

The adaptive stimulation adjustment unit 895 may detect any adverse results based on a particular therapeutic stimulation and deem it to be an adverse therapeutic stimulation. The adverse therapeutic stimulation may then be modified such that subsequent therapeutic stimulation regimes do not provide undesirable results. This may be performed, for example, by detecting adverse physiological responses after the delivery of an internal and/or an external stimulation signal. The adaptive stimulation adjustment unit 895 may then correlate various adverse physiological results to one or more stimulation parameters. Upon performing calculations, the adaptive stimulation adjustment unit 895 may modify one or more therapeutic stimulation parameters and continually check the physiological results until a determination is made that no substantially adverse physiological responses above a tolerable level are detected based upon the delivered stimulation. The physiological
conditions that are checked may include various conditions, such as heart rate, blood pressure, respiration, homeostasis, brain waves, and/or evoked potentials resulting from a evoking signal.

One or more blocks illustrated in the block diagram of IMD 200 in Figure 8 may comprise hardware units, software units, firmware units and/or any combination thereof. Additionally, one or more blocks illustrated in Figure 8 may be combined with other blocks, which may represent circuit hardware units, software algorithms, etc. Additionally, any number of the circuitry or software units associated with the various blocks illustrated in Figure 8 may be combined into a programmable device, such as a field programmable gate array, an ASIC device, etc.

Embodiments of the present invention provide for applying a sensory and/or a motor evoking signal to a patient's body and monitoring a physiological response to the stimulus. A characteristic of the physiological response (e.g., a neuro-transmission characteristic of a particular portion of the patient's body, such as the vagus nerve) may be determined. Based upon the characteristic(s) of the physiological response, a stimulation parameter relating to a neurostimulation provided by the IMD 200 may be determined. The sensory or motor stimulus may be provided by an external signal source, an internal signal source (e.g., the IMD 200), and/or a combination of the external and internal signal sources. Figure 9 illustrates a flowchart depiction of the steps of the method relating to providing a sensory and/or motor stimulation using an external stimulation source, in accordance with one illustrative embodiment of the present invention.

An external evoking and/or therapeutic signal may be provided to a patient (block 910). The external stimulation system 210 is capable of providing an evoked potential in a portion of the patient's body. The evoked potential may include an alteration of the normally
or randomly occurring electrical activity in the patient's body. The electrical activity relating
to the evoked potential may be a result of a stimulus that is exogenously applied (i.e., from a
source other than the patient's own body) electrical, chemical, auditory, visual, and/or mechanical signals applied to the neural structure. External evoking and/or therapeutic
signals may be provided by various external stimulation techniques, such as a transcranial
magnetic stimulation system, an electrical stimulation system that may use a transcranial
technology and/or electrodes to target specific areas of the patient's body, an auditory
stimulation, and/or any stimulus that may evoke a change in the normal or randomly
occurring electrical activity in the patient's body.

Based upon the external evoking and/or therapeutic signal, the resultant physiological
responses in response to the external stimulation, is acquired and/or recorded (block 920). The acquisition of the resultant effects may be acquired by various types of sensors that are capable of acquiring various physiological characteristics of the patient. In one embodiment, a physiological characteristic comprises at least one neurotransmission characteristic. Using the resultant data relating to the physiological responses, a neuro-response analysis may be performed (block 930). The neuro-response analysis may entail various techniques to analyze and correlate external evoking and/or therapeutic signal(s) with various physiological conditions. Studies such as latency analysis may be performed. The latency analysis may relate to the time period between the time of providing stimulation, and the onset of a predetermined amount of physiological response(s). Other neuro-transmission characteristics may also be analyzed using the resultant data. A more detailed description of the neuro-response analysis of block 930 is provided in Figure 10 and accompanying description below.

Continuing referring to Figure 9, upon performing the neuro-response analysis of block 930, various steps may be implemented. For example, upon performing the neuro-response analysis, a determination as to where in the patient's body to implant the IMD 200
may be made (block 940). As described above, based upon the neuro-transmission characteristics of a nerve, such as the vagus nerve of the patient, the left side vagus nerve, the right side vagus nerve, or both, may be slated for therapeutic stimulation. This determination may then be used to decide whether to implant the IMD 200 on the left side or in the right side of the patient's body. A more effective stimulation regimen may be achieved by predetermining the better location for implanting the IMD and the related accessories, such as the electrodes and the leads. Further, based upon the patient's response to an external or internal evoking and/or therapeutic signal, an analysis may be performed to determine whether therapeutic stimulation may be sufficiently effective for that patient.

Upon performing the neuro-response analysis, a selection of a target location for delivering therapeutic stimulation may also be performed (block 950). This process may include identifying an optimum location for delivering therapeutic stimulation based upon the neuro-response analysis. Depending on the disorder being treated and the projected efficacy of a particular location of the patient's body (i.e., the particular location on the vagus nerve), a target may be established for delivery of therapeutic stimulation. In this manner, more effective therapeutic stimulation may be provided by the IMD 200.

Further, upon performing the neuro-response analysis of block 930, an adjustment of the therapeutic stimulation parameters used by the IMD 200 may be performed (block 960). Such adjustment(s) may involve adjusting various characteristics of the signal relating to the therapeutic stimulation based upon specific physiological characteristics of the patient. For example, based upon the latency related to the neuro-response of a particular patient, a signal with higher amplitude or greater frequency characteristics may be employed for therapeutic stimulation, which may overcome any excessive latency attributed to a particular person. Various other stimulation parameter adjustments may be performed depending on the characteristics of the neuro-response of a particular patient.
Turning now to Figure 10, a more detailed flowchart depiction of the steps for performing the neuro-response analysis of block 930 of Figure 9, is provided. Upon delivering the external evoking and/or therapeutic signal(s), the timing of the signal delivery may be recorded (block 1010). Further, the timing of the resulting physiological response in response to the external stimulation may also be recorded (block 1020). The respective timing of the delivery of the external evoking and/or therapeutic signal and the detection of the resultant physiological response(s) may be used to determine the latency of the neurotransmission of a portion of the patient's body (block 1030).

Additionally, a determination may be made as to the magnitude and/or other characteristics of the resulting physiological response in response to the external evoking and/or therapeutic signal (block 1040). The physiological response may be related to the neurotransmission characteristics of various portions of the patient's body. The analysis to determine the characteristics of the physiological response may include determining whether a parameter related to the physiological response exceeds said a value related to a threshold value, a subthreshold value, a reference value, a comparison value, a calculated value, a value derived from diagnosis, a predetermined value, and/or a baseline value, among other factors. Therefore, the latency, as well as the magnitude and/or other characteristics of the response due to a delivered evoking and/or therapeutic signal may be recorded and analyzed. This may provide an indication as to various characteristics of the physiology of the patient's body. This information may be used to determine the effectiveness or efficacy of a potential therapeutic stimulation that may be delivered by the IMD 200 (block 1050). Based upon the data relating to the effectiveness of the evoking and/or therapeutic signal, as projected, as well as the latency data indicated by the neurotransmission characteristics of the patient, an analysis may be performed to provide data relating to the physiological characteristics of the patient's body (block 1060). This may include data relating to the latency and/or
effectiveness or efficacy of a possible therapeutic electrical signal. Therefore, even before delivery of a therapeutic stimulation, various feedback optimizations of the therapeutic stimulation parameters may be defined by using data resulting from the external stimulation and/or any internal stimulation.

Turning now to Figure 11, a flowchart depiction of delivering an internal stimulation to adjust therapeutic stimulation parameters, in accordance with one illustrative embodiment of the present invention is provided. The IMD 200 may deliver an internal evoking and/or therapeutic signal to a portion of a patient's body (block 1110). In an alternative embodiment, an external evoking and/or therapeutic signal may also be provided to the patient's body. The delivery of the internal and/or external evoking and/or therapeutic signal may be coordinated as to the timing, location, intensity, and/or other characteristics of the evoking and/or therapeutic signals. Based upon the evoking and/or therapeutic signal, the IMD 200 or an external sensing system, may detect and acquire various physiological responses that may result from the evoking and/or therapeutic signal provided (block 1120). The physiological response may include various characteristics, such as heart rate, blood pressure, appetite, satiety, body temperature, respiration, homeostasis, brain waves, evoked potentials, and other responses. Input from the patient may also be provided as a response, such as mood characteristics, etc.

Based upon the physiological response, a neuro-response analysis may be performed by the IMD 200 (block 1130). The neuro-response analysis for the internal evoking and/or therapeutic signal may be similar to the analysis for the external evoking and/or therapeutic signal described in Figure 10. Further, the neuro-response analysis may include detecting whether any adverse physiological responses have been detected, and if so, a particular evoking and/or therapeutic signal may be deemed as an adverse signal. Based upon the neuro-response analysis, an adjustment to the therapeutic electrical signal parameter may then
be performed (block 1140). This adjustment may include changing the value of various parameters used to determine the characteristic of a particular therapeutic stimulation signal. The parameters may include, but are not limited to, a pulse width, a polarity, a pulse frequency, a current or voltage amplitude, an on-time, and an off-time, and a phase characteristic of a therapeutic stimulation signal.

This process may be continuously repeated until no adverse stimulation signal is found. Alternatively, this process may be performed periodically or continuously, or in an adaptive mariner. The adaptive process may relate to detecting various physiological responses due to an internal and/or external stimulation in predetermined intervals or in a continuous fashion. Based upon the determination that adverse effects have been found, an adaptive correction or adjustment to various therapeutic stimulation parameters may be made to improve the quality and the effectiveness of the therapeutic stimulation.

Therefore, using embodiments of the present invention, results from an external and/or an internal evoking and/or therapeutic signal may be used to optimize or improve therapeutic stimulation provided by an external and/or internal medical device. Further, the external and/or internal medical device may also perform an adaptive adjustment of therapeutic stimulation parameters based on various observation of the physiological responses described above. Utilizing embodiments of the present invention, a more effective therapeutic stimulation may be provided by an external and/or internal medical device.

All of the methods and apparatus disclosed and claimed herein may be made and executed without undue experimentation in light of the present disclosure. While the methods and apparatus of this invention have been described in terms of particular embodiments, it will be apparent to those skilled in the art that variations may be applied to the methods and apparatus and in the steps or in the sequence of steps of the method.
described herein without departing from the concept, spirit, and scope of the invention, as defined by the appended claims. It should be especially apparent that the principles of the invention may be applied to selected cranial nerves other than the vagus nerve to achieve particular results.

The particular embodiments disclosed above are illustrative only, as the invention may be modified and practiced in different but equivalent manners apparent to those skilled in the art having the benefit of the teachings herein. Furthermore, no limitations are intended to the details of construction or design herein shown, other than as described in the claims below. It is, therefore, evident that the particular embodiments disclosed above may be altered or modified and all such variations are considered within the scope and spirit of the invention. Accordingly, the protection sought herein is as set forth in the claims below.
CLAIMS

WHAT IS CLAIMED:

1. A method for affecting a neuromodulation therapy based upon an external evoking signal applied to a patient's body, comprising:

   - applying an external evoking signal to a first target portion of a patient's body;
   - receiving data relating to a physiological response resulting from applying said external evoking signal to the patient's body;
   - determining a neurotransmission characteristic of said patient's body based upon said data relating to the physiological response; and
   - controlling at least one parameter defining a therapeutic electrical stimulation signal provided by an implantable medical device based upon said neurotransmission characteristic to treat a disorder.

2. The method of claim 1, wherein receiving said data relating to a physiological response resulting from applying said external evoking signal comprises sensing a physiological response to said external evoking signal.

3. The method of claim 2, wherein applying an external evoking signal to a first target portion of a patient's body comprises providing at least one of a transcranial magnetic stimulation, a transcranial electrical stimulation, and a delivery of an electrical signal to a neural structure.

4. The method of claim 1, wherein applying an external evoking signal to a first target portion of a patient's body comprises delivering said external evoking signal to at least one of:
a cervical nerve selected from a group consisting of a greater occipital nerve and a lesser occipital nerve, and
a cranial nerve.

5. The method of claim 1, wherein said neurotransmission characteristic is selected from the group consisting of a time delay between delivery of the external evoking signal and the physiological response, the magnitude of a physiological response signal, a frequency of a physiological response signal, a conduction velocity of a physiological response signal, a physiological response signal latency, a spectral analysis characteristic of a physiological response signal, an onset latency, an interpeak latency, a signal morphology, a signal polarity, and a signal dispersion.

6. The method of claim 1, wherein controlling at least one parameter defining said therapeutic electrical stimulation signal provided by an implantable medical device comprises controlling a parameter selected from a group consisting of a pulse width, a polarity, a pulse frequency, a current or voltage amplitude an on-time, an off-time, and a phase characteristic, wherein said parameter is selected to treat the disorder.

7. A method for affecting a neuromodulation therapy based upon an external evoking signal applied to a patient's body, comprising:
   applying an external evoking signal to a first target portion of a patient's body;
   receiving data relating to a physiological response resulting from applying said external evoking signal to the patient's body;
   determining a neurotransmission characteristic of said patient's body based upon said data relating to the physiological response; and
determining at least one of a cranial nerve location and a cervical nerve location at which to couple an electrode for delivering a therapeutic electrical stimulation signal based on said neurotransmission characteristic.

8. A method for identification of a patient as a candidate for a neurostimulation therapy based upon an external evoking signal applied to the patient's body, comprising:
   applying an external evoking signal to a first target portion of a patient's body;
   receiving data relating to a physiological response resulting from applying said external evoking signal to the patient's body;
   determining a neurotransmission characteristic of said patient's body based upon said data relating to the physiological response; and
   determining whether said patient is a potential candidate for a neurostimulation therapy based on said neurotransmission characteristic.

9. A method for controlling a therapeutic stimulation signal provided by an implantable medical device based upon an external signal applied to the patient's body, comprising:
   applying a first signal to a portion of a patient's body from a source external to said implantable medical device;
   receiving data relating to a physiological response resulting from said first signal;
   determining a neurotransmission characteristic of said patient's body based upon said data relating to said physiological response; and
   adjusting at least one parameter defining a therapeutic stimulation signal provided by said implantable medical device based upon said neurotransmission characteristic to treat a disorder.
10. The method of claim 9, wherein providing said first stimulation signal to said portion of the patient's body comprises providing at least one of a transcranial magnetic stimulation, a transcranial electrical stimulation, and a delivery of a neurostimulation signal selected from the group consisting of a deep brain stimulation, a cranial nerve stimulation, and a spinal cord stimulation.

11. The method of claim 9, wherein determining said neurotransmission characteristic of said patient's body comprises determining a characteristic selected from the group consisting of a time delay between delivery of a said first signal and a physiological response, the magnitude of a physiological response signal, a frequency of a physiological response signal, a conduction velocity of a physiological response signal, a physiological response signal latency, a spectral analysis characteristic of a physiological response signal, an onset latency, an interpeak latency, a signal morphology, a signal polarity, and a signal dispersion.

12. A medical device system for providing a neurostimulation therapy, comprising:
   at least one external stimulation system for delivering a first external evoking signal to a first portion of a patient's body; and
   at least one implantable medical device (IMD) for delivering a therapeutic electrical signal to a second portion of said patient's body, wherein said IMD comprises a controller to receive data relating to a physiological response resulting from said first external evoking signal, the controller to also determine a neurotransmission characteristic of said patient's body based upon said data relating to the physiological response, and to control at least one parameter defining said therapeutic electrical signal based upon said neurotransmission characteristic to treat a disorder.
13. The medical device system of claim 12, further comprising:
   at least one electrode operatively coupled to said IMD and to said second portion of
   the patient's body, said electrode to deliver said therapeutic electrical signal; and
   at least one device communicatively coupled to said IMD and to said external
   stimulation system, said device to receive said data relating to a physiological response
   resulting from said external stimulation system and provide said data to said IMD.

14. The medical device system of claim 12, wherein said external stimulation system
   comprises:
   a transcranial stimulation system for delivering at least one of an electrical evoking
   signal and a magnetic evoking signal to said first portion of said patient's body; and
   a sensor for detecting said physiological response.

15. The medical device system of claim 12, wherein said first portion of said patient's
   body is a portion selected from a group consisting of the head, the face, and the neck of the
   patient.

16. A method for treating at least one of a neurological and a neuropsychiatric disorder
   using an implantable medical device, comprising:
   providing an evoking signal comprising at least one of a sensory stimulus, a visceral
   stimulus, a motor stimulus, an autonomic nervous system stimulus, and a somatosensory
   stimulus, to a portion of a patient's body using a device external to a patient's body;
   detecting a physiological response to said evoking signal;
   determining whether a parameter related to said physiological response exceeds a
   target value; and
providing a neuromodulation signal to a portion of a nerve of said patient using said implantable medical device based upon a determination that said parameter related to said physiological response exceeds said target value.

17. The method of claim 16, wherein determining whether said parameter related to said physiological response exceeds the target value comprises determining whether said physiological response exceeds at least one of a threshold value, a sub-threshold value, a reference value, a comparison value, a calculated value, a value derived from diagnosis, a predetermined value, and a baseline value.

18. The method of claim 16, wherein said physiological response comprises a response selected from a group consisting of an audio evoked response, brainstem somatosensory evoked response (BSER), a visual evoked response, and a motor reflex modality.

19. The method of claim 16, wherein detecting said physiological response to said evoking signal comprises receiving data relating to at least one of a visceral response, a motor response, a somatosensory response, a sensory response, an auditory response, an autonomic nervous system response, and a visual response.

20. The method of claim 16, wherein detecting said physiological response comprises receiving at least one of an electroencephalogram (EEG) brain wave signal and an evoked potential brain wave signal.

21. A method for performing an adaptive adjustment of a stimulation parameter of an implantable medical device, comprising:
delivering an evoking signal to a first portion of the patient's body using said implantable medical device;

sensing a physiological response to said evoking signal; and

adjusting at least one parameter relating to a therapeutic neuromodulation signal provided by said implantable medical device based upon said physiological response to said evoking signal.

22. The method of claim 21, wherein sensing said physiological response to said evoking signal comprises sensing a change of a physiological characteristic selected from the group consisting of heart rate, blood pressure, body temperature, brain wave, evoked potential, appetite, satiety, respiration, and homeostasis, resulting from said evoking signal.

23. The method of claim 21, wherein adjusting at least one parameter relating to said therapeutic neuromodulation signal comprises adjusting a parameter selected from the group consisting of a pulse width, a polarity, a pulse frequency, a current amplitude, a voltage amplitude, an on-time, an off-time, and a phase characteristic, wherein said parameter is selected to treat a disorder.

24. The method of claim 21, wherein adjusting at least one parameter comprises adjusting said parameter to treat at least one of a mood disorder, an epilepsy disorder, an eating disorder, a hormonal disorder, a reproductive disorder, a metabolic disorder, a chronic pain disorder, and a heart rhythm disorder.
Deliver IMD stimulation
(internal evoking and/or therapeutic electrical signal)

Acquire data regarding physiological response signal

Perform neuro-response analysis

Adjust IMD therapeutic electrical signal parameter

FIGURE 11