Whenever a mobile station originates an emergency call connection towards a Public Safety Answering Point (PSAP), a first mobile switching center (MSC) serving the mobile station assigns a first temporary local directory number (TLDN) to the call connection. The assigned TLDN is also utilized as the calling party number (CgPN). Subsequently, whenever the mobile station roams out of the first MSC coverage area, the data correlating the first TLDN with the Mobile Station Integrated Service Digital Network (MSISDN) number associated with the roaming mobile station are maintained by the first MSC if a timer assigned to the first TLDN has not expired. Alternatively, the first MSC may also communicate with the second MSC newly serving the mobile station to request and receive a second TLDN associated with the second MSC. Whenever the PSAP requests a call back connection in response to a disconnection of the original emergency call connection, the first MSC forwards the received call setup signal using the stored MSISDN or second TLDN as the new Called Party Number (CdPn).
### FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>AL</th>
<th>Albania</th>
<th>ES</th>
<th>Spain</th>
<th>LS</th>
<th>Lesotho</th>
</tr>
</thead>
<tbody>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
<td>LT</td>
<td>Lithuania</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
<td>GE</td>
<td>Georgia</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GH</td>
<td>Ghana</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>MK</td>
<td>The former Yugoslavia</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IL</td>
<td>Israel</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IS</td>
<td>Iceland</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>MM</td>
<td>Mexico</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KE</td>
<td>Kenya</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LC</td>
<td>Saint Lucia</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>LR</td>
<td>Liberia</td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SI</td>
<td>Slovenia</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SK</td>
<td>Slovakia</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SZ</td>
<td>Swaziland</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TD</td>
<td>Chad</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TJ</td>
<td>Tajikistan</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TM</td>
<td>Turkmenistan</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TR</td>
<td>Turkey</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>UA</td>
<td>Ukraine</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>UG</td>
<td>Uganda</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>UZ</td>
<td>Uzbekistan</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>YU</td>
<td>Yugoslavia</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>ZW</td>
<td>Zimbabwe</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
EMERGENCY CALL BACK FOR ROAMING MOBILE RADIO SUBSCRIBERS

CROSS REFERENCE TO RELATED APPLICATION

This application is related to U.S. Application for Patent Serial No. 08/651,982, filed May 21, 1996, entitled "Emergency Call Back Using MSC Numbers" (Docket No. 27943/64).

BACKGROUND OF THE INVENTION

Technical Field of the Invention

The present invention relates to a mobile telecommunications network and, in particular, to a system for implementing emergency call back of a mobile subscriber from a Public Safety Answering Point (PSAP).

Description of Related Art

The Emergency Service Bureau (ESB) or more commonly known in the United States as 9-1-1 service provides emergency assistance to a person in dire need of help. A mobile subscriber seeking emergency service merely has to dial a short unique number (such as 911 in the U.S.) to establish a fast emergency call connection with one of the Public Safety Answering Point (PSAP) terminals providing the ESB service. While establishing the emergency call connection with the PSAP terminal, the directory number associated with the mobile station is conventionally transmitted to the PSAP. The transmitted directory number or Mobile Station Integrated Service Digital Network number (MSISDN number, also known as Personal Station Integrated Service Directory Number - PSISDN) is utilized by the PSAP to identify the caller and is also available, if needed, to call back the mobile subscriber if the connection is disconnected.

It is desirable to re-establish the call connection as quickly as possible when calling back a mobile station in need. However, by utilizing the received MSISDN number to effectuate mobile station call back, a setup request
signal has to be routed to the Gateway Mobile Switching Center (GMSC) associated with the destination Public Land Mobile Network (PLMN), the home location register (HLR) storing subscriber information related to the mobile station has to be interrogated, and the setup request signal has to be rerouted to the particular mobile switching center (MSC) currently serving the mobile station. Such complex interrogation and rerouting procedures delay the call setup and hinder the ESB from providing prompt and effective assistance to the mobile station in need. Furthermore, the call back may be charged as a long distance call to the mobile subscriber if the mobile station is currently being served by a visited PLMN.

With the development of the Personal Communications System (PCS) and the Global System for Mobile (GSM) communications, the concept of temporary local directory number (TLDN) has been introduced to alleviate the above problems. Each MSC and visitor location register (VLR, usually co-located with the MSC and collectively referred to as an MSC/VLR) contains a list of temporary local directory numbers. Each TLDN is a wireline directory number representing that particular MSC/VLR. Whenever an emergency call setup request is received from a mobile station, the next available TLDN from the list is selected for that particular mobile station and transmitted to the PSAP as the Calling Party Number (CgPn). In case the PSAP wishes to establish a call back connection with the mobile station, the received TLDN is used as the Called Party Number (CdPn). Since the received TLDN is a wireline directory number assigned to the serving MSC, no mobile system interrogation of the home HLR or rerouting of the setup message has to be performed. Instead, the call connection is established directly between the PSAP and the serving MSC. Once the call back connection request is received by the serving MSC, the serving MSC/VLR determines the MSISDN correlated with this particular TLDN.
and establishes a call connection with the appropriate mobile station. Furthermore, since the serving PSAP and the serving MSC/VLR are usually located within the same PLMN, long distance charges are not incurred for the call back connection.

Even though the above TLDN solution alleviates some of the emergency call back problems, there still exist certain system limitations. In case the mobile station travels out of the first MSC/VLR coverage area and roams into a second MSC/VLR coverage area, the first MSC/VLR, pursuant to the home HLR's request, de-registers the mobile subscriber by removing all relevant subscriber information pertaining to the mobile subscriber from its database. The second MSC/VLR instead communicates with the home HLR to register the relevant subscriber information associated with the roaming emergency mobile station. However, in response to a disconnection of the emergency call connection, if the PSAP initiates an emergency call back towards the mobile station using the previously received TLDN representing the first MSC/VLR, the call back connection fails. Since the first MSC/VLR no longer retains subscriber information associated with the roaming mobile subscriber, the establishment of the emergency call back connection with the mobile station by the first MSC/VLR is no longer possible.

Accordingly, there is a need for a mechanism to enable a PSAP terminal to call back the original mobile station who has traveled out of a first MSC/VLR coverage area and roamed into a second MSC/VLR coverage area.

SUMMARY OF THE INVENTION

The present invention discloses a method and apparatus for calling back a mobile subscriber by a Public Safety Answering Point (PSAP) terminal in response to a disconnection of an initial emergency connection that existed between the mobile subscriber and the PSAP terminal. Whenever a first mobile switching center (MSC)
serving a particular mobile station receives a request to originate an emergency call connection towards the PSAP, the directory number associated with the mobile station is replaced with a temporary local directory number (TLDN) assigned to the first MSC as the Calling Party Number (CgPn) in a first setup signal. The first MSC further stores data correlating the directory number representing the mobile station with the assigned TLDN. An expiration timer is also assigned to that particular TLDN. The first emergency call connection is then established between the mobile station and the PSAP.

Responsive to a determination that the first MSC needs to de-register the mobile station from its database as a result of that mobile station roaming into another geographic area being served by a second MSC, the first MSC determines the status of the assigned timer. If the timer has not yet expired, the first MSC retains the data correlating the directory number with the assigned TLDN. Subsequently, if the first MSC, in response to a disconnection of the first emergency call connection, receives a request to establish an emergency call back connection from the PSAP terminal utilizing the assigned TLDN as the Called Party Number (CdPn), the first MSC retrieves the stored directory number correlated with the received TLDN. The first MSC then forwards the call back request using the retrieved directory number as the Called Party Number (CdPn). A call back connection is then established between the PSAP and the roaming mobile station.

In another embodiment, whenever the mobile station travels into a second MSC coverage area, the first MSC requests and receives a second TLDN from the second MSC. The second TLDN is also a wireline directory number representing the second MSC. Subsequently, when the emergency call back request is received from the PSAP terminal, the first MSC retrieves the second TLDN correlated with the received CdPn. The retrieved second
TLDN is then used as the Called Party Number to directly forward the request from the first MSC to the second MSC. The second MSC then establishes a call back connection with the mobile station currently roaming in its coverage area.

BRIEF DESCRIPTION OF THE DRAWINGS

A more complete understanding of the method and apparatus of the present invention may be had by reference to the following detailed description when taken in conjunction with the accompanying drawings wherein:

FIGURE 1 is a block diagram illustrating the network interconnection of multiple Public Land Mobile Networks (PLMN) to a Public Switched Telephone Network (PSTN);

FIGURE 2 is a block diagram illustrating the establishment of an emergency call connection between a mobile station and a Public Safety Answering Point (PSAP) terminal;

FIGURE 3 is a block diagram illustrating the roaming of a mobile station from a first mobile switching center (MSC) to a second MSC;

FIGURE 4 is a flowchart enumerating the steps taken by the serving MSC for enabling the PSAP terminal to call back the roaming mobile station in accordance with the teachings of the present invention;

FIGURE 5 is a block diagram illustrating the establishment of a call back connection between the PSAP terminal and the roaming mobile station using a stored Mobile Station Integrated Service Digital Network (MSISDN) number; FIGURE 6 is a block diagram illustrating the communication of a new Temporary Local Directory Number (TLDN) from the second MSC to the first MSC; and

FIGURE 7 is a block diagram illustrating the call forwarding of a call back request from the first MSC to the second MSC using the received TLDN as the Called Party Number.
DETAILED DESCRIPTION OF THE DRAWINGS

FIGURE 1 is a block diagram illustrating the network interconnection of multiple Public Land Mobile Networks (PLMN) 10a - 10b to a Public Switched Telephone Network (PSTN) 20. A mobile station 30 (also known as a mobile terminal or equipment) is associated with one of the PLMNs 10a as the home PLMN. Within each PLMN 10, e.g., 10a, there are a number of different mobile switching centers (MSC, usually co-located with a visitor location register (VLR)) and collectively referred to as an MSC/VLR) 40a - 40b servicing the geographic area covered by the network. Each MSC/VLR 40 communicates with the mobile station 30 via a radio channel 50.

Within each PLMN 10, e.g., 10a, there exists a Gateway Mobile Switching Center (GMSC) 80a for routing incoming calls intended for the mobile station 30 to the appropriate MSC/VLR 40a. As an illustration, if the PLMN 10a is the home PLMN for the mobile station 30, a call initiated by one of the local exchanges (LE) 70 within the PSTN 20 is first routed to the GSMD 80a via the access tandem (AT) 60. The GSMD 80a then sends a signal requesting routing information to the home location register (HLR) 90a serving the mobile station 30 (this step is hereinafter referred to as HLR interrogation).

The HLR 90a (which stores subscriber information and keeps track of the current location of the mobile station 30) returns a routing instruction back to the GMSC 80a. The returned routing instruction includes a network address indicating which MSC/VLR 40 is currently serving the mobile station 30. Upon receipt of such routing information, the GMSC 80a transmits the incoming call to the indicated MSC/VLR 40a. The serving MSC/VLR 40a then establishes a call connection over the radio link 50 with the mobile station 30 located within its MSC/VLR serving area.

Such HLR interrogation by the GMSC 80a is necessary because the mobile station 30 is not tied to a fixed line.
or geographic location. Because the mobile station 30 can travel freely into any one of the MSC/VLR areas within a given PLMN 10, the MSC/VLR 40 serving the mobile station does not stay constant. Whenever the mobile station 30 travels into a different MSC/VLR coverage area, or the unit is turned on for the first time, the serving MSC/VLR 40 performs a location update process with the home HLR 90 to inform the home HLR 90 of the mobile station's current location. As a result, the home HLR 90 maintains the location information regarding the mobile station 30 regardless of which MSC/VLR 40 is currently serving the mobile station 30. Subsequently, whenever the GSMD 80a interrogates the home HLR 90, the home HLR 90 is able to provide the network address of the MSC/VLR 40 currently serving the mobile station 30. Utilizing such location information received from the home HLR 90, the GSMD 80a routes the incoming call to the specified MSC/VLR 40.

FIGURE 2 is a block diagram illustrating the establishment of an emergency call connection between the mobile station 30 and a Public Safety Answering Point (PSAP) 110. The Emergency Service Bureau (ESB) or more commonly known in the United States as 9-1-1 service provides emergency service to a person in need of help. In order to minimize human effort, a mobile subscriber seeking emergency service merely has to dial a short unique number (such as 911 in the U.S.) to request an emergency call connection with one of the Public Safety Answering Point (PSAP) terminals 120a-120n providing the ESB service. A signal requesting an emergency call connection, such as an emergency call setup signal based on Direct Transfer Application Protocol (DTAP), is transmitted by the mobile station 30 over a dedicated channel of the radio link 50. The MSC/VLR 40 within the serving PLMN 10 receives the transmitted emergency call setup signal via a base station (BS) 100. The serving MSC/VLR 40 then determines that this is a request for an emergency call connection and transmits a network setup
request signal 150, such as an Initial Address Message (IAM), towards the PSAP 110. The PSAP 110 receives the setup request signal 150 and establishes a connection between the mobile station 30 and one of the available PSAP terminals 120a-120n.

The transmitted IAM signal 150 includes Calling Party Number (CgPn) and Called Party Number (CdPn) parameters. The CdPn parameter is analyzed by the telecommunications network to determine the intended destination node for the transmitted signal, and the CgPn parameter is later utilized by the destination node to call back or return a signal back to the originating node. As an illustration, the CgPn parameter for the first IAM message 150(1) transmitted from the MSC/VLR 40 towards the PSAP 110 contains the MSISDN value assigned to the mobile station 30. Utilizing the first IAM message 150(1), a first call connection between the mobile station 30 and one of the PSAP terminals 120 connected to the PSAP 110 is established. In case the first call connection between the PSAP terminal 120 and the mobile station 30 is disconnected, the PSAP 110 initiates a call back request to establish a call connection with the mobile station 30 by transmitting a second IAM signal 150(2). The received MSISDN value in the CgPn parameter of the first IAM signal 150(1) is utilized as the CdPn for the second IAM signal 150(2). Since the received MSISDN number is a mobile directory number, in order to establish a call connection with the mobile station 30, the interrogation of the home HLR 90 and the rerouting of the call setup message by the GMSC 80a (not shown in FIG. 2) need to be performed in a manner described in FIG. 1. However, such mobile call setup procedures delaying the call connection between the PSAP 110 and the mobile station 30 is undesirable while establishing an emergency call connection.

With the development of the PCS, the concept of temporary local directory number (TLDN) has been introduced to somewhat alleviate the above problem.
Whenever the serving MSC/VLR 40 receives an emergency call setup signal from the mobile station 30, the next available wireline directory number from the TLDN list 130 is selected for that particular mobile station 30. A timer which is preset for a predetermined period of time is also assigned to that particular TLDN. For example, a timer for forty-five minutes is assigned to that particular TLDN. The register (R) 140 within the serving MSC/VLR 40 further correlates the selected TLDN with the MSISDN associated with the mobile station 30. The selected TLDN is then transmitted as the CgPn towards the PSAP 110 when transmitting the first IAM signal 150(1) to establish a first emergency call connection between the mobile station 30 and the PSAP terminal 120. The assigned TLDN and the correlated MSISDN are maintained by the serving MSC/VLR 40 until the assigned timer expires. After the timer expires, the assigned TLDN is released and made available for use by other emergency call connections.

In case the first emergency call connection is disconnected between the two parties and the PSAP 110 wants to call back the mobile station 30, the received TLDN is transmitted as the CdPn for the second IAM signal 150(2). After receiving the second IAM signal 150(2), if the timer has not yet expired, the serving MSC/VLR 40 retrieves the MSISDN correlated with the received TLDN from the register (R) 140 and establishes a call back connection with the mobile station 30. Accordingly, by utilizing the received TLDN representing a wireline address, the above mentioned incoming mobile call setup procedures can be avoided and the new call connection between the two parties directly established.

Even though the above TLDN solution alleviates the delays mandated by the handling of incoming calls within a mobile telecommunications system, there still exists certain undesirable system limitations. Reference is now made to FIG. 3 illustrating the roaming of the mobile
station 30 from a first MSC/VLR 40(1) to a second MSC/VLR 40(2). The mobile station 30 initiates an emergency call connection 160 while being served by the first MSC/VLR 40(1). The call connection 160 from the mobile station 30 to the PSAP 110 is established using a TLDN associated with that particular MSC/VLR 40(1) as the CgPn. If the mobile station 30 later roams into another geographic area being served by the second MSC/VLR 40(2), the first MSC/VLR 40(1) hands over the call connection 160 to the second MSC/VLR 40(2) as illustrated by a signal link 180. After successfully handing over the call connection to the second MSC/VLR 40(2), the speech connection is established between the mobile station 30 and the PSAP 100 via the call connections 180 and 160. The first MSC/VLR 40(1) remains in the call connection as an "anchor switch" and connects the second MSC/VLR 40(2) with the PSAP 100. If the mobile station 30 subsequently goes onhook, the call connections 180 and 160 are disconnected. The second MSC/VLR 40(2) then performs a location update with the home HLR 90 to inform the home HLR 90 with the latest location of the mobile station 30. The home HLR 90 updates its data to reflect the changes in the mobile station's location and also provides requisite information to the new MSC/VLR 40(2). The home HLR 90 further instructs the first MSC/VLR 40(1) to de-register the subscriber record pertaining to the mobile station 30 by transmitting the Cancel_Location signal. Thereinafter, the first MSC/VLR 40(1) no longer provides mobile service to the mobile station 30 unless the mobile station 30 roams back into the first MSC/VLR coverage area.

However, in response to a disconnection of the emergency call connection 160, if the PSAP 110 attempts to call back the mobile station 30 using the received TLDN as the CgPn, the call back attempt fails. The received TLDN by the PSAP is a wireline directory number representing the first MSC/VLR 40(1). If a call back setup request signal with that particular TLDN as the CgPn
is transmitted, the call setup request signal is routed to the first MSC/VLR 40(1) as indicated by the CdPn. Since the mobile station 30 has roamed out of the first MSC/VLR coverage area and the first MSC/VLR 40(1) has already removed all subscriber information pertaining to the mobile station 30 from its database, the first MSC/VLR 40(1) is unable to process the received call back setup request. Furthermore, since the PSAP 110 is not aware of the MSISDN associated with the roaming mobile station 30, the PSAP 110 is also not able to call back the mobile station 30 directly.

As another illustration of the system limitations imposed by the conventional TLDN implementation, the mobile station 30 originates and terminates the emergency call connection 160 with the PSAP 110. Even after the termination of the emergency call connection, the first MSC/VLR maintains the data correlating the previously assigned TLDN with the MSISDN associated with the mobile station 30 until the timer expires. Before the timer expires, the mobile station 30 roams into the second MSC/VLR coverage area in idle mode. The second MSC/VLR 40(2) detects the presence of the roaming mobile station 30 within its coverage area and accordingly updates the home location register 90 serving the mobile station 30 as illustrated by a signal link 190. After receiving the new MSC/VLR address and the mobile station location from the second MSC/VLR 40(2), the home HLR 90 informs the first MSC/VLR 40(1) to de-register the mobile station 30 as illustrated by a signal link 200. As a result, the first MSC/VLR 40(1) deletes all subscriber information associated with the mobile station 30 from its database including the TLDN correlation data stored in the register (R) 140(1). Thereinafter, in a manner described above, if the PSAP 110 requests a call back connection with the mobile station 30 to the first MSC/VLR 40(1) before the assigned timer expires, the first MSC/VLR 40(1) is not able to process the request.
Accordingly, there is a need for a mechanism to enable the PSAP to call back a roaming mobile station who has traveled out of the original MSC/VLR coverage area and roamed into a different MSC/VLR coverage area.

FIGURE 4 is a flowchart enumerating the steps taken by the serving MSC for enabling the PSAP terminal to call back the roaming mobile station in accordance with the teachings of the present invention. The first MSC/VLR receives an emergency call connection request from the mobile station (step 210). In order to facilitate a direct call back in case the original call connection is disconnected, the first MSC/VLR retrieves the next available TLDN from its TLDN list (step 220) and transmits the retrieved TLDN as the Calling Party Number (CgPn) in its setup signal. Such a setup signal includes an Initial Address Message (IAM) transmitted over an Integrated Services Digital Network User Part (ISUP) signal link to request a call connection. A timer for a predetermined period of time is also assigned to the retrieved TLDN at this time. Since each MSC/VLR contains a limited number of TLDNs, the purpose of assigning a timer to a TLDN is to release the assigned TLDN after the timer expires and to enable a subsequent emergency call to utilize the same number.

As a result, the emergency call connection between the mobile station and the PSAP is established at step 230. Subsequently, the first MSC/VLR determines that the subscriber information pertaining to the mobile station needs to be deleted from its database (step 240). As described in FIG. 3, such a determination is made whenever the mobile station roams out of the first MSC/VLR coverage area and roams into a second MSC/VLR area. If the mobile station roams into the second MSC/VLR area in idle mode, the home location register associated with the mobile station instructs the first MSC/VLR to de-register the mobile station by transmitting a Cancel Location signal. If the mobile station roams into the second MSC/VLR area
in busy mode (in speech connection with the PSAP), the home HLR instructs the first MSC/VLR to de-register the mobile station as soon as the existing call connection is disconnected and a new location update is performed by the second MSC/VLR. The first MSC/VLR then determines whether the timer assigned to the particular TLDN correlated with the mobile station has expired (step 250). In response to a determination that the timer has expired, the first MSC/VLR removes the subscriber information from its database and de-registers the mobile station (260).

On the other hand, if the assigned timer is still valid, the first MSC/VLR retains the data correlating the assigned TLDN with the MSISDN associated with the roaming mobile station (step 280). A flag variable within the register (R) is further set to indicate that the mobile station associated with this MSISDN has moved out of the first MSC/VLR coverage area (step 290). All other subscriber information pertaining to the mobile station, however, can be deleted from its database. The rest of the de-registration procedure is performed in a conventional manner at step 300. By not deleting the data correlating the MSISDN number associated with the assigned TLDN from the register (R), the first MSC/VLR is later able to process a call back connection request received from the PSAP.

Accordingly, FIG. 5 is a block diagram illustrating the establishment of a call back connection between the PSAP terminal 110 and the roaming mobile station 30 using the maintained correlation data as described in FIG. 4. The PSAP 110, in response to a disconnection of the original call connection, requests a call back connection with the mobile station 30 using the previously received TLDN as the Cdpn. Since the received TLDN represents a wireline directory number for the first MSC/VLR 40(1), the request for call back connection is accordingly routed to the first MSC/VLR 40(1). Even though the first MSC/VLR 40(1) no longer provides mobile service to the mobile
station 30, as a result of the procedures described in FIG. 4, the first MSC/VLR 40(1) still retains the data correlating the received TLDN with the MSISDN associated with the mobile station 30. Therefore, an application module 340 retrieves the flag variable (F) 310 from the register (R) 140(1) to determine that the mobile station associated with the stored MSISDN 330 has roamed out of the first MSC/VLR coverage area. The first MSC/VLR 40(1) then forwards the received request, such as an IAM, utilizing the retrieved MSISDN as the new CdPn. Since the indicated MSISDN is a mobile number uniquely representing the mobile station 30, the request signal is first routed to the GMSC associated with the home HLR 90 (signal link 350). The GMSC 80a then interrogates the home HLR 90 for routing information (signal link 360). The home HLR 90, by retrieving the latest subscriber location information from its register 1 (R1) 95, further request a roaming number from the second MSC/VLR 40(2) currently serving the mobile station 30 (signal link 370). The second MSC/VLR 40(2) provides the roaming number back to the home HLR 90. The home HLR 90 further returns the roaming number back to the GMSC 80a. Utilizing the received roaming number indicating the network address of the second MSC/VLR 40(2), the request signal for establishing a call back connection is routed from the GMSC 80a to the second MSC/VLR 40(2) (signal link 380). The second MSC/VLR 40(2) then provides the call back connection with the PSAP 110 by establishing the radio link 50 with the mobile station 30 roaming within its coverage area. As a result, even though the first MSC/VLR 40(1), which no longer serves the mobile station 30, received the request for a call back connection, by retaining the relevant information and forwarding the request to the second MSC/VLR, the call back connection is established between the PSAP 110 and the mobile station 30.

As another embodiment of the present invention, FIG. 6 illustrates the communication of a new TLDN from the
second MSC/VLR 40(2) receiving the roaming mobile station 30 to the first MSC/VLR 40(1) transferring the roaming mobile station 30. While engaging in a call connection with the PSAP 110, if the mobile station 30 travels out of the first MSC/VLR coverage area and into the second MSC/VLR coverage area, one of the base station controllers (BSC, not shown) associated with the first MSC/VLR 40(1) sends a Handover Required message to the first MSC/VLR together with the identity of the target cell. The first MSC/VLR determines that the target cell belongs to the second MSC/VLR 40(2) and requests handover of the call connection to the second MSC/VLR 40(2). While requesting handover to the second MSC/VLR 40(2), in accordance with the teachings of the present invention, the first MSC/VLR 40(1) further requests one of the TLDNs associated with the second MSC/VLR 40(2) (signal link 400). In response to such a request, the second MSC/VLR 40(2) retrieves the next available TLDN from its TLDN list and sends it back to the first MSC/VLR 40(1) (signal link 410). Such communications can be accomplished by utilizing the existing handover signals (Prepare_Handover and Prepare_HandoverAck), or by introducing new Mobile Application Part (MAP) based signals. The second MSC/VLR 40(2) further stores data correlating the transmitted TLDN 420 with the MSISDN 330 associated with the roaming mobile station 30. After receiving the new TLDN from the second MSC/VLR 40(2), the first MSC/VLR 40(1) updates the correlation data in the register (R) 140(1) to correlate the received TLDN with the previously assigned TLDN associated with the first MSC/VLR 40(1). As a result, the MSISDN stored in the register (R) 140(1) is effectively overwritten with the received TLDN associated with the second MSC/VLR 40(2). The flag variable 310 within the register (R) 140(1) is also updated to indicate that the mobile station associated with the stored MSISDN has roamed out of the first MSC/VLR service area.
As another illustration of de-registration of the mobile station 30 by the first MSC/VLR 40(1), the mobile station 30 roams into the second MSC/VLR area in idle mode after the disconnection of the original call connection with the PSAP 110 (including turning on the mobile station for the first time in the second MSC/VLR area after leaving the first MSC/VLR area). The second MSC/VLR 40(2) detects the mobile station's presence and requests from the first MSC/VLR 40(1), during the mobile station's authentication procedure, certain necessary system parameters. In a return signal 400, in accordance with the teachings of the present invention, the first MSC/VLR 40(1) places an indication requesting the second MSC/VLR 40(2) to assign and transmit a new TLDN back to the first MSC/VLR 40(1). The second MSC/VLR 40(2) retrieves, in accordance with the indication included in the return signal, the next available TLDN, stores the retrieved TLDN 420 with the MSISDN number 330 in its register, and transmits the retrieved TLDN to the first MSC/VLR 40(1) via another MAP signal 410. Upon receipt of the new TLDN, the first MSC/VLR 40(1) updates the correlation data to correlate the newly received TLDN with the previously assigned TLDN. The second MSC/VLR 40(2) then performs a location update with the home HLR 90 associated with the mobile station 30 (signal link 190). After providing the requisite subscriber information to the second MSC/VLR 40(2), the home HLR 90 informs the first MSC/VLR 40(1) to de-register the roamed out mobile station 30 from its database using a MAP signal such as Cancel Location in a manner described above. Because the assigned timer is still valid, the first MSC/VLR 40(1) retains the subscriber record along with the newly received TLDN.

Consequently, whenever the mobile station 30 leaves the first MSC/VLR coverage area before the assigned timer expires, the first MSC/VLR 40(1) maintains a TLDN representing the second MSC/VLR 40(2) in the register (R) 140(1).
FIGURE 7 is a block diagram illustrating the call forwarding of a call back request from the first MSC/VLR 40(1) to the second MSC/VLR 40(2) while utilizing the stored second TLDN as the CDPn. Whenever the PSAP 110 requests a call back connection with the mobile station 30 in response to a disconnection of the original call connection, the previously received CgPn parameter is utilized as the CDPn parameter for the call back request signal. Because the received CgPn includes the TLDN associated with the first MSC/VLR 40(1), the call back request signal, such as an IAM, is routed to the first MSC/VLR 40(1). Even though the mobile station 30 is no longer being served by the first MSC/VLR 40(1), in accordance with the teachings of the present invention, the first MSC/VLR 40(1) retains the data correlating the received TLDN with the new TLDN associated with the second MSC/VLR 40(2). The application module 340(1) within the first MSC/VLR 40(1) determines that the mobile station 30 associated with the received TLDN is no longer within the first MSC/VLR coverage area by evaluating the flag variable 310. The application module 340(1) then retrieves the new TLDN 420 associated with the received TLDN 320 from its register (R) 140(1) and forwards the IAM signal using the retrieved TLDN 420 as the new CDPn. Since the new TLDN 420 represents a wireline directory number associated with the second MSC/VLR 40(2), the call back request signal is directly routed from the first MSC/VLR 40(1) to the second MSC/VLR 40(2) without performing the mobile call routing procedures (i.e., HLR interrogation). After the rerouted IAM signal is received by the second MSC/VLR 40(2), the application module 340(2) within the second MSC/VLR 40(2) indexes its register (R) 140(2) with the received TLDN 420 to retrieve the correlated MSISDN 330 associated with the mobile station 30. After retrieving the MSISDN 330 from its register, the second MSC/VLR 40(2) determines the exact location of the roaming mobile station 30. After alerting the mobile
station 30 of an incoming call, the call back connection is accordingly established between the mobile station 30 and the PSAP 110.

Although a preferred embodiment of the method and apparatus of the present invention has been illustrated in the accompanying Drawings and described in the foregoing Detailed Description, it will be understood that the invention is not limited to the embodiment disclosed, but is capable of numerous rearrangements, modifications and substitutions without departing from the spirit of the invention as set forth and defined by the following claims.
WHAT IS CLAIMED IS:

1. A method for establishing an emergency call connection between a mobile station (MS) having an identification number and a telecommunications terminal (TT), said method comprising the steps of:
   receiving a first signal at a first mobile switching center (MSC), said first signal being transmitted by said MS and requesting an emergency call connection with said TT;
   assigning a first wireline directory number associated with said first MSC to said mobile station;
   setting a particular timer to a preselected value and associating said particular timer with said assigned first wireline directory number;
   storing first data correlating said particular timer and its associated first wireline directory number with said identification number;
   establishing an emergency call connection between said MS and said TT using said first wireline directory number as a Calling Party Number (CgPn);
   determining that said first MSC needs to deregister said MS as a result of said MS roaming into another geographic area served by a second MSC;
   determining whether said preselected value set for said particular timer has expired; and
   maintaining said first data correlating said first wireline directory number with said identification number representing said mobile station in response to a determination that said timer has not expired.

2. The method of claim 1 wherein said TT comprises a Public Safety Answering Point (PSAP) terminal.

3. The method of claim 1 wherein said identification number comprises a Mobile Station Integrated Services Digital Network (MSISDN) number.
4. The method of claim 1 wherein said first wireline directory number comprises a Temporary Local Directory Number (TLDN).

5. The method of claim 1, responsive to a failure of said emergency call connection between said MS and said TT, further comprising the steps of:
   receiving a second signal at said first MSC, said second signal requesting a call back connection between said MS and said TT and using said first wireline directory number as a Called Party Number (CdPn);
   determining said identification number associated with said first wireline directory number;
   determining whether said MS associated with said determined identification number is still being served by said first MSC; and
   forwarding said second signal requesting said call back connection using said determined identification number as said CdPn in response to a determination that said MS is no longer being served by said first MSC; otherwise
   establishing said call back connection with said MS by said first MSC.

6. The method of claim 5 wherein said step of maintaining said first data further comprises the steps of:
   transmitting a request for a second wireline directory number associated with said second MSC by said first MSC;
   in response to a receipt of said request for said second wireline directory number:
   assigning said second wireline directory number for said MS by said second MSC;
   storing second data correlating said identification number with said second wireline directory number; and
transmitting said assigned second wireline directory number back to said first MSC; and
updating said first data to correlate said first wireline directory number with said received second wireline directory number in response to a receipt of said transmitted second wireline directory number by said first MSC.

7. The method of claim 6 wherein said step of forwarding said second signal further comprises the steps of:
   forwarding said second signal to said second MSC using said second wireline directory number as said CdPn;
   determining said identification number correlated with said received second wireline directory number in response to a receipt of said second signal by said second MSC; and
   establishing said call back connection with said MS associated with said determined identification number by said second MSC.

8. The method of claim 6 wherein said second directory number comprises a Temporary Local Directory Number (TLDN).

9. The method of claim 5 wherein said second signal comprises an Initial Address Message (IAM) signal for requesting a call setup.

10. The method of claim 1 wherein said step of determining that said first MSC needs to deregister said MS includes the step of receiving a cancel location register from a home location register (HLR) serving said MS.

11. A system for establishing an emergency call connection between a mobile station (MS) having an
identification number and a telecommunications terminal (TT), said system comprising:

means for receiving a first signal at a first mobile switching center (MSC), said first signal being transmitted by said MS and requesting an emergency call connection with said TT;

means for assigning a first wireline directory number associated with said first MSC to said mobile station;

means for setting a particular timer to a preselected value and associating said particular timer with said assigned first wireline directory number;

means for storing first data correlating said particular timer and its associated first wireline directory number with said identification number;

means for establishing an emergency call connection between said MS and said TT using said first wireline directory number as a Calling Party Number (CgPn);

means for determining that said first MSC needs to deregister said MS as a result of said MS roaming into another geographic area served by a second MSC;

means for determining whether said preselected value set for said particular timer has expired; and

means for maintaining said first data correlating said first wireline directory number with said identification number representing said mobile station in response to a determination that said timer has not expired.

12. The system of claim 11 wherein said TT comprises a Public Safety Answering Point (PSAP) terminal.

13. The system of claim 11 wherein said identification number comprises a Mobile Station Integrated Services Digital Network (MSISDN) number.
14. The system of claim 11 wherein said first wireline directory number comprises a Temporary Local Directory Number (TLDN).

15. The system of claim 11, responsive to a failure of said emergency call connection between said MS and said TT, further comprising:

   means for receiving a second signal at said first MSC, said second signal requesting a call back connection between said MS and said TT and using said first wireline directory number as a Called Party Number (CdPn);

   means for determining said identification number associated with said first wireline directory number;

   means for determining whether said MS associated with said determined identification number is still being served by said first MSC; and

   means for forwarding said second signal requesting said call back connection using said determined identification number as said CdPn in response to a determination that said MS is no longer being served by said first MSC; otherwise

   means for establishing said call back connection with said MS by said first MSC.

16. The system of claim 15 wherein said means for maintaining said first data further comprises:

   means for requesting a second wireline directory number associated with said second MSC by said first MSC; in response to a receipt of said request requesting said second wireline directory number:

   means for assigning said second wireline directory number for said MS by said second MSC;

   means for storing second data correlating said identification number with said second wireline directory number; and
means for transmitting said assigned second wireline directory number back to said first MSC; and
means for updating said first data to correlate said first wireline directory number with said received second wireline directory number in response to a receipt of said transmitted second wireline directory number by said first MSC.

17. The system of claim 16 wherein said means for forwarding said second signal further comprises:
means for forwarding said second signal to said second MSC using said second wireline directory number as said CDPN;
means for determining said identification number correlated with said received second wireline directory number in response to a receipt of said second signal by said second MSC; and
means for establishing said call back connection with said MS associated with said determined identification number by said second MSC.

18. The system of claim 16 wherein said second wireline directory number comprises a Temporary Local Directory Number (TLDN).

19. The system of claim 15 wherein said second signal comprises an Initial Address Message (IAM) signal for requesting a call setup.

20. The system of claim 11 wherein said means for determining that said first MSC needs to deregister said MS includes means for receiving a cancel location signal from a home location register (HLR) serving said MS.

21. A method for establishing a call back connection between a mobile station (MS) and a telecommunications
terminal (TT), wherein said MS initially originated a call connection with said TT using a first wireline directory number associated with a first mobile switching center (MSC) serving said MS as a Calling Party Number (CgPn), said first wireline directory number has been assigned to a timer for a certain period of expiration time by said first MSC, and wherein said first MSC further stores first data correlating said first wireline directory number and said timer with an identification number representing said MS, said method comprising the steps of:

in response to a determination that said first MSC needs to deregister said MS as a result of said MS traveling into another geographic area served by a second MSC:

determining whether said timer correlated with said first wireline directory number associated with said MS has expired; and

maintaining said first data correlating said first wireline directory number with said identification number representing said MS in response to a determination that said timer has not expired; and

receiving a request by said first MSC, in response to a disconnection of said call connection, to establish a call back connection from said TT to said MS, said request using said first wireline directory number as a Called Party Number (CdPn); and

forwarding said request by said first MSC using said identification number associated with said received first wireline directory number as said CdPn.

22. The method of claim 21 wherein said TT comprises a Public Safety Answering Point (PSAP) terminal.
23. The method of claim 21 wherein said identification number comprises a Mobile Station Integrated Services Digital Network (MSISDN) number.

24. The method of claim 21 wherein said first wireline directory number comprises a Temporary Local Directory Number (TLDN).

25. The method of claim 21 wherein said step of maintaining said first data further comprises the steps of:

transmitting a request for a second wireline directory number associated with said second MSC by said first MSC;

in response to a receipt of said request for said second wireline directory number by said second MSC:

assigning said second wireline directory number for said MS by said second MSC;

storing second data correlating said identification number with said second wireline directory number; and

transmitting said assigned second wireline directory number back to said first MSC; and updating said first data to correlate said first wireline directory number with said received wireline second directory number in response to a receipt of said transmitted second wireline directory number by said first MSC.

26. The method of claim 25 wherein said step of forwarding said request further comprises the steps of:

forwarding said request to said second MSC using said second wireline directory number as said CdPn;

determining said identification number correlated with said received second wireline directory number in response to a receipt of said request by said second MSC; and
establishing said call back connection with said MS associated with said determined identification number.

27. The method of claim 25 wherein said second wireline directory number comprises a Temporary Local Directory Number (TLDN).

28. The method of claim 21 wherein said request comprises an Initial Address Message (IAM) signal for requesting a call setup.
EMERGENCY CALL CONNECTION REQUEST RECEIVED FROM MS

ASSIGN A TLDN FOR THIS CALL

CALL CONNECTION ESTABLISHED WITH PSAP

A REQUEST TO HAND-OVER OR DEREGERISTER

IS TIMER STILL VALID?

DO NOT DELETE THE SUBSCRIBER RECORD

DELETE SUBSCRIBER INFORMATION FROM VLR

SET A FLAG INDICATING THIS RECORD AS A ROAMED OUT EMERGENCY SUB

PERFORM THE REST OF THE DEREGERISTRATION

FIG. 4

4/7