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O Abstract

The present invention discloses a method for selecting a real-time service data

transmission path, comprising establishing an independent bearer control layer comprising

more than one bearer network resource manager between a service control layer and a

bearer network. The method further comprises: after a source bearer network resource

Cc manager which is connected to the service control layer receives a connection request for a

real-time service, orderly selecting and determining, from the source bearer network

Cc resource manager towards a destination bearer network resource manager, an intra-domain

route path for the real-time service in a management domain corresponding to each bearer

10 network resource manager, and an inter-domain route path between adjacent management

domains corresponding to adjacent bearer network resource managers. In addition, the

present invention discloses six methods for selecting a real-time service data transmission

path based on different strategies. The methods according to the present invention can

increase success ratio of routing, and can obtain an optimal route in simple and flexible

manners, thus can guarantee reasonable allocation of resources.
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Method for Selecting Real-time Service Data Transmission Path

Field of the Technology

The present invention relates to routing selection technique, more particularly to a

method for selecting and determining a real-time service data transmission path in an IP

network.

Background of the Invention

With developing of the Internet, various network services and advanced multimedia

systems have been proposed. Since a real-time service is sensitive to some functions such as

network transmission delay and delay jitter, when there are services like File Transfer

Protocol (FTP) with high burst quality or Hyper Text Transfer Protocol (HTTP) with image

files etc., real-time services will be greatly affected. In addition, since multimedia services

occupy a wide range of bandwidths, the critical services to be guaranteed cannot be

transmitted reliably in the prior networks. Therefore, in order to guarantee reliable

transmission for the critical services, various Quality of Service (QoS) techniques have been

proposed. Internet Engineering Task Force (IETF) has put forward many service models and

mechanisms for QoS requirements. At present, a fairly recognized technique in the art is to

adopt Integrated Service (Int-Serv) model in access area or edge area of a network, while to

adopt Differentiated Service (Diff-Serv) model in core area of the network.

The Diff-Serv model guarantees QoS only by setting priorities, which makes actual

effect unpredictable though the line utilization ratio is high. Therefore, an independent bearer

control layer is introduced for the Dif-Serv model of a backbone network, a dedicated

Diff-Serve QoS signaling mechanism is established and a dedicated resource management

layer for managing topology resources of the network is established for Diff-Serv network.

Such resource managing Diff-Service mode is called Diff-Service model with independent

bearer control layer. Figure 1 illustrates such a model of a Diff-Service model with

independent bearer control layer. As shown in figure 1, a bearer control layer 102 is located

between a bearer network 103 and a service control layer 101 in this model. A Call Agent

(CA) in service control layer 101 is a service server, such as a soft switch which can

implement soft switch function. Bearer control layer 102 includes one or more than one

bearer network resource manager, which is in charge of configuring management rules and



network topology, assigning resource allocation for a client's service bandwidth request,

controlling and managing all bearer network resource managers to transfer the client's

service bandwidth application request and result as well as the route path information

allocated for service application in between by way of signaling, for example, controlling

and managing communications among bearer network resource managers 1, 2 and 3. In

bearer network 103, each bearer network resource manager manages a given bearer network

area which is called management domain of corresponding bearer network resource manager,

for example, bearer network resource manager 1 manages management domain 105, bearer

network resource manager 2 manages management domain 106 and bearer network resource

manager 3 manages management domain 107. Bearer network 103 includes an Edge Router

a Border Router (BR) and a core router 104, the ER, BR and core router all belonging

to the bearer network and generally called Connection Nodes (CNs).

The bearer control layer will determine a path for a user service when processing the

user's service bandwidth application, and the bearer network resource manager will notify

ER to forward service stream according to the specified path. Routes in a bearer network

resource manager include two types: signaling route and service route. The signaling route

means a procedure of how each bearer network resource manager finds the next hop of

bearer network resource manager. The service route means a procedure of how a bearer

network resource manager finds a proper bearer Label Switching Path (LSP) according to

service stream information. A service route comprises an intra-domain route and an

inter-domain route.

Generally speaking, the bearer network forwards user service streams with a specified

route according to the path determined by the bearer control layer. At present, an LSP is

established along the service stream path specified by the bearer control layer by way of

resource reservation manner, by utilizing Multi-Protocol Label Switching (MPLS) technique,

or an end to end LSP is established by utilizing explicit route mechanism based on Resource

ReSerVation Setup Protocol with Traffic Engineering extensions (RSVP-TE) or Constraint

Route Label Distribution Protocol (CR-LDP).

At present, there are several schemes for route path establishment and resource

allocation of a bearer network resource manager as follows:

One scheme is a technique of establishing route path on requirement, namely when a

calling party initiates a call, a bearer network resource manager acquires LSP information

real-timely from a router of a bearer network according to the current network topology and



management rule, selects an LSP suitable for the current call from the LSP information, and

releases this LSP after the current call is finished. In this scheme, because a bearer network

resource manager acquires LSP information directly from a bearer network and it is required

to reacquire and reselect corresponding LSP for each call, LSP information cannot be

repeatedly used, which results in high routing load and low efficiency of a bearer network

resource manager.

Another scheme utilizes bandwidth broker model of a Quality-of-Service backbone

(QBone) experimental network. Its network structure model is shown in figure 2. In this

model, a corresponding bandwidth broker is set for each Diff-Serv management domain,

such as bandwidth brokers 1, 2 and 3. The bandwidth broker is in charge of processing

bandwidth application requests from user hosts, service servers or network maintainers, and

determining whether to authorize user's bandwidth application according to the resource

reservation state of the current network, the configured strategy as well as the Service Level

Agreement (SLA) signed with the user. This bandwidth broker records various kinds of static

or dynamic information, such as SLA configuration information, topology information of

physical network, configuration information and strategy information of the router, user

authentication information, current resource reservation information, network occupation

state information, and also records route information so as to confirm user's service stream

path and location of cross-domain downstream bandwidth broker.

The internal structure of the bandwidth broker in figure 2 is shown in figure 3,

including: an inter-domain interface, which communicates with bandwidth brokers of other

bearer control layers; a user service interface, which communicates with a service server, a

host/user and a network maintenance device; a strategy interface used for strategy control; a

network management interface; a route information storage, which records intra-domain

route information in a bearer network resource manager; a database; an intra-domain

interface and a simple strategy service module. The modules inside the bandwidth broker

cooperate with each other. This bandwidth broker records various kinds of static or dynamic

information, such as SLA configuration information, topology information of physical

network, configuration information and strategy information of the router, user

authentication information, current resource reservation information, network occupation

state information, and also records route information so as to confirm user's service stream

path and location of cross-domain downstream bandwidth broker.

In the network structure model shown in figure 2, a router in a bearer network reports



route path resource information to a bandwidth broker real-timely. The bandwidth broker

acquires route path information suitable for calling service of the client from the reported

route path resource information, selects a route path for the call service of the client and

reserves bandwidth resource in the route path. This technique scheme has disadvantages as

follows, topology and management is very complicated because a bandwidth broker directly

manages resources and configuration information of all routers in the area; a route table

needs to be updated frequently because a bandwidth broker needs to record dynamic route

information of the local area, which will lead to instable network reservation; the service

route determined by a bandwidth broker according to dynamic route information of the local

area is difficult to be identical with the actual forwarding route of the service stream.

An alternative scheme is Rich QoS scheme presented by NEC company. Its network

structure model is shown in figure 4, including a QoS server 401 as the key component, a

strategy server 402, a catalogue server 403 and a network management monitoring server

404 which are auxiliary with the QoS server. Here, the QoS server is in charge of allocating

desirable bearer path for QoS service requests according to topology and resource condition

of bearer network. The strategy server 402 sets parameters and configuration of relevant

routers according to QoS server 401 and strategy configuration information such as

management interface. The catalogue server 403 is a unified and intensive database used for

storing network device configuration information, user information and QoS information.

The network management monitoring server 404 is in charge of collecting information, such

as congestion state of routers and links in the bearer network, for reference for the QoS

server when selecting a route for a service application.

In this scheme, LSP information is configured in the QoS server. The QoS server

acquires LSP information suitable for the client's calling service from the LSP information,

and selects an LSP for the client's calling service and reserves bandwidth resources in the

LSP. After a service server sends a bandwidth request to the QoS server, the QoS server

records connection resource request for this call, allocates a satisfying bearer path for the

service request according to QoS requirements as well as the current topology and the

current resource condition of the bearer network, and then returns allocation result to the

service server. The LSP information configured in the QoS server is divided into various

levels based on priority, and the QoS server selects high-priority LSP information for service

requests with high priority and low-priority LSP information for service requests with low

priority. However, if there are large amount of service requests with low priorities and small



amount of service requests with high priorities, it will lead to network congestion upon

services with low priorities and bandwidth idle upon services with high priorities, therefore

this scheme is inflexible and low-effective in routing.

In addition, this Rich QoS scheme relates to a pretty complex bearer network with a

large number of routers. Meanwhile, QoS server and strategy server notify edge routers by

using explicit route MPLS LSP establishment technique and a mode of establishing

end-to-end LSP, resulting in poor expansibility and limited network scale. Thus, this scheme

is not applicable for end-to-end service requirements in a public network.

The above are several schemes for establishing and allocating resources. As for how to

include service route path and signaling route path in multiple route paths and how to select

a suitable route, multiple algorithms can be adopted. The selection of service route path and

signaling route path can adopt the same or different algorithms. However, since each domain

is singly managed by a certain bearer network resource manager, a bearer network resource

manager cannot know LSP resource conditions in other domains managed by other bearer

network resource managers, which will bring uncertain factors for route availability and thus

affect service efficiency of network.

For instance, when a forward routing manner is adopted between a source bearer

network resource manager and a destination bearer network resource manager, with

reference to network structure shown in figure 5, intra-domain routes and inter-domain

routes are sequentially selected from a source ER to a destination ER hop by hop, but this

route selection manner is liable to lead to route selection failure. This is because if a service

stream is to be transmitted from ER2 to ER3, all the four inter-domain LSPs, i.e. LSP1 1,

LSP12, LSPl3 and LSP14, between bearer network resource managers 1 and 2 are all

selectable; however, when LSP resources between BR3 and ER3 inside bearer network

resource manager 2 are used up while resources between BR4 and ER3 are in idle state,

bearer network resource manager 1 will still select an inter-domain LSP according to route

load sharing algorithm since it does not know LSP resource occupation condition inside the

domain managed by bearer network resource manager 2. If LSP 11 or LSP 13 is selected, the

route selection from bearer network resource manager 1 to bearer network resource manager

2 will be failed, thus leading to failure of entire routing. Therefore, in the above case, only

adopting forward route selection manner cannot obtain reasonable resource allocation, and

the main reason is that one bearer network resource manager does not know LSP resource

utilization condition in those domains managed by other bearer network resource managers.



0 In addition, there may be some rule constraints for certain specified performance

requirements and services in domains managed by certain bearer network resource

managers, for example some specified streams are allowed to or forbidden to pass in a

certain intra-domain LSP, which may also lead to route selection failure. However, if

5 simply replacing forward route selection with backward route selection, the above-

mentioned problem is also inevitable. Thus requirements of various services cannot be

Cc satisfied well.

t For another instance, in the prior art, the path through which a service request will

pass and occupied bandwidth in this path are calculated according to routing tables in each

10 router. In this case, while implementing intra-domain route selection, once information of a

Scertain router is updated, for example when developing a new service or a service is

updated, information of the bearer network resource manager on bearer control layer

should also be updated, which may lead to instability of network reservation. Meanwhile,

bearer network resource manager needs to record dynamic route information in the local

domain, which may result in a problem that routing table will be updated frequently. In this

case, network reservation will be instable, and it is also difficult to guarantee the

determined service route to be the same as the actual forwarding route of the service

stream.

Any discussion of documents, acts, materials, devices, articles or the like which has

been included in the present specification is solely for the purpose of providing a context

for the present invention. It is not to be taken as an admission that any or all of these

matters form part of the prior art base or were common general knowledge in the field

relevant to the present invention as it existed before the priority date of each claim of this

application.

Summary of the Invention

It would be desirable to provide a method for selecting a real-time service data

transmission path, which can not only increase success ratio of routing, but also obtain an

optimal end-to-end route in a simple and flexible manner and guarantee reasonable

resource allocation.

It would also be desirable to provide a method for selecting a real-time service data

transmission path based on forward constraint and backward routing, which can increase

success ratio of routing and guarantee reliable route establishment.

It would also be desirable to provide a method for selecting a real-time service data

6
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0 transmission path based on hop-by-hop routing, which can increase success ratio of0

Ssearching a next hop route by a bearer network resource manager and guarantee reliability

of resource allocation.

It would also be desirable to provide a method for selecting a real-time service data

5 transmission path based on hop-by-hop routing, which can increase success ratio of

selecting bearer service connection for a bearer layer by a bearer network resource

Cc manager and guarantee reliability of resource allocation.

t' It would also be desirable to provide a method for selecting a real-time service data

transmission path based on label switching, which can not only implement routing in a

1 10 bearer network resource manager, but also increase success ratio of routing.

It would also be desirable to provide a method for selecting a real-time service data

transmission path based on static route, which can decrease routing load of a bearer

network resource manager and maintain network stability, with flexible and high-efficient

routing and resource allocation.

It would also be desirable to provide a method for selecting a real-time service data

transmission path, which can implement service route routing with QoS guarantee cross

independent operation networks.

It would also be desirable to provide a method for selecting a real-time service data

transmission path, which combines advantages of both E. 164 addressing and IP addressing,

and thus can simplify a routing table, increase network addressing capability, make routing

of a large-scale IP network in operation network simple and fast, and increase stability of

network route.

According to an aspect of the present invention, there is provided a method for

selecting a real-time service data transmission path, comprising establishing an

independent bearer control layer comprising more than one bearer network resource

manager between a service control layer and a bearer network, and further comprising:

after a source bearer network resource manager which is connected to the service

control layer receives a connection request for a real-time service, orderly selecting and

determining, from the source bearer network resource manager towards a destination

bearer network resource manager, an intra-domain route path for the real-time service in a

management domain corresponding to each bearer network resource manager, and an inter-

domain route path between adjacent management domains corresponding to adjacent

bearer network resource managers.

The step of selecting and determining an inter-domain route path may comprise: when

7
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0 the connection request is sent from the source bearer network resource manager to the

destination bearer network resource manager segment by segment, each bearer network

resource manager which receives the connection request reserving available route path

resources between itself and the adjacent next hop bearer network resource manager; after

\0 5 the connection request arrives at the destination bearer network resource manager,

7a
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determining a final route between adjacent bearer network resource managers from the

destination bearer network resource manager to the source bearer network resource manager

segment by segment, and recovering the route path resources except those reserved for the

determined routes.

Alternatively, the step of selecting and determining an intra-domain route path or an

inter-domain route path may comprise: each bearer network resource manager or connection

node inside a management domain managed by the bearer network resource manager which

receives the connection request only determining a route path between itself and the adjacent

next hop bearer network resource manager or connection node. Here, the route path is a label

switching path.

In the above scheme, the connection request is sent from a source bearer network

resource manager to a destination bearer network resource manager segment by segment,

after receiving a connection resource response from a next hop bearer network resource

manager, each bearer network resource manager ahead of the destination bearer network

resource manager allocates path resources in its own management domain.

In the above scheme, the method may further comprise the step of presetting

information of all route paths required by each bearer network resource manager, wherein

the step of selecting and determining an intra-domain route path or an inter-domain route

path comprises: each bearer network resource manager which receives the connection

request selecting and determining a proper route from the preset available route paths.

If adopting IP route, the method may further comprise: configuring an area code for

management domain of each bearer network resource manager according to E.164 manner,

and establishing an inter-domain route information relationship table and an intra-domain

route information table for each management area;

wherein the step of selecting and determining an intra-domain route path or an

inter-domain route path comprises: selecting an intra-domain route path or an inter-domain

route path of a bearer network resource manager according to the established inter-domain

route information relationship table and the established intra-domain route information table.

In the above scheme, the more than one bearer network resource manager belongs to

the same operation network or different operation networks.

In the above scheme, the step of selecting and determining an inter-domain route path

may comprise: determining the inter-route path according to a preset resource constraint

condition or a preset routing strategy.



In the above scheme, the method may further comprise: taking all border routers

between adjacent bearer network resource managers as entry routers and exit routers

respectively, obtaining a path aggregate including paths between each entry router and each

exit router, and then selecting a desired inter-domain route between adjacent bearer network

resource managers according to the path aggregate.

In the above scheme, the method may further comprise: taking an IP address segments

corresponding to all border routers between adjacent bearer network resource managers as

entry IP address identifiers and exit IP address identifiers respectively, obtaining a label

switching path aggregate including label switching paths between each entry IP address

identifier and each exit IP address identifier; and then selecting a desired inter-domain route

between adjacent bearer network resource managers according to the label switching path

aggregate.

In the above scheme, the step of selecting and determining an intra-domain route path

may comprise: determining the intra-domain route path in a management domain of a bearer

network resource manager according to a preset resource constraint condition or a preset

routing strategy.

In the above scheme, the method may further comprise: for each bearer network

resource manager, taking all routers inside a management domain of the bearer network

resource manager as entry routers and exit routers respectively, obtaining a path aggregate

including paths between each entry router and each exit router, and then selecting a desired

intra-domain route of the bearer network resource manager according to the path aggregate.

In the above scheme, the method may further comprise: for each bearer network

resource manager, taking all IP address segments inside a management domain of the bearer

network resource manager as entry IP address identifiers and exit IP address identifiers

respectively, obtaining a label switching path aggregate including label switching paths

between each entry IP address identifier and each exit IP address identifier, and then

selecting a desired intra-domain route of the bearer network resource manager according to

the label switching path aggregate.

The present invention also provides a method for selecting a real-time service data

transmission path based on forward constraint and backward routing, comprising:

Al. a bearer network resource manager judging whether itself is a destination bearer

network resource manager after receiving a connection resource request, if so, executing step

Cl; otherwise, executing step B 1;



B 1. the current bearer network resource manager which receives the connection

resource request sending the connection resource request to a next hop bearer network

resource manager, and reserving inter-domain route resources, and then returning to step Al;

Cl. the current bearer network resource manager which receives the connection

resource request judging whether itself is an source bearer network resource manager, if so,

implementing establishment of a route path and ending the current routing procedure;

otherwise, executing step F l;

DI. the bearer network resource manager which receives a connection resource

response recovering the inter-domain route resources;

El. the current bearer network resource manager which receives the connection

resource response judging whether itself is the source bearer network resource manager, if so,

implementing establishment of a route path and ending the current routing flow; otherwise,

the current bearer network resource manager finding the received corresponding connection

resource request according to the received connection resource response; and

Fl. the current bearer network resource manager selecting an entry border router,

confirming a previous hop bearer network resource manager according to the connection

resource request, returning a connection resource response to the previous hop bearer

network resource manager, and then returning to step DI.

The present invention also provides a method for selecting a real-time service data

transmission path based on hop-by-hop routing, comprising:

A2. a bearer network resource manager which receives a connection resource request

judging whether itself is a destination bearer network resource manager, if so, implementing

establishment of a signaling route path and ending the current routing procedure; otherwise,

executing step B2; and

B2. the current bearer network resource manager selecting a next hop bearer network

resource manager, and sending the connection resource request to the next hop bearer

network resource manager; returning to step A2.

The present invention also provides a method for selecting a real-time service data

transmission path based on hop-by-hop routing, comprising:

A3. a current bearer network resource manager finding an intra-domain entry

Connection Node (CN) according to a received connection resource request, and adding

information of the found entry CN to an aggregate of searched routers;

B3. the current bearer network resource manager selecting an intra-domain label



switching path according to the current entry CN;

C3. the current bearer network resource manager judging whether exit CN of the

selected intra-domain label switching path is an edge server or a border server inside

management domain of the current bearer network resource manager, if so, implementing

establishment of a service route path and ending the current routing procedure; otherwise,

executing step D3; and

D3. the current bearer network resource manager judging whether information of the

current exit CN is already added into the aggregate of searched routers, if so, abandoning

selection of the selected intra-domain label switching path and returning to step B3;

otherwise, taking the current exit CN as the current entry CN, recording information of this

CN in the aggregate of searched routers, and returning to step B3.

The present invention also provides a method for selecting a real-time service data

transmission path based on label switching, comprising:

A4. from a source bearer network resource manager, orderly determining an

inter-domain label switching path between each hop bearer network resource manager and a

next hop bearer network resource manager and recording the inter-domain label switching

path, sending a connection resource request to the next hop bearer network resource manager,

and judging whether the next hop bearer network resource manager is the destination bearer

network resource manager, if so, executing step B4, otherwise, repeating step A4;

B4. from the destination bearer network resource manager, determining an intra-domain

label switching path of each hop bearer network resource manager and recording the

intra-domain label switching path, sending the inter-domain label switching path and the

intra-domain label switching path recorded by the bearer network resource manager to the

previous hop bearer network resource manager by means of a service route resource

confirmation response until to the source bearer network resource manager; and

C4. the source bearer network resource manager establishing an intra-domain label

switching path, and sending the whole label switching path which is from the source bearer

network resource manager to the destination bearer network resource manager to an end

office router/tandem office router by means of a stream mapping command.

The present invention also provides a method for selecting a real-time service data

transmission path based on static configuration, comprising:

pre-configuring route path information required by a bearer network resource

manager; and



after receiving a connection resource request or a connection resource response, the

bearer network resource manager selecting a proper route path from the route path

information configured in step A5 according to the connection resource request or the

connection resource response.

The present invention also provides a method for selecting a real-time service data

transmission path in networks cross independent operation networks, comprising the steps of

presetting a virtual destination user in a bearer network resource manager which manages a

border router in an independent operation network, bonding this virtual destination user with

the border router in the current independent operation network, and the border router being

connected to a gateway of a destination independent operation network that manages the

destination user, and further comprising:

A6. when a user in the current independent operation network sending a service to a

destination user of the destination independent operation network, a resource manager of the

current independent operation network determining the virtual destination user according to

destination address of this service, determining a border router which bonds the current

independent operation network with the virtual destination user, allocating bearer resources

and route from the user sending the service to the border router in the current independent

operation network for this service; and

B6. the current independent operation network and the destination independent

operation network determining a route from the user sending the service to the destination

user, according to the bearer resources and route allocated in step A6, a preset route between

the current independent operation network and the destination independent operation

network as well as the bearer resources and route set by the destination independent

operation network, and then sending the service.

The present invention also provides a method for selecting a real-time service data

transmission path, comprising setting management area code for management area

corresponding to each bearer control server according to E.164 manner, establishing a

topology relationship table which stores information of routes between different

management areas, and establishing a route information table which stores information of

routes inside a management area; further comprising:

A7. a calling user sending a call request to a service server of the management area

where the calling user is located;

B7. the service server sending a route request to a bearer control server corresponding



to the management area according to the received call request;

C7. the bearer control server allocating a route for the calling user according to the

received route request and the stored topology relationship table; and

D7. after the allocated route arrives at the management area where the called user is

located, a bearer control server of the management area where the called user is located

selecting a route according to the established route information table of the management

area.

According to the methods for selecting a real-time service data transmission path

provided in the present invention, when it is needed to establish an end-to-end route from a

source bearer network source manager to a destination bearer network source manager for a

real-time service in an IP network configured with a bearer control layer, an intra-domain

route of each bearer network source manager and an inter-domain route between adjacent

bearer network source managers are determined segment by segment by making use of the

division of management domains of bearer network source managers. Therefore, an optimal

end-to-end route can be selected, and bandwidth resources on the Internet can be utilized

completely and reasonably, reliability of path establishment can be guaranteed, and path

selection efficiency and success ratio can be increased also. The present invention is

applicable for networks with any topology structure, including networks with various

complicated structures, and it is easy to implement, maintain and manage.

Brief Description of the Drawings

Figure 1 illustrates a differentiated service model with independent bearer control layer

in the prior art.

Figure 2 illustrates network framework of a bandwidth broker model in QBone network

in the prior art.

Figure 3 is a schematic diagram illustrating internal structure of the bandwidth broker

shown in figure 2.

Figure 4 illustrates network structure of Rich QoS scheme presented by NEC company

in the prior art.

Figure 5 is a schematic diagram illustrating routing by a bearer network resource

manager.

Figure 6 is a flowchart of route path establishment between bearer network resource

managers according to a first embodiment of the present invention.



Figure 7 is a schematic diagram illustrating message interaction between multiple

bearer network resource managers according to the first embodiment of the present

invention.

Figure 8 is a flowchart of signaling route path establishment in a bearer control layer

according to a second embodiment of the present invention.

Figure 9 is a schematic diagram illustrating message interaction between multiple

bearer network resource managers during the process of signaling route path establishment

according to the second embodiment of the present invention.

Figure 10 is a schematic diagram illustrating signaling route path establishment in a

bearer control layer according to the second embodiment of the present invention.

Figure 11 is a flowchart of service route path establishment in a bearer control layer

according to the second embodiment of the present invention.

Figure 12 illustrates a flow of configuring route path information and allocating

resources by a bearer network resource manager according to a third embodiment of the

present invention.

Figure 13 is a schematic diagram illustrating route selection procedure in a bearer

control layer according to the third embodiment of the present invention.

Figure 14 illustrates another flow of configuring route path information and allocating

resources by a bearer network resource manager according to the third embodiment of the

present invention.

Figure 15 is a flowchart of route selection by a bearer network resource manager

according to a fourth embodiment of the present invention.

Figure 16 is a schematic diagram illustrating network structure for implementing route

selection cross independent operation networks according to a fifth embodiment of the

present invention.

Figure 17 is a flowchart of route selection cross independent operation networks

according to the fifth embodiment of the present invention.

Figure 18 is a schematic diagram illustrating constitutive structure of an IP data packet

in IPv4.

Figure 19 is a flowchart of network route control method according to the fifth

embodiment of the present invention.

Figure 20 is a flowchart illustrating a call procedure between users in different

management areas according to the fifth embodiment of the present invention.



Figure 21 illustrates control procedure of network route according to the fifth

embodiment of the present invention.

Figure 22 is a schematic diagram illustrating a bearer control layer in a service route

selection manner according to the present invention.

Figure 23 illustrates a procedure of establishing an LSP in a bearer network under the

condition shown in figure 22.

Figure 23 is a schematic diagram illustrating an intra-domain path in another service

routing manner according to the present invention.

Detailed Description of the Invention

To make objects, technique schemes and advantages of the present invention clear, the

present invention will be described in detail hereinafter with reference to accompanying

drawings and specific embodiments.

Core idea of the present invention is: in the network topology structure shown in figure

1, after receiving a connection request for a real-time service sent by a call agent in a service

control layer, a source bearer network resource manager sends the connection request to a

destination bearer network resource manager in sequence from itself, orderly selects and

determines an intra-domain route path for the real-time service in a management domain

corresponding to each bearer network resource manager, and an inter-domain route path

between adjacent management domains corresponding to adjacent bearer network resource

managers, thereby selects an optimal route from the source bearer network resource manager

to the destination bearer network resource manager.

Here, the route from the source bearer network resource manager to the destination

bearer network resource manager can also be called an end-to-end route. An optimal

end-to-end route can be determined by means of a plurality of different routing manners,

such as forward constraint backward routing, hop-by-hop routing, static configuration

routing. The route path can be a label switching path or another bearer network path.

The first embodiment: forward constraint and backward routing

Main idea of this routing method is as follows. Each bearer network resource manager,

including a source bearer network resource manager, selects a next hop bearer network

resource manager according to destination address in a request message and network

topology structure after detecting itself is not a destination bearer network resource manager

according to the received connection resource request message, namely after detecting the

service stream in this request message should not be transmitted to external networks via any



ER inside management domain of this bearer network resource manager, and then sends the

connection resource request message to the next hop bearer network resource manager, and

reserves inter-domain route resources between itself and the next hop bearer network

resource manager. If detecting that itself is the destination bearer network resource manager

according to the received connection resource request message, namely detecting that the

service stream in this request message needs to be transmitted to an external network via a

certain ER inside management domain of this bearer network resource manager, a certain

bearer network resource manager selects an entry BR and an LSP inside the domain

managed by this bearer network resource manager according to the request message, and

then sends a connection resource response message includeing information about the

selected entry BR to the previous hop bearer network resource manager. The previous hop

bearer network resource manager selects a certain LSP inside its domain according to this

entry BR, recovers the reserved inter-domain route resources, and also sends a connection

resource response message includeing information about the entry BR in the LSP selected by

itself to its previous hop bearer network resource manager. The rest may be deduced by

analogy, until the source bearer network resource manager also receives a connection

resource response message. Then the source bearer network resource manager selects an

intra-domain LSP with the same method, recovers the reserved inter-domain route resources

and finally sends a connection resource response message to the CA. So far, a whole route

path has been established.

Figure 6 is a flowchart of signaling route path establishment between bearer network

resource managers by utilizing the routing method of forward constraint and backward

routing.

In step 601, a resource bearer network resource manager receives a connection resource

request message from a CA, the request message includeing connection information, QoS

parameters, service type etc. Here, the connection information includes session ID, IP

address or domain name of a calling party, IP address or domain name of a called party. The

QoS parameters include flow descriptor and bandwidth requirement information.

In step 602, after receiving the connection resource request message, a bearer network

resource manager judges whether itself is the destination bearer network resource manager,

namely whether the service stream in this request message should be transmitted to an

external network via a certain ER inside management domain of this bearer network

resource manager. If so, step 605 will be executed; otherwise, step 603 will be executed.



In step 603, the bearer network resource manager selects a next hop bearer network

resource manager according to destination address in the connection resource request

message, and selects an LSP for each selectable BR on the next hop bearer network resource

manager side when selecting an intra-domain LSP between itself and the next hop bearer

network resource manager, and reserves some bandwidths in each selected LSP, namely

reserves intra-domain route resources.

In step 604, this bearer network resource manager sends a connection resource request

message to the next hop bearer network resource manager, and then step 602 will be

executed.

In step 605, this bearer network resource manager judges whether itself is the source

bearer network resource manager. If so, step 610 will be executed; otherwise, step 609 will

be executed.

In step 606, according to the entry BR provided in the response message, the bearer

network resource manager which receives the connection resource response message

recovers the bandwidths reserved for the LSPs relating to those BRs other than the provided

entry BR between itself and the next hop bearer network resource manager which returns the

response message, namely reserves intra-domain route resources.

In step 607, this bearer network resource manager judges whether itself is the source

bearer network resource manager. If so, step 610 will be executed; otherwise, step 608 will

be executed.

In step 608, this bearer network resource manager finds the received corresponding

connection resource request message according to the connection resource response

message.

In step 609, according to signaling route path between itself and the next hop bearer

network resource manager, as well as according to information about selectable border

routers provided in the connection resource request information, this bearer network resource

manager selects a suitable intra-domain LSP inside the management domain of itself, and

then determines an entry BR according to the selected intra-domain LSP. After determining

the previous hop bearer network resource manager according to the connection resource

request message, the bearer network resource manager returns a connection resource

response message to the previous hop bearer network resource manager, the response

message includeing information about the entry BR selected by this bearer network resource

manager and route selection information of the downstream bearer network resource



managers, and then returns to execute step 606.

In step 610, route path establishment is completed. Specifically, the source bearer

network resource manager sends a stream mapping command to the ER inside the local

domain. Here, the ER is the entry ER of the above-mentioned established route path. The

command includes QoS, stream information, route path information etc. The source bearer

network resource manager returns a connection resource response message to the CA after

receiving a response for the stream mapping command from the ER inside its domain.

Here, the connection resource request message in step 604 includes a BR aggregate

called constraint aggregate. Each BR in this constraint aggregate is an exit BR of each

selectable intra-domain LSP between the current bearer network resource manager and the

next hop bearer network resource manager, and each exit BR belongs to the next hop bearer

network resource manager. Actually, this constraint aggregate provides a constraint condition

for the next hop bearer network resource manager, namely the next hop bearer network

resource manager can only select an entry BR of intra-domain LSP from this constraint

aggregate.

Alternatively, in step 609, after selecting an entry BR in its own management domain

according to the connection resource request message, this bearer network resource manager

selects an intra-domain LSP, and then determines the previous hop bearer network resource

manager according to the connection resource request message.

Figure 7 is a schematic diagram illustrating message interaction between multiple

bearer network resource managers. Here, bearer network resource manager 1 is the source

bearer network resource manager and bearer network resource manager n is the destination

bearer network resource manager, the other bearer network resource managers are

intermediate bearer network resource managers.

When the source bearer network resource manager, i.e. bearer network resource

manager 1, judging that itself is not the destination bearer network resource manager after

receiving the connection resource request sent by a CA, it selects a next hop bearer network

resource manager according to destination address in this connection request and network

topology structure. When selecting an inter-domain LSPs between itself and the next hop

bearer network resource manager, such as bearer network resource manager 2, if exits of

these LSPs are different BRs on the side of bearer network resource manager 2, bearer

network resource manager 1 will notify the next hop bearer network resource manager of an

aggregate composed of exit BRs of all available inter-domain LSPs on the side of bearer



network resource manager 2, i.e. a constraint aggregate, by means of a connection resource

request message. Meanwhile, bearer network resource manager 1 notifies bearer network

resource manager 2 to perform inter-domain routing and that entry BR of the selected

inter-domain LSP must be one BR in the above-mentioned constraint aggregate when bearer

network resource manager 2 performs intra-domain routing. Then, bearer network resource

manager 1 selects an inter-domain LSP for each selectable BR in the constraint aggregate,

reserves certain bandwidths on each selected inter-domain LSP, namely reserves

inter-domain route resources, and sends a connection resource request message to bearer

network resource manager 2. After receiving the connection resource request sent by bearer

network resource manager 1, bearer network resource manager 2 determines that itself is not

the destination bearer network resource manager, and selects a next hop bearer network

resource manager with the same method as used by bearer network resource manager 1,

namely selects bearer network resource manager 3, reserves inter-domain route resources

and sends a connection resource request message to bearer network resource manager 3. The

rest may be deduced by analogy. That is, if determining that itself is not the destination

bearer network resource manager after receiving a connection resource request sent by the

previous hop bearer network resource manager, each bearer network resource manager will

select a next hop bearer network resource manager with the same method as used by bearer

network resource manager 1, reserve certain inter-domain route resources, and send a

connection resource request message to the next hop bearer network resource manager.

When determining that itself is the destination bearer network resource manager

according to the connection resource request message sent by the previous hop bearer

network resource manager, the destination bearer network resource manager, i.e. bearer

network resource manager n, will select an entry BR from the constraint aggregate provided

in this message and determine an intra-domain LSP according to the connection resource

request message, return a connection resource response message to the previous hop bearer

network resource manager after determining the previous hop bearer network resource

manager, and notify the previous hop bearer network resource manager of the selected entry

BR by means of this response message. According to the entry BR provided in the received

connection resource response message, the previous hop bearer network resource manager of

bearer network resource manager n recovers the inter-domain route resources reserved for

the LSPs relating to those BRs other than the provided entry BR between itself and bearer

network resource manager n, and then judges whether itself is the source bearer network



resource manager. If not, it will find the connection resource request message corresponding

to the received connection resource response message returned from bearer network resource

manager n, and then select an entry BR and an intra-domain LSP with the method as used by

bearer network resource manager n, determine its previous hop bearer network resource

manager, and then return a connection resource response message to its previous hop bearer

network resource manager, and notify the previous hop bearer network resource manager of

the selected entry BR by means of the response message. The rest may be deduced by

analogy. That is, each bearer network resource manager other than the source bearer network

resource manager recovers inter-domain route resources by using the above-described

method, selects an entry BR and an intra-domain LSP, returns a connection resource

response message to its previous hop bearer network resource manager, until a connection

resource response message arrives at the source bearer network resource manager. After

receiving the connection resource response message, the source bearer network resource

manager recovers the inter-domain route resources reserved for the LSPs relating to those

BRs other than the provided entry BR between itself and the next hop bearer network

resource manager which sends the connection resource response message according to the

entry BR provided in the message, then selects an intra-domain LSP and finally finishes

establishment of the whole route path. Then, the source bearer network resource manager

sends a stream mapping command to the ER inside the local domain, and returns a

connection resource response message to the CA after receiving a response for the stream

mapping command from the intra-domain ER.

In the above-described procedure, if there is excessive inter-domain or intra-domain

selectable path information, it will lead to complex calculation and increase system overhead.

In this case, some constraint conditions, such as service type, priority, some locally

configured routing strategies, some specified QoS requirements as well as the current

network status such as resource availability conditions, service flow, can be added in order to

simplify the calculation.

A specific embodiment of the above-noted routing method will be described hereinafter

with reference to figure 5. Assume that bearer network resource manager 1 manages edge

servers ER1 and ER2 while bearer network resource manager 2 manages edge servers ER3

and ER4, and that address segments connected by ER1-ER4 are respectively

10.1.0.0-10. 1.255.255, 10.2.0.0-10.2.255.255, 10.3.0.0-10.3.255.255 and

10.4.0.0-10.4.255.255, as shown in figure 



Now if a CA sends a connection resource request message to bearer network resource

manager 1, requiring to transfer a certain service stream from ER2 managed by bearer

network resource manager 1 to ER3 managed by bearer network resource manager 2, bearer

network resource manager 1 will determine that itself is not the destination bearer network

resource manager according to this connection resource request message, namely determine

this service stream should not be transferred to an external network via any ER in the

domain of itself, and then select a next hop bearer network resource manager, such as bearer

network resource manager 2, according to destination address in the request message and

network topology structure. After selecting the next hop bearer network resource manager,

bearer network resource manager 1 detects that this service stream can be transmitted from

ER2 to BR1 or BR 2 by means of an intra-domain LSP, and that bearer network resource

manager 2 can receive the service stream transmitted by bearer network resource manager 1

using BR3 or BR4, that is, there are four selectable inter-domain LSPs between bearer

network resource managers 1 and 2: LSP11, LSP12, LSP13 and LSP14. However, the four

inter-domain LSPs have two exits that are BR3 and BR4 managed by bearer network

resource manager 2, specifically, exit of LSP11 and LSP13 is BR3, while exit of LSP12 and

LSP14 is BR4. In this case, bearer network resource manager 1 will select an inter-domain

LSP for each selectable BR according to selectable BRs on the side of bearer network

resource manager 2, for example only select LSPII and LSP12, or LSP11 and LSP14, or

LSP12 and LSP13, or LSP13 and LSP14. Then bearer network resource manager 1 will

reserve certain bandwidths for each selected inter-domain LSP, namely reserve inter-domain

route resources, and then send a connection resource request message to bearer network

resource manager 2. The message includes a constraint aggregate {BR3, BR4} for bearer

network resource manager 2 to select a BR from the aggregate. While performing

intra-domain route selection, bearer network resource manager 2 must guarantee entry BR of

the selected LSP is from the above-noted aggregate.

After receiving the connection resource request message sent by bearer network

resource manager 1, according to this message, bearer network resource manager 2

determines that the service stream to be transmitted should be transmitted to an external

network via an ER inside the domain managed by itself, i.e. ER3, and detects that in the

domain managed by itself, there are a selectable intra-domain LSP between BR3 and ER3

and a selectable intra-domain LSP between BR4 and ER3. Then, bearer network resource

manager 2 can select either BR3 or BR4 as entry BR of intra-domain LSP according to a



certain condition or algorithm. If selecting BR4 and determining an intra-domain LSP from

BR4 to ER3, bearer network resource manager 2 sends a connection resource response

message to bearer network resource manager 1, and reports information of BR4 to bearer

network resource manager 1 by means of this message. According to the above selection

result, bearer network resource manager 1 recovers bandwidths reserved for all the LSPs

whose exit BR is BR3, determines an exit BR of an LSP inside its own domain, selects an

intra-domain LSP from ER2 to this exit BR, thereby finishing establishment of the whole

route path. And then, bearer network resource manager 1 sends a stream mapping command

to ER2 inside its own domain, the command includeing information such as QoS, stream

information and route path. After receiving a response for the stream mapping command

from ER2, bearer network resource manager 1 returns a connection resource response

message to the CA.

In the above procedure, if bearer network resource manager 2 selects BR3 as entry BR

of intra-domain LSP and determines an intra-domain LSP from BR3 to ER3, bearer network

resource manager 2 sends a connection resource response message to bearer network

resource manager 1, and reports information of BR3 to bearer network resource manager 1

by means of this message. According to the above selection result, bearer network resource

manager 1 recovers bandwidths reserved for all the LSPs whose exit BR is BR4, determines

an exit BR of an LSP inside its own domain, and selects an intra-domain LSP from ER2 to

this exit BR, thereby finishing establishment of the whole route path. And then, bearer

network resource manager 1 sends a stream mapping command to ER2 inside its own

domain, the command includeing information such as QoS, route path. After receiving a

response for the stream mapping command from ER2, bearer network resource manager 1

returns a connection resource response message to the CA.

Though the above-described embodiment is described by taking a service stream

transmission procedure between two bearer network resource managers which respectively

include two BRs as example, the present embodiment is also applicable for a service stream

transmission procedure between two or more than two bearer network resource managers

which respectively include one or more than one BR.

In addition, if there are a plurality of inter-domain LSPs between two bearer network

resource managers, such as bearer network resource managers 1 and 2, and entry BR of each

inter-domain LSP is on the side of bearer network resource manager 1 while exit BR is on

the side of bearer network resource manager 2, one or more than one inter-domain LSP can



be selected for each selectable exit BR, and certain bandwidths are reserved for each selected

LSP, namely inter-domain route resources are reserved. In practical application, the

above-noted manner may lead to a great amount of waste of inter-domain resources, thus

bearer network resource manager 1 may select an optimal aggregate of entry BRs on the side

of bearer network resource manager 1 according to a certain algorithm, such that an

aggregate of exit BRs of the inter-domain LSPs corresponding to all entry BRs in the

above-noted optimal aggregate comprises all available exit BRs on the side of bearer

network resource manager 2.

The present routing scheme provides a routing manner of forward constraint and

backward routing. In detail, a bearer network resource manager will reserve some

inter-domain route resources when selecting an inter-domain LSP, and report exit BRs of all

available LSPs to a next hop bearer network resource manager. The aggregate of exit BRs

indicates entry BRs of the next hop bearer network resource manager. After selecting an LSP,

the next hop bearer network resource manager will report the selected exit BR to the

previous hop bearer network resource manager. And then the previous hop bearer network

resource manager recovers the route resources reserved for those LSPs relating to other BRs.

This method of reserving inter-domain route resources beforehand and then determining

intra-domain and inter-domain route makes it possible to completely and reasonably utilize

the resources of each bearer network resource manager and to increase success ratio of

routing.

By adopting the mechanism of combining forward routing and backward routing, and

by way of reserving inter-domain route resources beforehand and then determining

intra-domain and inter-domain route, the current routing method can make complete and

reasonable use of the resources of each bearer network resource manager, guarantee the

reliable establishment of route, thus makes it possible to utilize network resources

reasonably and increase efficiency and success ratio of routing. The current routing method

is applicable for networks of any topology structure, and is easy to implement, maintain and

manage.

The second embodiment: hop-by-hop routing manner

The present routing scheme provides a method of hop-by-hop routing in a bearer

network, its key idea is: under the condition that each bearer network resource manager in a

bearer control layer only knows the topology structure of its own management domain, or

under the condition that each CN only knows its adjacent CNs, the bearer network resource



0 manager or the CN will only select and determine a next hop bearer network resource0
manager or a next hop CN.

Figure 8 is a flowchart of signaling route path establishment in a bearer control layer

by utilizing the hop-by-hop routing method of the current embodiment.

5 In step 801, a source bearer network resource manager receives a connection resource

request message from a CA, the request message including connection information, QoS

parameters, service type etc. Here, the connection information includes session ID, IP

tt address or domain name of a calling party, IP address or domain name of a called party.

OThe QoS parameters include flow descriptor and bandwidth requirement information.

10 In step 802, the current bearer network resource manager which receives theO
Sconnection resource request message judges whether connection between itself and the

device which sends this request message is available; if unavailable, step 805 will be

executed; otherwise, step 803 will be executed. The unavailability means the connection

between the current bearer network resource manager and the previous hop bearer network

resource manager is not available due to unavailability of resources of the current bearer

network resource manager, malfunction of itself or other reasons.

In step 803, according to destination address in the connection resource request

message, the current bearer network resource manager judges whether itself is the

destination bearer network resource manager, if so, step 807 will be executed; otherwise,

step 804 will be executed.

In step 804, according to destination address in the connection resource request

message, the current bearer network resource manager determines the next hop bearer

network resource manager, and sends a connection resource request message to the

selected next hop bearer network resource manager. Then step 802 will be executed.

In step 805, the current bearer network resource manager that receives the connection

resource request message returns a connection resource rejection message to the bearer

network resource manager that sends this connection resource request message.

In step 806, according to this connection resource rejection message, the current

bearer network resource manager that receives the connection resource rejection message

finds the received corresponding connection resource request message. Then step 804 will

be executed.

In step 807, according to the connection resource request message, the current bearer

network resource manager returns a connection resource response message to the bearer

network resource manager that sends this request message.
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0 In step 808, the current bearer network resource manager that receives the connection

resource response message judges whether itself is the source bearer network resource

manager. If so, step 810 will be executed; otherwise, step 809 will be executed.

In step 809, according to the connection resource response message, the current bearer

5 network resource manager finds the received corresponding connection resource request

message. And then step 807 will be executed.

In step 810, establishment of signaling route path is completed.

After the signaling route path is established, according to the above-described

Oconnection resource request message sent by the CA, the source bearer network resource

S 10 manager will send a stream mapping command to corresponding entry ER inside its own
domain, the command including session ID, stream information, QoS parameters, flow

descriptor and label stack of the whole path.

The above-described mechanism in which a bearer network resource manager sends a

connection resource response message to the previous hop bearer network resource

manager in sequence can be called a confirmation mechanism, and the above-described

mechanism in which a bearer network resource manager sends a connection resource

rejection message to the previous hop bearer network resource manager in sequence and

the previous hop bearer network resource manager reselects a next hop bearer network

resource manager can be called a backspace mechanism. By adding such a backspace

mechanism and a confirmation mechanism to a hop-by-hop routing method, the present

embodiment can maximize reliability of connection establishment and save network

resources. Of course, unrestricted backspace is not allowed, so the number of backspaces

or a certain time span limitation can be preset in order to guarantee hop-by-hop inquiry

efficiency. For instance, if number of backspaces exceeds the preset number, or if a certain

bearer network resource manager receives a connection resource rejection message but

finds the time span between this received rejection message and corresponding connection

resource request message exceeds the preset time span limitation, the current routing will

be deemed as failure and the next routing will be started. Or a backspace flag can be used

and the flag can be used for backspace for only once.

In practical application, some networks such as reticular networks have complex structure.

In the above-described routing procedure, in order to avoid the already selected bearer

network resource manager in the selected route paths from being reselected as the
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next hop bearer network resource manager of a certain bearer network resource manager in

this path, an aggregate of searched bearer network resource managers may be set. In this

case, step 804 may further comprise: before sending a connection resource request message

to the next hop bearer network resource manager, the current bearer network resource

manager judges whether the selected next hop bearer network resource manager is in the

above-noted aggregate of searched bearer network resource managers; if so, the current

bearer network resource manager abandons the selected next hop bearer network resource

manager and reselect a next hop bearer network resource manager in step 804, otherwise, the

current bearer network resource manager adds its own information to the aggregate of

searched bearer network resource managers, and then sends a connection resource request

message to the selected next hop bearer network resource manager.

Figure 9 is a schematic diagram illustrating message interaction between multiple

bearer network resource managers according to the present embodiment. In figure 9, bearer

network resource manager 1 is the source bearer network resource manager, bearer network

resource manager n is the destination bearer network resource manager, and others are

intermediate bearer network resource managers.

When the source bearer network resource manager, namely bearer network resource

manager 1, receives a connection resource request message sent by a CA, it judges whether

the connection between itself and the transmitting end of this request message, i.e. the CA, is

available according to its own status. After determining that itself is not the destination

bearer network resource manager according to this request message, bearer network resource

manager 1 selects a next hop bearer network resource manager according to information

such as service type, resource availability status, priority, locally configured routing strategy

as well as destination address in the received connection resource request message, and then

sends a connection resource request message to the selected next hop bearer network

resource manager, namely bearer network resource manager 2. After receiving the

connection resource request message sent by bearer network resource manager 1, according

to its own status, such as resource unavailability, self malfunction or other reasons, bearer

network resource manager 2 determines that the connection between itself and the

transmitting end of this request message, namely bearer network resource manager 1, is not

available, and then returns a connection resource rejection message to bearer network

resource manager 1. According to the connection resource rejection message returned by

bearer network resource manager 2, bearer network resource manager 1 reselects a next hop



bearer network resource manager and sends a connection resource request message to the

reselected next hop bearer network resource manager, namely bearer network resource

manager 3. The rest may be deduced by analogy. After receiving a connection resource

request message sent by its previous hop bearer network resource manager, each

intermediate bearer network resource manager will judge whether the connection between

itself and the previous hop bearer network resource manager is available according to its

own situation. If a certain intermediate bearer network resource manager determines that the

connection between itself and the previous hop bearer network resource manager is

unavailable according to its own situation, it will send a connection resource rejection

message to the previous hop bearer network resource manager. The previous hop bearer

network resource manager will reselect a next hop bearer network resource manager

according to the returned connection resource rejection message, and will send a connection

resource request message to the newly selected next hop bearer network resource manager. If

a certain intermediate bearer network resource manager determines, after receiving a

connection resource request message sent by its previous hop bearer network resource

manager, that the connection between itself and the previous hop bearer network resource

manager is available according to its own situation, and that itself is not the destination

bearer network resource manager according to this request message, it will select a next hop

bearer network resource manager according to information such as service type, resource

availability status, priority, locally configured routing strategy as well as destination address

in the received connection resource request message, and then send a connection resource

request message to the selected next hop bearer network resource manager.

After the destination bearer network resource manager, namely bearer network resource

manager n, receives a connection resource request message sent by its previous hop bearer

network resource manager, it will determine that the connection between itself and the

previous hop bearer network resource manager is available. When bearer network resource

manager n determines that itself is the destination bearer network resource manager

according to this request message, it will return a connection resource response message to

the bearer network resource manager that has sent this request message, namely the previous

bearer network resource manager of bearer network resource manager n. The previous hop

bearer network resource manager of bearer network resource manager n determines that

itself is not the source bearer network resource manager according to the received

connection resource response message, then finds the received corresponding connection



resource request message according to the connection response message returned by bearer

network resource manager n, and then returns a connection resource response message to the

bearer network resource manager that has sent this connection resource request message,

namely to the previous hop bearer network resource manager of the current bearer network

resource manager. The rest may be deduced by analogy. Each intermediate bearer network

resource manager returns a connection resource response message to its previous hop bearer

network resource manager according to the above-mentioned method. When the source

bearer network resource manager, namely bearer network resource manager 1, receives a

connection resource response message returned by its next hop bearer network resource

manager, it will find the received corresponding connection resource request message

according to this response message, and then returns a connection resource response

message to the CA that has sent this connection resource request message. So far the whole

procedure of establishing a signaling route path is completed.

It can be seen from figure 9 that, each bearer network resource manager must provide a

connection resource response message or a connection resource rejection message for each

received connection resource request message, and that each bearer network resource

manager sends a connection resource response message or a connection resource rejection

message to its previous hop bearer network resource manager only after receiving the

connection resource response message or connection resource rejection message from its

next hop bearer network resource manager. Through this confirmation mechanism and

backspace mechanism, reliability of resource allocation is ensured and resource waste is

avoided.

Figure 10 is a schematic diagram illustrating signaling route path establishment in a

bearer control layer according to the present embodiment. In the present embodiment, the

method of establishing a signaling route path is as follows.

When receiving a connection resource request message sent by a CA, bearer network

resource manager 1001 determines that itself is not the destination bearer network resource

manager according to this request message, then selects all bearer network resource

managers that can be selected as a next hop bearer network resource manager according to

destination address in this request message as well as topology of other bearer network

resource managers adjacent to bearer network resource manager 1001. As shown in figure 

since bearer network resource manager 1002 and 1004 are adjacent to bearer network

resource manager 1001, bearer network resource manager 1001 takes both bearer network



resource managers 1002 and 1004 as selectable next hop bearer network resource managers,

and then selects either bearer network resource manager 1002 or 1004 as the next hop bearer

network resource manager according to information such as service type, resource

availability status, priority and locally configured routing strategy. In the present

embodiment, assuming the next hop bearer network resource manager selected by bearer

network resource manager 1001 is bearer network resource manager 1002, bearer network

resource manager 1001 sends a connection resource request message to bearer network

resource manager 1002. The request message includes information such as session ID,

quintuple, service type, QoS parameters and address of exit BR of the selected inter-domain

LSP, and is used for bearer network resource manager 1002 to perform intra-domain routing.

Likely, bearer network resource manager 1002 determines that itself is not the destination

bearer network resource manager according to the connection resource request message sent

by bearer network resource manager 1001, so also follows the above-described rule to select

all bearer network resource managers that can be selected as the next hop bearer network

resource manager. Here, the selectable bearer network resource managers are bearer network

resource managers 1003 and 1005, as shown in figure 10, and then bearer network resource

manager 1002 selects either bearer network resource manager 1003 or 1005 as the next hop

bearer network resource manager. In the present embodiment, assuming bearer network

resource manager 1002 selects bearer network resource manager 1003 as the next hop bearer

network resource manager and sends a connection resource request message to it. According

to the connection resource request message sent by bearer network resource manager 1002,

bearer network resource manager 1003 determines that itself is just the destination bearer

network resource manager, and then returns a connection resource response message to

bearer network resource manager 1002. In like manner, bearer network resource manager

1002 returns a connection resource response message to bearer network resource manager

1001; bearer network resource manager 1001 returns a connection resource response

message to the CA and finally completes the whole procedure of establishing the signaling

route path. Then, according to the above-noted received connection resource request

message, bearer network resource manager 1001 sends a stream mapping command to ER

1006 which is an entry of the local domain, the command includeing session ID, stream

information, QoS parameters, flow descriptor and label stack of the whole path.

In the above procedure, if a certain bearer network resource manager on this signaling

route path detects that the connection between itself and its previous hop bearer network



0 resource managers 1002 and 1004 as selectable next hop bearer network resource

managers, and then selects either bearer network resource manager 1002 or 1004 as the

next hop bearer network resource manager according to information such as service type,

resource availability status, priority and locally configured routing strategy. In the present

embodiment, assuming the next hop bearer network resource manager selected by bearer

network resource manager 1001 is bearer network resource manager 1002, bearer network

resource manager 1001 sends a connection resource request message to bearer network

r resource manager 1002. The request message includes information such as session ID,

Oquintuple, service type, QoS parameters and address of exit BR of the selected inter-

10 domain LSP, and is used for bearer network resource manager 1002 to perform intra-
domain routing. Likely, bearer network resource manager 1002 determines that itself is not

the destination bearer network resource manager according to the connection resource

request message sent by bearer network resource manager 1001, so also follows the above-

described rule to select all bearer network resource managers that can be selected as the

next hop bearer network resource manager. Here, the selectable bearer network resource

managers are bearer network resource managers 1003 and 1005, as shown in figure 10, and

then bearer network resource manager 1002 selects either bearer network resource

manager 1003 or 1005 as the next hop bearer network resource manager. In the present

embodiment, assuming bearer network resource manager 1002 selects bearer network

resource manager 1003 as the next hop bearer network resource manager and sends a

connection resource request message to it. According to the connection resource request

message sent by bearer network resource manager 1002, bearer network resource manager

1003 determines that itself is just the destination bearer network resource manager, and

then returns a connection resource response message to bearer network resource manager

1002. In like manner, bearer network resource manager 1002 returns a connection resource

response message to bearer network resource manager 1001; bearer network resource

manager 1001 returns a connection resource response message to the CA and finally

completes the whole procedure of establishing the signaling route path. Then, according to

the above-noted received connection resource request message, bearer network resource

manager 1001 sends a stream mapping command to ER 1006 which is an entry of the local

domain, the command including session ID, stream information, QoS parameters, flow

descriptor and label stack of the whole path.

In the above procedure, if a certain bearer network resource manager on this signaling

route path detects that the connection between itself and its previous hop bearer network
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LSP path aggregate to carry this service stream.

Figure 11 is a flowchart of service route path establishment in a bearer control layer

according to the present embodiment. The specific steps are as follows.

In step 1101, the bearer network resource manager which is performing intra-domain

routing judges whether itself is the source bearer network resource manager. If so, this bearer

network resource manager finds an entry ER inside its domain according to IP address

information in the connection resource request message received from a CA and take the

found entry ER as entry CN, and adds information of this entry ER to an aggregate of

searched routers; otherwise, the current bearer network resource manager finds an entry BR

according to information in the received connection resource request message, takes the

found entry BR as entry CN, and adds information of this entry ER to the aggregate of

searched routers. Here, any intra-domain LSP comprises an entry CN and an exit CN.

In step 1102, an intra-domain LSP is selected according to the current entry CN. This

intra-domain LSP can be selected randomly, or according to some conditions such as user

address, LSP activation status, routing priority, bandwidth requirements and so on.

In step 1103, it is judged whether the selected router on the other end, namely exit CN,

is a BR or an ER inside the domain managed by the current bearer network resource

manager, if so, this intra-domain LSP is successfully selected and step 1106 will be executed;

otherwise, step 1104 will be executed.

In step 1104, it is judged whether the above-noted exit CN is already added to the

above-noted aggregate of searched routers, if so, the selection of the above-selected LSP will

be abandoned, and step 1102 in which an LSP is reselected will be executed; otherwise, step

1105 will be executed.

In step 1105, the exit CN in step 1103 is taken as entry CN and step 1102 will be

executed.

In step 1106, the procedure of establishing service route path is completed and the

current routing flow will be ended.

To sum up, the hop-by-hop routing method according to the present embodiment can be

adopted for selecting both inter-domain signaling route path and intra-domain service

routing, or the hop-by-hop routing method according to the present embodiment is adopted

for selecting signaling route while other algorithms are used for selecting service route, or

the hop-by-hop routing method according to the present embodiment is adopted for selecting

service route while other algorithms are used for selecting signaling route. Or, the



hop-by-hop routing method according to the present embodiment is adopted for selecting

intra-domain route while other algorithms are used for selecting inter-domain route; and vice

versa. Specific routing schemes can be determined according to network situation and

service requirements.

By utilizing the mechanism of hop-by-hop application and confirmation as well as

backspace and reselecting method, with the present routing scheme, resource allocation

reliability is guaranteed, and success ratio of inter-domain and intra-domain routing by each

bearer network resource manager in the bearer control layer is improved. By adopting this

routing method, since there is backspace and reselecting mechanism in this method, even if

malfunction happens to a certain node or link in the network, the malfunction will exert very

little influence in providing accurate route information. Furthermore, the hop-by-hop routing

method provided in the present embodiment has no special requirement for network

structure, and is applicable for networks of any topology structure, including various

complex networks.

The third embodiment: static routing manner

The core idea of the present embodiment is as follows. Route path information is

pre-configured either in a bearer network resource manager statically or by utilizing a

dedicated database. A bearer network resource manager acquires the configured route path

information when being activated, and selects a proper route path from the pre-configured

route path information after receiving a connection resource request or a connection resource

response, so that establishment and selection of route path are completely separated. Here,

the configured route path information can be placed in a route table with entry routers and

exit routers as column items and row items respectively. The table can be a route table

indicating relationship between ER and BR, or be one indicating relationship between BRs.

In the present embodiment, data transmission is implemented via a network based on

the Diff-serv model shown in figure 1. The route in the bearer control layer of this model

comprises signaling route between bearer network resource managers, i.e. inter-domain route,

and service route between CNs, i.e. intra-domain route. As shown in figure 1, bearer network

resource manager 1 is the source bearer network resource manager, and bearer network

resource manager 2, which can be called midway bearer network resource manager, is the

bearer network resource manager through which the current request passes other than bearer

network resource manager 1 or the destination bearer network resource manager, and bearer

network resource manager 3 is the destination bearer network resource manager.



Management domains 105, 106 and 107 are respectively managed by bearer network

resource managers 1, 2 and 3. There can be several midway bearer network resource

managers, and there can be none also. There is only one midway bearer network resource

manager in the present embodiment.

In the present embodiment, route path information required by bearer network resource

manager must be pre-configured. Here, route path information includes LSP information and

route information. Here, LSP information denotes specific path information, and route

information denotes a kind of constraint information for service routing, which indicates

corresponding relationship between LSP identifier and each of user's IP address, flow

information, bandwidth information and service type information. Since the present

embodiment mainly concerns LSP information, it will be illustrated mainly in terms of LSP

information hereinafter.

There are two ways to pre-configure LSP information as follows.

One way is to statically configure LSP information in a bearer network resource

manager, namely a network administrator statically configures LSP information in a bearer

network resource manager. The statically configured LSP information comprises both

information of LSPs which are already established in the bearer network and information of

LSPs which are not established yet. If the LSP is not established, a bearer network resource

manager sends a request to a CN in the bearer network. After receiving this request, the CN

establishes an LSP in the bearer network according to LSP information in the request and

returns a response indicating a successful establishment; or the bearer network resource

manager transmits this configured LSP information to the CN and the CN establishes the

LSP, if LSP is successfully established, the CN will return a response indicating the

successful establishment; otherwise, the CN will return a failure message requesting to

delete this configured LSP information.

The other way is to utilize a dedicated database to configure LSP information. In this

method, a dedicated route path information database is established, in which information of

LSPs which are already established in the bearer network and information of LSPs which are

not established yet is configured, and the LSP information real-timely reported by a CN in

the bearer network is received and stored in this route path information database.

If the route path information database stores information of the not-established LSPs in

the bearer network, it will send a request to the CN in the bearer network. After receiving

this request, the CN establishes an LSP in the bearer network according to LSP information



in the request and returns a response indicating a successful establishment; or the bearer

network resource manager transmits this configured LSP information to the CN and the CN

establishes the LSP, if LSP is successfully established, the CN will return a response

indicating the successful establishment; otherwise, the CN will return a failure message

requesting to delete this configured LSP information.

To clearly describe the pre-configured LSP information, contents of LSP information

are presented in form of a matrix table in the present embodiment.

The LSP information comprises intra-domain LSP information of the current bearer

network resource manager and inter-domain LSP information between the current bearer

network resource manager and the next hop bearer network resource manager. The

intra-domain LSP information is stored in an intra-domain LSP matrix table, and the

inter-domain LSP information is stored in an inter-domain LSP matrix table.

After receiving a connection resource request or a connection resource response, a

bearer network resource manager selects proper LSP information for the user's call service

from the configured LSP information, and reserves bandwidth resources on the LSP for this

call service. Figure 12 illustrates a flow of configuring route path information and allocating

resources by a bearer network resource manager. As shown in figures 1 and 12, the

procedure of selecting a route path from a source bearer network resource manager to a

destination bearer network resource manager is as follows.

In step 1201, a CA receives a call request sent by a user and sends a connection

resource request to bearer network resource manager 1. The connection resource request

includes connection information, QoS parameters, service type and so on. The connection

information includes session ID, IP address or domain name of the calling party as well as IP

address or domain name of the called party. The QoS parameter includes flow descriptor and

bandwidth requirement information.

In step 1202, after receiving the connection resource request sent by the CA, bearer

network resource manager 1 selects, according to IP address or domain name of the calling

party in this connection resource request, an ER corresponding to IP address or domain name

of the calling party from management domain 105 and takes this ER as entry router of the

whole LSP, the entry router generally means a calling end office router or a calling tandem

office router, here it is ER1. In the present embodiment, specific content of intra-domain LSP

information in management 105 can be seen from the matrix table shown in table 1. Here,

ER3 and BR5 are not presented in figure 1.



Exit
ER1 ER3 BR1 

Ent

ERi {(LSPa)} {(LSP1)} {(LSP6)}

ER3 {(LSP5), (LSPb,
{(LSPb)} -{(LSPb, LSP6)}

LSP1)}

BR1 {(LSP2)} {(LSP7)} 

{(LSP8)} {(LSP9)}

Table 1

It can be seen from table 1 that there are three LSPs taking ER1 as entry router: LSPa,

LSP1 and LSP, from which one will be selected with a special method, comprising: utilizing

load sharing principle, polling manner or priority configured according to service

requirements. Here, the load sharing principle means to equalize loads of all LSPs and

preferentially select the LSP with less loads; the polling manner means to select a selectable

LSP in order; utilizing priority configured according to service requirements is selecting

corresponding LSP according to special requirements based on service priority.

Supposing that LSP1 is selected and exit router of LSP1 is BR1; and bandwidth

resources are reserved in LSP1 according to QoS parameters in the connection resource

request.

Bearer network resource manager 1 takes BR1 as entry router of inter-domain LSP

between management domains 105 and 106, and selects an inter-domain LSP between

management domains 105 and 106 from an intra-domain LSP matrix table shown in table 2

in which BR6 and BR7 are not shown in figure 1. This inter-domain LSP matrix table and

the intra-domain LSP matrix table can be integrated into one table.

Exit
BR1 BR2 BR6 BR7

Entry

BR1 {(LSP3)} 

BR2 {(LSP4)} {(LSP13)} 

BR6 {(LSP12)}

BR7 {(LSP11)} {(LSP14)}

Table 2

It can be seen from table 2 that there are two LSPs taking BR1 as entry router: LSP3

and LSP10, and then corresponding LSP is selected by adopting load sharing principle or

polling manner or priority configured according to service requirements. Supposing that



LSP3 is selected and exit router of LSP3 is BR2, and certain bandwidth resources are

reserved in LSP3 according to QoS parameters in the connection resource request.

In step 1203, bearer network resource manager 1 sends a connection resource request

to bearer network resource manager 2. The connection resource request includes original

S QoS parameters, service type and connection information. Here, the connection information

further includes address of bearer network resource manager 2 and that of BR2.

In step 1204, bearer network resource manager 2 receives the connection resource

request sent by bearer network resource manager 1, and takes BR2 in this connection

resource request as entry router of intra-domain LSP of management domain 106, and then

selects an intra-domain LSP of management domain 106 from the intra-domain LSP matrix

table of bearer network resource manager 2 with the same method as that used in step 1202.

Supposing that LSP16 is selected and exit router of LSP16 is BR3, and certain bandwidth

resources are reserved in LSP16 according to QoS parameters in the connection resource

request.

Bearer network resource manager 2 takes BR3 as the entry router of the inter-domain

LSP between management domains 106 and 107, and selects an inter-domain LSP between

management domains 106 and 107 from the inter-domain LSP matrix table of bearer

network resource manager 2 with the same method as that used in step 1202. Supposing that

LSP17 is selected and exit router of LSP17 is BR4, and certain bandwidth resources are

reserved in LSP 17 according to QoS parameters in the connection resource request.

In step 1205, bearer network resource manager 2 sends a connection resource request

to bearer network resource manager 3. The connection resource request includes original

QoS parameters, service type and connection information. Here, the connection information

further includes address of bearer network resource manager 3 and that of BR4.

In step 1206, bearer network resource manager 3 receives the connection resource

request sent by bearer network resource manager 2, and takes BR4 in this connection

resource request as entry router of intra-domain LSP of management domain 107, and then

selects an ER corresponding to IP address or domain name of the called party in

management 107 and takes this ER as exit router of the whole LSP, the exit router generally

refers to a called end office router or a called tandem office router, here it is ER2. Bearer

network resource manager 3 takes ER2 as exit router of the intra-domain LSP of

management domain 107, and selects an intra-domain LSP of management domain 107 from

intra-domain LSP matrix table of bearer network resource manager 3 with the same method



0 as that used in step 1202. Supposing that LSP18 is selected, and certain bandwidth

C. resources are reserved in LSP18 according to QoS parameters in the connection resource

request.

In step 1207, bearer network resource manager 3 returns a connection resource

O 5 response to bearer network resource manager 2, the connection resource response

including information of BR4 and LSP18.

¢C In step 1208, bearer network resource manager 2 receives the connection resource

response returned by bearer network resource manager 3, confirms the bandwidth

Sresources reserved by bearer network resource manager 2 for this request, and sends a

7 10 connection resource response to bearer network resource manager 1. The connection

Sresource response includes information of BR2, information of LSP18 in the connection

resource response returned by bearer network resource manager 3, information of LSP16

and LSP 17 selected by bearer network resource manager 2.

In step 1209, bearer network resource manager 1 receives the connection resource

response returned by bearer network resource manager 2, confirms the bandwidth

resources reserved for this request by bearer network resource manager 1, and completes

the selection of LSP path aggregate for this request. The LSP path aggregate includes:

LSP18, LSP17 and LSP 16 in the connection resource response received by bearer network

resource manager 1, LSP3 and LSPI selected by bearer network resource manager 1. Then,

bearer network resource manager 1 transmits this LSP path aggregate as well as connection

information and QoS parameters in the connection resource request to ER1 by means of a

stream mapping command and completes resource allocation, so that ER1 obtains the LSP

information allocated by bearer control network for the current call.

As shown in figure 13, ER1 acquires LSP information 1301 of the current call,

wherein information 1301 includes LSP1, LSP2, LSP3, LSP4 and LSP5. The LSP selected

in the above step is from ER1 to BRI via LSPI. Label information of LSP1 is modified to

LSPI' while the LSP passes through core router 1303, LSP information 1302 arriving at

BR1 includes LSP2, LSP3, LSP4 and LSP5. The LSP then travels from BR1 to BR2 via

LSP2, label information of LSP2 is modified to LSP2' while the LSP passes through core

router 1304. LSP information 1303 arriving at BR1 includes LSP3, LSP4 and LSP5. The

rest may be deduced by analogy, that is, the LSP then travels from BR2 to BR3 via LSP3,

and then to BR4 via LSP4, finally to ER2 via LSP5. Thus the calling party can send

information to the called party through this LSP.

In step 1210, after receiving a stream mapping command response from ER1, bearer
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network resource manager 1 sends a connection resource response to the CA, indicating

successful acquisition of LSP information and successful resource allocation.

Figure 14 illustrates another flow of configuring LSP information and allocating

resources by a bearer network resource manager according to the present embodiment. In

this flow, specific method is similar with that illustrated in figure 12, the only difference

being that bearer network resource manager firstly selects an inter-domain LSP and then

selects an intra-domain LSP after receiving a connection resource response. Therefore, steps

of this flow will be briefly illustrated, as shown in figure 14, this routing procedure is as

follows.

In step 1401, a CA sends a connection resource request to bearer network resource

manager 1.

In step 1402, bearer network resource manager 1 selects an inter-domain LSP between

management domains 105 and 106.

In step 1403, bearer network resource manager 1 sends a connection resource request

to bearer network resource manager 2.

In step 1404, bearer network resource manager 2 selects an inter-domain LSP between

management domains 106 and 107.

In step 1405, bearer network resource manager 2 sends a connection resource request

to bearer network resource manager 3.

In step 1406, bearer network resource manager 3 selects an intra-domain LSP of

management domain 107 from an intra-domain LSP matrix table.

In step 1407, bearer network resource manager 3 returns a connection resource

response to bearer network resource manager 2.

In step 1408, bearer network resource manager 2 selects an intra-domain LSP of

management domain 106 from an intra-domain LSP matrix table.

In step 1409, bearer network resource manager 2 returns a connection resource

response to bearer network resource manager 1.

In step 1410, bearer network resource manager 1 selects an intra-domain LSP of

management domain 105 from an intra-domain LSP matrix table, transmits the whole LSP

path aggregate as well as connection information and QoS parameters in the connection

resource request to an entry router, and completes resource allocation.

In step 1411, bearer network resource manager 1 returns a connection resource

response to the CA.



Since the LSP information required by bearer network resource managers is

pre-configured in the present embodiment, when a bearer network resource manager selects

LSP or allocating LSP and bandwidth resources for a client's call service, it will acquire LSP

information from bearer network resource managers directly, and select a proper LSP for the

current call from the LSP information. So LSP information can be repeatedly used, thereby

decreasing routing load of bearer network resource managers, increasing routing efficiency

and maintaining network stability. In addition, there is no priority restriction for the LSP

information configured in bearer network resource managers, thus routing and resource

allocation can be completed with flexibility and high efficiency.

The fourth embodiment: label switching routing manner

The present scheme adopts Diff-serv model shown in figure 1 to implement data

transmission, wherein the bearer control layer route of this model comprises: signaling

routes between bearer network resource managers and service routes between CNs, the

service route specifically comprising intra-domain routes and inter-domain routes. There are

two aspects to determine routes in the bearer network resource manager: one aspect is to

determine routes between bearer network resource managers and determine the next hop

bearer network resource manager, thus establishing a signaling route path; another aspect is

that each bearer network resource manager determines route path for each service in bearer

layer, thus establishing a service route path. Here, the CN may be ER, BR and other routers

such as switching routers.

Figure 15 is a flowchart of routing by a bearer network resource manager according to

the present routing manner. The specific steps are as follows.

In step 1500, a CA sends a connection resource request to a source bearer network

resource manager, the connection resource request including destination IP address or

domain name of this user.

In step 1501, according to this IP address or domain name, the bearer network resource

manager whose end office router/tandem office router accesses the service initiated by the

CA is determined and the exit router of this service in the source bearer network resource

manager is determined. BR of this source bearer network resource manager can be

determined according to information such as service type and service parameters in the

connection resource request sent by the CA, as well as route information in the source bearer

network resource manager. The route information of this source bearer network resource

manager can be preset and stored in the source bearer network resource manager, or be



0reported to the source bearer network resource manager by the CN in the source bearer0

Snetwork resource manager.

In step 1502, a bearer network resource manager performs inter-domain routing

between the current bearer network resource manager and the next hop bearer network

S 5 resource manager for the service initiated by the CA. While performing inter-domain

routing between the current bearer network resource manager and the next hop bearer

Cc network resource manager for the service initiated by the CA, an available LSP can be

In determined according to the service's service type, resource availability status, priority,

configured routing strategy and QoS requirements, and certain bandwidths are reserved on

10 this LSP in the current bearer network resource manager for this application. The current

bearer network resource manager sends a connection resource request to the next hop

bearer network resource manager, the request including entry router of the inter-domain

route path to the next hop bearer network resource manager, QoS parameters and service

type of this service, as well as destination IP address of the next hop bearer network

resource manager.

In step 1503, according to the selected exit router of LSP in the bearer network

resource manager in step 1502, an entry router of the next hop bearer network resource

manager is determined, and information of this router is carried in the connection resource

request message to be sent to the next hop bearer network resource manager.

In step 1504, an exit router of the next hop bearer network resource manager is

determined, according to service type and service parameters in the connection resource

request sent by the previous hop bearer network resource manager as well as route

information of the current bearer network resource manager. It is judged whether this

bearer network resource manager is the destination bearer network resource manager,

namely end office router/tandem office router, if so, step 1506 will be executed; otherwise,

step 1505 will be executed.

In step 1505, this bearer network resource manager is taken as the current bearer

network resource manager, and then step 1502 will be executed.

In step 1506, after inter-domain LSP routing between bearer network resource managers is

completed, according to intra-domain entry router and intra-domain exit router of each

bearer network resource manager, intra-domain LSP of each bearer network resource

manager is determined, a bearer network resource manager will apply for bandwidth

resources and record the LSP resource information, and then transmit the LSP resources

recorded by itself and the next hop bearer network resource manager to its previous hop
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bearer network resource manager by means of a connection resource response, until the

response arrives at the source bearer network resource manager.

In step 1507, the source bearer network resource manager selects an intra-domain LSP

of this bearer network resource manager as intra-domain route path, and starts a stream

mapping command, sends to an ER session ID, stream information, QoS parameters, flow

descriptor as well as the whole LSP path aggregate of this service from the source bearer

network resource manager to the destination bearer network resource manager, thus

completing routing between bearer network resource managers for this service.

When applying the method according to the present embodiment to perform

intra-domain LSP routing of a bearer network resource manager, different routing algorithms

can be adopted. For instance, a method of pre-calculating route path can be adopted,

comprising: presetting an intra-domain route table of a bearer network resource manager and

determining an LSP by looking up BR and ER of this bearer network resource manager in

the table; hop-by-hop route algorithm can be adopted, comprising: selecting an LSP from a

certain intra-domain CN to other CN, and repeating this procedure until an exit router of this

LSP is a certain BR in this management domain; matrix route algorithm can be adopted,

comprising: presetting an intra-domain route table of bearer network resource manager and

determining an LSP by looking up BR of this bearer network resource manager in the table.

In addition, Dijakstra algorithm, Bellman-Ford algorithm or static configuration algorithm

can be adopted also.

When applying the method according to the present embodiment to perform

inter-domain routing of bearer network resource manager, different route algorithms can be

adopted. For instance, hop-by-hop route algorithm can be adopted, comprising: selecting an

LSP from a certain inter-domain BR to other CN, and repeating this procedure until an exit

router of this LSP is a BR of a certain bearer network resource manager.

Although intra-domain routing and inter-domain routing for bearer network resource

manager are independent, they are also inseparable, namely, after receiving a connection

resource request, a bearer network resource manager has not only to determine an

intra-domain LSP of this bearer network resource manager but also to determine an

inter-domain LSP between itself and the next hop bearer network resource manager.

The routing method according to the present embodiment will be described with

reference to a specific example and figure 5 which is a schematic diagram illustrating routing

by a bearer network resource manager.



0There are ER1, ER2, BR1 and BR2 in the domain of bearer network resource

manager 1, there are BR3, BR4, ER3 and ER4 in the domain of bearer network resource

manager 2, and there are other CNs (not shown in figure 5) as well as in-between LSPs

(not shown in figure 5) in the domains of both bearer network resource managers 1 and 2.

5 The routes between bearer network resource managers 1 and 2 includes LSPl1, LSP12,

LSP13 and LSP14.

When receiving a connection resource request sent by the CA with IP address as

It 10.1.0.0/16, bearer network resource manager 1 will determine entry router as ER1
according to IP address of this request, and then determine exit router as BR1 according to

10 destination address, service type and service parameters of this connection resource

request. The service parameters may comprise bandwidth requirements, priority and so on.

If bearer network resource manager 1 detects that both LSPI I and LSP22 can arrive at

bearer network resource manager 2, according to service type, resource availability status,

priority, configured routing strategy and QoS requirements of this service initiated by the

CA, it will determine an available LSP and record it, for example, LSPI I is selected as the

inter-domain route path from BRI to BR3 and thus entry router of bearer network resource

manager 2 is determined as BR3. Bearer network resource manager 1 sends a connection

resource request to bearer network resource manager 2, and bearer network resource

manager 2 learns that its exit router is ER4 according to route information of itself. And

then, bearer network resource manager 1 selects an LSP according to ER1 and BRI and

records the LSP, and bearer network resource manager 2 selects an intra-domain route path

of LSP according to BR3 and destination address of the service in the request, for example

ER4. Finally, bearer network resource manager 2 returns a connection resource response to

bearer network resource manager 1, the response including intra-domain LSP of bearer

network resource manager 2, so that bearer network resource manager 1, namely the

source bearer network resource manager, can get service route path of this CA and

complete routing between bearer network resource managers for this CA.

The method provided in the present embodiment is applicable to networks with complex

structure, wherein inter-domain routes between bearer network resource managers are

determined firstly and then intra-domain routes of the bearer network resource manager are

selected. Intra-domain routing and inter-domain routing of a bearer network resource

manager can be performed respectively with different routing algorithms according to

factual situations, so as to guarantee that data are well transmitted between bearer network
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resource managers and that network resources of bearer network resource manager are

reasonably used, with higher routing success ration, easy implementation and convenient

maintenance.

The fifth embodiment: routing manner with virtual destination user address segment

There are border routers in an independent operation network generally. The border

routers are used to connect with border routers of other independent operation networks and

realize interconnection between independent operation networks. When an independent

operation network is established, in the present embodiment, a virtual destination user

having destination user address segment information cross independent operation networks

is preset in a bearer network resource manager. This bearer network resource manager

manages border routers in the current independent operation network, and the preset virtual

destination user is bonded with a border router. Meanwhile, a route to the real destination

user is configured in the gateway of destination independent operation network, and gateway

of this destination independent operation network is connected to this border router of the

current resource manager.

There can be multiple border routers in an independent operation network, so virtual

destination user and corresponding border router must be bonded together, and the

corresponding border router is connected to a gateway of destination independent operation

network that manages the real destination user. In this way, the resource manager of the

current independent operation network can determine a virtual destination user of the current

independent operation network according to the transmitted destination address of the

service cross independent operation networks, thus determine the border router that is

connected to this virtual destination user, and allocate a route in the current independent

operation network from the user sending the service to this border router.

In the present embodiment, the destination user address segment set by virtual

destination user can be either one address or a segment of addresses.

When a bearer network resource manager in a bearer control layer receives a

connection resource request cross independent operation networks sent by a user of the

current independent operation network via a service server, the bearer network resource

manager of this independent operation network determines that this service is to be sent to a

virtual destination user according to destination address of the service in this request, thus

obtains the border router that bonds this independent operation network with the virtual

destination user to which this service is sent. According to QoS property, destination address



and source address, the bearer network resource manager allocates network resources and

route in the bearer layer of this independent operation network from the user sending the

request to this border router, this service is transmitted to this border router of the current

independent operation network according to the allocated network resources and route in the

bearer layer of this independent operation network. This border router of the current

independent operation network transmits this service to a gateway of the destination

independent operation network, and the gateway of the destination independent operation

network transmits this service to the real destination user according to the preset route.

When the border router of the current independent operation network is connected to

border routers of multiple independent operation networks, because a table of corresponding

relation between address segment information of destination user and gateways of

destination network is preset in the border router of the current independent operation

network in the prior art, the border router of the current independent operation network can

look up this table according to destination address of the service, determine the gateway of

the destination independent operation network to which this service is to be sent, and then

send this service to the determined gateway of the destination independent operation

network.

When the destination independent operation network is a bearer network with QoS

guarantee, the gateway in the destination independent operation network is a border router.

Alternatively, no route from border router to destination user is preset in destination

independent operation network, but bearer control layer performs routing according to

destination address and QoS parameters of the service to be transmitted by border router and

allocates bearer resources and route according to the current status of the destination

independent operation network, and then the border router transmits this service to the

destination user according to this allocated bearer resources and route.

This route selection scheme will be described with reference to a specific embodiment

and figure 16 which is a schematic diagram illustrating network structure for implementing

routing cross independent operation networks according to the present routing scheme. Here,

both the current independent operation network and the destination independent operation

network are of QoS guarantee. As shown in figure 16, supposing that USER1 of the current

independent operation network transmits data to USER2 of the destination network, bearer

network resource managers 1 and 2 of the current independent operation network control

resource allocation and routing of the bearer layer of the current independent operation



0 network, while bearer network resource manager 3 of the destination independent0
Soperation network controls resource allocation and routing of bearer layer of the

destination independent operation network. USER1 is connected to border router ERI of

the current independent operation network as well as to service server CA1, a virtual

CO 5 USER2 of the destination user cross independent operation networks is set in bearer

network resource manager 2 of the current independent operation network, and is bonded

C€ with BRI. Bearer network resource manager 2 controls BRI according to the set virtual

t USER2, BR1 is connected to ER2 of the destination independent operation network, real

USER2 in the destination independent operation network is connected to both ER3 and

10 CA2, and CA1 is connected to CA2.

SAs shown in figure 17, by adopting the network structure shown in figure 16, the

procedure of implementing routing cross independent operation networks comprises the

steps as follows, supposing that USER1 sends a service to USER2.

In step 1700, USER1 sends a connection resource request to bearer network resource

manager 1 via CA1, the request including information such as QoS parameters, source

address and destination address of this service.

In step 1701, after receiving this request, bearer network resource manager 1

negotiates with other bearer network resource managers in the current independent

operation network, judges whether the destination address included in this request is an

address managed by the current independent operation network, if so, step 1702 will be

executed; otherwise, step 1703 will be executed. Here, the procedure of bearer network

resource manager 1 negotiating with other bearer network resource managers in the current

independent operation network can be negotiation between bearer network resource

managers 1 and 2, and the negotiation can be implemented with any technique in the prior

art.

In step 1702, according to information of QoS parameters, source address and

destination address of this service, bearer network resource manager 1 and other bearer

network resource managers in the current independent operation network allocate bearer

layer resources and route for this service, and the service sent by USERI is transferred to

the user with destination address according to the allocated bearer layer resources and

route through the bearer layer.

In step 1703, in the case this destination address is managed by another independent

operation network, bearer network resource manager 1 and other bearer network resource

managers in the current independent operation network determine the preset virtual USER2
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according to QoS parameters, source address and destination address of this service, thus

determine border router BRI of the current independent operation network which is bonded

to virtual USER2 and to which this service is to be sent, allocate bearer layer resources and

route in the current independent operation network between USER1 which sends this request

to border router BRI for this service.

The procedure of determining the preset virtual USER2 may comprise judging whether

destination address of this service is in the address segment of virtual USER2.

In step 1704, after routing of the current independent operation network is finished, the

route from border router BR1 of the current independent operation network to border router

BR2 of the destination independent operation network is determined according to the preset

corresponding relationship table, and finally CA 1 sends a service resource request to CA2.

The service resource request is forwarded to bearer network resource manager 3 of the

destination independent operation network, and then bearer network resource manager 3

allocates network resources and route from ER2 to USER2 in the destination independent

operation network for this service according to QoS parameters, source address and network

segment information of ER2 of this service.

In step 1705, according to the bearer layer resources and route from the user sending

this request to border router BRI allocated in step 1704, the route set between BR1 of the

current independent operation network to ER2 of the destination independent operation

network, and the bearer layer resources and route from edge router ER2 to destination user

USER2 allocated by the destination independent operation network, the service sent by

USER1 is transmitted to destination user USER2 via border router BR1 of the current

independent operation network in bearer layer and ER2 of the destination independent

operation network.

Destination independent operation network can also be another network without QoS

guarantee, such as an IP network. In this case, the service sent to destination independent

operation network is transmitted to destination user according to the route set by the

destination independent operation network itself.

The method provided in the present embodiment can establish a communication path

with QoS guarantee on bearer control layer, and can shield topology structures of different

independent operation networks, thus realizing transmission of services with QoS guarantee

cross independent operation networks.

In the present embodiment, a virtual destination user with address segment information



is set in resource manager of the current independent operation network. When a user of the

current independent operation network sends a service to a destination user of another

independent operation networks, the resource manager of the current independent operation

network determines the virtual destination user according to destination address carried in

the service, then according to QoS parameters, source address and destination address of this

service, the resource manager can allocate route and bearer resources to the virtual

destination user for this service. This service is then transmitted to virtual destination user

according to the allocated route and bearer resources, the border router with network

segment information of virtual destination user transfers this service to a gateway of the

destination independent operation network, and the gateway of the destination independent

operation network transfers this service to the real destination user according to the preset

route. Therefore, routing of a service with QoS guarantee cross independent operation

networks can be realized with the present embodiment.

The sixth embodiment: combination of E. 164 addressing and IP route addressing

IP address route manner is to perform addressing through destination IP address

included in an IP packet, the IP address being the unique address allocated for each host

computer connected to the Internet. Figure 18 shows IP datagram format of IPv4, as shown

in figure 18, an IP datagram is composed of head and data. As to IPv4, four bytes in the head

are used to indicate IP address of destination station, and an IP route just utilizes this IP

address of destination station for addressing, wherein the network is found firstly according

to net-id in IP address of destination station, and then the host is found according to host-id.

The method of addressing bearer path in a bearer network by utilizing IP address

manner in a network with bearer control layer is right the method of addressing according to

IP address in bearer control server. The stored route information is generally IP route table

information with IP address as addressing destination, and the route table is used to select a

bearer network bearer path.

Although IP address structure makes it convenient to address on the Internet, IP address

cannot reflect any geographical information concerning the host's location. Current networks

are all established in terms of geographical locations, so the number of IP route tables in the

current network is dependent on aggregation degree of IP address which denotes capability

of combining IP addresses in terms of network segments. Capability of IP address

aggregation will be poorer and poorer with new IP segments being added, and increase of the

number of IP route tables will make IP route stability poorer, and will increase time span and



difficulty of IP route addressing.

E.164 is a kind of labeling and addressing manner in the current telecommunication

network, and is widely applied in Public Switched Telephone Network (PSTN) and

Integrated Service Digital Network (ISDN). E.164 is a kind of user number that comprises

geographical information of user's location, but it is not applied in IP network at present.

Core idea of the present routing scheme is to divide the network into multiple different

management areas and adopt different control manners upon routing, specifically, selecting a

route between different management areas according to E.164 addressing manner and

selecting a route inside a management area according to IP route addressing manner.

With reference to figure 19, the network routing procedure in the present routing

scheme comprises the following steps:

Steps 1901-1902: dividing a network into multiple different management areas and

setting a corresponding bearer control server for each management area. The management

area can be a metropolitan area network, a provincial backbone network or a national

backbone network.

Step 1903: setting an area code for each management area according to E. 164 manner.

As is well known to those skilled in the art, E.164 evolves from standard telephone

labeling system and it is a standard suggested by ITU-T for international telecommunication

labeling, especially for labeling in ISDN, Switched Multimegabit Data Service (SMDB) and

broadband ISDN. An E.164 number is composed of the following elements: country code

(1-3 digits), area code (n digits) and telephone number (15-n digits). An E.164 number

comprises geographical location information and a telecommunication network is

established according to geographical location, which makes network route addressing by

using E. 164 manner simple and fast.

If other countries also employ the same network framework to establish a cross-country

network through interconnection, country codes can be specified so as to facilitate

addressing between different countries.

One management area corresponds to one bearer management server, so bearer

management server also has corresponding label. Therefore, by labeling different bearer

management servers, corresponding management areas can obtain corresponding area codes.

Step 1904: establishing a topology relationship table including corresponding

management area codes and other management areas in each bearer control server. The table

comprises: destination area code, the next hop area code, the path and other information, the



table is used to store route information between this management area and other

management areas inside the network.

Step 1905: establishing corresponding intra-area route information table of a

management area in each bearer control server. The table comprises: destination IP address,

the next hop path and other information. The table is used to store the configured route

information of this management area.

Step 1906: in case there are user services of different management areas, inter-area

routing among different management areas is performed according to the set area codes of

management areas, and intra-area routing inside the management area is performed

according to the established route information table inside this management area.

Step 1907: in case there are user services of the same management area, intra-area

routing inside the management area is performed according to the established route

information table inside this management area.

The route control manner in step 1906 will be described in detail hereinafter with

reference to a call procedure of users in different management areas.

As shown in figure 20, the call procedure of users in different management areas

comprises the following steps.

In step 2001, the calling user sends a call request to a service server of a management

area where the calling user is located. The call request includes area code of the management

area where the called user is located and a called user number.

In step 2002, after receiving the call request, the service server sends a route request

message to a corresponding bearer control server of the current management area according

to this call request. This route request message includes: area code of the management area

where the calling user is located, the calling user number, area code of the management area

where the called user is located and the called user number. The calling user number and the

called user number can be allocated by any other service providers or by a prior manner,

such as IP address of the calling user and that of the called user, or other internal numbers. If

the calling user and the called user are in the same management area, area code of the

management area where the called user is located can be omitted.

In step 2003, the bearer control server obtains area code of the management area where

the called user is located according to the received route request message.

In step 2004, the bearer control server judges whether the called user is a user of the

current management area, if so, step 2005 will be executed; otherwise, step 2006 will be



executed.

In step 2005, a route is selected according to the established route information table

inside the management area, and relevant routers are notified to forward user's service to the

called user according to the selected route.

In step 2006, according to the received route request message and the stored topology

relationship table, the bearer control server allocates a route for the calling user; and

meanwhile notifies the bearer control server corresponding to the next hop area code of the

called user's information, and then returns to step 2004 in which the bearer control server

corresponding to the next area code judges whether the called user is a user of this

management area.

The above step 2006 is repeated until the service is routed to the management area

where the called user is located, and then the service is forwarded to the called user

according to the manner in step 2005.

As is known to those skilled in the art, by utilizing independent bearer control layer,

extensive update and reformation upon core equipment of a bearer network can be avoided,

and processing capability of bearer control can be more powerful, secure and stable.

Therefore, in order to provide better bearer control capability, bearer control servers in the

current embodiment can be separated from the bearer layer, namely that bearer control

servers constitute an independent bearer control layer to fulfill the control on bearer network

routing.

Routing procedure of this method will be described hereinafter with reference to a

specific application of the present embodiment. With reference to figure 21, supposing that

there are four management areas, which are respectively management areas A, B, C and D.

In the present embodiment, a bearer network resource manager is a bearer control server.

Firstly, a label planning of E.164 manner is performed upon these four management

areas by allocating an area code for each management area, supposing that management

areas A, B, C and D are labeled as 01, 02, 03 and 04 respectively, each management area

corresponds to one bearer control server, and the servers can be called bearer control servers

A, B, C and D. Therefore, bearer control servers also get corresponding labels, and the label

planning can be deemed as being performed upon bearer control servers. Labels of

management areas and topology relation are stored in bearer control servers, the topology

relation describing interrelation between those management areas, for instance, specific

configuration of bearer control server A represents that destination area 04 can be reached by



way of areas 02 and 03. Routes to each management area according to area code addressing

are also configured in each bearer control server, and this kind of route operates like a route

that is used for switching equipment in a PSTN network to perform long distance relay

routing using long distance area code. In the present example, possible label and topology

relation of management areas, namely route configuration status is as follows:

Bearer control server A:

Destination area code the next area code path 

04 02 path2 

04 03 path 1 

Bearer control server B:

Destination area code the next area code path 

04 04 path 1 

Bearer control server C:

Destination area code the next area code path 

04 04 Path 1 

Bearer control server D:

Destination area code the next area code path 

04 none none 

Supposing that user S 1 initiates a call to user S2:

1) User S 1 dials number of the called user S2, wherein the dialed number comprises

area code of the management area where user S2 is located, and the dialing format can be:

area code of the called user number of called user. Here, number of the called user is

allocated by service providers or networks according to a prior manner, and can be IP

address or other internal numbers, such as a defined number "234544" or a self-defined

domain name "liyiming" etc. If the calling user and the called user are in the same

management area, area code of the management area where the called user is located can be

omitted.

2) The service server analyses user's request and negotiates capabilities of the two ends,

such as acceptable rate, compression coding of the terminal, and then sends an application to

bearer control server A after the negotiation is successful, wherein the application comprises

IP addresses of the calling user and the called user, as well as area codes of the management

areas where the calling user and the called user are located respectively.

3) Bearer control server A performs addressing according to area code of the called



management area firstly. The addressing in the current example is from management area 01

to management area 04, which is like long distance area code addressing in PSTN. In detail,

area code 03 is addressed by bearer control server A of area code 01 according to the

self-recorded route to area code 04; area 04 is addressed by bearer control server of area 03

according to destination area code, so that it is addressed from source area code to the

destination area code, and the path from source area to destination area is also selected

accordingly, supposing the current selected path is "LSPal/LSPac/LSPcd".

4) Bearer control server D performs addressing in its own management area according

to IP address of the called user. Thus E2 is addressed.

Therefore, the current selected path is "LSPal/ LSPac/LSPcd/LSPdl".

After selecting a path for the current service, the bearer control layer sends this path

to edge router El, if it is a two-way service stream, the path should also be sent to edge

router E2. The edge router encapsulates path information in a data packet header, and then

edge router and intermediate router transmit the service stream according to the specified

path.

In this way, the procedure of service routing and forwarding is completed.

By integrating E.164 addressing manner with IP network in the present embodiment,

during the procedure of selecting a bearer path in a bearer network, by combining

advantages of both E.164 and IP route addressing manner, bearer control server utilizes

E.164 number and IP address at the same time, wherein bearer control server routes to the

management domain where it is located through addressing with E. 164 number, so that large

quantity of IP addresses are shielded and routing manner to destination domain is made

simple and fast. And then bearer control server locates a specific user inside the management

domain by using IP address, so that various advantages of using IP address in the current IP

network are reserved. Therefore, addressing is simpler and faster in large-scale network

frameworks, and complexity and instability in large-scale network when simply using IP

address for addressing are overcome. Meanwhile, expansion capability of the network is

enhanced.

From the above-described routing procedure from the source bearer network resource

manager to the destination bearer network resource manager, it can be seen that end-to-end

routing mainly comprises two parts: intra-domain routing inside each bearer network

resource manager and inter-domain routing between different bearer network resource

managers. There are also different routing manners in terms of intra-domain routing or



inter-domain routing, for instance, path matrix manner, exit/entry router IP identifier manner,

constraint condition routing manner, setting routing strategy and so on. In these manners,

some are applicable to both intra-domain routing and inter-domain routing, while some are

only applicable to either intra-domain routing or inter-domain routing.

Specific implementing procedure and applicability of each intra-domain routing or

inter-domain routing will be described hereinafter with reference to corresponding network

structure of Diff-serv model.

The first manner: routing manner by adopting a path matrix table

This routing manner adopts the Diff-serv model shown in figure 1 to implement data

transmission over the network. In this model, a bearer control layer route comprises

signaling route between bearer network resource managers and service route between CNs.

The service route comprises inter-domain route and intra-domain route, while the present

routing manner mainly concerns intra-domain route. Core idea of the present method is:

establishing and maintaining a matrix table of reachable paths between intra-domain CNs in

a bearer network resource manager, implementing intra-domain routing of each bearer

network resource manager by using this matrix table, thus determining the intra-domain

service route of each bearer network resource manager. Here, the CN can be ER, BR or other

routers such as forwarding routers.

With reference to figure 5, bearer network resource managers 1 and 2 respectively

manage metropolitan area networks 1 and 2, and each metropolitan area network comprises

more than one ER or BR. Taking the management domain managed by bearer network

resource manager 1 as example, there are ERI, ER2, BR1 and BR2 that can be taken as exit

routers or entry routers in the management domain of bearer network resource manager 1,

and there also are other intra-domain CNs as well as Label Switching Path (LSP) between

them. Before the intra-domain service path routing is performed, an aggregate of those LSP

paths between each exit and each entry is established beforehand inside this domain, and

then intra-domain routing is performed according to this established path aggregate. In the

present embodiment, this LSP path aggregate is established and stored in a matrix manner,

and the procedure of establishing this LSP path aggregate is as follows:

Step 11: randomly selecting any one of ER1, ER2, BR1 and BR2, which can be taken as

entry or exit, as the entry router. In the present embodiment, ER1 is selected as the entry

router at first, and information of ER1 is added to an aggregate of searched routers.

Step 12: selecting an LSP from all the LSPs connected to ER1 non-repeatedly.



Step 13: judging whether the router at the other end of the selected LSP is an

intra-domain BR or ER and whether information of this router is not included in the

aggregate of searched routers, if so, finishing the current search, recording the selected LSP

and returning to step 12 in which searching for other possible LSP paths of ER1 is continued

until all possible LSP paths of ER1 are searched; otherwise, taking the router at the other end

of the selected LSP as the current router, recording information of this router in the aggregate

of searched routers and executing step 14.

Step 14: selecting an LSP from all the LSPs that takes the current router as the start

point, judging whether information of the route at the other end of the selected LSP is

included in the aggregate of searched routers, if so, it means that the selected LSP is possible

to constitute a loop path, then abandoning the selected LSP and returning to step 14 in which

selecting the next LSP and performing judgment is continued; otherwise, executing step 

Step 15: judging whether this router is an BR or ER of the current domain, if so, ending

the current search and returning to step 12; otherwise, taking this router as the current router,

recording information of this router in the aggregate of searched routers and returning to

execute step 14 in which searching is continued with this router as the start point until the

route at the other end of the searched LSP is an intra-domain BR or ER.

In the same way, according to the above method from step 11 to step 15, an aggregate

of LSP paths with ER2, BR1 and BR2 as the entry routers is obtained by the searching.

The aggregate of LSP paths obtained by way of the above method from step 11 to step

is stored in a matrix table, as shown in table 3.

it ERI ER2 BR1 BR2
entry

ER1 {(LSP1)} {(LSP2)} {(LSP3)}

ER2 {(LSP4)} {(LSP5), (LSP2, LSP4)} {(LSP3, LSP4)}

BR1 {(LSP6)} {(LSP7)}

BR2 ((LSP8)} {(LSP9)}

Table 3

In this table, row item and column item respectively represent exit router and entry

router inside the domain of bearer network resource manager 1. Entry router table item and

exit router table item respectively comprise all ERs or BRs in this management domain,

crossing points of rows and columns denote the path aggregate from one ER/BR to another

ER/BR. The path aggregate obtained by step 11 to step 15 is filled in corresponding



locations in this table, thus path aggregate between entry routers and exit routers is recorded

in this table. Path aggregate in this table may have the following status:

Null. The or space in table 3 means that there is no available path between entry

router and exit router.

Q There is only one available path. For instance, {(LSP1)} in table 3 means that there

is only one optimal path between entry router and exit router; {(LSP3, LSP4)} in table 3

means that this path passes a plurality of intra-domain LSPs.

0 There are multiple paths. For example, {(LSP5), (LSP2, LSP4)} in table 3, as

separated by parentheses, means that there are multiple optimal paths between entry router

and exit router.

Bearer network resource manager 1 performs intra-domain routing according to the

pre-calculated and stored path aggregate in table 3. In the present embodiment, bearer

network resource manager 1 is a source bearer network resource manager for the call, so

bearer network resource manager 1 firstly finds the entry router ER2 according to IP address

of the calling party, and then queries table 3 to discover that LSP path aggregate through

which it is possible to reach domain of bearer network resource manager 2 from ER2

comprise: the LSP path from ER2 to BRI: {(LSP5), (LSP2, LSP4)}; the path from ER2 to

BR2: {(LSP3, LSP4)}.

In the present embodiment, LSP5 is selected as the intra-domain path of bearer network

resource manager 1 according to load sharing or service type, priority, locally configured

routing strategy, the current network status and specified QoS requirements. Here, the

current network status can comprise resource availability status and the current service flow.

In other embodiments utilizing the present routing manner, the above routing procedure can

also be performed according to other conditions.

In the present routing manner, Dijakstra algorithm, Bellman-Ford algorithm or static

configuration algorithm can also be used to determine intra-domain path aggregate besides

the above-described steps.

After the procedure of intra-domain routing in bearer network resource manager 1 is

completed by adopting the present routing manner, the inter-domain routing between bearer

network resource managers 1 and 2 can also be performed. Certainly, it is also applicable to

perform inter-domain routing between bearer network resource managers firstly, and then

perform intra-domain routing by adopting the present routing manner according to the entry

routers and exit routers determined by routing result.



For this routing scheme of utilizing path matrix, according to practical situation of each

bearer network resource manager, intra-domain routing can be performed through the

pre-established intra-domain path information, this method has advantages such as high

speed, easy implementation, convenient application, easy maintenance and management, and

is suitable to be applied in complicated networks.

The second manner: routine manner by adopting exit/entry router IP identifier

This routing manner adopts the Diff-serv model shown in figure 1 to implement data

transmission over the network. In this model, a bearer control layer route comprises

signaling route between bearer network resource managers and service route between CNs.

The service route comprises inter-domain route and intra-domain route, while the present

routing manner mainly concerns intra-domain route. Core idea of the present method is:

establishing and maintaining a route table of reachable paths between intra-domain CNs in a

bearer network resource manager, implementing intra-domain routing of each bearer

network resource manager in the bearer control layer by using this route table, thus

determining the intra-domain service route of each bearer network resource manager. Here,

the CN can be ER, BR or other routers such as forwarding routers.

With reference to figure 5 again, bearer network resource managers 1 and 2 respectively

manage metropolitan networks 1 and 2. Taking the management domain managed by bearer

network resource manager 1 as example, there are ER1, ER2, BR1 and BR2 that can be

taken as exit routers or entry routers in the management domain of bearer network resource

manager 1. Factually, there are other CNs (not shown in figure 5) as well as LSPs between

them (not shown in figure 5) in the management domain of bearer network resource manager

1. Before the intra-domain service path routing is performed, an aggregate of those LSP

paths among each exit router and each entry router is established beforehand inside this

domain, and then IP identifiers are set according to IP address segments managed by all

intra-domain exit routers and entry routers.

In the present embodiment, this LSP path aggregate is established by means of a route

table. Any router of ER1, ER2, BR1 and BR2 that can be taken as entry router is selected as

the entry router, and ERI is selected as entry router in the present embodiment. The

procedure of establishing the LSP path aggregate comprises the following steps:

Step 21: setting the IP address segment managed by ER1 in the bearer network resource

manager as IP1, and adding information of ERI to the aggregate of searched routers.

Step 22: selecting an LSP from all the LSPs connected to ERI.



Step 23: judging whether the router at the other end of the selected LSP is an

intra-domain BR or ER and whether information of this router is not included in the

aggregate of searched routers, if so, finishing the current search, recording the selected LSP

and returning to step 22 in which searching for other possible LSP paths of ER1 is continued

until all possible LSP paths of ERI are searched; otherwise, taking the router at the other end

of the selected LSP as the current router, recording information of this router in the aggregate

of searched routers and executing step 24.

Step 24: selecting an LSP from all the LSPs that takes the current router as the start

point, judging whether information of the route at the other end of the selected LSP is

included in the aggregate of searched routers, if so, it means that the selected LSP is possible

to constitute a loop path, then abandoning the selected LSP and returning to step 24 in which

selecting the next LSP and performing judgment is continued; otherwise, executing step 

Step 15: judging whether this router is an BR or ER of the current domain, if so, ending

the current search and returning to step 22; otherwise, taking this router as the current router,

recording information of this router in the aggregate of searched routers and returning to

execute step 24 in which searching is continued with this router as the start point until the

route at the other end of the searched LSP is an intra-domain BR or ER.

In the current routing manner, Dijakstra algorithm, Bellman-Ford algorithm or static

configuration algorithm can also be used to obtain intra-domain LSP path aggregate of the

bearer network resource manager besides the above-described steps.

According to the above-mentioned method for establishing LSP path aggregate, ER2,

BR1 and BR2 are taken as entry routers respectively, address segments managed by ER2,

BR1 and BR2 are respectively set as IP2, IP3 and IP4, and all LSPs of ER2, BR1 and BR2

are searched.

The IP address segments managed by bearer network resource manager are allocated to

ER1, ER2, BR1 and BR2 in this bearer network resource manager. Identifier IP1 is allocated

for ER1, IP2 for ER2, IP3 for BR1 and IP4 for BR2. IP address segment table in the

management domain of bearer network resource manager is established, as shown in table 4.

Identifier IP address segment

IP1 10.1.0.1 10.1.255.255

IP2 10.2.0.1 10.2.255.255

IP3 10.3.0.1 10.3.255.255

IP4 10.4.0.1 10.4.255.255



Table 4

In table 4, the IP address segment of 10.1.0.1-10.1.255.255 is allocated for IPI, that of

10.2.0.1-10.2.255.255 for IP2, 10.3.0.1- 10.3.255.255 for IP3 and 10.4.0.1-10.4.255.255

for IP4. In this way, a service stream with an IP address can find IP identifier of exit router

and that of entry router inside management domain of bearer network resource manager.

In the present routing manner, an intra-domain LSP table of bearer network resource

manager is set according to relationship between the established LSP path aggregate and IP,

as shown in table 

exit
SIP1 IP2 IP3 IP4

Entry

IP1 {(LSP1)} {(LSP2)} {(LSP3)}

IP2 {(LSP5), (LSP2,
{(LSP4)} {(LSP3, LSP4)}

LSP4)}

IP3 {(LSP6)} {(LSP7)} 

IP4 {(LSP8)} {(LSP9)}_
Table 

In table 5, IP addresses of exit router and entry router are both represented by IP

identifiers, namely that column table item represents intra-domain entry IP identifier of the

bearer network resource manager, and row table item represents intra-domain exit IP

identifier of the bearer network resource manager, the desired LSP can be found at cross

point of the table according to exit IP identifier and entry IP identifier of this service stream.

When two LSPs are found based on table 5 according to exit IP identifier and entry IP

identifier of this service stream, for example, exit IP identifier and entry IP identifier of this

service stream are respectively IP3 and IP2, then it is obtained from table 5 that, this service

stream can select LSP5 route or (LSP2, LSP4) route. This routing manner can select LSP

according to load sharing, service type, resource availability, priority, locally configured

routing strategy, or certain specified QoS requirements and so on. For instance, LSP5 is

selected as intra-domain route path of the bearer network resource manager.

A specific example will be taken to describe the routing procedure by utilizing the

above-noted table 4 and table 5 in the present routing manner.

Supposing that a calling user sends a request for sending a service stream to a bearer

network resource manager via a CA, and that IP address of the calling user is 10.2.0.0, then

the procedure of intra-domain routing in the bearer network resource manager is as follows:



Step 210: obtaining entry IP identifier of the current service stream as IP2 by looking up

table 4 according to IP address of the calling user.

Step 220: setting IP address of exit router for transmitting the current service stream,

and looking up table 4 according to this IP address to obtain exit IP identifier for transmitting

the current service stream, supposing the obtained exit IP identifier is IP 1.

Step 230: looking up table 5 according to entry IP identifier and exit IP identifier of the

current service stream, obtaining the route path for the current service stream, which is LSP4,

thus the current service stream is transmitted through LSP4 in management domain of bearer

network resource manager.

In the present routing manner, LSP is not determined directly according to entry router

and exit router of the service stream to be transmitted, but according to IP identifiers. In this

way, it is flexible to set corresponding relationship between IP address segment and ER or

BR in bearer network resource manager, thus there is no need to exactly know entry router

and exit router of the service stream, instead, knowing entry IP address and exit IP address of

the service stream is enough.

When establishing table 5, each IP address segment managed by bearer network

resource manager can correspond to a certain ER or BR, or correspond to multiple BRs or

ERs. In the same way, each BR or ER can correspond to multiple IP address segments. But

different correspondence manners lead to different LSPs in table 

Because it is required in the current routing manner to calculate all LSPs among CNs

inside management domain of bearer network resource manager, when a network has a large

scale, the scale of table 4 and table 5 may be very large, thus it is not convenient to look up

the tables. So this routing manner is suitable to apply in networks with not very large scale.

In this kind of routing scheme by utilizing IP identifier of exit/entry router, IP address

segments managed by management domain of bearer network resource manager are

allocated to all exit routers and entry routers inside management domain of this bearer

network resource manager and are set with IP identifiers, and then an intra-domain route

table of the bearer network resource manager is set according to all exit IP identifiers, entry

IP identifiers and LSPs. When processing a connection resource request, an LSP is selected

according to the intra-domain route table of bearer network resource manager, so that

intra-domain routing of each bearer network resource manager in bearer control layer is

implemented, with easy implementation and convenient maintenance and management.

The third manner: routing manner according to a resource constraint condition



This method adopts the Diff-serv model shown in figure 1 to implement data

transmission over a network. In this model, bearer control layer route comprises signaling

route between bearer network resource managers and service route between CNs, the service

route comprising inter-domain route and intra-domain route. When processing the user's

service bandwidth application, bearer control layer will determine the user's service path,

and bearer network resource manager will notify ER to forward service stream according to

the specified service path. Method of this routing manner can be applied to service route and

signaling route. However, since inter-domain network topology is usually simple, to perform

resource constraint upon signaling route is not necessary and it will increase management

maintenance cost of the network, embodiment of this routing manner only illustrates service

route routing, i.e. intra-domain routing. Here, the above-noted CN may be ER, BR or other

routers such as forwarding routers.

As shown in figure 22, in embodiment of the present routing manner, a route path of

"CA1 -bearer network resource manager 1- bearer network resource manager 2- bearer

network resource manager 4" is needed to be established. In figure 22, the dotted line

represents a connection resource request establishment path with a 10M bandwidth as

service requirement. With reference to figure 23, the procedure of establishing this route path

in an embodiment of this routing manner comprises the following steps.

In step 31, according to a call request from a CA, bearer network resource manager 1

determines ER1 as calling end office router or tandem office router. According to this

determined entry router, bearer network resource manager 1 determines an intra-domain LSP

based on the 10M bandwidth requirements. The specific procedure of bearer network

resource manager 1 determining an intra-domain LSP is as follows.

As shown in table 6, information of all intra-domain paths is stored in bearer network

resource manager 1 beforehand. From contents in this table, bearer network resource

manager 1 obtains three LSPs with ER1 as the calling end office router: LSP1, LSPa and

LSP3. The three LSPs are respectively configured with a resource constraint condition

beforehand, and the resource constraint condition in this embodiment of routing manner

refers to bandwidth requirements. In detail, total bandwidth of LSP1 is 50000M, and

maximum allowable bandwidth for each stream is 50M; total bandwidth of LSPa is 10000M,

and maximum allowable bandwidth for each stream is 10M; total bandwidth of LSP3 is

1000M, and maximum allowable bandwidth for each stream is 1M. Since maximum

allowable bandwidth for each stream of LSPa is 10M, which is equivalent to the 



service bandwidth requirement, bearer network resource manager selects LSPa as the

intra-domain path in bearer network resource manager 1. Among the above three selectable

LSPs, maximum allowable bandwidth for each stream of LSP1 is 50M, which is enough to

satisfy the 10M service bandwidth requirement, but in terms of resource saving, network

resources will be wasted if LSP1 is adopted. Therefore, LSPa is selected as the intra-domain

path in bearer network resource manager 1 in the embodiment of the present routing manner.

In addition, the current network status can also be taken into consideration during the routing

procedure. If bandwidth of LSPa is almost totally allocated while there is still idle resources

on LSP1, LSP1 can be selected then.

In a word, during the routing procedure according to a resource constrain condition, it

may be acceptable that the resource constrain condition is no less than the service

requirement. When there are a plurality of available LSPs, other conditions including

resource consumption may be taken into consideration to select an optimal LSP.

After selecting LSPa as the intra-domain path in bearer network resource manager 1,

BR1 is determined as the exit router of bearer network resource manager 1 according to

content in table 6.

-Exit
S ER1 ER2 BR1 BR2

entry

ER1 {(LSP1)} {(LSPa)} {(LSP3)}

ER2 {(LSP4)} {(LSP5), (LSP2, LSP4)} {(LSP3, LSP4)}

BR1 {(LSP6)} {(LSP7)}

BR2 {(LSP8)} {(LSP9)}

Table 6

In table 6, row item and column item respectively represent exit router and entry router

inside the domain of bearer network resource manager 1. Entry router table item and exit

router table item respectively comprise all ERs or BRs in this management domain, crossing

points of rows and columns denote the path aggregate from one ER/BR to another ER/BR.

Path aggregate in this table may have the following status:

0 Null. The or space in table 6 means that there is no available path between entry

router and exit router.

O There is only one available path. For instance, {(LSP1)} in table 6 means that there

is only one optimal path between entry router and exit router; {(LSP3, LSP4)} in table 6

means that this path passes a plurality of intra-domain LSPs.



0( There are multiple paths. For example, {(LSP5), (LSP2, LSP4)} in table 6, as

Sseparated by parentheses, means that there are multiple optimal paths between entry router

and exit router.

In step 32, according to the preset inter-domain LSP bandwidth requirement, bearer

'C 5 network resource manager 1 or 2 selects an LSP meeting the requirement from all the inter-

domain LSPs between bearer network resource managers 1 and 2.

In detail, since BRI has already been determined as the exit router of bearer network

t resource manager 1 in step 31, in the present step, all inter-domain LSPs with BR1 as the

start point are listed. Bandwidth requirements of these LSPs are obtained, and one LSP is

selected from these LSPs according to the 10M bandwidth requirement, and entry router of

bearer network resource manager 2 is determined according to end point of the selected

LSP. Here, LSP13 is selected as the inter-domain LSP between bearer network resource

managers 1 and 2, and BR3 is determined as entry router of bearer network resource

manager 2.

In step 33, according to the service bandwidth requirement, bearer network resource

manager 2 selects an LSP meeting the service bandwidth requirement from all intra-

domain LSPs of bearer network resource manager 2, and exit router of bearer network

resource manager 2 is determined based on the selected LSP. The method for selecting an

LSP in the present step is similar to that in step 31, and the determined intra-domain LSP

of bearer network resource manager 2 is LSPb, and BR4 is determined as exit router of

bearer network resource manager 2 based on LSPb.

In step 34, by adopting the method similar to that in step 32, LSP23 is determined as

the inter-domain LSP between bearer network resource managers 2 and 4, and BR5 is

determined as entry router of bearer network resource manager 4 based on LSP23. And

then by adopting the method similar to that in step 31, bearer network resource manager 4

determines intra-domain LSP of bearer network resource manager 4 as LSPc and exit

router of bearer network resource manager 4 as ER3.

In the present embodiment, the LSP bandwidth requirement information is stored in

each bearer network resource manager. In other embodiments of the present routing

manner, a dedicated database can be established to store the LSP bandwidth requirement

information.

In the present embodiment, if it is detected during the routing procedure that none of the

selectable LSP can meet the service bandwidth requirement, the current ER or BR will

report a resource rejection response to upstream ER or BR, the resource rejection response

including routing failure information. Then the bearer network resource manager that
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manages upstream ER or BR reports a rejection response of connection resource request to

the previous hop bearer network resource manager or CA, thereby this connection resource

request is rejected.

According to the above-described method, a route path "CA 1-)bearer network resource

manager 1--bearer network resource manager 2-bearer network resource manager 4"that

meets the service bandwidth requirement can be established. In other embodiments of the

current routing manner, service bandwidth requirement can be taken into consideration when

performing intra-domain routing or inter-domain routing. Moreover, other service

requirements can also be taken as resource constraint conditions for the routing, for instance,

resource constraint condition may be a rule restriction upon LSP, the rule specifying which

streams are allowed to pass this LSP and which are not allowed to.

By adopting the present method, network service provider can select a special path for a

user with relevant service requirements to implement this service, so as to charge this user

according to this user's service requirements. When making network plans, service providers

can estimate the future flow and constrain the LSP accordingly so as to satisfy service and

performance requirements.

Therefore, the present method can implement the routing based on resource constraint

in terms of service request, so as to select a path meeting the bandwidth requirement, so that

the desirable quality of service can be reached after the user's call is accepted. Furthermore,

the service provider can set charging criteria according to the preset resource constraint

condition in order to implement classified charging and obtain better economic performance.

This method is easy to implement, maintain and manage.

The fourth manner: a routing manner according to a set routine strategy

This method adopts the Diff-serv model shown in figure 1 to implement data

transmission over a network. In this model, bearer control layer route comprises signaling

route between bearer network resource managers and service route between CNs, the service

route comprising inter-domain route and intra-domain route. The strategy routing method of

this routing manner can be applied on both service route and signaling route. Here, the

above-noted CN may be ER, BR or other routers such as forwarding routers.

With reference to figure 22, in an embodiment of the present routing manner, a route

path from CA1 to bearer network resource manager 4 needs to be established, as shown in

figure 22, there are five signaling route paths from CAI to bearer network resource manager

4:



Path 1: CAl-)bearer network resource manager 1-)bearer network resource manager

2-bearer network resource manager 4;

Path 2: CAl-*bearer network resource manager 1 -bearer network resource manager

3--bearer network resource manager 4;

Path 3: CAl-*bearer network resource manager 1-bearer network resource manager

network resource manager 4;

Path 4: CAl -)bearer network resource manager 1 -bearer network resource manager

2-bearer network resource manager 5-bearer network resource manager 4;

Path 5: CAl->bearer network resource manager 1-bearer network resource manager

3-*bearer network resource manager 5-*bearer network resource manager 4.

In the present embodiment, each bearer network resource manager stores strategy

routing information and performs strategy routing among the above-noted five signaling

route paths according to the stored strategy routing information. The specific procedure is as

follows.

In step 41, first of all, each bearer network resource manager performs routing

according to bandwidth resource status. In this embodiment of the present routing manner,

signaling route paths 1, 2, 3 and 4 have sufficient bandwidth resources while signaling route

path 5 has little bandwidth resources. Therefore, signaling route paths 1, 2, 3 and 4 are

selected as candidate paths.

In step 42, each bearer network resource manager performs routing according to

priority of the service request. In this embodiment of the present routing manner, the service

has high priority. Since the above-noted signaling route paths 1, 2 and 3 satisfy the

requirement of high priority while signaling route paths 4 and 5 do not satisfy the

requirement, signaling route paths 1, 2 and 3 are selected as candidate paths from the

above-mentioned signaling route paths 1, 2, 3 and 4 selected in step A.

In step 43, the routing is performed according to the current service flow of each path in

the network. In this embodiment of the present routing manner, signaling route paths 2 and 

have large service flow at present while signaling route paths 1, 3 and 4 have relatively small

service flow. Therefore, signaling route paths 1 and 3 are further selected as candidate paths

that accord with the current service flow status from the candidate signaling route paths 1, 2

and 3 in step B.

In step 44, the routing is performed according to IP address of the called user. In this

embodiment of the present routing manner, the routing strategy prescribes that service to IP



address of this called user should be transmitted through path 3. Therefore, path 3 is further

selected from the candidate paths 1 and 3 in step C.

Thus the signaling route path is determined as: CA1- bearer network resource manager

1 -bearer network resource manager 5-bearer network resource manager 4.

The above description is just one embodiment of implementing signaling route by

utilizing bearer network resource manager, and other kinds of strategies can also be adopted

to implement routing in other embodiments of the present routing manner, such as the

number of hops of a route path or IP address of the calling user. Moreover, as described in

the above embodiment, routing with a manner of elimination through selection can be

performed by adopting multiple strategies in a certain sequence, or the routing can be

performed by adopting each strategy respectively and then a relatively optimal path is

selected from all the selected paths. There are multiple routing strategies in this embodiment

of the present routing manner, but there can also be only one routing strategy in other

embodiments of the present routing manner.

In the present routing manner, while performing service route routing, each bearer

network resource manager can also perform intra-domain or inter-domain routing by

utilizing routing strategies. Taking bearer network resource manager 1 performing

intra-domain routing as example, with reference to figure 24, procedure of implementing this

intra-domain strategic routing in the present embodiment is as follows.

It is determined in advance that entry router and exit router of the service in bearer

network resource manager 1 are ER1 and BR1 respectively, and a path information matrix

table is stored in bearer network resource manager 1 in advance. By looking up this matrix

table, it is determined that there are two LSPs with ER1 as entry router and BR1 as exit

router, which are LSPI+LSP2 and LSP3+LSP4.

exit
ER1 ER2 BR1 BR2

ent

ER1 {(LSP1, LSP2),
{(LSP3)}

(LSP3, LSP4)}

ER2 {(LSP5), (LSP3,{(LSP4)} LSP) (LSP2, LSP4)}
LSP4)}

BR1 {(LSP6)} {(LSP7)}

BR2 {(LSP8)} {(LSP9)}

Table 7



In table 7, row item and column item respectively represent exit router and entry router

inside the domain of bearer network resource manager 1. Entry router table item and exit

router table item respectively comprise all ERs or BRs in this management domain, crossing

points of rows and columns denote the path aggregate from one ER/BR to another ER/BR.

Path aggregate in this table may have the following status:

O Null. The or space in table 7 means that there is no available path between entry

router and exit router.

O There is only one available path. For instance, {(LSP1)} in table 7 means that there

is only one optimal path between entry router and exit router; {(LSP2, LSP4)} in table 7

means that this path passes a plurality of intra-domain LSPs.

0 There are multiple paths. For example, {(LSP5), (LSP3, LSP4)} in table 7, as

separated by parentheses, means that there are multiple optimal paths between entry router

and exit router.

Since the following strategy is preset in bearer network resource manager 1: selecting

"LSP1 LSP2" for the service stream with 10.10.1.0/24 as the destination IP address of the

route information in ERI of bearer network resource manager 1, bearer network resource

manager 1 will select "LSPl LSP2" as the intra-domain path according to this strategy,

thereby determine exit router of bearer network resource manager 1 is BR1. Bearer network

resource manager 1 determines a path of "ER 1- LSP 1- LSP2 BR 1" accordingly. In the

present embodiment, bearer network resource manager 1 performs routing according to

destination address, while in other embodiments of the present routing manner, bearer

network resource manager 1 can also perform the strategic routing according to priority,

current service flow, bandwidth resource status and other factors, and the routing method is

the same as the above.

In the present embodiment, intra-domain strategic routing manner of other bearer

network resource managers are the same as that of bearer network resource manager 1, while

strategies of the bearer network resource managers can be either the same or different, which

does not affect implementation of this routing manner.

In the present routing manner, each bearer network resource manager can performs

inter-domain routing for service route by utilizing strategic routing, and the specific

inter-domain routing method is similar with intra-domain routing method.

In the above-described strategic routing procedure, if none of the route paths can satisfy



strategic routing requirement, a connection rejection response will be reported to upstream

bearer network resource manager, wherein routing failure information is comprised in this

connection rejection response. This bearer network resource manager reports the connection

rejection response message to the previous hop bearer network resource manager or CA, so

that this connection resource request is rejected.

In other embodiments of the present routing manner, other types of strategies can also

be adopted for the routing, for instance: the routing strategy can be rule constrain upon

intra-domain LSP, wherein this rule constrain comprises: which streams are allowed to pass

through this LSP and which are not, and so on.

In the embodiment of the present routing manner, the strategy information adopted for

routing is stored in each bearer network resource manager, while in other embodiments of

the present routing manner, the strategy information adopted for routing can also be stored in

a dedicated strategy database which can be looked up by all bearer network resource

managers.

By adopting the method of the present routing manner, network service providers can

select specified paths by means of strategic routing to implement the user's corresponding

services, so as to charge the user according to this user's service requirements. Moreover, the

user's prepaid status for the service can be taken as a routing strategy and taken into routing

consideration. When making network plans, service providers should make good network

plans so as to guarantee that sufficient resources can be provided for users.

Therefore, the present method can implement routing based on strategies in terms of

service request so as to select a path meeting the bandwidth requirement, thus desirable

quality of service can be guaranteed after the user's call is accepted. Furthermore, the service

provider can set charging criteria according to the preset resource constraint condition in

order to implement classified charging and obtain better economic performance. This

method is easy to implement, maintain and manage.

It should be noted that the foregoing description is a demonstration of the rather than

limitation to the present invention.



000 The claims defining the Invention are as follows:
O
ri 1. A method for selecting a real-time service data transmission path, wherein an

independent bearer control layer comprising more than one bearer network resource

manager is established between a service control layer and a bearer network, the method

IN 5 comprising:

after a source bearer network resource manager which is connected to the service

control layer receives a connection request for a real-time service, selecting and

determining, from the source bearer network resource manager towards a destination

bearer network resource manager in sequence, an intra-domain route path in a management

10 domain corresponding to each bearer network resource manager and an inter-domain route

path between adjacent management domains corresponding to adjacent bearer network

resource managers, for the real-time service.

2. The method according to claim 1, wherein the step of selecting and determining an

inter-domain route path comprises: when the connection request is sent from the source

bearer network resource manager to the destination bearer network resource manager

segment by segment, each bearer network resource manager which receives the connection

request reserving available route path resources between itself and the adjacent next hop

bearer network resource manager; after the connection request arrives at the destination

bearer network resource manager, determining a final route between adjacent bearer

network resource managers from the destination bearer network resource manager to the

source bearer network resource manager segment by segment, and recovering the route

path resources except those reserved for the determined routes.

3. The method according to claim I or 2, wherein the connection request is sent from

a source bearer network resource manager to a destination bearer network resource

manager segment by segment, after receiving a connection resource response from a next

hop bearer network resource manager, each bearer network resource manager ahead of the

destination bearer network resource manager allocates path resources in its own

management domain.

4. The method according to any one of the preceding claims, wherein the step of

selecting and determining an intra-domain route path or an inter-domain route path

comprises: each bearer network resource manager or connection node inside a

management domain managed by the bearer network resource manager which receives the

connection request only determining a route path between itself and the adjacent next hop

bearer network resource manager or connection node.
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0 5. The method according to claim 4, wherein the route path is a label switching path.

S6. The method according to any one of the preceding claims, further comprising the

step of presetting information of all route paths required by each bearer network resource

manager, wherein the step of selecting and determining an intra-domain route path or an

5 inter-domain route path comprises: each bearer network resource manager which receives

the connection request selecting and determining a proper route from the preset available

Cc route paths.

t 7. The method according to any one of the preceding claims, wherein in case of

adopting IP route, the method further comprises: configuring an area code for the

10 corresponding management domain of each bearer network resource manager according to

SE.164, and establishing an inter-domain route information relationship table and an intra-

domain route information table for each management area;

wherein the step of selecting and determining an intra-domain route path or an inter-

domain route path comprises: selecting an intra-domain route path or an inter-domain route

path of a bearer network resource manager according to the established inter-domain route

information relationship table and the established intra-domain route information table.

8. The method according to any one of the preceding claims, wherein the more than

one bearer network resource manager belongs to the same operation network or different

operation networks.

9. The method according to any one of the preceding claims, wherein the step of

selecting and determining an inter-domain route path comprises: determining the inter-

route path according to a preset resource constraint condition or a preset routing strategy.

The method according to any one of the preceding claims, further comprising:

taking all border routers between adjacent bearer network resource managers as entry

routers and exit routers respectively, obtaining a path aggregate including paths between

each entry router and each exit router, and then selecting a desired inter-domain route

between adjacent bearer network resource managers according to the path aggregate.

11. The method according to any one of the preceding claims, further comprising:

taking an IP address segments corresponding to all border routers between adjacent bearer

network resource managers as entry IP address identifiers and exit IP address identifiers

respectively, obtaining a label switching path aggregate including label switching paths

between each entry IP address identifier and each exit IP address identifier; and then

selecting a desired inter-domain route between adjacent bearer network resource managers

according to the label switching path aggregate.
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0 12. The method according to any one of the preceding claims, wherein the step of

selecting and determining an intra-domain route path comprises: determining the intra-

domain route path in a management domain of a bearer network resource manager

according to a preset resource constraint condition or a preset routing strategy.

'C 5 13. The method according to any one of the preceding claims, further comprising: for

each bearer network resource manager, taking all routers inside a management domain of

Sthe bearer network resource manager as entry routers and exit routers respectively,

t obtaining a path aggregate including paths between each entry router and each exit router,

and then selecting a desired intra-domain route of the bearer network resource manager

1 10 according to the path aggregate.

14. The method according to any one of the preceding claims, further comprising: for

each bearer network resource manager, taking all IP address segments inside a

management domain of the bearer network resource manager as entry IP address identifiers

and exit IP address identifiers respectively, obtaining a label switching path aggregate

including label switching paths between each entry IP address identifier and each exit IP

address identifier, and then selecting a desired intra-domain route of the bearer network

resource manager according to the label switching path aggregate.

A method for selecting a real-time service data transmission path based on

forward constraint and backward routing, comprising:

Al. a bearer network resource manager judging whether itself is a destination bearer

network resource manager after receiving a connection resource request, if so, executing

step C1; otherwise, executing step B1;

B1. the current bearer network resource manager which receives the connection

resource request sending the connection resource request to a next hop bearer network

resource manager, and reserving inter-domain route resources, and then returning to step

Al;

C1. the current bearer network resource manager which receives the connection

resource request judging whether itself is a source bearer network resource manager, if so,

implementing establishment of a route path and ending the current routing procedure;

otherwise, executing step Fl;

D1. the bearer network resource manager which receives a connection resource

response recovering the inter-domain route resources;

El. the current bearer network resource manager which receives the connection

resource response judging whether itself is the source bearer network resource manager, if
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0 so, implementing establishment of a route path and ending the current routing flow;

otherwise, the current bearer network resource manager finding the received corresponding

connection resource request according to the received connection resource response; and

Fl. the current bearer network resource manager selecting an entry border router,

'C 5 determining a previous hop bearer network resource manager according to the connection

resource request, returning a connection resource response to the previous hop bearer

network resource manager, and then returning to step Dl.

16. The method according to claim 15, wherein the connection resource request in

Ostep Al is received from a call agent or a previous hop bearer network resource manager.

't 10 17. The method according to any one of the preceding claims, wherein the step of

reserving inter-domain route resources in B1 comprises: when selecting an inter-domain

label switching path between the current bearer network resource manager and the next

hop bearer network resource manager, the current bearer network resource manager

selecting at least one inter-domain label switching path for each selectable entry border

router on the side of the next hop bearer network resource manager, and reserving

bandwidths for each selected inter-domain label switching path.

18. The method according to claim 17, wherein the step of recovering the inter-

domain route resources in step DI comprises: according to the entry border router provided

in the connection resource response, the current bearer network resource manager

recovering inter-domain route resources reserved for the label switching paths, to which

the other border routers other than the entry border router belong, between itself and the

next hop bearer network resource manager which returns the connection resource response.

19. The method according to claim 17 or claim 18, wherein the step of recovering the

inter-domain route resources in step Dl comprises: the current bearer network resource

manager revoking the bandwidths reserved for the inter-domain label switching paths.

The method according to any one of claims 15 to 19, wherein the connection

resource request includes information of all border routers which can be used to establish

an inter-domain label switching path between the bearer network resource manager and its

next hop bearer network resource manager.

21. The method according to any one of claims 15 to 20, step F1 further comprising:

the current bearer network resource manager selecting an intra-domain label switching

path according to a signaling route path between itself and its previous hop bearer network

resource manager and according to information of selectable border routers provided in the

connection resource request.
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0 22. The method according to claim 21, wherein the current bearer network resource

manager determines an entry border router according to the selected intra-domain label

switching path.

23. The method according to any one of claims 15 to 22, wherein in step Fl, the

'C 5 current bearer network resource manager selects an entry border router from selectable

border routers provided in the connection resource request; and selects an intra-domain

Cc label switching path according to the selected entry border router.

S24. The method according to any one of claim 21 to claim 23, wherein the intra-

domain label switching path is selected according to a preset resource constraint condition

or a preset routing strategy.

The method according to claim 22 or claim 23, further comprising: taking all

routers inside the management domain of the current bearer network resource manager as

entry routers and exit routers respectively, and obtaining an path aggregate including paths

between each entry router and each exit router;

wherein the intra-domain label switching path is selected according to the determined

entry border router and the obtained path aggregate.

26. The method according to claim 22 or claim 23, further comprising: taking all IP

address segments inside the management domain of the current bearer network resource

manager as entry IP address identifiers and exit IP address identifiers respectively,

obtaining a label switching path aggregate including label switching paths between each IP

address identifier and each exit IP address identifier;

wherein the intra-domain label switching path is selected according to IP address

segment of the determined entry border router and the obtained label switching path

aggregate.

27. The method according to any one of claims 17 to 26, wherein the inter-domain

label switching path is selected according to service type, priority, locally configured

routing strategy, specified quality of service requirements or the current network status.

28. The method according to any one of claims 15 to 27, after implementing

establishment of the signaling route path, the method further comprising: the source bearer

network resource manager sending a stream mapping command to a corresponding intra-

domain edge router according to the determined route path, and returning a connection

resource response to the call agent after receiving a response for the stream mapping

command from the intra-domain edge router.

29. The method according to any one of claims 15 to 28, step B I further comprising:
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0the current bearer network resource manager selecting the next hop bearer network

resource manager according to destination address and network topology structure in the

connection resource request.

A method for selecting a real-time service data transmission path based on hop-

5 by-hop routing, comprising:

A2. a bearer network resource manager which receives a connection resource request

M judging whether itself is a destination bearer network resource manager, if so,

implementing establishment of a signaling route path and ending the current routing

Sprocedure; otherwise, executing step B2; and

10 B2. the current bearer network resource manager selecting a next hop bearer network

Oresource manager, and sending the connection resource request to the next hop bearer

network resource manager; returning to step A2.

31. The method according to claim 30, before step A2, the method further comprising:

A01. the current bearer network resource manager which receives the connection

resource request judging whether the connection between itself and the transmitting end of

the request is available, if so, executing step A2; otherwise, executing step A02;

A02. the current bearer network resource manager which receives the connection

resource request returning a connection resource rejection to the bearer network resource

manager which sends the connection resource request; and

A03. the current bearer network resource manager which receives the connection

resource request finding the received corresponding connection resource request according

to the connection resource rejection; reselecting a next hop bearer network resource

manager according to the found connection resource request, and then sending a

connection resource request to the newly selected next hop bearer network resource

manager; executing step A2;

32. The method according to claim 30 or 31, before implementing establishment of a

signaling route path, step A2 further comprising:

A21. according to the connection resource request, the current bearer network

resource manager returning a connection resource response to the bearer network resource

manager which sends the request;

A22. the bearer network resource manager which receives the connection resource

response judging whether itself is a source bearer network resource manager, if so,

implementing establishment of the signaling route path and then ending the current routing

procedure; otherwise, executing step A23; and
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0A23. the current bearer network resource manager finding the received corresponding0

connection resource request according to the connection resource response, determining a

previous hop bearer network resource manager, and then returning to step A21.

33. The method according to any one of claims 30 to 32, wherein in step A2, the

5 current bearer network resource manager judges whether itself is the destination bearer

network resource manager according to a destination address in the connection resource

Srequest.

t 34. The method according to any one of claims 30 to 33, wherein in step B2, the

current bearer network resource manager selects the next hop bearer network resource

'1 10 manager according to a destination address in the received connection resource request, or

according to service type, priority, locally configured routing strategy and the current

network status and a destination address in the received connection resource request.

The method according to any one of claims 30 to 34, further comprising setting an

aggregate of searched bearer network resource managers, wherein before sending the

connection resource request to the selected next hop bearer network resource manager, step

B2 further comprises: the current bearer network resource manager judging whether the

selected next hop bearer network resource manager is in the aggregate of searched bearer

network resource managers; if so, abandoning the selected next hop bearer network

resource manager, returning to step B2 and reselecting a next hop bearer network resource

manager; otherwise, adding information of itself to the aggregate of searched bearer

network resource managers.

36. The method according to any one of claims 30 to 35, wherein the connection

resource request includes session ID, quintuple, service type, quality of service parameters

as well as address information of the exit border router of the selected inter-domain label

switching path.

37. The method according to any one of claims 30 to 36, wherein after the

establishment of a signaling route path is completed, the source bearer network resource

manager sends a stream mapping command to a corresponding intra-domain entry edge

router according to the received connection resource request.

38. The method according to claim 37, wherein the stream mapping command

includes session ID, stream information, quality of service parameters, flow descriptor and

label stack of the whole path.

39. A method for selecting a real-time service data transmission path based on hop-

by-hop routing, comprising:
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0 A3. a current bearer network resource manager finding an intra-domain entry

Connection Node (CN) according to a received connection resource request, and adding

information of the found entry CN to an aggregate of searched routers;

B3. the current bearer network resource manager selecting an intra-domain label

'0 5 switching path according to the current entry CN;

C3. the current bearer network resource manager judging whether exit CN of the

Sselected intra-domain label switching path is an edge server or a border server inside

t management domain of the current bearer network resource manager, if so, implementing

establishment of a service route path and ending the current routing procedure; otherwise,

1 10 executing step D3; and

SD3. the current bearer network resource manager judging whether information of the

current exit CN is already added into the aggregate of searched routers, if so, abandoning

selection of the selected intra-domain label switching path and returning to step B3;

otherwise, taking the current exit CN as the current entry CN, recording information of this

CN in the aggregate of searched routers, and returning to step B3.

The method according to claim 39, step A3 further comprising: the current bearer

network resource manager judging whether itself is a source bearer network resource

manager, if so, the current bearer network resource manager finding an intra-domain entry

edge router according to IP address in the connection resource request received from a call

agent, and taking this found entry edge router as the entry CN; otherwise, the current

bearer network resource manager finding an intra-domain entry border router according to

the received connection resource request, and taking this found entry border router as the

entry CN.

41. The method according to claim 39 or 40, wherein in step B3, the intra-domain

label switching path is selected randomly according to the current entry CN.

42. The method according to any one of claims 39 to 41, wherein in step B3, the intra-

domain label switching path is selected according to the current entry CN and according to

user address, or label switching path activation status, or route priority, or bandwidth

requirement.

43. The method according to any one of claims 39 to 42, wherein in step B3, the intra-

domain label switching path is selected according to a preset resource constraint condition

or a preset routing strategy.

44. The method according to any one of claims 39 to 43, further comprising: taking

all CNs inside the management domain of the current bearer network resource manager as
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000 entry CNs and exit CNs respectively, and obtaining an path aggregate including paths

between each entry CN and each exit CN;

wherein the intra-domain label switching path is selected according to the determined

entry CN and the obtained path aggregate.

1- 1 45. The method according to any one of claims 39 to 44, further comprising: taking

all IP address segments inside the management domain of the current bearer network

Cc resource manager as entry IP address identifiers and exit IP address identifiers respectively,

tt obtaining a label switching path aggregate including label switching paths between each IP

address identifier and each exit IP address identifier;

10 wherein the intra-domain label switching path is selected according to IP address

Ssegment of the determined entry border router and the obtained label switching path

aggregate.

46. The method according to any one of claims 39 to 45, further comprising: before

establishing the service route path, each bearer network resource manager simulating a

routing table for each intra-domain CN; adding routing information stored in each intra-

domain CN to the bearer network resource manager.

47. The method according to any one of claims 39 to claim 46, wherein the CN is an

edge router or a border router or a core router.

48. A method for selecting a real-time service data transmission path based on label

switching, comprising:

A4. from a source bearer network resource manager, orderly determining an inter-

domain label switching path between each hop bearer network resource manager and a

next hop bearer network resource manager and recording the inter-domain label switching

path, sending a connection resource request to the next hop bearer network resource

manager, and judging whether the next hop bearer network resource manager is the

destination bearer network resource manager, if so, executing step B4, otherwise, repeating

step A4;

B4. from the destination bearer network resource manager, determining an intra-

domain label switching path of each hop bearer network resource manager and recording

the intra-domain label switching path, sending the inter-domain label switching path and

the intra-domain label switching path recorded by the bearer network resource manager to

the previous hop bearer network resource manager by means of a service route resource

confirmation response, until a service route resource confirmation response is sent to the

source bearer network resource manager; and
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0 C4. the source bearer network resource manager establishing an intra-domain label0

switching path, and sending the whole label switching path from the source bearer network

resource manager to the destination bearer network resource manager to an end office

router/tandem office router by means ofa stream mapping command.

'C 5 49. The method according to claim 48, before step A4, the method further comprising:

a call agent sending a connection resource request to the source bearer network resource

Mc, manager.

t 50. The method according to claim 48 or 49, wherein the connection resource request

includes: user's source Internet Protocol (IP) address or domain name, user's destination IP

address or domain name, service type, quality of service parameters, route information and

the current network status.

51. The method according to claim 50, step A4 further comprising:

finding an entry router of the source bearer network resource manager according to

source IP address through which a call agent initiates a service in a connection resource

request, and determining an exit router of the source bearer network resource manager

according to route information of the source bearer network resource manager and

according to service type, quality of service parameters, user's destination IP address or

domain name in the connection resource request.

52. The method according to claim 50 or 51, step A4 further comprising:

selecting an inter-domain label switching path between bearer network resource

managers and determining the next hop bearer network resource manager according to

user's destination IP address or domain name, route information, service type, quality of

service parameters and the current network status in the connection resource request;

determining an entry router of the next hop bearer network resource manager

according to route information of the bearer network resource manager and according to

service type, quality of service parameters and user's destination IP address or domain

name in the connection resource request.

53. The method according to claim 52, wherein the current network status comprises

resource utilization status and service flow.

54. The method according to any one of claims 48 to 53, wherein the step of

determining an inter-domain label switching path between each hop bearer network

resource manager and a next hop bearer network resource manager and recording the inter-

domain label switching path in step A4 comprises:

determining the inter-domain label switching path between each bearer network
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0 resource manager and the next hop bearer network resource manager according to service

type of the service initiated by a call agent, resource availability status, priority and locally

configured routing strategy, and recording the determined path in the previous hop bearer

network resource manager.

ID 5 55. The method according to any one of claims 48 to 54, wherein the step of

determining an intra-domain label switching path of each hop bearer network resource

Cc manager and recording the intra-domain label switching path in step C4 comprises:

In determining the intra-domain label switching path of each bearer network resource

manager according to service type of the service initiated by a call agent, resource

10 availability status, priority and locally configured routing strategy, and recording the

determined path in the bearer network resource manager.

56. The method according to any one of claims 48 to 55, wherein the step of

determining an intra-domain label switching path of each hop bearer network resource

manager in step C4 comprises:

determining the intra-domain label switching path of each hop bearer network

resource manager by pre-calculating intra-domain route path of this bearer network

resource manager; or

determining the intra-domain label switching path of each hop bearer network

resource manager by calculating intra-domain route path of this bearer network resource

manager hop by hop; or

determining the intra-domain label switching path of each hop bearer network

resource manager by a matrix intra-domain route algorithm; or

determining the intra-domain label switching path of each hop bearer network

resource manager according to a preset resource constraint condition or a preset routing

strategy; or

determining the intra-domain label switching path of each hop bearer network

resource manager according to a path aggregate including all entry IP address identifiers

and exit IP address identifiers inside management domain of the bearer network resource

manager.

57. A method for selecting a real-time service data transmission path based on static

configuration, comprising:

pre-configuring route path information required by a bearer network resource

manager; and

after receiving a connection resource request or a connection resource response,
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0the bearer network resource manager selecting a proper route path from the route path

information configured in step A5 according to the connection resource request or the

connection resource response.

58. The method according to claim 57, further comprising: the bearer network

5 resource manager obtaining the configured route path information after being started.

59. The method according to claim 57 or 58, wherein the step of pre-configuring route

Cc, path information required by a bearer network resource manager comprises: configuring

It the route path information in the bearer network resource manager statically or by using a

dedicated database;

,1t 10 in step B5, the bearer network resource manager obtaining route path information

from the route path information statically configured in the bearer network resource

manager, or from the dedicated database.

The method according to claim 59, wherein the step of configuring the route path

information in the bearer network resource manager statically comprises:

statically configuring route path information in the bearer network resource manager,

wherein the statically configured route path information comprises information of LSPs

which are already established in the bearer network and information of LSPs which are not

established yet, as well as route information of each CN in the bearer network.

61. The method according to claim 60, wherein if the information of LSPs which are

not established in the bearer network is statically configured in the bearer network resource

manager, the method further comprises: the bearer network resource manager sending a

request to a CN in the bearer network, the CN establishing an LSP in the bearer network

according to LSP information in the request after receiving the request, and returning a

response indicating successful establishment; or sending the configured LSP information to

a CN, the CN establishing the LSP, if establishment is successful, returning a response

indicating successful establishment, otherwise returning a failure message and requesting

to delete the configured LSP information.

62. The method according to claim 60 or 61, wherein the step of configuring the route

path information by using a dedicated database comprises:

establishing a dedicated route path information database which stores both

information of LSPs which are already established in the bearer network and information

of LSPs which are not established in the bearer network, receiving LSP information real-

timely reported by CNs in the bearer network, and storing the reported LSP information in

the route path information database.
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00 63. The method according to claim 62, wherein in the case the information of LSPs0

Swhich are not established in the bearer network is stored in the dedicated route path

information database, the method further comprises: sending a request to a CN in the

bearer network, the CN establishing an LSP in the bearer network according to LSP

5 information in the request after receiving the request, and returning a response indicating

successful establishment; or sending the configured LSP' information to a CN, the CN

establishing the LSP, if establishment is successful, returning a response indicating

t successful establishment, otherwise returning a failure message and requesting to delete the

configured LSP information.

1 10 64. The method according to any one of claims 57 to 63, wherein the pre-configured

route path information comprises: information of an intra-domain route path of a bearer

network resource manager and an inter-domain route path between the current bearer

network resource manager and the next hop bearer network resource manager.

The method according to claim 64, step B5 further comprising:

B511. the source bearer network resource manager receiving a connection resource

request sent by a CA, selecting an entry router according to the connection resource

request, selecting an inter-domain route path and an intra-domain route path from the pre-

configured route path information and then reserving bandwidth resources;

B512. the bearer network resource manager sending the connection resource request

to the next hop bearer network resource manager;

B513. the current bearer network resource manager receiving the connection resource

request sent by the previous hop bearer network resource manager, if the bearer network

resource manager is the destination bearer network resource manager, selecting an intra-

domain route path from the pre-configured route path information according to the

connection resource request, then reserving bandwidth resources, returning a connection

resource response to the previous hop bearer network resource manager and then executing

step B514; otherwise, selecting an inter-domain and an intra-domain route path from the

pre-configured route path information according to the connection resource request, then

reserving bandwidth resources, sending the connection resource request to the next hop

bearer network resource manager and then repeating step B513; and

B514. the current bearer network resource manager receiving the connection resource

response, if the current bearer network resource manager is the source bearer network

resource manager, confirming the bandwidth resources reserved for the current request in

the current bearer network resource manager, sending the route path information in the
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0 connection resource response and the route path selected by the current bearer network

Sresource manager to an entry router and ending the current procedure; otherwise, the

current bearer network resource manager confirming the bandwidth resources reserved for

the current request in the current bearer network resource manager, returning a connection

5 resource response to the previous hop bearer network resource manager and then repeating

step B514.

S66. The method according to claim 64, step B5 further comprising:

t B521. the source bearer network resource manager receiving a connection resource

request sent by a CA, selecting an entry router according to the connection resource

0 request, selecting an inter-domain route path from the pre-configured route path

information and then reserving bandwidth resources;

B522. the bearer network resource manager sending the connection resource request

to the next hop bearer network resource manager;

B523. the current bearer network resource manager receiving the connection resource

request sent by the previous hop bearer network resource manager, if the bearer network

resource manager is the destination bearer network resource manager, selecting an intra-

domain route path from the pre-configured route path information according to the

connection resource request, then reserving bandwidth resources, returning a connection

resource response to the previous hop bearer network resource manager and then executing

step B524; otherwise, selecting an inter-domain from the pre-configured route path

information according to the connection resource request, then reserving bandwidth

resources, sending the connection resource request to the next hop bearer network resource

manager and then repeating step B523; and

B524. the current bearer network resource manager receiving the connection resource

response, if the current bearer network resource manager is the source bearer network

resource manager, confirming the bandwidth resources reserved for the current request in

the current bearer network resource manager, sending the route path information in the

connection resource response and the route path selected by the current bearer network

resource manager to an entry router and ending the current procedure; otherwise, the

current bearer network resource manager confirming the bandwidth resources reserved for

the current request in the current bearer network resource manager, returning a connection

resource response to the previous hop bearer network resource manager and then repeating

step B524.

67. The method according to claim 65 or claim 66, wherein the connection resource

81
767445 icd pa



0request sent by the CA includes: address or domain name of a calling party, address or0

domain name of a called party and QoS parameters;

wherein the connection resource request sent by the source bearer network resource

manager includes information in the connection resource request sent by the CA and

5 information of the inter-domain route path selected by the source bearer network resource

manager;

wherein the connection resource request sent by the current bearer network resource

t' manager includes information in the connection resource request sent by the CA and

information of the inter-domain route path selected by the current bearer network resource

manager.

68. The method according to claim 65 or claim 66, wherein the connection resource

response sent by the destination bearer network resource manager includes information of

the intra-domain route path selected by the destination bearer network resource manager;

wherein the connection resource response sent to the previous hop bearer network

resource manager from the current bearer network resource manager includes information

of the intra-domain route path and the inter-domain route path in the connection resource

response received by the current bearer network resource manager, and information of the

intra-domain route path and the inter-domain route path selected by the current bearer

network resource manager.

69. The method according to claim 65 or claim 66, wherein the route path is selected

by the bearer network resource manager by a load sharing principle or by a polling manner

or according to priority configured for service requirements.

The method according to any one of claims 57, 60, 62, 65 and 66, wherein the

route path information comprises LSP information and route information.

71. A method for selecting a real-time service data transmission path in networks

cross independent operation networks, comprising the steps of presetting a virtual

destination user in a bearer network resource manager which manages a border router in an

independent operation network, bonding this virtual destination user with the border router

in the current independent operation network, and the border router being connected to a

gateway of a destination independent operation network that manages the destination user,

and further comprising:

A6. when a user in the current independent operation network sending a service to a

destination user of the destination independent operation network, a resource manager of

the current independent operation network determining the virtual destination user
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0 according to destination address of this service, determining a border router which bonds

Sthe current independent operation network with the virtual destination user, allocating

bearer resources and route from the user sending the service to the border router in the

current independent operation network for this service; and

'C 5 B6. the current independent operation network and the destination independent

operation network determining a route from the user sending the service to the destination

user and then sending the service, according to the bearer resources and route allocated in

t step A6, a preset route between the current independent operation network and the

destination independent operation network as well as the bearer resources and route set by

10 the destination independent operation network.

72. The method according to claim 71, before step A6, further comprising:

when the user of the current independent operation network sends a service,

judging whether the service is sent to a destination user of the current independent

operation network according to destination address of the service, if so, turning to step

A61; otherwise, turning to step A6; and

A61. the resource manager of the current independent operation network allocating

bearer resources and route of the current independent operation network for the service

according to quality of service parameters, source address and destination address of the

service and the current network status, and directly transferring the service to the

destination user according to the allocated bearer resources and route.

73. The method according to claim 71 or 72, wherein the address segment information

of the virtual destination user is destination user address segment information cross

independent operation networks;

wherein the step of determining the virtual destination user according to destination

address of the service comprises:

judging whether the destination address of the service is destination user address

segment information cross independent operation networks of the virtual destination user,

if so, determining the service is to be transmitted to the virtual destination user; otherwise,

ending the current procedure.

74. The method according to any one of claims 71 to 73, wherein the destination

independent operation network is an Internet Protocol (IP) network with quality of service

guarantee, and the gateway of the destination independent operation network in step B6 is

a border router of the destination independent operation network.

The method according to claim 74, wherein the destination independent operation
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767445 =eWt 'n pagn



000 network is an IP network with quality of service guarantee, and the step of setting bearer

Sresources and route by the border router in step B6 comprises:

a service server of the current independent operation network sending a connection

resource request to a bearer resource controller of the network through a service server of

5 the destination independent operation network; the bearer resource controller allocating,

after receiving the request, network resources and route of the destination independent

Cc operation network according to quality of service parameters, destination address of the

t service and the current network status.

076. The method according to any one of claims 71 to 75, wherein the step of setting

bearer resources and route by a border router in step B6 comprises: pre-establishing a route

Sbetween the gateway and the destination user in the destination independent operation

network.

77. The method according to any one of claims 71 to 76, wherein the step of

allocating bearer resources and route from the user sending the service to the border router

in the current independent operation network for this service comprises allocating the

bearer resources and route according to quality of service parameters, source address,

destination address of the service and the current network status.

78. A method for selecting a real-time service data transmission path, comprising

setting management area code for management area corresponding to each bearer control

server according to E.164 manner, establishing a topology relationship table which stores

information of routes between different management areas, and establishing a route

information table which stores information of routes inside a management area; further

comprising:

A7. a calling user sending a call request to a service server of the management area

where the calling user is located;

B7. the service server sending a route request to a bearer control server corresponding

to the management area according to the received call request;

C7. the bearer control server allocating a route for the calling user according to the

received route request and the stored topology relationship table; and

D7. after the allocated route arrives at the management area where the called user is

located, a bearer control server of the management area where the called user is located

selecting a route according to the established route information table of the management

area.

79. The method according to claim 78, wherein the topology relationship table
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767445 amend pag"



00 includes destination area code, the next hop area code and path.0

The method according to claim 78 or 79, wherein the routing information table

includes destination IP address and the next path.

81. The method according to claim 78 or claim 80, wherein the route information

,O 5 table is stored in the bearer control server managed by the bearer network.

82. The method according to any one of claims 78 to 81, wherein the call request sent

Cc by the calling user includes area code of the management area where the called user is

Slocated and a called user number, wherein the route request includes area code of the
management area where the calling user is located, a calling user number, area code of the
management area where the called user is located and a called user number.

1-10 management area where the called user is located and a called user number.

83. The method according to any one of claims 78 to 82, wherein the calling user

number and the called user number comprises: calling IP address and called IP address,

internal number of the network where the calling user is located and internal number of the

network where the called user is located.

84. The method according to any one of claims 78 to 83,wherein the management area

may be a metropolitan area network, or a provincial backbone network or a national

backbone network.

The method according to any one of claims 78 to 84, wherein the bearer control

server is located in the independent bearer control layer of the network.

86. The method according to any one of claims 78 to 85, wherein the step of

establishing a route information table inside a management area comprises: taking all route

devices in the management area as entry route devices and exit route devices respectively,

determining route paths between each entry route device and each exit route device, and

generating the routing information table.

87. The method according to any one of claims 78 to 86, wherein the step of

establishing a route information table inside a management area comprises: taking all IP

address segments in the management area as entry IP address identifiers and exit IP address

identifiers respectively, determining route paths between all entry IP address identifiers and

exit IP address identifiers, and generating the routing information table.

88. A method for selecting a real-time service data transmission path substantially as

hereinbefore described with reference to any one of the embodiments shown in figures 6 to

23.
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