(51) International Patent Classification 5:
H01M 2/32, H01R 43/00
B08B 1/00, B05C 17/00

(21) International Application Number: PCT/US93/06806
(22) International Filing Date: 20 July 1993 (20.07.93)
(30) Priority data:
924,680 3 August 1992 (03.08.92) US


(74) Agent: CAMPBELL, Paula, A.; Testa, Hurwitz & Thibeault, Exchange Place, 53 State Street, Boston, MA 02109 (US).


Published
With international search report.
With amended claims.

(54) Title: ELECTRICAL CONTACT CLEANER AND METHOD

(57) Abstract

A composition is disclosed for maximizing electrical contact between contact surfaces, consisting essentially of a volatile cleaning agent and an oxidation occluding agent. Also disclosed are applicator devices and methods for cleaning and protecting electrical contact surfaces utilizing this composition.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>CA</td>
<td>Canada</td>
<td>CF</td>
<td>Central African Republic</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>CG</td>
<td>Congo</td>
<td>CH</td>
<td>Switzerland</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>CM</td>
<td>Cameroon</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>CN</td>
<td>China</td>
<td>CS</td>
<td>Czechoslovakia</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>CO</td>
<td>Colombia</td>
<td>CZ</td>
<td>Czech Republic</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>DE</td>
<td>Germany</td>
<td>DK</td>
<td>Denmark</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>ES</td>
<td>Spain</td>
<td>FI</td>
<td>Finland</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>FR</td>
<td>France</td>
<td>GB</td>
<td>United Kingdom</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>GA</td>
<td>Gabon</td>
<td>GE</td>
<td>Georgia</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>GN</td>
<td>Guinea</td>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>HU</td>
<td>Hungary</td>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>IT</td>
<td>Italy</td>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>KR</td>
<td>Republic of Korea</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>LV</td>
<td>Latvia</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>GB</td>
<td>United Kingdom</td>
<td>NL</td>
<td>Netherlands</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>GN</td>
<td>Guinea</td>
<td>NO</td>
<td>Norway</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>GR</td>
<td>Greece</td>
<td>NZ</td>
<td>New Zealand</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>HU</td>
<td>Hungary</td>
<td>PL</td>
<td>Poland</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>IE</td>
<td>Ireland</td>
<td>PT</td>
<td>Portugal</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>IT</td>
<td>Italy</td>
<td>RO</td>
<td>Romania</td>
<td>NL</td>
<td>Netherlandes</td>
</tr>
<tr>
<td>JP</td>
<td>Japan</td>
<td>RU</td>
<td>Russian Federation</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>KA</td>
<td>Kazakistan</td>
<td>SD</td>
<td>Sudan</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>LK</td>
<td>Sri Lanka</td>
<td>SE</td>
<td>Sweden</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>LK</td>
<td>Sri Lanka</td>
<td>SI</td>
<td>Slovenia</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>LU</td>
<td>Luxembourg</td>
<td>SK</td>
<td>Slovak Republic</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>LV</td>
<td>Latvia</td>
<td>SN</td>
<td>Senegal</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>MC</td>
<td>Monaco</td>
<td>SD</td>
<td>Sudan</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>MG</td>
<td>Madagascar</td>
<td>SE</td>
<td>Sweden</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>ML</td>
<td>Mali</td>
<td>SI</td>
<td>Slovenia</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>MN</td>
<td>Mongolia</td>
<td>SK</td>
<td>Slovak Republic</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>MR</td>
<td>Mauritania</td>
<td>SN</td>
<td>Senegal</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>MW</td>
<td>Malawi</td>
<td>SO</td>
<td>Somalia</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>NE</td>
<td>Niger</td>
<td>SO</td>
<td>Somalia</td>
<td>SR</td>
<td>Serbia</td>
</tr>
<tr>
<td>NL</td>
<td>Netherlandes</td>
<td>SR</td>
<td>Serbia</td>
<td>SS</td>
<td>Switzerland</td>
</tr>
<tr>
<td>NO</td>
<td>Norway</td>
<td>SS</td>
<td>Switzerland</td>
<td>TC</td>
<td>Togo</td>
</tr>
<tr>
<td>NZ</td>
<td>New Zealand</td>
<td>TD</td>
<td>Chad</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>PL</td>
<td>Poland</td>
<td>TG</td>
<td>Togo</td>
<td>TC</td>
<td>Togo</td>
</tr>
<tr>
<td>PT</td>
<td>Portugal</td>
<td>UA</td>
<td>Ukraine</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>RO</td>
<td>Romania</td>
<td>UZ</td>
<td>Uzbekistan</td>
<td>UK</td>
<td>Ukraine</td>
</tr>
<tr>
<td>RU</td>
<td>Russian Federation</td>
<td>US</td>
<td>United States of America</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>SD</td>
<td>Sudan</td>
<td>VN</td>
<td>Viet Nam</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>SE</td>
<td>Sweden</td>
<td>VR</td>
<td>Vatican</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
ELECTRICAL CONTACT CLEANER AND METHOD

Background of the Invention

This invention relates to compositions useful for cleaning electrical contact surfaces. More particularly, the invention is directed to methods and compositions for maximizing electrical contact between contacting metal surfaces, particularly between the battery contacts in electrical devices such as portable lights, calculators, mechanized toys and games and the like.

It is well known that the exposed surfaces of most metals tend to attract oxygen atoms, leading to the formation of metal oxides on the exposed surface. It also is known that the spontaneous growth of such an oxide film on an exposed metal surface can force its way between two contacting surfaces, particularly when contact pressure between the two metals is light, such as between disposable batteries and their spring mount electrical contacts. Because metal oxides are poor conductors (non-conductors or, at best, semi-conductors), an interfering oxide film between electrical contact surfaces can reduce the area over which good electrical contact can be made, progressively degrading and eventually precluding electrical conduction.

It is an object of this invention to provide a composition and method for cleaning metal contact surfaces so as to effectively establish and maintain maximal electrical contact between electrically conducting surfaces, and to protect these surfaces from subsequent oxidation. It is another object of this invention to provide an inexpensive, reusable device for applying the composition of the invention to terminals of disposable batteries and for carrying out a preferred embodiment of the method of this invention.
These and other objects and features of the invention will be apparent from the description, drawings, and claims which follow.
Summary of the Invention

The invention provides a composition comprising a mixture or solution of a volatile metal cleaning agent and an oxidation occluding agent. The composition is useful for restoring and preserving maximal electrical contact between two metal surfaces when applied to one or both surfaces.

The composition is applied to the metal surface preferably simultaneously with or after the surface has been abraded. The action of abrading the metal contact surface serves to dissociate metal oxides and/or other contaminants from the metal surface. The volatile cleaning agent displaces the abraded material from the metal surface, and the oxidation occluding agent forms a protective coating over the cleaned metal surface, substantially inhibiting reoxidation of the exposed metal. The composition of the invention allows electrical contacts to be cleaned quickly, easily and safely, and without the need for granular abrasives.

Metal cleaning agents which can be used in the present composition include any volatile solvents which are compatible with the oxidation occluding agent of choice. Volatile organic solvents such as hydrocarbon solvents are preferred for this purpose. Hydrocarbon solvents which are particularly preferred include one or more terpene solvents, such as for example, limonene.

Oxidation occluding agents which can be used include those compatible with the desired cleaning agent, and which are capable of forming a protective coating on the metal contact surface. Currently preferred occluding agents include waxes which may be made up of one or more different wax components. For example, useful waxes include synthetic waxes; ester-
type waxes such as carnauba wax and candelilla wax; hydrocarbon waxes such as beeswax, and natural or synthetic paraffins.

The composition may further contain additives, including fragrances and/or coloring agents. For example, coloring agents capable of coloring the treated electrical contact surfaces may be added, thereby allowing the user to identify the metal surface as treated.

By varying the components of the composition and their concentrations, the composition may be a waxy solid, paste, or liquid. When the composition is a solid or paste, it can be applied to the metal contact surface with a cloth or other material. The cloth preferably has a rough or abrasive surface so that when it is used to apply the composition, it simultaneously abrades, cleans and coats the surface. If the composition is liquid, it is first absorbed into a porous or wicking material which is capable of absorbing the liquid and retaining it therein, and which preferably acts as an abrasive. The metal surface then is rubbed with the impregnated material to abrade the metal surface and to simultaneously apply the absorbed liquid composition to the surface, thereby abrading, cleaning and protecting the contact surface in a single step. It will be apparent to those skilled in the art that the metal contact surface also can be abraded by rubbing the surface with a sufficiently stiff abrasive material prior to the application of the composition of this invention.

In a particularly preferred embodiment of the invention, the composition is applied to a battery terminal and/or its mating contact in a battery-powered light, calculator, electronic camera or the like, by
means of a specially designed applicator device. The device comprises a housing defining a reservoir for holding the composition of the invention in liquid form, a wick which is in communication with the reservoir and is itself rubbing surface protruding from the housing, and a removable cap means which interfits with the housing, surrounds the wick and rubbing surface, and serves to prevent evaporation of the volatile cleaning agent from the wick. Preferably, this cap is adapted to fit over the wick and the reservoir. The cap also may be adapted to interfit with a hole in the end of the housing opposite the wick to prevent misplacement when the device is in use.
Brief Description of Drawings:

The foregoing and other objects of this invention, the various features thereof, as well as the invention itself, may be more fully understood from the following description, when read together with the accompanying drawings, in which:

Figure 1 is a longitudinal cross section of a preferred embodiment of the applicator of the invention, and

Figure 2 is a perspective view of the applicator of the invention ready for use.

Like-referenced characters in the respective drawn figures indicate corresponding parts.
Detailed Description of the Invention

The composition of the present invention cleans electrical contact surfaces and protects the surfaces from oxidation thereby maintaining maximal electrical contact. The composition comprises a volatile cleaning agent capable of removing from the metal surface metal oxides and other contaminants which have been dissociated from the metal contact surface by abrasion, and an oxidation occluding agent capable of forming a protective coating over the contact surface, thereby inhibiting reoxidation and the build-up of insulative oxides on the cleaned metal surface.

The volatile cleaning agent can be any agent which is compatible with the oxidation occluding agent and which has a sufficiently low vapor pressure that the solvent evaporates shortly after application. Preferably, the cleaning agent also serves as a vehicle for application of the oxidation occluding agent and is mutually miscible with the occluding agent. Volatile organic solvents such as hydrocarbon solvents are useful as cleaning agents. Particularly preferred hydrocarbon solvents include one or more terpene solvents. A mixture of solvents having different evaporation rates may be used to adjust the rapidity with which the solvent evaporates from the composition during its application.

Terpenes are organic materials which are found in nature in the essential oils of many plants. Terpenes $\text{CH}_3$ have carbon skeletons made up of isoprene (CH$_2$=C-CH=CH$_2$) units joined together in a regular, head-to-tail configuration. Terpene compounds include, for example, limonene, citronellol, T-terpinene, isoborneol, camphene and squalene. Terpenes can be
monocyclic (e.g., dipentene), dicyclic (e.g., pinene) or acyclic (e.g., myrcene). Terpenes which are particularly useful include limonene and mixtures including limonene. Limonene ($\text{C}_{10}\text{H}_{16}$) occurs naturally in oils found in lemons, caraway and oranges, for example. Terpene solvents are biodegradable and non-toxic.

The oxidation occluding agent can be any agent that is compatible with the cleaning solvent, and which can be applied readily to a contact surface by rubbing. It should be adherent to metal surfaces, capable of forming a coating on the metal surface and relatively nonvolatile. The coating formed by the occluding agent should be a substantially continuous coating or film on the metal surface capable of protecting the exposed metal surface from atmospheric oxygen and contaminants without interfering with electrical conduction. It need not itself be an electrical conductor.

Waxes, oils and mixtures thereof are particularly useful as oxidation occluding agents for use in the composition of this invention. The occluding agent may contain one or more waxes and/or oils depending on the desired form of the composition, and on the type of cleaning solvent used. Useful waxes include hydrocarbon waxes such as beeswax and paraffins (natural or synthetic); ester-type waxes such as carnauba and candelilla waxes; and synthetic waxes such as polyethylene waxes. Useful oils include, for example, mineral oil and drying oils such as tung oil and linseed oil.

A formula for a composition made in accordance with the principles of the present invention and establishing the range of the constituents is as follows (all percentages are by weight unless otherwise indicated):
volatile cleaning agent ....... 20-99%
oxidation occluding agent .... 1.0-80%

5 The composition preferably comprises from about 10% to about 50% occluding agent, with the balance being comprised of the volatile cleaning agent.

It will be readily understood that the above formula may be varied appreciably, depending, for example on the nature of the components used, and on the desired form of the final product. For example, in one embodiment of the invention, the composition may be formulated as a paste. Here, the preferred amounts of oxidation occluding agent to cleaning agent is about 67% occluding agent to about 33% cleaning agent. The paste may be prepared, for example, by blending the occluding agent (e.g., a wax or mixture of oils and waxes) in the cleaning agent solvent at a temperature above the melting point of the wax and below the boiling point of the solvent. Upon cooling, the wax precipitates from the solution and forms a matrix of amorphous crystal-like structures which entrap the solvent. A small amount of the paste then may be applied to a battery contact terminal surface and/or the mating battery terminals of an electrical device with a cloth or other flexible material. The action of rubbing the paste on the metal surface with the cloth releases the solvent from the wax matrix, allowing it to clean the metal surface. The rubbing or abrading action serves to distribute the wax over the contact surface in a thin continuous coating.

Where a fluid composition is desired, a smaller ratio of occluding agent to solvent is suggested (e.g., about 25% occluding agent to about 75% cleaning agent).
Optionally, a combination of occluding agents can be used, preferably a combination comprising one or more waxes and oils. For example, an oil to enhance fluidity and reduce viscosity may be used in combination with a "soft" wax to provide a durable coating. Mineral oil is preferred for this purpose. Preferred component ratios for liquid formulations are about 33% occluding agent about to 67% cleaning agent, however, higher amounts of occluding agent can be used as long as the composition is still wickable. A fluid composition may be formed essentially in the same way as a paste composition, by, for example, combining the occluding agent with the solvent at an elevated temperature, preferably stirring the solution as it cools to maintain a single phase solution.

In addition to the two essential components, the composition may contain various additives, including fragrances and/or coloring agents capable of staining or coloring-treating metal surfaces.

The composition of this invention is used in a method for enhancing and maintaining electrical contact between two or more contact surfaces, typically battery terminals and their mating contacts in a battery-powered device. The method is carried out by abrading one or more of the surfaces, preferably by rubbing the surface with a cloth or other fibrous material of sufficient stiffness to dislocate any metal oxides, dust and grit associated with the contact surface. The surface then is cleaned and protected by applying and rubbing the composition of this invention on the abraded surface. As indicated earlier, the steps of abrading the metal and applying the composition may be, and preferably are, performed as a single step. The treated contact surface then is placed in contact with
its reciprocal contact surface. Cleaning and coating the exposed contact surface serves both to establish a
good electrical connection and to reduce substantially the opportunity for subsequent metal oxide formation,
thereby maximizing and helping to maintain electrical contact between the surfaces.

In another aspect, the invention is embodied as an applicator device 5 shown in the drawing. The device may be better understood by referring to Figure 1,
wherein a generally cylindrical, hollow housing 8, easily hand-held, defines a wicking reservoir 10 which contains the composition of this invention 11 in liquid form. Housing 8 defines a hole 9 in its base and a sealing surface 7 adapted to interfit with a cap 14.
The reservoir 10 further contains a porous wicking material 12 capable of absorbing and retaining the composition among its porous interstices. The wicking material 12 comprises a material of sufficient stiffness such that, when rubbed against a metal
contact surface, it is capable of abrading the surface sufficiently to dislocate any associated metal oxides.
Wick 12 may be fabricated from synthetic and/or natural felts, intertangled cellulosic fibers, and similar known wicking materials. Wick 12 preferably is made of polyester felt. The housing and other parts preferably are molded plastic such as, for example, high density polyethylene. Wick 12 protrudes from the housing 8 and terminates at a rubbing surface 13, here defined by a flat, bevel cut end of wick 12. The applicator further comprises a removable cap 14 capable of substantially preventing evaporation of the volatile solvent when interfitted with the housing about the protruding wick 12 at sealing surface 7. In a particularly preferred embodiment of the device, the removable cap is adapted
to be held in the hole 9 in the base of the housing 8 when not in use. The method of the invention may be practiced conveniently by removing cap 14, manually rubbing the contact to be treated with rubbing surface 13, and then replacing the cap until the next use.
Equivalents

The invention may be embodied in other specific forms without departing from the spirit or essential characteristics thereof. The present embodiments are therefore to be considered in all respects as illustrative and not restrictive, the scope of the invention being indicated by the appended claims rather than by the foregoing description, and all changes which come within the meaning and range of equivalency of the claims are therefore intended to be embraced therein.
- 14 -

CLAIMS

1. A composition for cleaning and preserving electrical contact between contact surfaces of a battery and a friction-fitted battery contact in a battery powered device, said composition consisting essentially of: a volatile organic cleaning agent capable of displacing particles on an abraded metal contact surface; and in admixture therewith, a nonvolatile, spreadable, contact-adherent oxidation-occluding agent capable of forming a substantially continuous film on said abraded metal surface.

2. The composition of claim 1 wherein said volatile organic cleaning agent comprises a terpene or mixture of terpenes.

3. The composition of claim 2 wherein said terpene comprises limonene.

4. The composition of claim 1 wherein said oxidation occluding agent is selected from the group consisting of: a wax, an oil or a combination thereof.

5. The composition of claim 4 wherein said occluding is a wax selected from the group consisting of: ester-type waxes, hydrocarbon waxes, and synthetic waxes.
6. The composition of claim 5 wherein said wax is selected from the group consisting of: carnauba wax, candelilla wax, beeswax, and paraffin waxes.

7. The composition of claim 4 wherein said occluding agent is a combination of a wax and an oil.

8. The composition of claim 7 wherein the oil is mineral oil.

9. The composition of claim 1 further comprising a coloring agent capable of coloring said contact surface.

10. The composition of claim 1 wherein said composition comprises a paste.

11. The composition of claim 1 wherein the oxidation occluding agent comprises from about 10 to about 50 by weight of the total composition.

12. A method for establishing and preserving electrical contact between a battery terminal and a battery contact in a battery-powered device, said method comprising the steps of:
   a) abrading the surface of at least one of said terminal and said contact,
   b) cleaning said abraded surface with a volatile organic solvent, and
   c) depositing a nonvolatile, adherent oxidation occluding agent on said cleaned abraded surface.
13. The method of claim 12 wherein steps (a)-(c) are performed simultaneously as a single step by manually rubbing said surface with an abrasive medium permeated with a mixture of a volatile organic solvent and an oxidation occluding agent.

14. The method of claim 12 wherein said volatile organic solvent comprises a terpene or mixture of terpenes.

15. The method of claim 14 wherein said terpene comprises limonene.

16. The method of claim 12 wherein said occluding agent comprises a wax, an oil or a combination thereof.

17. The method of claim 16 wherein said occluding agent is a wax selected from the group consisting of: ester-type waxes, hydrocarbon waxes, and synthetic waxes.

18. The method of claim 16 wherein said occluding agent is a wax/oil combination.
19. A device for establishing and preserving maximal electrical contact between contact surfaces, the device comprising:
   a housing,
   a reservoir disposed within the housing holding a mixture comprising a volatile organic cleaning agent and a substantially nonvolatile, metal surface-adherent oxidation occluding agent,
   a wick in communication with said reservoir and with a rubbing surface protruding from said housing, said wick being capable of absorbing and transporting said mixture to said rubbing surface, and being of sufficient stiffness to abrade a metal contact surface when rubbed against said surface,
   removable means interfitting with said housing disposed about said rubbing surface for preventing evaporation of said volatile cleaning agent from the wick.

20. The device of claim 19 wherein said mixture further comprises a dye capable of coloring said metal surface when applied to said surface.

21. The device of claim 19 wherein said wick comprises a polyester felt.

22. The device of claim 19 wherein said removable means for preventing evaporation of said volatile cleaning agent comprises a cap.

23. The device of claim 22 wherein said cap is further adapted to fit in a mating area disposed on the exterior of said housing for temporary storage.
AMENDED CLAIMS

[received by the International Bureau on 25 January 1994 (25.01.94); original claim 4 deleted; original claims 1,2,5-7,9,11-15 and 19 amended; remaining claims unchanged (5 pages)]

1. A composition for cleaning and preserving electrical contact between contact surfaces of a battery and a friction-fitted battery contact in a battery powered device, said composition consisting essentially of:
   a terpene solvent capable of displacing particles on an abraded metal contact surface;
   and in admixture therewith,
   a nonvolatile, spreadable,
   contact-adherent oxidation-occluding agent capable of forming a substantially continuous film on said abraded metal surface and
   selected from the group consisting of a wax,
   an oil or a combination thereof, wherein the amount of terpene solvent is in the range of 20% to 99% by weight of the total composition,
   and the amount of oxidation-occluding agent is in the range of 1% to 80% by weight of the total composition.

2. The composition of claim 1 wherein said terpene solvent comprises a terpene or mixture of terpenes.

3. The composition of claim 2 wherein said terpene comprises limonene.

4. (Deleted)

5. The composition of claim 1 wherein said occluding agent is a wax selected from the group consisting of: ester-type waxes, hydrocarbon waxes, and synthetic waxes.
6. The composition of claim 1 wherein said occluding agent is selected from the group consisting of: carnauba wax, candelilla wax, beeswax, and paraffin waxes.

7. The composition of claim 1 wherein said occluding agent is a combination of a wax and an oil.

8. The composition of claim 7 wherein the oil is mineral oil.

9. The composition of claim 1 further comprising an amount of a coloring agent sufficient to provide a visible color to said abraded metal contact surface when said composition is applied to said surface.

10. The composition of claim 1 wherein said composition comprises a paste.

11. The composition of claim 1 wherein the oxidation occluding agent comprises from about 10% to about 50% by weight of the total composition.

12. A method for establishing and preserving electrical contact between a battery terminal and a battery contact in a battery-powered device, said method comprising the steps of:

a) abrading the surface of at least one of said terminal and said contact,
b) cleaning said abraded surface with a terpene solvent, and
c) depositing a film of a nonvolatile, adherent oxidation occluding agent on said cleaned abraded surface.
13. The method of claim 12 wherein steps (a)-(c) are performed simultaneously as a single step by manually rubbing said surface with an abrasive medium permeated with a mixture of a terpene solvent and an oxidation occluding agent.

14. The method of claim 12 wherein said terpene solvent comprises a terpene or mixture of terpenes.

15. The method of claim 12 wherein said terpene solvent comprises limonene.

16. The method of claim 12 wherein said occluding agent comprises a wax, an oil or a combination thereof.

17. The method of claim 16 wherein said occluding agent is a wax selected from the group consisting of: ester-type waxes, hydrocarbon waxes, and synthetic waxes.

18. The method of claim 16 wherein said occluding agent is a wax/oil combination.

19. A device for establishing and preserving maximal electrical contact between contact surfaces, the device comprising:
   a housing,
   a reservoir disposed within the housing holding a mixture comprising a volatile organic cleaning agent and a substantially nonvolatile, metal surface-adherent oxidation occluding agent,
a wick in communication with said reservoir and with a rubbing surface protruding from said housing, said wick being capable of absorbing and transporting said mixture to said rubbing surface, and being of sufficient stiffness to abrade a metal contact surface when rubbed against said surface, removable means interfitting with said housing disposed about said rubbing surface for preventing evaporation of said volatile cleaning agent from the wick.

20. The device of claim 19 wherein said mixture further comprises a dye capable of coloring said metal surface when applied to said surface.

21. The device of claim 19 wherein said wick comprises a polyester felt.

22. The device of claim 19 wherein said removable means for preventing evaporation of said volatile cleaning agent comprises a cap.

23. The device of claim 22 wherein said cap is further adapted to fit in a mating area disposed on the exterior of said housing for temporary storage.

24. The device of claim 19 wherein said metal cleaning agent comprises a terpene.

25. The device of claim 24 wherein said terpene is limonene.
26. The device of claim 19 wherein said oxidation occluding agent is a wax, an oil or a combination thereof.

27. The device of claim 26 wherein the occluding agent is a wax selected from the group consisting of: ester-type waxes, hydrocarbon waxes and synthetic waxes.

28. The device of claim 27 wherein said wax is selected from the group consisting of carnauba wax, candelilla wax, beeswax, and paraffins.

29. The device of claim 26 wherein said occluding agent is a combination of a wax and oil.

30. The device of claim 29 wherein said oil is mineral oil.

31. The device of claim 19 wherein said oxidation occluding agent comprises up to about 50% by weight of said solution in said reservoir.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 5 H01M2/32 H01R43/00 B08B1/00 B05C17/00

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
IPC 5 C23G H01M H01R H01H B08B B05C

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US,A,4 055 687 (M. R. BLUE) 25 October 1977 see column 2, line 14; claim 1</td>
<td>1,4,11</td>
</tr>
<tr>
<td>X</td>
<td>FR,A,1 020 679 (L. RAYMOND) 9 February 1953 whole text</td>
<td>1,2,4</td>
</tr>
<tr>
<td>X</td>
<td>GB,A,808 416 (PAINTON &amp; COMPANY) 4 February 1959 see page 2, line 53 - page 2, line 61; claims 1-3</td>
<td>12,13</td>
</tr>
<tr>
<td>A</td>
<td>EP,A,0 225 776 (RANDALETTE INC.) 16 June 1987 see page 2, line 19 - page 2, line 37</td>
<td>19</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of box C.  
[X] Patent family members are listed in annex.

* Special categories of cited documents:
- "A" document defining the general state of the art which is not considered to be of particular relevance
- "E" earlier document published on or after the international filing date
- "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
- "O" document referring to an oral disclosure, use, exhibition or other means
- "P" document published prior to the international filing date but later than the priority date claimed

"I" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principles or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

"&" document member of the same patent family

Date of the actual completion of the international search: 17 November 1993
Date of mailing of the international search report:

Name and mailing address of the ISA
European Patent Office, P.B. 5818 Patentlaan 2 NL - 2280 HW Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, Fax (+31-70) 340-3016

Authorized officer: TORFS, F

Form PCT/ISA/219 (second sheet) (July 1992)

Page 1 of 2
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>DE,A,39 37 297 (HEKEL KGAA) 6 June 1991 see claims 1-7; figure 1</td>
<td>19</td>
</tr>
<tr>
<td>A</td>
<td>DE,A,41 01 785 (AHRENS H.-J.) 23 July 1992 see claim 1; figure 1</td>
<td>19</td>
</tr>
<tr>
<td>A</td>
<td>US,A,5 080 722 (P. J. ENGLERT) 14 January 1992</td>
<td>19</td>
</tr>
<tr>
<td>A</td>
<td>GB,A,1 250 761 (ELECTROLUBE) 20 October 1971</td>
<td>19</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>--------------------------</td>
</tr>
<tr>
<td>FR-A-1020679</td>
<td></td>
<td>NONE</td>
</tr>
<tr>
<td>GB-A-808416</td>
<td></td>
<td>NONE</td>
</tr>
<tr>
<td>DE-A-3937297</td>
<td>06-06-91</td>
<td>NONE</td>
</tr>
<tr>
<td>DE-A-4101785</td>
<td>23-07-92</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP-A- 0501649</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP-A- 5062753</td>
</tr>
<tr>
<td>GB-A-1250761</td>
<td>20-10-71</td>
<td>NONE</td>
</tr>
</tbody>
</table>