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To all uphom it may concern: 
Be it known that I, GoMER W. PRICE, a 

citizen of the United States, residing at 
Oakland, in the county of Alameda and 
State of California, have invented certain 
new and useful Improvements in Deep 
Well Pumps, of which the following is a 
specification. 
My invention relates to the class of deep 

well pumps of the punger type, and it con 
sists in the novel pump which I shall here 
inafter fully describe. 
The object of my invention is to provide a pump capable of raising large quantities of 

water for irrigation and for other purposes, 
from bored or Artesian wells of great depth, 
said pump being of simple construction, 
adapted for indefinite extension, and capa 
ble of economic operation. In irrigation 
reclamation fields where, on account of ex 
cessive pumping, the Water level las been 
lowered, the favorite centrifugal pumps are 
no longer available without the trouble and 
expense of making pits to receive them in 
order to get them near the water. The 
pumps which followed these centrifugal 
pumps, namely the single acting cylinders 
located at different levels in a cased well 
are open to the objection of insufficient ca 
pacity to deliver the water the well was able 
to supply. The double plunger pump, which 
has taken the place of these, and in which 
one plunger operates above another in oppo 
site direction, while of greatter capacity, is 
objectionable from an economical standpoint, 
in that, it requires a costly arrangement of 
pump head, a double set of cranks, connect 
ing rods, cross lheads, and plunger rods, 
which fit one within the other. The opera 
tion of this type of pump, especially in 
sandy Water, has always been costly and 
annoying, because no means have been de 
vised to prevent the water, and sand from 
getting in between the two plunger rods and 
'ausing them to cut and wear, resulting in 
the frequent wearing out and breaking of 
the pump rods, and the consequent breaks 
in other portions of the pump. Moreover, 
these pumps are not able to deliver the 
amount of water many wells can furnish. 
By my invention, I provide a pump which 

multiplunger 

in that it is capable, by its simple and in 
definite extension, of delivering all the wa 
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mnode of operation. it, is not, open to the ob 
jection of costly manufacture, ol' expensive 
mhaintenance. 
Referring to the accompanying draw 

ings:--Figure 1 is a vertical section of the 
upper portion, broken, of my pump, show 
ing the plunge's on ühe up-stroke. ?? 
is a vertical section of the lower portion of 
said pump, being a continuation of Fig. 1. 
Fig. 2 is a vertical section of the upper 
portion, broken, of the pump, showing the 
plungers on the down-stroke. Fig. 2 is a 
vertical section of the lower portion of said 
pump, being a continuation of Fig. 2. 

1 is the discharge pipe, which serves the 
additional purposes of Sustaiming the cyl 
inder, and containing and guiding the op 
erating-rods. 
2 is a downward extension of the dis 

charge pipe 1, connected with it by a coup 
ling 3, which is formed with an internally 
projecting flange 4, upon which rests the 
head casting 5 of the upper section 6 of the 
cylinder, which is thus suspended within 
the extension 2. A screw ring 7 holds the 
head 5 down to its seat on the lange 4, so 
til at the interior of the extension 2 js not in 
direct communication with the intelior of 
tlhe disclharge pipe 1. 
The Suspending head 5 of the cylinder 

section 6 is formed below its top with an 
annular series of ports 8, which communi 
cate exteriorly with the space 9 between the 
cylinder 6 and the , extension 2, and in 
teriorly with a port (), opening through 
the base of the head, which port 1() is eon 
Spring 12. 

13 is the upper section of a hollow plinger 
l'od which passes down through the cylinder 
head, and has connected with its upper end 
the propelling rod 14. The hollow plunger 
rod section 13, is connected within the cyl 
inder section 6 to a succeeding similar plun. 
ger-rod section 15, by a coupling 16 which 
has ported extensions 17 communicating ex 
teriorly with the interior of the cylinder ( 
and interiorly with the hollow plunger-rod 
Sections. : 

Upon the upper end of the cotipling 16 is 
; and having ports 19 made through it. These 

actuated valve 2). Upon the lower end of 
the coupling 16 is another plunger 21, also 
fitting the cylinder 6, and having ports 22 

Fig. 1 

trolled by a valve 11, held to its seat by a 
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a plunger 18, fitting the cylinder section 6, 
ports are controlled from belowly a spring - 
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through it, which are controlled from above 
by a spring-actuated valve 23. These two 
plulugers are l'espectively above and below 
the ports 1. Springs interposed between 
the ported extension 17 and the valves 20 
and 23 normally hold the valves seated. 
24 is a succeeding cylinder section. it is 

connected with the upper cylinder section 6, 
by a coupling 25, w111ch has in its circuIn 
ference an annular series of ports 26 colm 
municating exteriorly With the space 9 ye 
tween the extension 2 and the cylinder Sec 
tions, and interiorly with a port 2 opening 
upwardly through the top of the coupling, 
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assuming first: that several strokeshave been 
made, so that every portion and stage of the 
cylinders, valves, plunger-rods and encir 
cling pipes are charged with water. When 
the pipelling rod 14 is moving upwardly, 
as shown in Fig. 1, the bottom valve 43 in the lower cylinder section 24 opens, as does 
also the upper valve 29 of the cylinder-Sec 
tion coupling 25, which valve is really the 
bottom valve of the upper cylinder Section (5. 
Water now flows past valve 43 into the lower 
end of cylinçler Šection 24 and follows tho 
lower plunger 36 upwardly within said sec 
tion. The water which is in the space 9, be 

70 

5 and Witna port 28 opening down wai'ily tween the cylinder and the outer casing 280 
through the Dottom of the coupling. The (the parts being submerged) flows from said coupling 25 conveniently comprises a tubu space through the ports 36 in the cylinder 
lar portion sleeved on line plunger rod lots section coupling 25 and tip through the port 
and having outward extensions constituting 27 and past the open valve 29 into the upper 

20 seats for tie, adjacent terminals of the cyl. cylinder section 6 and follows upwardly the 85 
indel's, which latter are threaded to said lower plunger 21 therein. IDuring this up 
outward extensions. . . . . ward stroke, the water which is in the lower 
The upper end of the coupling is provided cylinder section 24, above the upper plunger 

with a spring-controlled Valvez) w nich con; | 33 therein being unabie to pass upward?yby 
25 trols the upper port 2, and the lower end the closed valve 30 is forced to flow down-90 
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30, which controls the lower port 28. 
of the coupling has a spring-controlled valve 

The second section 15 of the plunger rod 
plays down through the couplung 2) of the 
cylinder sections, and has secured upon its 
lower end a second coupling 31, which, if a. 
third plunger-rod section were to follow, 

wardly through the ports 34 of said upper 
plunger, past the open valve 35 controlling 
said ports, and being stopped by the lower 
closed valve 38 from passing through the 
ports of the lower plunger 30, is forced to 
flow through the ports 32, of the coupling 31. 
into the hollow plunger-rod section 15 and would be precisely like the first plunger- thence upwardly through the entire length 

Section 16; but, as here illustrated, no more of all the plunger rod sections into the dis 
plunger-rod sections following, said cup- charge, pipe 1 and to the surface of the 
ling as its lower end closed as shown. This ground. In like manner, the water which coupling 81, has at its middle ported exten- is above the upper plunger 18 in cylinder 
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as a coupling for the next extension; but as 

sion 32 which communicates exteriorly with 
the cylinder section 24 and interiorly with 
the hollow plunger rod section 15. Upon the 
upper end of the Coupling 31 is a plunger 
33 which fits the cylinder section 24 aid as 
made through it the ports 34, which are coil 
trolled from below by a spring-controlled 
valve 35. Upon the lower end of coupling 
3l is a second plunger 36, also fitting the 
cylinder section 24, alud having poras 37 
through it, which are controlled Iron above 
by a spring-controlled valve 38, springs 
being interposed between the ported exten 
sion and the respective valves and for nor 
mally holding the latter seated. 
To the lower end of the discharge pipe 

extension 2 is fitted a foot guide 39, which if 
more extensions were to follow, could serve 

here showi), this is the bottom of the pulap. 
This foot guide is provided with spaced 
lugs 40 projecting ilwartly aid which serve 
als gides to steady the base of the cylinder 
Section 24. This Section has fitted to its 
lower end a foot plate 41 with ports 42, 
which are controlled from above by a spri 
controlled valve 43. 
The operatio, of the pump is as follows, stage or cylinder section of the pump. 

section 6, being unable to pass the closed 
valve 11 above is forced downwardly through 
the ports 19 of said upper plunger, past the 
open valve 20 which controls said ports, and 
being unable to pass through the ports 22, 
if the lower plunger 21, because of their 
closed valve 23, is forced to flow through 
the ports 17 of the coupling 16 into the lower 
end of the tipper plunger rod section 13 and 
thence upwardly to the discharge pipe 1 and 
the surface of the got incl. 

() the return or down stroke, as seen in 
Fig. 2, the water which entered the lower 
cylinder section 24 below the lower plunger 
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36 being unable to pass back through the 
now closed lower valve 43, will be forced 
up through the ports 37 of said lower plun 
ger, past the open valve 38 controlling said 
ports, and through the ports 32 of the coup 
iing 31 into the hollow plunger rod and 
thence to the surface. At the same time, 
water from space 9 will flow through the 
ports 26 of the cylinder section coupling 25, 
and down through the port 28 and open 
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valve 30 and will fill the cylinder section 24. 
above the upper plunger 33 therein. In simi 
lar manner the water will flow in the upper 
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60 to the adjacentends of the plunger rods, the 
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this construction, any number of cylinders 
may be connected end to end. The water 
can be taken in at the end of each cylinder, 
each of which may be used as single or as 
double acting pump. All the plungers can 
be operated by one plunger rod. 
The capacity of the pump, is linited only by the practical flowing velocity of water 

through the discharge pipe instead of being 
controlled by the area of its plunger. 
The extension 2 of the discharge pipe, not 

only serves to guide and steady the cylinder 
at its bottom, but also serves as a suction 
pipe in case the water recedes below the top 
of the upper cylinder section 6. In case, 
however, that said cylinder section is at all 
times sufficiently submerged, even while op 
erating at its maximum capacity, the exten 
sion 2 is not necessary. 

Having thus described my invention what 
I claim as new and desire to secure by Let 
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ters Patent is:- 1. A deep-well pump, comprising a plu 
rality of connected alined cylinders, each 
cylinder having at one end its own inde 
pendent inlet communicating directly with 
the exterior water at a point below the up 
per end of the lower cylinder; a pair of 
spaced plungers in each of said cylinders, 
each plunger being provided with ports; 
valves controlling said plunger ports; a hol 
low plunger rod common to and connected 
with all the plungers to operate them simul 
taneously in the same direction; said plunger 
rod being closed at its lower end and having 
a valveless port at a point between the mem 
bers of each pair of ported plungers, where 
by each cylinder communicates with the 
cavity in said plunger rod; the cylinders at 
their meeting ends providing an auxiliary 
inlet intermediate the pairs of plungers; 
valves to control all the cylinderinlets; and 
a discharge pipe to which the hollow plunger 
rod delivers. 

2. In a pump of the character described, 
the combination of a cylinder, a plurality of 
alined hollow plunger rods mounted within 
the cylinder, a coupling member secured to 
the adjacent ends of the plunger rods, the 
coupling member having an opening inter 
mediate its ends communicating with an 
opening between the adjacent ends of the 
plunger rods, and ported plungers sleeved 
upon said coupling upon opposite sides of 
the opening in said coupling member, and 
'alves for the ports of the plungers. 
3. In a pump of the character described, 

the combination of a plurality of alined hol 
low plunger rods, a coupling member secured 
coupling member having an opening inter 
mediateitsends conqunicating with an open ing between the adjacent ends of the plunger 
rods, and ported plungers sleeved upon said 

35 coupling upon opposite sides of the opening 

in said coupling member, and valves for the 
ports of the plungers, a sleeve upon the end 
of one of said plunger rods and having 
an opening communicating with an opening 
in the plunger rod, and ported plungers 
upon said sleeve upon opposite sides of the 
opening, and valves for said ports, and a 
cylinder surrounding the plungers, the cyl 
inder being open at its ends and having an 
intermediate opening at a point between said 
coupling member and sleeve. 
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4. In a pump of the character described, 
the combination of a plurality of allined hol 
low plunger rods, a coupling member 'se 
cured to the adjacent ends of the plunger 
rods, the coupling member having an open 
ing intermediate its ends communicating 
with an opening between the adjacentends 
of the plunger rods, and ported plungers 
sleeved upon said coupling upon opposite 
sides of E. opening in ? coupling mem 
ber, and valves for the ports of the plungers, 
a sleeve upon the end of one of said plunger rods and |???????? an opening communicating 
with an opening in the plunger rod, and 
ported plungers sleeved upon the last men 
tioned sleeve upon opposite sides of the 
opening, and valves for said ports, a cylin 
der surrounding the plungers, the cylinder 
being open at its ends and having an inter 
mediate opening at a point between said 
coupling member and sleeve, and a casing 
extending continuously from top to bottom 
of the cylinders, the casing being free from 
openings except at its ends. 

5. A deep-well pump comprising plural, 
alined and connected pipes, the upper one 
of which serves as a discharge pipe; a plu 
rality of connected, alined cylinders, sus 
pended in the discharge pipe, and thence 
passing down into the extensions thereof anci 
separated therefrom by a space, each cylin 
der having its own independent in lets com 
municating with said space; valves control 
ling said inlets; a pair of spaced plunger's 
in each cylinder, each plunger being pro 
vided with ports; valves controlling said 
plunger-ports; and a hollow plunger-l'od 
common to and connected with all the 
plungers to operate then simultaneously in 
the same direction, said plunger-rod having 
its upper endi communicating with the clis 
charge pipe, and having also a port at a 
point between the members of each pair 
of ported plungers, whereby each cylinder 
communicates with the cavity of said pln ger-rod. 

(. A deep-well pump comprising a dis 
charge pipe; an extension pipe there from 
passing down into the well; a coupling con 
necting the discharge pipe and its extension, 
said coupling having an internal annular 
flange; a cylinder head supported on said 
flange and having an annular series of ports 
communicating with the interior of the ex 
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tension pipe, and having also downwardly 
opening ports leading through its bottom 
from the annular series of ports; a valve 
on the cylinder head to control said bottom 
ports; a cylinder section secured to said 
head and extending down within and sepa 
'ated from the extension pipe, said cylinder 
section communicating through the head 
ports with the separating space between the 
extension pipe, and cylinder a second cylin 
der section in line with the first; a coupling 
uniting the two cylinder sections, said: 
coupling having ports communicating with 
the space exterior thereto and with each 
cylinder section; valves on the coupling con 
trolling the eommunication of said ports 
with the cylinder section, a foot valve in 
the lower end of the second cylinder section: 
a hollow plunger rod. section connmunicat 
ing above with the discharge pipe; a second 
plunger rod section; a coupling uniting the 
two sections of the plunger rod, said 
coupling having a port through which the 
upper cylinder section comunicates º with 
the upper plunger rod section; a second 
coupling on the lower end of the second 
plunger-rod section said coupling having 
a port through which the second cylinder 
section communicates with the second plun 
ger rod section; a pair of ported plunger's 
on each plunger rod-section, one plunger of 
each pair being above and the other below 
the said ports in said plunger-rod sections, 
and valves on the plunger-rod couplings 
controlling the ports of the plungers. 

T. A deep-well pump comprising a lis 
charge pipe; an extension pipe therefroii) 
passing down into the well; a coupling con 
necting the discharge pipe and its extension, 
said coupling having an internal ania' 
flange; a cylinder head supported on saic 
flange, and having an annular series of 
ports communicating with the interior of 
the extension pipe, and having also low 
wardly opening ports leading through its 
bottom from the annular series of ports: a 
alve on the cylinder head to control said 
bottom ports; a cylinder section secured to 
said head and extending town within and 
separated from the extension pipe, saic cyl 
inder section communicating through the 
head ports with the separat ing space le 
tween the extension pipe and cylinder; a 
second cylinder section in line with the first; 
a coupling uniting the two cylinder sections, 
Said coupling having ports communicating 
with the space exteriór thereto and witlh 
each cylinder section; valves on the coupling 
controlling the communication of said ports 
with the cylinder sections; a foot valve in 
the lower end of the second cylinder section; 
a hollow plunger rod section connunicating 
above with the discillarge pipe; a second 
plinger rod section; a coupling initing the 
two sections of the plinger rod, said 
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coupling having a port through, which the 
upper cylinder section communicates with 
the upper plunger rod section; a second 
coupling on the lower end of the second 
plunger-rod Section, said coupling having a 
port through which the second cylinder sec 
tion communicates with the second plunger 
rod section; a plunger on each plunger-rod 
section, said plunger having ports through, 
them and valves controlling said ports. . 

S. In a pumping apparatus of the char 
acter described, a cylinder having openings 
at its respective ends, a hollow plunger rod 
operating therein and having intermediate 
its ends a transverse ported extension, aper 
rtured plungers on the rod one on each side 
of said extension, valves for the plunger, and 
springs arranged between the valves and 
contacting with the ported extension for 
normally holding the valves seated. 

9. In a pumping, apparatus of the char, 
acter described, a cylinder having inlet open 
ings at its respective ends, a valve for each 
inlet, a hollow plunger rod operating within 
the cylinder, the rod being ?????????????? at its 
lower end an open at its upper end to dis 
charge the contents of the apparatus, a trans 
verse ported extension intermediate the ends 
of the rod, apertured plungers on the rod 
on each side of said extension, valves for the 
plungels, and spring members arranged be 
tween the valves and contacting with the 
ported extension for normally holding the 
plinger valves seated. 

1(). In a pumping apparatus of the char 
acter described, the combination of a plu !ality of cylinders and a dischifirge pipe, all 
in a linement, the lower cylinder having at 
is lower end an inlet, a casing extendin 
thioghout the length of both cylinders an 
connecting with the discharge pipe, said cas 
ing having a single inlet adjacent the inlet 
of said lower cylinder, a coupling member for the respective cylinders, said coupling 
Innenber ha ving apertures communicating 
with the easing and each cylinder, a porteã 
cap member for the upper end of the upper 
cylindler con municating with the casing, a 
lollow linger rod communicating with the 
(lischarge pipe and closed at its lower end, the 
plunger rolla\ing a port, in each cylinder, 
apertured lunger's not inted on the rod two 
for each cylindler and one upon each side of 
the plunger rod ports, and valves for the cyl 
inder inlets and plunger ports constructed 
and arranged to permit all of said plungers 
to simultaneously force the water in to the 
hollow rod and thence to the discharge pipe 
in both directions of the plunger movement. 

11. A pump of the character described 
comprising two alined hollow open énde 
cylinders communicating directly with the 
water supply, a centraïy arranged hollow 
plunger rod, a coupling member comprising 
a tubular portion loosely sleeved on said 
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hollow rod and having outward extensions 
constituting seats for the adjacent terminals 
of the cylinders, an interlocking connection 
between the said outward extensions and the 
said cylinders, and said coupling members 
having openings communicating with the re 
spective cylinders and the outside, valves 
at each of the cylinder ends, and a ported 
plunger in each cylinder on said plunger 
rod, the rod having openings communicating 
with the cylinders adjacent said plungers. 

12. A pump of the character described 
comprising two alined hollow open ended 
cylinders communicating directly with the 
water supply, a centrally arranged hollow 
pitunger rod, a coupling member comprising 
a tubular portion loosely sleeved on said 
hollow rod and having outward xtensions 
constituting seats for the adjacent terminals 
of the cylinders, an interlocking connection 
between the said outward extensions and the 

said cylinders, and said coupling members 
having openings communicating with the re 
spective cylinders and the outside, valves at 
each of the cylinder ends, a ported plunger 
in each cylinder on said plunger rod, the 
rod having openings communicating with 
the cylinder's adjacent said plunge's, and 
a casing extending continuously from a 
point adjacent the lower end of the lower 
cylinder to a point adjacent the upper end 
of the upper cylinder, the casing being open 
at its lower end and communicating at its 
upper end with the upper end of the upper 
cylinder. w 

In testimony whereof I have signed my 
name to this specification in the presence of 
two subscribing witnesses. 

GOMER. W. PRICIE. 
Witnesses: 

WM. F. BooTH, 
D. B. RICHARDs. 
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