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To all, whom, it nudity concern: 
Beit known that we, FRANKBERNARDIAST, 

manager to the Swansea Hematite Iron Com 
pany, Limited, residing at Landore, and JOHN 
ROPERWRIGHT, iron and steel manufacturer, 
residing at Elba, SteelWorks, Gowerton, near 
Swansea, England, subjects of the Queen of 
Great Britain and Ireland, have invented cer 
tain.Improvements in the Manufacture of Iron 
and Steel, of which the following is a specifi 
cation. 
The object of our invention is to effect im 

provements in the manufacture of steel in the 
Siemens-Martin or Pernot or other open 
hearth furnace; and we accomplish this by 
supplying air or steam or both to the molten 
mass through movable twyers, which can be 
moved about to different parts of the bath 
and thus disseminate the air or steam through 
out the whole mass of molten metal. 
To carry out our invention, we may either 

take molten iron from a blast-furnace, metal 
mixer, cupola, or other like furnace, and in 
troduce it directly into a Siemens-Martin, Per 
not, or other open-hearth furnace, (whether 
acid or basic,) or in lieu of such molten metal 
We may melt pig-iron or may take a mixture 
of the two. A number of discharge-nozzles, 
twyers, or blast-jets, preferably with some 
What large Outlet or Outlets-say, for exam 
ple, With an outlet of at least one inch cross 
sectional area-are inserted into the charge 
near the bottom thereof and from opposite 
sides, but not so as to direct the blasts verti 
cally downward onto or into the charge. These 
are movable by being swiveled near the ap 
ertures in the open hearth, so that they can 
rapidly be moved about to any part of the 
charge where air or steam or both may be re 
quired. They are moved about in the charge 
while the air or steam or both is or are forced 
into and up through the said charge at a suit 
able pressure, which must depend on the depth 
to which their outlets are immersed below the 
surface of the charge. When the tempera 
ture has increased Sufficiently, iron ore can, 
if required, be introduced and the treatment 
be carried on as usual in open-hearth, proc 
esses. The forcing in of air or steam or 
both in the manner aforesaid can be contin 
ued until the silicon and carbon are nearly 

or wholly eliminated. Any convenient ar. 
rangement of the apparatus for conveying or 
injecting the steam can be adopted, provided 
that the requisite facility for moving the eject 
ing devices in the charge be provided and the 
air and steam beat sufficient pressure, and 
provided that the nozzles, twyers, or blast 
jets are arranged so as to direct the air or 
steam or both at various points up through 
the whole charge and not vertically down 
ward at one spot, which would not attain the 
object of our invention. 

Preferably we attach to the injecting ap 
paratus taps, whereby the Supply of air or 
steam can be regulated. The pipes which 
form the ejection apparatus may be intro 
duced by the doors or ordinary openings or 
by openings specially provided for the pur 
pose on each side of the furnace and can be 
moved about in the charge. The connections 
between the pipes and the sources of air or 
steam under pressure may be conveniently 
made by flexible metallic tubing of a suitable 
kind. 
Owing to the flexible connections the pipes. 

constituting the twyers or blast-jets can be 
moved about in the molten charge and the 
air directed in such a Way as to cause the 
whole of the molten charge to be thoroughly 
submitted to the action of the air or steam or 
both, a matter which is essential to Success. 
The injection of air or steam or both can be 
stopped at any point according to the quality 
of steel required. 
In order that our invention may be fully 

understood, we will now proceed to describe 
the same with reference to the annexed sheet 
of drawings. s 

Figure 1 represents in vertical section, and 
Fig. 2 in horizontal section, a Siemens-Mar 
tin furnace provided with an arrangement of 
blast-distributing jets according to this in 
vention. 
A is the hearth of the furnace, to which 

molten metal is conducted by the metal run 
ner a direct from the blast-furnace Ol' Cupola 
or other furnace in which it has been reduced 
or melted. 
B is the crown of the furnace, and C indi 

cates the regenerative arrangements. 
A suitable blast-main F and storage of air 
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or steam or air and steam under pressure and 
leading into the said main are provided, and 
from the said main are led flexible pipes D, 
which terminate innozzle-pipesE, say of cast 
iron, with an orifice of from one to two square 
inches cross-sectional area of outlet. These 
are protected by sleeves of refractory mate 
rial, Such as fire-clay. 
be provided with cocks G, by which the pres 
sure of the air or steam or both can be regul 
lated SO as to give the proper degree of ebul 
lition of the charge during the process. 
As soon as the air or steam or both are ad 

mitted gas can be almost turned off, as suffi 
cient heat is generated during the treatment, 
the gas being again turned on near the end 
of the operation and during finishing in the 
Ordinary Way. The air or steam or both air 
and steam should be turned on before the 
pipes are introduced into the charge. 
We have shown in Fig. 2 seven single noz 

zles led in at the sides, but more or less can 
be used as desired, provided they are in suf 
ficient number to bring the air or steam or 
both into contact with the whole charge and 
that they are directed into the charge so as 
not to direct the air or steam or both yerti 
cally downward at one part of the charge 
only. The said pipes are led into the charge 
from Opposite sides, and those at one side al 
ternate with those on the other, so as to give 
a Very efficient action throughout the entire 
mass of the charge. It is essential that the 
Said pipes be not directed downward verti 
cally over or into the charge at one part there 
of only. 

The said pipes may 
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Having now particularly described and as 
certained the nature of Our Said invention and 
in what manner the same is to be performed, 
we declare that what we claim is 

1. The manufacture of steel by introduc 
ing molten iron from a blast-furnace, cupola, 
or the like direct into a Siemens-Martin or 
Pernot or other open-hearth furnace operat 
ing in a neutral or reducing atmosphere and 
then forcing an oxygen-containing fluid into 
and up through the molten charge, the jets 
of fluid being introduced alternately from op 
posite sides and being moved about in the 
charge SO as thoroughly to subject it to the 
action of the fluid, Substantially as described. 

2. The manufacture of steel by introduc 
ing molten iron from a blast-furnace, cupola, 
or the like direct into a Siemens-Martin or 
Pernot or other open-hearth furnace and then 
forcing an oxygen-containing fluid into and 
up through the molten charge as aforesaid 
the jets of fluid being introduced alternately 
from opposite sides and being moved about 
in the charge So as thoroughly to subject it 
to the action of the fluid substantially as here 
in before described and adding ore and finish 
ing the charge in the ordinary way. 

In testimony whereof We have signed our 
names to this specification in the presence of 
two Subscribing Witnesses. 

FRANK BERNARD IAST. 
JOHN R. WRIGHT. 

Witnesses: 
GEO. HAMILTON, 
THOS. JONES. 
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