Inventor; and
Inventor/Applicant (for US only): DUAN, Daniel, C,

Title: MICRONEEDLE ARRAYS AND METHODS OF USE THEREOF

Abstract: A method of treating a patient with a microneedle array having an active agent disposed on at least a portion of one or more of the microneedles, wherein the array with active agent is characterized by a first optical response when probed with a selected incident light spectrum. The array with active agent is applied to a skin surface, optionally allowed to remain on the skin surface for a specified time, and removed. The used array is probed with the selected incident light spectrum, a second optical response is sensed, and the difference between the first optical response and the second optical response is determined and compared to a predetermined threshold value.

Published:
— with international search report

**Declarations under Rule 4.17:**

— as to applicant's entitlement to apply for and be granted a patent (Rule 4.17(H))

— as to the applicant's entitlement to claim the priority of the earlier application (Rule 4.17(Ui))

For two-letter codes and other abbreviations, refer to the “Guidance Notes on Codes and Abbreviations” appearing at the beginning of each regular issue of the PCT Gazette.
MICRONEEDLE ARRAYS AND METHODS OF USE THEREOF

Cross-Reference to Related Applications

The present application claims priority to U.S. Provisional Application Serial No. 60/741,096, filed on November 30, 2005, which is incorporated herein in its entirety.

Field

The present invention relates to microneedle arrays and methods of use of microneedle arrays.

Background

Devices including arrays of relatively small structures, sometimes referred to as microneedles or micro-pins, have been disclosed for use in connection with the delivery of therapeutic agents and other substances through the skin and other surfaces. The devices are typically pressed against the skin in an effort to pierce the stratum corneum such that the therapeutic agents and other substances can pass through that layer and into the tissues below.

In one approach, a delivery device comprises an active agent that is externally coated onto an array of microneedles and the active agent is delivered directly into the skin after the microneedles breach the stratum corneum. A number of mechanisms may cause the active agent to be removed from the microneedles and deposited in the skin. For example, the active agent may dissolve off of the microneedles when in contact with interstitial fluid. In certain instances the microneedles may be left in contact with the skin for a specified period of time in order to allow sufficient delivery of the active agent.

Summary of the Invention

Microneedles are quite small and are thus not readily visible to the naked eye. In addition, a dried coating of an active agent on a microneedle represents a very small amount of material. The ability to distinguish between a microneedle
array with and without an active agent coating is thus generally not possible by unaided visual observation. It would be desirable to be able to confirm that the active agent of a delivery device has indeed been delivered into the skin after the delivery device has been applied and subsequently removed from a patient.

In a first aspect, the present invention is a method of treating a patient with a microneedle array having an active agent disposed on at least a portion of one or more of the microneedles, wherein the array with active agent is characterized by a first optical response when probed with a selected incident light spectrum. The array with active agent is applied to a skin surface, optionally allowed to remain on the skin surface for a specified time, and removed. The used array is probed with the selected incident light spectrum, a second optical response is sensed, and the difference between the first optical response and the second optical response is determined and compared to a predetermined threshold value.

In a second aspect, the present invention is a drug delivery device comprising a plurality of microneedles arranged on a substrate, each microneedle having a base and a tip. The tip of one or more of the microneedles has a first optical response when probed with a selected incident light spectrum and the base of the microneedle has a second optical response when probed with the selected incident light spectrum, the second optical response differing from the first optical response. An active agent formulation covers at least a portion of the tip of one or more of the microneedles and modulates the first optical response of the microneedles when probed with the selected incident light spectrum.

In a third aspect, the present invention is a microneedle array comprising a plurality of tapered microneedles arranged on a substrate, wherein the microneedles have a fluorescence that is greater than that of the substrate.

In a fourth aspect, the present invention is a measurement device for determining if an active agent is successfully delivered from a microneedle array wherein the array with active agent is characterized by a first optical response when probed with a selected incident light spectrum. The measurement device comprises: a holder configured to receive and orient the microneedle array; a light source aligned so as to probe the received and oriented microneedle array with the selected incident light spectrum; a detector aligned so as to detect a second optical
response of the microneedle array in response to the probing with the selected incident light spectrum; an analysis device that analyzes whether the difference between the first optical response and the second optical response exceeds a predetermined threshold value; and a signaling device that generates a signal in response to the determination of the difference between the first optical response and the second optical response.

As used herein, certain terms will be understood to have the meaning set forth below:

"Array" refers to the medical devices described herein that include one or more structures capable of piercing the stratum corneum to facilitate the transdermal delivery of therapeutic agents or the sampling of fluids through or to the skin.

"Microstructure," or "microneedle" refers to the specific microscopic structures associated with the array, also referred to as a "microarray", that are capable of piercing the stratum corneum to facilitate the transdermal or intradermal delivery of therapeutic agents or the sampling of fluids through the skin. By way of example, microstructures can include needle or needle-like structures as well as other structures capable of piercing the stratum corneum.

The features and advantages of the present invention will be understood upon consideration of the detailed description of the preferred embodiment as well as the appended claims. These and other features and advantages of the invention may be described below in connection with various illustrative embodiments of the invention. The above summary of the present invention is not intended to describe each disclosed embodiment or every implementation of the present invention. The Figures and the detailed description which follow more particularly exemplify illustrative embodiments.

**Brief Description of the Drawings**

Preferred embodiments of the invention will now be described in greater detail below with reference to the attached drawings, wherein:

FIG. 1 is a schematic side view of a portion of a microneedle array.
FIG. 2 is a schematic side view of a portion of a microneedle array with an active agent formulation coating.

FIG. 3 is a block diagram of a measurement device.

FIG. 4 is a schematic top view of a portion of a microneedle array.

FIG. 5 is a schematic perspective view of a microneedle device.

While the above-identified drawing figures set forth several embodiments of the invention, other embodiments are also contemplated, as noted in the discussion. In all cases, this disclosure presents the invention by way of representation and not limitation. It should be understood that numerous other modifications and embodiments can be devised by those skilled in the art, which fall within the scope and spirit of the principles of the invention. The figures may not be drawn to scale. Like reference numbers may be used throughout the figures to denote like parts.

**Detailed Description**

One embodiment of the present invention is a method of treating a patient with a device comprising a microneedle array with an active agent. The microneedle array has an active agent formulation disposed on at least a portion of the microneedles. The active agent formulation may take a variety of forms, such as a solid, gel, hydrogel, powder, liquid, viscous fluid, or adhesive. The active agent formulation is preferably a solid or powder. The active agent formulation may take on any of a number of different shapes, such as a thin laminar coating, a single droplet shape on the tip of the microneedle, or a plurality of discrete particles adhered to the sides of the microneedles. The active agent formulation may be preferentially located near the tips of the microneedles or it may be dispersed along the entire surface of the microneedles. The active agent formulation may also reside on the substrate. In one embodiment the concentration or amount of active agent on the substrate is less than that on the microneedles. In one embodiment, the active agent formulation is present as a thin coating or layer on the external surface of the microneedles. Such a coating or layer may vary in
thickness, and in some instances may range from about 1 micron to about 100 microns thick.

The microneedle array with active agent formulation is characterized by having a first optical response when probed with a selected incident light spectrum. The incident light spectrum may be broadly considered to be any combination of wavelengths of electromagnetic radiation in the ultraviolet, visible, and/or infrared regions of the electromagnetic spectrum. For purposes of definition, the ultraviolet region is considered to include wavelengths ranging from about 100 to about 400 nm, the visible region about 400 to about 800 nm, and the infrared region about 800 nm to about 1000 microns. In one embodiment, suitable infrared radiation may be in the near-IR range, that is, about 800 nm to about 1 micron, and/or in the mid-IR range, that is, about 2.5 to about 15 micron.

The optical response will most typically comprise absorption or absorbance, reflection, scattering, fluorescence, and/or phosphorescence. In one embodiment the optical response is fluorescence. In one embodiment the optical response is absorption. A selected incident light spectrum may elicit a variety of optical responses from the microneedle array and/or active agent formulation. In one embodiment, a single optical response will be monitored. For example, the optical response may be the intensity of a particular wavelength indicative of fluorescence.

The microneedle array with active agent is applied to a skin surface in order to deliver the active agent to a patient. The array may be removed immediately after application or optionally left in place on the skin surface for a specified time. It may be desirable to leave the array in place for a given or specified time period (e.g., 1 minute, 5 minutes, more than 5 minutes, 20 minutes) to allow time for at least a portion of the active agent formulation to deposit into or be taken up into the skin. For example, the active agent formulation may be a solid adhered to the microneedles and require some time to dissolve into the interstitial fluid in the skin.

In one embodiment, an applicator device may be used to apply the array to the skin surface. Such an applicator may control various application parameters, such as the speed with which the array is applied, the force with which the array is
applied, and/or the angle with which the array impacts the skin. In addition, an applicator may aid in handling or otherwise transferring the array from a storage unit to the patient. In one embodiment, the applicator may be a single-use, disposable device that serves as both a storage unit and an application device.


After removing the array from the patient it is probed with the selected incident light spectrum to elicit a second optical response. This optical response will be of the same type as the first optical response (e.g., if the first optical response is a wavelength indicative of fluorescence, then the same wavelength will be monitored for the second optical response). The second optical response is sensed and if a sufficient portion of the active agent formulation is delivered from the array, then the second optical response will differ in intensity from the first optical response. The change in optical response versus the amount of active agent formulation removed from the microneedles may be calibrated and a predetermined threshold value of the difference between first and second optical responses can be established based on the desired amount of active agent to be delivered. It should be understood that the first optical response will typically have a known and constant value based on various manufacturing parameters. Thus, in use, a measurement device may only need to measure the second optical response and compare this to the known (but not directly measured by the measurement device) first optical response.

In one embodiment, as shown in Figures 1 and 2, the microneedle array 100 (only a portion of which is shown) comprises microneedles 110 having upper tip portions 120 that fluoresce in response to incident ultraviolet or visible light and lower base portions 130 that are substantially non-fluorescent to the same incident ultraviolet or visible light. The substrate 140 is also substantially non-fluorescent to the same incident ultraviolet or visible light. The active agent formulation 150
is applied as a dried coating that covers the fluorescent upper tip portions. In one embodiment, the active agent formulation absorbs at least a portion of the incident ultraviolet or visible light and thus prevents it from reaching the tip portions of the microneedles. In one embodiment, the active agent formulation absorbs fluorescent light emitted by the tip portions of the microneedles and thus prevents at least a portion of it from reaching a detector. In one embodiment, the active agent formulation may both absorb incident ultraviolet or visible light and emitted fluorescent light. Thus, an unused microneedle array, that is, a microneedle array with a full dose of active agent, will present little or no fluorescent light in response to the incident ultraviolet or visible light. If the active agent is delivered to the patient, that is, it is removed from the array, then the fluorescent tip portions of the microneedles will present a fluorescent response with increased intensity. The intensity of the fluorescent response may be calibrated as a function of active agent formulation on the array in order to determine how much active agent formulation has been removed from the array during use.

The microneedles 110 may be characterized by a height, h, which is measured from the plane of the substrate to the tip of the needle as shown in Figure 1. In one embodiment, the tip portion 120 is the portion of the needle between the tip and the halfway point along the height of the needle, that is, the portion of the needle at least 0.5*h above the substrate. In another embodiment, the tip portion 120 is the portion of the needle at least 0.75*h above the substrate and sometimes 0.90*h above the substrate. The base portion 130 is the remainder of the needle that is not the tip portion 120. In one embodiment, at least a part of the tip portion 120 and the base portion 130 may be made from different materials. In particular, it may be desirable for the tip portion 120 and the base portion 130 of each needle to present a different response when probed with an incident light spectrum. In one embodiment, the base portion 130 will present little or no response when probed with an incident light spectrum. In one embodiment, the tip portion 120 will present a positive response when probed with an incident light spectrum. In one embodiment, the tip and base portions are made entirely from two different materials. In another embodiment, part of the tip may comprise a first material that is the same as the material of the base portion, but the tip portion may also have a
second material, such as a fluorescent dye, dissolved or dispersed within the first material. Such a second material may be homogeneously mixed throughout the tip portion, it may be concentrated in particular parts of the tip portion, such as near the outer surfaces of the tip portion, or it may be an external layer or coating on the tip portion. Microneedles where the tip and base portions comprise different materials may be made by any of a number of means. A two-part molding process, for instance, may be suitable for making microneedles with differing tip and base portions. Alternatively, an inner portion of the microneedle may be molded and then one or more external layers may be coated onto the inner portion of the microneedle. Such a coating may be applied directly as a dried material or coated from a carrier solvent, which is subsequently allowed to evaporate. United States patent application serial nos. 60/629,187 and 60/629,209, the disclosures of which are incorporated by reference, provide examples of suitable techniques for coating microneedles.

In one embodiment, a measurement device 200 is used to perform the steps of probing, detecting, analyzing, and signaling. After removing the array from the patient, a light source 210 is used to probe the array 250 with the selected incident light spectrum 215 to elicit a second optical response 225 which is detected by a detection device 220, as shown schematically in Figure 3. This optical response 225 will be of the same type as the first optical response (e.g., if the first optical response is a wavelength indicative of fluorescence, then the same wavelength will be monitored for the second optical response). If a sufficient portion of the active agent formulation is delivered, and thus removed from the microneedle array 250, then the second optical response 225 will differ from the first optical response.

The change in optical response versus the amount of active agent formulation removed from the microneedles may be determined with an analysis device 230. The second optical response will often be recorded or converted to a digital input, which a conventional analysis device, such as a computer, may compare to the first optical response. The system may be calibrated to establish a predetermined threshold value of the difference between first and second optical responses which can be based on the desired amount of active agent to be delivered. A signaling device 240 may be used to indicate if the active agent was successfully delivered.
The signaling device may be any sort of conventional indicator, for example, a light, audible tone, or a digital readout, and will typically provide a signal in response to the determination of the difference between the first optical response and the second optical response.

It is envisioned that a small hand held measurement device would be suitable for making measurements of microneedle arrays to determine the presence or absence of active agent coating. The array with active agent will typically come as a pre-packaged unit and as such should contain a full dose. However, a health care provider could easily confirm this by making a measurement of an unused array. In the embodiment described above, an unused array would present little or no fluorescent signal, thus confirming the presence of the active agent. One or more optional indicators could be added to the array to confirm that the measurement device is working properly. For example, one or more fluorescent spots 410 as shown in Figure 4 could be placed at locations on the array 400 where there is no active agent formulation, so that measurement of an unused array provides a small confirming signal that the measurement device is working properly. The active agent formulation 420 is shown covering the tips of the microneedles, thus blocking some or all of the fluorescence of the tips. This may be desirable, since the mere absence of a signal might possibly be due to a malfunction in the sensor device.

After application, the used array may be inserted (or re-inserted) into a holder (e.g., a slot or tray) within the measurement device and probed with the selected incident light spectrum. An increased fluorescent signal could be used directly as a visual indicator to confirm removal of the active agent from the microneedles or it could be detected with a detection device, analyzed, and used to trigger a signaling device, for example, a visible or audible indicator, if the measurement exceeded a predetermined threshold value. In one embodiment a single external action may trigger the steps of probing, detecting, analyzing, and signaling. Examples of suitable external actions include pushing a button, turning a knob, or moving a lever. Alternatively, the measurement device may be configured such that insertion of a used microneedle array into the device triggers one or more of the steps of probing, detecting, analyzing, and signaling. In one
embodiment, the analysis device and the detection device may be integrated into a single measuring system.

Although the general description above is illustrated with an embodiment comprising microneedles with fluorescent tips, the method of treatment of the present invention may be accomplished in numerous other ways. The entire array could be fluorescent and the difference between the first and second optical responses would be indicative of an increase in intensity of the second response due to a greater exposed surface area of the array if the active agent formulation is removed. Thus an unused array would provide a response with a baseline intensity and this response would increase after removal of the active agent formulation. In one embodiment, the baseline response is minimized or is preferably substantially negligible. This may be done by preparing a microneedle array having a fluorescent response only in the areas of the array that are covered by active agent formulation. Thus if the microneedles are completely covered by active agent formulation, but the substrate is uncovered, then the microneedles would be fluorescent, but the substrate would not be fluorescent. A substantially negligible response would be equal to or less than the standard error in the positive response measurement. That is, it would be the same intensity or less than the noise level in the positive response, so it would have no significant effect on the quality of the positive response signal.

In one embodiment, the active agent formulation could have a fluorescent response and the microneedle array would be non-fluorescent. Thus, a used array would show a marked decrease in fluorescent intensity in comparison to an unused array.

In one embodiment, the optical response could be absorbance. For example, the array could be formed from a black or dark material in contrast with a lightly colored active agent formulation. Thus, in response to incident light in the visible spectrum, an unused array would present a strong response due to diffuse reflectance. Removal of the active agent formulation would cause the response to drop significantly in intensity. Alternatively, a dark colored or highly absorbent active agent formulation could be used to cover a light colored array. As discussed above, the light colored array would provide a response with a baseline intensity
even in the presence of the active agent formulation, but this response would increase when the active agent was removed. In another alternative, the array could have a specific color which would be partially or totally blocked by the active agent formulation. Detection and analysis could be performed using an automated measurement device sensitive to an appropriate wavelength of light. Alternatively, detection could be performed by visual inspection and comparison to a standard color chart, for example, to indicate if the dose had been removed from the array. In still another alternative, the array could be substantially transparent and the active agent formulation would absorb a portion of the incident light spectrum. A measurement of the transmitted light would thus distinguish between arrays with and without active agent formulation.

In still another embodiment, an image analysis system could detect contrasting features presented by the active agent formulation coating on the array. For example, the active agent formulation might be detected as dots or spots on the surface of the microneedles. Disappearance of these features would indicate removal of the active agent formulation and could be quantified by a reduction in the number and/or the size of the contrasting features. Image analysis may be employed with any suitable first optical response, such as those described above.

In one embodiment, the optical response could be reflectance. A shiny metal array could be entirely covered by an active agent formulation, and thus provide little or no reflectance prior to use. Removal of the active agent formulation would expose part or all of the shiny metal array and cause an increase in the amount of reflected light. The array could also be selectively reflective to match the areas of the array covered by the active agent formulation. For example, a metal array could have an anodized or black substrate and an active agent formulation covering the entire surface of the microneedles. Thus an unused array would provide little or no reflectance, but removal of the active agent formulation would expose the shiny metal microneedles and cause a strong response to the incident light spectrum.

Light emitted at any angle from the array may be suitable as the detected response. For example, the illumination and detection responses could travel along substantially the same path, that is, where the light emitting from the array in
response to the illuminating radiation re-traces the path of the illuminating radiation. In such an instance, the light source and detection device may be co-located. Alternatively, the light emitting from the array may be detected at an acute angle, a right angle, or an obtuse angle from the incident illumination. In a further alternative, light that is transmitted directly through the array could be detected (i.e., light emitted at an angle of 180 degrees to the incident light). In one embodiment, multiple detectors or a single detector having multiple, spatially separated sensing portions may be used to detect a response at a plurality of angles.

In one embodiment, the microneedle array shown schematically as 100 in Figure 1 may be part of a larger device in the form of a patch shown in Figure 5. Figure 5 illustrates a microneedle device comprising a patch 20 in the form of a combination of an array 22, pressure sensitive adhesive 24 and backing 26. The array 22 is illustrated with microneedles 10 protruding from a microneedle substrate surface 14. The microneedles 10 may be arranged in any desired pattern or distributed over the microneedle substrate surface 14 randomly. As shown, the microneedles 10 are arranged in uniformly spaced rows. In one embodiment, the array may have a skin-facing surface area of more than about 0.1 cm² and sometimes more than about 0.5 cm². In one embodiment, the array may have a skin-facing surface area of less than about 20 cm² and sometimes less than about 5 cm². In one embodiment, the array may have a skin-facing surface area of between about 0.5 cm² and about 5 cm². In one embodiment (not shown), a portion of the substrate surface 14 of the patch 20 is non-patterned. In one embodiment the non-patterned surface has an area of more than about 1 percent and less than about 75 percent of the total area of the device surface that faces a skin surface of a patient. In one embodiment the non-patterned surface has an area of more than about 0.10 square inch (0.65 cm²) to less than about 1 square inch (6.5 cm²). In another embodiment (shown in Figure 5), the microneedles are disposed over substantially the entire surface area of the array 22.

The microneedle devices useful in the various embodiments of the invention may comprise any of a variety of configurations, such as those described in the following patents and patent applications, the disclosures of which are herein incorporated by reference. One embodiment for the microneedle devices
comprises the structures disclosed in United States Patent Application Publication No. 2003/0045837. The disclosed microstructures in the aforementioned patent application are in the form of microneedles having tapered structures that include at least one channel formed in the outside surface of each microneedle. The microneedles may have bases that are elongated in one direction. The channels in microneedles with elongated bases may extend from one of the ends of the elongated bases towards the tips of the microneedles. The channels formed along the sides of the microneedles may optionally be terminated short of the tips of the microneedles. In one embodiment, the surface of the channels may be fluorescent and the remainder of the microneedle non-fluorescent. Another embodiment for the microneedle devices comprises the structures disclosed in U. S. Patent Application Publication No. 2005/026 1631, which describes microneedles having a truncated tapered shape and a controlled aspect ratio. In one embodiment, the truncated tip of the microneedle may have an optical response, such as fluorescence, that differs from the remainder of the microneedle and substrate. Microneedle devices suitable for use in the present invention may be used to deliver drugs (including any pharmacological agent or agents) through the skin in a variation on transdermal delivery, or to the skin for intradermal or topical treatment, such as vaccination.

In one aspect, drugs that are of a large molecular weight may be delivered transdermally. Increasing molecular weight of a drug typically causes a decrease in unassisted transdermal delivery. Microneedle devices suitable for use in the present invention have utility for the delivery of large molecules that are ordinarily difficult to deliver by passive transdermal delivery. Examples of such large molecules include proteins, peptides, nucleotide sequences, monoclonal antibodies, DNA vaccines, inactivated virus particles, polysaccharides, such as heparin, and antibiotics, such as ceftriaxone.

In another aspect, microneedle devices suitable for use in the present invention may have utility for enhancing or allowing transdermal delivery of small molecules that are otherwise difficult or impossible to deliver by passive transdermal delivery. Examples of such molecules include salt forms; ionic molecules, such as bisphosphonates, such as sodium alendronate or pamedronate;
and molecules with physicochemical properties that are not conducive to passive transdermal delivery.

In another aspect, microneedle devices suitable for use in the present invention may have utility for enhancing delivery of molecules to the skin, such as in dermatological treatments, vaccine delivery, or in enhancing the activity of vaccine adjuvants. Examples of suitable vaccines and vaccine adjuvants are disclosed in United States Patent Application Publication No. 2004/0049150 (Dalton et al.) and No. 2002/0193729 (Cormier et al), the disclosures of which are herein incorporated by reference.

Microneedle devices may be used for immediate delivery, that is where they are applied and immediately removed from the application site. In one embodiment, it may be desirable to leave the microneedle device in place for a relatively short period of time to allow for more complete delivery of a drug than can be obtained upon application and immediate removal. Such a short period of time is typically less than or equal to about 30 minutes, often less than or equal to about 20 minutes, and sometimes less than or equal to about 5 minutes. In one embodiment, it may be desirable to leave the microneedle device in place for an extended time, which may range from 30 minutes to as long as 1 week.

The present invention has been described with reference to several embodiments thereof. The foregoing detailed description and examples have been provided for clarity of understanding only, and no unnecessary limitations are to be understood therefrom. It will be apparent to those skilled in the art that many changes can be made to the described embodiments without departing from the spirit and scope of the invention. Thus, the scope of the invention should not be limited to the exact details of the compositions and structures described herein, but rather by the language of the claims that follow.
We claim:

1. A method of treating a patient comprising:
   providing a microneedle array with active agent comprising a plurality of
   microneedles arranged on a substrate and having an active agent formulation
   disposed on at least a portion of one or more of the microneedles, wherein the
   array with active agent is characterized by a first optical response when probed
   with a selected incident light spectrum;
   applying the microneedle array with active agent to a skin surface;
   optionally allowing the microneedle array to remain on the skin surface for
   a specified time;
   removing the microneedle array;
   probing the microneedle array with the selected incident light spectrum;
   sensing a second optical response; and
   determining if the difference between the first optical response and the
   second optical response exceeds a predetermined threshold value.

2. A method as claimed in claim 1 wherein the first optical response is
   selected from the group consisting of absorbance, reflection, scattering,
   fluorescence, image analysis, and phosphorescence.

3. A method as claimed in claim 1 wherein the first optical response is
   fluorescence.

4. A method as claimed in claim 1 wherein the first optical response is
   absorbance.

5. A method as claimed in any preceding claim wherein the incident light
   spectrum comprises visible wavelengths.

6. A method as claimed in any preceding claim wherein the incident light
   spectrum comprises ultraviolet wavelengths.
7. A method as claimed in any preceding claim wherein the active agent formulation prevents a portion of the incident light spectrum from reaching one or more of the microneedles.

8. A method as claimed in any preceding claim wherein the microneedle array is allowed to remain on the skin surface for a specified time prior to removal.

9. A method as claimed in any preceding claim wherein at least a portion of the active agent formulation is deposited in the skin.

10. A method as claimed in any preceding claim wherein the substrate provides a substantially negligible optical response to the incident light spectrum.

11. A method as claimed in any preceding claim wherein the microneedles comprise a base and a tip having different material compositions.

12. A method as claimed in claim 11 wherein the base and tip have differing optical responses to the incident light spectrum.

13. A method as claimed in claim 12 wherein the tip has a fluorescent response.

14. A method as claimed in claim 11 or 12 wherein the base of one or more microneedles provides a substantially negligible optical response to the incident light spectrum.

15. A method as claimed in any preceding claim wherein the microneedles having an active agent formulation disposed thereon provide a substantially negligible optical response to the incident light spectrum.
16. A method as claimed in any preceding claim wherein the second optical response is greater in intensity than the first optical response.

17. A method as claimed in any preceding claim wherein a detection device is used to detect the second optical response.

18. A method as claimed in claim 17 wherein a measurement device probes the microneedle array with the selected incident light spectrum.

19. A method as claimed in any preceding claim further comprising the steps of probing the array with active agent with the selected incident light spectrum and measuring the first optical response.

20. A method as claimed in any one of claims 1 to 18 wherein the first optical response is a known and constant value for a particular type of array with active agent which may be compared to the measured second optical response.

21. A method as claimed in claim 18 wherein an analysis device analyzes whether the difference between the first optical response and the second optical response exceeds a predetermined threshold value.
22. A drug delivery device comprising:
an plurality of microneedles arranged on a substrate, each microneedle
having a base and a tip;
wherein the tip of one or more of the microneedles has a first optical response when probed with a selected incident light spectrum;
wherein the base of the microneedle has a second optical response when probed with the selected incident light spectrum, the second optical response differing from the first optical response;
an active agent formulation covering at least a portion of the tip of one or more of the microneedles; and
wherein the active agent formulation modulates the first optical response of the microneedles when probed with the selected incident light spectrum.

23. A drug delivery device as claimed in claim 22 wherein the first optical response is selected from the group consisting of absorbance, reflection, scattering, fluorescence, image analysis, and phosphorescence.

24. A drug delivery device as claimed in claim 22 wherein the first optical response is fluorescence.

25. A drug delivery device as claimed in claim 22 wherein the first optical response is absorbance.

26. A drug delivery device as claimed in any one of claims 22 to 25 wherein the incident light spectrum comprises visible wavelengths.

27. A drug delivery device as claimed in any one of claims 22 to 26 wherein the incident light spectrum comprises ultraviolet wavelengths.

28. A drug delivery device as claimed in any one of claims 22 to 27 wherein the active agent formulation prevents a portion of the incident light spectrum from reaching one or more of the microneedles.
29. A drug delivery device as claimed in any one of claims 22 to 28 wherein the substrate provides a substantially negligible optical response to the incident light spectrum.

30. A drug delivery device as claimed in any one of claims 22 to 29 wherein the microneedles comprise a base and a tip having different material compositions.

31. A drug delivery device as claimed in claim 30 wherein the tip has a fluorescent response.

32. A drug delivery device as claimed in claim 30 or 31 wherein the base of one or more microneedles provides a substantially negligible optical response to the incident light spectrum.

33. A drug delivery device as claimed in any one of claims 22 to 32 wherein the microneedles having an active agent formulation disposed thereon provide a substantially negligible optical response to the incident light spectrum.

34. A microneedle array comprising:
   a plurality of tapered microneedles arranged on a substrate,
   wherein the microneedles have a fluorescence that is greater than that of the substrate.

35. A microneedle array as claimed in claim 34 and further comprising an active agent formulation at least partially disposed on the microneedles.

36. A microneedle array as claimed in claim 34 or 35 wherein the substrate provides a substantially negligible optical response to an incident light spectrum.

37. A microneedle array as claimed in any one of claims 34 to 36 wherein the microneedles comprise a base and a tip having different material compositions.
38. A microneedle array as claimed in claim 37 wherein the base and tip have differing optical responses to the incident light spectrum.

39. A microneedle array as claimed in claim 38 wherein the tip has a fluorescent response.

40. A microneedle array as claimed in any one of claims 37 to 39 wherein the base of one or more microneedles provides a substantially negligible optical response to the incident light spectrum.

41. A measurement device for determining if an active agent is successfully delivered from a microneedle array wherein the array with active agent is characterized by a first optical response when probed with a selected incident light spectrum, the measurement device comprising:
   a holder configured to receive and orient the microneedle array;
   a light source aligned so as to probe the received and oriented microneedle array with the selected incident light spectrum;
   a detector aligned so as to detect a second optical response of the microneedle array in response to the probing with the selected incident light spectrum;
   an analysis device that analyzes whether the difference between the first optical response and the second optical response exceeds a predetermined threshold value; and
   a signaling device that generates a signal in response to the determination of the difference between the first optical response and the second optical response.

42. A measurement device as claimed in claim 45 wherein the signaling device provides a visible or audible indicator.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

A61M 37/00(2006.01), A61M 29/00(2006.01), A61M 35/00(2006.01)

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 8 A61M 5/00, A61M 37/00, A61K 38/16

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

- Korean Patents and Applications for Invention since 1975
- Korean Utility models and Application for Utility model since 1975
- Japanese Patents and Application for Invention since 1975

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

eKIPASS (KIPO internal), Delphion, Pubmed (microneedle array&drug delvery&incident light spectrum&optical response)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>Xie Y et al., Controlled transdermal delivery of model drug compounds by MEMS microneedle array Nanomedicine 1(2) 184-190 June 2005 See the whole document, especially abstract, and materials and methods</td>
<td>22-42</td>
</tr>
<tr>
<td>A</td>
<td>Widera G et al., Effect of delivery parameters on immunization to ovalbumin following intracutaneous administration by a coated microneedle array patch system Vaccine 24(10) 1653-1664 6 October 2005 (Epubhshed) See the whole document, especially Materials and Methods (2 2 Microneedle arrays and coating)</td>
<td>22-42</td>
</tr>
<tr>
<td>A</td>
<td>Cormier M et al., Transdermal delivery of desmopressin using a coated microneedle array patch system J Control Release 97(3) 503-1 1 7 July 2004 See the whole document, especially Materials and Methods 2 3 Desmopressin coating</td>
<td>22-42</td>
</tr>
<tr>
<td>A</td>
<td>Watson P et al, Intracellular trafficking pathways and drug delivery fluorescence imaging of living and fixed cells Adv Drug Devh Rev 57(1) 43-61 02 January 2005 See the whole document, especially Section 3 Tools to study trafficking pathways</td>
<td>22-42</td>
</tr>
<tr>
<td>A</td>
<td>US6334856B1 (Georgia Tech Research Corporation) 01 January 2002 See the whole document, especially abstract and figures 1 to 9</td>
<td>22-42</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C

T later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

X document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

Y document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

& document member of the same patent family

Date of the actual completion of the international search

19 MARCH 2007 (19 03 2007)

Date of mailing of the international search report

20 MARCH 2007 (20.03.2007)

Name and mailing address of the ISA/KR

Korean Intellectual Property Office
920 Dunsan-dong, Seo-gu, Daejeon 302-701, Republic of Korea
Facsimile No 82-42-472-7140

Authorized officer

CHO, Kyung Joo
Telephone No 82-42-481-8287

Form PCT/ISA/210 (second sheet) (April 2005)
## Box No. II Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. **Claims Nos 1 to 21**
   - FTI
   - because they relate to subject matter not required to be searched by this Authority, namely
   - Claims 1 to 21 pertain to methods for treatment of the human or animal body by therapy, and thus relate to a subject matter which this International Searching Authority is not required, under Article 17(2)(a)(i) of the PCT and Rule 39 (iv) of the Regulations under the PCT, to search

2. **Claims Nos**
   - because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically

3. **Claims Nos**
   - because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6 4(a)

## Box No. III Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

1. **As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims**

2. **As all searchable claims could be searched without effort justifying an additional fee, this Authority did not invite payment of any additional fee**

3. **As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos**

4. **No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims, it is covered by claims Nos**

### Remark on Protest

- **The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of a protest fee**
- **The additional search fees were accompanied by the applicant's protest but the applicable protest fee was not paid within the time limit specified in the invitation**
- **No protest accompanied the payment of additional search fees**
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US20030135166A1 (Robert R Gonnelh) 17 July 2003 See the whole document, especially abstract</td>
<td>22-42</td>
</tr>
<tr>
<td>A</td>
<td>US6835184B1 (Becton, Dickinson and Company) 28 December 2004 See the whole document, especially abstract and figures 2 to 4</td>
<td>22-42</td>
</tr>
<tr>
<td>A</td>
<td>US20050153873A1 (Keith T Chan et al) 14 July 2005 See the whole document, especially abstract and page 5</td>
<td>22-42</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 14517300A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EPO 1086719B1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP1086719A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP2001157715A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US2003199811AA</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US2006264893AA</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP1706176A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR1020060134050</td>
</tr>
<tr>
<td></td>
<td></td>
<td>W02005069758A2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>W02005069758A3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>W02005069758A2</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (April 2005)