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SUBSCRIBER DENTITY MODULE WITH VIDEO 
PERMISSIONS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001) This application claims the benefit of U.S. Provi 
sional Patent Application Ser. No. 60/519,947 entitled 
“PERSONAL BASE STATION WITH WIRELESS VIDEO 
CAPABILITY” filed Nov. 14, 2003, and is related to U.S. 
patent application Ser. No. (Atty. Dkt. No. 
ATTWP101 USB) entitled “PERSONAL BASE STATION 
SYSTEM WITH WIRELESS VIDEO CAPABILITY filed 
on Nov. 15, 2004. The entireties of the above-noted appli 
cations are incorporated by reference herein. 

TECHNICAL FIELD 

0002 This invention is related to cellular telephone iden 
tification Systems, and more specifically, ubiquitous provi 
Sioning of multimedia Services to Subscribers of mobile 
communication Services and, more particularly, to Sub 
Scriber information modules for portable multimedia per 
missions. 

BACKGROUND OF THE INVENTION 

0003. The advent of global communication networks, 
Such as the Internet, have brought to the forefront capabili 
ties heretofore considered unthinkable, or at least, imprac 
ticable. What was at one time a mechanism for rudimentary 
data eXchange has evolved, and continues to evolve into a 
means for distributing a wide variety of media. 
0004 One particular industry that continues to leverage 
the capabilities of the Internet involves, in general, multi 
media messaging Services, and in particular, the application 
of Such Services to mobile devices, e.g., cellular telephones. 
Multimedia is generally considered a disparate collection of 
technologies that encompass audio, Video, text, graphics, 
facsimile, and telephony, an assorted combination of which 
provides a rich and more powerful communication experi 
ence then does a Single media, Such as Simply a text-based 
communication. However, convergence of multimedia Ser 
vices for use in mobile devices introduces huge bandwidth 
concerns that require more Sophisticated Software and hard 
ware Solutions in the device and the associated networks, 
and which come at increased costs for the consumer. 

0005 The demand on the existing infrastructure for pro 
Viding Such high-bandwidth capabilities, especially with 
respect to Video, continues to be a problem as Vendors 
Struggle to provide their own networks over which Such 
mobile multimedia devices can operate. Mobile infrastruc 
ture vendors have to provide mobile video servers and 
gateways in their product portfolios to Support high-end 
telephones with Such video capabilities. These costs are then 
passed on to the consumer who Subscribes to the particular 
vendor's mobile telephone Service, and which Service typi 
cally suffers from wireless channel bandwidth limitations 
that prohibits a larger number of customers from benefiting 
from Such technology. 
0006. Many households today are served by cable or 
Satellite television providers. Subscribers pay for access to a 
Subset of channels offered by the provider. For example, a 
cable provider might offer a basic cable Subscription and a 
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premium cable Subscription, the premium Subscription 
granting access to more television channels. Access to these 
channels is generally controlled by a cable or Satellite 
decoder box located at the subscriber's premises. Mobile 
Video devices, however, are unable to access cable television 
because they are not physically connected to the Subscriber's 
decoder box and there is no convenient way to verify that a 
mobile device should be permitted to access the cable 
System content. 

0007 What is needed is improved devices and systems 
for facilitating the use of mobile multimedia devices and 
access to Subscription content regardless of location. 

SUMMARY OF THE INVENTION 

0008. The following presents a simplified summary of the 
invention in order to provide a basic understanding of Some 
aspects of the invention. This Summary is not an extensive 
overview of the invention. It is not intended to identify 
key/critical elements of the invention or to delineate the 
Scope of the invention. Its Sole purpose is to present Some 
concepts of the invention in a simplified form as a prelude 
to the more detailed description that is presented later. 

0009 GSM (Global System for Mobile Communica 
tions) telephones comprise a Subscriber identity architecture 
in the format of, for example, a Subscriber identity module 
(a “SIM" card) or a universal SIM (a “USIM card) that is 
used for authenticating cellular Subscription for a mobile 
communication device. 

0010 Recent advances between television (TV) manu 
facturers and cable TV companies provide that a television 
will no longer be required to operate with an external cable 
converter box or satellite tuner, but will have such capabili 
ties designed into the TV. The purpose of the cable converter 
box and Satellite tuner is to allow the cable company to 
control what the Subscriber is allowed to see based upon the 
asSociated Subscription level. In Such an implementation, in 
order for the cable companies to maintain control over 
content delivered to the TV, a digital Security card is 
employed in the TV that sets forth the terms and subscription 
details for a given subscriber. Even if the cable box or 
satellite tuner is built into the TV, the Subscriber must 
purchase the card from the cable company or have a prein 
Stalled card or circuit configured (or activated) to allow 
access to the Subscriber levels of Service. 

0011. The invention disclosed and claimed herein, in one 
aspect thereof, is a Subscriber identity System (SIS) (e.g., the 
U/SIM card or U/SIM circuit module) that comprises both 
the functionality of the U/SIM card for authenticating a 
cellular telephone Subscription, as well as a television digital 
Security card for use in identifying a Subscriber of a deliv 
ered broadband multimedia Service. In this way, a cell 
phone, for example, can embody the permissions for receiv 
ing cable content, Such as television or music. In one 
example, if a Subscriber is at an airport and desires to 
download multimedia content to the cell phone, the phone 
already has the access capability and rights to pull content 
from the Internet based on the Subscriber's cable subscrip 
tion. Thus, in this example, the Subscriber could acceSS cable 
television on his mobile device while at the airport accord 
ing to what his subscription permits. The SIS can be 
employed with other suitably capable mobile devices such 
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as a personal data assistant (PDA), portable computers, 
tablet computers, for example, and even non-portable SyS 
temS. 

0012. In another aspect thereof, the SIS capability is 
employed in a personal base station (PBS) such that a 
Subscriber can be authenticated for the receipt of multimedia 
services via the PBS. Such capability can be provided by a 
slot-in interface where the SIS is in the form of a card that 
the user inserts into the PBS. Alternatively, the SIS can be 
provided as a downloadable Software System that is install 
able in firmware in the PBS after purchase, or installed by 
a reseller as part of the purchase transaction. 
0013 In still another aspect thereof, the SIS is employed 
in a mobile device Such as a cellular telephone. A Subscriber 
in a roaming Status can then be authenticated via a public 
base Station System that interfaces to a broadband network 
Such that the mobile device can receive and process multi 
media Services for presentation to the user. 
0.014) To the accomplishment of the foregoing and related 
ends, certain illustrative aspects of the invention are 
described herein in connection with the following descrip 
tion and the annexed drawings. These aspects are indicative, 
however, of but a few of the various ways in which the 
principles of the invention may be employed and the inven 
tion is intended to include all Such aspects and their equiva 
lents. Other advantages and novel features of the invention 
may become apparent from the following detailed descrip 
tion of the invention when considered in conjunction with 
the drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0015 FIG. 1 illustrates a subscriber identity system (SIS) 
in accordance with the invention. 

0016 FIG. 2 illustrates an implementation of the SIS of 
FIG. 1 in the form of a module in accordance with the 
invention. 

0017 FIG. 3 illustrates a block diagram of a system 
where the SIS of FIG. 1 is disposed in a PBS to facilitate 
content presentation in accordance with the invention. 
0018 FIG. 4 illustrates a flow chart of a process for 
automatic configuration of the cellular System for receiving 
multimedia content. 

0019 FIG. 5 illustrates a block diagram of a system 
where the SIS of FIG. 1 is disposed in a PBS along with a 
converter to facilitate content presentation in accordance 
with the invention. 

0020 FIG. 6 illustrates a flow chart of a process for 
automatic configuration of the cellular System for receiving 
and decoding multimedia content at the PBS or the mobile 
device. 

0021 FIG. 7 illustrates a public system that facilitates 
content presentation with a mobile device in accordance 
with the invention. 

0022 FIG. 8 illustrates a flow chart of a process for 
implementation of a public System for accommodating 
mobile devices in accordance with the invention. 

0023 FIG. 9 illustrates a system where the SMIC and 
VSC of the SIS of FIG. 1 are disposed separately and 
respectively in a PBS and television. 
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0024 FIG. 10 illustrates a block diagram of a mobile 
device Suitable for presentation of multimedia content in 
accordance with the invention. 

0025 FIG. 11 illustrates a block diagram of a PBS 
operable in accordance with aspects of the invention. 
0026 FIG. 12 illustrates a block diagram of a computer 
operable to execute the disclosed architecture. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0027. The invention is now described with reference to 
the drawings, wherein like reference numerals are used to 
refer to like elements throughout. In the following descrip 
tion, for purposes of explanation, numerous specific details 
are Set forth in order to provide a thorough understanding of 
the invention. It may be evident, however, that the invention 
may be practiced without these specific details. In other 
instances, well-known Structures and devices are shown in 
block diagram form in order to facilitate describing the 
invention. 

0028. As used in this application, the terms “component” 
and “system” are intended to refer to a computer-related 
entity, either hardware, a combination of hardware and 
Software, Software, or Software in execution. For example, a 
component may be, but is not limited to being, a process 
running on a processor, a processor, an object, an executable, 
a thread of eXecution, a program, and/or a computer. By way 
of illustration, both an application running on a Server and 
the Server can be a component. One or more components 
may reside within a process and/or thread of execution and 
a component may be localized on one computer and/or 
distributed between two or more computers. 
0029) Referring now to FIG. 1, there is illustrated a 
subscriber identity system (SIS) 100 in accordance with the 
invention. The SIS 100 facilitates the convergence of mobile 
technology with digital television technology Such that the 
user can receive digital Video content on a mobile device. 
The SIS 100 is uniquely tied to a subscriber, unlike a device 
or a handset. Because a Subscription operator (or provider of 
the Subscribed Services) programs System information into 
the SIS 100, the operator can correlate requested services 
with the identity of the Subscriber and has an established 
billing relationship with the Subscriber, as well as enhanced 
access to other Subscriber information Such as the Subscriber 
location, for example. Identification of the user can be used 
for many applications, including payments, logins, digital 
identity, etc. 

0030. In support thereof, the SIS 100 includes both a 
subscriber mobile identity component (SMIC) 102 and a 
video (or other multimedia) security component (VSC) 104. 
The SMIC 102 includes Subscriber data related to the 
Subscription, identification, and use of a mobile device, e.g., 
a cellular telephone, a PDA, or other mobile computing and 
telephony-capable devices, Such as a personal computer 
having a wireless card. The SMIC 102 also facilitates 
Subscriber authentication and privacy (e.g., encryption) for 
mobile communications. Such features are conventionally 
associated with a SIM (Subscriber Identity Module) card 
and universal SIM (USIM) card, the combined technologies 
of which will be designated hereinafter as U/SIM. Current 
SIM technology is according to a technical Specification 
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3GPP TS 51.011, Technical Specification of the Subscriber 
Identity Module-Mobile Equipment (SIM-ME) interface, 
by the 3" Generation Partnership Project (3GPP), and cur 
rent USIM technology is according to technical Specification 
3GPP TS 31.102, Technical Specification Group Terminals, 
Characteristics of the USIM Application, by the 3' Genera 
tion Partnership Project, both of which are incorporated by 
reference. 

0031) The VSC 104 comprises subscriber information 
related to the subscription of cable or satellite television 
content, Such as level-of-Subscription data (e.g., channel 
packages Such as basic channels, pay-per-view channels, 
and premium channels), Subscriber ID, and other related 
personal information. This can also include DRM (Digital 
Rights Management) information, which is the digital man 
agement of all rights, not only the rights applicable to 
permission for accessing digital content. A principal goal of 
DRM is to prevent the unauthorized exploitation of content. 
DRM not only focuses on Security and encryption as a 
means of Solving the issue of unauthorized copying (by 
locking the content and limiting distribution to only paying 
Subscribers), but also covers the description, identification, 
trading, protection, monitoring and tracking of all forms of 
rights usages over both tangible and intangible assets includ 
ing the management of relationships between holders of the 
rights. 

0.032 Referring now to FIG. 2, there is illustrated an 
implementation of the SIS 100 of FIG. 1 in the form of a 
module in accordance with the invention. A U/SIM module 
200 is designed to accommodate at least details and features 
expressed in the technical Specifications for conventional 
U/SIM cards, plus the functionality provided by the VSC 
104 of FIG. 1. The U/SIM module capabilities can be 
provided in the form factor of a Smart card that a user inserts 
into a device via a slot-in interface, or that resides internal 
to the device with a basic configuration upon purchase. 
Alternatively, or in combination with the Smart card 
approach, Some or all of the module capabilities can be 
designed into logic integrated into the System board of the 
device. 

0033. The module 200 includes a processor 202 for 
controlling and processing all onboard applications, Signals, 
and data, as well as, Signals and data communicated ther 
ebetween with external Systems, Such as the Signals and data 
of the device into which the module 200 is implemented. 
The module 200 also includes a memory 204 for storing 
applications and data for execution and processing during 
normal operation. The module 200 also includes an Input/ 
Output (I/O) interface 206 that facilitates the hardware and 
Software interface required for utilization. Additionally, the 
module 200 includes one or more applications 208 stored in 
the memory 204 or in a programmable memory that can run 
Simultaneously. Such applications 208 can include, but are 
not limited to, a digital Video access Security component 
application (“VSC application”), GSM/GPRS (General 
Packet Radio Service) application, Enhanced Data for GSM 
Evolution (EDGE) application, DRM application, banking 
applications, and Java applets. GPRS represents the first 
implementation of packet Switching within GSM, which is 
a circuit Switched technology, and offers theoretical data 
speeds of up to 115 kbps using multi-slot techniques. GPRS 
and EDGE are precursors for 3G (3rd Generation) mobile 
communications as it introduces the packet-Switched core 
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required for UMTS (Universal Mobile Telecommunications 
System), a 3G advanced mobile communication Scheme. 
Wireless communication schemes compatible with the dis 
closed innovations include, but are not limited to, IS-95 
Code Division Multiple Access (IS-95 CDMA), IEEE 
802.11 Wireless Local Area Network (802.11 WLAN), 
CDMA2000, Wideband CDMA (aka UMTS), IEEE 802.20, 
IEEE 802.16, and Bluetooth. 

0034 AUICC (Universal Integrated Circuit Card) is one 
platform that can be used for combining the SMIC and VSC 
functions in the form of applications. Unlike the GSM SIM 
(or 2G SIM), the 3G UICC is a true multi-application card, 
and can host the VSC application for digital Video access 
Similar to the way that it hosts separate applications for the 
following, for example: GSM/GPRS services; banking 
applications, and Java applets. The VSC application is 
independent of an SMIC application, but can invoke the 
SMIC application for at least billing purposes. The UUIC 
card can also Store DRM tokens that are passed using the 
onboard DRM application. The VSC application interacts 
with the DRM application to enable viewing restricted 
multimedia content. One advantage of this approach is that 
at least three separate applications (DRM, VSC for video 
access, and SMIC for GSM access) which are useful for 
Viewing and billing of the Video content, are all hosted in one 
place-the UUIC Smart card, or embodied in SIS logic in the 
phone, for example, and all interacting with one another 
internally, without the need for numerous over-the-air inter 
faces. 

0035 Although the discussion of FIG. 2 focused on the 
Scenario where the mobile communication provider owns 
the relationship with the Subscriber, the reverse Scenario can 
also use embodiments of the disclosed invention. In the 
reverse Scenario, the broadband Service provider (e.g., cable 
television provider, ISP, etc.) owns the customer relation 
ship. For example, the cable television provider can provide 
a package of Services to the Subscriber that includes broad 
band Services (television, internet access, etc.) and cellular 
phone Service. Thus, in this reverse Scenario, Subscriber 
billing information can be accessed by invoking the VSC 
application, and the SMIC application can be invoked for 
cellular registration/authentication procedures. 

0036) Referring now to FIG.3, there is illustrated a block 
diagram of a system 300 where the SIS 100 of FIG. 1 is 
disposed in a PBS 302 to facilitate content presentation in 
accordance with the invention. A television 304 (broadcast 
video receiving system) includes a VSC306 (similar to VSC 
104 of FIG. 1) for registering the user (a cable subscriber, 
in this aspect) over a cable connection communication 
medium 308 with a cable provider (or operator) 310. The 
television 304 also includes at least a monitor or display 
(e.g., tube-based, plasma, or LCD panel) 312 for presenting 
at least audio and video content 314 for which the user has 
Subscribed. 

0037. The VSC 306 interfaces to video signal converter 
circuitry 316 internal to the television 304 Such that some 
channels received at the converter 316 from the cable 
provider 310 are selectively filtered or blocked from viewing 
at the television 304 in accordance with the level of Service 
subscribed to by the user. The VSC 306 contains at least this 
cable Subscription information, which information is pro 
cessed locally to control which channels are allowed for 
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viewing. Note that the converter 316 can be an external 
implementation such that the VSC 306 communicates there 
with to unlock the level of Services of the cable Subscriber. 
Of course, the VSC 306 and the converter 316 can be 
manufactured as a single unit internal and/or external to the 
television 304 to provide the same functions. 
0038. The PBS 302 includes the SIS 100 to facilitate 
registering a compatible mobile communication device 318 
of the user when the user brings the mobile device 318 
within a range Suitable for performing the registration pro 
cess. Registration is performed wirelessly using the SMIC 
102, and is an authentication process that uniquely identifies 
the mobile device 318 as associated with the PBS 302. Once 
authenticated, the mobile device 318 can receive additional 
Subscribed cellular services. 

0039. The PBS 302 is connected to a network modem 
320, here, a cable modem, to facilitate IPservices Subscribed 
to by the user. Once the SMIC 102 signals the VSC 104 that 
registration is successful, the VSC 104 initiates signaling of 
the cable provider 310 that IP services can now be trans 
mitted for processing. Such IP services include all Internet 
related content, activities, and Services, e.g., browsing web 
Sites, checking e-mail, downloading multimedia content, 
and processing VoIP (Voice over IP) services, to name just 
a few. The registration process further includes the PBS 302 
and/or the mobile device 318 signaling a cellular provider 
322 that the mobile device 318 has registered with the PBS 
302 and that phone calls and/or data intended for the mobile 
device 318 should be forwarded to the PBS 302. The mobile 
device 318 signals the cellular provider 322 using normal 
wireless communications. The PBS 302 can signal the 
cellular provider 322 in any of a number of ways: wirelessly, 
directly to the cellular provider 322, in a manner Similar to 
communications made by the mobile device 318; through 
the net modem 320, cable provider 310, and to the cellular 
provider 322; and, through the net modem 320, an ISP 
(Internet Service Provider)328, the Internet 326, and to the 
cellular provider 322. This change in Status is one trigger 
mechanism that can be employed to initiate downloading of 
the content 314 to the mobile device 318 in accordance with 
the invention. 

0040. In operation, the user arrives home and the mobile 
device 318 is automatically or manually registered when 
brought within a suitable range of the PBS 302. Before, 
during, or after the registration process, the cellular provider 
322 is signaled (by the mobile device 318, for example) that 
the mobile phone 318 should be transitioned to the offline 
status. Once the phone 318 is successfully registered, the 
SMIC 102 and VSC 104 communicate to allow the PBS 302 
to access restricted multimedia content, and transmit the 
content to the mobile device 318 for presentation to the user. 
This can occur, for example, using a key or token that is 
passed from the SMIC 102 to the VSC 104 that can be used 
to download decoded content 314 to the PBS 302. The PBS 
302 then forwards the content 314 to the mobile device 318 
for presentation via a display 324. The user is then free to 
roam the house and perceive the content 314 via the mobile 
device 318 (or any other portable device capable of imple 
menting the novel features disclosed herein). In one imple 
mentation, the decoded content 314 is transmitted directly to 
the PBS 302 from the cable provider 310. 
0041. In another implementation, decoding is performed 
locally by the television 304 such that the VSC 104 signals 
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the television 304, and the television converter 316 transmits 
the decoded content 314 to the PBS 302 via the net modem 
320, and therefrom, to the mobile device 318. In still another 
implementation, the decoding occurs at the PBS 302. The 
PBS 302 can then wirelessly transmit the decoded content 
314 to mobile device 318 (or multiple mobile or wireless 
devices) that have registered with PBS 302, and that have 
proper authorization. In yet another implementation, the 
mobile device 318 includes the capability to perform decod 
ing of the content, Such that the coded content is received at 
the PBS 302 and forwarded to the device 318 for decoding 
and presentation. 

0042. The downloading and viewing process can be 
initiated by employing the SIS 100 in the form of a card that 
is compatible for insertion into a slot of the PBS 302 by the 
user. Once inserted, the registration proceSS can begin, the 
transitioning can occur to offline Status, and the download 
ing of multimedia content to the mobile device 318 for 
viewing. Alternatively, the SIS 100 is manufactured into the 
PBS 302, and configured by the cellular company and/or the 
cable company for use by the Subscriber. 

0043. In accordance with conventional systems, the user 
can Subscribe to Internet acceSS using the network modem 
320. In the case where Internet access is provided by the 
cable company, the network modem 320 is a cable modem 
provided by the cable provider 310 that connects to the cable 
connection 308 to process IP (Internet Protocol) data packets 
forwarded through the cable provider 310 from the Internet 
326. The user can have one or more home computers (not 
shown) Suitably configured to connect to the cable modem 
for interaction with services provided by the Internet 326. 

0044) If the user subscribes to Internet access through the 
ISP 328 that is not the cable provider 310, the net modem 
320 is a DSL (Digital Subscriber Line) or ATM-type (ASyn 
chronous Transfer Mode) modem, for example, that inter 
faces to the Internet 326 over a connection 330 (shown as a 
dashed line, as an alternative or optional Solution) through 
the ISP328. In this particular implementation, the VSC 104 
signals the cable provider 310 via the ISP328. The content 
is then routed from cable provider 310 over the Internet 326, 
through the ISP 328 to the DSL or ATM-type modem, and 
ultimately to the mobile device 318 via the PBS 302. This 
can then be decoded content Such that the converter 316 is 
not required to decode the content. 

0045. Where VoIP is a subscribed service with the cable 
company, after the device registers and moves to the local 
Status, the cellular provider 322 routes incoming or outgoing 
calls through the cable provider 310. The calls are received 
over the network 308 by the net modem 320, now a cable 
modem, and processed by the PBS 302. The PBS 302 
processes and forwards the VoIP traffic to the mobile device 
318 so that the user can then use the mobile device 318 to 
converse with the caller, or call out utilizing VoIP to a callee. 
Again, this can also be facilitated through ISP328 that is not 
the cable provider 310, where the net modem 320 is now a 
broadband modem, e.g., DSL or ATM-type modem, for 
example. Thus, the capability for transmitting voice conver 
sations over the Internet 326 is made available using a 
broadband connection to the PBS 302 and the mobile device 
318 (or any suitably designed mobile device). Note that the 
mobile device 318 can also embody the SMIC; however, this 
is not required. 
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0.046 Referring now to FIG. 4, there is illustrated a flow 
chart of a process for automatic configuration of the cellular 
System for receiving multimedia content. While, for pur 
poses of Simplicity of explanation, the one or more meth 
odologies shown herein, e.g., in the form of a flow chart, are 
shown and described as a Series of acts, it is to be understood 
and appreciated that the invention is not limited by the order 
of acts, as Some acts may, in accordance with the invention, 
occur in a different order and/or concurrently with other acts 
from that shown and described herein. For example, those 
skilled in the art will understand and appreciate that a 
methodology could alternatively be represented as a Series 
of interrelated States or events, Such as in a State diagram. 
Moreover, not all illustrated acts may be required to imple 
ment a methodology in accordance with the invention. 
0047. At 400, the PBS authenticates to the cable TV 
System in preparation for receiving multimedia content. This 
is facilitated by the SIS where the SMIC and the VSC 
communicate such that the level of Subscription for the 
telephone Service (e.g., multimedia download) is ascertained 
and enabled. At 402, the PBS prompts the mobile device, 
e.g., a cellular telephone, during a registration process that 
includes authentication. At 404, the mobile device responds. 
At 406, the PBS determines if the response indicates suc 
cessful authentication. If NO, flow is to 408 to return a 
message to the user that authentication has failed. Flow is 
then back to the input of 402 to reinitiate the device 
authentication process according to a predetermined number 
of attempts. If YES, authentication is successful, and flow is 
from 406 to 410 where the PBS allows the mobile to have 
access to the cable TV multimedia content. At 412, the 
content is decoded. Decoding can occur at a number of 
locations, e.g., at the cable provider and at the television by 
the television converter. At 414, the PBS transmits the 
decoded content to the device, and at 416, the device 
presents the content. 
0048 Referring now to FIG. 5, there is illustrated a block 
diagram of a system 500 where the SIS 100 of FIG. 1 is 
disposed in a PBS 502 along with a converter 504 to 
facilitate content presentation in accordance with the inven 
tion. In this implementation, the PBS 502 can receive 
encoded video data directly from the cable provider 310, 
decode and/or reformat the Video Stream into a Video com 
pression Scheme, e.g., MPEG, that is Suitable for transmit 
ting full motion video over a lower bandwidth link to the 
mobile device 318. All other aspects described in FIG. 3 
also apply in this implementation, but are not described here 
for purposes of brevity. 
0049. It is to be appreciated that where the PBS 502 
includes the converter 504, the user does not need the 
television 304 with TV converter 316 (either internal or 
external) to view any content, since the PBS 504 accom 
modates decoding of the content for presentation by mobile 
device 318 (or other suitably capable portable device). 
0050. It is further to be appreciated that where the mobile 
device 318 includes a converter 506, the PBS 502 can 
forward encoded video data directly thereto. The user does 
not need the television 304 with TV converter 316 (either 
internal or external) to view any content, since the mobile 
device 318 decodes of the content for presentation. 
0051) Note that the service could be extended “outside” 
the PBS 502 by enabling the PBS 502 to also re-code the 
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decoded Video Stream to a low rate and function as a 
Streaming Server that the user can acceSS for Video via 
GPRS/EGPRS (extended GPRS), for example. This way, the 
user provides their own Streaming video from their own 
node for the programming they want to View. This can be 
considered an interim Solution until the broadcasters provide 
Streaming feeds. This is also useful for Viewing material 
from home that is Stored remotely in non-real time mode, for 
example, a digital recorder Storage unit capable of Storing 
movies, Songs, etc. 
0052) Note that since the PBS 502 includes the converter 
504 and a compression encoding algorithm, the PBS 502 
could transmit the Video content to any Suitable device 
configured to receive it (e.g., with an external receiver, 
where necessary) and present Such information via a TV, 
Stereo, laptop computer, and kitchen appliance, for example. 
Moreover, the PBS 502 could employ multiple “tuners”, 
each one paired to a given wireless receiver (or perhaps 
paired via a registration procedure, Similar to Bluetooth or 
SCSI IDs). The PBS 502 could also utilize Bluetooth or 
IEEE 802.11 to obtain decoded video content from the cable 
converter 316. The PBS 502 can check the capabilities of the 
mobile device 318 and convert the video stream to an 
appropriate resolution, for example, for presentation by the 
mobile device display 324. 
0053 Where the PBS 502 functions as a master cable 
box, the receiving wireleSS device does not need to be a 
telephone or PDA, but can be a low profile device for 
semi-fixed installation. This has the benefit of not having to 
route cable wires throughout the house or building, and 
provides “mobility” for even fixed devices such as televi 
Sions and Stereos (for cable music feeds). 
0054) Another implementation uses the PBS 502 to 
locally manage content. For instance, prerecorded digital 
content can be automatically downloaded to a portable 
viewer through the household network. The PBS 502 then 
takes the content and reformats it using a Suitable video 
compression algorithm (e.g., MPEG-4), and sends it over 
night to a PDA or portable video player, which can either be 
physically connected to the PBS 502, or tethered to it 
through a telephone (via cable or Bluetooth). The content 
can then be watched at a remote location or in the future. The 
PBS 502 can also facilitate reviewing cable subscription 
information using the display 324 of the mobile or remote 
computing device 318. If a broadband connection is not 
available the content could be “trickled” to the recipient 
device, perhaps overnight while the Subscriber is Sleeping, 
or as a background proceSS while the Subscriber is using it, 
for example. 
0055. In another implementation, the disclosed architec 
ture can be employed as a remote authorization/parental 
control feature. A parent can control a child's phone or game 
deck by entering Specific information about the child's 
personal Subscription into the SIS (e.g., no more than one 
hour of Cartoon Network/day, one hour of on-line gaming/ 
day, etc.). The parents wireless device can be used as an 
authorization device for Video viewing, for instance, for 
pay-per-view or for restricted shows. This allows the parent 
to control viewing of content even when the parent is not at 
home. The mobile device 318 can also be paired to a tuner, 
So that there is a default Set of permissions enabled when the 
mobile device 318 is away (or out of range), and a Superset 
of permissions when the device 318 is present. 
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0056. The SIS facilitates inter-application communica 
tion. For example, the VSC can exchange a token with the 
SMIC application on the card, which SMIC application then 
transmits (or Stores and forwards) the token to a backoffice 
for tracking and billing. This can also be transmitted over the 
cellular system or via a short range RF to the PBS 502, 
which would then forward it over the broadband connection 
to the cellular backoffice. A revenue-sharing Scheme can be 
introduced for ordering pay-per-view movies/events via the 
mobile Subscription. The movies would get charged to the 
customer's mobile account. The wireleSS carrier would then 
remit part of the charges to the pay-per-view Video provider. 
The VSC is independent of the SMIC application, but can 
invoke the SMIC application for billing purposes. 
0057 The PBS 502 also facilitates receiving a data 
locally, and then transporting a data Session to either another 
device or to one or more nodes on the Internet. This allows, 
for example, multi-player gaming from the wireleSS device, 
either locally through the house or to the Internet over the 
broadband connection. 

0.058. The disclosed architecture provides a telephone 
Service retrofit feature where the PBS 502 can be used to 
replace the wire connection to the local loop by wirelessly 
transmitting VoIP to cordless phones (in addition to cellular 
phones) that are paired with it. A low profile device can be 
attached to a cordless phone base Station to retrofit the 
existing cordless phone. The customer would no longer need 
a PSTN (Public Switched Telephone Network) connection. 
All cordless calls would go through broadband connection 
Via VoIP, essentially providing Internet access to Standard 
cordless phones. 
0059 AS indicated previously, one advantage of having 
the television subscription information in the SIS (as the 
VSC application) is that the subscriber can receive digital 
television signal at locations other than the Subscriber's 
home. For example, if the Subscriber is visiting a neighbor 
that has the PBS 502, the visiting Subscriber can receive the 
television feed directly from the neighbor's PBS, but the 
dual-use SIS will ensure correct billing and authentication. 
In essence, the disclosed architecture can provide mobility 
to cable operators. 
0060 Referring now to FIG. 6, there is illustrated a flow 
chart of a process for automatic configuration of the cellular 
System for receiving and decoding multimedia content at the 
PBS or the mobile device. At 600, the PBS authenticates to 
the cable TV network for Subscribed cable TV services, 
using the SIS system. At 602, the PBS authenticates the 
mobile device for Subscribed services; the mobile device is, 
for example, a cellular telephone having cellular Services 
associated therewith. At 604, the PBS allows access to (or 
Signals the cable network to send) the requested multimedia 
content. At 606, the encoded content is received by the PBS. 
At 608, a determination is made whether to decode the video 
stream at the PBS. If YES, flow is to 610 where the PBS 
decodes the video stream. At 612, the PBS transmits the 
decoded multimedia content to the mobile device for pro 
cessing. At 614, the content is presented to the user using the 
device. 

0061 Alternatively, if decoding is not to occur at the 
PBS, decoding will be performed by the mobile device. 
Thus, flow is from 608 to 616 where the PBS transmits the 
encoded content to the mobile device. At 618, the mobile 
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device then decodes the Video Stream. Again, at 614, the 
multimedia content is presented to the user using the device. 
0062) Referring now to FIG. 7, there is illustrated a 
public system 700 that facilitates content presentation with 
a mobile device in accordance with the invention. AS indi 
cated previously, the mobile device can comprise a number 
of different portable computing devices. In one embodiment, 
the system 700 is implemented at an airport or other public 
place, Such as a library or university, for example. The 
System includes a one or more public access points (PAP) 
that facilitate wireless and/or wired communication of IP 
traffic with a number of portable devices. In the example 
shown, the system 700 includes a first PAP 702 for com 
municating with a tablet computer 704 that includes tele 
phony capability; a second PAP 706 for communicating with 
a PDA 708 that includes telephony capability; and, a third 
PAP 710 for communicating with a cellular telephone 712. 
The PAPs (702, 706, and 710) are disposed on a global 
communication network Such as the Internet 714. 

0063 Additionally, a cellular provider 716 is a node on 
the Internet 714 to provide access to cellular IP services for 
those cellular Subscribers that can access the Internet 714. 
The cellular provider 716 also has an associated backoffice 
accounting System 718 that tracks and Stores Subscriber 
cellular usage, Subscriber cellular IP usage, billing informa 
tion, etc., So that the cellular user can be billed for all 
Subscribed Services. 

0064. A television network provider 720 is also disposed 
on the Internet 714 to provide television content to digital 
television subscribers. The television network provider 720 
also has an associated backoffice accounting System 722 that 
tracks and Stores Subscriber television usage, Subscriber 
cable IP usage, billing information, etc., So that the televi 
Sion user can be billed for all Subscribed services. The 
system 700 can also include one or more televisions 724 
connected to the television provider 720 (e.g., a cable TV 
operator) Such that an airport can provide video content at 
the airport. 
0065. In operation, a computer user brings the tablet (i.e., 
portable) computer 704 within range of the first PAP702. In 
response thereto, authentication and/or registration is per 
formed between the table computer 704 and the first PAP 
702. AS indicated hereinabove in accordance with the inven 
tion, the first SIS card 726 includes the SMIC/VSC modules 
that allow authentication to both the cellular provider 716 
and the television network provider 720 for the download 
and use of Subscribed services via the tablet computer 704. 
If Successfully authenticated, multimedia content can be 
processed and presented by the tablet computer 704 via the 
first PAP 702, as well as incoming and outgoing cellular calls 
using VoIP. 
0.066 Similarly, a PDA user brings the PDA 708 within 
range of the second PAP 706. In response, authentication is 
performed between the PDA 708 and the second PAP 706. 
The second SIS card 728 allows authentication to both the 
cellular provider 716 and the television network provider 
720 for the download and use of Subscribed services via the 
PDA 708. If successfully authenticated, multimedia content 
can be processed and presented by the PDA 708 via the 
second PAP 706, as well as incoming and outgoing cellular 
calls using VoIP. Note that in any case, the user can insert the 
SIS card into a PAP to initiate the desired services. As an 
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alternative, the user can insert the second SIS card 728 into 
the Second PAP 706 in order to receive the Subscribed 
cellular and/or digital television Services. 
0067. A cellular telephone user brings the cellular tele 
phone 712 within range of the third PAP 710. In this 
example, the telephone 712 already includes a third SIS 
module 730. The third SIS module 730 allows authentication 
to both the cellular provider 716 and the television network 
provider 720 for the download and use of Subscribed ser 
vices via the telephone 712. If successfully authenticated, 
multimedia content can be processed and presented by the 
telephone 712 via the third PAP 710, as well as incoming and 
outgoing cellular calls using VoIP 

0068. In another implementation of the invention, the 
user can simply insert a fourth SIS card 732 into the airport 
television 724, and receive Subscribed cable television con 
tent. Once the card 732 is removed, the viewing content 
defaults back to a configuration provided by the airport. 

0069. Note that the disclosed architecture is not limited to 
only portable computing devices, but can also be employed 
with computing devices typically considered to be non 
portable, for example, a desktop computer 734 provided at 
the airport, work or at home, or a rack mounted piece of 
equipment designed with computing capabilities and, cellu 
lar and cable television access to facilitate content and 
conversation presentation in accordance with the invention. 
Here, the airport desktop computer 734 communicates wire 
lessly with the third PAP 710, or can communicate directly 
with the Internet 714 via a wired network interface device 
736. In any case, if a user inserts a fifth SIS card 738 into the 
computer 734, authentication is again performed for both 
Subscribed cellular and digital television Services. If authen 
ticated Successfully, multimedia content can be downloaded, 
processed and presented using the computer 734 (a speaker 
system) via the third PAP 710, as well as incoming and 
outgoing cellular calls using VoIP (and a microphone and the 
Speaker System). 

0070) Each of the PAPs (702, 706, and 710) is capable of 
communicating with multiple like or different mobile and/or 
no-portable devices Substantially Simultaneously to provide 
the desired Subscriber content to the connected users. 

0071 Referring now to FIG. 8, there is illustrated a flow 
chart of a proceSS for implementation of a public System for 
accommodating mobile devices in accordance with the 
invention. At 800, a mobile device is brought within com 
munication range of a PAP, and authentication is initiated. At 
802, the user provides the SIS data by inserting an SIS card, 
where appropriate. If the SIS module is embedded in the 
mobile device, authentication occurs automatically, or in 
response to a user selection made on the device. At 804, the 
PAP responds with a Successful authentication signal. At 
806, the user requests content and/or Services according to 
authenticated Subscription data. At 808, a decision is made 
to decode the multimedia content using the local System. If 
YES, flow is to 810 to decode the content locally. At 812, the 
decoded content is transmitted by the system to the mobile 
device using the PAP. At 814, the mobile device receives the 
decoded content and presents it to the user. 
0.072 Alternatively, if the system does not do the decod 
ing, flow is from 808 to 816 where the PAP transmits the 
encoded content to the mobile device. At 818, the device 
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decodes the content. At 814, the mobile device receives the 
decoded content and presents it to the user. 
0073) Referring now to FIG. 9, there is illustrated a 
system 900 where the SMIC 102 and VSC 104 of the SIS 
100 of FIG. 1 are disposed separately and respectively in a 
PBS 902 and television 904. The PBS 902 includes the 
SMIC 102 for authenticating the mobile device 318 and 
facilitating access to Subscribed cellular Services of the 
associated user. Once authenticated, the SMIC 102 transmits 
a key or token to the VSC 104 of the television 904. The 
VSC 104 then authenticates the user with the cable provider 
310 via the cable connection 308. Thus, there is provided the 
SIS of FIG. 1 in a distributed fashion where the token or key 
uniquely defines the relationship between the SMIC 102 and 
the VSC 104 for a given user. The user can present the SMIC 
102 in the form of a card, Such that the card is inserted into 
the PBS 902. The unique relationship is then established for 
that user. The user can then receive multimedia content on 
the mobile device 318 and/or process incoming and outgo 
ing calls in accordance with the description provided here 
inabove, but not included here, for purposes of brevity. This 
also applies to the public implementation of FIG. 7, Such 
that a user need only provide the SMIC module data for use 
with a VSC module of the airport or public system. 
0074. In an implementation that can be used for legacy 
equipment, the television 904 does not include the internal 
converter 316 or VSC module 104. An external converter 
(not shown) includes the VSC 104. In the same way as 
before, the SMIC 102 of the PBS 902 establishes the unique 
relationship therewith, and facilitates the download of 
decoded content to the PBS 904, which is then forwarded to 
the mobile device 318 for presentation to the user. Other 
features of Such an implementation are described with 
respect to FIG. 3 above. 
0075) Referring now to FIG. 10, there is illustrated a 
block diagram of a mobile device 1000 suitable for presen 
tation of multimedia content in accordance with the inven 
tion. The device 1000 includes a processor 1002 for con 
trolling all onboard operations and processes. A memory 
1004 interfaces to the processor 1002 for temporary storage 
of data and one or more applications 1006 being executed by 
the processor 1002. A communication component 1008 
interfaces to the processor 1002 to facilitate wired/wireless 
communication with external Systems. 
0076) The device 1000 includes a display 1010 for dis 
playing content downloaded in accordance with the inven 
tion, and for displaying text information related to operating 
and using the device features. A serial I/O interface 1012 is 
provided in communication with the processor 1002 to 
facilitate serial communication (e.g., USB, and/or IEEE 
1394) via a hardwire connection. This Supports updating and 
troubleshooting the device 1000, for example. Audio capa 
bilities are provided with an audio I/O component 1014, 
which can include a speaker for the output of audio signals 
related to, for example, recorded data or telephony Voice 
data, and a microphone for inputting voice signals for 
recording and/or telephone conversations. 

0077. The device 1000 includes an interface 1016 for 
accommodating the SIS in the form factor of a card 1018, 
and interfacing the SIS card 1018 to the processor 1002. 
Firmware 1020 is also provided to store and provide to the 
processor 1002 startup and operational data. The device 
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1000 can also include an image capture component 1022 
Such as a camera. The user can then take digital pictures, and 
transmit the pictures to a remote location or Store the 
pictures locally. In more robust implementations, the device 
1000 includes a video decoder 1024 for decoding encoded 
multimedia content. The device also includes a power Source 
1026 in the form of batteries, which power source 1026 
interfaces to an external power System or charging equip 
ment via a power I/O component 1028. 

0078. The applications 1006 resident on the device 1000 
include, for example, an operating System for configuring 
and manipulating local data and Settings, a browser for 
interacting with websites, music players, Video player Soft 
ware, and any other Software Suitable for operation on the 
device 1000. 

0079 Referring now to FIG. 11, there is illustrated a 
block diagram of a PBS 1100 operable in accordance with 
aspects of the invention. The PBS 1100 includes a processor 
1102 for controlling and processing all onboard operations 
and functions. A memory 1104 interfaces to the processor 
1102 for the Storage of data and one or more applications 
stored in firmware 1106 and being executed by the processor 
1102. The memory 1104 can include mass storage capability 
Such that the PBS 1100 can stored the multimedia content in 
addition to transmitting the content therefrom. This further 
includes Storing telephone messages received over the 
PSTN, as well as VoIP signals communicated over the 
digital IP network. The firmware 1106 also stores startup 
code for execution in initializing the PBS 1100. A commu 
nication component 1108 interfaces to the processor 1102 to 
facilitate wired/wireleSS communication with external Sys 
tems. In another implementation, the communications com 
ponent 1108 includes a broadband modem 1109 Such that the 
PBS 1100 includes the capability to interface directly to a 
broadband network to accommodate IP traffic, forgoing the 
need to further interface to an external broadband modem, 
router, or other Suitably comparable IP communication 
device. 

0080) The PBS 1100 can include a display 1110 for 
displaying text and graphics related to telephony functions, 
for example, a Caller ID function and a Setup function. A 
serial I/O interface 1112 is provided in communication with 
the processor 1102 to facilitate Serial communication (e.g., 
USB, and/or IEEE 1394) via a hardwire connection. This 
supports updating and troubleshooting the PBS 1100, for 
example. Audio capabilities are provided with an audio I/O 
component 1114, which can include a speaker for the output 
of audio signals related to, for example, recorded data or 
telephony Voice data, and a microphone for inputting voice 
Signals for recording and/or telephone conversations. The 
PBS 1100 also includes an interface 1116 for accommodat 
ing the SIS in the form factor of a card 1118, and interfacing 
the SIS card 1118 with the processor 1102. 
0081. In more robust implementations, the PBS 1100 
includes an IP interface 1120 for accommodating IP traffic 
from the Internet via an ISP or cable provider. Thus, VoIP 
traffic can be utilized by the PBS 1100, and IP-based 
multimedia content can be received in either an encoded or 
a decoded format. A video decoder 1122 can be provided for 
decoding encoded multimedia content. The PBS 1100 also 
includes a power source 1124 in the form of batteries and/or 
an AC power Subsystem, which power Source 1124 inter 
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faces to an external power System or charging equipment 
(not shown) via a power I/O component 1126. 
0082) Referring now to FIG. 12, there is illustrated a 
block diagram of a computer 1200 operable to execute the 
disclosed architecture. Such a computer 1200 with wireless 
capability can be considered to be operational as a personal 
base Station in accordance with the invention. Thus, wireleSS 
phones that Support 3G technology, for example, can be used 
with the computer 1200 having such capabilities. In order to 
provide additional context for various aspects of the inven 
tion, FIG. 12 and the following discussion are intended to 
provide a brief, general description of a Suitable computing 
environment 1200 in which the various aspects of the 
invention can be implemented. While the invention has been 
described above in the general context of computer-execut 
able instructions that may run on one or more computers, 
those skilled in the art will recognize that the invention also 
may be implemented in combination with other program 
modules and/or as a combination of hardware and Software. 

0083) Generally, program modules include routines, pro 
grams, components, data Structures, etc., that perform par 
ticular tasks or implement particular abstract data types. 
Moreover, those skilled in the art will appreciate that the 
inventive methods may be practiced with other computer 
System configurations, including Single-processor or multi 
processor computer Systems, minicomputers, mainframe 
computers, as well as personal computers, hand-held com 
puting devices, microprocessor-based or programmable con 
Sumer electronics, and the like, each of which may be 
operatively coupled to one or more associated devices. The 
illustrated aspects of the invention may also be practiced in 
distributed computing environments where certain tasks are 
performed by remote processing devices that are linked 
through a communications network. In a distributed com 
puting environment, program modules may be located in 
both local and remote memory Storage devices. 
0084 With reference again to FIG. 12, there is illustrated 
an exemplary environment 1200 for implementing various 
aspects of the invention that includes a computer 1202, the 
computer 1202 including a processing unit 1204, a System 
memory 1206 and a system bus 1208. The system bus 1208 
couples System components including, but not limited to, the 
system memory 1206 to the processing unit 1204. The 
processing unit 1204 may be any of various commercially 
available processors. Dual microprocessors and other multi 
processor architectures may also be employed as the pro 
cessing unit 1204. 
0085. The system bus 1208 can be any of several types of 
buS Structure that may further interconnect to a memory bus 
(with or without a memory controller), a peripheral bus, and 
a local bus using any of a variety of commercially available 
bus architectures. The system memory 1206 includes read 
only memory (ROM) 1210 and random access memory 
(RAM) 1212. A basic input/output system (BIOS) is stored 
in a non-volatile memory 1210 such as ROM, EPROM, 
EEPROM, which BIOS contains the basic routines that help 
to transfer information between elements within the com 
puter 1202, such as during start-up. The RAM 1212 can also 
include a high-speed RAM such as static RAM for caching 
data. 

0086 The computer 1202 can further include a hard disk 
drive 1214, a magnetic disk drive 1216, (e.g., to read from 
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or write to a removable disk 1218) and an optical disk drive 
1220, (e.g., reading a CD-ROM disk 1222 or to read from or 
write to other high capacity optical media Such as Digital 
Video Disk (DVD)). The hard disk drive 1214, magnetic 
disk drive 1216 and optical disk drive 1220 can be connected 
to the system bus 1208 by a hard disk drive interface 1224, 
a magnetic disk drive interface 1226 and an optical drive 
interface 1228, respectively. The drives and their associated 
computer-readable media provide nonvolatile Storage of 
data, data Structures, computer-executable instructions, and 
so forth. For the computer 1202, the drives and media 
accommodate the Storage of broadcast programming in a 
Suitable digital format. Although the description of com 
puter-readable media above refers to a hard disk, a remov 
able magnetic disk and a CD, it should be appreciated by 
those skilled in the art that other types of media which are 
readable by a computer, Such as Zip drives, magnetic cas 
Settes, flash memory cards, digital Video disks, cartridges, 
and the like, may also be used in the exemplary operating 
environment, and further that any Such media may contain 
computer-executable instructions for performing the meth 
ods of the invention. 

0087. A number of program modules can be stored in the 
drives and RAM 1212, including an operating system 1230, 
one or more application programs 1232, other program 
modules 1234 and program data 1236. All or portions of the 
operating System, applications, modules, and/or data can 
also be cached in the RAM 1212. It is appreciated that the 
invention can be implemented with various commercially 
available operating Systems or combinations of operating 
Systems. 

0088 A user can enter commands and information into 
the computer 1202 through a keyboard 1238 and a pointing 
device, such as a mouse 1240. Other input devices (not 
shown) may include a microphone, an IR remote control, a 
joystick, a game pad, a Satellite dish, a Scanner, or the like. 
These and other input devices are often connected to the 
processing unit 1204 through a serial port interface 1242 that 
is coupled to the system bus 1208, but may be connected by 
other interfaces, Such as a parallel port, a game port, a 
universal serial bus (“USB”), an IR interface, etc. A monitor 
1244 or other type of display device is also connected to the 
system bus 1208 via an interface, such as a video adapter 
1246. In addition to the monitor 1244, a computer typically 
includes other peripheral output devices (not shown), Such 
as Speakers, printers etc. 
0089. The computer 1202 may operate in a networked 
environment using logical connections via wired and/or 
wireleSS communications to one or more remote computers, 
Such as a remote computer(s) 1248. The remote computer(s) 
1248 may be a WorkStation, a Server computer, a router, a 
personal computer, portable computer, microprocessor 
based entertainment appliance, a peer device or other com 
mon network node, and typically includes many or all of the 
elements described relative to the computer 1202, although, 
for purposes of brevity, only a memory storage device 1250 
is illustrated. The logical connections depicted include a 
local area network (LAN) 1252 and a wide area network 
(WAN) 1254. Such networking environments are common 
place in offices, enterprise-wide computer networks, intra 
nets and the Internet. 

0090 When used in a LAN networking environment, the 
computer 1202 is connected to the local network 1252 

Jun. 16, 2005 

through a wired or wireleSS communication network inter 
face or adapter 1256. The adaptor 1256 may facilitate wired 
or wireless communication to the LAN 1252, which may 
also include a wireleSS access point disposed thereon for 
communicating with the wireless adaptor 1256. When used 
in a WAN networking environment, the computer 1202 
typically includes a modem 1258, or is connected to a 
communications Server on the LAN, or has other means for 
establishing communications over the WAN 1254, such as 
the Internet. 

0091. The modem 1258, which may be internal or exter 
nal and a wired or wireleSS device, is connected to the 
system bus 1208 via the serial port interface 1242. In a 
networked environment, program modules depicted relative 
to the computer 1202, or portions thereof, may be stored in 
the remote memory storage device 1250. Exemplary imple 
mentations of the SIS 1260 are a module manufactured into 
the system board or slot-based card for slot-in insertion by 
a user. It will be appreciated that the network connections 
shown are exemplary and other means of establishing a 
communications link between the computerS may be used. 

0092. The computer 1202 is operable to communicate 
with any wireleSS devices or entities operably disposed in 
WireleSS communication, e.g., a printer, Scanner, desktop 
and/or portable computer, portable data assistant, any piece 
of equipment or location associated with a wirelessly detect 
able tag (e.g., a kiosk, news stand, restroom), and telephone. 
This includes at least Wi-Fi and Bluetooth TM wireless tech 
nologies. Thus, the communication may be a predefined 
Structure as with conventional network or Simply an ad hoc 
communication between at least two devices. 

0093 Wi-Fi, or Wireless Fidelity, allows connection to 
the Internet from a couch at home, a bed in a hotel room or 
a conference room at work, without wires. Wi-Fi is a 
wireleSS technology like a cell phone that enables Such 
devices, e.g., computers, to Send and receive data indoors 
and out; anywhere within the range of a base station. Wi-Fi 
networks use radio technologies called IEEE 802.11 (a, b, g, 
etc.) to provide Secure, reliable, fast wireless connectivity. A 
Wi-Fi network can be used to connect computers to each 
other, to the Internet, and to wired networks (which use 
IEEE 802.3 or Ethernet). Wi-Fi networks operate in the 
unlicensed 2.4 and 5 GHZ radio bands, with an 11 Mbps 
(802.11a) or 54 Mbps (802.11b) data rate or with products 
that contain both bands (dual band), So the networks can 
provide real-world performance Similar to the basic 
10BaseT wired Ethernet networks used in many offices. 

0094. What has been described above includes examples 
of the invention. It is, of course, not possible to describe 
every conceivable combination of components or method 
ologies for purposes of describing the invention, but one of 
ordinary skill in the art may recognize that many further 
combinations and permutations of the invention are pos 
Sible. Accordingly, the invention is intended to embrace all 
Such alterations, modifications and variations that fall within 
the Spirit and Scope of the appended claims. AS an example, 
the word authentication has been used in many of the 
discussions above but a perSon of ordinary skill in the art 
understands that the disclosed innovations are also appli 
cable to the Similar activities of registration and activation. 
Although the multimedia Services have been discussed 
above primarily in the context of Video and television, the 
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disclosed innovations may be used for access permissions to 
any Sort of multimedia content Such as, for example, Satellite 
radio. Furthermore, to the extent that the term “includes” is 
used in either the detailed description or the claims, Such 
term is intended to be inclusive in a manner Similar to the 
term “comprising” as “comprising” is interpreted when 
employed as a transitional word in a claim. 
What is claimed is: 

1. A System that facilitates access to multimedia content, 
comprising: 

a Subscriber mobile identity component that defines a 
level of telephony Service; and 

a Security component associated with the Subscriber 
mobile identity component that facilitates access to the 
multimedia content via a receiving device based on a 
level of video service. 

2. The system of claim 1, wherein the Subscriber mobile 
identity component passes a key to the Security component 
to facilitate download of the multimedia content to the 
receiving device. 

3. The system of claim 1, wherein the Subscriber mobile 
identity component and the Security component are included 
in the format of a Smart card. 

4. The system of claim 1, wherein the Subscriber mobile 
identity component and the Security component are manu 
factured into the receiving device. 

5. The system of claim 1, wherein subscriber identity 
information associated with the subscriber mobile identity 
component and Security information associated with the 
Security component are downloaded into the receiving 
device. 

6. A television that employs the System of claim 1. 
7. A computer that employs the System of claim 1. 
8. A telephone that employs the System of claim 1. 
9. A personal base station for a wireless telephone that 

employs the System of claim 1. 
10. A personal digital assistant that employs the System of 

claim 1. 
11. The system of claim 1, wherein the Subscriber mobile 

identity component is one of a SIM card and a USIM card. 
12. The system of claim 1, wherein the subscriber mobile 

identity component is part of a GSM mobile telephone. 
13. The system of claim 1 is hosted as a UICC-compatible 

module. 
14. The system of claim 1, wherein multimedia content 

includes voice content transmitted according to VoIP. 
15. A System that facilitates access to multimedia content, 

comprising: 
a Subscriber identity component that defines a level of 

telephony Service; 
a Security component associated with the Subscriber iden 

tity component that facilitates access to the multimedia 
content via a receiving device based on a level of Video 
Service; and 

an applications component that hosts one or more appli 
cations associated with the Security component. 

16. The system of claim 15, wherein the one or more 
applications are related to at least one of banking, digital 
rights, an applet, and Subscriber information. 

17. The system of claim 15, wherein the subscriber 
identity component, the Security component, and the appli 
cations component are included in the format of a Smart 
card. 
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18. The system of claim 15, wherein the applications 
component includes a key that is accessed by the Security 
component of facilitate access to the multimedia content. 

19. The system of claim 15, wherein the security com 
ponent includes Subscriber information associated with 
access to the level of Video Service related to cable and/or 
Satellite television content. 

20. The system of claim 15, wherein the subscriber 
identity component facilitates at least one of Subscriber 
authentication data and privacy data related to mobile com 
munications. 

21. The system of claim 15 is hosted as a single UICC 
compatible module. 

22. A method of accessing multimedia content via a 
receiving device, comprising: 

accessing Subscriber identity information that defines a 
level of telephony Service; and 

accessing Video Subscriber information that facilitates 
access to the multimedia content via a receiving device 
based on a level of video service. 

23. The method of claim 22, further comprising process 
ing both the subscriber identity information and the video 
Subscriber information to access the multimedia content via 
the receiving device. 

24. The method of claim 22, further comprising Storing 
the Video Subscriber information in at least one of a card that 
is to be installed by a user, a preinstalled card, and an 
embedded circuit. 

25. The method of claim 22, further comprising including 
digital rights information with the video subscriber infor 
mation. 

26. The method of claim 22, wherein the Subscriber 
identity component comprises at least one of Subscriber 
authentication data and privacy data related to mobile com 
munications. 

27. The method of claim 22, further comprising coding 
the Subscriber identity information and the video subscriber 
information in the form of Separate applications, Such that 
the video subscriber application invokes the subscriber 
identity application for billing purposes. 

28. The method of claim 22, further comprising providing 
a digital rights application that passes a token to facilitate 
accessing restricted multimedia content. 

29. The method of claim 22, further comprising invoking 
the level of telephony service based on the video subscriber 
information. 

30. The method of claim 22, further comprising invoking 
the level of video service based on the subscriber identity 
information. 

31. The method of claim 22, further comprising accessing 
only a portion of the multimedia content based on the level 
of video service. 

32. The method of claim 22, further comprising: 
Storing the Subscriber identity information in a user acces 

Sible memory card; 
removing the memory card from a mobile telephone; and 

inserting the card into the receiving device to facilitate 
accessing the multimedia content. 

33. A method of accessing multimedia content, compris 
ing: 

providing a Subscriber identity data that defines a level of 
telephony Service; 
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accessing Video Subscriber data that facilitates access to 
the multimedia content via a receiving device based on 
a level of video service; and 

restricting access to portions of the multimedia content 
based on digital rights data. 

34. The method of claim 33, further comprising storing 
the video Subscriber data, the video Subscriber data, and the 
digital rights data in at least one of a card that is to be 
installed by a user, a preinstalled card, and an embedded 
circuit of the receiving device. 

35. The method of claim 33, wherein the Subscriber 
identity data comprises at least one of Subscriber authenti 
cation data and privacy data related to mobile communica 
tions. 

36. The method of claim 33, further comprising: 
Storing the Subscriber identity data in a user accessible 
memory card; 

removing the memory card from a mobile telephone; and 
inserting the card into the receiving device to facilitate 

accessing the multimedia content. 
37. A computer-readable medium having computer-ex 

ecutable instructions for performing a method of accessing 
multimedia content, the method comprising: 

accessing Subscriber identity information that defines a 
level of telephony Service related to a telephone of a 
Subscriber; 

accessing video Subscription information that facilitates 
access to the multimedia content via a receiving device 
based on a level of Video Service; and 

transmitting the Subscriber identity information and Video 
Subscription information to facilitate communication of 
the multimedia content to the telephone. 

38. The method of claim 37, further comprising process 
ing at least one of the Subscriber identity information and the 
Video Subscriber information to access the multimedia con 
tent via the receiving device. 

39. The method of claim 37, wherein the Subscriber 
identity information and Video Subscription information is 
transmitted at least one of wired and wirelessly. 

40. The method of claim 37, further comprising billing the 
Subscriber according to at least one of the type and amount 
of multimedia content that is received. 

41. The method of claim 37, further comprising enabling 
VoIP communication in response to the act of transmitting. 

42. A System that facilitates the access of multimedia 
content, comprising: 
means for receiving audio/video content over a digital 

network; 
means for communicating the audio/video content to a 

telephone base Station; 
means for communicating wireleSS telephone signals via 

a mobile communications device; 
means for accessing Subscriber identity information that 

defines a level of telephony service related to the 
mobile communications device; 

means for accessing video Subscription information that 
facilitates access to the multimedia content based on a 
level of video service; and 
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means for transmitting at least one of the Subscriber 
identity information and Video Subscription informa 
tion to a provider to facilitate reception of the multi 
media content via the mobile communications device. 

43. The System of claim 42, further comprising means for 
communicating with the provider, which provider is asso 
ciated with the mobile communications device, to enable 
reception of the multimedia content when the mobile com 
munications device is located proximate the telephone base 
Station. 

44. The System of claim 42, further comprising means for 
authenticating the Subscriber to the provider utilizing at least 
one of the subscriber identity information and video sub 
Scription information. 

45. The system of claim 42, further comprising means for 
Storing at least one of the Subscriber identity information and 
Video Subscription information in the mobile communica 
tions device. 

46. A subscriber identity module, for use with a mobile 
device, comprising: 

a first component for registration with a wireleSS com 
munication Service provider; and 

a Second component for gaining access to cable television 
COntent. 

47. The subscriber identity module of claim 46, the first 
component further comprising authentication information 
for a Subscriber to a wireleSS communication Service. 

48. The subscriber identity module of claim 46, the 
Second component further comprising permission informa 
tion for a Subscriber to a cable television Service. 

49. The subscriber identity module of claim 46, the 
Second component further comprising billing information 
for a Subscriber to a cable television service. 

50. The subscriber identity module of claim 46, the first 
component further comprising billing information for a 
Subscriber to a wireleSS communication Service. 

51. A Subscriber identity module, comprising: 
means for communicating with a portable communica 

tions device; 

means for providing wireleSS communication Service 
authentication information to the portable communica 
tions device; and 

means for providing multimedia content access permis 
Sion information to the portable device 

52. The subscriber identity module of claim 51, wherein 
the multimedia content access permission information com 
prises cable television Subscription information. 

53. The subscriber identity module of claim 51, wherein 
the wireleSS communication Service authentication informa 
tion comprises cellular telephone authentication informa 
tion. 

54. The subscriber identity module of claim 51, wherein 
the wireleSS communication Service authentication informa 
tion comprises an identifier uniquely identifying the Sub 
Scriber identity module to the wireleSS communication Ser 
Vice provider. 

55. The subscriber identity module of claim 51, wherein 
the multimedia content access permission information per 
mits access to cable television content. 


