ABSTRACT OF THE DISCLOSURE

The feed bar of a fountain pen is formed with a circumferential helical groove which defines a helical rib on the bar, and is normally closed by an internal wall of the point holder portion of the pen barrel or body. The groove is a part of the compensating system which admits air to the ink compartment in the barrel. The crest of the helical rib is formed with a capillary, helical ink conduit which is radially closed by the afore-mentioned wall and supplies ink to a duct subjacent the point from the ink compartment.

Background of the invention

This invention relates to fountain pens, and particularly to an improved feed bar which guides ink from a storage compartment in the pen barrel to the point and admits a compensating amount of air from the atmosphere to the compartment.

The feed bar controls the rate of ink flow from the storage compartment to the writing point of the pen, and the writing properties of the pen depend to a substantial extent on a uniform ink flow. The configuration of the feed bar has therefore been the subject matter of many patents, such as United States Patents Nos. 2,935,968, 2,601,846, and 2,795,211, the German Patent No. 1,222,404, and the French Patent No. 932,359. Although much effort has been spent on the construction of the feed bar, the known devices leave room for further improvement.

Summary of the invention

I have now found that more uniform ink flow than was available heretofore can be achieved by guiding the ink from the storage compartment to the point in a capillary conduit entirely separated from the compensating system which supplies air from the atmosphere to the compartment, and by making the ink conduit very much smaller than that of the groove 4 and radially closed by the inner wall of the barrel portion 1. The front end of the conduit 6 communicates with an axially elongated ink duct 7 cut into the surface of the feed bar 2 subjacent the writing point 3. The terminal rear portion 8 of the conduit 6 communicates with a slot 9 of capillary dimensions which extends in the feed bar 2 in an axial plane and communicates with a corresponding slot 10 in the point holder portion 1 leading to the portion 11 of the ink storage compartment which is radially confined by the point holder portion 1.

An axial bore 12 in the front portion of the feed bar 1 is open to the atmosphere and communicates with the front end of the groove 4 through a radial bore 13 in the feed bar. The rear end of the groove 4 communicates with a recess 14 in the feed bar which is partly occupied by an abutment 15 on the inner wall of the point holder portion 1 so that the feed bar is secured against rotation about the pen barrel axis. The abutment 15 is received in the recess 14 with sufficient clearance to leave a restricted throttling passage for the flow of air from the bore 12 to the ink storage compartment 11 through a tubular air duct 16 centered in the point holder portion 1 which connects the compartment with the recess 14.

Lamellar fins 17 radially project from the front end of the feed bar 2 into a forwardly open air space 18 between the feed bar and the point holder portion 1 to retain any excess of ink which may be supplied through the long and narrow ink conduit 6.

It should be understood, of course, that the foregoing disclosure relates only to a preferred embodiment of the invention, and that it is intended to cover all changes and modifications in the example of the invention herein chosen for the purpose of the disclosure which do not constitute departures from the spirit and scope of the invention set forth in the appended claims.

What is claimed is:

1. In a fountain pen having a body formed with an ink storage compartment, a writing point, and a feed bar including ink duct means for guiding ink from said compartment to said point and compensating means for admitting air to said compartment from the ambient atmos-
3. In a pen as set forth in claim 1, said body having a tubular point holder portion, said feed bar being inserted in said point holder portion, and said writing point being superposed on said feed bar, said feed bar being formed with an axially elongated groove subjacent said point and communicating with one end of said helical conduit, and with a capillary slot communicating with the other end of said helical conduit and with said compartment.

4. In a pen as set forth in claim 3, lamellar fins radially projecting from said feed bar adjacent said point.

5. In a pen as set forth in claim 2, said point holder portion having an internal wall, said helical groove and said helical conduit being closed in a radially outward direction by said wall and separated thereby from each other.

References Cited

UNITED STATES PATENTS
2,601,846 7/1952 Klages -------------- 401--253
2,795,211 6/1957 Nichols -------------- 401--240
2,935,968 5/1960 Morse et al. ------ 401--240 X

FOREIGN PATENTS
231,916 7/1944 Switzerland.
447,536 4/1949 Italy.

LAWRENCE CHARLES, Primary Examiner.