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To all whom it may concern: 
Be it known that I, GEORGE How VER, of 

Mansfield, in the county of Piatt and State 
of Illinois, have invented certain new and 
useful Improvements in Weather-Strip; and 
I do hereby declare the following to be a full, 
clear, and exact description of the invention, 
such as will enable others skilled in the art 
to which it pertains to make and use it, refer. 
ence being had to the accompanying draw 
ings, which form part of this specification. 
My invention relates to a certain improve 

ment in Weather-strips to be applied to doors 
for keeping out wind and water, and is de 
signed to furnish a device which, while ad 
mitting of being firmly secured to the door, 
Will, at the same time, allow the door to pre 
Sent a neat appearance, both while open and 
closed. 
According to its construction, the lower 

edge of a door is formed with a longitudinal 
rectangular recess extending nearly across 
the depth of the door, and adapted to receive 
the Weather-strip in a horizontal position, so 
that its face may closely fit against the lower 
edge of the door, and thus, while maintaining 
the strip in horizontal line closely within the 
recessed edge of the door as the latter is 
SWung Open, it also neither mars the appear. 
alace of the inside of the door, nor presents 
itself in the Way, so as to be struck by any passing object. 

Referring to the drawings, Figure 1 is a 
view in vertical cross-section, and Fig.2 shows 
the inside of a closed door provided with my 
improvement. Fig. 3 is a plan view of my 
improvement, and Fig. 4 a front elevation of 
the same. 
A represents the ordinary frame-work, in 

closing a door, B, whose lower or bottom 
edge is made with the rabbet or rectangu 
lar recess C extending in full width of the 
door, and cut from the outer lower edge of 
the latter on a horizontal line past the cen 
tral depth of the door, and to within a short 
distance from the inner side face of the same. 
To the inner longitudinal side of this rab 

bet is loosely secured, by staple, hinge, or 
other suitable connecting mechanism, the 
Weather-strip D, which latter corresponds in 
length to the width of the door, while its 
Width is of such dimension that its free longi 
tudinal side projects from the outer face of 
the door a suitable distance, to allow of the strip effectually covering the threshold of the 

door when it falls down upon the same in op 
erative position. 
This strip consists of a plate of zinc, iron, 

or other suitable platerial, and, in practice, I 
preferably make it about one and one-fourth 
(1) inch in width, more or less; but it is 
evident that its width will depend much up 
on the depth of the door to which it is se 
cured; also, I preferably fasten the strip to 
the door by five staples, passing through cor 
responding slots in the plate, which allow 
the latter full play in a horizontal plane, and 
permit it to fall, by its own weight, over the 
threshold upon closing the door. 
This strip D is maintained in horizontal 

position, and held close against the upper 
face of the rabbeted recess C, as the door 
SWings opens, by means of the semicircular 
supporting-platform E. This latter is formed 
on the inner side of the threshold, at the 
rear or hinged portion of the door, and so 
constructed, relatively to the latter, that while 
the door is either swinging to and fro, or 
standing open, the strip will be pressed well 
up against the top of its recess C. 
A door thus provided with my improve 

ment presents a neat, and finished appearance 
upon its inner side, and, at the same time, 
secures the strip firmly to it by allowing it 
to work in the lower rabbeted edge of the 
door, while, upon opening the latter, the strip 
is held within its recess, and prevented from 
coming into view, except as little as is pos 
sible, and is also thus kept from being struck 
or injured by any passing object. 
Having fully described my invention, what 

I claim as new, and desire to secure by Letter's 
Patent, is 
The combination, with the door B, the 

lower edge of which has a rectangular re 
cess, C, formed thereon, of the swinging 
weather-strip D, secured to the edge of the 
door by staples, and metallic plate E, said 
weather-strip being of sufficient width to rest 
in direct contact with the angular face of the 
door-sill, substantially as and for the purpose 
set forth. 
In testimony that I claim the foregoing I 

have hereunto set my hand this 12th day of 
March, 1877. 

GEORGE BOWWER. 
Witnesses: 

W. F. MAXWELL, 
JULES FEE. 

  


