(51) International Patent Classification:
F16M 13/00 (2006.01)

(21) International Application Number:
PCT/US2015/010029

(22) International Filing Date:
2 January 2015 (02.01.2015)

(25) Filing Language: English

(26) Publication Language: English

(30) Priority Data:
61/924,145 6 January 2014 (06.01.2014) US

(71) Applicant: NITE IZE, INC. [US/US]; 5660 Central Avenue, Boulder, CO 80301 (US).

(72) Inventor: HAARBURGER, Daniel; 1035 Pearl Street, Boulder, CO 80302 (US).


(54) Title: SYSTEMS AND METHODS FOR DEVICE HOLDERS

(57) Abstract: A foldable stand includes a body having an approximately planar shape. The foldable stand further includes a first inner portion hingably attached to the body. The foldable stand further includes a second inner portion hingably attached to the body. The foldable stand further includes a third inner portion hingably attached to the body, wherein the first inner portion and the second inner portion rotate away from the approximately planar shape of the body to intersect and create an approximately triangular support having the first inner portion as a first side, the second inner portion as a second side, and the body as a third side; and the third inner portion rotates away from the approximately planar shape of the body, providing for an extended stand configuration which is configured to receive an approximately rectangular prism shaped item.


[Continued on next page]
| Declarations under Rule 4.17:                                                                 | Published:                                                                                                                                                                                                 |
|                                                                                              | — as to applicant's entitlement to apply for and be granted a patent (Rule 4.17(H))                                                                                                                      |
|                                                                                              | — as to the applicant's entitlement to claim the priority of the earlier application (Rule 4.17(H))                                                                                                     |
|                                                                                              | — with international search report (Art. 21(3))                                                                                                                                                           |
|                                                                                              | — before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments (Rule 48.2(h))                                                        |
SYSTEMS AND METHODS FOR DEVICE HOLDERS

BACKGROUND

Mobile devices, such as phones, tablets, and other devices are easily held in the hand of the user. In many cases, it is desirable to hold the device perpendicular to the eyes of the user. Reasons for this configuration may include ease of view and minimization of glare among other reasons. When viewing a device for an extended period of time, the hands of the user may become tired; and it is desirable to have a stand for the mobile device to optimize viewing. It is also desirable that this stand be portable, so that the user may utilize it in many circumstances.

BRIEF DESCRIPTION OF THE FIGURES

Fig. 1 shows a front view of one embodiment of a foldable stand;

Fig. 2 shows a rear view of the foldable stand of Fig. 1;

Fig. 3a shows a front view of the foldable stand of Fig. 1 with first inner portion removed;

Figs. 3b and 3c show a perspective view of the stiffeners for use with the foldable stand of Fig. 1;

Fig. 4 shows a perspective view of the foldable stand of Fig. 1 in an extended stand configuration; and

Fig. 5 shows a perspective view of the foldable stand of Fig. 1 with an electronic device.

DETAILED DESCRIPTION

Certain terminology is used herein for convenience only and is not to be taken as a limitation on the embodiments of systems and methods for a device holder. In the drawings, the same reference letters are employed for designating the same elements throughout the several figures.

The words "right," "left," "front," and "back" designate directions in the drawings to which reference is made. The words "inwardly" and "outwardly" refer to directions toward and away from, respectively, the geometric center of the device holder and designated parts.
thereof. The terminology includes the words above specifically mentioned, derivatives thereof, and words of similar import. The proportions of the drawings are reflective of the electronic devices that they are designed to fit and the drawings generally reflect scaled up or scaled down proportional representations of these device holders.

Like reference numerals designate like or corresponding parts throughout the various views and with particular reference as delineated below.

Embodiments of a foldable stand for an electronic device include an extremely small and portable stand about the size of a credit card when folded in a non-holding configuration. A first inner portion of the stand may fold up and be braced by a second inner portion of the stand. The first inner portion has multiple slots for receiving the second inner portion so that it may be arranged at a variety of angles to the surface on which it sits. The stand also has a third inner portion that may fold up to provide for a stop that may prevent the electronic device from falling out of the foldable stand. Although the foldable stand generally is designed for electronic devices, it may be used with any item that the user desires to hold in an upright configuration. The stand generally works best with rectangular items.

Fig. 1 shows a front view of one embodiment of a foldable stand 100. The foldable stand 100 generally is composed of two materials: polypropylene and aluminum. First inner portion 110 generally provides the primary vertical support mechanism for the foldable stand 100. First inner portion 110 may be made of aluminum in many embodiments, but generally any stiff and strong material may be used for first inner portion 110. First inner portion 110 is generally rectangular. In alternatives, first inner portion 110 may have varying shapes. First inner portion 110 includes a first plurality of slots 120 and a second plurality of slots 130. The first plurality of slots 120 are for receiving the end of a second inner portion of which only tabs 140 are visible in this view. This allows the user to arrange the first inner portion 110 at an angle to the body 150 of the foldable stand 100. The second plurality of slots 130 provides for locking the second inner portion in place when the foldable stand 100 is in a folded configuration. The second plurality of slots 130 is configured to receive tabs 140. These tabs 140 generally are snap fit and serve to hold the first inner portion 110 in a locked position. Body 150 generally includes a recess area that fits first inner portion 110.
The body 150 of the foldable stand 100 generally is formed of a semi-rigid material. In many embodiments, body 150 is formed of polypropylene; however, alternative materials having some flexibility at thinner thicknesses while still being rigid at greater thicknesses may be used. Body 150 includes third inner portion 155. Third inner portion 155 is formed from cutout 156, finger hole 157, and hinge portion 158. Generally, this may be formed via an extrusion process; however, alternatively the third inner portion 155 may be formed by making cuts in the body 150. Using finger hole 157, the user may flex the third inner portion 155 up about hinge portion 158. Third inner portion 155 then may serve as a stop for an electronic device resting against first inner portion 110. Hinge portion 158 is formed by making the polypropylene or other material forming body 150 thinner. This may be referred to as a living hinge.

The body 150 also includes a second living hinge 160. The first inner portion 110 may have an aluminum body and may be separate from body 150 until it is attached using holders 161 (and the related tabs and holders visible in Fig. 2). The first inner portion 110 then may be rotated about living hinge 160 to raise first inner portion 110 to stand at an angle to body portion 150. Further visible in this figure are snap fit tabs 170, which serve to further hold first inner portion 110 in place. To fold first inner portion 110 into a folded position, the user pushes the first inner portion 110 past snap fit tabs 170.

Fig. 2 shows a rear view of the foldable stand 100. Here, second inner portion 210 is visible. Second inner portion 210 serves to brace first inner portion 110 in an extended position when extended to a stand configuration. Second inner portion 210 includes tab 215, which may be positioned in the plurality of slots 120 in the first inner portion 110. The non-visible side of second inner portion 210 also includes tabs 140, which interface with slots 130. To add additional stiffness to second inner portion 210, an insert 220 may be included in many embodiments. Second inner portion 210 may include a cavity for receiving insert 220 (composed of aluminum in many embodiments). Second inner portion 210 may rotate about living hinge 216 such that it may brace first inner body portion 110. First inner body portion 110 may also be referred to as a vertical stand piece and second inner body portion 120 may be referred to as a stand brace. Body 150 also includes braces 230, which prevent the first inner body portion 110 from rotating through body 150 towards second inner portion 210. These braces 230 help retain the device in a folded position. Holders 240 cooperate with
holders 161 to form a slot that holds and receives first inner portion 110. Holders 161 include snap tabs 245 which snap fit into slots 246 in first inner portion 110. The cutout nature 247 of holders 240 allows for the snap tabs 245 to fit through first inner portion 110 while maintaining a narrow slot to receive first inner portion 110. Without these cutouts, the slot formed by holders 161 and holders 240 would not be as snug about first inner portion 110.

Fig. 3 shows a front view of the foldable stand 100 with first inner portion 110 removed. Here, insert 220 is visible in greater detail. Second inner portion 210 includes a cavity shaped like insert 220 and a retaining band 310 to hold insert 220 in place. The cavity in insert 220 provides for a snap fit arrangement, and the retaining band 310 provides for retention of the snap fit holding of insert 220.

Fig. 4 shows a perspective view of foldable stand 100 in an extended stand configuration. Here, it can be seen that tab 215 of second inner portion 210 interfaces with the plurality of slots 120 of first inner portion 110 forming a triangular shape with body 150 as the base. In this way, a rest for an electronic device or other item is formed. In Fig. 5, another perspective view is show with an electronic device resting on foldable stand 100. The operation of third inner portion 155 to brace the electronic device against first inner portion 110 can be seen in this figure.

Due to the materials and configuration used, the foldable stand 100 is very small and is approximately of credit card size. Therefore, it may be easily carried with the user, either in the user's pocket, purse, or wallet and readily deployed.

In one embodiment, a foldable stand includes a body having an approximately planar shape. The foldable stand further includes a first inner portion, hingably attached to the body. The foldable stand further includes a second inner portion hingably attached to the body. The foldable stand further includes a third inner portion hingably attached to the body, wherein the first inner portion and the second inner portion rotate away from the approximately planar shape of the body to intersect and create an approximately triangular support having the first inner portion as a first side, the second inner portion as a second side, and the body as a third side; and the third inner portion rotates away from the approximately planar shape of the body, providing for an extended stand configuration which is configured to receive an approximately rectangular prism-shaped item. Optionally, the foldable stand additionally
includes a folded configuration, wherein in the folded configuration the first and second inner portions are approximately collocated within a first cavity of the body, such that the first and second inner portions fold into the approximately planar shape of the body. Alternatively, in the folded configuration, the third inner portion folds into a second cavity of the body, such that the first and second inner portions fold into the approximately planar shape of the body. In one configuration, the first inner portion includes a first plurality of slots for receiving a first tab of the second inner portion, the first plurality of slots and the first tab cooperating to hold the first inner portion and the second inner portion in the extended stand configuration. In another configuration, the first inner portion includes a second plurality of slots for receiving second tabs of the second inner portion, the second plurality of slots and the second tabs cooperating to hold the first and second inner portions together in the folded configuration. In one alternative, the body includes a first holder and a second holder that form a slot for receiving the first inner portion. In another alternative, the first and second holders are attached to the body via a living hinge, and the first holder includes a third tab for interfacing with a third slot in the first inner portion. Optionally, the second holder includes a cutout for allowing the third tab and third slot to interface without interference from the second holder. Alternatively, the third inner portion is attached to the body via a living hinge. In another alternative, the second inner portion includes an insert for increasing the stiffness of the second inner portion. Optionally, the first and second portions rotate in a first direction to form the extended stand configuration; and in the folded configuration, the first inner portion is further in the first direction from the body than the second inner portion, and the body includes braces for preventing the first inner portion from rotating in a direction opposite the first direction through the body, the braces assisting in retaining the foldable stand in the folded configuration. Alternatively, the body further includes a top tab for holding the first inner portion in a snap fit arrangement in the folded configuration. Optionally, a cavity in the second inner portion receives the insert in a snap fit arrangement, and the second inner portion includes a retaining band for further holding the insert in place. Alternatively, the body, the second inner portion, and the third inner portion are a single piece of material. In one configuration, the body, the second inner portion, and the third inner portion are a single uniform piece of material. In another configuration, the body, the second inner portion, and the third inner portion are polypropylene. Optionally, the first inner portion is aluminum. Alternatively, the second inner portion includes an insert and the insert
is aluminum. Optionally, the foldable stand is approximately credit card size. In one
configuration, the first, second, and third inner portions each are attached to the body via a
living hinge.

In another embodiment, a foldable stand includes a body having an approximately
rectangular prism shape, the rectangular prism shape having a small height such that the body
resembles an approximately planar shape of a very narrow height compared to a length and
width of the body. The foldable stand further includes a first inner portion hingably attached
to the body. The foldable stand further includes a second inner portion hingably attached to
the body. The foldable stand further includes a third inner portion hingably attached to the
body, wherein the first inner portion and the second inner portion rotate away from the
approximately planar shape of the body to intersect and create an approximately triangular
support having the first inner portion as a first side, the second inner portion as a second side,
and the body as a third side; and the third inner portion rotates away from the approximately
planar shape of the body, providing for an extended stand configuration which is configured
to receive an approximately rectangular prism shaped item.

While specific embodiments have been described in detail in the foregoing detailed
description and illustrated in the accompanying drawings, it will be appreciated by those
skilled in the art that various modifications and alternatives to those details could be
developed in light of the overall teachings of the disclosure and the broad inventive concepts
thereof. It is understood, therefore, that the scope of this disclosure is not limited to the
particular examples and implementations disclosed herein, but is intended to cover
modifications within the spirit and scope thereof as defined by the appended claims and any
and all equivalents thereof. Note that, although particular embodiments are shown, features
of each attachment may be interchanged between embodiments. The previous detailed
description is of a small number of embodiments for implementing the systems and methods
for a foldable stand and is not intended to be limiting in scope. The following claims set
forth a number of the embodiments of the systems and methods for a foldable stand disclosed
with greater particularity.
CLAIMS

1. A foldable stand, comprising:
   a body having an approximately planar shape;
   a first inner portion hingably attached to the body;
   a second inner portion hingably attached to the body;
   a third inner portion hingably attached to the body, wherein the first inner portion and the second inner portion rotate away from the approximately planar shape of the body to intersect and create an approximately triangular support having the first inner portion as a first side, the second inner portion as a second side, and the body as a third side;
   and the third inner portion rotates away from the approximately planar shape of the body, providing for an extended stand configuration which is configured to receive an approximately rectangular prism shaped item.

2. The foldable stand of claim 1, wherein the foldable stand additionally includes a folded configuration, wherein in the folded configuration the first and second inner portions are approximately collocated within a first cavity of the body, such that the first and second inner portions fold into the approximately planar shape of the body.

3. The foldable stand of claim 2, wherein in the folded configuration, the third inner portion folds into a second cavity of the body, such that the first and second inner portions fold into the approximately planar shape of the body.

4. The foldable stand of claim 3, wherein the first inner portion includes a first plurality of slots for receiving a first tab of the second inner portion, the first plurality of slots and the first tab cooperating to hold the first inner portion and the second inner portion in the extended stand configuration.
5. The foldable stand of claim 4, wherein the first inner portion includes a second plurality of slots for receiving second tabs of the second inner portion, the second plurality of slots and the second tabs cooperating to hold the first and second inner portions together in the folded configuration.

6. The foldable stand of claim 5, wherein the body includes a first holder and a second holder that form a slot for receiving the first inner portion.

7. The foldable stand of claim 6, wherein the first and second holders are attached to the body via a living hinge, and the first holder includes a third tab for interfacing with a third slot in the first inner portion.

8. The foldable stand of claim 7, wherein the second holder includes a cutout for allowing the third tab and third slot to interface without interference from the second holder.

9. The foldable stand of claim 8, wherein the third inner portion is attached to the body via a living hinge.

10. The foldable stand of claim 5, wherein the second inner portion includes an insert for increasing the stiffness of the second inner portion.

11. The foldable stand of claim 5, wherein the first and second inner portions rotate in a first direction to form the extended stand configuration; and in the folded configuration, the first inner portion is further in the first direction from the body than the second inner portion; and the body includes braces for preventing the first inner portion from rotating in a direction opposite the first direction through the body, the braces assisting in retaining the foldable stand in the folded configuration.

12. The foldable stand of claim 11, wherein the body further includes a top tab for holding the first inner portion in a snap fit arrangement in the folded configuration.
13. The foldable stand of claim 10, wherein a cavity in the second inner portion receives the insert in a snap fit arrangement, and the second inner portion includes a retaining band for further holding the insert in place.

14. The foldable stand of claim 1, wherein the body, the second inner portion, and the third inner portion are a single piece of material.

15. The foldable stand of claim 1, wherein the body, the second inner portion, and the third inner portion are a single uniform piece of material.

16. The foldable stand of claim 14, wherein the body, the second inner portion, and the third inner portion are polypropylene.

17. The foldable stand of claim 1, wherein the first inner portion is aluminum.

18. The foldable stand of claim 1, wherein the second inner portion includes an insert, and the insert is aluminum.

19. The foldable stand of claim 1, wherein the foldable stand is approximately credit card size.

20. The foldable stand of claim 1, wherein the first, second, and third inner portions each are attached to the body via a living hinge.

21. A foldable stand, comprising:
   a body having an approximately rectangular prism shape, the rectangular prism shape having a small height such that the body resembles an approximately planar shape of a very narrow height compared to a length and width of the body;
   a first inner portion hingably attached to the body;
   a second inner portion hingably attached to the body;
a third inner portion hingably attached to the body, wherein the first inner portion and the second inner portion rotate away from the approximately planar shape of the body to intersect and create an approximately triangular support having the first inner portion as a first side, the second inner portion as a second side, and the body as a third side;

and the third inner portion rotates away from the approximately planar shape of the body, providing for an extended stand configuration which is configured to receive an approximately rectangular prism shaped item.
FIG. 5
INTERNATIONAL SEARCH REPORT

INTERNATIONAL APPLICATION NO.

PCT/US20 15/010029

A. CLASSIFICATION OF SUBJECT MATTER

IPC(8) - F16M 13/00 (2015.01)
CPC - F16M 13/00 (2015.01)

According to International Patent Classification (IPC) or to both national classification and IPC.

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC(8) - A47B 23/04; F16M 13/00; G01F 1/06 (2015.01)
CPC - A47B 23/043; F16M 11/10, 13/00 (2015.01)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

USPC - 248/371, 459, 460 (keyword delimited)

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

PatBase, Google Patents, Google Scholar, Google.

Search terms used; foldable, mobile, phone, stand, slot, tab, flat

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>

Further documents are listed in the continuation of Box C.

Date of the actual completion of the international search: 05 March 2015

Date of mailing of the international search report: 28 APR 2015

Name and mailing address of the ISA/US

Mail Stop PCT, Attn: ISA/US, Commissioner for Patents
P.O. Box 1450, Alexandria, Virginia 22313-1450

Facsimile No. 571-273-3201

Authorized officer: Blaine R. Copenheaver

PCT Helpdesk: 571-272-4390
PCT DSP: 571-272-7774

Form PCT/ISA/210 (second sheet) (July 2009)