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This invention relates to a pipe joint. 
The chief object of this invention is to provide 

a Water tight joint between cooperating ends of 
pipe Sections, which is particularly applicable to 
large Size concrete pipe, that is, those approxi 
nating 18'' and larger in diarineter, if of circu 
lar form, or of that width or depth if of non-cir 
cular form, which joint is characterized by the 
fact that there is provided annular channel 
means between the cooperating telescopic por 
tions of the bell and spigot ends, which annu 
lar channel means can be filled with jointing 
material, or materials, by piastering or trowel 
ing or by a pouring operation, or can be filled by 
a multiple application operation. 
Another object of the invention is to provide 

an annular channel between the cooperating tel 
escopic portions of the bell and Spigot ends, 
which annular channel is accessile Substantially 
throughout its entire length - for Corking and 
filling with jointing material, or materials. 
Another object of the invention is to provide a, 

bell and spigot connection, the cooperating por 
tions of the bell and spigot being so arranged that 
the pipe may be joined so that the lower exposed 
portion of the joint is within the pipe and the 
upper portion of the joint is without the pipe, 
thereby insuring that the material for the joint 
Will be sustained by the pipe. 
One feature of the invention consistS in the 

formation of the cooperating portions of the beli 
and spigot such that in addition to the accom 
plishment of the foregoing objects, there is, in 
the case of a circular pipe, a substantially butt 
joint connection for approximately one-half of 
the beli and spigot contact and internally posi 
tioned and there is a butt joint connection for ap 
proximately one-half of the bell and Spigot con 
nection and externally positioned, the tWO being 
offset so as to form a substantially circular butt 
joint contact offset the linear distance between 
the two seni-circular butt joint contactS. 
The invention which is peculiarly adaptable to 

pipes having a circular cross-section, may also be 
applied to pipes having a non-circular CrOSS-Sec 
tion. 
Another feature of the invention consists in 

the formation of the inclined Surfaces of the co 
operating bell and Spigot portions Such that in 
certain instances these are not truly conical but 
have curved elements rather than linear ele 
ments. 
The full nature of the invention will be under 

stood from the accompanying drawings and the 
following description and claims:- 

(C. - 285-11) 
In the drawings, Fig. 1 is a perspective view of 

the Spigot end of a pipe member of substantially 
circular cross-section. 

Fig. 2 is a similar view of the bell end of such 
a pipe member, it being understood that each 
pipe member has at opposite ends these comple 
Inentary formations. 

Fig. 3 is an enlarged elevational view, parts 
being broken away and being shown in central 
Section to illustrate the cooperative relation be 
tween the two complementary ends and with the 
joint forming material included therebetween, 
the two portions of the joint forming material 
being separated by the jute and being of like 
character. 

Fig. 4 is a view similar to Fig. 3, except that 
the telescopic portions of the bell and Spigot are 
shown curved and the joint is not filled, and a 
calking iron is shown in Operative position pre 
iriinary to completing the joint, and in this fig 
ure the jute is positioned substantially at the 
ends of the joint instead of intermediate the 
joint, as shown in Fig. 3. 

Fig. 5 is a longitudinal sectional view on a 
Smaller scale and illustrates the form of the in 
vention shown in Figs. 1 to 3 inclusive, arrange 
for a so-called poured joint connection. 

Fig. 6 is a similar view of a joint and corre 
sponds to that shown in Fig. 3, except that One 
portion of the joint is of a plastic composition and 
the other is a cement composition. 

Fig. 7 is a still smaller sectional view similar to 
Figs. 5 and 6 and of a non-circular section type 
of pipe. 

Fig. 8 is a transverse sectional view of one of 
the pipe sections shown in Fig. 7 and is taken on 
line 8-8 of Fig. 7, and in the direction of the 
aOWS. In Figs. 1 to 3 of the drawings, there is illus 
trated a pair of pipe sections of the general chair 
acter known as a concrete pipe suitable for Water 
and sewage systems, and each pipe Section has 
complementary ends, one of the bell type and 
the other of the spigot type. i0 indicates One 
section which herein is shown of circular outline 
and includes the bell end of the pipe. 11 indi 
cates another section and the same is provided 
with a spigot end of the pipe, the two being 
telescopically associated as shown in Fig. 3. 
The bell end of the pipe includes an inwardly 

tapered portion 12 provided with a peripheral for 
ward edge 13 and a rearward face 14. An in 
wardly directed shoulder 16 includes two dia 
metrically positioned inclined ends 17 and the 
inner surface portion 18 thereof is a continuation 
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2 
of the inner Surface 19 of the Section 10. The 
other half of the bell formation is provided at 
the forward edge 13 and linearly and arcuately 
offset from the before mentioned projection is the 
inWardly extending projection 20 which is in the 
form of a ridge and the same may be arcuate in 
cross-section and has tapered ends 21. As shown 
clearly in Figs. 2 and 3, each of the inwardly 
projecting portions 16 and 20 are substantially 
semi-circular in length. 
The spigot end of the pipe includes a peripheral 

shoulder 22 and an inwardly directed inclined 
portion 23 and two outwardly directed project 
ing portions. One outwardly directed projecting 
portion constitutes the ridge 24 substantially 
similar to the ridge 20 and may be arcuate in 
linear section and is positioned at the end of the 
spigot portion and the pipe includes the forward 
end or face 25, said ridge at its opposite endster 
minating in the tapered portions 26. 

Projecting outwardly from the portion 23 is the 
portion 27 having the face 28 and the two in 
clined ends 29 and an exterior surface 30 that cor 
responds to or is an extension of the exterior Sur 
face 31 of the pipe. Herein the two outwardiy 
directed portions 24 and 27 are each substantially 
semi-circular in length and as will be apparent 
from Fig. 3, the ridge 20 having the face 13 is 
adapted to bear against the face 28 of the ridge 
27 and the face 25 of the ridge 24 is adapted 
to bear against the face 16 of the portion 18. This 
provides two substantially semi-circular Offset 
substantially semi-circular abutting contacts that 
are linearly offset the width of a groove defined 
by the linear distance between the two ridges 20 
and 24 when the two pipe sections are positioned 
in butt joint relation. This groove is of peripheral 
character and lies between the inner inclined Wall 
12 of the bell portion and the outer inclined Wall 
23 of the spigot portion. 

Preferably the sections are positioned as shown 
in Fig. 3. When thus positioned, the joint nate 
rial which in Fig. 3 is shown as cement mortar 
of a rather stiff character, is applied internally 
to the lower portion of the bell, said material 
being retained thereon by the ridge portions 20. 
The two sections may then be telescopically aSSO 
ciated. Cement mortar is then pushed into the 
upper portion of the annular channel from the 
exterior of the pipe and if needed additional 
cement mortar can be forced in the lower portion 
of the annular channel from the interior of the 
pipe. The jute members 31a and 31b may then 
be applied, one from the exterior and at the top 
and the other from the interior and at the bot 
tom and then pressed downwardly or linearly 
towards each other, thereby compressing the 
joint forming material between the cooperating 
surfaces of the bell and spigot forming portions 
of the adjacent pipe ends. Thereafter the joint 
forming material, such as cement mortar, may be 
applied at the openings indicated by the numerals 
32 and 33, to seal the remainder of the open 
ings. The material included in the channel is 
indicated by the numerals 34 and 35 and as be 
fore stated, this material is continuous around 
the spigot end of the pipe. 
The aforesaid construction constitutes a con 

plete seal between the bell and spigot portions 
of pipe sections. Should there be any settling of 
the pipe, the breakage of the joint will take place 
in the portion 32 or 33 or both, and without mate 
rially distributing the portions 34 and 35 which will 
be retained in Sealing relation. 

In Fig. 4 there is illustrated a modified form 

1,958,063 
of the invention, and in this form of the inven 
tion similar nunerals of the one-hundred Series 
are enployed. In this form of the invention in 
stead of the in Wardly inclined conical Surfaces, 
the respective inwardly inclined surfaces, in radi 
all sections, are arcuate and the portion 123d, at 
the top of the pipe is concave, while at the bottom 
of the pipe the portion 123b is convex. Similarly, 
the inclined surface 112d. is convex at the upper 
portion of the pipe and the bottom portion 112b 
is concave. The portions 123a and 123b and the 
portions 112a and 112b merge at the center line 
of the pipe. 
There is also provided the arcuate grooves 122b 

adjacent the faces 122a and the arcuate groove 
114b adjacent the face 114a. This for in of the in 
vention permits the use of a curved calking tool 
Ol' iron and perinitS the use of bell and Spigot 
joints that have less exposed surfaces of jointing 
material than those shown in Figs. 1 to 3 in 
clusive. 
In this form of the invention the jute 131a, and 

131b are illustrated as being initially applied be 
fore any of the joint forming material is applied 
thereto. It will be clearly seen from Fig. 4. that 
When this jute is calked that it will fill Whatever 
Space there night be left between the ridge 124 
and the portion 112d, or the ridge 120 and the por 
tion 123). It Will be obvious also that after this 
jute is applied and caiked that the substantially 
Semi-circular opening between the shoulder 14d. 
and the face 125 can be filled from the interior of 
the pipe with cement mortar and in like manner 
the opening between the shoulder 122a and the 
face 113 can be filled with ceilent mortar fron 
the exterior of the pipe. There will now remain 
unfilled an inclosed channel around the circum 
ference of the Spigot between the portions 112 
and 123. A Small opening is left unfilled at the 
top portion of the joint on the exterior of the 
pipe and through this opening a melted metal or 
heated Sealing compound can be poured, thus 
filling the Said channel around the circumference 
of the Spigot. 
In Fig. 5 the jointing material is shown in po 

sition. The method of applying this jointing ma 
terial is the same as described for Fig. 4. The 
numeral 200 indicates a conventional funnel used 
in pouring the inelted jointing naterial as shown 
in position at 235 and 234 respectively. The jute 
member 231b and 231d, are shown in position bear 
ing against the Smaller ridge portions 224 and 
220 with their ends calked around the tapering 
ends 226 and 221 of the said ridges. The cement 
mortar shown in position at 233 and 232 completes 
the enclosure of the channel and thereby provid 
ing an enclosed channel around the circumfer 
ence of the Spigot for receiving the poured joint 
ing material. 
In Fig. 6 numerals of the three-hundred series 

are employed. The jointing material is shown 
in position. The method of placing this jointing 
material is Substantially the same as described for 
Fig. 3, the only difference being that a rather stiff 
plastic material, indicated by the numerals 33 
and 334, is used instead of the cement mortar for 
this position. 

FigS. 7 and 8 illustrate a pair of cooperating 
pipe sections which in transverse section are egg 
shaped. The same are associated together as 
shown in Fig. 7 and similar parts bear numerals 
of the four-hundred Series. 
AS previously stated the chief object of the in 

vention is the formation of an annular channel 
between the telescopic portions of the bell and 
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3. 5 

1,958,063 
Spigot of two abutting pipe sections, which chan 
nel is accessible its entire length to calking and 
filling with jointing imaterials. The ridges 20 and 
24 which are aids in the formation of said annular 
channel or channels are preferably located as 
shown on accompanying drawing but if desired 
the position may be otherwise positioned, as for 
example, on either bell or Spigot. 
The invention claimed is:- 
1. A Water tight joint for pipes and the like 

formed by the combination of two abutting tele 
Scopically associated pipe sections each having 
compleinentary bell and Spigot ends, the abutting 
contact arrangement connprising a plurality of 
Successive peripherally arranged contacts of al 
most complete peripheral character, successive 
contacts being offset linearly of the pipe, and 
means forming an enclosed enveloping groove be 
tween the contacts comprising peripherally and 
linearly offset outwardly directed partially periph 
eral portions upon the spigot section and comple 
mentarily positioned peripherally and linearly 
offset in Wardly directed partially peripheral por 
tions upon the bell section. 

2. A Water tight joint for pipes and the like 
formed by the combination of two abutting tele 
Scopically a SSociated pipe sections each having 
complementary bell and spigot ends, the abutting 
contact arrangement comprising a plurality of 
Successive peripherally arranged contacts of al 
most complete peripheral character, successive 
contacts being offset linearly of the pipe, means 
forming an enclosed envelope groove between the 
contacts comprising peripherally and linearly off 
Set OutWardly directed partially peripheral por 
tions upon the Spigot section and complementarily 
positioned peripherally and linearly offset inward 
ly directed partially peripheral portions upon the 
bell section, and an inwardly directed portion 
abuttably engaging an outwardly directed portion 
of an adjacent section at the abutting contact. 

3. A Water tight joint for pipes and the like 
formed by the combination of two abutting tele 
Scopically aSSociated pipe sections each having 
complementary bell and spigot ends, the abut 
ting contact arrangement comprising a plurality 
of Successive peripherally arranged contacts of 
almost complete peripheral character, successive 
Contacts being offset linearly of the pipe, means 
forming an enclosed enveloping groove between 
the contacts comprising peripherally and linear 
ly offset outwardly directed partially peripheral 
portions upon the Spigot Section and comple 
mentarily positioned peripherally and linearly 
offset inwardly directed partially peripheral por 
tions upon the bell Section, and an inwardly di 
rected portion abuttably engaging an outwardly 
directed portion of an adjacent Section at the 
abutting contact, and positioned to form a curved 
interior entrance to the lower portion of the 
groove and a curved exterior entrance to the up 
per portion of the groove. 

4. A water tight joint for pipes and the like 
formed by the combination of two abutting tele 
scopically associated pipe sections each having 
complementary bell and Spigot ends, the abutting 
contact arrangement comprising a plurality of 
Successive peripherally arranged contacts of al 
most complete peripheral character successive 
contacts being offset linearly of the pipe, and 
means forming an enclosed enveloping groove 
between the contacts comprising peripherally and 
linearly offset outwardly directed partially pe 
ripheral portions upon the Spigot section and 
complementarily positioned peripherally and 

3 

linearly offset inwardly directed partially pe 
ripheral portions upon the bell section, the groove 
forming surfaces in longitudinal section being in 
clined in Wardly, and each section groove forming 
portion including a convex and a concave curva 
ture in longitudinal section at spaced portions 
curvatures of adjacent Surfaces of adjacent sec 
tions being complementary. 

5. A Water tight joint for pipes and the like 
formed by the combination of two abutting tele 
Scopically associated pipe sections each having 
Coriplementary bell and spigot ends, the abutting 
contact arrangement comprising a plurality of 
succssive peripherally arranged contacts of al 
in Ost complete peripheral character, successive 
contacts being offset linearly of the pipe, and 
means forming an enclosed enveloping groove 
between the contacts comprising peripherally and 
linearly offset outwardly directed partially pe 
ripheral portions upon the spigot section and 
Complementarily positioned peripherally and 
linearly offset inwardly directed partially pe 
ripheral portions upon the bell section, the out 
Wardly directed portions in summation substan 
tially enveloping the joint and the inwardly di 
rected portions in summation substantially en 
veloping the joint, each inwardly directed portion 
cooperating with an outwardly directed portion 
to form a Substantially complete peripheral co 
Operative portion for groove formation and posi 
tioned upon both the interior and exterior of the 
plpe. 

6. A Water tight joint for pipes and the like 
formed by the combination of two abutting tele 
Scopically associated pipe sections each having 
complementary bell and spigot ends, the abutting 
contact arrangement comprising a plurality of 
Successive peripherally arranged contacts of al 
most complete peripheral character, successive 
Contacts being offset linearly of the pipe, and 
means forming an enclosed enveloping groove 
between the contacts comprising peripherally 
and linearly offset outwardly directed partially 
peripheral portions upon the spigot section and 
Complementarily positioned peripherally and 
linearly Offset inwardly directed partially pe 
ripheral portions upon the bell section, the out 
Wardly directed portions in summation substan 
tially enveloping the joint and the inwardly di 
rected portions in Summation substantially en 
veloping the joint, each inwardly directed por 
tion cooperating with an outwardly directed por 
tion to form a substantially complete peripheral 
Cooperative portion for groove formation, said 
last mentioned cooperating portions being posi 
tioned upon the bell end of the pipe section. 

7. A Water tight joint for pipes and the like 
formed by the combination of two abutting tele 
Scopically associated pipe sections each having 
Complementary bell and spigot ends, the abutting 
contact arrangement comprising a plurality of 
Successive peripherally arranged contacts of al 
most complete peripheral character, successive 
contacts being offset linearly of the pipe, and 
means forming an enclosed enveloping groove 
between the contacts comprising peripherally and 
linearly offset outwardly directed partially pe 
ripheral portions upon the Spigot section and 
coimplementarily positioned peripherally and 
linearly offset inwardly directed partially pe 
ripheral portions upon the bell Section, the out 
Wardly directed portions in Summation Substan 
tially enveloping the joint and the inwardly di 
rected portions in Summation Substantially en 
veloping the joint, each inwardly directed portion 
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4. 
cooperating with an outwardly directed portion 
to form a substantially complete peripheral co 
operative portion for groove formation said last 
mentioned cooperating portions being positioned 
upon the Spigot end of the pipe Section. 

8. A Water tight joint for pipes and the like 
formed by the combination of two telescopically 
asSociated complementary bell and Spigot ends 
of adjacent pipe sections, and a plurality of 
means carried by the bell and Spigot ends, posi 
tionable therebetween and cooperating with each 
other for forming a substantially complete pipe 
opening enveloping groove, at the telescoped por 
tions, said sections having Substantially butt joint 
connection comprising longitudinally Spaced 
abutting contacts with the groove therebetween, 

1,958,063 
9. A water tight joint for pipes and the like 

formed by the combination of two telescopically 
aSSOciated complementary bell and spigot ends of 
adjacent pipe Sections, said sections having a plu 
rality of peripherally spaced linearly offset sub 
stantially abutting contacts adjacent portions of 
the bell and Spigot ends linearly offset from the 
abutting contact providing an entrance to the pe 
ripheral space between said ends, one of Said 
entrances being exteriorly of the pipe and an 
other being interiorly thereof, means carried by 
at least one of said ends for Spacing the tele 
scopic portions of Said ends apart to provide an 
appreciable space therebetween, and joint form 
ing material in said space. 

MARTIN A. MILLING. 
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