A plastic conveyor belt (10) is formed of a plurality of non-reversible modules having inter-fitting link ends (18) connected together and hinged by pivot rods (28) having a rod capturing arrangement at each end of the outermost link ends of end module assemblies which is a blocking member (34) insertable into a slot (32) in the widest and outermost link end with the flat surface (36) of the blocking member (34) facing the rod (28) and a projection (38) for cooperating with the rod hole (26) for holding the blocking member (34) in place but allowing it to be removed. The belt (10) also has internal modules (12) in addition to end modules (14, 16) and all modules are constructed such that the narrowest link ends of unequal width link ends are adjacent sprocket cavities but are offset in a direction of another link end (18) to provide additional strength and rigidity.
### FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>ES</td>
<td>Spain</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>FI</td>
<td>Finland</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>FR</td>
<td>France</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GA</td>
<td>Gabon</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GB</td>
<td>United Kingdom</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>LIE</td>
<td>Liechtenstein</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany, Federal Republic of</td>
<td></td>
<td></td>
<td>US</td>
<td>United States of America</td>
</tr>
</tbody>
</table>
IMPROVEMENTS IN PLASTIC MODULAR
CONVEYOR BELTS AND MODULES THEREFOR

BACKGROUND OF THE INVENTION

Field Of The Invention

This invention relates to improvements in plastic conveyor belts of the type having a plurality of links or modules connected together to form a continuous belt with connecting rods or pins, and in particular to a unique improvement for capturing the connecting rods and an innovative construction of different modules which are assembled to make the conveyor.

Background And Prior Art

The art on plastic conveyor belts utilizing modules with inter-fitting link ends is well known and well worked. In such belts a pivot rod connects the inter-fitting link ends so that the modules can be assembled with the rods to form a continuous belt. The rods permit angular rotation between adjacent modules as required when the belt goes around sprockets or rolls on the conveyors while at the same time the rods connect and transmit the forces between the adjacent modules. In practice these connecting rods are subject to large forces. Due to the broad range of application in which plastic conveyors are commonly used, the forces and the reaction of the rods to these forces is many times unpredictable. It is of utmost importance that the rods that connect the modules be positively captured within the conveyor belt assembly. Failure to accomplish such
results in numerous problems, not the least of which is the belt actually falling apart in use. Other problems include interference between partially exposed rods and the surrounding conveyor structure. Additionally, as a practical matter the rods must be easily insertable and removable from the belt, as such is normally required during belt assembly, belt installation or belt repair. Furthermore, it is desirable to accomplish this without the use of any special equipment or tool. Such is particularly important when considering field installation and repair since special tools represent both added costs and inconvenience to the user.

Because of the significant problems that loose conveyor pins have caused, numerous methods have been used to capture the pivot rods connecting the links in plastic conveyor belts. Such methods include forming heads on the ends of the rods, but these heads can be knocked off and they must be removed for replacement of the rods. The heads have been provided by melting the ends of the rod to provide enlarged ends or heads which are larger in diameter than the rod hole and thereby prevent the rod from moving inwardly through the belt, i.e., the enlarged heads provides means to capture the rods. However, there are numerous problems with this solution to the problem of capturing the rods. First, special equipment is normally required to thermally form the heads. Secondly, the heads are exposed on the edges of the belt in a vulnerable location since any protuberance on a conveyor can either wear or knock the heads of the rods thus allowing the rods to fall out of the belt. Thirdly, there is the problem of the Poisson effect, i.e., when a material undergoes a change in dimension due to an elastic deformation along one axis an opposite change in dimension or deformation occurs along
a perpendicular axis. The amount of this opposite deformation is determined by Poisson's ratio. When the conveyor belt is in operation the rods are subjected to compressive forces perpendicular to the axis of the rod. These compressive forces can deform the rod making the diameter of the rod smaller in accordance with the theory of elasticity. In accordance with the Poisson effect the rod then elongates along its axis; in effect, the rod becomes longer than its original length. This in turn causes the rod to protrude further beyond the edge of the belt causing further problems of interference with conveyor structure which can result in significant belt damage and possible down time.

Another way of capturing the rod within the belt is to form a circumferential bead the internal diameter of which is less than the diameter of the rod, the beads being formed at the ends of the rod holes. Such is shown in U.S. Patent 2,911,091 granted November 3, 1959. However, such capturing of the rod is more or less permanent which doesn't take into conditions the need for disassembly and repair of the belt from time to time. Another solution to the problem of capturing a rod end is disclosed in U.S. Patent 3,726,569 granted April 10, 1973, in which the end of the rod hole and the outermost link end are plugged to prevent the rod from escaping from the belt. See also, U.S. Patent 4,709,807 granted December 1, 1987. However, such plugs can be inadequate due to the rod elongation force caused by Poisson's effect mentioned above and threaded plugs can cause stress risers and possible failure, in addition to extra manufacturing time and the cost of threading both the plug and the hole.

Another known method of capturing the rod is a snap-fitting end cap installed axially into the module rod
hole or transversely into the module blocking off the rod hole. However, the general design requirement for snap-fit assembly as currently known requires that the plug or end cap be flexible so that its snap projection can deform during installation. This flexibility, which is normally accomplished by placing the snap fit projection at the ends of two flexible arms, also weakens the plug or cap and reduces its ability to resist rod elongation forces. Further, end caps which are installed axially into the rod hole place the entire rod elongation force caused by the Poisson effect on relatively small snap-fit projections. This results in the rods "popping" the end caps off of the end modules.

There is a need in the art for an improved arrangement for capturing the rods inter-linking modules of modular plastic conveyors.

Furthermore, one common design of plastic conveyors includes modules having a plurality of spaced inter-fitting link ends with intermediate members connecting opposed link ends, and one or more transverse members between the link ends connecting the intermediate members. See, for example U.S. Patents 4,557,374 granted December 10, 1985; 4,556,142 granted December 3, 1985; 4,438,838 granted March 27, 1984; 4,159,763 granted July 3, 1979; 4,080,842 granted March 28, 1978; 3,870,141 granted March 11, 1975; and German Patent No. 113,669 granted November 19, 1899. In one common design the link ends are all of substantially the same width, the modules are reversible and they are assembled in a "brick-lay" pattern so that the ends of one row of modules don’t align with the ends of the adjacent row of modules. It is well known that this contributes further strength. In the known design, the sprocket teeth which drive the belt are either necessarily small, or enlarged sprocket tooth
cavities (for permitting larger sprocket teeth) are formed between two transverse members and two intermediate members. It is desirable to have a modular design which permits large sprocket teeth, both in length and depth since sprocket tooth size is a key factor in determining both the wear resistance and strength of the sprocket. However, a large sprocket tooth cavity results in the placement of a link end between two intermediate members. In such a construction, when the belt made up of such modules is placed under a load as is the normal case in operation, the stress flow of the link ends located in the sprocket tooth cavity area must flow down the link end around the cross member and then to intermediate members connecting to link ends on the opposite side of the modules. With this construction the link end which is located between the two intermediate members cannot carry the same load as link ends on opposite sides of the module that are directly connected by an intermediate member.

In order to reduce manufacturing cost which is related to the costs of materials used in the belt, which in turn is related to the thickness of the link ends and to the molding cycle, it is desirable to maximize the strength of the belt and module versus the weight and to maximize the strength versus maximum thickness ratios since these two values are critical in determining the manufacturing cost.

For assembly of a belt in a brick-lay pattern there is need to control the centers where the modules occur to assure that all sprocket tooth cavities line up. If brick-laying is started improperly, the belt must be pulled apart and reassembled. There is a need in the art for a modular belt which accomplishes the foregoing desirable results.
Summary Of The Invention

This invention is in the setting of a plastic conveyor belt composed of a plurality of modules with inter-fitting link ends which modules are held together by elongated rods extending through holes in the link ends. The rods are captured by specially constructed outer link ends of uniquely shaped end modules. For capturing the rods the outermost module is relatively wide and has a slot therethrough perpendicular to the axis of the rod hole. A blocking member is insertable into the hole perpendicular to the rod to block the movement of the rod. The blocking member has a flat surface facing the rod end and a projection for fitting into the rod hole on an opposite surface. The shape of the blocking member is configured so as to be assembled in only one position and to be flush with the surface of the link end. The projection has ramps for insertion and removal and the assembly is configured so that the blocking member can be snapped in and out of the outermost link end in case the belt needs to be disassembled or repaired.

The belt is composed of internal modules and four different end modules (there are two different size end modules for each side of the belt). The end modules on each end, of course, are reversed. The end modules have the widest link end on the outside and the next widest link end adjacent the outside. One of the end modules has only one link on one side and two link ends on the other side. The widest end module and the internal module are configured such that the narrowest link ends are offset in a direction toward an adjacent intermediate member in order to balance the module from the standpoint of location of maximum and minimum width link ends versus maximum and minimum module section rigidities in order to
achieve the goal of providing a module and belt of minimum weight and minimum average section thickness for a given design strength and requirement.

**Brief Description Of The Drawings**

Fig. 1 is an exploded view showing the assembly of three different modules of this invention together with connecting rods and the connecting rod capturing means; Fig. 2 is an exploded end view of the end module of Fig. 1 and the blocking means; Fig. 3 is a perspective view of a portion of an end module showing the means in the outermost link end for capturing the rod; and Fig. 4 is a bottom plan view of an assembly of modules showing the position of the sprocket holes vis-a-vis the thicker and thinner link ends.

**Detailed Description Of The Preferred Embodiment**

A plastic conveyor belt 10 is of the type formed by a plurality of plastic modules linked together with connecting rods and having spaced inter-fitting link ends. The belt of this invention is constructed of an internal module or modules 12 and end modules such as wide-end module 14 and narrow-end module 16. Other width internal modules could also be used. Each of the modules have inter-fitting spaced link ends 18 which are varying in number and width as illustrated in the drawings and as will be explained. On each of the modules the link ends are connected by intermediate members 20 and transverse members 22. On the underside of the module the transverse members and selected ones of the intermediate members form sprocket pockets 24 for teeth of driving sprockets. Each of the link ends 18 of each of the modules has a rod hole 26 extending transversely therethrough of a suitable diameter to accommodate the connecting or pivot
rods 28 as is known in the art. The modules are assembled as illustrated in Fig. 1 to create an assembly (not shown) with end modules at each end and with the rods 28 inserted through the rod holes 26.

In order to capture the rods in the rod holes and prevent them from moving outwardly a rod capturing means is provided which includes a wide link end 30 on the outermost edge of end modules 14 and 16. A slot 32 extends through the link end 30 from the top to the bottom thereof intersecting the rod hole 26. The slot is configured to accommodate a blocking member 34 as shown in Figs. 1, 2, and 3. Blocking member 34 has a flat side 36 against which the rod end abuts and a projection 38 on the outer side. Projection 38 has an insert ramp portion 40, a dwell or hold portion 42 which is less than the width of the hole, and an exit ramp portion 44. These portions allow for pop-in insertion and removal of the blocking member.

The blocking member has a head extension 46 which fits within a recess 48 in link end 30 in order that the blocking member must always be assembled in the correct position. The top surface 50 of the blocking member is configured with the surface 52 of the link end so that the top of the blocking member is flush therewith.

The flat side 36 of the blocking member 34 provides a solid high contact area for absorbing rod elongation pressure from the end of rod 28. The projection 38 is configured such that it can be easily inserted into the link end 30 during assembly or installation while solidly retaining the member in place during operation. Once installed the projection 38 rests in the rod hole 26 of link end 30. The upper section of link end 30 which forms the perimeter of the rod hole is dimensioned such that it will deform to allow entry of the blocking member.
yet recover to its original form after insertion of the blocking member. With this invention any connecting rod elongation and the forces therefrom push against a solid blocking member which distributes the forces to rigid sections of the wide link end 30 of the end modules 14 and 16. Additionally, the projection 38 is oriented such that rod elongation forces more securely lock the blocking member 34 in place. Therefore the rod elongation forces make the blocking member more secure and prevent the rod from leaving the belt. The solid blocking member is essentially non-deformable while the outer portion of the link end is deformable to permit insertion and extraction of the blocking member.

Each of the end modules 14 and 16 are configured with a series of three graduated width link ends to properly absorb the rod elongation forces and transmit them to the internal structure of the belt. The outermost link end 30 is the widest since it must accommodate the blocking member and transmit the entire belt rod elongation forces to the belt. The next adjacent link end 54 is dimensioned somewhat smaller but still sufficient to absorb the high shear forces in the belt created by the outside link end. The next link end 56 is somewhat narrower than link end 54, but larger than any of the link ends 18 of the internal module 12.

A significant advantage of this invention is that the end modules 14 and 16, and the blocking member 34 contain the rods 28 on both edges of the belt 10. This permits free access to the belt rod from either side of the belt and such is of critical importance in installation and maintenance. For example, often due to conveyor structure only one side of the belt is accessible. With conventionally designed belts having one side accessible and the other side closed (or with a
small hole for a drift pin), installation and maintenance can be extremely difficult. Additionally, a common practice when replacing damaged belt modules is to progressively remove the two existing connecting rods by pushing in new rods. When the damaged module is approached, the two existing connecting rods are pulled back just far enough to insert a new module. Once inserted the replacement rods are used to push the old rods out. In this manner damaged sections can be replaced without completely disassembling the belt. Such a method is impossible to utilize with a construction that does not permit free access to the connecting rods 28 from both edges of the conveyor belt 10.

As shown in Fig. 4 the sprocket pockets 24 cause some of the intermediate members 20 to be less than full thickness. In some of the places this occurs the link ends are narrower so that they don't put as much strain on the module. For example, the link ends numbered 1 in Fig. 4 do not connect with an intermediate member 20 and the same applies to some of the link ends numbered 3 and 4. The other link ends being wider are connected through a full size intermediate member. Additionally, the narrower link ends are offset and the direction of offset is toward the closest intermediate member as shown in the drawing in Fig. 4.

Although a preferred embodiment of the invention has been described, it would be apparent to those skilled in the art that variations can be accomplished and the description of the preferred embodiment is for enablement purposes and does not constitute a limitation of the invention.
CLAIMS

What Is Claimed Is:

1. A conveyor belt module of the type for constructing a conveyor belt of modules linked together by inter-fitting link ends and a pivot rod extending through aligned holes in all of the link ends, with means for maintaining the rod captive in the belt by blocking the holes in the outermost of the link ends, the hole blocking means comprising:

   (a) an outer edge link end having a slot therein extending perpendicular to the longitudinal axis of the rod, the slot extending past the rod hole in the outermost link end;
   
   (b) a rod movement blocking member shaped to be removably inserted by sliding into the slot; and
   
   (c) holding means on the blocking member cooperating with the rod hole to hold the blocking member in place during operation but to allow manual removal.

2. A conveyor belt module as defined in claim 1 wherein the holding means are snap-acting means, and the blocking member is non-deformable while the end link is deformable to permit insertion and extraction of the blocking member.

3. A conveyor belt module as defined in claim 2 wherein the snap-acting means includes a projection on an outer side face of the blocking member which aligns with the rod hole when the member is installed.

4. A conveyor belt module as defined in claim 3 wherein the projection has a flat outer surface with a ramp from the outer surface to the side of the member in the direction of insertion of the member.

5. A conveyor belt formed of individual modules wherein the outermost module on each end of the belt are modules according to claims 1, 2, 3, or 4.
6. A conveyor belt module as defined in claim 1 wherein the link ends are of unequal width and the module is non-reversible.

7. A conveyor belt module for the interior of a conveyor belt constructed of a plurality of modules having inter-fitting link ends connected by pivot rods, the module having a plurality of spaced link ends on both sides thereof; intermediate members connecting the link ends, transverse members connecting the intermediate members, and wherein the transverse members and some of the intermediate members form sprocket holes to allow the belt to be driven by a sprocket wheel, with improvements comprising; the link ends being of unequal width to prevent reversibility and to control brick-laying, the narrow link ends being spaced between intermediate members, and a shank portion of at least some of the narrow link ends being offset in a direction toward adjacent intermediate members.

8. A belt assembled from internal modules according to claim 7 and end modules according to claim 1.

9. An assembly for capturing both ends of a pivot rod for a plastic conveyor belt formed of modules having inter-fitting link ends held together and hinged by the rod, the assembly comprising; an end module on each side edge of the belt, the end module having an outer link end with a through hole for the rod and a slot extending transverse to the rod, an insertable/removable rod blocking member shaped to be inserted into the slot to block the rod hole, one side of the rod blocking member being flat and the other side having projection means to hold the blocking member in the slot.
10. An assembly as defined in claim 9 wherein the projection means is on the outer side of the blocking member.

11. An assembly as in claim 10 wherein the projection means cooperates with the link end rod hole to retain the member.

12. An assembly as in claim 10 wherein the projection means has a ramp in the direction of both entry and removal.

13. An assembly as in claim 12 wherein the blocking member has a locating head that prevents improper insertion.

14. An assembly as in claim 12 wherein the outermost link end is wider than the adjacent link end of the end module.

15. An end module for the side edge of a modular conveyor belt formed of a plurality of modules having inter-fitting link ends held together and hinged by a pivot rod, the end module comprising at least three link ends, the outermost link end being wider than the other two link ends, rod holes in all of the link ends, a slot extending through the outermost link end perpendicular to the rod hole and intersecting therewith, an insertable removable blocking member shaped to be inserted into the slot to block the rod hole and removable therefrom, the inner side of the blocking member within the rod hole being flat and the outer side of the blocking member within the rod hole having projection means for holding the blocking member in the rod hole.
6. A conveyor belt module as defined in claim 1 wherein the link ends are of unequal width and the module is non-reversible.

7. A conveyor belt module for the interior of a conveyor belt constructed of a plurality of modules having inter-fitting link ends connected by pivot rods, the module having a plurality of spaced link ends on both sides thereof; intermediate members connecting the link ends, transverse members connecting the intermediate members, and wherein the transverse members and some of the intermediate members form sprocket holes to allow the belt to be driven by a sprocket wheel, with improvements comprising; the link ends being of unequal width to prevent reversibility and to control brick-laying, the narrow link ends being spaced between intermediate members, and a shank portion of at least some of the narrow link ends being offset in a direction toward adjacent intermediate members.

8. A conveyor belt of modules linked together by inter-fitting link ends and a pivot rod extending through aligned holes in all of the link ends, the belt comprising end modules with means for maintaining the rod captive in the belt by blocking the holes in the outermost of the link ends, the hole blocking means comprising:

(a) an outer edge link end having a slot therein extending perpendicular to the longitudinal axis of the rod, the slot extending past the rod hole in the outermost link end;

(b) a rod movement blocking member shaped to be removably inserted by sliding into the slot; and
(c) holding means on the blocking member cooperating with the rod hole to hold the blocking member in place during operation but to allow manual removal, the belt further comprising internal modules having a plurality of spaced link ends on both sides thereof; intermediate members connecting the link ends, transverse members connecting the intermediate members, and wherein the transverse members and some of the intermediate members form sprocket holes to allow the belt to be driven by a sprocket wheel, with improvements comprising; the link ends being of unequal width to prevent reversibility and to control brick-laying, the narrow link ends being spaced between intermediate members, and a shank portion of at least some of the narrow link ends being offset in a direction toward adjacent intermediate members.

9. An assembly for capturing both ends of a pivot rod for a plastic conveyor belt formed of modules having inter-fitting link ends held together and hinged by the rod, the assembly comprising; an end module on each side edge of the belt, the end module having an outer link end with a through hole for the rod and a slot extending transverse to the rod, an insertable/removable rod blocking member shaped to be inserted into the slot to block the rod hole, one side of the rod blocking member being flat and the other side having projection means to hold the blocking member in the slot.
**INTERNATIONAL SEARCH REPORT**

**I. CLASSIFICATION OF SUBJECT MATTER**

According to International Patent Classification (IPC) or to both National Classification and IPC

IPC(4) B65G 17/06

U.S. Cl. 198/853

**II. FIELDS SEARCHED**

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Minimum Documentation Searched</th>
</tr>
</thead>
<tbody>
<tr>
<td>U.S.</td>
<td>198/853, 851, 852; 474/206, 212, 213, 219; 403/154, 155</td>
</tr>
</tbody>
</table>

Documentation Searched other than Minimum Documentation to the Extent that such Documents are Included in the Fields Searched

**III. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US, A, 3,939,964 (POERINK) 24 February 1976 See column 2, lines 45-51, Figure 2.</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,556,142 (LAPEYRE) 03 December 1985 See Figure 8.</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 4,742,907 (PALMAER) 10 May 1988 See Figure 1.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th></th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>1,2,5/1,5/2 6</td>
</tr>
<tr>
<td></td>
<td>6,7</td>
</tr>
<tr>
<td></td>
<td>7</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
  - "A" document defining the general state of the art which is not considered to be of particular relevance.
  - "E" earlier document but published on or after the international filing date.
  - "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified).
  - "O" document referring to an oral disclosure, use, exhibition or other means.
  - "P" document published prior to the international filing date but later than the priority date claimed.

**IV. CERTIFICATION**

Date of the Actual Completion of the International Search 22 August 1989

Date of Mailing of this International Search Report 08 FEB 1990

International Searching Authority ISA/US

Signature of Authorized Officer Cheryl L. Gastineau
FURTHER INFORMATION CONTINUED FROM THE SECOND SHEET

V. X OBSERVATIONS WHERE CERTAIN CLAIMS WERE FOUND UNSEARCHABLE

This international search report has not been established in respect of certain claims under Article 17(2) (a) for the following reasons:

1. Claim numbers , because they relate to subject matter not required to be searched by this Authority, namely:

2. Claim numbers , because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. Claim numbers , because they are dependent claims not drafted in accordance with the second and third sentences of PCT Rule 6.4(a).

VI. X OBSERVATIONS WHERE UNITY OF INVENTION IS LACKING

This International Searching Authority found multiple inventions in this international application as follows:

1. As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims of the international application.

2. As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims of the international application for which fees were paid, specifically claims:

3. No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claim numbers:

4. As all searchable claims could be searched without effort justifying an additional fee, the International Searching Authority did not invite payment of any additional fee.

Remark on Protest

☐ The additional search fees were accompanied by applicant's protest.
☐ No protest accompanied the payment of additional search fees.