Title: A MACHINE AND A METHOD FOR FILLING BOX-LIKE CONTAINERS WITH ARTICLES ARRANGED SIDE BY SIDE AND VERTICALLY

Abstract: In a machine for filling box-like containers with articles arranged side by side and vertically, a station (1) forms a row (11) of articles (10), overlapped at least partially. An article feeding apparatus (2), functionally interposed between the outlet section of the forming station (1) and a filling station (3), operates between a rest configuration (I) and a work configuration (A). When in the work configuration, the apparatus transfers the articles (10) from the outlet section into a box-like container (4), placed in the filling station (3), and directs the articles in a vertical orientation, to define a prefixed filling condition of the first container (4). A conveyor (5) supports the series of box-like containers and is operated, in step relation with the speed of feeding of the articles (10), fed by the articles feeding apparatus (2), so as to move the box-like containers in a container feeding direction (G).
A MACHINE AND A METHOD FOR FILLING BOX-LIKE CONTAINERS
WITH ARTICLES ARRANGED SIDE BY SIDE AND VERTICALLY

FIELD OF THE INVENTION

The present invention relates to automatic machines for receiving articles, in particular envelopes, and for placing them in box-like containers, arranged side by side and vertically.

BACKGROUND OF THE INVENTION

Industrial processes are known, which transfer envelopes from a feeding line, e.g. conveying means, to corresponding receiving magazines, the so-called "stackers", where the envelopes are piled up in metallic baskets, whose dimensions are adapted to the dimensions of envelopes.

The latter, housed in the baskets, are then picked up by mechanical arms, which place them inside box-like containers, disposed side by side and vertically.

However, these processes must be interrupted when the envelope size is changed: in fact, in these cases, an operator must intervene manually to adapt the dimensions of the baskets to the new dimensions of the envelopes, which are to be housed there, which results in a waste of time.

SUMMARY OF THE INVENTION

The object of the present invention is to propose a machine for filling box-like containers with articles
arranged side by side and vertically, which is capable of transferring articles, in particular envelopes, from a feeding line to relevant box-like containers, where they are arranged side by side, vertically.

Another object of the invention is to propose a compact machine, whose dimensions are reduced and structure is essential, and which is capable of fulfilling the proper functions of the apparatuses of prior art.

A further object of the present invention is to propose a machine, in which the flow of articles, coming from the feeding line, does not have to be stopped, or slowed down, when a container full of articles is substituted with an empty one.

A still further object of the present invention is to propose a machine which resolves the above mentioned drawbacks, thus giving an automation degree and productive performance superior than the apparatuses of prior art.

Yet a further object of the present invention is to propose a machine, whose costs are relatively limited with respect to the obtained results.

Another object of the present invention is to propose a method, which allows box-like containers to be filled with articles, such as envelopes, arranged vertically, side by side thereinside, fed from article feeding line, with a cyclical and automatic process, with said method assuring high processing rates and not requiring slowing down or stopping of the flow of articles coming from the feeding line.

The above mentioned objects are obtained, in accordance with the claims, by a machine for filling box-like
containers with articles arranged side by side and vertically, characterized in that it includes:

a row forming station for forming a row of articles, overlapped at least partially, on first conveying means for transferring the row toward an outlet section of the row forming station, in a forward direction;

an article feeding apparatus, functionally interposed between said outlet section of said row forming station and a filling station, and operating between a rest configuration and a work configuration, with said apparatus taking the work configuration for transferring said articles from said outlet section into a box-like container, belonging to a series of box-like containers, placed in said filling station, and directing said articles in a vertical orientation to define a prefixed filling condition of the first container;

first means for supporting said series of box-like containers, arranged one after another, and for moving the latter in a feeding direction, in step relation with the speed of feeding of said articles, fed by the article feeding apparatus.

The above mentioned machine is conceived to carry out a method for filling box-like containers with articles arranged side by side and vertically by means of an article feeding apparatus and first means for supporting and moving box-like containers, characterized in that it includes the following steps:

- said article feeding apparatus is placed in a position corresponding to a first box-like container, belonging to the series of the box-like containers;
- the articles supplied by the article feeding apparatus are inserted into the first box-like container, in a vertical orientation, in step relation with the motion of the first box-like container in a container feeding direction, until a prefixed filling condition of the first box-like container is achieved;

- feeding of the articles by the article feeding apparatus is stopped;

- said article feeding apparatus is removed from the first box-like container and at least said first box-like container and a second box-like container, belonging to the series of box-like containers and adjacent to the first box-like container, are moved, by the first supporting and driving means in said container feeding direction;

- the article feeding apparatus is placed in a position corresponding to the second box-like container.

BRIEF DESCRIPTION OF THE DRAWINGS

The characteristic features of the invention, not resulting from what above, are pointed out in the following, in accordance with the claims and with reference to the enclosed figures, in which:

- Figure 1 is a top view of the proposed machine;
- Figures 2A, 2B, 2C, 2D are schematic, lateral views of a working cycle of the machine;
- Figures 3A, 3B show roughly the overlapping, which can characterize a row of articles at the machine inlet;

- Figures 4A, 4B are enlarged views of the particular 2 of Figure 2A, in two subsequent moments;

- Figures 5, 6 are enlarged views of box-like containers with the articles, during the machine operation.

DISCLOSURE OF THE PREFERRED EMBODIMENTS

With reference to the enclosed Figures, the reference numeral 1 indicates a station for forming a row 11 of articles 10, e.g. envelopes.

The station is defined by: first conveying means 12, aimed at conveying the row 11 in a forward direction D, a support 13, situated in cascade with the first conveying means 12 and second conveying means 14j, 14h, situated at the sides of the support 13 with respect to the forward direction D, and forming, in the part facing the first conveying means 12, corresponding sloping edges 14s, 14t.

The reference numeral 2 indicates an apparatus for feeding substantially elongated articles, hinged near the outlet section of the forming station 1, on one side, and supported by the operation means 7, at the other side (see Figures 2A, 2B, 2C, 2D).

The activation of the means 7 allows the apparatus for feeding articles 2 to swing with respect to the articulation point 30, through a prefixed angle.

The apparatus for feeding articles 2 includes a pair of conveyors 2h, 2j, a lower one and an upper one, which
extend along the whole length of the apparatus, and which are arranged one with respect to the other to define two runs, facing each other: e.g. the lower conveyor 2\(h\) is operated by power actuating means, not shown.

As it is seen in the Figures, the pair of conveyors 2\(h\), 2\(j\) receive, at their inlet, the articles 10, in a row and in a horizontal orientation, and releases them at the terminal portion 35 of the apparatus 2, with a vertical orientation.

The numeral 5 indicates first means, e.g. endless conveyor, for supporting and moving a series of box-like containers, arranged one after another and moved in a feeding direction G, by motors 21, of the brushless type, e.g.: in particular, the enclosed Figures show a first box-like container 4 and a second box-like container 6, adjacent and next to the first container 4, both resting on the first means 5 and moved in the feeding direction G.

A first dwelling station 15, e.g. rollers 20\(j\), situated in cascade with respect to the first means 5, features first pushing means 17, operating crosswise with respect to the feeding direction G.

A second dwelling station 16, situated beside the first dwelling station 15, is likewise formed by rollers 20\(h\), with second pushing means 19 fastened thereto and acting on the box-like containers, placed in the second dwelling station 16, in a feeding direction F, e.g. opposite to the above mentioned feeding direction G.

Second means 18, e.g. endless conveyor, are situated in cascade with respect to the second dwelling station 16, in order to support and move the series of box-like containers, in the above mentioned feeding direction F.
It is to be specified that the rolling belts 20j, 20h can be substituted by as many motionless surfaces.

Finally, sensor means 8 are connected to the terminal portion 35 of the apparatus for feeding articles 2, in order to detect, through a vertical detecting section 8j, the presence of at least one portion of the articles 10, defining a step relation between the feeding apparatus 2 and the first supporting and moving means 5, as it will be better explained later on.

Now, the operation of the machine, proposed by the present invention will be described.

A conveying line 20, indicated generally in Figure 1 and of known type, transfers the articles 10 on the first conveying means 12, in a feeding direction N, orthogonal to the forward direction D.

In this way, rows 11 of articles 10, partially overlapped, are created on the first conveying means 12, and transferred in the forward direction D.

Figures 3A, 3B show, as example, rows 11 of articles 10 formed by combining in different way, the operation speeds of the feeding line 20 and the first conveying means 12.

Figure 3B shows a more extended overlapping of the articles 10 with respect to what is shown in Figure 3A; this can be obtained, by e.g. increasing the operation speed of the line 20, or decreasing the operation speed of the first means 12.

The articles 10, overlapped in order to form a row 11, are moved by the first conveying means 12 up to the outlet section, where they are channeled on the support 13, by the second conveying means 14j, 14h, through the
corresponding inclined guide edges 14s, 14t, and conveyed, by dragging, to the outlet section of the forming station 1.

The apparatus for feeding articles 2 picks up the articles 10 from the outlet section of the forming station 1, transfers them, by the pair of conveyors 2h, 2j, lower and upper, respectively, to the corresponding outlet section, and places them, with a vertical orientation, inside the box-like containers moved by the first supporting and driving means 5.

The apparatus for feeding articles 2, swings about its articulation point 30, between a work configuration A and a rest configuration I.

When the apparatus is in the work configuration A, the row of articles 10 is conveyed into the first box-like conveyor 4 (Figure 2A), until a prefixed filling level is reached and disposed with a vertical orientation (Figure 2B), and when the apparatus is in the rest configuration I, it disengages from (Figure 2C) and engages (Figure 2D) respectively with the first container 4 and with the second box-like container 6.

The above operations are performed by the feeding apparatus 2 in a cyclical and repetitive way on the box-like containers moved by the first supporting and driving means 5, in step relation with the operation of the latter.

During the work configuration A, in which the article feeding apparatus 2 feeds the articles 10 to a box-like container, in the example shown in Figure 2A the first box-like container 4, a filling station 3 is functionally defined between the terminal portion 35 of the apparatus
2 and the first supporting and driving means 5, in the space, where the containers are filled.

As it has already been said, a prefixed step relation occurs between the article feeding apparatus 2 and the first supporting and driving means 5, adjusted by the sensor means 8.

The sensor means 8 checks the vertical section 8j and in case of detection of a portion of an article 10, operate the first supporting and driving means 5, which consequently work intermittently.

When the apparatus is in the work configuration A, the terminal portion 35 of the apparatus 2 feeds the articles 10, each partially beside another, into the first box-like container 4 (see Figure 4A).

A generic article 10, just released by the pair of conveyors 2h, 2j, on one side touches another article 10 of the quantity of articles 10 already placed in the first container 4, arranged side by side and vertically, and on the other side, it is kept in vertical position by the plurality of articles 10, partially side by side, still held by the terminal portion 35 of the feeding apparatus 2, so as to define a stable "group".

The vertical arrangement of the above quantity of articles 10 and of the generic article 10 is ensured by the wall of the first container 4 and by the group of articles 10.

Still with reference to Figure 4A, the first supporting and driving means 5 remain disabled, until an article 10, or its portion, passes through the vertical section 8j.

Consequently, the continuous feeding of articles 10 into the first box-like container 4 determines a continuous
gathering of the articles, until the situation shown in Figure 4B occurs, when the above group is diverged with respect to the vertical orientation, by the already placed quantity of articles 10, which results in occupying the vertical detecting section 8j and operating of the first supporting and driving means 5.

In this way, the first box-like container 4 is moved by the first supporting and driving means 5, in accordance with its filling, until a prefixed level is reached (Figure 2B), e.g. defined by the number of elementary angular steps performed by the shaft of the motor 21 during the filling of the first container 4.

At this point, the rest stop I of the apparatus 2 begins, during which the pair of conveyors 2h, 2j are deactivated, simultaneously with the deactivation of the second conveying means 14h, 14j, then the apparatus 2 is disengaged from the first container 4 and consequently engaged with the second box-like container 6, in step relation with the operation of the first supporting and driving means 5, as already explained.

During the rest configuration I, the second conveying means 14h, 14j remain deactivated and the articles 10, moved by the first conveying means 12, operated continuously, concentrate on the support 13, where a more extended overlapping of the articles 10 occurs; this means that during the subsequent active step A, the feeding apparatus 2 is aimed at transferring the articles 10 into the second box-like container 6, according to different overlapping extension, and consequently, the speed of the first supporting and driving means 5 varies within a precise range.
This allows the conveying line 20 and the first conveying means 12 to work continuously, differently from the prior art apparatuses, which results in higher productivity of the present invention with respect to known apparatuses.

The first box-like container 4, so filled with a prefixed quantity of articles 10, is pushed by the first supporting and driving means 5, after the beginning of the rest position I, onto the first dwelling station 15, resting on the rollers 20j, and then, it is transferred, by the first pushing means 17, onto the second dwelling station 16.

As it has already been said, the first box-like container 4 is transferred from the second dwelling station 16 (see Figure 1), by the second pushing means 19, onto the second support and driving means 18, whose task is to transfer the container 4 toward the machine outlet, in a feeding direction F, for subsequent working steps.

The above made considerations refer to an operation cycle, in which a first box-like container 4 is filled; the same description is valid for any generic operation cycle.

The conveyors 2h, 2j have a width considerably shorter than the width of the envelopes 10, as seen in Figures 5, 6, leaving the lateral portions thereof free.

In this way, it is possible to use not only generic articles 10, but also articles 10k, having at least one lateral protrusion 10f.

This allows e.g. to separate the quantities of envelopes destined to different geographical areas, thus simplifying the processing steps, to which the first
container 4 is subjected at the outlet of the proposed machine.

The height of the terminal portion 35 of the apparatus 2 with respect to the bottom of the box-like container can be varied in relation to the size of the articles 10; it can be defined by adjusting the operating means 7, which can be enabled e.g. by a suitable control board.

In this way, the operator can organize the change of size of the articles 10 in a rapid and simple way, directly from the control board and even without slowing down the production rate.

Finally, it is possible to arrange, e.g. upstream of the article feeding apparatus 2, sensor means for detecting the envelope size and controlling the automatic adjustment of the operation means 7 during the active step A of the apparatus 2.

Therefore, in the last case, the whole process becomes completely automatic and the time usually needed to change the size is minimal, or even eliminated.

The method, which performs the filling of box-like containers with articles arranged side by side and vertically uses the above mentioned article feeding apparatus 2 and the first means 5 for supporting and moving a series of box-like containers; the method includes:

- placing a first box-like container 4, belonging to the series of the box-like containers, at the article feeding apparatus 2;

- feeding articles 10, by the article feeding apparatus 2, into the first box-like container 4 with a vertical orientation, in step relation with
the motion of the latter in a feeding direction G, until a prefixed filling condition of the first container 4 is reached;

- stopping the feeding of the articles 10 fed by the article feeding apparatus 2;

- removing the article feeding apparatus 2 from the first box-like container 4 and moving the latter and the second box-like container 6, belonging to the series of box-like containers and adjacent to the first container 4, in a feeding direction G, by the first supporting and driving means 5;

- introduction of the article feeding apparatus 2 into the second box-like container 6.

A station 1 is situated upstream of the article feeding apparatus 2 for forming a row 11 of articles 10, overlapped at least partially one with respect to another, on first conveying means 12, which are aimed at moving the row 11 to the inlet of the article feeding apparatus 2.

This way, when the feeding of the articles 10 fed by the apparatus 2 is stopped, a part of articles 10 of the row 11 on the forming station 1 are only more overlapped, without any effect on the working of the feeding line 20, which, together with the first conveying means 12, maintains its normal continuous operation, without any slowing down.

To carry out the method, also a sensor means 8 is required: the step relation between the article feeding apparatus 2 and the first supporting and driving means 5 is defined by the detection of the presence of at least a
part of the articles 10 in a position corresponding to a vertical detection section 8j.

The advantage of the present invention lies in the fact that it conceives a machine for filling box-like containers with articles arranged side by side and vertically, which is capable of transferring articles from a feeding line into relative box-like containers, placing them side by side vertically, without causing any stops or slowing down of the flow of articles on the feeding line 20.

Another advantage of the invention lies in the fact that it conceives a compact machine, with reduced dimensions and essential structure, which is capable of implementing the proper functions of the apparatuses of the prior art at relatively limited costs.

A further advantage of the invention results from the fact that it conceives a machine, which is capable of minimizing, and even eliminating, the times usually required for performing the articles size change during their processing; this advantage allows higher automation degree and bigger processing rate with respect to prior art apparatuses.

Yet a further advantage of the invention results from having conceived a method for filling box-like containers with articles arranged side by side and vertically, which allows the articles to be aligned inside the box-like containers side by side and vertically, by a cyclical and automatic process of high production rate.

It is understood that what above, has been described as a not limiting example, therefore, possible practical-application variants remain within the protective scope of the invention as described above and claimed below.
CLAIMS

1. A machine for filling box-like containers with articles arranged side by side and vertically, characterized in that it includes:

   a row forming station (1) for forming a row (11) of articles (10), overlapped at least partially, on first conveying means (12) for transferring the row (11) toward an outlet section of the row forming station (1), in a forward direction (D);

   an article feeding apparatus (2), functionally interposed between said outlet section of said row forming station (1) and a filling station (3), and operating between a rest configuration (I) and a work configuration (A), with said apparatus taking the work configuration for transferring said articles (10) from said outlet section into a box-like container (4), belonging to a series of box-like containers, placed in said filling station (3), and directing said articles in a vertical orientation to define a prefixed filling condition of the first container (4);

   first means (5) for supporting said series of box-like containers, arranged one after another, and for moving the latter in a feeding direction (G), in step relation with the speed of feeding of said articles (10), fed by the article feeding apparatus (2).

2. A machine, as claimed in claim 1, wherein that said article feeding apparatus (2) includes a pair of conveyors (2h, 2j), lower and upper conveyors arranged mutually to define two facing runs for conveying the
articles from said outlet section of the forming station into the first box-like container (4).

3. A machine, as claimed in claim 2, wherein said conveyors (2h, 2j) of the feeding apparatus (2) are less wide than the articles (10) leaving lateral portions of said articles free, for processing also articles (10k) having at least one lateral protrusion (10f).

4. A machine, as claimed in claim 1, wherein said article feeding apparatus (2) is moved, at least in its terminal part, along the article transfer direction to allow removal, going to the rest configuration (I), from the first box-like container (4) and subsequent introduction, into a second box-like container (6), belonging to said series of box-like containers, adjacent to the first one (4), after the series of containers has been moved by said first supporting and driving means (5).

5. A machine, as claimed in claim 1, wherein said article feeding apparatus (2) is hinged near the outlet section of said row forming station (1) and is made to swing by operation means (7), to allow, in the rest configuration (I), removal from said first box-like container (4), and subsequent introduction into a second box-like container (6), belonging to said series of box-like containers, adjacent to the first one (4), after the series of containers has been moved by said first supporting and driving means (5).
6. A machine, as claimed in claim 1, including sensor means (8), connected to said article feeding apparatus (2) to detect, through a vertical detection section (8j), the presence of at least one portion of said articles (10), thus defining a step relation occurring between said article feeding apparatus (2) and first means (5) for supporting and moving said box-like containers.

7. A machine, as claimed in claim 1, wherein the terminal part of the row forming station (1) includes a support (13) for the articles (10), situated in cascade with said first conveying means (12) with respect to the forward direction (D), and also second conveying means (14j, 14h), situated beside the support (13), to move, by sliding, said articles (10), resting on the support (13), up to the outlet section of the row station (1), said second conveying means (14j, 14h) being operated in step relation with the feeding of the articles (10) by the feeding apparatus (2), to stop feeding, corresponding to disabling the second conveying means (14j, 14h), to obtain more overlapped articles (10), at least on the support (13).

8. A machine, as claimed in claim 1, including:

a first dwelling station (15), situated in cascade with respect to the first supporting and driving means (5);

a second dwelling station (16), situated beside the first dwelling station (15);

first pushing means (17), connected to said first dwelling station (15), to transfer the box-like containers, belonging to the series of box-like
containers, from said first dwelling station (15) to said second dwelling station (16);

second support and moving means (18) of the series of box-like containers, operated in a feeding direction (F), substantially opposite to said article feeding direction (G), and having an initial section adjacent to the second dwelling station (16);

second pushing means (19), connected to said second dwelling station (16), operated in step relation with the activation of said first pushing means (17) to transfer the box-like containers, belonging to the series of box-like containers, from said second dwelling station (16) onto said second support and pulling means (18).

9. A machine, as claimed in claim 10, wherein said first and second dwelling stations include series of rollers (20j, 20h).

10. A method for filling a series of box-like containers with articles arranged side by side and vertically by means of an article feeding apparatus (2) and first means (5) for supporting and moving box-like containers, characterized in that it includes the following steps:

- said article feeding apparatus (2) is placed in a position corresponding to a first box-like container (4), belonging to the series of the box-like containers;

- the articles (10) supplied by the article feeding apparatus (2) are inserted into the first box-like container (4), in a vertical orientation, in step relation with the motion of the first box-like
container in a container feeding direction (G),
until a prefixed filling condition of the first box-
like container (4) is achieved;

- feeding of the articles (10) by the article feeding
apparatus (2) is stopped;

- said article feeding apparatus (2) is removed from
the first box-like container (4) and at least said
first box-like container (4) and a second box-like
container (6), belonging to the series of box-like
containers and adjacent to the first box-like
container (4), are moved, by the first supporting
and driving means (5) in a feeding direction (G);

- the article feeding apparatus (2) is placed in a
position corresponding to the second box-like,
container (6).

11. A method, as claimed in claim 10, including a station
(1) for forming a row (11) of articles (10), overlapped
at least partially, on first conveying means (12) for
transferring said row (11) to the inlet of the article
feeding apparatus (2), wherein stopping of feeding said
articles (10), fed by the article feeding apparatus (2),
makes least of a part of articles (10) of said row (11)
more overlapped in the forming station (1).

12. A method, as claimed in claim 10, wherein sensor
means (8) are connected to said article feeding apparatus
(2), for defining said step relation occurring between
said article feeding apparatus (2) and said first
supporting and driving means (5) when presence of at
least a portion of said articles (10) in a vertical detection section (8J) is detected.
### INTERNATIONAL SEARCH REPORT

#### A. CLASSIFICATION OF SUBJECT MATTER

**INV. B65B22/14**

According to International Patent Classification (IPC) or to both national classification and IPC

#### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

B65B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

#### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 2003/233816 A1 (KLAPP HARTMUT ET AL) 25 December 2003 (2003-12-25) paragraphs [0026] - [0031], [0034], [0035], [0037], [0046]; figures 1-7</td>
<td>1-12</td>
</tr>
<tr>
<td>X</td>
<td>US 3 932 982 A (KLAPP ET AL) 20 January 1976 (1976-01-20) the whole document</td>
<td>1, 2, 4, 5, 10, 11</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

* Special categories of cited documents:
  * "A" document defining the general state of the art which is not considered to be of particular relevance
  * "E" earlier document but published on or after the international filing date
  * "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  * "O" document referring to an oral disclosure, use, exhibition or other means
  * "P" document published prior to the international filing date but later than the priority date claimed

* "I" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

* "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

* "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

* "Z" document member of the same patent family

<table>
<thead>
<tr>
<th>Date of the actual completion of the International search</th>
<th>Date of mailing of the International search report</th>
</tr>
</thead>
<tbody>
<tr>
<td>26 April 2006</td>
<td>08/05/2006</td>
</tr>
</tbody>
</table>

**Name and mailing address of the ISA/European Patent Office, P.O. Box 5816 Patentlaan 2 NL - 2280 HV Rijswijk**

**Tel. (+31-70) 340-2040,** **Fax: (+31-70) 340-3016**

**Authorized officer**

**Vigilante, M**
**INTERNATIONAL SEARCH REPORT**

**DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 4 241 559 A (KLAPP, HARTMUT) 30 December 1980 (1980-12-30) the whole document</td>
<td>1-12</td>
</tr>
<tr>
<td>A</td>
<td>US 4 237 677 A (KLAPP, HARTMUT) 9 December 1980 (1980-12-09) the whole document</td>
<td>1-12</td>
</tr>
</tbody>
</table>
## INTERNATIONAL SEARCH REPORT

**information on patent family members**

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 998369 A1</td>
<td>12-10-1976</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CH 570297 A5</td>
<td>15-12-1975</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 2261416 A1</td>
<td>04-07-1974</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 421333 A1</td>
<td>01-04-1976</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 2210540 A1</td>
<td>12-07-1974</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 1419585 A</td>
<td>31-12-1975</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IT 999990 B</td>
<td>10-03-1976</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 938983 C</td>
<td>30-01-1979</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 49088268 A</td>
<td>23-08-1974</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 53020744 B</td>
<td>28-06-1978</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 7316682 A</td>
<td>18-06-1974</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 4150885 B</td>
<td>08-09-1980</td>
</tr>
<tr>
<td>US 2004187447 A1</td>
<td>30-09-2004</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 2004098948 A1</td>
<td>27-05-2004</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9908235 A</td>
<td>31-10-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2321845 A1</td>
<td>02-09-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1107616 C</td>
<td>07-05-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 19807469 A1</td>
<td>26-08-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9943550 A1</td>
<td>02-09-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1058646 A1</td>
<td>13-12-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2002504462 T</td>
<td>12-02-2002</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX PA00008287 A</td>
<td>24-04-2002</td>
</tr>
<tr>
<td>US 4241559 A</td>
<td>30-12-1980</td>
<td>BR 7903701 A</td>
<td>12-02-1980</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CH 638739 A5</td>
<td>14-10-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DD 144242 A5</td>
<td>08-10-1980</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 2825648 A1</td>
<td>13-12-1979</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 481459 A1</td>
<td>01-07-1980</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2030952 A</td>
<td>16-04-1980</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IT 1118764 B</td>
<td>03-03-1986</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 1586691 C</td>
<td>19-11-1990</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2004499 B</td>
<td>29-01-1990</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 55038290 A</td>
<td>17-03-1980</td>
</tr>
<tr>
<td>US 4237677 A</td>
<td>09-12-1980</td>
<td>BR 7903694 A</td>
<td>12-02-1980</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CH 638738 A5</td>
<td>14-10-1983</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DD 144241 A5</td>
<td>08-10-1980</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 2825647 A1</td>
<td>13-12-1979</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 481458 A1</td>
<td>01-07-1980</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2022558 A</td>
<td>19-12-1979</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IT 1118763 B</td>
<td>03-03-1986</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 1508439 C</td>
<td>26-07-1989</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 55038289 A</td>
<td>17-03-1980</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 63062407 B</td>
<td>02-12-1988</td>
</tr>
</tbody>
</table>

Form PCT/IB/19 (patent family annex) (April 2008)