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This invention relates to a display rack. 
For the purpose of this exemplification, the merchan 

dise to be displayed is shown as a sack provided with a 
handle. The rack is designed to be shipped flat in knock 
down form and it is readily erected to provide a simple 
and very effective display in which the merchandise to be 
sold is rendered prominent and the rack is inconspicuous. 
A basic frame has the form of an inverted U with 

legs having their free ends turned rearwardly to provide 
feet. Angled bars detachably connected with the frame 
extend forwardly to provide forward legs and feet, the 
angles being such that the frame is preferably tilted slight 
ly to the rear. The connection of the forward legs to 
the legs of the frame preferably includes a cross bolt 
spanning the frame and without which there would be no 
connection whatever between the legs of the frame. 
The legs of the frame are transversely bored at appro 

priate intervals to receive transverse pins which anchor 
the arms upon which the handles of the sacks of mer 
chandise are supported. Each arm has the form of an 
endless flat loop with an intermediate bight which has 
portions extending behind one of the pins and then for 
wardly thereof and around the leg of the frame. By 
simply holding the arm at a slightly raised angle with 
respect to the frame, the pin is readily inserted and there 
upon the greater the load imposed on the arm, the more 
tightly will the arm and the pin be anchored to the stand. 
A wire clip extending across the upper end of the frame 

has hook portions engaged with the respective legs and 
has an intermediate upward loop which cooperates with 
the top bar of the frame to hold a display card which 
may contain advertising or price information. 

In some instances, it may be desired that arms be pro 
vided at both sides of the frame. In such a case, the 
frame is preferably designed to stand vertically and a pair 
of oppositely projecting arms may be anchored by each 
pin. 

In the drawings: 
FIG. 1 is a view in perspective of a display stand em 

bodying the invention, a single item of merchandise be 
ing shown in position on one of the arms. 

FIG. 2 is a view in perspective separately showing 
the card-retaining clip. 

FIG. 3 is a fragmentary detail view on an enlarged 
scale showing the anchored portion of one of the arms 
and a fragment of the frame portion of the stand. 
FIG. 4 is a fragmentary detail plan view of the parts 

of the apparatus shown in FIG. 3, the upright portion 
of the stand being illustrated in section. 
FIG. 5 is a view similar to FIG. 3 showing a modified 

embodiment of the invention in which the frame is up 
right and two oppositely projecting arms are provided. 

FIG. 6 is a view similar to FIG. 4 but showing the 
modified embodiment of FIG. 5. 
A display stand embodying the invention comprises a 

frame portion 8 which may be upright as shown in FIG. 
5 but preferably is only approximately so, having a 
slight rearward inclination as shown in FIGS. 1 and 3. 
The frame has the form of an inverted U with a trans 
verse bar at 10 and legs 12 and 14, the latter preferably 
having rearwardly curving feet at 16, which may be 
equipped with rubber tips 18. 
The supplemental legs 20 and 22 are detachably con 

nected with legs 12 and 14 respectively, as by means of 
cross bolt 24 and shorter bolts 26 provided with Wing 

10 

5 

20 

25 

30 

35 

40 

50 

60 

2 
nuts 28. The legs 20 and 22 project forwardly at an 
oblique angle and may have rubber tips 18 at their ends. 
With the legs 2) and 22 detached, the frame 8 is nearly 
planiform for shipping purposes. 

Projecting over the longer legs 20 and 22 of the stand 
are the arms 30 which support the merchandise to be dis 
played. In the particular display shown, the merchan 
dise comprises a bag 32 having a handle 34 of sufficient 
extent to be engaged with one of the arms 30. 
Each of the arms preferably comprises a closed loop 

which may be made of wire having generally parallel 
strands 36 and 38 shown, and an upwardly tilted outer 
end loop 40. The spacing between the strands 36 and 
38 is sufficient to accommodate one of the legs 12 or 
14 of the stand. Beside the leg, the respective strands 
36 and 38 have curved bights at 46 and 48, extending 
downwardly and thence forwardly and connected across 
the front of the leg at 50. In the bights provided by the 
downward curves at 46 and 48 is a pin 52 for which the 
leg portion of the stand is provided with an opening 53 
as best shown in FIG. 4. The pin can be pushed through 
the opening to release the arm only when relieved of the 
thrust of the arm, as by lifting upwardly the free end of 
the arm. Similarly, to assemble the arm, the arm is held 
at a slight upward angle so that its portion 5 is free 
of thrust on the leg. This displaces the bights 46 and 48 
out of engagement with the pin 52, thereby permitting the 
pin to slide freely into the opening and to be centered 
with respect to the leg 2. Light as the arm is, the weight 
of its free end, even without merchandise load, imposes 
cramping stress on the pin to anchor the pin. 

FIG. 5 and FIG. 6 show how a pair of the arms may 
be assembled on a single pin 52 to project in opposite di 
rections from the frame portion of the device. 
The advertising or price display card 54 may conven 

iently be clamped against the cross bar 10 of the frame 
portion of the device by means of a spring clip generically 
designated by reference character 56. This clip com 
prises a wire or the like 58 which is formed intermediate 
its ends to provide an upwardly extending loop 60 which 
engages the card 54 and holds it erect. The wire 58 is 
kept from turning by reason of the fact that the hooks 
62 and 64 which engage around the respective legs 12 
and 54 have terminal portions extended downwardly at 
66 and 68 and thence curvilinearly to provide a vertically 
offset hook at 70 and 72, thus stabilizing the wire to hold 
the loop 60 in the desired plane. The arrangement is 
such that the spring clip. 56 can readily be slid to and 
from the indicated position by moving it in the plane of 
the frame 8, the respective hooks moving axially of the 
legs with which they are to be engaged or from which 
they are to be disengaged. 
With the frame erected as shown in FIG. 1, the stand 

will carry a very heavy load of merchandise without tend 
ing to tilt and without any tendency for the goods to 
slide forwardly on the supporting arms 30. Yet an item 
can easily be slid from the free end of the arm across the 
slightly elevated loop portion 40 at its outer end. It is an 
interesting fact that when the device is in use the stand 
is hardly visible and the floor space required is scarcely 
more than is required by the goods to be merchandised. 
No tools are required either to erect or dismantle the 

stand. Three wing nuts on the bolts 24 and 26 connect 
the legs. The several arms are mounted on pins which 
are fixed in position by the weight of the respective arms, 
without fastening devices. The entire stand can be 
shipped in a carton having thickness only slightly greater 
than the thickness of the bar stock used in making the 
frame and it requires only a few moments of time to erect 
the stand in condition for use. 

I claim: 
1. In a display stand, the combination with a trans 
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versely pierced upright leg and a pin disposed transversely 
of Said leg and freely movable to and from position 
therein wherein said pin has projecting ends, of an arm 
for supporting merchandise to be displaced on said stand 
and comprising an endless flat loop of wire hav 
ing a bight remote from the leg and laterally spaced por 
tions extending across the ends of the pin at opposite 
sides of the leg and thence around and beneath said pin, 
said loop further having a mutual connection between said 
portions forwardly of the leg and engaged with the leg 
beneath said portions. 

2. A display stand comprising a frame in the form of 
an inverted U having a top bar and laterally spaced legs 
with terminal feet and provided intermediate the cross 
bar and feet with transverse openings at intervais, pins 
having a length materially exceeding the width of the 
respective legs and loosely fitted in said openings with 
their ends projecting from the legs, and merchandise-sup 
porting arms projecting outwardly from respective legs 
and each having bight portions hooked over the projecting 
ends of said pins and thence extending forwardly and 
hooked in front of respective legs, together with sup 
plemental leg means connected with the legs of said frame 
and projecting outwardly therefrom beneath said arms 
to support the frame in a generally upright position. 

3. A display stand according to claim 2 in which the 
supplemental leg means comprises a pair of bars having 
end portions substantially parallelling the respective legs 
first mentioned and other portions extending forwardly 
therefrom, and bolts connecting the bars to the legs, one 
of which bolts extends transversely between the legs, 
the bolts having readily detachable manually operable 
nutS. - 

4. A merchandise display stand comprising the com 
bination with a generally upright frame including a top 
cross bar and supporting legs, of outwardly projecting 
legs detachably connected with the legs first mentioned 
adjacent the lower ends thereof and constituting means 
for holding the frame generally upright, the legs first 
mentioned being provided with transverse openings at 
vertically spaced intervals, and arms projecting forwardly 
from each of the first mentioned legs above the out 
wardly projecting legs and constituting means for the 
support of merchandise, the arms comprising flat loops 
having laterally spaced portions each of which has a 
downwardly curving bight, the respective bights embrac 
ing one of said legs between them and having an inter 
connection constituting a forwardly disposed bight en 
gaging the last mentioned leg forwardly thereof, said 
last mentioned leg having pins extending transversely : 
through said openings and reciprocable therein to and 
from positions wherein each pin has its ends engaged in 
bights of said laterally spaced arm portions, each such 
pin having its ends holding the bight of an arm engaged 
thereby and being held frictionally in position in said leg 
by said arm and merchandise supported thereon. 

5. A display stand for merchandise, said stand com 
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4. 
prising a frame having a top bar and generally upright 
legs supporting the top bar, means for holding the frame 
in a generally upright position, the legs being provided 
at vertically spaced intervals with transverse holes, cross 
pins in the respective holes, and oppositely projecting 
arms mounted in pairs upon the respective legs, the arms 
of each pair being engaged with the ends of one of the 
cross pins, each such arm having a first bight portion ex 
tending over and around the end of a cross pin and a 
second bight portion engaged with the leg beneath the 
cross pin. 

6. A display stand according to claim 5 in which each 
such arm is made of wire and includes strands laterally 
spaced to receive the leg between them, each of the two 
strands having the bights first mentioned and engaged 
with opposite ends of the cross pin and the said bights 
having a connection in front of the leg providing the 
bight second mentioned. - 

7. A merchandise display stand comprising a generally 
upright frame with a top cross bar and legs, merchan 
dise-supporting arms projecting from the legs, and means 
coacting with said frame for holding a display card there 
to, said means comprising a spring clip having double 
integral hook portions on each end slidably engaged with 
the legs of the frame and having an intermediate loop 
portion resiliently biased toward the cross bar of the 
frame for clamping engagement with a display card con 
fined between the cross bar and the loop portion. 

8. A clip detachably engageable with the legs of a 
merchandise display stand having a cross bar supported 
on such legs, the clip comprising wire means transversely 
spanning the space between legs and provided with an 
upward loop engageable with the cross bar intermediate 
the legs, the ends of said wire means having leg-engag 
ing bights open to pass the cross bar and slidable down 
wardly upon said legs, and being further provided with 
second bights offset vertically from the bights first men 
tioned and integrally connected therewith and slidable on 
said legs. 
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