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To all whom it may concern: 
Be it known that I, LEANDER RICE, a citi 

Zen of the United States, residing at Kahlo 
tus, in the county of Franklin, State of 
Washington, have invented certain new and 
useful improvements in Wrenches; and I 
do hereby declare the following to be a full, 
clear, and exact description of the inven 
tion, such as will enable others skilled in the 
art to which it appertains to make and use 
the same. 
This invention Irelates to Wrenches and 

has special reference to a folding Wrench. 
The principal object of the invention is to 

improve and simplify the general construc 
tion of Wrenches of this character. 
With the above and other objects in view, 

the invention consists in certain novel de 
tails of construction and combinations of 
parts hereinafter fully described, illustrated 
in the accompanying drawings, and specifi 
cally set forth in the claim. 

In the accompanying drawings, like char 
acters of reference indicate like parts in the 
several views, and :-Figure 1 is a view 
showing the wrench closed. Fig. 2 is a view 
showing the Wrench open. Fig. 3 is a sec 
tional view on the line 3-3 of Fig. 2. 
This wrench includes a handle comprising 

a U-shaped bar, the bight of which is indi 
cated at 10. The extremities of the legs of 
this bar have their inner surfaces 11 parallel 
and the portions 12 which lie between these 
extremities and the bight 10 are outwardly 
bowed. The Wrench is further provided 
with a head having a jaw 13 the outer pe 
riphery of which is adapted to fit closely 
between the body portions 12 when the 
wrench is folded. This head is provided 
with a neck 14 the sides of which are par 
allel and which fits Snugly between the inner 
faces 11 of the legs. This head is pivoted 
between said legs by means of a rivet 15, 
the rivet being so positioned that the distance 
from the center of the rivet to the end of 
the neck is greater than the distance from 

the center of the rivet to either face of 
said neck. 
At 16 is a U-shaped bar of spring metal 

having its bight portion 17 so formed that 
it lies flat against the face of the neck 14 
when the neck is in either of the positions 
assumed when folded or extended. The ex 
tremities of the legs of this spring member 
pass through suitable openings 18 formed 
in the bight 10 of the handle and are there 
securely riveted. The head when folded in 
Ward fits Snugly between the arms 12 and 
may be folded outward by pressing against 
the head with the thumb and turning the 
head on its pivot until it assumes the po 
sition indicated in Fig. 2. In either the 
folded or unfolded positions the bight 17 
of the spring member rests against the head 
and holds it yieldably in such position. 
There has thus been provided a simple 

and efficient device of the kind described and 
for the purpose specified. 

Having thus described the invention, what 
is claimed as new, is:- 

In a Wrench, a handle comprising a U 
shaped bar having the inner surfaces of the 
extremities of its legs parallel and the por 
tions of the legs between said extremities 
and the bight of the U outwardly bowed, a 
head having a jaw provided with an outer 
periphery adapted to fit closely between the 
bowed portions of the legs of the handle, a 
neck on said head having parallel sides and 
being pivoted between the extremities of 
said legs, and a U-shaped bar of Spring 
metal having its bight portion bearing flatly 
against said neck and the extremities of its 
legs secured in the bight portion of said 
handle. 
In testimony whereof, I affix my signa 

ture, in presence of two witnesses. 
LEANDER RICE. 

Witnesses: 
M. L. WESTON, 
CHAs. A. JoHNSTON. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D. C.’ 
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