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Beit known that I, JAMES W. DE CAMP, 
a citizen of the United States, residing at 
Blackwell, in the county of Kay and State 
of Oklahoma, have invented certain new 
and useful Improvements in Glass Caskets, 
of which the following is a specification. 
This invention relates to burial caskets 

and has as its object to provide a casket con 
structed from glass or other similar trans 
parent material, which casket will have its 
Walls SO braced as to adapt it to withstand 
the Same degree of handling and usage as 
an ordinary wooden casket. 

It is another object of the invention to 
provide a novel lining arrangement for the 
casket, the same being constructed to per 
mit of the remains being viewed or to com 
pletely conceal the remains as may be de 
sired. 

In the accompanying drawings:-Figure 
1 is a perspective view of a casket embody 
ing the present invention; Fig. 2 is a ver 
tical transverse sectional view therethrough; 
Fig. 3 is a horizontal sectional view; Fig. 4 is a perspective view illustrating the lining 
structure for the lid of the casket, and Fig. 5 is a fragmentary perspective view of the 
lining for the body of the casket. 
In the drawings, the body of the casket 

is molded from glass and has the ordinary 
cluding side walls 1 and a bottom 2. The 
side Walls and bottom are reinforced respec 
tively by ribs 3 and 4 which are formed in 
tegral with the inner faces of the said walls 
and these ribs are preferably triangular in 
cross-section as clearly shown in Fig. 3 of the drawings. 
In order to protect the bottom of the cas 

ket from injury when the casket is set 
down, a wooden board 5 is disposed against 
the under side of the bottom 2 and held in 
place by means of reinforcing bands as will 
now be explained. The numeral 6 indicates 
a metallic band which is secured circumfer 
entially around the body near the top there 
of and the numeral 7 indicates a similar 
band secured about the body below the band 
6 and parallel thereto. Bands 8 are riveted 
or otherwise secured to the bands 6 and 7 
at intervals in the length of the body and 
these bands 8 extend opposite the sides 1 
of the body and at their intermediate por 

tions transversely beneath the bottom 2 as 
clearly shown in Fig. 2 of the drawings. In 
order that all of the bands 6, 7 and 8 may 
be drawn tightly about the body to firmly 
bind and brace the walls thereof and yet 
not be likely to result in fracture of the 
walls, strips 9 of felt or other suitable mate 
rial are interposed between the bands and 
the surface of the said body. 
The numeral 10 indicates plates which are 

Secured to the strips 8 and each of these 
plates is provided with spaced ears 11 to 
which are pivoted the sides of the han 
dles 12. 
The lid of the casket is indicated by the 

numeral 13 and secured circumferentially 
about the lid is a metallic band 14. Other 
reinforcing bands 15 are secured at their 
ends to the band 14 and extend transversely 
over the top of the said lid. Hinges 16 are 
Secured to the bands 6 and 14 at one side of 
the casket and serve to hingedly connect the 
lid of the casket with the body thereof. 

In order that the casket may be closed in 
an air-tight manner, the upper edge of the 
side walls of the body are formed with a 
groove 17 and the lower edge of the lid is 
formed with a bead 18 adapted to seat in 
said groove in the manner clearly shown in 
Fig. 2 of the drawings. 
A frame 19, preferably of wood, is ar 

ranged within the top of the body of the 
casket and this frame is covered by any 
suitable material so as not to detract from 
the appearance of the casket and at inter 
vals, the frame is provided with hooks 20 
with which may be engaged eyes 21 at the 
upper edge of the lining for the body of 
the casket, the said lining being indicated at 
22 and comprising one or more plies of cloth 
of a suitable quality. 
The lid 13 is formed interiorly and upon 

the inner faces of its side and end walls with 
integral reinforcing ribs 23 which corre 
spond to the ribs 3 and which terminate at 
their upper ends in spaced relation to the 
upper side of the top of the lid so that their 
upper ends will support a wooden frame 24 
which is arranged within the said lid and 
which is similar in construction to the frame 
19 and covered in any suitable manner. A 
lining 25 is arranged within the lid 13 and 
at the head end of the casket is passed about 
a wooden annular frame 26 which is fitted 
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within the frame 24 and supported by fric 
tion. The frame 26 provides an opening in 
the lining 25 through which the remains 
may be viewed. However, there is provided 
an annular frame 27 having a lining section 
28 Sup 
27 is adapted to be fitted into the frame 26 
in the manner shown in Fig. 2 of the draw 
ings so as to completely close the opening 
formed by the frame 26. 

It will be understood that any suitable 
material may be substituted for the felt 
strips which are disposed between the Outer 
surface of the casket and the metallic bands. 
It will also be understood that, inasmuch as 
the walls of the casket are transparent, it 
is desirable that the lining employed be 
double-faced, or, in other Words, finished 
upon both sides, so that it will present a 
near appearance when viewed through the 
said walls of the casket and will present an 
equally neat appearance when the casket is 
opened. If desired, one face of the lining 
may be white and the other face black. 

it will be understood that if desired the 
binding strips 6, and etc., may be of Wood 
instead of metal or in fact that they may 
be of any material found suitable for the 
purpose. 
Having thus described the invention what 

is claimed as new is:- 
1. A burial casket of plastic material hav 

ing its Walls, reinforced by binding strips 
secured thereabout, and strips of yieldable 
material interposed between the binding 
strips and the outer Surfaces of the said 
walls of the casket. 

2. A burial casket comprising a body and 
a lid therefor, a metallic band surrounding 
the sides and ends of the lid at the lower 
portion thereof, bands extending trans 
versely of the upper portion of the lid and 

ported therein and this annular frame. 
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secured at their ends to the sides of the 
first-mentioned band, a metallic band sur 
rounding the sides and ends of the body of 
the casket at the upper portion thereof, a 
metallic band surrounding the sides and 
ends of the said body below the last-men 
tioned band, bands extending up beside the 
body and beneath the body thereof and Se 
cured at their ends and in Wardly of their 
ends to the last two-mentioned bands, and 
yieldable protective strips arranged beneath 
all of Said bands and between the same and 
the respective portions of the casket about 
which the bands extend. 

3. The combination with a burial casket 
having transparent walls, of a lining for the 
casket having a finished surface visible 
through the said Walls and a finished sur 
face visible at the interior of the casket. 

4. A burial casket having transparent 
walls, and a lining draped within the casket 
and having a ply provided with a finished 
surface presented toward the inner surface 
of the said walls and a ply having a finished 
surface presented toward the interior of the 
casket. 

5. A casket including a body of plastic 
material, a yieldable base disposed against 
the under side of the said body, a binding 
strip secured about the sides of the body and 
binding strips secured at their ends to the 
first mentioned strip and extending down 
wardly beside the said sides of the body and 
transversely beneath the yieldable base, and 
strips of yieldable material interposed be 
tween the binding strips and the outer Sur 
faces of the Walls of the body and between 
the last mentioned strips and the under side 
of the yieldable base. 

In testimony whereof Iaffix my signature. 
JAMES W. DE CAMP. L. s.) 
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