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To old tufton, it 77 Czy concen: 
Be it known that we, SHERMAN W. LADD, 

of Somerville, in the county of Middlesex, 
and RONALD F. MCFEELY, of Beverly, in the 
county of Essex, Commonwealth of Massachu 
setts, have invented certain Improvements in 
Machines for Separating and Feeding Tacks 
or the Like, of which the following, taken in 
connection with the accompanying drawings, 
is a specification. 
This invention relates to mechanism for 

separating and distributing tacks, nails, and 
other articles-such as buttons, eyelets, rivets, 
screws, &c.-that have heads or enlarged 
portions whereby to be suspended, as herein 
after more fully explained and described. 

Referring to the drawings, Figure 1 is a 
perspective view of a mechanism embodying 
this invention. Fig. 2 is an elevation show 
ing the opposite side of Fig. 1, the raceway 
part being cut away. Fig. 3 is a plan view 
of the machine with the cover thereof re 
moved. Fig. 4 is a side elevation of the cam de 
tached. Figs. 5, 6, and 7 are perspective views 
of details referred to hereinafter. Fig. 8 is 
a plan of a section, showing details. Fig. 9 
is a plan, Fig. 10 a perspective, Fig. 11 a. 
sectional elevation, and Fig. 12 a perspective, 
all showing different features and parts de 
tached and are further described hereinafter. 
Figs. 13, 14, 15, 16, and 17 are sectional ele 
vations, on an enlarged scale, and show differ 
ent stages in the operation of the parts there 
in shown. Fig. 18 is an elevation of a sec 
tion, showing a detail. Fig. 19 is a perspec 
tive showing the end of the raceway part and 
connections, and Fig. 20 is a perspective show 
ing the bottom face of the terminal end of 
the cover to the raceway part. 
The shaft 12 has on it a gear 13, Fig. 2, by 

which driving power is applied to the ma 
chine. On said shaft 12 is a cam 14, (shown 
detached in Fig. 4), which operates to move 
forwardly the pawl 15, for which purpose the 
rear end of said pawl is suitably notched for 
embracing the cam 14. Connected with the 
machine-frame at one end and with the pawl 
at its opposite end is a spring 16, by which 
the pawl is pressed rearwardly in bearing 
contact with the cam14 and is moved quickly 
backward, when the pawl is released by the 

let-off portion a of the cam, the whole ar 
rangement being such that the pawl is pushed 
forwardly against the ratchet-wheel 17 and 
drawn suddenly backward to engage a suc 
ceeding tooth of the ratchet-wheel during 
each revolution of the shaft 12, the effect 
being to intermittently rotate the shaft 18, 
Fig. 3. 
The shaft 1S, being suitably journaled in 

the machine-frame, has mounted thereupon a 
plurality of disks 1920. - 
The disk 19 turns with the shaft, its open 

side being closely adjacent to and in sliding 
contact with the basin 21. The basin 21 has its 
bottom face inclined toward and opens into 
the disk. The tacks are placed in bulk in 
the basin and pass down its inclined faces into 
the disk and are lifted by ribs suitably con 
nected with the disk to a point above the pan 
22. The pan is supported adjustably and is 
provided with inclined faces converging to a 
point above the raceway. The tacks falling 
from the ribs strike into the pan and pass 
down its faces to the raceway and are sus 
pended in the raceway with their points 
downward and their heads bearing upon the 
edges of the raceway-blocks. Tacks which do 
not strike in the raceway pass over the sides 
thereof into the basin and thence to the disk 
below, to be again lifted and dashed into the 
pan, as before. - 
On the raceway-block is a bridge 23, (see 

dotted lines, Fig. 1.) which obstructs the 
downward passage of all tacks not properly 
suspended in the raceway. Supported in a 
rock-shaft 24 is a tripper-arm 25, its bottom 
end bearing upon the raceway-block. Its 
bottom end is preferably grooved to receive 
the edges of the block. Said arm is supported 
to permit vertical movement, which allows it 
to be reciprocated along the raceway-block 
and onto the inclined end of the bridge 23. 
To this end an intermittent rocking movement 
is imparted to the shaft 24, which carries the 
tripper, by the revolving disk 19 through an 
intermittent rocking mechanism composed of 
cam-lever 26, Fig. 2, and engaging stops 27 
on the disk for giving movement in one direc 
tion and the spring-actuated stud 28 for giv 
ing movement in the opposite direction. The 
rearward movement stops the tripper on the 
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incline of the bridge, as shown in Fig. 1, to 
permit the tacks properly suspended in the 
raceway to pass under the bridge. 
The tripper is moved forwardly and back 

wardly at intervals, its action being harmless 
and of course useless except when tacks are 
in position for adjustment, thereby. For a 
further understanding of this mechanism, 
and particularly the mechanism for support 
ing the pan 22 adjustably, see Letters Pat 
ent of the United States No. 423,921 and No. 
510,978. 
After passing the bridge the tacks gravitate 

downwardly along the raceway to the sepa 
rating device described hereinafter. Con 
nected with the disk 20 is a basin, a pan, and 
tripper connections in duplicate of those de 
scribed as connected with the disk 19 and 
raceway connections in duplicate of those de 
scribed as connected with the disk 19, the ob 
ject being to provide for feeding tacks of one 
size by one set and tacks of another size by 
the other set of said duplicate mechanisms. 
In the present instance two such mechanisms 
are shown, but others may be added if occa 
sion should require. 

Fig. 5 is a perspective view representing 
the end portion of the raceway part 30. For 
convenience in manufacture this part is 
formed Separately and after manufacture is 
suitably connected with the main portion 30. 
Said raceWay part has in its end face an an 
nular groove 31, Fig. 5. Connected with the 
raceway part is a block or part 40, shown de 
tached in Figs. 9, 10, 11, and 12, Fig. 9 being a 
plan thereof, Fig. 10 a perspective showing 
the inner face and edgethereof, Fig. 11 be 
ing an elevation of a section on line 11 of Fig. 
10, and Fig. 12 being a perspective showing 
the part as looked at in a direction obverse 
to Fig. 10. The part 40 is provided with a 
projecting flange 41, suitably formed to enter 
the annular groove 31 in bearing contact with 
the flange 42 of the raceway part, whereby a 
connection is established between the race 
Way part and the part 40, which operates to 
Support the part 40 and permit movement 
thereof rotatively with relation to the race 
Way part. Said part 40 is provided with an 
annular recess 44, Fig. 11, conformable in 
diameter to the annular recess 31 of the race 
way part, the effect being to produce a cham 
ber partly in the raceway-block and partly in 
the block 40, as shown in Fig. 8. The race 
Way part has also a longitudinal opening to 
receive the spindle 32 of the separating and 
feeding device. Said device is shown in per 
spective by Figs. 6 and 7 as looked at in ob 
verse directions. It comprises a spindle 32, 
disk 33, engaging prongs 34 35, an opening 
if through the disk and calm faces, as shown. 
The disk portion of said separator is concaved 
to receive the terminal end of raceway part 
as shown in Fig. 8. 
The operating-prongs 34 35 are supported 

to travel in the chamber formed by the union 
of the annular groove 31 of the raceway part 
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and recess 44 of the part 40. (See Fig. S.) 
The part 40 has an inner chamber, the con 
caved walls whereof fit closely in sliding con 
tact with the outer face-walls of the separa 
tor. It has a single passage 46, adapted for 
transit therethrough of articles entered there 
into from the raceways. Said passage has its 
bottom end located in the axis of rotation of 
said block, so that it remains in One position 
substantially while the part is rotated on its 
supporting-fange 41 to place the top or re 
ceiving end of said passage in a linement with 
the different raceways. Through the lateral 
wall of said passage, at the top end thereof, is 
an opening 47, through which articles are al 
lowed to pass from the raceway to the pas 
Sage 46. 

In operation of the machine the part 40 is 
positioned with the opening 47 in alinement 
with the raceway from which articles are to 
be discharged. Said articles gravitate down 
the raceway till the foremost or end one there 
of stands suspended by its head, bearing upon 
the surface-walls of the raceway part, its body 
portion in the opening 48, Fig. 9, of the part 
40, and bearing against the edge of the sepa 
rator-disk in position so that the prong 34, 
as it goes around by movement of the separa 
tor-disk, passes between said foremost tack 
and the one next to it, whereby the tack thus 
engaged is moved forwardly into the recess 
or opening of the separator-disk. As the Sep 
arator continues moving rotatively the face 
Wall thereof adjacent said opening operates 
to swing forwardly the body portion of said 
tack, carrying it fully into the passage 46 of 
the part 40. The tack (its head portion being 
simultaneously moved into the passage) is 
supported to drop from the end of let-off 
prong 35 and gravitates downwardly, passing 
from the end of the passage into a receiver 
placed below, said receiver being made to 
pass from the passage to a driving mechan 
ism whereby the tack is driven. Said receiv 
ing device and driving mechanism are fully 
described in United States Letters Patent No. 
423,920, reference whereto may be had. 

Figs. 13, 14, 15, 16, and 17 show different 
stages in the operation of separating and 
feeding a tack from the raceway to the pas 
Sage and are made on an enlarged scale. Fig. 
13 shows the tack resting upon the raceway, 
its body portion bearing against the edge of 
separator-disk, in which position it stands 
directly in the path of the separator-prong 34, 
so that as said prong comes around it passes 
behind the tack, as shown in Fig. 14. The 
next stage is shown in Fig. 15. In Fig. 16 
the separator has moved to a point where the 
tack is about to drop from the let-off prong 
35. Fig. 17 shows the tack in transit through 
the passage 46 and the next foremost tack of 
the raceway-line in position for engagement 
by the separator. 
The flange 41 of block 40 has been described 

as a means for supporting the block in con 
nection with the raceway part. It is, how 
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ever, made to serve an additional function 
Viz., that of withholding tacks from advanc 
ing in the raceway to a point or location in 
the separator part, except when the raceway 
is in alinement with passage 46 of the block, 
at which time the tacks are allowed to pass 
through opening 48, Fig. 9, to the separator. 
To the end of performing this function said 
flange is projected forwardly in the groove 31 
of the raceway part to a plane beyond the 
path of engaging prong 34, as shown in Fig. 8. 

It will be understood that in working op 
eration a tack passes from the opening 48 by 
Operation of the separator to the passage 46 
of block 40, and immediately another tack 
advances into the opening 48 to bear against 
the edge face of the separator-disk and di 
rectly in the path of the separator-prong 34, 
preparatory for engagement as the separator 
next comes round. 
To permit movement of the block 40 for 

shifting the passage 46 from operative rela 
tion with one to another of the raceways, pro 
vision must be made for moving the tack 
standing in the opening 48 at the time of mak 
ing said shift. To this end the side walls of 
opening 48 are cut away, whereby beveled or 
cam faces 54 54 are formed, Fig. 9, which as 
the block is turned engage the body portion 
of the tack standing in the opening and co 
operate with the raceway part to force the 
tack backwardly from the separator part into 
the raceway, where it is held in bearing con 
tact. With the edge face of flange 41 out of en 
gagement by the separator until the opening 
4S is again brought into alinement there with. 
The separator, it will be observed, is brought 
into operative relation with each one of the 
raceways during each complete revolution of 
the separator-disk. To receive a tack from 
one of the raceways, it is only necessary to 
have the block 40 positioned with the open 
ing 48 and passage 46 in a linement with the 
raceway from which the desired tack is to be 
taken, so that a tack in the raceway may ad 
Vance into the opening 48 for engagement by 
the separator. It will now be observed that 
the block 40 and its opening 48 are shifted 
from one to another of the raceways by turn 
ing the block 40, to which end a handle con 
nection 55 is provided that may be grasped 
by the Workman for turning the block 40. 
Pivotally connected with the raceway part is 
a Swinging lever 50, held in place adjustably 
by the pin 51. In working position this end 
bears in touch with the end face of block 40 
and operates to hold the block against detach 
ment from the raceway part. The body por 
tion of said lever rests in the notch at the side 
of block 40. Movement of the block in one 
direction is stopped by the lever contacting 
with the side 52, Fig. 10, of the block 40, 
whereby the block is stopped in alinement 
with raceway e. Movement of the block in 
the opposite direction is stopped by the side 
53 of the notch engaging with the opposite side 
of the lever 50, the block being thus stopped 

in position of a linement with the raceway a. 
Removal of the pin 51 allows the lever 50 to 
swing backwardly for detachment of the part 
40 from the raceway part. 

Pivotally connected with the raceway part 
is a lever 60, Fig. 8. In the present instance 
this lever is shown as in a recess covered by 
the lever 50. A spring 61 under one end of 
said lever operates to press the other end 
thereof in yielding contact with the edge of 
part 40. Said part 40 is provided with notches 
63 64, Figs. 10 and 12. The relation of these 
notches to the lever and part 40 is such that 
the end of said lever is located in one of said 
notches at the time of the part 40 being in 
operative relation. With the raceway, so that 
to move the part 40 from operative relation 
with the raceway the end of lever 60 must 
be lifted against tension of the spring 61 out 
the engaging notch, to which end the said 
walls of the notches are beveled to coöperate 
with the beveled face of the lever for auto 
matically lifting the lever as the block 40 
turns. This mechanism, it will be under 
stood, performs the function of a yielding 
stop for stopping the movement of block 40 
in alinement with the different raceways, and 
in case more than two raceways are to be 
employed this yielding stop connection would 
be more valuable than the above-described 
arrangement of lever 50. Said lever 60 and 
described connections operate to perform a 
further function-viz., that of automatically 
locking the part 40 against movement while 
an article is passing by operation of the sep 
arator from the raceway to the passage 46, 
to which end a pin 66, Fig. 8, is positioned 
beneath the end of lever 60, in alinement with 
a groove 67, formed in and partly surround 
ing the separator driving-shaft 68, the ar 
rangement being such that as the lever 60 
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lifts from the described notches 6364 in part 
40 the pin 66 is projected into the groove 67. 
The relative arrangement is such that while 
the separator is engaged With and moving an 
article from the raceway to the passage 46 
the shaft 68 has its full or ungrooved portion 
inalinement with the pin 66. Any attempted 
movement of the part 40 at this time operat 
ing to lift the lever 60 from its notch is pre 
vented by the pin 66 bearing against the shaft 
68, whereby it will be observed the block 40 
is locked against movement except when the 
groove 67 is located to receive the projecting 
end of pin 66. 
In Fig. 2 of the drawings the lever 15 is 

shown by dotted lines as depressed out of 
engagement with the ratchet 17 to a position 
therebelow, where it is held by a spring-ac 
tuated pin 76. This arrangement is provided 
in order that the mechanism for holding tacks 
in bulk may be moved rapidly when occasion 
requires it for filling the raceway leading 
therefrom previous to operation of the ma 
chine as a whole. When released from the 
position shown by dotted lines, the lever 15 
is swung back to place and supported in bear 
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ing contact with the ratchet 17 by the spring 
16. The raceway part is represented as po 
sitioned at an angle of about forty-five de 
gees, this arrangement being preferable, as 
it has been found to best facilitate the gravi 
tation of articles down the raceway. Fig. 19 
shows the terminal end of the raceway con 
nections looked at at this angle. This, as 
also Figs. 5, 6, 7, 8, 9, 10, 11, 12, and 18, are 
made on a Scale of full size, as we prefer to 
make the parts therein shown. Above the 
raceWays Cl e is a cover S0, its terminal end 
being extended forwardly to cover the top of 
passage 46, as shown in Fig. 17, whereby the 
article passing from the race way to said pas 
sage 46 is prevented from lifting out of place 
and conducted quite to the point of being 
discharged. 
Having thus described our invention, we 

claim and desire to secure by Letters Pat 
ont 

1. A device of the character indicated, hav 
ing, in combination, a plurality of raceways, 
a single passage adapted for transit there 
through of articles entered thereinto from the 
raceWays, a flange projecting laterally from 
the part containing the Single passage, where 
by it is Supported in connection with the race 
Way part, an Opening from the single passage 
OutWardly through said flange, wherethrough 
articles are admitted from the race ways to the 
single passage, said flange being engaged with 
the raceway part and closing the raceway 
ends, except through said opening and per 
mitting movement for opening and closing the 
different raceways, at different times, and 
placing the single passage in operative com 
munication there with, substantially as de 
Scribed. 

2. A device of the character indicated, hav 
ing, in combination, a plurality of raceways, 
a single passage adapted for transit there 
through of articles entered thereinto from the 
raceWays, separator mechanism in operative 
relation with the raceways for separating and 
feeding articles therefrom to the single pas 
Sage, Stop mechanism adapted for staying the 
advance of articles in the raceways toward 
the Separator, and permitting movement for 
Opening and closing the raceways to the sep 
arator, the part containing the single passage 
also permitting movement adapted for placing 
the Single passage in operative communica 
tion. With the different raceways, at different 
times, connections operating in suitable time 
relations for simultaneously opening and clos 
ing the raceWays to the separator, and means 
for automatically displacing articles located 
in the path of the separator, preliminary to 
closing the raceways thereto, substantially as 
described. 

3. A device of the character indicated, hav 
ing, in combination, a raceway, a separator 
mechanism for separating and feeding articles 
therefrom, stop mechanism adapted for stay 
ing the advance of articles in the raceway to 
Ward the Separator, and permitting move 

ment for Opening and closing the raceway to 
the separator, and means operating in Suit 
able time relations there with, for automatic 
ally displacing articles in the path of the sep 
arator, preliminary to closing the raceway 
thereto, Substantially as described. 

4. A device of the characterindicated, hav 
ing, in combination, a raceway, a separator, 
a stop mechanism for staying the advance of 
articles in the raceway toward the separator, 
and permitting movement for Opening and 
closing the raceway to the separator, and 
means, actuated by movement of the stop in 
closing the raceway, for displacing articles in 
the path of the separator, preliminary to the 
closing of the raceway thereto, Substantially 
as described. 

5. A device of the character indicated, hav 
ing, in combination, a raceway, a separator, 
a stop mechanism for staying the advance 
of articles in the raceway toward the separa 
tor, and permitting movement for opening 
and closing the raceway for displacing arti 
cles in the path of the separator, preliminary 
to the closing of the raceway thereto, sub 
stantially as described. 

6. A device of the character indicated, hav 
ing, in combination, a raceway, a separator 
adapted for separating and feeding articles 
there from, a stop for staying the advance of 
articles in the raceway toward the separator, 
and permitting movement for opening and 
closing the raceway to the separator, and 
provided with cam-faces to coöperate with 
the raceway parts for displacing articles lo 
cated in the path of the separator, prelimi 
nary to the closing of the raceway thereto, 
substantially as described. 

7. A device of the character indicated, hav 
ing, in combination, a race Way, a part in 
connection with the raceway, provided with 
an opening wherethrough articles traversing 
the raceway to the discharge end thereof are 
allowed to pass, said part being adapted for 
staying the advance of articles through the 
raceway, except through said Opening, and 
permitting movement for Opening and clos 
ing the raceway, and means Operating in Suit 
able time relation there with, for automatic 
ally displacing articles located in the opening, 
preliminary to movement of the part, for clos 
ing the raceway, Substantially as described. 

8. A device of the character indicated, hav 
ing, in combination, a raceway, a part in 
connection with the raceway, provided with 
an opening wherethrough articles traversing 
the raceway to the discharge end thereof are 
allowed to pass, said part being adapted for 
stopping the advance of articles through the 
raceway, except through said opening, and 
permitting movement for Opening and clos 
ing the raceway, and provided with beveled 
or cam faces 54 adjacent the Opening, to co 
operate with the raceway part for displacing 
articles located in the opening, preliminary 
to movement of the part for closing the race 
way, substantially as described. 
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9. A device for taking tacks and the like therethrough of articles entered thereinto 
from a raceway comprising a conical disk hav 
ing a cam-slot therein, a prong for engaging 
a tack, said prong projecting from the side of 
the slot adjacent the tacks, and means for ro 
tating said disk; substantially as described. 

10. A device for taking tacks and the like 
from a raceway comprising a revoluble disk 
having a flange projecting conically there 
from, a calm-slot in said flange, and prongs 
as 34 and 35 projecting away from each other 
from opposite sides of the slot, whereby a 
tack is held between a prong and the top of 
the disk and then dropped, the cam-slot 
serving to throw the point of the tack for 
Ward while the back is thus held; substan 
tially as described. 

11. The separator composed of spindle, 32, 
disk, 33, an opening, f, through the disk, the 
engaging prong, 34, a carrying-surface, 33 and 
let-off, 35, substantially as described. 

12. A separator and feeding device, includ 
ing the flanged disk, 33, an opening there 
through, the engaging prong, 34, and carry 
ing-surface, 33, substantially as described. 

13. A device of the character indicated, in 
cluding the flanged disk, 33, provided with 
an opening,f therethrough and carrying-sur 
face, coöperating with the raceway part, for 
separating and feeding the articles therefrom, 
substantially as described. 

14. A device of the characterindicated, hav 
ing, in combination, the raceways, e, Cl, lead 
ing to separate points for discharge, the part, 
40, provided with the passage, 46, for transit 
therethrough of articles entered thereinto 
from the raceWays and lateral opening, 47, 
wherethrough articles are admitted from the 
raceways to the passage, 46, a flange or other 
suitable extension projecting from the part, 
46, into a groove or socket suitably formed in 
the raceway part, and supporting the part, 40, 
to permit movement rotatively, and a stop 
bearing against the part, 46, for holding it 
against detachment from the raceway part, 
substantially as described. 

15. A device of the characterindicated, hav 
ing, in combination, the raceWays, e, Cl, lead 
ing to separate points for discharge, the part, 
40, provided with passage 46, for transit there 
through of articles entered thereinto from the 
raceways and lateral opening, 47, where 
through articles are admitted from the race 
ways to the passage, 46, a flange, or other suit 
able extension, projecting from the part, 40, 
into a groove or socket suitably formed in the 
raceway part and supporting the part, 40, to 
permit movement rotatively, and a stop bear 
ing against the part, 40, for holding it against 
detachment from the raceway part, and per 
mitting movement by the Workman, to allow 
detachment and removal of the part, 40, Sub 
stantially as described. 

16. A device of the characterindicated, hav 
ing in combination, the raceways, e, Cl, lead 
ing to separate points for discharge, the part, 
40, having the passage, 46, adapted for transit 

from the raceways, and the lateral opening, 
47, wherethrough articles are admitted from 
the raceways to the passage, 46, a connection 
between the parts, 40, and the raceway part, 
whereby the part, 40, is supported against the 
raceway part, to permit movement rotatively, 
for placing the passage, 46, in operative com 
munication through the opening, 47, with the 
different raceways, at different times, the 
notch or recess, suitably formed in the part, 
40, and a stop, 50, in said recess to engage the 
block at opposite sides of the recess and stop 
movement of the part as the passage, 46, 
moves into alinement with the raceways, sub 
stantially as described. 

17. A device of the characterindicated, hav 
ing, in combination, the raceways, e, a, lead 
ing to separate points for discharge, the part, 
40, having the passage, 46, adapted for tran 
sit therethrough of articles entered thereinto 
from the raceways, and the described or 
equivalent lateral opening, 47, wherethrough 
articles are admitted from the raceways to 
the passage, 46, a connection between the 
parts, 40, and the raceway part, whereby the 
part, 40, is supported against the raceway 
part to permit movement rotatively for plac 
ing the passage, 46, in operative communica 
tion through the opening, 47, with the differ 
ent raceways, at different times, the notch or 
recess, suitably formed in the part, 40, and 
a stop, in said recess to engage the block at 
the opposite sides of the recess and stop move 
ment of the part as the passage, 46, moves 
into a linement with the raceways, said stop 
being extended and bearing against the face 
of part, 40, for holding it in place to the race 
Way part, substantially as described. 

18. A device of the characterindicated, hav 
ing, in combination, a plurality of raceways 
leading to separate points for discharge, the 
part, 40, having passage, 46, and opening, 47, 
wherethrough articles are admitted from the 
raceways to the passage, 46, a suitable con 
nection between the part, 40, and the raceway 
part for supporting the part, 40, against the 
raceway part, and permitting movement of 
the part, 40, rotatively for placing the pas 
sage, 46, in communication through the open 
ing, 47, with the different raceways, at dif 
ferent times, the lever, 60, suitably pivoted 
in the raceway part and bearing its outer end 
against the part, 40, and a spring applied to 
the lever, 60, whereby its end is pressed yield 
ingly into notches suitably formed in the part, 
40, substantially as described. 

19. A device of the characterindicated, hav 
ing, in combination, a plurality of raceways 
leading to separate points for discharge, the 
part, 40, having passage, 46, and Opening, 47, 
wherethrough articles are admitted from the 
raceways to the passage, 46, a suitable Con 
nection between the part, 40, and the race 
way part for supporting the part, 40, against 
the raceway part, and permitting movement 
of the part, 40, rotatively for placing the pas 
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Sage, 46, in communication through the open 
ing, 47, with the different raceways, at dif 
ferent times, the lever, 60, suitably pivoted 
in the raceway part, and bearing its outer end 
against the part, 40, and a spring applied to 
the lever, 60, whereby its end is pressed yield 
ingly into notches suitably formed in the part, 
40, and the separator, having its rotating spin 
dle provided with groove, 67, and a connec 
tion under the lever, 60, in alinement with 
said groove and coöperati:2g with the spindle 

to lock the lever, 60, during a part of each 
rotation of the spindle, substantially as de 
Scribed. 
Signed at Lynn, Massachusetts, this 16th I5 

day of March, A. D. 1895. 
SIERMIAN W. LADD. 
RONAL) F. MICEFEELY. 

Witnesses: 
C. B. TUTTLE, 
A. M. TUTTLE. 

  


