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W 

A System and method is used to pattern a Substrate. A 
projection beam received from a radiation System is pat 
terned using an array of individually controllable elements. 
A portion of the projection beam is directed directly onto one 
of the individually controllable elements and collecting 
radiation reflected therefrom using each one of a first array 
of focusing elements. An image of the first array of focusing 
elements is projected onto a Second array of focusing 
elements using a projection System, Such that radiation 
reflected from one of the individually controllable elements 
is projected via one of the focusing elements in the first array 
of focusing elements and the projection System to one of the 
focusing elements in the Second array which focuses the 
radiation onto a spot on the Substrate. 
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LITHOGRAPHIC PROJECTION APPARATUS AND 
DEVICE MANUFACTURING METHOD 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates to a lithographic 
projection apparatus. 

0003 2. Related Art 
0004 Lithographic projection apparatus are used in the 
manufacture of integrated circuits (ICs), flat panel displays 
(FPDs), and other devices involving fine structures. An array 
of individually controllable elements generates a pattern 
corresponding to an individual layer of, for example, the IC, 
and this pattern is imaged onto a target portion (e.g., 
comprising part of one or several dies) on a Substrate (e.g., 
a silicon wafer, glass plate, or the like) that has been coated 
with a layer of radiation-sensitive material (e.g., resist). 
0005 Prior to this imaging step, the Substrate may 
undergo Various procedures, Such as priming, resist coating, 
and a Soft bake. After exposure, the Substrate may be 
Subjected to other procedures, Such as a post-exposure bake 
(PEB), development, a hard bake, and measurement/inspec 
tion of the imaged features. These transfer procedures result 
in a patterned layer of resist on the Substrate. One or more 
pattern Steps, Such as deposition, etching, ion-implantation 
(doping), metallization, oxidation, chemo-mechanical pol 
ishing, etc., follow, each of which is intended to finish, 
create or modify a layer of the device. If several layers are 
required, then the whole procedure, or a variant thereof, is 
repeated for each new layer. Eventually, an array of devices 
will be present on the substrate. These devices are then 
Separated from one another by a technique Such as dicing or 
Sawing, whence the individual devices can be mounted on a 
carrier, connected to pins, etc. Further information regarding 
Such processes can be obtained, for example, from the book 
“Microchip Fabrication: A Practical Guide to Semiconduc 
tor Processing”, Third Edition, by Peter van Zant, McGraw 
Hill Publishing Co., 1997, ISBN 0-07-067250-4, which is 
incorporated herein by reference. 
0006. In many cases, the packing density of the individu 
ally controllable elements within an array of individually 
controllable elements may be relatively low (i.e., the active 
area of each element that can modulate the beam of radiation 
is a relatively Small fraction of the total area of the element). 
Therefore a Significant proportion of the radiation within the 
radiation beam cannot be modulated. In other words, this 
radiation is either reflected by the array of individually 
controllable elements or absorbed by the array of individu 
ally controllable elements, regardless of the pattern Set on 
the array. 
0007. It has previously been proposed to include a micro 
lens array within the radiation System in order to provide a 
projection beam that is made up of a plurality of Spots, and 
then to project this beam onto the active areas of the array 
of individually controllable elements. However, projecting 
Such a projection beam of radiation onto the array of 
individually controllable elements and Subsequently project 
ing the patterned beam onto the Substrate requires a complex 
and consequently expensive projection System. 
0008. Therefore, what is needed is a way of illuminating 
only active areas of an array of individually controllable 
elements without requiring a complex projection System. 
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SUMMARY OF THE INVENTION 

0009. An embodiment of the present invention provides 
a lithographic projection apparatus including a radiation 
System for providing a projection beam of radiation, an array 
of individually controllable elements for patterning the 
projection beam according to a desired pattern, and a Sub 
Strate table for holding a Substrate. The apparatus also 
includes first and Second arrays of focusing elements and a 
projection System. Each focusing element in the first array 
can be used to direct a portion of the projection beam 
directly onto one of the individually controllable elements 
and collect radiation reflected from it. The projection System 
can be used to project an image of the first array of focusing 
elements onto the Second array of focusing elements. The 
Second array can be arranged Such that radiation reflected 
from one of the individually controllable elements is pro 
jected via one of the focusing elements in the first array of 
focusing elements and the projection System to one of the 
focusing elements in the Second array, which focuses the 
radiation onto a spot on the Substrate. 

0010 Another embodiment of the present invention pro 
vides a method for manufacturing a device. The method 
includes at least the following Steps. Patterning a projection 
beam received from a radiation System using an array of 
individually controllable elements to pattern. Directing a 
portion of the projection beam directly onto one of the 
individually controllable elements and collecting radiation 
reflected therefrom using each one of a first array of focusing 
elements. Projecting an image of the first array of focusing 
elements onto a Second array of focusing elements using a 
projection System, Such that radiation reflected from one of 
the individually controllable elements is projected via one of 
the focusing elements in the first array of focusing elements 
and the projection System to one of the focusing elements in 
the Second array, which, in turn, focuses the radiation onto 
a spot on the Substrate. 

0011. A further embodiment of the present invention 
provides a method for manufacturing a device including at 
least the following StepS. Providing a Substrate. Providing a 
projection beam of radiation using a radiation System. Using 
an array of individually controllable elements to pattern the 
projection beam. Using a first array of focusing elements, 
each for directing a portion of the projection beam directly 
onto one of the individually controllable elements and 
collecting radiation reflected therefrom. Using a projection 
System to project an image of the first array of focusing 
elements onto a Second array of focusing elements, the 
Second array being arranged Such that radiation reflected 
from one of the individually controllable elements is pro 
jected via one of the focusing elements in the first array of 
focusing elements and the projection System to one of the 
focusing elements in the Second array which focuses the 
radiation onto a spot on the Substrate. 

0012. In these embodiments, the projection optics used to 
project the beam onto the first array of focusing elements 
and the requirements of the projection System to project the 
patterned beam onto the Second array of focusing elements 
can be the same as would be used if the array of individually 
controllable elements were to be uniformly exposed and 
projected onto the Substrate. However, the first array of 
focusing elements can Still focus a portion of the radiation 
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beam onto each of the individually controllable elements, 
thereby allowing a greater proportion of the radiation beam 
to be modulated. 

0013 The first array of focusing elements can be 
arranged adjacent to the array of individually controllable 
elements and is uniformly illuminated. The first array of 
focusing elements may be an array of micro lenses, each 
micro lens being used to focus a portion of the radiation 
beam onto one of the individually controllable elements, in 
particular onto the active part of the Said individually 
controllable element. In this fashion, the first array of 
focusing elements is the final element in the path of the 
radiation before it is incident on the array of individually 
controllable elements. 

0.014. Each of the individually controllable elements can 
be a diffractive optical micro-electro-mechanics (MEMS) 
device. Each element of Such a device can be arranged in at 
least two Settings: in the first, the active Surface acts as a 
plane reflector, reflecting Zero-order radiation back into the 
corresponding one of the focusing elements, in the Second 
Setting, its active Surface forms a grating, diffracting first 
order radiation away from the corresponding one of the 
focusing elements. 
0.015 The projection system may be arranged to project 
an image of the array of focusing elements onto the Second 
array of focusing elements. For example, the projection 
System may be arranged Such that Zero-order radiation 
reflected from one of the individually controllable elements 
is projected via the corresponding one of the focusing 
elements in the first array through the projection System and 
onto a corresponding one of the focusing elements in the 
Second array. The corresponding focusing element in the 
Second array focuses the radiation onto a spot on the 
Substrate. In one embodiment, the Second array of focusing 
elements can be an array of micro lenses. 
0016. The array of individually controllable elements 
may be mounted on one side of a Substrate and the first array 
of focusing elements may also be mounted on the Substrate 
So as to form a gas-tight enclosure around the individually 
controllable elements. Alternatively, a plate that is Substan 
tially transmissive to the projection beam of radiation may 
be mounted on the Substrate So as to form a gas-tight 
enclosure around the individually controllable elements. The 
first array of focusing elements may also be mounted within 
the gas-tight enclosure. 
0.017. The gas-tight enclosure surrounding the individu 
ally controllable elements may be evacuated or may be filled 
with a Substantially clean and pure gas. If the gas-tight 
enclosure is filled with Such a gas, the apparatus may include 
a gas inlet for connection between the gas-tight enclosure 
and a Source of the gas and a gas outlet from the enclosure 
Such that the gas can be flushed through the enclosure, 
removing any impurities and/or contaminants. 
0.018. An actuator may be provided for adjusting the 
position of the first array of focusing elements relative to the 
array of individually controllable elements to ensure that the 
radiation is properly focused on each of the individually 
controllable elements. The first array of focusing elements 
may also include actuators for adjusting the positions of 
each of the focusing elements relative to one another in order 
to ensure that the radiation is accurately focused onto the 
active part of each of the individually controllable elements. 
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0019 Further embodiments, features, and advantages of 
the present inventions, as well as the Structure and operation 
of the various embodiments of the present invention, are 
described in detail below with reference to the accompany 
ing drawings. 

BRIEF DESCRIPTION OF THE 
DRAWINGS/FIGURES 

0020. The accompanying drawings, which are incorpo 
rated herein and form a part of the Specification, illustrate the 
present invention and, together with the description, further 
Serve to explain the principles of the invention and to enable 
a perSon Skilled in the pertinent art to make and use the 
invention. 

0021 FIG. 1 depicts a lithographic projection apparatus 
according to an embodiment of the invention. 
0022 FIG. 2 depicts a schematic arrangement for illu 
minating the array of individually controllable elements and 
for projecting the patterned beam onto the Substrate. 
0023 FIG. 3 depicts an arrangement of the array of 
individually controllable elements, suitable for use in the 
present invention. 
0024 FIG. 4 depicts and alternative arrangement to that 
shown in FIG. 3. 

0025 The present invention will now be described with 
reference to the accompanying drawings. In the drawings, 
like reference numbers may indicate identical or function 
ally similar elements. Additionally, the left-most digit(s) of 
a reference number may identify the drawing in which the 
reference number first appears. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0026. Overview and Terminology 
0027. The term “array of individually controllable ele 
ments' as here employed should be broadly interpreted as 
referring to any device that can be used to endow an 
incoming radiation beam with a patterned cross-section, So 
that a desired pattern can be created in a target portion of the 
substrate; the terms “light valve' and “Spatial Light Modu 
lator” (SLM) can also be used in this context. Examples of 
Such patterning device include: 
0028. A programmable mirror array, which may comprise 
a matrix-addressable Surface having a Viscoelastic control 
layer and a reflective Surface. The basic principle behind 
Such an apparatus is that (for example) addressed areas of 
the reflective Surface reflect incident light as diffracted light, 
whereas unaddressed areas reflect incident light as undif 
fracted light. Using an appropriate Spatial filter, the Said 
undiffracted light can be filtered out of the reflected beam, 
leaving only the diffracted light to reach the Substrate, in this 
manner, the beam becomes patterned according to the 
addressing pattern of the matrix-addressable Surface. An 
array of diffractive optical MEMS devices can also be used 
in a corresponding manner. Each diffractive optical MEMS 
device is comprised of a plurality of reflective ribbons that 
can be deformed relative to one another to form a grating 
that reflects incident light as diffracted light. A further 
alternative embodiment of a programmable mirror array 
employs a matrix arrangement of tiny mirrors, each of which 
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can be individually tilted about an axis by applying a 
Suitable localized electric field, or by employing piezoelec 
tric actuation device. Once again, the mirrors are matrix 
addressable, Such that addressed mirrors will reflect an 
incoming radiation beam in a different direction to unad 
dressed mirrors, in this manner, the reflected beam is pat 
terned according to the addressing pattern of the matrix 
addressable mirrors. The required matrix addressing can be 
performed using Suitable electronic device. In both of the 
situations described hereabove, the array of individually 
controllable elements can comprise one or more program 
mable mirror arrayS. 
0029 More information on mirror arrays as here referred 
to can be gleaned, for example, from U.S. Pat. Nos. 5,296, 
891 and 5,523,193, and PCT patent applications WO 
98/38597 and WO 98/33096, which are all incorporated by 
reference herein in their entireties. 

0.030. It should be appreciated that where pre-biasing of 
features, optical proximity correction features, phase varia 
tion techniques and multiple exposure techniques are used, 
the pattern “displayed on the array of individually control 
lable elements may differ substantially from the pattern 
eventually transferred to a layer of or on the Substrate. 
0.031) For the sake of simplicity, the projection system 
may be referred to as the “lens'; however, this term should 
be broadly interpreted as encompassing various types of 
projection System, including refractive optics, reflective 
optics, catadioptric Systems and micro lens arrays, for 
example. 

0032. It is to be understood that the term “projection 
System' as used in this application Simply refers to any 
System for transferring the patterned beam from the array of 
individually controllable elements to the substrate. 
0033. The radiation system may also include components 
operating according to any of these design types for direct 
ing, shaping or controlling the projection beam of radiation, 
and Such components may also be referred to below, col 
lectively or Singularly, as a "lens”. 
0034. The lithographic apparatus may be of a type having 
two (dual stage) or more Substrate tables (and/or two or more 
mask tables). In Such “multiple stage' machines the addi 
tional tables may be used in parallel, or preparatory Steps 
may be carried out on one or more tables while one or more 
other tables are being used for exposure. 
0035. The lithographic apparatus may also be of a type 
wherein the Substrate is immersed in a liquid having a 
relatively high refractive index, e.g., water, So as to fill a 
Space between the final element of the projection System and 
the Substrate. Immersion liquids may also be applied to other 
Spaces in the lithographic apparatus, for example, between 
the mask and the first element of the projection System. 
Immersion techniques are well known in the art for increas 
ing the numerical aperture of projection Systems. 

0.036 Although specific reference may be made in this 
text to the use of the apparatus according to the invention in 
the manufacture of ICs, it should be explicitly understood 
that Such an apparatus has many other possible applications. 
For example, it may be employed in the manufacture of 
integrated optical Systems, guidance and detection patterns 
for magnetic domain memories, liquid-crystal display pan 
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els, thin-film magnetic heads, thin film transistor liquid 
crystal displays, printed circuit boards (PCBS), etc. 
0037. In the present document, the terms “radiation” and 
"beam’ are used to encompass all types of electromagnetic 
radiation, including ultraviolet radiation (e.g., with a wave 
length of 436, 405, 365,248, 193, 157 or 126 nm) and EUV 
(eXtreme ultra-violet radiation, e.g., having a wavelength in 
the range 5-20 nm), as well as particle beams, such as ion 
beams or electron beams. 

0038 Lithographic Projection Apparatus 
0039 FIG. 1 schematically depicts a lithographic pro 
jection apparatus 100 according to an embodiment of the 
invention. Apparatus 100 includes at least a radiation System 
102 (e.g., EX, IL (e.g., AM, IN, CO, etc.) etc.), an array of 
individually controllable elements PPM 104, an object table 
WT 106 (e.g., a substrate table), and a projection system 
(“lens”) PL 108. 
0040 Radiation system 102 can be used for supplying a 
projection beam PB110 of radiation (e.g., UV radiation), 
which in this particular case also comprises a radiation 
Source LA 112. 

0041 Array of individually controllable elements 104 
(e.g., a programmable mirror array) can be used for applying 
a pattern to the projection beam 110. In general, the position 
of the array of individually controllable elements 104 can be 
fixed relative to projection system 108. However, in an 
alternative arrangement, array of individually controllable 
elements 104 may be connected to a positioning device (not 
shown) for accurately positioning it with respect to projec 
tion system 108. As here depicted, individually controllable 
elements 104 is of a reflective type (e.g., has a reflective 
array of individually controllable elements). 
0042. Object table 106 can be provided with a substrate 
holder (not specifically shown) for holding a substrate W 
114 (e.g., a resist-coated Silicon wafer or glass Substrate) and 
object table 106 can be connected to positioning device PW 
116 for accurately positioning substrate 114 with respect to 
projection system 108. 

0043 Projection system (e.g., a lens) 108 (e.g., a quartz 
and/or CaFlens System or a catadioptric System comprising 
lens elements made from Such materials, or a mirror System) 
can be used for projecting the patterned beam received from 
beam splitter 118 onto a target portion C 120 (e.g., one or 
more dies) of the substrate 114. The projection system 108 
may project an image of the array of individually control 
lable elements 104 onto the Substrate 114. Alternatively, the 
projection System 108 may project images of Secondary 
Sources for which the elements of the array of individually 
controllable elements 104 act as shutters. The projection 
system 108 may also comprise a micro lens array (MLA) to 
form the Secondary Sources and to project microSpots onto 
the Substrate 114. 

0044) The source 112 (e.g., an excimer laser) can produce 
a beam of radiation 122. This beam 122 is fed into an 
illumination system (illuminator) IL 124, either directly or 
after having traversed conditioning device 126, Such as a 
beam expander EX, for example. The illuminator 124 may 
comprise adjusting device AM 128 for setting the outer 
and/or inner radial extent (commonly referred to as O-Outer 
and O-inner, respectively) of the intensity distribution in the 
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beam 122. In addition, it will generally comprise various 
other components, Such as an integrator IN 130 and a 
condenser CO 132. In this way, the beam 110 impinging on 
the array of individually controllable elements 104 has a 
desired uniformity and intensity distribution in its croSS 
Section. 

0045. It should be noted, with regard to FIG. 1, that the 
Source 112 may be within the housing of the lithographic 
projection apparatus 100 (as is often the case when the 
Source 112 is a mercury lamp, for example). In alternative 
embodiments, Source 112 may also be remote from the 
lithographic projection apparatus 100. In this case, radiation 
beam 122 would be led into the apparatus 100 (e.g., with the 
aid of Suitable directing mirrors). This latter Scenario is often 
the case when the Source 112 is an excimer laser. It is to be 
appreciated that both of these Scenarios are contemplated 
within the Scope of the present invention. 
0046) The beam 110 subsequently intercepts the array of 
individually controllable elements 104 after being directing 
using beam splitter 118. Having been reflected by the array 
of individually controllable elements 104, the beam 110 
passes through the projection System 108, which focuses the 
beam 110 onto a target portion 120 of the substrate 114. 
0047. With the aid of the positioning device 116 (and 
optionally interferometric measuring device IF 134 on base 
plate BP 136 that receives interferometric beams 138 via 
beam splitter 140), the substrate table 106 can be moved 
accurately, so as to position different target portions 120 in 
the path of the beam 110. Where used, the positioning device 
for the array of individually controllable elements 104 can 
be used to accurately correct the position of the array of 
individually controllable elements 104 with respect to the 
path of the beam 110, e.g., during a Scan. In general, 
movement of the object table 106 is realized with the aid of 
a long-stroke module (course positioning) and a short-stroke 
module (fine positioning), which are not explicitly depicted 
in FIG.1. A similar system may also be used to position the 
array of individually controllable elements 104. It will be 
appreciated that the projection beam 110 may alternatively/ 
additionally be moveable while the object table 106 and/or 
the array of individually controllable elements 104 may have 
a fixed position to provide the required relative movement. 
0.048. In an alternative configuration of the embodiment, 
the substrate table 106 may be fixed, with the substrate 114 
being moveable over the substrate table 106. Where this is 
done, the substrate table 106 is provided with a multitude of 
openings on a flat uppermost Surface, gas being fed through 
the openings to provide a gas cushion which is capable of 
supporting the substrate 114. This is conventionally referred 
to as an air bearing arrangement. The Substrate 114 is moved 
over the substrate table 106 using one or more actuators (not 
shown), which are capable of accurately positioning the 
substrate 114 with respect to the path of the beam 110. 
Alternatively, the substrate 114 may be moved over the 
substrate table 106 by selectively starting and stopping the 
passage of gas through the openings. 
0049. Although the lithography apparatus 100 according 
to the invention is herein described as being for exposing a 
resist on a Substrate, it will be appreciated that the invention 
is not limited to this use and the apparatus 100 may be used 
to project a patterned projection beam 110 for use in 
resistleSS lithography. 
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0050. The depicted apparatus 100 can be used in four 
preferred modes: 

0051 1. Step mode: the entire pattern on the array of 
individually controllable elements 104 is projected 
in one go (i.e., a single "flash”) onto a target portion 
120. The Substrate table 106 is then moved in the X 
and/or y directions to a different position for a 
different target portion 120 to be irradiated by the 
beam 110. 

0052 2. Scan mode: essentially the same as step 
mode, except that a given target portion 120 is not 
exposed in a Single "flash.' Instead, the array of 
individually controllable elements 104 is movable in 
a given direction (the so-called “Scan direction', e.g., 
they direction) with a speed V, So that the projection 
beam 110 is caused to scan over the array of indi 
vidually controllable elements 104. Concurrently, 
the substrate table 106 is simultaneously moved in 
the same or opposite direction at a speed V=MV, in 
which M is the magnification of the projection 
System 108. In this manner, a relatively large target 
portion 120 can be exposed, without having to com 
promise on resolution. 

0053. 3. Pulse mode: the array of individually con 
trollable elements 104 is kept essentially stationary 
and the entire pattern is projected onto a target 
portion 120 of the substrate 114 using a pulsed 
radiation system 102. The substrate table 106 is 
moved with an essentially constant Speed Such that 
the projection beam 110 is caused to Scan a line 
across the Substrate 106. The pattern on the array of 
individually controllable elements 104 is updated as 
required between pulses of the radiation system 102 
and the pulses are timed Such that Successive target 
portions 120 are exposed at the required locations on 
the Substrate 114. Consequently, the projection beam 
110 can scan across the substrate 114 to expose the 
complete pattern for a strip of the substrate 114. The 
proceSS is repeated until the complete Substrate 114 
has been exposed line by line. 

0054 4. Continuous scan mode: essentially the same 
as pulse mode except that a Substantially constant 
radiation system 102 is used and the pattern on the 
array of individually controllable elements 104 is 
updated as the projection beam 110 Scans across the 
Substrate 114 and exposes it. 

0055 Combinations and/or variations on the above 
described modes of use or entirely different modes of use 
may also be employed. 
0056 An arrangement for illuminating the array of indi 
vidually controllable elements in order to pattern the pro 
jection beam of radiation is shown in FIG. 2. The projection 
beam 10 of radiation from the radiation system is projected 
onto an array of focusing elements 12 by means of a beam 
Splitter 11. It will be appreciated that an alternative arrange 
ment could be used to project the radiation onto the array of 
focusing elements. For example, the radiation may be pro 
jected at a slightly non-telecentric angle. Preferably, the 
array of focusing elements is a micro lens array. Again, 
however, an alternative arrangement may be used if 
required, for example a Fresnel lens or a Zone plate lens. 
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Each of the elements within the array of focusing elements 
12 directly focuses a portion of the projection beam 10 onto 
one of the individually controllable elements within the 
array of individually controllable elements 13. Preferably, 
the array of focusing elements 12 is arranged Such that the 
radiation is focused onto only the active areas of the indi 
vidually controllable elements. Therefore, all of the radia 
tion is directed onto parts of the array of individually 
controllable elements 13 that can be used to modulate 
radiation, even if the individually controllable elements 13 
are loosely packed, for example due to the requirements to 
provide control for each of the individually controllable 
elements 13. 

0057 With continuing reference to FIG. 2, the radiation 
reflected from the array of individually controllable ele 
ments 13 returns through the array of focusing elements 12, 
passes through the beam Splitter 11 and then through the 
projection lens 14. The patterned beam, in this arrangement, 
is then incident on a field lens 16. Field lens 16 directs the 
patterned beam onto a Second array of focusing elements 17, 
which focuses the radiation onto Substrate 18. In this man 
ner, the first array of focusing elements 12 is imaged onto the 
Second array of focusing elements 17. 
0.058 It will be appreciated that an alternative arrange 
ment to that shown and described may be used to image the 
first array of focusing elements 12 onto the Second array of 
focusing elements 17. Preferably, the second array of focus 
ing elements 17 is a micro lens array (although, as before, 
other devices that achieve a similar effect may also be used). 
It will be understood that the relationship between pitch of 
the first and Second arrays of focusing elements 12 and 17 
will be determined by the magnification of the system 
imaging the first array onto the Second array 17. 
0059. In the preferred arrangement, schematically shown 
in FIG. 2, each individually controllable element within the 
array of individually controllable elements 13 has an asso 
ciated focusing element in the array of focusing elements 12. 
This focusing element focuses radiation from a portion of 
the projection beam 10 onto the active part of the individu 
ally controllable element and collects the radiation reflected 
from it. This reflected radiation is then projected by the 
projection System 14 and the field lens 16 onto a corre 
sponding one of the focusing elements in the Second array of 
focusing elements 17. This latter focusing element then 
focuses that portion of the patterned beam onto a Spot on the 
substrate 18. As described, each of the individually control 
lable elements in the array of individually controllable 
elements 13 is associated with one of the focusing elements 
in each of the first and Second arrays of focusing elements 
12, 17. Therefore, the projection beam can simply be uni 
formly illuminated onto the first array of focusing elements 
12 and the first array of focusing elements 12 need only be 
Simply imaged onto the Second array of focusing elements 
17. Therefore, the projection optics are relatively simple. 
0060 Preferably, the array of individually controllable 
elements 13 is comprised of an array of diffractive optical 
MEMS devices. Each of the diffractive optical MEMS 
devices is comprised of a reflective Surface or Surfaces 
which can be arranged in at least two States. 
0061. In the first state, the diffractive optical MEMS 
device is a plane reflector and radiation focused onto it by a 
focusing element in the first array of focusing elements 12 
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is simply reflected (i.e., Zero-order reflection). This reflected 
radiation is collected by the associated focusing element in 
the array of focusing elements 12 and projected through the 
projection lens 14 and the field lens 16 onto one of the 
focusing elements in the Second array of focusing elements 
17 as described above. The latter focusing element focuses 
the radiation onto a spot on the substrate 18. 

0062) When the diffractive optical MEMS device is in the 
Second State, it forms a grating. This may be achieved by the 
diffractive optical MEMS device being comprised of a 
plurality of ribbon-like reflectors which can be actuated such 
that every other ribbon is displaced in a direction perpen 
dicular to the surface of the reflective surfaces. Alternatively 
the reflective Surface may be continuous, but displaced from 
its planar shape, for example, into a sinusoid. Regardless of 
the manner in which it is achieved, the diffractive optical 
MEMS device in this second state behaves as a grating for 
the portion of the radiation beam that is focused onto it by 
the focusing element within the array of focusing elements 
12. Consequently, due to diffraction, the radiation from the 
diffractive optical MEMS device is first order diffracted 
radiation and does not reflect directly back into the associ 
ated one of the focusing elements in the array of focusing 
elements 12. Instead, it may be directed into one of the 
neighboring focusing elements in the array of focusing 
elements 12 and will therefore leave the array of focusing 
elements at a large angle. This radiation is blocked in the 
pupil 15 of the projection optics, and therefore does not 
reach the Second array of focusing elements 17 and is not 
focused onto the substrate 18. By contrast, as described 
above, the radiation that is focused onto diffractive optical 
MEMS devices in the first state is reflected in Zero-order and 
is Substantially parallel to the optical axis of the apparatus. 
It therefore passes through the pupil 15 and is focused onto 
the substrate 18 by one of the focusing elements in the 
Second array of focusing elements 17. Consequently, only 
radiation associated with diffractive optical MEMS devices 
in the first state is projected onto the substrate 18, thereby 
producing the required pattern. 

0063. The individually controllable elements in the first 
array of individually controllable elements 13 may be 
enclosed within a housing in order to protect them from 
contamination by gases that may cause damage to them or 
by contaminant particles that may interfere with their opera 
tion. FIG. 3 shows such a device 25. 

0064. In FIG. 3, an array of individually controllable 
elements 26 is comprised of a substrate 27 with the indi 
vidually controllable elements 28 mounted on one side of 
the Substrate 27. The array of focusing elements 29 consists 
of focusing elements 30, Such as micro-lenses mounted 
within a support 31. The array of focusing elements 29 is 
mounted on the array of individually controllable elements 
to form a gas-tight enclosure 32. AS shown, this may be 
achieved by means of mounting walls 33. It will be appre 
ciated, however, that these elements may be replaced by 
protrusions from the Substrate 27 of the array of individually 
controllable elements and/or by protrusions from the Support 
31 of the array of focusing elements. In any case, the 
components may be bonded together by means of eutectic 
bonding or other known precision bonding techniques. In 
this manner, the array of focusing elements 29 is used as one 
Side of the gas-tight enclosure. 
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0065 FIG. 4 shows and alternative arrangement of Such 
a device 35 in which the gas-tight enclosure 42 is formed by 
the combination of substrate 37 (on which the individually 
controllable elements 38 of the array of individually con 
trollable elements 36 are mounted), side walls 43 and a plate 
44 of material that is substantially transmissive to the 
radiation used. The array of focusing elements 39, made up 
of focusing elements 40 and a Support 41, as before, is 
mounted within the gas-tight enclosure 42. AS before, the 
Side walls may be part of the Substrate or the radiation 
transmissive plate. 

0.066 FIG. 5 shows a further variant of the devices 25,35 
shown in FIG. 3 and FIG. 4. In this case, the wall 53 is 
extended Such that the gas-tight enclosure is formed from 
the wall 53 and the radiation transmissive plate 54. The array 
of individually controllable elements 46 and the array of 
focusing elements 49 are separately mounted within the 
gas-tight enclosure. 

0067. The gas-tight enclosure may be evacuated, prefer 
ably below 100 mTorr, or may be filled with a substantially 
pure, clean gas (e.g., Nitrogen, Argon, or other inert gases). 
If required, the gas-tight enclosure may be flushed with the 
gas. For example there may be a gas inlet and gas outlet 
connected to the gas-tight enclosure. The gas inlet can then 
be connected a Source of clean gas in order to flush the 
gas-tight enclosure ensuring that the contaminant levels are 
kept low even if the gas-tight enclosure is not perfect, 
allowing a Small ingreSS of contaminants, or if contaminants 
are generated within the gas-tight enclosure. 

0068. In order to ensure correct alignment of the focusing 
elements 30, 40, 50 with the corresponding individually 
controllable elements 28, 38, 48, actuators may be provided 
to adjust the position of the array of focusing elements 29, 
39, 49 relative to the array of individually controllable 
elements 26, 36, 46. Additionally or alternatively, a plurality 
of actuators may be provided for adjusting the position of the 
focusing elements 30, 40, 50 relative to one another. The 
actuators used may be piezo-electric actuators, especially in 
the case of actuators for adjusting the position of the 
focusing elements 30, 40, 50 relative to one another or may 
be lorentz actuators, especially in the case of adjusting the 
position of the array of focusing elements 29, 39, 49 relative 
to the array of individually controllable elements 26, 36, 46. 
It will be appreciated that other, well-known, devices for 
accurately controlling position may also be used, for 
example, thermo-electronic actuation or acoustic modula 
tion. 

Conclusion 

0069. While various embodiments of the present inven 
tion have been described above, it should be understood that 
they have been presented by way of example only, and not 
limitation. It will be apparent to perSons skilled in the 
relevant art that various changes in form and detail can be 
made therein without departing from the Spirit and Scope of 
the invention. Thus, the breadth and Scope of the present 
invention should not be limited by any of the above 
described exemplary embodiments, but should be defined 
only in accordance with the following claims and their 
equivalents. 
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What is claimed is: 
1. A lithographic projection apparatus, comprising: 
a radiation System that provides a projection beam of 

radiation; 
an array of individually controllable elements that pattern 

the projection beam according to a desired pattern; 
a Substrate table that holds a Substrate; 
a first array of focusing elements each directing a portion 

of the projection beam directly onto one of the indi 
vidually controllable elements and collect radiation 
reflected therefrom; 

a projection System that projects an image of the first array 
of focusing elements onto a Second array of focusing 
elements, the Second array being operatively arranged 
Such that radiation reflected from one of the individu 
ally controllable elements is projected via one of the 
focusing elements in the first array of focusing ele 
ments and the projection System to one of the focusing 
elements in the Second array, which focuses the radia 
tion onto a spot on the Substrate. 

2. The apparatus according to claim 1, wherein the portion 
of the radiation beam directed onto each individually con 
trollable element is focused onto an active part of the 
controllable element. 

3. The apparatus according to claim 1, wherein the first 
array of focusing elements is arranged adjacent to the array 
of individually controllable elements and the radiation sys 
tem is that substantially uniformly illuminates the array of 
focusing elements. 

4. The apparatus according to claim 1, wherein Said first 
array of focusing elements comprises an array of micro 
lenses and wherein each micro lens is that focuses radiation 
onto one of the individually controllable elements. 

5. The apparatus according to claim 1, wherein Said first 
array of focusing elements comprises positioned to be a final 
element in a path of the radiation before it is incident on the 
array of individually controllable elements. 

6. The apparatus according to claims 1, wherein each of 
the individually controllable elements is a diffractive optical 
MEMS device, whereby at a first setting an active surface of 
said MEMS device acts as a plane reflector reflecting Zero 
order radiation back into the corresponding one of the 
focusing elements in the first array of focusing elements and 
at a second setting said active surface of said MEMS device 
forms a grating that diffracts first order radiation away from 
the one of the corresponding focusing elements in the first 
array of focusing elements. 

7. The apparatus according to claim 1, wherein the Second 
array of focusing elements comprises an array of micro 
lenses. 

8. The apparatus according claim 1, wherein the array of 
individually controllable elements and the first array of 
focusing elements are mounted in a gas tight enclosure. 

9. The apparatus according to claim 8, wherein the gas 
tight enclosure is Substantially evacuated. 

10. The apparatus according to claim 8, wherein the gas 
tight enclosure is evacuated to less than about 100 mTorr. 

11. An apparatus according to claim 8, wherein the gas 
tight enclosure is filled with a Substantially pure, clean gas. 

12. The apparatus according to claim 11, further compris 
ing a gas inlet connected between said enclosure and a 
Source of Said gas, and a gas outlet from Said enclosure, 
permitting Said gas to be flushed through the enclosure. 
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13. The apparatus according to claims 1, wherein the array 
of individually controllable elements comprises a Substrate 
with the individually controllable elements mounted on one 
Side thereof, and 

the first array of focusing elements is mounted on the 
array of individually controllable elements So as to 
form a gas tight enclosure around the individually 
controllable elements. 

14. The apparatus according to claim 13, wherein the gas 
tight enclosure is Substantially evacuated. 

15. The apparatus according to claim 13, wherein the gas 
tight enclosure is evacuated to less than about 100 mTorr. 

16. An apparatus according to claim 13, wherein the gas 
tight enclosure is filled with a Substantially clean and pure 
inert gas. 

17. The apparatus according to claim 16, further com 
prising a gas inlet connected between Said enclosure and a 
Source of Said gas, and a gas outlet from Said enclosure, 
permitting Said gas to be flushed through the enclosure. 

18. The apparatus according to claim 1, wherein: 
the array of individually controllable elements comprises 

a substrate with the individually controllable elements 
mounted on one side thereof; 

a plate, Substantially transmissive to the projection beam 
of radiation, is mounted on the Substrate So as to form 
a gas tight enclosure around the individually control 
lable elements, and 

the first array of focusing elements is mounted within the 
gas tight enclosure. 

19. The apparatus according to claim 18, wherein the gas 
tight enclosure is Substantially evacuated 

20. The apparatus according to claim 18, wherein the gas 
tight enclosure is evacuated to less than about 100 mTorr. 

21. An apparatus according to claim 18, wherein the gas 
tight enclosure is filled with a Substantially clean and pure 
inert gas. 

22. The apparatus according to claim 21, further com 
prising a gas inlet connected between Said enclosure and a 
Source of Said gas, and a gas outlet from Said enclosure, 
permitting Said gas to be flushed through the enclosure. 

23. The apparatus according to claim 1, further compris 
ing an actuator that adjusts a position of the first array of 
focusing elements relative to the array of individually con 
trollable elements. 
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24. An apparatus according to claim 1, further comprising 
actuators for adjusting positions of each of the focusing 
elements within Said first array relative to one another. 

25. A method for manufacturing a device, comprising: 

providing a Substrate; 

providing a projection beam of radiation using a radiation 
System; 

using an array of individually controllable elements to 
pattern the projection beam; 

using a first array of focusing elements, each for directing 
a portion of the projection beam directly onto one of the 
individually controllable elements and collecting radia 
tion reflected therefrom; and 

using a projection System to project an image of the first 
array of focusing elements onto a Second array of 
focusing elements, the Second array being arranged 
Such that radiation reflected from one of the individu 
ally controllable elements is projected via one of the 
focusing elements in the first array of focusing ele 
ments and the projection System to one of the focusing 
elements in the Second array which focuses the radia 
tion onto a spot on the Substrate. 

26. A method for patterning a Substrate, comprising: 

patterning a projection beam received from a radiation 
System using an array of individually controllable ele 
ments to pattern; 

directing a portion of the projection beam directly onto 
one of the individually controllable elements and col 
lecting radiation reflected therefrom using each one of 
a first array of focusing elements, 

projecting an image of the first array of focusing elements 
onto a Second array of focusing elements using a 
projection System, Such that radiation reflected from 
one of the individually controllable elements is pro 
jected via one of the focusing elements in the first array 
of focusing elements and the projection System to one 
of the focusing elements in the Second array which 
focuses the radiation onto a spot on the Substrate. 


