Title: HIGH-DENSITY RECORDING MEDIUM AND METHOD AND APPARATUS FOR CONTROLLING DATA PLAYBACK THEREOF

(57) Abstract: Disclosed herein are a high-density recording medium and a method and apparatus for controlling data playback thereof. Playback control information, such as channel bit length information, is recorded in a burst cutting area (BCA) of a high-density optical disc in a wobble type. When the high-density optical disc is reproduced, the playback control information is detected in a push-pull signal detection mode and the optimum data playback operation corresponding to the recording capacity of the optical disc is performed on the basis of the detected playback control information. Alternatively, bit error rates (BERs) are calculated while a plurality of predetermined bit detection modes are sequentially performed, one of the bit detection modes corresponding to the smallest one of the calculated BERs is selected and the data playback operation is performed in the selected bit detection mode. Therefore, it is possible to perform a data playback operation optimal to the recording capacity of a BD-ROM (Blu-ray Disc-ROM) even through disc information (DI) is recorded in a PIC (Permanent Information Area).
Published:
— with international search report

before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
DESCRIPTON

HIGH-DENSITY RECORDING MEDIUM AND METHOD
AND APPARATUS FOR CONTROLLING DATA
PLAYBACK THEREOF

1. Technical Field

The present invention relates to a high-density recording medium and a method and apparatus for controlling data playback thereof, and more particularly to a high-density optical disc, such as a BD-ROM (Blu-ray Disc-ROM), and a method and apparatus for controlling data playback thereof, wherein it is possible to perform a data playback operation optimal to the recording capacity of the high-density optical disc.

2. Background Art

The recent rapid progress in standardization of a new high-density optical disc, for example, a BD-RE (Blu-ray Disc-Rewritable), capable of recording high-quality video data and high-quality audio data for a lengthy period of time has led to anticipation that the associated products will be developed and commercially available.

The BD-RE has, as shown in Fig. 1, a clamping area, transition area, burst cutting area (BCA) and lead-in area defined sequentially at the inner periphery thereof, and a data area and lead-out area defined respectively at the intermediate portion and outer periphery thereof.

The lead-in area is partitioned into a first protection zone Protection zone 1, a PIC (Permanent Information & Control data) zone, a second protection zone Protection zone 2, an information zone Info 2, an optimum power control (OPC) zone, etc. Whereas
the first protection zone and PIC zone are pre-recorded areas where data is pre-recorded in advance, the remaining zones of the lead-in area, the data area and the lead-out area are rewritable areas where new data is rewritten.

High frequency modulated (HFM) grooves are formed in the PIC zone, in which main information of the disc to be permanently preserved is stored. These HFM grooves are modulated by a bi-phase modulation method to store disc information (DI), as shown in Fig. 2.

That is, HFM grooves are modulated in the radial direction with a rather high bandwidth signal, to create a data channel for replicated information with sufficient capacity and data rate.

In this modulation method, a bit with value 0 is represented by a transition at the start of the bit cell and a bit with value 1 is represented by a transition at the start and in the middle of the bit cell. The modulated bits are recorded on the disc by a deviation of the groove from its average centerline as indicated in Fig. 2. The length of each bit cell shall be 36T, where T corresponds to the length of a channel bit in the rewritable data areas.

The disc information (DI) contains, as shown in Fig. 3, channel bit length information with a size of 1 byte, which is detected based on a push-pull signal. Four bits b7 to b4 of the channel bit length information are reserved bits having values of ‘0000’, and the remaining four bits b3 to b0 represent the channel bit length of main data such as an A/V stream.

For example, the remaining four bits b3 to b0 represent that the channel bit length of the main data is 80nm and the recording capacity of the optical disc is 23Gbytes if they are ‘0000’, that the channel bit length is 74.5nm and the recording capacity is 25Gbytes if they are ‘0001’, and that the channel bit length is 69nm and the recording capacity is 27Gbytes if they are ‘0010’.

In this connection, an optical disc device selects a partial
response maximum likelihood (PRML) corresponding to the recording capacity of the BD-RE with reference to the channel bit length information contained in the disc information and performs a bit detection mode appropriate to the selected PRML, so as to normally perform a data playback operation.

Meanwhile, the standardization of a new high-density optical disc, as well as the BD-RE, is recently under discussion among the associated companies. The new high-density optical disc may be, for example, a BD-ROM, which has, as shown in Fig. 4, an inner area, clamping area, transition area, information area and rim area.

The information area includes a BCA, and a PIC zone in which disc information (DI) is recorded. This DI is recorded in the PIC zone in a straight pit type that is the same recording format as that of main data recorded in a data zone.

The DI recorded in the straight pit type must be subjected to a decoding process since it is detected in a radio frequency (RF) signal detection mode, not in a push-pull signal detection mode. However, there is a problem in that an error occurs in the data playback operation if channel bit length information recorded in the DI is not normally detected in the early stage of the data playback operation.

3. Disclosure of Invention

Therefore, the present invention has been made in view of the above problem, and it is an object of the present invention to provide a high-density optical disc wherein playback control information recorded on the optical disc, such as channel bit length information, can be detected without a separate decoding operation.

It is another object of the present invention to provide a method for detecting playback control information additionally recorded in a specific area of a high-density optical disc, such
as channel bit length information, without a separate decoding operation and performing a data playback operation on the basis of the detected playback control information.

It is yet another object of the present invention to provide a method and apparatus for selecting a bit detection mode most appropriate to a high-density optical disc and performing a data playback operation in the selected bit detection mode.

In accordance with an aspect of the present invention, the above and other objects can be accomplished by the provision of a high-density recording medium containing: a lead-in zone in which recording medium information is recorded in a straight pit type; and a specific area, prior to or within the lead-in zone, in which playback control information regarding a recording capacity of the high-density recording medium is recorded in a wobble type.

In accordance with another aspect of the present invention, there is provided a method for controlling data playback of a high-density recording medium, comprising the steps of: a) detecting playback control information regarding a recording capacity of the high-density recording medium from a specific area using a push-pull signal detection mode; and b) performing a data playback operation with reference to the detected playback control information.

In accordance with a further aspect of the present invention, there is provided a method for controlling data playback of a high-density recording medium, comprising the steps of: a) sequentially performing a plurality of predetermined bit detection modes with regard to the recording medium to calculate bit error rates in the bit detection modes, respectively; and b) selecting one of the bit detection modes corresponding to a smallest one of the calculated bit error rates and performing a data playback operation in the selected bit detection mode.

In accordance with yet another aspect of the present
invention, there is provided an apparatus for controlling data playback of a high-density recording medium, comprising: a detection unit for performing one of a plurality of predetermined bit detection modes with regard to the high-density recording medium; a decoding unit for calculating and outputting a bit error rate from data bits detected by the detection unit; and a control unit for controlling the bit detection mode of the detection unit and selecting one of the bit detection modes corresponding to a smallest bit error rate on the basis of the calculated bit error rate.

4. Brief Description of Drawings

The accompanying drawings, which are included to provide a further understanding of the invention, illustrate the preferred embodiments of the invention, and together with the description, serve to explain the principles of the present invention.

Fig. 1 is a view showing the structure of a BD-RE;

Fig. 2 is a view showing HFM grooves formed in a PIC zone of the BD-RE;

Fig. 3 is a view illustrating channel bit length information contained in disc information (DI) of the BD-RE;

Fig. 4 is a table showing the structure of a BD-ROM to which the present invention is applied;

Figs. 5 and 6 are views showing recorded states of channel bit length information in a BCA according to the present invention;

Fig. 7 is a view schematically showing the configuration of an optical disc device to which the present invention is applied; and

Fig. 8 is a block diagram conceptually showing a part of the configuration of the optical disc device to which the present invention is applied.

Features, elements, and aspects of the invention that are
referenced by the same numerals in different figures represent the same, equivalent, or similar features, elements, or aspects in accordance with one or more embodiments.

5 Modes for Carrying out the Invention

Now, preferred embodiments of a high-density recording medium and a method and apparatus for controlling data playback thereof according to the present invention will be described in detail with reference to the annexed drawings.

A high-density optical disc, for example, a BD-ROM, to which the present invention is applied has an information area including a BCA, PIC zone, data zone, etc., as stated previously with reference to Fig. 4. Disc information (DI) is recorded in the PIC zone in a straight pit type, and main data, such as an A/V stream, is recorded in the data zone in the straight pit type. The DI, recorded in the straight pit type, is detected in an RF signal detection mode, as shown in Fig. 5.

In one embodiment of the present invention, playback control information, such as channel bit length information set to a different value depending on the recording capacity of the optical disc, is additionally recorded in a specific area prior to the PIC zone, for example, the BCA, in a wobble type. Alternatively, the channel bit length information may be recorded in the PIC zone in the wobble type. In either case, the channel bit length information, recorded in the wobble type, can be detected in a push-pull signal detection mode without a separate decoding process.

The channel bit length information can be recorded, as shown in Fig. 6, with a size of at least 2 bits of the first byte of each data unit recorded in the BCA, as will hereinafter be described in detail.

The BCA code is based on a structure of maximum 4 data units as shown in Fig. 6. Each data unit contains 16 information bytes
I(m,n) and 16 parity bytes C(m,n). Furthermore, the code structure contains Sync bytes SB(a,b) and a BCA preamble.

In Fig. 6, the first byte I(0,n) of each data unit indicates channel bit length information. For example, the minimum channel bit length is 80nm corresponding to a recording capacity of 23Gbytes if bits 'b5 and b4' of the first byte of each data unit are recorded as '00', 75.4nm corresponding to 25Gbytes if they are recorded as '01', and 69nm corresponding to 27Gbytes if they are recorded as '10'.

Fig. 7 schematically shows the configuration of an optical disc device to which the present invention is applied. As shown in this drawing, the optical disc device comprises an optical pickup 11, a video disc play (VDP) system 12, a digital/analog (D/A) converter 13 and so forth. If a BD-ROM 10 is loaded therein, then the optical disc device detects, during initial servo operation, channel bit length information recorded in the BCA of the BD-ROM 10 in the wobble type using the push-pull signal detection mode without a separate decoding process.

Where the value of the channel bit length information is 'b5b4=00', the optical disc device determines that the recording capacity of the optical disc is 23Gbytes and the minimum channel bit length of recorded data is 80nm, selects a partial response maximum likelihood (PRML) corresponding to the determination results, and performs a bit detection mode appropriate to the selected PRML. Where the value of the channel bit length information is 'b5b4=01', the optical disc device determines that the recording capacity of the optical disc is 25Gbytes and the minimum channel bit length of recorded data is 74.5nm, and performs a bit detection mode corresponding to the determination results. Where the value of the channel bit length information is 'b5b4=10', the optical disc device determines that the recording capacity of the optical disc is 27Gbytes and the minimum channel bit length of recorded data is 69nm, and performs
a bit detection mode corresponding to the determination results. As a result, the optical disc device can accurately reproduce DI and main data recorded in the straight pit type.

In another embodiment of the present invention, in the case where there is no channel bit length information of the wobble type additionally recorded in the BCA of the BD-ROM 10, the VDP system 12 of the optical disc device checks the recording capacity of the loaded optical disc and selects a bit detection mode most appropriate thereto in order to accurately reproduce DI recorded on the optical disc, more particularly DI recorded in the PIC zone of the disc in the straight pit type, and main data recorded in the data zone of the disc, as will hereinafter be described in detail.

The VDP system 12 includes, as shown in Fig. 8, a detector part including a plurality of, for example, first to third equalizers 121, 122 and 123, a first switch 120 for selecting one of the first to third equalizers 121, 122 and 123 and applying an RF input signal to the selected equalizer, a phase locked loop (PLL) circuit 124, a plurality of, for example, first to third PRML detectors 126, 127 and 128, a second switch 125 for selecting one of the first to third PRML detectors 126, 127 and 128 and applying an output signal from the PLL circuit 124 to the selected PRML detector, and an equalizer/PRML selector 132 for controlling the first and second switches 120 and 125. The VDP system 12 further includes a decoder part including a demodulator 129 for demodulating modulated data of a certain format, an error correcting unit 130 for performing error correction for the demodulated data, and a bit error rate (BER) calculator 131 for calculating a BER of the demodulated data.

Although the equalizer/PRML selector 132 has been disclosed to be included in the detector part in the present embodiment, it may be included in the decoder part, not in the detector part, or separately configured as a separate part (not shown).
The PRML (Partial Response and Maximum Likelihood) is a process to detect binary data from Read channel 1 signal (RF signal). It typically consists of an equalizer and a Viterbi decoder.

The equalizer controls inter-symbol interference of Read channel 1 signal (RF signal) and fit Read channel 1 signal to a partial response channel. The partial response channel means that the impulse response appears at plural sample points and it is linear time invariant.

The Viterbi decoder detects binary data using a known correlation of Read channel 1 signal.

The equalizer/PRML selector 132, in the early stage of the data playback operation, controls the first switch 120 and the second switch 125 such that a first bit detection mode appropriate to an optical disc of 23Gbytes recording capacity is performed. In the first bit detection mode, an RF signal read from the BD-ROM 10 is passed along a first path of the first equalizer 121, PLL 124 and first PRML detector 126.

The BER calculator 131 checks bit data demodulated and error-corrected by the demodulator 129 and error correcting unit 130 to calculate a first BER (BER #1) that is the ratio between normal bit data and erroneous bit data, and then outputs the calculated first BER to the equalizer/PRML selector 132.

The above operation is similarly performed sequentially with regard to second and third paths so that second and third BERs (BER #2 and BER #3) are calculated and outputted to the equalizer/PRML selector 132.

Thereafter, the equalizer/PRML selector 132 selects a path where the smallest amount of bit error occurs, namely, the most appropriate equalizer and PRML detector, on the basis of BER #1, BER #2 and BER #3 sequentially calculated through the above process, and controls the first and second switches according
to the selected path. Therefore, a bit detection mode optimal to the recording capacity of the optical disc loaded in the device is performed and the data playback operation is thus normally performed.

Although the playback control method has been disclosed in association with a read-only optical disc, for example, a BD-ROM, for illustrative purposes, this invention is also applicable to a writable medium, such as a BD-RE or WO, to control a data recording operation.

As apparent from the above description, the present invention provides a high-density recording medium and a method and apparatus for controlling data playback thereof, wherein it is possible to perform a data playback operation optimal to the recording capacity of a BD-ROM (Blu-ray Disc-ROM) even through disc information (DI) is recorded in a PIC (Permanent Information & Control data) zone of the BD-ROM in a recording format necessitating a decoding process and the recording capacity is any of different values such as 23Gbytes, 25Gbytes, 27Gbytes, etc.

Although the preferred embodiments of the present invention have been disclosed for illustrative purposes, those skilled in the art will appreciate that various modifications, additions and substitutions are possible, without departing from the scope and spirit of the invention as disclosed in the accompanying claims.
CLAIMS

1. A high-density recording medium, comprising:
   a lead-in zone in which recording medium information is
   recorded in a straight pit type; and
   a specific area, prior to or within said lead-in zone, in
   which playback control information regarding a recording
   capacity of said high-density recording medium is recorded in
   a wobble type.

2. The high-density recording medium as set forth in claim
   1, wherein said recording medium is a BD-ROM (Blu-ray Disc-ROM).

3. The high-density recording medium as set forth in claim
   2, wherein said specific area is a burst cutting area (BCA).

4. The high-density recording medium as set forth in claim
   3, wherein said playback control information is recorded at least
   in each data unit in said BCA.

5. The high-density recording medium as set forth in claim
   4, wherein said playback control information is recorded in a
   first byte of said data unit.

6. The high-density recording medium as set forth in claim
   1, wherein said playback control information is channel bit
   length information variably set to a different value depending
   on the recording capacity of said high-density recording medium.

7. A method for controlling data playback of a high-density
   recording medium, comprising the steps of:
      a) detecting playback control information regarding a
recording capacity of said high-density recording medium from a specific area using a push-pull signal detection mode; and
b) performing a data playback operation with reference to the detected playback control information.

8. The method as set forth in claim 7, wherein said specific area is a BCA located prior to a lead-in zone of said high-density recording medium.

9. The method as set forth in claim 8, wherein said playback control information is detected from a first byte of each data unit in said BCA.

10. The method as set forth in claim 7, wherein said playback control information is channel bit length information variably set to a different value depending on the recording capacity of said high-density recording medium.

11. The method as set forth in claim 10, wherein said step b) includes the step of performing a bit detection mode corresponding to the recording capacity of said high-density recording medium with reference to said channel bit length information to perform the data playback operation.

12. A method for controlling data playback of a high-density recording medium, comprising the steps of:
a) sequentially performing a plurality of predetermined bit detection modes with regard to said recording medium to calculate bit error rates in the bit detection modes, respectively; and
b) selecting one of said bit detection modes corresponding to a smallest one of the calculated bit error rates and performing a data playback operation in the selected bit detection mode.
13. The method as set forth in claim 12, wherein said plurality of bit detection modes are set to be appropriate respectively to reproductions of high-density recording mediums with different recording capacities.

14. The method as set forth in claim 13, wherein said different recording capacities are 23Gbytes, 25Gbytes and 27Gbytes.

15. An apparatus for controlling data playback of a high-density recording medium, comprising:

   a detection unit for performing one of a plurality of predetermined bit detection modes with regard to said high-density recording medium;

   a decoding unit for calculating and outputting a bit error rate from data bits detected by said detection unit; and

   a control unit for controlling said bit detection mode of said detection unit and selecting one of said bit detection modes corresponding to a smallest bit error rate on the basis of the calculated bit error rate.

16. The apparatus as set forth in claim 15, said detection unit comprising:

   a plurality of equalizers;

   a first switch for applying an input radio frequency (RF) signal to one of said equalizers;

   a phase locked loop (PLL) connected to output terminals of said equalizers;

   a plurality of partial response maximum likelihood (PRML) detectors; and

   a second switch for applying an output signal from said PLL to one of said PRML detectors.
17. The apparatus as set forth in claim 15, said decoding unit comprising:
   a demodulator for demodulating modulated digital data;
   an error correcting unit for performing error correction for the demodulated data; and
   a bit error rate (BER) calculator for calculating and outputting said BER of said detected data bits.

18. The apparatus as set forth in claim 16, wherein said control unit is adapted to select one of said equalizers and one of said PRML detectors most appropriate to the reproduction of said high-density recording medium on the basis of BERs calculated based on signal paths sequentially formed by controlling said first switch and second switch.

19. The apparatus as set forth in claim 18, wherein said control unit is adapted to control said first switch and second switch to connect the selected equalizer and the selected PRML detector to each other, so as to reproduce said high-density recording medium.

20. The apparatus as set forth in claim 16, wherein said equalizers and said PRML detectors are set in pairs to be appropriate respectively to different recording capacities allowable by said high-density recording medium.

21. The apparatus as set forth in claim 20, wherein said different recording capacities allowable by said high-density recording medium are 23Gbytes, 25Gbytes and 27Gbytes.
FIG. 1

BD-RE (Blu-ray Rewritable)

Clamping Area

Data Area
(Wobble Groove)

BCA

Lead-In Area
(HFM Groove)

Lead-Out Area

Protection zone 1
- PIC
- Protection zone 2
- Info 2
- OPC
- Reserved
- Info 1
FIG. 2

Biphase modulated HFM groove

Average groove center

38T
## FIG. 3

**Disc Information (in PIC Area)**

<table>
<thead>
<tr>
<th>Byte number</th>
<th>Content</th>
<th>Number of bytes</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>Disc Information Identifier = &quot;DI&quot;</td>
<td>2</td>
</tr>
<tr>
<td>2</td>
<td>DI Format</td>
<td>1</td>
</tr>
<tr>
<td>3</td>
<td>Reserved = 00h</td>
<td>1</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>12</td>
<td>Disc Structure</td>
<td>1</td>
</tr>
<tr>
<td>13</td>
<td>Channel Bit Length</td>
<td>1</td>
</tr>
</tbody>
</table>

(Wobble)

- Bits b7 to b4: reserved "0000"
- Bits b3 to b0: specify main data channel bit length
  - "0000" -- 80nm (23G)
  - "0001" -- 74.5nm (25G)
  - "0010" -- 69nm (27G)

"Push pull Signal Detection"
FIG. 4

BD-ROM (Blu-ray ROM)

Inner area
Clamping area
Transition area

Information area

Information zone

Lead-In zone

Protection zone 1
PIC
Protection zone 2
INFO 2
Reserved
INFO 1

Data zone

Lead-Out zone / Outer zone

INFO 3/4
Protection zone 3

Rim area

(Disc Information)

“RF Signal Detection”
FIG. 5

BCA  protection zone 1  PIC  protection zone 2  INFO 2  reserved  INFO 1

Lead-In Zone

2720 Cluster

DI (Straight Pits)

RF Signal Detection

"Channel Bit Length" (Wobble)

Push-Pull Signal Detection
### FIG. 6

<table>
<thead>
<tr>
<th>SB(3,3)</th>
<th>BCA pre-amble (all 00h)</th>
<th>1 row</th>
</tr>
</thead>
<tbody>
<tr>
<td>SB(0,0)</td>
<td>I(0,0) I(1,0) I(2,0) I(3,0)</td>
<td>4 rows data</td>
</tr>
<tr>
<td>SB(0,0)</td>
<td>I(4,0) I(5,0) I(6,0) I(7,0)</td>
<td>1st data unit</td>
</tr>
<tr>
<td>SB(0,0)</td>
<td>I(8,0) I(9,0) I(10,0) I(11,0)</td>
<td></td>
</tr>
<tr>
<td>SB(0,0)</td>
<td>I(12,0) I(13,0) I(14,0) I(15,0)</td>
<td></td>
</tr>
<tr>
<td>SB(0,1)</td>
<td>C(0,0) C(1,0) C(2,0) C(3,0)</td>
<td>4 rows parity</td>
</tr>
<tr>
<td>SB(0,1)</td>
<td>C(4,0) C(5,0) C(6,0) C(7,0)</td>
<td>2nd data unit</td>
</tr>
<tr>
<td>SB(0,1)</td>
<td>C(8,0) C(9,0) C(10,0) C(11,0)</td>
<td></td>
</tr>
<tr>
<td>SB(0,1)</td>
<td>C(12,0) C(13,0) C(14,0) C(15,0)</td>
<td></td>
</tr>
<tr>
<td>SB(0,2)</td>
<td>I(0,1) I(1,1) I(2,1) I(3,1)</td>
<td>4 rows data</td>
</tr>
<tr>
<td>SB(0,2)</td>
<td>I(4,1) I(5,1) I(6,1) I(7,1)</td>
<td>3rd data unit</td>
</tr>
<tr>
<td>SB(0,2)</td>
<td>I(8,1) I(9,1) I(10,1) I(11,1)</td>
<td></td>
</tr>
<tr>
<td>SB(0,2)</td>
<td>I(12,1) I(13,1) I(14,1) I(15,1)</td>
<td></td>
</tr>
<tr>
<td>SB(0,3)</td>
<td>C(0,1) C(1,1) C(2,1) C(3,1)</td>
<td>4 rows parity</td>
</tr>
<tr>
<td>SB(0,3)</td>
<td>C(4,1) C(5,1) C(6,1) C(7,1)</td>
<td>4th data unit</td>
</tr>
<tr>
<td>SB(0,3)</td>
<td>C(8,1) C(9,1) C(10,1) C(11,1)</td>
<td></td>
</tr>
<tr>
<td>SB(0,3)</td>
<td>C(12,1) C(13,1) C(14,1) C(15,1)</td>
<td></td>
</tr>
<tr>
<td>SB(1,0)</td>
<td>I(0,2) I(1,2) I(2,2) I(3,2)</td>
<td>4 rows data</td>
</tr>
<tr>
<td>SB(1,0)</td>
<td>I(4,2) I(5,2) I(6,2) I(7,2)</td>
<td></td>
</tr>
<tr>
<td>SB(1,0)</td>
<td>I(8,2) I(9,2) I(10,2) I(11,2)</td>
<td></td>
</tr>
<tr>
<td>SB(1,0)</td>
<td>I(12,2) I(13,2) I(14,2) I(15,2)</td>
<td></td>
</tr>
<tr>
<td>SB(1,1)</td>
<td>C(0,2) C(1,2) C(2,2) C(3,2)</td>
<td>4 rows parity</td>
</tr>
<tr>
<td>SB(1,1)</td>
<td>C(4,2) C(5,2) C(6,2) C(7,2)</td>
<td></td>
</tr>
<tr>
<td>SB(1,1)</td>
<td>C(8,2) C(9,2) C(10,2) C(11,2)</td>
<td></td>
</tr>
<tr>
<td>SB(1,1)</td>
<td>C(12,2) C(13,2) C(14,2) C(15,2)</td>
<td></td>
</tr>
<tr>
<td>SB(1,2)</td>
<td>I(0,3) I(1,3) I(2,3) I(3,3)</td>
<td>4 rows data</td>
</tr>
<tr>
<td>SB(1,2)</td>
<td>I(4,3) I(5,3) I(6,3) I(7,3)</td>
<td></td>
</tr>
<tr>
<td>SB(1,2)</td>
<td>I(8,3) I(9,3) I(10,3) I(11,3)</td>
<td></td>
</tr>
<tr>
<td>SB(1,2)</td>
<td>I(12,3) I(13,3) I(14,3) I(15,3)</td>
<td></td>
</tr>
<tr>
<td>SB(1,3)</td>
<td>C(0,3) C(1,3) C(2,3) C(3,3)</td>
<td>4 rows parity</td>
</tr>
<tr>
<td>SB(1,3)</td>
<td>C(4,3) C(5,3) C(6,3) C(7,3)</td>
<td></td>
</tr>
<tr>
<td>SB(1,3)</td>
<td>C(8,3) C(9,3) C(10,3) C(11,3)</td>
<td></td>
</tr>
<tr>
<td>SB(1,3)</td>
<td>C(12,3) C(13,3) C(14,3) C(15,3)</td>
<td></td>
</tr>
</tbody>
</table>

- b7 b6 b5 b4 b3 b2 b1 b0

00 : 23G -- 80nm
01 : 25G -- 75.4nm
10 : 27G -- 69nm
11 : reserved
A. CLASSIFICATION OF SUBJECT MATTER

IPC    G11B 7/007

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
G11B 7/00-G11B 7/24, G11B 20/00-G11B 20/24

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean patents and Applications for inventions since 1983

Electronic data base consulted during the internatinal search (name of data base and, where practicable, search terms used)
WPI, PAJ, "leadin", "capacity", "high-density", "wobble", "straight", "pit"

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>KR2002-75508 A (LG electronics inc.) 5 OCT. 1992 See the whole document</td>
<td>1, 7, 12, 15, 16</td>
</tr>
<tr>
<td>A</td>
<td>A KR2002-87336 A (LG electronics inc.) 22 NOV. 2002 See the whole document</td>
<td>1, 7, 12, 15, 16</td>
</tr>
<tr>
<td>A</td>
<td>A KR2001-7191 A (PIONEER corp.) 26 JAN. 2001 See the whole document</td>
<td>1, 7, 12</td>
</tr>
</tbody>
</table>

* Further documents are listed in the continuation of Box C.
See patent family annex.

Date of the actual completion of the international search: 23 JUNE 2004 (23.06.2004)
Date of mailing of the international search report: 23 JUNE 2004 (23.06.2004)

Name and mailing address of the ISA/KR
Korean Intellectual Property Office
920 Duman-dong, Seo-gu, Daejeon 302-701, Republic of Korea
Facsimile No. 82-42-472-7140

Authorized officer
SONG, Jin Suk
Telephone No. 82-42-481-5694

Form PCT/ISA/210 (second sheet) (January 2004)