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(57) ABSTRACT 

Embodiments of the present invention provide a single plat 
form that provides controller functionality for each of secu 
rity, monitoring and automation, as well as providing a capac 
ity to function as a bidirectional Internet gateway. 
Embodiments of the present invention provide such function 
ality by virtue of a configurable architecture that enables a 
user to adapt the system for the user's specific needs. Embodi 
ments of the present invention further provide for a software 
based installation workflow to activate and provision the con 
troller and associated sensors and network. 
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METHOD, SYSTEMAND APPARATUS FOR 
ACTIVATION OF A HOME SECURITY, 
MONITORING AND AUTOMATION 

CONTROLLER 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

0001. This invention claims priority from Provisional 
Patent Application Ser. No. 61/174.366, entitled “REMOTE 
SECURITY STATION, filed Apr. 30, 2009, and naming 
Alan Wade Cohn as inventor. This provisional patent appli 
cation is incorporated herein by reference in its entirety and 
for all purposes. 

FIELD OF THE INVENTION 

0002 Embodiments of the present invention relate gener 
ally to the field of home security, monitoring and automation, 
and specifically to activation and provisioning of a user 
configurable controller for security, monitoring and automa 
tion. 

BACKGROUND OF THE INVENTION 

0003 Residential electronics and control standards pro 
vide an opportunity for a variety of options for securing, 
monitoring, and automating residences. Wireless protocols 
for transmission of security information permit placement of 
a multitude of security sensors throughout a residence with 
out a need for running wires back to a central control panel. 
Inexpensive wireless cameras also allow for placement of 
cameras throughout a residence to enable easy monitoring of 
the residence. A variety of home automation control protocols 
have also been developed to allow for centralized remote 
control of lights, appliances, and environmental apparatuses 
(e.g., thermostats). Traditionally, each of these security, 
monitoring and automation protocols require separate pro 
gramming, control and monitoring stations. To the extent that 
home automation and monitoring systems have been coupled 
to home security systems, such coupling has involved includ 
ing the automation and monitoring systems as slaves to the 
existing home security system. This limits the flexibility and 
Versatility of the automation and monitoring systems and ties 
Such systems to proprietary architectures. 
0004. A security system alerts occupants of a dwelling and 
emergency authorities of a violation of premises secured by 
the system. A typical security system includes a controller 
connected by wireless or wired connections to sensors 
deployed at various locations throughout the secured dwell 
ing. In a home, sensors are usually deployed in doorways, 
windows, and other points of entry. Motion sensors can also 
be placed strategically within the home to detect unautho 
rized movement, while Smoke and heat sensors can detect the 
presence of fire. 
0005. A home monitoring system provides an ability to 
monitor a status of a home so that a user can be made aware of 
any monitored State changes. For example, when a sensor is 
tripped, real-time alerts and associated data Such as video or 
photo clips can be sent to the user (e.g., to a network-con 
nected computer or to a mobile device). 
0006. A home automation system enables automation and 
remote control of lifestyle conveniences Such as lighting, 
heating, cooling, and appliances. Typically these various lif 
estyle conveniences are coupled to a controller via wireless or 
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wired communications protocols. A central device is then 
used to program the various lifestyle conveniences. 
0007 Rather than having multiple devices to control each 
of the security, monitoring and automation environments, it is 
desirable to have a centralized controller capable of operating 
in each environment, thereby reducing the equipment needed 
in a dwelling. It is further desirable for such a controller to 
function as a gateway for external network access so that a 
user can control or monitor devices in locations remote from 
the dwelling. 
0008 Traditional home security and monitoring systems 
require specialized technicians and equipment to install the 
system and sensors. These traditional systems can take many 
hours to install. It is thus desirable for the security monitoring 
and automation controller of the present invention to incor 
porate an activation and provisioning workflow that allows 
for end-users or installers with minimal training to install the 
controller and associated sensors. 

SUMMARY OF THE INVENTION 

0009 Embodiments of the present invention provide a 
single platform that provides controller functionality for each 
of security, monitoring and automation, as well as providing 
a capacity to function as a bidirectional Internet gateway. 
Embodiments of the present invention provide such function 
ality by virtue of a configurable architecture that enables a 
user to adapt the system for the user's specific needs. Embodi 
ments of the present invention further provide for a software 
based installation workflow to activate and provision the con 
troller and associated sensors and network. 
0010. In one embodiment of the present invention, a 
method for configuring a security, monitoring and automa 
tion (SMA) controller is provided. The method includes using 
the SMA controller to configure a network in a domain that 
includes the SMA controller, using the SMA controller to 
configure one or more security sensors, monitoring devices or 
home area network devices having an automation interface to 
communicate with the SMA controller, and testing a commu 
nication path between the SMA controller and a remote 
SeVe. 

0011. In one aspect of the above embodiment, the method 
further includes configuring one or more Zones each associ 
ated with a security sensor, and testing an alarm communica 
tion path. In a further aspect, a script is executed by the SMA 
controller that guides a user of the SMA controller through 
the various configuring steps. Executing the script can cause 
the SMA controller to display a series of user interfaces on an 
associated display. 
0012. In another further aspect, the alarm communication 
path includes a link between a security sensor and the SMA 
controller and a network link between the SMA controllerand 
the remote server. Additionally, the alarm communication 
path can include a link between the remote server and an 
alarm central station. The testing of the alarm communication 
path can include the SMA controller receiving a sensor fault 
event signal from the security sensor and then transmitting 
information related to the sensor fault event signal to the 
remote server over the network link when the SMA controller 
is in anarmed state. The information related to the sensor fault 
event signal can include an identifier of the security sensor. 
0013. In another further aspect, configuring the security 
sensors to communicate with the SMA controller includes the 
SMA controller searching for each security sensor, display 
ing information corresponding to each found security sensor, 
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and pairing each found sensor. In yet another further aspect, 
information about each Zone can be edited using the SMA 
controller. 
0014. In another aspect of the above embodiment, config 
uring the networkin the domain including the SMA controller 
includes locating a network router, securing the network 
router, and creating a secure network that includes the SMA 
controller and the network router, all in response to com 
mands transmitted from the SMA controller to the network 
router. This configuring of the network can further include 
performing a connectivity test between the SMA controller 
and the remote server, using the secure network. The secure 
network can be a WiFi network. Configuring the network can 
also include locating a cellular network for which the SMA 
controller is provisioned and performing a connectivity test 
between the SMA controller and the remote server, using the 
cellular network. 
0015. In another aspect of the above embodiment, config 
uring the networkin the domain including the SMA controller 
includes locating a power-line network adapter and securing 
the power-line network adapter, in response to commands 
transmitted from the SMA controller to the power-line net 
work adapter. 
0016. In a further aspect of the above embodiment, the 
method further includes executing a script by the SMA con 
troller, which guides a user of the SMA controller through the 
configuring of the network, the security sensors, monitoring 
devices, home area network device having an automation 
interface, and testing the communication path. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0017. The present invention may be better understood, and 
its numerous objects, features and advantages made apparent 
to those skilled in the art by referencing the accompanying 
drawings. 
0018 FIG. 1 is a simplified block diagram illustrating an 
architecture including a set of logical domains and functional 
entities within which embodiments of the present invention 
interact. 
0019 FIG. 2 is a simplified block diagram illustrating a 
hardware architecture of an SMA controller, according to one 
embodiment of the present invention. 
0020 FIG. 3 is a simplified block diagram illustrating a 
logical stacking of an SMA controller's firmware architec 
ture, usable with embodiments of the present invention. 
0021 FIG. 4 is an illustration of an example user interface 
for an SMA controller 120, according to an embodiment of 
the present invention. 
0022 FIG. 5 is a simplified flow diagram illustrating steps 
performed in a configuration process of an SMA controller, in 
accord with embodiments of the present invention. 
0023 FIG. 6 is a simplified flow diagram illustrating an 
example of a general workflow for activation and provision 
ing of an SMA controller, in accord with embodiments of the 
present invention. 
0024 FIG. 7 is a simplified flow diagram illustrating one 
embodiment of a process flow for network setup usable in 
embodiments of the present invention. 
0025 FIG. 8 is a simplified flow diagram illustrating an 
example of an account setup workflow usable by embodi 
ments of the present invention. 
0026 FIG. 9 is a simplified flow diagram illustrating a 
process for configuring security sensors usable in embodi 
ments of the present invention. 
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0027 FIG. 10 is a simplified flow diagram illustrating a 
process for adding cameras or other monitoring devices dur 
ing the activation process of an SMA controller usable in 
embodiments of the present invention. 
0028 FIG. 11 is a simplified flow diagram illustrating an 
example process flow for alarm path communication testing 
usable in embodiments of the present invention. 
0029 FIG. 12 is a simplified flow diagram illustrating a 
process for post activation workflow usable in embodiments 
of the present invention. 
0030 FIGS. 13A-R illustrate examples of displays pro 
vided by an SMA controller in accord with embodiments of 
the present invention. 
0031 FIG. 14 illustrates a block diagram of a computer 
system Suitable for implementing aspects of the present 
invention. 

0032 FIG. 15 illustrates a simplified block diagram of a 
network environment Suitable for implementing aspects of 
the present invention. 

DETAILED DESCRIPTION 

0033 Embodiments of the present invention provide a 
single platform that provides controller functionality for each 
of security, monitoring and automation, as well as providing 
a capacity to function as a bidirectional Internet gateway. 
Embodiments of the present invention provide such function 
ality by virtue of a configurable architecture that enables a 
user to adapt the system for the user's specific needs. Embodi 
ments of the present invention further provide for a software 
based installation workflow to activate and provision the con 
troller and associated sensors and network. 

0034. A typical security system installation requires sev 
eral hours of a trained technician performing on-site proce 
dures. One reason for this is that a typical security system uses 
a keypad that has a limited feedback capability and then only 
provides feedback in codes that require a manual to interpret. 
Further, a typical install requires keypad entry of hundreds of 
field codes to configure sensors and the central control unit to 
interpret signals from those sensors. For example, an instal 
lation technician must provide information for each sensor as 
to the type of sensor and the sensor's purpose. Many months 
of training are required in order to certify a technician to 
perform such installs. Providing Such training requires a sig 
nificant investment in capital by a security system provider. In 
addition, the on-site necessity of entry and interpretation of 
the many installation codes requires a significant amount of 
on-site time by those technicians. This is an additional invest 
ment in resources by the provider. 
0035 Embodiments of the present invention address the 
resource intensive issues presented by installation of tradi 
tional systems. The automated installation workflow pro 
vided by embodiments of the present invention enables a 
minimally-trained technician or even an end user to perform 
an installation of the security, monitoring and automation 
system. A touch screen display provides detailed information 
about each step of the installation workflow, and feedback 
about the results of each step. Embodiments of the present 
invention thus enable an installation to be performed with 
significantly reduced on-site presence of a technician, 
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thereby conserving both monetary and human resources of a 
provider of security, monitoring and automation system ser 
vices. 

Architectural Overview 

0036 Embodiments of the configurable security, monitor 
ing and automation (SMA) controller of the present invention 
provide not only for communicating with and interpreting 
signals from sensors and devices within a dwelling, but also 
for accessing and monitoring those sensors and devices from 
locations remote to the dwelling. Embodiments of the SMA 
controller provide such capability through linkages to exter 
nal servers via access networks such as the Internet, provider 
network, or a cellular network. The external servers provide a 
portal environment through which a user can, for example, 
monitor the state of sensors coupled to the SMA controller in 
real-time, configure the controller, and provide controlling 
information to the SMA controller. The servers can further 
automatically provide information to a user via remote 
devices such as mobile phones, computers, and pagers. The 
servers further provide a connection to a traditional Security 
central station, which can then contact authorities in the event 
ofanalarm condition being detected by the SMA controller in 
the dwelling. 
0037 FIG. 1 is a simplified block diagram illustrating an 
architecture including a set of logical domains and functional 
entities within which embodiments of the present invention 
interact. A home domain 110 includes an embodiment of the 
SMA controller 120. The home domain is coupled via an 
access domain 150 to an operator domain 160 that includes 
various servers. The servers are in turn coupled to a central 
station 190 and to various remote user communication 
options. 
0038. The home domain refers to a collection of security, 
monitoring and automation entities within a dwelling or other 
location havingSMA devices. SMA controller 120 is a device 
that provides an end-user SMA interface to the various SMA 
entities (e.g., radio-frequency sensors) within home domain 
110. SMA controller 120 further acts as a gateway interface 
between home domain 110 and operator domain 160. SMA 
gateway 120 provides Such gateway access to operator 
domain 160 via a network router 125. Network router 125 can 
be coupled to SMA controller 120 and to home network 
devices such as home computer 127 via either hard wired or 
wireless connections (e.g., WiFi, tethered Ethernet, and 
power-line network). A network router 125 coupled to a 
broadband modem (e.g., a cable modem or DSL modem) 
serves as one link to networks in access domain 150. 

0039 SMA devices within home domain 110 can include 
a variety of RF or wireless sensors 130 whose signals are 
received and interpreted by SMA gateway 120. RF sensors 
130 can include, for example, door or window sensors, 
motion detectors, Smoke detectors, glass break detectors, 
inertial detectors, water detectors, carbon dioxide detectors, 
and key fob devices. SMA gateway 120 can be configured to 
react to a change in State of any of these detectors. In addition 
to acting and reacting to changes in state of RF sensors 130, 
SMA controller 120 also can be coupled to a legacy security 
system 135. SMA controller 120 controls the legacy security 
system by interpreting signals from sensors coupled to the 
legacy security system and reacting in a user-configured man 
ner. SMA gateway 120, for example, will provide alarm or 
sensor state information from legacy security system 135 to 
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servers in operator domain 160 that may ultimately inform 
central station 190 to take appropriate action. 
0040 SMA gateway 120 can also be coupled to one or 
more monitoring devices 140. Monitoring devices 140 can 
include, for example, still and video cameras that provide 
images that are viewable on a screen of SMA gateway 120 or 
a remotely connected device. Monitoring devices 140 can be 
coupled to SMA gateway 120 either wirelessly (e.g., WiFi via 
router 125) or other connections. 
0041 Home automation devices 145 (e.g., home area net 
work devices having an automation interface) can also be 
coupled to and controlled by SMA gateway 120. SMA gate 
way 120 can be configured to interact with a variety of home 
automation protocols, such as, for example, Z-Wave and Zig 
Bee. 

0042 Embodiments of SMA controller 120 can be con 
figured to communicate with a variety of RF or wireless 
sensors and are not limited to the RF sensors, monitoring 
devices and home automation devices discussed above. A 
person of ordinary skill in the art will appreciate that embodi 
ments of the present invention are not limited to or by the 
above-discussed devices and sensors, and can be applied to 
other areas and devices. 
0043. Embodiments of SMA controller 120 can be used to 
configure and control home security devices (e.g., 130 and 
135), monitoring devices 140 and automation devices 145, 
either directly or by providing a gateway to remote control via 
servers in operator domain 160. SMA controller 120 commu 
nicates with servers residing in operator domain 160 via 
networks in access domain 150. Broadband communication 
can be provided by coupling SMA controller 120 with a 
network router 125, which in turn is coupled to a wide area 
network 152, such as a provider network or the Internet, viaan 
appropriate broadband modem. The router can be coupled to 
the wide area network through cable broadband, DSL, and the 
like. Wide area network 152, in turn, is coupled to servers in 
operator domain 160 via an appropriate series of routers and 
firewalls (not shown). SMA controller 120 can include addi 
tional mechanisms to provide a communication with the 
operator domain. For example, SMA controller 120 can be 
configured with a cellular network transceiver that permits 
communication with a cellular network 154. In turn, cellular 
network 154 can provide access via routers and firewalls to 
servers in operator domain 160. Embodiments of SMA con 
troller 120 are not limited to providing gateway functionality 
via cellular and dwelling-based routers and modems. For 
example, SMA gateway 120 can be configured with other 
network protocol controllers such as WiMAX satellite-based 
broadband, direct telephone coupling, and the like. 
0044 Operator domain 160 refers to a logical collection of 
SMA servers and other operator systems in an operator's 
network that provide end-user interfaces. Such as portals 
accessible to subscribers of the SMA service, that can con 
figure, manage and control SMA elements within home 
domain 110. Servers in operator domain 160 can be main 
tained by a provider (operator) of subscriber-based services 
for SMA operations. Examples of providers include cable 
providers, telecommunications providers, and the like. A pro 
duction server architecture in operator domain 160 can Sup 
port SMA systems in millions of home domains 110. 
0045 Individual server architectures can be of a variety of 
types, and in one embodiment, the server architecture is a 
tiered Java2 Enterprise Edition (J2EE) service oriented archi 
tecture. Such a tiered service oriented architecture can 
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include an interface tier, a service tier, and a data access logic 
tier. The interface tier can provide entry points from outside 
the server processes, including, for example, browser web 
applications, mobile web applications, web services, HTML, 
XHTML, SOAP and the like. A service tier can provide a 
variety of selectable functionality passed along by the opera 
tor to the end user. Service tiers can relate to end user sub 
Scription levels offered by the operator (e.g., payment tiers 
corresponding to “gold' level service, “silver level service 
and “bronze” level service). Finally the data access logic tier 
provides access to various sources of data including database 
SWCS. 

0046 FIG. 1 illustrates an example set of servers that can 
be provided in operator domain 160. Servers 165 can support 
all non-alarm and alarm events, heartbeat, and command 
traffic between the various servers and SMA controllers 120. 
Servers 165 can also manage end-user electronic mail and 
SMS notification, as well as integration with provider billing, 
provisioning, inventory, tech Support systems, and the like. 
0047. A portal server 170 can provide various user inter 
face applications, including, for example, a Subscriber portal, 
a mobile portal, and a management portal. A Subscriber portal 
is an end-user accessible application that permits an end-user 
to access a corresponding SMA controller remotely via stan 
dard web-based applications. Using Such a Subscriber portal 
can provide access to the same SMA functions that an inter 
face directly coupled to the SMA controller would provide, 
plus additional functions such as alert and contact manage 
ment, historical data, Widget and camera management, 
account management, and the like. A mobile portal can pro 
vide all or part of the access available to an end-user via the 
subscriber portal. A mobile portal can be limited, however, to 
capabilities of an accessing mobile device (e.g., touch screen 
or non-touch screen cellular phones). A management portal 
provides an operator representative access to Support and 
manage SMA controllers in home domains 110 and corre 
sponding user accounts via a web-based application. The 
management portal can provide tiers of management Support 
so that levels of access to user information can be restricted 
based on authorization of a particular employee. 
0048 Telephony server 180 can process and send infor 
mation related to alarm events received from SMA controllers 
120 to alarm receivers at central monitoring station 190. A 
server 165 that processes the alarm event makes a request to 
telephony server 180 to dial the central station's receiver and 
send corresponding contact information. Telephony server 
180 can communicate with a plurality of central stations 190. 
Server 165 can determine a correct central station to contact 
based upon user account settings associated with the trans 
mitting SMA controller. Thus, alarms can be routed to differ 
ent central stations based upon user accounts. Further, 
accounts can be transferred from one central station to 
another by modifying user account information. Telephony 
server 180 can communicate with alarm receivers at central 
station 190 using, for example, a security industry standard 
contact identification protocol (e.g., dual-tone multi-fre 
quency DTMF) and broadband protocols. 
0049. A backup server 175 can be provided to guarantee 
that an alarm path is available in an event that one or more 
servers 165 become unavailable or inaccessible. A backup 
server 175 can be co-located to the physical location of serv 
ers 165 to address scenarios in which one or more of the 
servers fail. Alternatively, a backup server 175 can be placed 
in a location remote from servers 165 in order to address 
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situations in which a network failure or a power failure causes 
one or more of servers 165 to become unavailable. SMA 
controllers 120 can be configured to transmit alarm events to 
a backup server 175 if the SMA controller cannot success 
fully send such events to servers 165. 
0050. A database server 185 provides storage of all con 
figuration and user information accessible to other servers 
within operator domain 160. Selection of a type of database 
provided by database server 185 can be dependent upon a 
variety of criteria, including, for example, Scalability and 
availability of data. One embodiment of the present invention 
uses database services provided by an ORACLE database. 
0051. A server 165 in operator domain 160 provides a 
variety of functionality. Logically, a server 165 can be divided 
into the following functional modules: a broadband commu 
nication module, a cellular communication module, a notifi 
cation module, a telephony communication module, and an 
integration module. 
0.052 The broadband communication module manages 
broadband connections and message traffic from a plurality of 
SMA controllers 110 coupled to server 165. Embodiments of 
the present invention provide for the broadband channel to be 
a primary communication channel between an SMA control 
ler 120 and servers 165. The broadband communication mod 
ule handles a variety of communication, including, for 
example, all non-alarm and alarm events, broadband heart 
beat, and command of traffic between server 165 and SMA 
controller 120 over the broadband channel. Embodiments of 
the present invention provide for an always-on persistent TCP 
socket connection to be maintained between each SMA con 
troller and server 165. A variety of protocols can be used for 
communications between server 165 and SMA controller 120 
(e.g., XML over TCP, and the like). Such communication can 
be secured using standard transport layersecurity (TLS) tech 
nologies. Through the use of an always-on socket connection, 
servers 165 can provide near real-time communication 
between the server and an SMA controller 120. For example, 
if a user has a Subscriber portal active and a Zone is tripped 
within home domain 110, a Zone fault will be reflected in near 
real-time on the subscriber portal user interface. 
0053. The cellular communication module manages cel 
lular connections and message traffic from SMA controllers 
120 to a server 165. Embodiments of the present invention use 
the cellular channel as a backup communication channel to 
the broadband channel. Thus, if a broadband channel 
becomes unavailable, communication between an SMA con 
troller and a server Switches to the cellular channel. At this 
time, the cellular communication module on the server 
handles all non-alarm and alarm events, and command traffic 
froman SMA controller. When abroadband channel is active, 
heartbeat messages can be sent periodically on the cellular 
channel in order to monitor the cellular channel. When a 
cellular protocol communication stack is being used, a TCP 
socket connection can be established between the SMA con 
troller and server to ensure reliable message delivery for 
critical messages (e.g., alarm events and commands). Once 
critical messages have been exchanged, the TCP connection 
can be shut down thereby reducing cellular communication 
costs. As with broadband communication, XMPP can be the 
messaging protocol used for Such communications. Simi 
larly, such communication can be secured using TLS and 
SASL authentication protocols. Non-critical messages 
between an SMA controller and a server can be sent using 
UDP. A compressed binary protocol can be used as a messag 
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ing protocol for Such communications in order to minimize 
cellular costs for Such message traffic. Such messages can be 
secured using an encryption algorithm, such as the tiny 
encryption algorithm (TEA). Cellular communication can be 
established over two network segments: the GSM service 
provider's network that provides a path between an SMA 
controller and a cellular access point, and a VPN tunnel 
between the access point and an operator domain data center. 
0054. A notification module of server 165 determines if 
and how a user should be notified of events generated by their 
correspondingSMA controller 120. A user can specify who to 
notify of particular events or event types and how to notify the 
user (e.g., telephone call, electronic mail, text message, page, 
and the like), and this information is stored by a database 
server 185. When events such as alarm or non-alarm events 
are received by a server 165, those events can be past asyn 
chronously to the notification module, which determines if, 
who and how to send those notifications based upon the user's 
configuration. 
0055. The telephony communication module provides 
communication between a server 165 and telephony server 
180. When a server 165 receives and performs initial process 
ing of alarm events, the telephony communication module 
forwards those events to a telephony server 180 which in turn 
communicates with a central station 190, as discussed above. 
0056. The integration module provides infrastructure and 
interfaces to integrate a server 165 with operator business 
systems, such as, for example, billing, provisioning, inven 
tory, tech support, and the like. An integration module can 
provide a web services interface for upstream integration that 
operator business systems can call to perform operations like 
creating and updating accounts and querying information 
stored in a database served by database server 185. An inte 
gration module can also provide an event-driven framework 
for downstream integration to inform operator business sys 
tems of events within the SMA system. 

SMA Controller Architecture 

0057 FIG. 2 is a simplified block diagram illustrating a 
hardware architecture of an SMA controller, according to one 
embodiment of the present invention. A processor 210 is 
coupled to a plurality of communications transceivers, inter 
face modules, memory modules, and user interface modules. 
Processor 210, executing firmware discussed below, per 
forms various tasks related to interpretation of alarm and 
non-alarm signals received by SMA controller 120, interpret 
ing reactions to those signals in light of configuration infor 
mation either received from a server (e.g., server 165) or 
entered into an interface provided by SMA controller 120 
(e.g., a touch screen 220). Embodiments of the present inven 
tion can use a variety of processors, for example, an ARM 
core processor such as a FREESCALE i.MX35 multimedia 
applications processor. 
0058 SMA controller 120 can provide for user input and 
display via a touch screen 220 coupled to processor 210. 
Processor 210 can also provide audio feedback to a user via 
use of an audio processor 225. Audio processor 225 can, in 
turn, be coupled to a speaker that provides Sound in home 
domain 110. SMA controller 120 can be configured to pro 
vide a variety of sounds for different events detected by 
sensors associated with the SMA controller. Such sounds can 
be configured by a user so as to distinguish between alarm and 
non-alarm events. 
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0059. As discussed above, an SMA controller 120 can 
communicate with a server 165 using different network 
access means. Processor 210 can provide broadband access to 
a router (e.g., router 125) via an Ethernet broadband connec 
tion PHY 130 or via a WiFi transceiver 235. The router can 
then be coupled to or be incorporated within an appropriate 
broadband modem. Cellular network connectivity can be pro 
vided by a cellular transceiver 240 that is coupled to processor 
210. SMA controller 120 can be configured with a set of rules 
that govern when processor 210 will switch between a broad 
band connection and a cellular connection to operator domain 
160. 

0060. In order to communicate with the various sensors 
and devices within home domain 110, processor 210 can be 
coupled to one or more transceiver modules via, for example, 
a serial peripheral interface such as a SPI bus 250. Such 
transceiver modules permit communication with sensors of a 
variety of protocols in a configurable manner. Embodiments 
of the present invention can use a transceiver to communicate 
with a variety of RF sensors 130 using a variety of commu 
nication protocols. Similarly, home automation transceivers 
(e.g., home area network devices having an automation inter 
face) that communicate using, for example, Z-Wave or Zig 
Bee protocols can be coupled to processor 210 via SPI 250. If 
SMA controller 120 is coupled to a legacy security system 
135, then a module permitting coupling to the legacy security 
system can be coupled to processor 210 via SPI 250. Other 
protocols can be provided for via Such plug-in modules 
including, for example, digital enhanced cordless telecom 
munication devices (DECT). In this manner, an SMA con 
troller 120 can be configured to provide for control of a 
variety of devices and protocols known both today and in the 
future. In addition, processor 210 can be coupled to other 
types of devices (e.g., transceivers or computers) via a uni 
versal serial bus (USB) interface 255. 
0061. In order to locally store configuration information 
for SMA controller 120, a memory 260 is coupled to proces 
sor 210. Additional memory can be coupled to processor 210 
via, for example, a secure digital interface 265. A power 
supply 270 is also coupled to processor 210 and to other 
devices within SMA controller 120 via, for example, a power 
management controller module. 
0062 SMA controller 120 is configured to be a customer 
premises equipment device that works in conjunction with 
server counterparts in operator domain 160 in order to per 
form functions required for security monitoring and automa 
tion. Embodiments of SMA controller 120 provide a touch 
screen interface (e.g., 220) into all the SMA features. Via the 
various modules coupled to processor 210, the SMA control 
ler bridges the sensor network, the control network, and Secu 
rity panel network to broadband and cellular networks. SMA 
controller 120 further uses the protocols discussed above to 
carry the alarm and activity events to servers in the operator 
domain for processing. These connections also carry configu 
ration information, provisioning commands, management 
and reporting information, security authentication, and any 
real-time media Such as video or audio. 
0063 FIG. 3 is a simplified block diagram illustrating a 
logical stacking of an SMA controller's firmware architec 
ture, usable with embodiments of the present invention. Since 
SMA controller 120 provides security functionality for home 
domain 110, the SMA controller should be a highly available 
system. High availability suggests that the SMA controller be 
ready to serve an end-user at all times, both when a user is 
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interacting with the SMA controller through a user interface 
and when alarms and other non-critical system events occur, 
regardless of whethera system component has failed. In order 
to provide such high availability, SMA controller 120 runs a 
micro-kernel operating system 310. An example of a micro 
kernel operating system usable by embodiments of the 
present invention is a QNX real-time operating system. Under 
Such a micro-kernel operating system, drivers, applications, 
protocol stacks and file systems run outside the operating 
system kernel in memory-protected user space. Such a micro 
kernel operating system can provide fault resilience through 
features Such as critical process monitoring and adaptive par 
titioning. As a result, components can fail, including low 
level drivers, and automatically restart without affecting other 
components or the kernel and without requiring a reboot of 
the system. A critical process monitoring feature can auto 
matically restart failed components because those compo 
nents function in the user space. An adaptive partitioning 
feature of the micro kernel operating system provides guar 
antees of CPU resources for designated components, thereby 
preventing a component from consuming all CPU resources 
to the detriment of other system components. 
0064. A core layer 320 of the firmware architecture pro 
vides service/event library and client API library compo 
nents. A client API library can register managers and drivers 
to handle events and to tell other managers or drivers to 
perform some action. The service/event library maintains 
lists of listeners for events that each manager or driver detects 
and distributes according to one of the lists. 
0065 Driver layer330 interacts withhardware peripherals 
of SMA controller 120. For example, drivers can be provided 
for touch screen 220, broadband connection 230, WiFi trans 
ceiver 235, cellular transceiver 240, USB interface 255, SD 
interface 265, audio processor 225, and the various modules 
coupled to processor 210 via SPI interface 250. Manager 
layer 340 provides business and control logic used by the 
other layers. Managers can be provided for alarm activities, 
security protocols, keypad functionality, communications 
functionality, audio functionality, and the like. 
0066 Keypad user interface layer 350 drives the touch 
screen user interface of SMA controller 120. An example of 
the touch screen user interface consists of a header and a 
footer, widget icons and underlying widget user interfaces. 
Keypad user interface layer 350 drives these user interface 
elements by providing, for example, management of what the 
system Arm/Disarm interface button says and battery charge 
information, widget icon placement in the user face area 
between the header and footer, and interacting with widget 
engine layer 360 to display underlying widget user interface 
when a widget icon is selected. 
0067. In embodiments of the present invention, typical 
SMA controller functions are represented in the touchscreen 
user interface as widgets (or active icons). Widgets provide 
access to the various security monitoring and automation 
control functions of SMA controller 120 as well as providing 
Support for multi-media functionality through widgets that 
provide, for example, news, sports, weather and digital pic 
ture frame functionality. A main user interface Screen can 
provide a set of icons, each of which represents a widget. 
Selection of a widget icon can then launch the widget. Widget 
engine layer 360 includes, for example, widget engines for 
native, HTML and FLASH-based widgets. Widget engines 
are responsible for displaying particular widgets on the 
screen. For example, if a widget is developed in HTML, 
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selection of such a widget will cause the HTML widget 
engine to display the selected widget or touch screen 220. 
Information related to the various widgets is provided in 
widget layer 370. 
0068 FIG. 4 is an illustration of an example user interface 
for an SMA controller 120, according to an embodiment of 
the present invention. The illustrated user interface provides a 
set of widget icons 410 that provide access to functionality of 
SMA controller 120. As illustrated, widgets are provided to 
access security functionality, camera images, thermostat con 
trol, lighting control, and other settings of the SMA control 
ler. Additional widgets are provided to access network-based 
information Such as weather, news, traffic, and digital picture 
frame functionality. A header 420 provides access to an Arm/ 
Disarm button 425 that allows for arming the security system 
or disarming it. Additional information can be provided in the 
header, Such as, for example, network status messages. A 
footer 430 can provide additional status information such as 
time and date, as displayed. 
0069. A user can select widgets corresponding to desired 
functionality. Embodiments of the present invention provide 
for access to widgets via portal server 170. A provider of 
operator domain 160 can determine functionality accessible 
to users, either for all users or based upon tiers of users (e.g., 
Subscription levels associated with payment levels). A user 
can then select from the set of accessible widgets and the 
selected widgets will be distributed and displayed on the user 
interface of SMA controller 120. Configurability of SMA 
controller 120 is also driven by user determined actions and 
reactions to sensor stimulus. 

SMA Controller Configurability 

0070. In accord with embodiments of the present inven 
tion, SMA controller 120 can be configured by a user in order 
to provide desired functionality in home domain 110. In addi 
tion to the hardware configurable options discussed above 
(e.g., modules coupled to SPI interface 250), SMA controller 
120 provides for additional configuration through the use of 
software and/or firmware. For example, SMA controller 120 
can be configured to receive signals from a variety of security 
sensors (e.g., RF sensors 130) and to associate those sensors 
with the physical environment of home domain 110. In addi 
tion, SMA controller 120 can be configured to receive still 
and video information from one or more cameras, provide a 
variety of programs and utilities to a user, and is configurable 
to communicate with a variety of home automation devices. 
0071 FIG. 5 is a simplified flow diagram illustrating one 
example of steps performed in a configuration process of an 
SMA controller, in accord with embodiments of the present 
invention. Embodiments of an SMA controller will typically 
be configured with security sensor information, either from 
RF sensors 130 or from a legacy security system 135. There 
fore, an SMA controller will be configured to access and 
interpret information related to those security sensors (510). 
0072 A determination can then be made as to whether or 
not a user is including security cameras in home domain 110 
(520). If cameras are included in the home domain, then a 
series of steps related to camera configuration is performed 
(530). Similarly, a determination can be made as to whether or 
not home automation devices are to be controlled by the SMA 
controller (540). If so, then a series of steps can be performed 
to configure the SMA controller to access those home auto 
mation devices (550). 
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0073. A user can then perform steps necessary to config 
uring widgets accessible via the SMA controller (560). As 
discussed above, the user may access a portal server (e.g., 
170) to select and configure those widgets that are desirable to 
be accessed at SMA controller 120. Once these configuration 
steps are performed, the SMA controller can be made avail 
able to perform tasks related to securing, monitoring, and 
providing automation control to home domain 110. 
0074 SMA controller 120 can be configured to receive 
and interpret signals from a variety of security sensors. Such 
sensors can include, for example, door/window sensors that 
can detect opening and closing of a door or window, motion 
detectors that can detect movement in an area of interest, 
Smoke detectors, glass break detectors, inertia detectors, and 
key fobs. In order to usefully interpret signals from such 
detectors, embodiments of SMA controller 120 can search for 
signals from Such sensors and be configured with information 
related to the location and tasks of those sensors. 

SMA Controller Activation and Provisioning 
0075. As discussed above, embodiments of SMA control 
ler 120 can be configured to monitor and control a variety of 
security sensors, cameras and automation devices. Embodi 
ments of SMA controller 120 can be further configured to 
provide an end-user and installer intuitive guided activation 
and provisioning mechanism for installation of the SMA 
controller. Through the use of Such a guided activation and 
provisioning mechanism, embodiments of the SMA control 
ler will not require specialized technicians to perform such an 
installation. Instead, embodiments of the SMA controller are 
provided with an extensible software-based (e.g., firmware) 
architecture for an activation workflow that guides the end 
user or installer through each step of the activation process 
and which performs various network and sensor configura 
tion tasks unseen to the person conducting the activation 
process and without need for user interaction. 
0076 FIG. 6 is a simplified flow diagram illustrating one 
example of a general workflow for activation and provision 
ing of an SMA controller 120. The general workflow diagram 
includes high-level setup tasks that will be described in 
greater detail below. A network setup 610 can be performed in 
which the SMA controller 120 is used to configure a home 
domain router (e.g., router 125) and to create and secure a 
private WiFi network usable by the SMA controller and other 
devices that communicate with the SMA controller. Network 
setup tasks can also include, for example, connectivity testing 
from home domain 110 to servers in operator domain 160 and 
firmware updates. An account setup process 620 can be per 
formed using an interface coupled to SMA controller 120 by 
which a person conducting the activation can provide Sub 
scriber information to servers in the operator domain. Secu 
rity sensors and associated Zones can be configured (630) and 
monitoring cameras can be coupled to the SMA controller's 
network (640). The general activation workflow can also 
include tasks related to alarm path communication testing 
650, in which a determination can be made that alarm infor 
mation is being properly received by central station 190. 
Finally, a variety of post-activation configuration tasks can be 
performed (660), including, for example, providing a variety 
of security codes and delay times. 
0077. The workflow illustrated in FIG. 6 is intended as one 
example of a variety of high level tasks that can be performed 
using an SMA controller 120 in performing the activation 
process. The variety of steps involved in activation can be 
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Subdivided and Supplemented in a number of ways and acti 
vation workflows of embodiments of the present invention 
should not be considered as limited to those steps illustrated 
in FIG. 6. Further, beyond steps requiring a prior configura 
tion of a network for communication, the ordering of the steps 
illustrated in FIG. 6 is meant as an example and not a require 
ment. Further, in some configurations, the SMA controller 
may be configured to provide one or more of security, moni 
toring and automation control, and not necessarily all three. 
Thus, steps related to the configuration of any of these that are 
not needed for a particular home domain may be avoided. 
0078 FIG. 7 is a simplified flow diagram illustrating one 
embodiment of a process flow for network setup 610. 
Through the use of Such a network setup process flow, 
embodiments of SMA controller 120 can perform tasks 
related to securing a router 125 in home domain 110 in order 
that home security and monitoring communications can be 
performed using a secured network. Since embodiments of 
SMA controller 120 envision the use of a variety of home 
domain networking options, an opportunity is provided for 
the person performing the installation to input an appropriate 
network type through which the SMA controller communi 
cates in the home domain being configured (705). The oppor 
tunity to provide this information can be given through the use 
of a display and touchscreen coupled to SMA controller 120. 
FIG. 7 illustrates workflows related to two different home 
networking options (e.g., a wireless router or a power-line 
network adapter (e.g., HomePlug)), but embodiments of 
SMA controller 120 are not limited to the use of these net 
working options. Different workflows can be provided for 
additional networking options as those become available or 
desired by an SMA provider, and embodiments of SMA 
controller 120 are not limited to those illustrated in FIG. 7. 
For example, an SMA controller 120 can be coupled to a 
router 125 via tethered Ethernet (e.g., a twisted pair connec 
tion), which would not necessarily require configuration of a 
secured wireless or power-line network. Thus, a different 
workflow can be provided for such a connection. 
007.9 FIG. 13A illustrates an example of a display provid 
ing networking options for a user of SMA controller 120. A 
user can select one of the options through the use of the touch 
screen. A determination can then be made as to which type of 
networking option was selected by the person performing the 
install (710). That selection determines the appropriate work 
flow for configuring the network. 
0080 FIG. 13B illustrates a router connection check list 
display that can be provided to a user upon selection of a 
wireless network type (720). FIG. 13B illustrates with words 
and pictures a proper connection of a WiFi-capable router 
usable for network connections in conjunction with SMA 
controller 120. A person performing the install of the SMA 
controller can confirm through use of the touchscreen that the 
steps illustrated in the router connection check list have been 
performed. 
I0081 FIG. 13C illustrates a display requesting input of a 
router MAC address associated with router 125 (723). As 
illustrated, this display can include a picture showing where 
the person performing the activation can locate the router 
MAC address and what the router MAC address looks like. 
The installer can then use the displayed touchpad to input the 
router MAC address (723). Once entered, SMA controller 
120 can store the router MAC address in an appropriate 
memory location (e.g., memory 260). Once the installer con 
firms input of the router MAC address, the SMA controller 
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can perform tasks related to locating the corresponding router 
(e.g., pinging the MAC address using either WiFi transceiver 
235 or the broadband module 230) (725). Alternatively, the 
SMA controller can use WiFi transceiver 235 and broadband 
module 230 to scan for available routers in home domain 110. 
The SMA controller can then display the MAC addresses of 
the available routers for selection by the person performing 
the activation. 
0082 FIG. 13D illustrates a display that can be provided 
on the SMA controller touch screen display during a process 
of locating and provisioning the router associated with the 
input MAC address. SMA controller 120 will attempt to 
communicate with router 125through the use of for example, 
WiFi transceiver 235 or abroadband connection module 230. 
Once located, the SMA controller can communicate with the 
router using, for example, a Home Network Administration 
Protocol (HNAP) in order to secure the router. Securing the 
router can take a number of forms including, for example, 
providing a randomly-generated password and initiating a 
WEP2 security protocol (727). A determination can then be 
made as to whether the router was located and secured (730). 
If the router was not properly located and secured, then the 
process flow can return to the router connection check list720 
for another attempt at entry of the MAC address and locating 
and securing the router. Alternatively, the provider of the 
router and SMA controller can secure the router using remote 
access, prior to or in conjunction with installation of the SMA 
controller. 

0083. If the router has been located and secured, then the 
process flow can continue to a creation and securing of a 
private network (e.g., private WiFi network) on the router 
(733). Again, commands transmitted to the router for creation 
and securing of the private WiFi network can be provided 
through use of the HNAP protocol in accord with appropriate 
commands stored in the firmware of SMA controller 120. It 
should be noted that this process of securing a private WiFi 
network can be combined with securing the router. 
I0084. Once router 125 is secured and the private WiFi 
network has been created and secured, SMA controller 120 
can interpret the strength of radio signals being received by 
WiFi transceiver 235 and cellular transceiver 240 (735). The 
SMA controller can then display the WiFi and cellular signal 
strengths using a display such as that illustrated in FIG. 13E, 
showing graphical representations of the radio signal 
strength. A person performing the install can then opt to move 
SMA controller 120 to a different location within home 
domain 110 to optimize the displayed WiFi and cellular signal 
strengths. 
0085. The SMA controller can be provisioned for a par 

ticular cellular (e.g., GSM) network, as pre-configured by a 
provider of the SMA controller. When the SMA controller 
communicates with a server in the operator domain (as dis 
cussed below), any configuration updates, including those 
related to GSM provisioning, will be downloaded from the 
server to the SMA controller. The SMA controller will pro 
vide signal strength information regarding the cellular net 
work for which the SMA controller is provisioned, and will 
use that cellular network as an available communication path. 
I0086 FIG. 13F illustrates an image that can be displayed 
when SMA controller 120 performs a connectivity test of the 
broadband/WiFi and cellular networks (737). During such a 
connectivity test, SMA controller 120 can communicate with 
servers in operator domain 160 via either router 125 or a 
cellular network 150. One or more signals can be transmitted 
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between the SMA controller and the server in the operator 
domain in order to confirm connectivity and quality of the 
connection. 

I0087. Once connectivity has been established and con 
firmed through the available networks, SMA controller 120 
can communicate with an operator domain server (e.g., server 
165) to determine whether a firmware or configuration update 
is available for the SMA controller (740). If there are no 
updates, then the workflow can proceed to the next activation 
stage (e.g., account setup 620) (747). Ifan update is available, 
then the SMA controller can download and store the update 
from the server (743). Upon completion of the update down 
load, the SMA controller can perform a process to install the 
update (e.g., firmware) and reboot (745). Once the update has 
been installed, the activation process flow can continue to the 
next stage (747). 
I0088 FIG. 7 also illustrates a similar activation process 
should the selected home network be a power-line network 
environment (e.g., HomePlug). A power-line network adapter 
check list can be displayed on a touchscreen coupled to SMA 
controller 120 (750). The SMA controller can attempt to 
locate the power-line network adapter (753) and if successful, 
can send appropriate commands to the power-line network 
adapter to secure the power-line network adapter (755). Such 
commands can include providing a randomly generated pass 
word and the like. A determination can then be made as to 
whether the power-line network adapter was successfully 
located and secured (757), and if not the process can return to 
the display of the power-line network adapter check list for 
another attempt. 
I0089. If the power-line network adapter is successfully 
located and secured, then the SMA controller can determine 
cellular signal strength through the use of cellular transceiver 
240 and then display that signal strength using a display 
similar to that illustrated in FIG. 13E (760). A connectivity 
test can then be performed for both the broadband/power-line 
network and cellular networks (763). As discussed above, 
Such a connectivity test can include sending a signal via the 
available communication modes to a server in operator 
domain 160. 

0090. Once connectivity to the servers has been estab 
lished, the SMA controller can determine whether a firmware 
or configuration update is available (765), and if not can 
proceed to the next activation stage (747). If an update is 
available, then SMA controller 120 can download and store 
the update (743) and install the update (745). Once the update 
has been completed, then the SMA controller can continue to 
the next activation stage (747). 
0091. It should be noted that in the absence of the presence 
of an available broadband communication path to the remote 
servers, the SMA controller can still determine connectivity 
via the provisioned cellular network. A configuration work 
flow can make such a determination and provide the appro 
priate signal strength and connectivity testing. 
0092 FIG. 8 is a simplified flow diagram illustrating an 
example of an account setup workflow 620, in accord with 
embodiments of the present invention. Once a network has 
been configured and connectivity established to the operator 
domain of a provider of SMA services, a person conducting 
the activation process may then be required to provide 
account information to the provider so that the SMA control 
ler can access software and services available to the subscrib 
ing end-user. 
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0093. As illustrated, the process of FIG. 8 is entered after 
completion of the network process 610 (810). An opportunity 
is provided for input of a subscriber's order number or other 
identification of the end-user subscriber (820). FIG. 13G 
illustrates one example of an order number entry display for 
a touch screen coupled to SMA controller 120. A person 
conducting the install can enter the customer's order number 
using the displayed touch pad, and the order number can be 
stored by the SMA controller in a local memory (e.g., 
memory 260). Similarly, an opportunity is provided for the 
person conducting the install to input the Subscriber's tele 
phone number (830) and the subscriber's time Zone (840), 
which can also be stored. To the degree that differing provid 
ers of SMA services may require additional or different infor 
mation to be provided to identify a subscriber, the SMA 
controller can be configured to request that information and to 
store that information in preparation for transmission to a 
server in the operator domain. Once all the required account 
information has been provided, SMA controller 120 can 
transmit the identifying information to a server in operator 
domain 160 via the configured network (850). In addition, the 
SMA controller can provide information identifying the 
SMA controller hardware (e.g., serial number or other hard 
ware identification), along with network address information, 
that can be associated with the account information in the 
operator domain (e.g., in database server 185). 
0094. Through the use of this information, the provider of 
SMA services can verify the on-site setup of the SMA con 
troller. In addition, the provider can also track the hardware 
installed in the home domain for installation inventory pur 
poses, as well as future firmware updates for the SMA con 
troller. 

0095 FIG. 9 is a simplified flow diagram illustrating a 
process for configuring security sensors (e.g., 510), in accord 
with embodiments of the present invention per sensor setup 
stage 630. As illustrated, this sensor configuration stage flows 
from account setup stage 620 (905). A user of a security 
system incorporating SMA controller 120 (e.g., an installa 
tion technician or resident of home domain 110) can decide, 
based upon the needs within the home domain, the types and 
number of security sensors needed to secure the home 
domain. The SMA controller, via a touchscreen input device, 
for example, can display introductory instructions related to 
the sensor configuration process (910). The introductory 
instructions can include, for example, textual and/or visual 
instructions for putting standard sensors that are packaged 
with the SMA controller into discovery mode. The SMA 
controller can then provide an input display for the person 
performing the configuration to input how many sensors the 
SMA controller should search for during this process (915). 
FIG. 13H illustrates an example display for selecting a num 
ber of sensors an installer would like to add to the system. The 
illustrated display also provides a search time that automati 
cally adjusts to the selected number of sensors. 

Zone Function 

Entry/Exit 
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0096. The SMA controller can then search for all sensors 
that are in discovery mode (920). Additionally, the SMA 
controller can display a remaining search time indication. A 
linking message from a sensor can provide information 
including, for example, a unique identification number for the 
sensor and sensor type information. An SMA controller touch 
screen interface can then display Zone information associated 
with each discovered sensor (925). FIG. 13I illustrates an 
example of a detected Zones display that can be provided by 
the SMA controller. Each sensor can then be paired (e.g., by 
tripping the sensor) (930). The search and pairing process 
provides detailed information regarding each sensor to the 
SMA controller. 
0097. Once presented with the information related to all 
the located sensors, a user can then edit that information to 
providespecifics as to physical, or Zone, location of the sensor 
within the home domain and other characteristics related to 
the Zone of the sensor. The person performing the activation 
process can select a sensor Zone to edit (935) and then define 
or edit the information related to that sensor (940). The infor 
mation related to the sensors and Zone can then be stored in a 
local memory of SMA controller 120 (e.g., memory 260). The 
SMA controller can also transmit the sensor Zone information 
to be stored in a server in operator domain 160 via the broad 
band connection. 
(0098 FIG. 13J is an illustration of a display that can be 
provided by embodiments of the present invention to permit 
editing of sensor information (e.g., sensor Zone information). 
As illustrated, the display can provide information Such as a 
unique identifier of the sensor (serial number 1310) and sen 
Sor type (sensor type 1320). As indicated above, unique iden 
tifier and sensor type information is provided by the sensor 
during the search and location process. Through a display 
such as that illustrated in FIG. 13J, a user performing the 
activation can define additional Zone characteristics related to 
the sensor. For example, a user can define or select a Zone 
name 1330 to associate with the sensor. The Zone name can be 
entered, for example, by the user through use of a touch 
screen-based keyboard or selected from a list of common 
names displayed on the touch screen. 
(0099. A Zone function 1340 can also be provided to be 
associated with the sensor. A Zone function determines 
behavior of the Zone and is dependent on the Zone type. For 
example, a door/window sensor can function as an entry/exit 
Zone or as a perimeter Zone. Each Zone type can have one or 
more configurable Zone functions. For example, a motion 
detector can have a Zone function of interior follower, a 
smoke/heat detector can have a Zone function of 24-hour fire 
monitoring, a glass-break detector can have a Zone function of 
a perimeter Zone, and an inertia detector can have an entry/ 
exit Zone function or a perimeter Zone function. 
0.100 Selection of a Zone function definition can alter how 
the security system acts and reacts to signals received from a 
sensor in that Zone. The following table illustrates examples 
of Zone functions and their associated action/reaction defini 
tions, according to one embodiment of the present invention. 

TABLE 1 

Definition 

Allow exiting the home domain when the system is arming and will 
begin an entry delay when opened if the system is armed. Zone can 
be bypassed and can have specific tones assigned for open and close 
events. 
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Zone Function 

Perimeter 

Interior Follower 

10 

TABLE 1-continued 

Definition 

Generate an alarm immediately if tripped while the system is armed. 
Can be bypassed and can have specific tones assigned for open and 
close events. 
Protect the internal spaces of the home domain and trigger an 
immediate alarm if the system is armed in away mode. Zone is not 
armed when the system is in armed stay mode. Can be bypassed and 
can have specific activity/non activity tones assigned. 
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24-Hour Fire 
bypassed. 

24-Hour Monitor 
not sound the full alarm. Can be bypassed. 

24-Hour Environmental 

Generate an immediate fire alarm if triggered. Zone cannot be 

Generate notifications in the home and will beep the keypad but will 

Generates notifications, beeps keypads, and sounds the siren to let 
people within the home domain know to evacuate the premises. 
Cannot be bypassed. 

24-Hour Inform Will never generate an alarm, even if the system is armed. Upon 
triggering of the sensor will make the configured sound and send 
events to the operator domain. Can be bypassed. 

0101 By defining such Zones, a user can control how the 
security functions of SMA controller 120 react to various 
sensor triggers. 
0102. A user can also configure a display icon 1350 asso 
ciated with the sensor Zone. In many cases, the available icons 
will be limited to one type of icon that graphically relates to 
the sensor type. But, for example, with a door/window sensor, 
icons can be made available that illustrate a door or a window 
as appropriate. FIG. 13J further illustrates a signal strength 
button 1360 that, when selected, can display strength of the 
signal between the wireless hub located within SMA control 
ler 120 and the associated sensor. Alternatively, signal 
strength can be displayed on the display of FIG. 13J. 
0103) Sensor Zone information, entered through the use of 
a display such as that illustrated in FIG. 13J, can be stored in 
local data tables that are stored in memory 260 of SMA 
controller 120. In addition, sensor Zone information can also 
be transmitted via access domain 150 to servers in operator 
domain 160 for storage (e.g., database server 185). By storing 
the sensor Zone information in servers in the operator domain, 
the information is available to a user accessing a portal server 
170 (e.g., for monitoring of sensor events). Operator domain 
storage of configuration information can allow for remote 
access to the configuration information (e.g., using a portal 
server 170) as well as provisioning a replacement SMA con 
troller should an original SMA controller suffer from an event 
that makes the original SMA controller unusable. 
0104. A user performing an activation/configuration pro 
cess of the SMA controller can be given an opportunity to edit 
each discovered sensor Zone (945). Once the user has com 
pleted the process of editing sensor Zones, the user can be 
provided an opportunity to add a key fob-type device (950). If 
the user chooses to add the key fob-type device, pairing 
instructions for key fobs can be displayed (955). Once the key 
fob-type device is put into a discovery mode, the person 
performing the activation can instruct the SMA controller to 
search for the key fob-type device (960). Once the key fob 
type device has been found, the user can edit the key fob 
information in a manner similar to the Zone information edit 
ing (965). Information such as a person to be associated with 
a particular key fob and the like can be provided. Once a key 
fob-type device has been added or addition of a key fob has 
been bypassed, the activation process can continue to the next 
stage (970). Again, the information related to the added key 

fobs can be transmitted by the SMA controller to the operator 
domain for storage and monitoring. 
0105 FIG. 10 is a simplified flow diagram illustrating a 
process for adding cameras or other monitoring devices dur 
ing the activation process of an SMA controller. FIG. 10 
illustrates details related to process step 640 of FIG. 6. 
Although FIG. 10 and the accompanying description men 
tions camera-type monitoring devices, it should be under 
stood that other types of monitoring devices that are RF 
connected to the SMA controller can also be incorporated in 
the following discussion. 
0106. The process illustrated in FIG. 10 can be entered 
into after performing processes related to step 630 (1005). 
SMA controller 120 can display, on an associated touch 
screen display, general instructions related to activation and 
installation of a camera monitoring device (1010). An oppor 
tunity can then be provided for the person performing the 
activation to indicate whether one or more camera monitoring 
devices will be installed (1015). If no camera is to be 
installed, then the process can continue on to the next stage of 
the activation workflow (1075). If the user indicates that they 
wish to install a camera, then a determination can be made by 
the SMA controller as to whether the configured network 
supports a camera monitoring device (1020). For example, if 
the configured network does not support WiFi connections 
but the designated camera monitoring device requires a WiFi 
network, then a camera monitoring device installation cannot 
proceed. In such a case, the SMA controller can display a 
message indicating lack of network Support for Such a camera 
monitoring device (1025) and then the process can proceed to 
the next stage of the activation workflow (1075). Typically, 
though, the camera monitoring device installation workflow 
will not be entered if the previously configured network can 
not support a camera monitoring device (e.g., a power-line 
network). 
0107 If the person performing the activation wishes to 
install a camera and the configured network Supports such a 
camera, then the SMA controller can display instructions for 
preparing the camera monitoring device to be configured to 
communicate with the secure WiFi network of the SMA 
controller (1030). For example, an initial configuration of a 
wireless camera may require an initial hardwired connection 
to router 125 in order for the SMA controller to provide 
appropriate instructions for configuration of the camera. 
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Thus, the instructions displayed by the SMA controller may 
include text and pictures of how to couple the camera moni 
toring device to the router for this stage of the process. 
0108. The SMA controller can also provide the user per 
forming the activation process an opportunity to indicate 
when the camera monitoring device is coupled to the router or 
otherwise ready for configuration. The SMA controller can 
then communicate with the router (e.g., using HNAP) to 
locate the camera and to receive a MAC address of the camera 
from the router (1035). 
0109 FIG. 13K illustrates a display that can be provided 
on a touch screen of SMA controller 120 during a process of 
locating the camera monitoring device and displaying the 
found MAC address. As illustrated in FIG. 13K, the SMA 
controller can give the person performing the activation pro 
cess an opportunity to accept the found MAC address or to 
perform a retry operation to discover another appropriate 
MAC address (1040). Once confirmed, the SMA controller 
can then configure the camera monitoring device to commu 
nicate wirelessly with the router using the secure WiFi net 
work and, hence, the SMA controller (1045). The SMA con 
troller can use the display of FIG. 13K to provide positive 
notification of the process of camera configuration. 
0110. Once the camera configuration process has been 
performed, the SMA controller can display additional 
instructions related to re-configuring the camera monitoring 
device hardware to communicate wirelessly over the secured 
WiFi (1050). FIG. 13L illustrates an example of a display 
providing such instructions. In the illustrated example, the 
person performing the activation process is instructed to cycle 
power to the camera monitoring device and to disconnect the 
Ethernet cable connecting the camera with the router. When 
the camera is powered back up, the camera will then acquire 
an IP address over the secured WiFi network from router. 
0111. During the configuration process, the SMA control 
ler can pass a variety of information to the camera, including, 
for example, an administrative user name and password, cam 
era name, camera description, time Zone, current time, lan 
guage, user session name and password for list of users 
allowed to access the camera, network settings such as IP 
address and name servers, protocol settings, motion detection 
settings, and desired camera image settings Such as resolution 
and video adjustments. In addition, the camera can provide 
information to the SMA controller for storage, such as, for 
example, device type, manufacturer, model number, and 
other control information. All of this information can be 
passed between the SMA controller and the camera monitor 
ing device without user interaction beyond the initial configu 
ration of the camera hardware. 

0112. Once the SMA controller and camera are configured 
to communicate with one another, then images generated by 
the camera can be displayed on a display device associated 
with the SMA controller. The process flow illustrated in FIG. 
10 provides for a test image to be received from the camera 
over the secure WiFi network (1055) and displayed on the 
display device coupled to the SMA controller (1060). The 
SMA controller can then give the user performing the activa 
tion process an opportunity to confirm receipt of the image 
(1065), and if no image has appeared can return the process 
flow back to the initial configuration instructions for the cam 
era monitoring device (1030). If the image is successfully 
received and confirmed, then an opportunity can be given for 
configuration of a Subsequent camera monitoring device 
(1070). Should the user opt to not configure a subsequent 
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camera monitoring device then the process flow can continue 
to the next stage of the activation workflow (1075). 
0113 FIG. 11 is a simplified flow diagram illustrating an 
example process flow for alarm path communication testing 
650. As discussed above, the process for FIG. 11 is performed 
subsequent to configuration of the SMA controller network 
and various alarm sensors. The process illustrated in FIG. 11 
can be used to confirm the communication path between 
SMA controller 120 and central station 190. Both a general 
communication with the central station can be tested as well 
as receipt and interpretation of events associated with specific 
sensors coupled to the SMA controller. 
0114. As illustrated in FIG. 11, the process for alarm path 
communication testing can be entered Subsequent to configu 
ration of the network (1105). To confirm the presence of a 
communication path with an appropriate central monitoring 
station, the SMA controller can send a signal to the central 
station (1110). FIG.13M illustrates an example of a test alarm 
display that can be displayed on a touch screen associated 
with SMA controller 120 to begin the alarm test process. As 
illustrated, a test button is displayed that should be pressed to 
begin the alarm test sequence. FIG. 13N illustrates an 
example display that can be used to prompt a user performing 
the activation to send the test signal. A central station will 
receive a message (e.g., a "Contact ID 601-Manual Trigger 
Test Report') and the user will not be given an opportunity to 
get past this screen until an acknowledgement message is 
received from an alarm server in operator domain 160 (e.g., 
server 165). 
0115 Once the acknowledgement is received, the SMA 
controller can display instructions to the user performing the 
activation process to contact the appropriate central station to 
confirm the alarm transmission (1115). Such instructions can 
include, for example, a phone number for the central station 
that can be provided by a server in the operator domain upon 
the initial account setup process 620. The SMA controller can 
give the user performing the activation process an opportunity 
to input a verification of a Successful communication with the 
central station (1120). In an alternative embodiment, the 
SMA controller can be configured to receive an automated 
confirmation of communication to central station 190 from 
the central station or from an operator domain server 165. The 
SMA controller can then display information regarding the 
automated confirmation on a coupled display to the user 
performing the activation process. 
0116. Once the communication path with the central sta 
tion has been confirmed, the SMA controller can display a 
check list for testing each configured Zone of the system 
(1125). FIG. 13O illustrates an example of such an alarm test 
check list that can be displayed in accord with embodiments 
of the present invention. As illustrated, the check list provides 
the user an opportunity to arm the system for test mode 
(1130). Once armed, the SMA controller performs an exit 
delay sequence (1135) during which, if a sensor is tripped, no 
alarm will be sent to the central station if the alarm is reset 
from a tripped state. The check list then provides for the user 
performing the activation process to trigger an alarm sensor, 
which will then transmit an alarm signal to the SMA control 
ler (1140). 
0117. When the alarm sensor is triggered, the SMA con 
troller can display information related to the alarm trigger 
(1145). FIG. 13P illustrates an example of an alarm test 
display that can be provided by embodiments of the present 
invention. Each triggered Zone is illustrated in the alarm test 
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Zone display. When the user has triggered all desired alarms, 
the user can input to go to the next step. The SMA controller 
can then determine whether each configured Zone has been 
tested (1150), and, if not, the SMA controller can request 
confirmation from the user to not test the untested Zones 
(1155). In the event that the user wishes to test additional 
Zones, the SMA controller can provide an opportunity to 
trigger additional alarms (1140). 
0118. If each Zone has been tested or each desired Zone has 
been tested, then the SMA controller can display review 
information for the various triggered alarms (1165). FIG.13Q 
illustrates an example of a review alarms display that can be 
provided by SMA controller in accord with embodiments of 
the present invention. In addition, instructions to contact the 
central station to confirm the various alarm information has 
been received can also be displayed (1170). The user per 
forming the activation process can go through the alarm 
review list with the central station representative to confirm 
proper receipt of all alarm information. Once this alarm 
review process has been completed, the process can continue 
on to the next stage of the configuration workflow (1175). 
0119. In an alternative embodiment, the SMA controller 
can be configured to receive an automated confirmation of 
communication of alarm information to central station 190 
from the central station or from an operator domain server 
165. The SMA controller can then display information 
regarding the automated confirmation on a coupled display to 
the user performing the activation process. Such an auto 
mated process of alarm information confirmation decreases 
the time that is needed to performan installation and testing of 
the SMA controller setup. 
0120 FIG. 12 is a simplified flow diagram illustrating a 
process for post activation workflow 660. The process illus 
trated in FIG. 12 provides for configuration steps not per 
formed under any other section of the general workflow to be 
performed, as well as steps to complete securing the SMA 
controller. 

0121. The workflow of FIG. 12, as illustrated, is entered 
after completion of the alarm path communication testing 
sequence 650 (1210). The user performing the activation 
process can be given an opportunity to entera master code for 
SMA controller 120 (1220). FIG. 13R illustrates an example 
display that can be provided by the SMA controller for setting 
the master code. As illustrated, a keypad can be provided on 
the touch screen display and a four-digit number can be 
entered by the user. The SMA controller then stores the mas 
ter code for Subsequent use. Additionally, the user can be 
given an opportunity to input alarm event entry and exit delay 
times (1230). As discussed above, such entry and exit delay 
time relate to how long the SMA controller will wait after an 
alarm sensor has been triggered to send an alarm event to a 
central station and to sound a siren within home domain 110. 
Default values for entry and exit delay can be displayed and 
adjustment buttons can be provided by which the user can 
adjust those delay times to their preference. The entry and exit 
delays can then be stored on the SMA controller for use 
during operation. 
0122. In an alternate embodiment, steps 1210-1230 can be 
avoided during the installation procedure by assigning default 
values for the master code, delay times, and the like. The end 
user can then at a later time set those values through use of 
interfaces provided on a display coupled to the SMA control 
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ler. Use of default values can reduce the amount of time 
needed for the install of the SMA controller in the home 
domain. 
I0123. The SMA controller can then be configured to pro 
vide for any additional information that a provider of operator 
domain 160 wishes to acquire from a subscribing user (1240). 
A provider of SMA services can modify these process flow 
steps as desired or necessitated. Any additional instructions 
that are desired to be provided to the user performing the 
activation process can be provided on the display associated 
with the SMA controller (1250) and then the system can be 
rebooted to activate the SMA controller in accord with all the 
settings that have been provided during the activation work 
flow (1260). 
0.124. The software architecture that provides for the 
above-described activation/provisioning workflow is cus 
tomizable to the demands of a provider of the SMA services. 
Embodiments of the firmware architecture that provides the 
activation/provisioning workflow can be implemented, for 
example, using XML-type control files that define each step 
of the workflow and the display that accompanies that step of 
the workflow. 
0.125. The activation/provisioning workflow described 
above is designed to be performed entirely using SMA con 
troller 120 without the use of any external computing 
resources or input device beyond a touch screen display asso 
ciated with the SMA controller and any updates provided by 
a remote server. Displayed instructions and input screens are 
incorporated with the software (e.g., firmware) of the SMA 
controller Such that a non-technical end-user oran installation 
technician without specialized training can performan install 
of the SMA controller, along with the associated security 
sensors, camera monitoring devices, and network routing 
devices. In addition, since much of the network configuration 
is performed automatically by the SMA controller, the 
amount of typing of addresses and other information, and 
hence the opportunity for errors in Such typing, is dramati 
cally reduced. Since the installation process is performed 
using only a display coupled to the SMA controller, the need 
for additional equipment, Such as a computer to perform the 
installation, is eliminated, and thereby the cost of performing 
installations is also reduced. Further, the streamlined process 
for performing the installation, coupled with the elimination 
of lengthy typing of addresses and the like, results in a faster 
installation process with less frustration than is found for 
typical systems. Thus, if a technician is performing Such an 
installation, the cost for each installation is reduced due to the 
reduction in the need for installation technician time. Persons 
of ordinary skill in the art will understand that all of these 
factors provide advantages to systems embodying the present 
invention over traditional systems that require additional 
equipment to perform installations and specialized technician 
training, thereby increasing the costs for performing Such 
installations. 

An Example Computing and Network Environment 
I0126. As shown above, the present invention can be imple 
mented using a variety of computer systems and networks. An 
example of one such computing and network environment is 
described below with reference to FIGS. 14 and 15. 
I0127 FIG. 14 depicts a block diagram of a computer sys 
tem 1410 suitable for implementing aspects of the present 
invention (e.g., servers 165, portal server 170, backup server 
175, telephony server 180, and database server 185). Com 
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puter system 1410 includes a bus 1412 which interconnects 
major Subsystems of computer system 1410, Such as a central 
processor 1414, a system memory 1417 (typically RAM, but 
which may also include ROM, flash RAM, or the like), an 
input/output controller 1418, an external audio device, such 
as a speaker system 1420 via an audio output interface 1422, 
an external device. Such as a display Screen 1424 via display 
adapter 1426, serial ports 1428 and 1430, a keyboard 1432 
(interfaced with a keyboard controller 1433), a storage inter 
face 1434, a floppy disk drive 1437 operative to receive a 
floppy disk 1438, a host bus adapter (HBA) interface card 
1435A operative to connect with a Fibre Channel network 
1490, a hostbus adapter (HBA) interface card 1435B opera 
tive to connect to a SCSI bus 1439, and an optical disk drive 
1440 operative to receive an optical disk 1442. Also included 
are amouse 1446 (or other point-and-click device, coupled to 
bus 1412 via serial port 1428), a modem 1447 (coupled to bus 
1412 via serial port 1430), and a network interface 1448 
(coupled directly to bus 1412). 
0128 Bus 1412 allows data communication between cen 

tral processor 1414 and system memory 1417, which may 
include read-only memory (ROM) or flash memory (neither 
shown), and random access memory (RAM) (not shown), as 
previously noted. The RAM is generally the main memory 
into which the operating system and application programs are 
loaded. The ROM or flash memory can contain, among other 
code, the Basic Input-Output system (BIOS) which controls 
basic hardware operation Such as the interaction with periph 
eral components. Applications resident with computer sys 
tem 1410 are generally stored on and accessed via a com 
puter-readable medium, Such as a hard disk drive (e.g., fixed 
disk 1044), an optical drive (e.g., optical drive 1440), a floppy 
disk unit 1437, or other storage medium. Additionally, appli 
cations can be in the form of electronic signals modulated in 
accordance with the application and data communication 
technology when accessed via network modem 1447 or inter 
face 1448. 

0129. Storage interface 1434, as with the other storage 
interfaces of computer system 1410, can connect to a standard 
computer-readable medium for storage and/or retrieval of 
information, such as a fixed disk drive 1444. Fixed disk drive 
1444 may be a part of computer system 1410 or may be 
separate and accessed through other interface systems. 
Modem 1447 may provide a direct connection to a remote 
server via a telephone link or to the Internet via an internet 
service provider (ISP). Network interface 1448 may provide 
a direct connection to a remote server via a direct networklink 
to the Internet via a POP (point of presence). Network inter 
face 1448 may provide such connection using wireless tech 
niques, including digital cellular telephone connection, Cel 
lular Digital Packet Data (CDPD) connection, digital satellite 
data connection or the like. 

0130 Many other devices or subsystems (not shown) may 
be connected in a similar manner (e.g., document scanners, 
digital cameras and so on). Conversely, all of the devices 
shown in FIG. 14 need not be present to practice the present 
invention. The devices and Subsystems can be interconnected 
in different ways from that shown in FIG. 14. The operation of 
a computer system such as that shown in FIG. 14 is readily 
known in the art and is not discussed in detail in this applica 
tion. Code to implement the present invention can be stored in 
computer-readable storage media Such as one or more of 
system memory 1417, fixed disk 1444, optical disk 1442, or 
floppy disk 1438. The operating system provided on com 
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puter system 1410 may be MS-DOS.R., MS-WINDOWSR, 
OS/2(R), UNIX(R), Linux R, or another known operating sys 
tem. 

I0131 Moreover, regarding the signals described herein, 
those skilled in the art will recognize that a signal can be 
directly transmitted from a first block to a second block, or a 
signal can be modified (e.g., amplified, attenuated, delayed, 
latched, buffered, inverted, filtered, or otherwise modified) 
between the blocks. Although the signals of the above 
described embodiment are characterized as transmitted from 
one block to the next, other embodiments of the present 
invention may include modified signals in place of Such 
directly transmitted signals as long as the informational and/ 
or functional aspect of the signal is transmitted between 
blocks. To some extent, a signal input at a second block can be 
conceptualized as a second signal derived from a first signal 
output from a first block due to physical limitations of the 
circuitry involved (e.g., there will inevitably be some attenu 
ation and delay). Therefore, as used herein, a second signal 
derived from a first signal includes the first signal or any 
modifications to the first signal, whether due to circuit limi 
tations or due to passage through other circuit elements which 
do not change the informational and/or final functional aspect 
of the first signal. 
I0132 FIG. 15 is a block diagram depicting a network 
architecture 1500 in which client systems 1510, 1520 and 
1530, as well as storage servers 1540A and 1540B (any of 
which can be implemented using computer system 1510), are 
coupled to a network 1550. Storage server 1540A is further 
depicted as having storage devices 1560A(1)-(N) directly 
attached, and storage server 1540B is depicted with storage 
devices 1560B(1)-(N) directly attached. Storage servers 
1540A and 1540B are also connected to a SAN fabric 1570, 
although connection to a storage area network is not required 
for operation of the invention. SAN fabric 1570 supports 
access to storage devices 1580(1)-(N) by storage servers 
1540A and 1540B, and so by client systems 1510, 1520 and 
1530 via network 1550. Intelligent storage array 1590 is also 
shown as an example of a specific storage device accessible 
via SAN fabric 1570. 
0.133 With reference to computer system 1410, modem 
1447, network interface 1448 or some other method can be 
used to provide connectivity from each of client computer 
systems 1510, 1520 and 1530 to network 1550. Client sys 
tems 1510, 1520 and 1530 are able to access information on 
storage server 1540A or 1540B using, for example, a web 
browser or other client software (not shown). Such a client 
allows client systems 1510, 1520 and 1530 to access data 
hosted by storage server 1540A or 1540B or one of storage 
devices 1560A(1)-(N), 1560B(1)-(N), 1580(1)-(N) or intelli 
gent storage array 1590. FIG. 15 depicts the use of a network 
Such as the Internet for exchanging data, but the present 
invention is not limited to the Internet or any particular net 
work-based environment. 

Other Embodiments 

I0134. The present invention is well adapted to attain the 
advantages mentioned as well as others inherent therein. 
While the present invention has been depicted, described, and 
is defined by reference to particular embodiments of the 
invention, Such references do not imply a limitation on the 
invention, and no such limitation is to be inferred. The inven 
tion is capable of considerable modification, alteration, and 
equivalents in form and function, as will occur to those ordi 
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narily skilled in the pertinentarts. The depicted and described 
embodiments are examples only, and are not exhaustive of the 
Scope of the invention. 
0135 The foregoing describes embodiments including 
components contained within other components (e.g., the 
various elements shown as components of computer system 
1410). Such architectures are merely examples, and, in fact, 
many other architectures can be implemented which achieve 
the same functionality. In an abstract but still definite sense, 
any arrangement of components to achieve the same func 
tionality is effectively “associated such that the desired func 
tionality is achieved. Hence, any two components herein 
combined to achieve a particular functionality can be seen as 
“associated with each other such that the desired function 
ality is achieved, irrespective of architectures or intermediate 
components. Likewise, any two components so associated 
can also be viewed as being “operably connected,” or “oper 
ably coupled to each other to achieve the desired function 
ality. 
0136. The foregoing detailed description has set forth vari 
ous embodiments of the present invention via the use of block 
diagrams, flowcharts, and examples. It will be understood by 
those within the art that each block diagram component, 
flowchart step, operation and/or component illustrated by the 
use of examples can be implemented, individually and/or 
collectively, by a wide range of hardware, software, firmware, 
or any combination thereof. For example, specific electronic 
components can be employed in an application specific inte 
grated circuit or similar or related circuitry for implementing 
the functions associated with one or more of the described 
functional blocks. 

0.137 The present invention has been described in the 
context of fully functional computer systems; however, those 
skilled in the art will appreciate that the present invention is 
capable of being distributed as a program product in a variety 
of forms, and that the present invention applies equally 
regardless of the particular type of computer-readable media 
used to actually carry out the distribution. Examples of com 
puter-readable media include computer-readable storage 
media, as well as media storage and distribution systems 
developed in the future. 
0.138. The above-discussed embodiments can be imple 
mented by software modules that perform one or more tasks 
associated with the embodiments. The software modules dis 
cussed herein may include Script, batch, or other executable 
files. The software modules may be stored on a machine 
readable or computer-readable storage media Such as mag 
netic floppy disks, hard disks, semiconductor memory (e.g., 
RAM, ROM, and flash-type media), optical discs (e.g., CD 
ROMs, CD-Rs, and DVDs), or other types of memory mod 
ules. A storage device used for storing firmware or hardware 
modules in accordance with an embodiment of the invention 
can also include a semiconductor-based memory, which may 
be permanently, removably or remotely coupled to a micro 
processor/memory system. Thus, the modules can be stored 
within a computer system memory to configure the computer 
system to perform the functions of the module. Other new and 
various types of computer-readable storage media may be 
used to store the modules discussed herein. 

0.139. The above description is intended to be illustrative 
of the invention and should not be taken to be limiting. Other 
embodiments within the scope of the present invention are 
possible. Those skilled in the art will readily implement the 
steps necessary to provide the structures and the methods 
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disclosed herein, and will understand that the process param 
eters and sequence of steps are given by way of example only 
and can be varied to achieve the desired structure as well as 
modifications that are within the scope of the invention. Varia 
tions and modifications of the embodiments disclosed herein 
can be made based on the description set forth herein, without 
departing from the scope of the invention. 
0140 Consequently, the invention is intended to be lim 
ited only by the scope of the appended claims, giving full 
cognizance to equivalents in all respects. 

What is claimed is: 
1. A computer-implemented method for configuring a 

security, monitoring and automation (SMA) system, said 
method comprising: 

configuring a network in a domain comprising an SMA 
controller, wherein said configuring is performed using 
the SMA controller; 

configuring one or more of security sensors, monitoring 
devices, and home area network devices having an auto 
mation interface to communicate with the SMA control 
ler, wherein said configuring is performed using the 
SMA controller; and 

testing a communication path between the SMA controller 
and a remote server. 

2. The method of claim 1 further comprising: 
executing a script by the SMA controller, wherein 

the script guides a user of the SMA controller through 
said configuring the network, said configuring the one 
or more of security sensors, monitoring devices and 
home area network devices, and said testing the alarm 
communication path. 

3. The method of claim 2 wherein said executing the script 
displays a series of user interfaces on a display coupled to the 
SMA controller. 

4. The method of claim 1 further comprising: 
configuring one or more Zones, wherein each Zone is asso 

ciated with a security sensor of the one or more security 
sensors; and 

testing an alarm communication path. 
5. The method of claim 4 wherein the alarm communica 

tion path comprises: 
a link between a security sensor of the one or more security 

sensors and the SMA controller; and 
a network link between the SMA controller and the remote 

Sever. 

6. The method of claim 5 wherein the alarm communica 
tion path further comprises a link between the remote server 
and an alarm central station. 

7. The method of claim 5 wherein said testing the alarm 
communication path further comprises: 

receiving an sensor fault event signal from the security 
sensor by the SMA controller; and 

transmitting information related to the sensor fault event 
signal to the remote server in response to said receiving 
the sensor fault event signal when the SMA controller is 
in an armed State, wherein 
said transmitting is performed by the SMA controller, 
and 

said transmitting is performed using the network link. 
8. The method of claim 7 wherein the information related to 

the sensor fault event signal comprises an identifier of the 
security sensor. 
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9. The method of claim 4 wherein said configuring the one 
or more security sensors to communicate with the SMA con 
troller comprises: 

searching for each of the one or more security sensors by 
the SMA controller; 

displaying, on a display coupled to the SMA controller, 
information corresponding to each found security sen 
sor of the one or more security sensors; and 

pairing each found sensor. 
10. The method of claim 4 wherein the one or more security 

sensors communicate wirelessly with the SMA controller. 
11. The method of claim 4 wherein said configuring the one 

or more Zones comprises: 
Selecting a Zone of the one or more Zones; and 
editing information associated with the selected Zone. 
12. The method of claim 1 wherein said configuring the 

network in the domain comprising the SMA controller com 
prises: 

locating a network router in the domain; 
securing the network router; and 
creating a secure network, wherein 

the secure network comprises the SMA controller and 
the network router, and 

said securing the network router and creating the secure 
network are performed in response to commands 
transmitted from the SMA controller to the network 
rOuter. 

13. The method of claim 12 wherein said configuring the 
network further comprises: 

performing a connectivity test between the SMA controller 
and the remote server, wherein 
said performing the connectivity test is performed using 

the secure network. 
14. The method of claim 12 wherein the secure network is 

a WiFi network. 
15. The method of claim 12 wherein said configuring the 

network further comprises: 
locating a cellular network for which the SMA controller is 

provisioned; and 
performing a connectivity test between the SMA controller 

and the remote server, wherein 
said performing the connectivity test is performed using 

the cellular network. 
16. The method of claim 1 wherein said configuring the 

network in the domain comprising the SMA controller com 
prises: 

locating a power-line network adapter; and 
securing the power-line network adapter, wherein 

said securing the power-line network adapter is per 
formed in response to commands transmitted from the 
SMA controller to the power-line network adapter. 

17. A device comprising: 
one or more communication interfaces, each for commu 

nication with one or more of security sensors, monitor 
ing devices, and home area network devices having an 
automation interface, respectively; 

a network communication interface for communication 
with a network router in a domain comprising the device 
and the network router; 

a processor, coupled to the one or more communication 
interfaces, network communication interface and a 
memory, and configured to execute instructions stored in 
the memory; and 
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the memory storing instructions configured to provide a 
workflow for activating the device, wherein the work 
flow comprises 
configuring a network in the domain using the network 

communication interface, wherein 
said configuring is performed by the device in com 

munication with the network router, 
configuring one or more of the security sensors, the 

monitoring devices, and the home area network 
devices having an automation interface to communi 
cate with the device using the respective communica 
tion interfaces; and 

testing a communication path between the device and a 
remote server using the network communication 
interface. 

18. The device of claim 17 wherein the instructions con 
figured to provide the workflow comprise instructions for 
executing a script, wherein the Script guides a user of the 
device through said configuring the network, said configuring 
the one or more of the security sensors, monitoring devices 
and home area network devices, and said testing the alarm 
communication path. 

19. The device of claim 18 further comprising: 
a display, coupled to the processor, and configured to dis 

play a series of user interfaces in response to said execut 
ing the script. 

20. The device of claim 17 wherein the instructions con 
figured to provide the workflow comprise instructions for: 

configuring one or more Zones, wherein 
each Zone is associated with a security sensor of the one 

or more security sensors, and 
testing an alarm communication path using the network 

communication interface. 
21. The device of claim 20 wherein the alarm communica 

tion path comprises: 
a link between a security sensor of the one or more security 

sensors and the device; 
a network link between the device and the network router; 
a network link between the network router and a remote 

server; and 
a link between the remote server and an alarm central 

station. 
22. The device of claim 20 further comprising: 
a display coupled to the processor; and 
wherein the workflow for said configuring the one or more 

security sensors to communicate with the device further 
comprises 
searching for each of the one or more security sensors, 
displaying, on the display, information corresponding to 

each found security sensor of the one or more security 
sensors, and 

pairing each found sensor. 
23. The device of claim 20 wherein the workflow for said 

configuring the one or more Zones further comprises: 
selecting a Zone of the one or more Zones; and 
editing information associated with the selected Zone. 
24. The device of claim 17 wherein said workflow for 

configuring the network in the domain further comprises: 
locating the network router, 
securing the network router; and 
creating a secure network, wherein 

the secure network comprises the device and the net 
work router, and 
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said securing the network router and creating the secure said performing the connectivity test is performed 
network are performed in response to commands using the cellular network. 
transmitted from the device to the network router. 26. The device of claim 17 wherein said workflow for 

25. The device of claim 24 further comprising: configuring the network in the domain further comprises: 
a cellular communication interface for communication locating a power-line network adapter; and 

with a cellular network for which the device is provi- securing the power-line network adapter, wherein 
sioned; and said securing the power-line network adapter is per 

wherein said workflow for configuring the networkfurther formed in response to commands transmitted from the 
comprises locating the cellular network, and device to the power-line network adapter. 
performing a connectivity test between the device and a 

remote server, wherein ck 


